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PREFACE. 


The  present  treatise  is  the  outcome  of  lectures  delivered 
in  McGill  University  during  the  last  ten  or  twelve  years,  and 
although  intended  primarily  for  the  use  and  convenience  of  the 
student  of  hydraulics,  it  is  hoped  that  it  may  also  prove 
acceptable  to  the  engineer  in  general  practice. 

In  order  to  render  the  treatment  of  the  subject  more  com- 
plete, free  reference  has  been  made  to  standard  authors  on  the 
subject.  The  examples  introduced  to  illustrate  the  text  have 
also  been  selected  in  part  from  the  works  of  such  well-known 
writers  as  Weisbach,  Osborne  Reynolds,  and  Cotterill,  but 
the  greater  number  are  such  as  have  occurred  in  the  course  of 
the  author's  own  experience.  The  tables  of  coefficients  of 
■discharge  have  been  prepared  from  the  results  of  experiments 
■carried  out  in  the  Hydraulic  Laboratory  of  the  University. 
These  experiments  are  still  being  continued  and  may  probably 
form  the  subject  of  a  special  paper. 

The  author  desires  to  acknowledge  many  suggestions 
offered  by  Mr.  Bamford,  and  to  express  his  deep  obligation 
to  Professor  Chandler  for  much  labor  and  time  given  to  the 
revision  of  proof  sheets. 

Henrv  T.  Bovev. 

MoNTHBAt,  November,  1895. 
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PREFACE  TO  SECOND  EDITION. 


The  present  edition  of  the  work  on  "Hydraulics"  has^^ 
been  practically  rewritten,  the  various  chapters  having  been 
rearranged  and  in  some  cases  completely  altered  in  order  to- 
allow  of  necessary  corrections  and  of  the  introduction  of  much . 
new  matter. 

In  Chapter  I,  articles  on  the  whirling  and  rotation  of  fluids' 
have  been  inserted,  the  article  on  "  Weirs  and  Notches  "  has 
been  completely  rewritten,  and  there  has  been  added  a  resume 
of  Bazin's  experimental  work  on  weirs,  a  complete  account  of 
which  appears  in  the  Annales  des  Fonts  et  Chaussees. 

In  Chapter  II  will  be  found  a  large  amount  of  new  material/ 
including  the  results  of  experiments  collaborated  and  tabulated 
by  Mr.  C.  W.  Tutton  of  Buffalo,  to  whom  1  also  owe  manj^ 
thanks  for  various  useful  suggestions  and  for  the  graphical 
representation  of  the  results  of  the  pipe-flow  experiments. 

Chapter  III  has  been  considerably  changed  and  lengthened. 
The  results  of  the  experiments  by  Bazin,  Ganguillet  and 
Kutter,  and  others  are  given  in  detail  and  tables  giving  the 
values  of  the  constants  in  the  several  standard  formula;,  both 
in  English  and  metrical  units,  are  added  at  the  end  of  the 
chapter. 

Chapter  IV  contains  new  articles  on  "accumulators, 
presses,  and  water-engines." 

Chapter  V  has  been  completely  rewritten  and  now  includes. 
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vt  PREFACE  TO  SECOND  EDITION. 

a  discussion  of  the  analysis  of  the  impact,  Borda,  centrifugal, 
and  other  turbines. 

Chapters  VI,  VII,  and  VIII  in  the  new  volume  replace 
Chapter  VII  of  the  old  volume.  Chapter  VI  deals  exclusively 
with  water-wheels;  Chapter  VII  contains  new  matter  and 
treats  of  the  various  classes  of  turbines  which  have  not  been 
dealt  with  in  Chapter  V.  Chapter  VIII  is  entirely  new  and 
deals  with  centrifugal  pumps.  Much  of  the  information  incor- 
porated in  this  chapter  has  been  obtained  through  the  kindness 
of  Mr.  A.  F.  Hall  of  Boston,  who  has  given  valuable  hints  and 
suggestions  and  who  has  also  furnished  important  practical 
examples. 

It  is  hoped  that  the  large  amount  of  new  material  and  the 
various  tables  which  have  been  added  to  this  volume  will 
indicate  the  progress  which  is  being  made  in  reducing  the 
subject  of  Hj'draulics  to  an  exact  science  and  that  these  addi- 
tions, more  especially  the  tables,  will  add  considerably  to  the 
usefulness  of  the  book  for  the  purposes  of  the  practical  engineer. 

I  have  now  only  to  express  my  gratitude  to  my  colleague. 
Dr.  Coker,  for  suggestions  made  from  time  to  time  and  for  his 
great  kindness  in  revising  the  proof  sheets. 

Henry  T,  Bovey. 

October,  1901. 
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HYDROSTATIC   PRINCIPLES. 


Fundamental  Principles  ok  Hydrostatics.— y^/xti/i  may  be 
divided  into  two  classes  : 

Liquids,  which  are  tncompressible,  or  nearly  so.  showing  no  sensible 
chanf;e  of  volume  under  changes  of  pressure,  and 

Gasts,  which  are  compressible,  changing  in  volume  with  changes  of 
pressure. 

The  pressure  of  a  perfect  fluid  on  any  surface  with  which  it  Is  in  con* 
tact  Is  perpendicular  to  the  surface. 

The  pressure  of  a  fluid  at  any  point  of  a  surface  is  the  pressure  per 
unit  of  area. 

The  pressure  at  any  point  of  a  fluid  is  the  same  in  every  direction. 

Any  pressure  applied  lo  the  surface  of  a  fluid  is  tVansmitted  equally 
to  all  parts  of  the  fluid. 

The  density  of  any  uniform  substance  is  the  mass  of  a  unit  of  volume 
of  the  substance. 

The  intrinsic  weight  of  a  substance  is  the  weight  of  a  unit  of  volume 
of  the  substance,  expressed  in  terms  of  some  standard  unit  of  weight. 
The  difference  in  the  Unit  due  to  change  of  locality  is  very  slight,  the 
ratio  of  polar  to  equatorial  gravity  being  32.2527  :  33.088. 

The  specific  gravity  of  a  substance  is  the  ratio  of  the  weight  of  any 
volume  of  the  substance  to  the  weight  of  an  equal  volume  of  a  standard 
.substance. 

If  fluid  volumes  V.V.V'—ol  densities  p,  p',  p"— are  mixed  together, 
tlie  density  of  the  mixture  =  ^{p  V)  +  2(  V). 

If  fluid  volumes  K,  V ',  V" — of  specific  gravities  s,  s",  /' — are  mixed 
Together,  the  specific  gravity  of  the  mixture  =  S{s y)-t-S(y). 

The  pressure  in  a  homogeneous  fluid  at  rest  under  gravity  increases 
uniformly  with  the  depth,  or.  it)  other  words,  the  difference  of  the  pres- 
sures at  any  two  points  varies  as  the  vertical  distances  between  the 
points. 

xUi 
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XIV  HYDROSTATIC  PRINCIPLES. 

Analytically,  the  difference  of  pressure  =  ■wz,  ■w  being  the  intrinsic 
weight  of  the  fluid  and  i  the  difference  of  level. 

The  free  surface  oE  a  liquid  at  rest  under  gravity  is  a  horizontal  plane. 

The  common  surface  of  two  liquids  of  different  densities,  which  do 
not  mix,  is  a  horizontal  plane,  when  at  rest  under  gravity.  If  a  number 
of  liquids  of  different  densities,  e.g.,  mercury,  water.and  oil,  are  poured 
into  a  vessel,  they  will  come  to  rest  with  their  common  surfaces  horizon- 
tal planes,  the  densities  of  the  liquid  increasing  downwards. 

The  surfaces  of  equal  pressure  are  horizontal  planes. 

The  pressure  of  a  liquid  on  any  horizontal  area,  A,  is  equal  to  the- 
weight  of  3  column  of  the  liquid  of  which  the  area  is  the  base  and  of 
which  the  height,  a,  is  equal  to  the  depth  of  the  area  below  the  surface, 
i.e.,  wAz  (disregarding  the  pressure  on  the  free  surface). 

The  whole  pressure  of  a  fluid  on  a  submerged  surface  is  the  sum  of 
all  the  normal  pressures  exerted  by  the  fluid  on  every  portion  of  the  sur- 
face and  (disregarding  the  pressure  on  the  free  surface)  is  equal  to  the 
weight  of  a  column  of  liquid  of  which  the  base  is  equal  to  the  area  of 
the  surface,  and  the  height  is  equal  to  ihe  depth  of  the  centroid  of  ttie 
surface  below  the  surface  of  the  liquid.     Thus : . 

(a)  The  total  normal  pressure  on  a  wall  of  width  b,  sloping  at  tf  to 
the  vertical  and  retainj^g  water  which  rises  over  a  length  a  of  the  wall 


{b)  The  total  pressure  on  a  circular  valve  of  di 
iroid  3  below  the  surface  =  w  ■-—  i. 

(c)  The  total  normal  pressure  on  a  lock-gate  of  width  iand  on  which 
the  water  rises  to  a  height  z  =  tobi-  =  —wbe'. 

The  pressure  betweta  a  pair  of  lock-gates  =  pressure  oa  the  hinge 
post  =  \wbs'  sec  a,  so:  being  the  angle  between  the  gates. 

The  centre  of  pressure  of  a  plane  area  is  the  point  of  action  of  the 
resultant  flu  id -pressure,  (R),  upon  the  plane  area. 

If  y,  ?  are  the  horizontal  and  vertical  distances  of  the  C.  of  P.  from 
the  vertical  and  horizontal  axes  through  the  C.  of  G.  of  the  area. 

-  _  wD  _    loD D^        rt  -  _  ^  _  ■"■'J'^*  _  £' 

^  ~  R    -  wAk  -  :Ah'  R    "  wAh  ~  k' 

D  being  the  product  of  inertia  about  the  axes ;  /  the  moment  of  irieVtta 
o^  the  area  about  the  axis  o\  y\  h  the  depth  below  the  surface  of  the 
centroid,  and  k  the  radius  of  gyration. 
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HYDROSTAnC  PRINCIPLES.  «v 

El.  1.  Depth  of  C.  of  P.  of  a  parallelogram  with  one  edge  in  surface 
5=  t  of  deplh  of  opposite  edge. 

.   Ex.  2.  Depth  of  C^  of  P.  of  a  triangular  area,  the  middle  points  of  the 
sides  being  at  depths  rfi.  rfi.  rfi  below  the  surface,  =  ~ —  , 

■and  (a)  if  vertex  is  in  surface  and  base  horizontal,  depth  =  }  of  depth  of 
.  '  base; 

(*)  if  base  is  in  surface,  depth  =  J  of  depth  of  vertex  ; 

(c)  if  vertex  is  in  surface  and  y  and  s  are  depths  of  ends  of  base,  the 

depth  =  '■^!— C 

The  resultant  pressure  on  the  surface  of  a  solid,  wholly  or  partially 
immersed  in  a  fluid,  is  equal  to  the  weight  of  the  displaced  liquid  and 
acts  vertically  upwards  in  a  line  passing  through  the  centroid  of  the  dis- 
placed liquid.  In  other  words,  a  solid  immersed  in  a  liquid  appears  to 
lose  as  much  of  its  weight  as  is  equal  to  the  weight  of  the  fluid  it  displaces. 

If  a  homogeneous  body  float  in  a  liquid,  its  volume  will  bear  to  the 
volume  immersed  the  inverse  ratio  of  the  specific  gravities  of  the  solid 
and  liquid. 

A  body  of  weight  fV,  carrying  a  load  F,  floats  in  a  liquid,  G  and  A 
being  the  centres  of  gravity  of  the  body  and  of  the  displaced  water,  so 
that  G//  is  vertical.  If  the  load  P  is  shifted,  the  body  will  heel  through 
an  angle  6  and  the  point  /f,  also  called  the  centre  of  buoyancy,  will 
move  on  a  curve  or  surface  of  buoyancy  to  a  new  position  If',  the  line 
G'H  connecting  //'  with  the  new  position  of  the  C.  of  G.  of  the  body 
being  vertical.  If  9  is  small,  the  ultimate  position  of  J/,  the  intersec- 
tion of  //G  and  H'G',  is  called  the  metacentrt.  and  M  is  therefore  the 
centre  of  curvature  of  the  surface  of  buoyancy  at  H.  For  stability  of 
equilibrium  M  must  be  above  G.     Theoretically, 

„„     w/     wAK'      A¥ 

A  being  the  water-line  area  and  V  the  volume  of  liquid  displaced  by 
body. 
,  Capillary  Phenomena.— If  a  glass  tube  of  fine  bore  is  placed  verti- 
cally in  a  liquid  like  water,  which  wets  the  glass,  the  water-surface  on 
the  outside  next  the  glass  is  elevated  and  slightly  concave,  while  on  the 
inside  the  water-surface  is  concave  and  there  is  a  marked  elevation  above 
the  outside  surface. 

With  a  liquid  which  does  not  wet  the  glass,  like  mercury,  an  opposite 
«Sect  is  observed.    There  is  a  depression  on  the  outside  and  the  surface 
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xvi  HYDROSTATIC  PRINCIPLES. 

is  slifthtly  convex,  while  on  the  inside  the  surface  is  convex  and  there  i\ 
a  marked  depression  below  the  outside  surface. 

Surface  Tension.— At  the  bounding  surfac;  separating  air  from 
any  liquid,  or  between  two' liquids,  there  is  a  surface-tension  which  is 
the  same  at  every  point  and  in  every  direction. 

At  the  line  ol  junction  of  the  bounding  surface  of  a  gas  and  a  liquid 
with  a  solid  body,  or  of  the  bounding  surface  of  two  liquids  with  a  solid 
body,  the  surface  is  inclined  to  the  surface  of  the  solid  body  at  a  definite 
angle,  depending  upon  the  nature  of  the  solid  and  the  liquids. 

The  surface- tension  is  independent  of  the  curvature  of  the  surface 
but,  if  the  temperature  be  increased,  it  diminishes. 
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USEFUL  CONSTANTS. 


The  followinK  abbreviaiioot  «re  nscd:  Metre  =  m.;  tq.  metre  =  m.'; 
cnbic  meUe  =  m,';  centimetre  =  cm.;  *q.  centimetre  =  em.';  cubic  eetiti- 
mcire  •■=  cm.';  kilometre  =  kilo.;  graia  =  gr.;  gramme  =  gm.;  kilo 
gramme  =  k.;  kilogramme  metre  =  km. 

I  in.  =-.  a.54  cm. 

1  cm.  =  .3937<"i  in. 

I  (t.  =  30.4799  cm. 

1  m.  =  3.380843  ft. 

I  mile  =  1.6093  kilo. 

1  kilo.        =  .63137  mile. 

1  knot         =  ■  QAUI.  mile  per  far. 

=  6080  ft.  (av.)  per  br. 
1  gq.  in.       =  6.4516  cm.' 
I  em.'         =  .155  «q-  in. 
I  aq.  ft.      =  939.03  em.' 
1  m.'  =  10.7639  sq.  ft. 

1  sq.  yd.      =  .836136  m.* 
I  acre  =  43-56o  aq.  ft. 

=  .4046B  hectare. 


=  3  4711  acres, 
iq.  mile    k  640  acres. 

=  3.59  sq.  kilo. 
'  =  359  hectares. 

=  34.711  acres. 

lb.  =  16  OS.  =  7000  gr. 

=  4535934  k- 

=  4S3-S934gm. 

=  445.a»  dynes, 
k.  S3  304633  lbs. 

=  981,000  dynes. 


British  100 
U.  S.  ton 

=  3340  lbs. 
=  1016  k. 
=  aooo  lbs. 

Fr.  tonne 

=  907-143  t- 
=  1000  k. 

=  .984a  British  ton. 
^  3304.63s  lbs. 

cu.  in.ofw 

.ter«I4*C.  =  351.89  gr. 

cu.  (t.        ■ 
litre 

=  I  gm.- 

■'         =  63.43  lb". 

=  I  k. 

imp.  gal.  a 
cu.ft.ofwa 
cu.  ft.  of  a 
and  1  atm 

t  63-  F.        =  to  lbs. 
terat63.F.  =  63.3lbs. 
rato>  C.  1            „      ,. 
f    =  .0807  lb. 

CO.  ft.  of  hydrogen  at  ) 
o.C..nd,a^.          f='*933^2; 

litre    of  a 
and  I  aim 

'"-^■t=.oo5S7lb. 

Water  compresses  ^itnlh  of  its 
bulk  under  a  change  of  pressure  of 
1  aim.,  or  abont  -^th  of  its  vol.  un- 
der a  pressure  of  3  tons  (of  3340 lbs.) 
per  sq.  in. 


1  lb.  per  sq.  in. 
I  lb.  per  sq.  ft. 


=  .0703  k.  per  em.' 
=  .0703  Ib.persq.in. 
=  4.8Ss6  k.  per  m.' 
=  479dyneipercm.' 
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No.  o(  lbs.  per  I 

=  14.133  k.  per  cm. 

I  standard  atm 

1  _  j  39-95    ins.    of 

sq.  in.            i 

0fl4.7lb9.pe 

f      )      raercury. 

_(.4907     ins.      of 

sq.  in. 

J»,6oo,„. 

No.  oft  perm.' 

(      mercury. 
_  (  ins.  of  mercury 
i      -1-  a.0378. 
(  i.Sii6  lbs.   per 
}     sq.  ft. 

t  metric  atra.  0 
14.233  lbs.  pe 
sq.  in. 

1  erg 

[       (      raercury. 
=  I  dyne  X  1  cm. 

I  in.  of  mer-  | 
curyalo°C.  i 

1  gm..cm. 

=  981  ergs. 

=  .034534  k.per.cm.' 

I  ft.-lb. 

=  .  13835  tm- 

=  i.356iXio'ergs. 

at  o'  C.            ) 

=.0013596  per  cm.' 

I  km. 

=  7.333  fl-lbs.     , 

=  9.81.x  10' erg^. 

No.  of  fl.-lb. 

=  7.ai78km. 

I  cu,  in. 

=  16.387  cm." 

=  777B.  T.  U. 

icm.» 

=  .061  cu.  in. 

_  (  1399   lbs.  de- 

I  cu.  ft. 

=  ,038317  m." 

1     gree  C. 

=  28,317  Hires. 

I  B.  T.  U. 

=  1058  joules. 

1  m". 

=  SS'SMS   cu.   ft. 

=  1058  X  10'  ergs- 

I  litre 

=  1000  cm.' 

I  k.  degree  C. 

=  4300  joules. 

=  1.7598  pints. 

=  4300  X  10'  ergs. 

=  .33  imp.  gal. 

I  calorie 

=  Ik.  raised  r*G. 

I  imp.  gal. 

=  .1605  cu.  ft. 

=  4*6-9  kra. 

=  277.J7cu.  ins. 

=  3080.9  ft--lbs. 

=  4515963  litres. 

I  watt 

=  I  joule  per  sec. 

I  U:  S.  gal. 

=  231  cu.  ins. 

work  done  by 

=  .83354  imp.  gal. 

1      a  current  of 

i 

(981    era.    per 
~  )  sec.  per  sec. 

~         I  arap. -al  I 

volt. 

_l33.a     ft.     per 

I  horse-power 

=  550  lbs.  per  sec. 

'      sec. per  sec. 

1746  X  to* ergs 

J- at  Greenwich 

=  31.19073  ft. 

-'  I     per  sec. 

=  981.17  era. 

=  746  watts. 

g  al  London 

=  33.182  ft. 

_  j  1.01  force«.de- 

=  980  9  cm. 

(      cheval. 

£  at  Manchester 

=  33.196  ft. 
=  981.34  era. 

I  force-de-ch«val  =  {'^^^^J'""'- 

g at  the  equator 

=  3a-o88  ft. 

=  736  watls. 

=;978.04  cm. 

_  1  545  ft.-lbs.  per 

=  32.152  ft. 

-j      see. 

=  960  cm. 

=  7S  km.  per  sec. 

fat  Montreal 

=  33.'765ft. 

I  radian 

=  S7-396   degrees. 

=  980.73  cm. 

To  convert  c 

ommoo   into  hyper. 

The    inertia    or 
massofabody 

C  its  wl.  in  lbs. 
{-■{      at    London  . 

logarithms,  multiply  the  former  by. 

'       I     -^3^"- 

3.3035  and  the  latter  by  .43439. 

D.,.„cb,GoogIc 


HYDRAULICS. 


CHAPTER   I. 

GENERAL  PRINCIPLES.     FLOW  THROUGH  ORIFICES.  OVEK 
WEIRS,   ETC. 

I.  Fluid  Hotion.^ — ^The  term  "hydraulics,"  as  its  deriva- 
tion {v6a>p,  water;  av\os,  a  tube  or  pipe)  indicates,  was 
primarily  applied  to  the  conveyance  of  water  in  a  tube  or  pipe. 
but  its  meaning  now  embraces  the  experimental  theory  of  the 
motion  of  fluids. 

The  motion  of  a  fluid  is  said  to  be  steady  or  permaticnt 
when  the  molecules  successively  arriving  at  any  given  point 
are  animated  with  the  same  velocity,  are  subjected  to  the  same 
pressure,  and  are  the  same  in  density.  As  soon  as  the  motion 
of  a  stream  becomes  steady  a  permanent  regime  is  said  to  be 
established,  and  hydraulic  investigations  are  usually  made  on 
the  hypothesis  of  a  permanent  regime.  With  such  an  hypothe- 
sis, any  portion  of  the  fluid  mass,  which  leaves  a  given  region. 
is  replaced  by  a  like  portion  under  conditions  which  are  identi- 
cally the  same. 

The  terms  "steady  motion"  and  "permanent  regime" 
are  often  considered  to  be  synonymous, 
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-a  FLUID  MOTION. 

The  general  problem  of  flow  is  the  determination  of  the 
relation  which  exists  at  any  point  between  the  density,  pres- 
sure, and  velocity  of  the  molecules  which  successively  pass  that 
point. 

The  actual  motion  of  a  fluid  is  exceedingly  complex,  and, 
.  in  order  to  simplify  the  investigations,  various  assumptions  are 
made  as  to  the  nature  of  the  flow. 

2.  {a)  Stream-line  Motion. — The  molecules  may  be  re- 
garded as  flowing  along  definite  paths,  and  a  succession  of 
such  molecules  as  forming  a  continuous  fluid  rope,  which  is 
termed  an  elementary  stream  or  a  fluid  filament  ;  or,  if  the 
motion  is  steady,  and  the  paths  therefore  fixed  in  space,  is 
termed  a  stream-line. 

Experiment  shows  that  the  velocity  of  flow  in  any  cross- 
section  varies  from  point  to  point,  and  it  is  often  assumed  that 
the  section  is  made  up  of  an  infinite  number  of  indefinitely 
small  areas,  each  area  being  the  section  of  a  fluid  filament. 

{b')  Motion  in  Plane  Layers In  this  motion  it  is  assumed 

that  the  molecules,  which  at  any  given  moment  are  found  in  a 
plane  layer,  will  remain  in  a  plane  layer  after  they  have  moved 
into  any  new  position. 

(f>  Laminar  Motion. — On  this  hypothesis  the  stream  is 
supposed  to  consist  of  an  infinite  number  of  indefinitely  thin 
layers.  The  variation  in  velocity  from  point  to  point  of  a 
cross-section  may  then  be  allowed  for,  by  giving  the  several 
layers  diflerent  velocities  based  upon  the  law  of  fluid  resistance 
between  consecutive  layers, 

3.  Density ;  Compressibility ;  Head ;  Continuity. 
The  freezing-point  of  pure  water  is    32°  F.      or      0°  C. 

"     boiling-      "      "    "  "     •'  212°  F.      or  100°  C. 

"     max.  density    "    "  "     "     39''-i  F.  or      4°  C. 

"     standard  mean  temperature   "    62°  F.      or  16°. 66  C. 

The  comparative  densities  and  also  the  comparative  vol- 
umes are  the  same  at  32°  F",  and  46°  F. 
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The  bulk  of  fresh 
lent  water. 


FLUID  DENSITY.  J 

inow  is  1 2  times  the  bulk  of  the  equiva- 


cu-  ft.  of  fresh  snow  weighs  5.2  lbs.  and  its  s.  g.  is  .0833. 
cu.  ft.  of  ice  at  32°  F.  weighs  57J  lbs.  and  its  s.  g^  is 


I  cu.  ft.  of  average  sea-water  at  62°  F.  weighs  64  lbs.  and 
its  average  s.  g.  is  1.028. 

I  cu.  ft.  of  pure  water  at  32°  F.  weighs  62.418  lbs. 

■'  39°.  I  F.     "       62.425   " 

"  52°. 3  F.    "      62.400   " 

"  63°  F,        "      62.355    " 

■'  212"^  F.       "         59.640    " 

(  6.2355  eallons  or 
contains  i  ,       "  .  .  ,      ,, 

f  6.2328  imperiah gallons. 

1  cu.  yd.        '•  "  "        168.36  gaflons. 

1  cu.  metre    "  "  "        220. og         " 


The  vol.  of  I  lb.  of  pure  water  at  32° 

F. 

is  .016021  cu.  ft 

"      •'           '■              ■■        ■'            39° 

I  F. 

"  .016019    " 

'■        ■'           52" 

3F. 

"  .016          " 

•■        ■■           62° 

F. 

"  .016037     " 

212° 

F. 

"  .01677     " 

The  vol.  of  I  ton        "        "            52° 

.3r. 

"35-9 

sea-water  at           62 

F. 

"35 

"      "        I  tonne  of  pure  water  at  39 

.1  F. 

"35-3156     " 

"      "        I  kilog. 

"        0353     " 

I  gallon  of  pure  water  at  62°  F.  weighs  10  lbs.  and  its  vol. 
:  277.123  cu.  ins.  =  .16037  cu.  ft. 


I  imperial  gallon  of  pure  water  at  62°  F.  weighs  10.0054$ 
lbs,  ahd  its  vol.  =  277.274  cu.  ins. 
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S         5         s  f:        !^^ 


r^  r*  r^  *^  r*  r^  r^oo  («<oi4cood««)  o^qv^c^^oo  o  o  o  ^ 


ill 


ill 


D„.„ab,  Google 


FLUID  COMPRESSIBILITY.  S 

The  temperatures  in  this  table  may  be  taken  as  abscissae,  and 
■the  corresponding  values  in  the  three  remaining  columns  as 
ordinates.  Curves  of  comparative  density,  weight  per  cubic 
jot,  and  weight  per  gallon  are  thus  obtained,  and  the  values 
corresponding  to  any  specified  temperature  can  be  easily  and 
very  accurately  determined  from  these  curves  by  direct  meas- 
urement. 

The  weights  per  cubic  foot  in  the  table  have  been  calcu- 
lated by  means  of  Rankine's  approximate  formula, 
w  \oooT 

62.425  ■"    7^  -(-  250,cxx)  ' 
w    being    the   weight    per   cubic    foot   corresponding   to   the 
absolute  temperature  T,  i.e.,  461°  +  ordinary  temperature. 

The  specific  weights  obtained  by  this  rule  for  the  lower 
temperatures  are  very  exact,  but  for  the  higher  temperatures 
they  become  too  large.  Thus  the  rule  gives  59.76  lbs.  as  the 
weight  of  a  cubic  foot  of  pure  water  at  212'  F.,  while  actual 
measurement  makes  the  weight  59.64  lbs. 

The  comparative  densities  between  0°  C.  and  40"  C.  are 
the  values  obtained  by  Chappuis. 

Compressibility. — Fluids  arc  sensibly  compressible  under 
heavy  pressures,  and  the  compression  is  proportional  to  the 
pressure  up  to  about  lOOO  lbs.  (68  atmospheres)  per  sq.  inch. 
Grasst's  experiments  indicate  that  the  compressibility  of  water 
diminishes  as  the  temperature  increases.     Water  compresses 

about  47i  millionths  (i.e.,    — = ,   nearly)    of  its 

*'"  \       '    20,000       20,000'  '1 

bulk  for  each  atmosphere.  This  is  equivalent,  approxi- 
mately, to  a  reduction  of  t^  in  the  bulk  under  a  [H'essure  of 
2  tons  per  sq.  inch. 

If  a  volume  V  of  3  fluid  is  compressed  by  an  amount  /3l^ 
under  an  increase  ^fi  of  the  pressure,  then  the  amouut  of  com- 
pression per  unit  of  vol.  is 

/IV 

-^  and  is  called  the  cubical  compression.     The  ratio  of  the 
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FLUID  COMPRESSIBIUTY. 
Tablb  of  EiASTicrry  of  Voluue  of  Liquidi, 

(Redaced  from  Cnui'i  reuiiu.) 


Liquid. 

BUMlcilr  oi  Volume 

r™p™;ur.. 

Mercury... 

717,000.000 

o*      C. 

Water 

J  42.001^000 

Sea-water.. 

l6,3S0,00O 

Alcohol.... 

as^7o,ooo 

7.3°  c. 

a3,3»o,ooo 

44.090.000 

V- 


H.  B. — The  value  (or  mercury  is  probabiy  erroneoWk 
increment  of  pressure  to  the  cubical  expansion,  viz., 

is  termed  the  elasticity  of  volume.  This  is  sensibly  constant 
within  wide  limits,  and  is  generally  denoted  by  the  letters 
DorK. 

The  vertical  distance  between  the  free  surface  of  a  mass  of 
water  and  any  datum  plane  is  called  the  Acad  with  respect  to 
that  plane.  If  the  water  extends  down  to  the  level  of  the 
plane,  a  pressure  /  is  produced  at  that  level,  and  the  value  of 
/,  so  long  as  the  water  is  at  rest,  is  given  by  the  equation 


w  being  the  specific  weight  of  the  water  and  /„  the  pressure  at 
the  free  surface.  Thus  the  pressure  may  be  measured  in  terms, 
of  the  head,  and  hence  the  expression  ' '  head  due  to  pressure  ' ' 
or  "pressure  head." 

A  column  of  water  at  62°  F.  and  2.3093  ft.  in  height 
exerts  a  pressure  of  i  lb.  per  sq.  inch. 

A  column  of  water  at  62°  F.  and  33.947  ft.  or  10.34.7 
metres  in  height  exerts  a  pressure  of  14.7  lbs.  per  sq.  in.,  or 
one  atmosphere. 

A  column  of  water  at  62°  F.  and  I  ft.  in  height  exerts  a. 
pressure  of  .433  lbs.  per  sq.  inch. 
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Head. — A  head  of  water  is  a  source  of  energy.  A  volume 
of  water  descending  from  an  upper  to  a  lower  level  may  be: 
employed  to  drive  a  machine,  which  receives  energy  from  the 
water  and  again  utilizes  it  in  overcoming  the  resistances  o 
other  machines  doing  useful  work. 

Let  Q  cu.  ft.  of  water  per  second  fall  through  a  vertical, 
distance  of  h  ft.     Then   the  total  power  of  the   fall  =  wQk 

ft. -lbs. ,  =  ■— -  h.p. ,  w  being  the  weight  of  thewater  in  pounds; 

per  cubic  foot. 

Let  K  be  the  proportion  of  the  total  power  which  is- 
absorbed  in  overcoming  frictional  and  other  resistances.  Then 
the  effective  power  "of  the  fall  =  wQh(\  —  K),  and  the  effi- 
ciency is  I  —  A*. 

Continuity. — Imagine  abounding  surface  enclosing  a  space 
of  invariable  volume  in  the  midst  of  a  moving  mass  of  fluid. 
The  principle  of  continuity  affirms  that,  in  any  interval  of  time, 
the  flow  into  the  space  must  be  equal  to  the  outflow  during  the 
same  interval.  Giving  the  inflow  a  positive  and  the  outflow  a 
negative  sign,  the  principle  may  be  expressed  symbolically  by 
2Q  =  o. 

The  continuity  of  a  mass  of  water  will  be  preserved  so  long- 
as  the  pressure  exceeds  the  tension  of  the  air  held  in  solution. 
It  is  on  account  of  the  pressure  of  this  air  that  pumps  cannot 
draw  water  to  the  full  height  of  the  water -barometer,  or  about 

Generally  speaking,  the  pressure  at  every  point  of  a  con- 
tinuous fluid  must  be  positive.  A  negative  pressure  is  equiva- 
lent to  a  tension  which  will  tend  to  break  up  the  continuity 
presupposed  by  the  formulae.  Should  negative  pressures  result 
from  the  calculations,  the  inference  would  be  that  the  latter 
are  based  upon  insufficient  hypotheses. 

The  pressure  in  water  flowing  through  the  air  cannot  at  any 
point  fall  below  the  atmospheric  pressure.     There  are  cases^ 
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however,  as  when  water  flows  through  a  closed  pipe  (Art.  6, 
Chap.  II),  in  which  the  pressure  may  fall  below  this  limit  and 
become  ainnost  nil.  In  this  case  there  is  a  danger  of  the  air 
held  in  solution  being  set  free,  thus  tending  to  interrupt  the 
continuity  of  the  flow,  which  may  even  be  wholly  stopped  if 
tlie  air  is  present  in  sufficient  volume. 

Consider  a  length  of  a  canal  or  stream  bounded  by  two 
normal  sections  of  areas  A^,  A^,  and  let  i',,  v^  be  the  mean 
normal  velocities  of  flow  across  these  sections.  Then,  by  the 
principle  of  continuity, 

and  the  velocities  are  inversely  as  the  sectional  areas. 

Again,  assume  that  a  moving  mass  of  fluid  consists  of  an 
infinite  number  of  stream-lines,  and  consider  a  portion  of  the 
mass  bounded  by  stream-lines  and  by  two  planes  of  areas  A^, 
A^  at  right  angles  to  the  direction  of  flow.  If  v^ ,  7'^  are  the 
mean  velocities  of  flow  across  the  planes, 

1'^A^  =.Q=.  v^  if  the  fluid  is  incompressible. 

Assuming  that  the  fluid  is  compressible,  and  that  the  mean 
specific  weights  at  the  two  planes  are  ic,  and  Wj,  then  the 
weight  of  fluid  flowing  across  A^  is  equal  to  the,  weight  which 
flows  across  A^ ,  since  the  weight  of  fluid  between  the  two  planes 
remains  constant.      Hence 

w^A^'^  ^  w^A^:^. 

4.  Bemouilll's  Theorem.^This  theorem  is  based  on  the 
following  assumptions : 

(i)  That  the  fluid  mass  under  consideration  is  a  steadily 
moving  stream  made  up  of  an  infinite  number  of  stream-tines 
whose  paths  in  space  are  necessarily  fixed. 

(2)  That  the  velocities  of  consecutive  stream-lines  are  not 
widely  different,  so  that  viscosity,  or  the  frictional  resistance 
between  the  stream-lines,  is  sufficiently  small  to  be  disregarded. 
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(3)  That  the  fluid  is  incompressible,  so  that  there  can  be 
no  internal  work  due  to  a  change  of  volume. 

In  any  given  stream-line  let  a  portion  AB,  Fig.  I,  of  the 
fluid  move  into  the  position  A'B  in  t  seconds. 


Now  the  external  work=  - 


Let  (i^,  />,,  I', ,  Zj  be  the  normal  sectional  area,  the  intensity 
T>f  the  pressure,  the  velocity  of  flow,  and  the  elevation  above 
a  datum  plane  ss  of  the  fluid  at  A.  Let  a^,  p^,  v^,  z^  denote 
similar  quantities  at  B. 

Since  the  internal  work  is  nil,  the  work  done  by  external 
forces  rnust  be  equivalent  to  the  change  of  kinetic  energy. 
( the  work  done  by  gravity 
(  +  the  work  done  by  pressure. 
Butwhen  the  fluid  AB  passes  into  the  position  A'B\  the 
work  done  by  gravity  is  equivalent  to  the  work  done  in  the 
transference  of  the    portion  BB\  and  therefore,   /  being   the 
time, 

the  work  done  by  gravity  =  wa^ .  A  A',  s^  ~-  wa^ .  BB'.  s^ 
=  way .  z\t .  Sy  —  iva^  .v^.s^ 
=  wQt{z,  ~  5,), 
sincc-AA'  —  v,t,  BB'  =  v^t,  and  a^t\  =  Q  =  a^v^. 

Again,  t/ie  work  done  by  the  pressures  on  the  ends  A  and  B 
=  A«iV-/j«»V 

The   work   done  by  the   pressure  on   the   surface   of  the 
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Stream-line  between  A  and  B  is  nil,  since  the  pressure  is  at 

every  point  normal  to  the  direction  of  motion. 
The  change  of  kinetic  energy 
=  kinetic  energy  of  A'B'  —  kinetic  energy  of  AB 
=  kinetic  energy  of  BB'  —  kinetic  energy  of  A  A', 

since  the  motion  is  steady,  and  there  is  therefore  no  cliange  in 

the  kinetic  energy  of  the  intermediate  portion  A'B.     Thus 

the  change  of  kinetic  energy  =  -  a^B' — a^AA'-^ 


Hence,    equating  the   external   work   and   the   change  of 
kinetic  energy, 

wQn^,  -«j  +  C'(A  -/J  =  Je'(-j-  -  ^), 

which  may  be  written  in  the  form 

(■> 


TVS 

+  A+^-t 

=  -.  +  /.+  - 

2  '        ■        ■ 

z 

+  i^+S  = 

•'■H- 

^■  +  i'.    . 

w  '  ^g 

(2> 

But  A  and  B  are  arbitrarily  chosen  points,  and  therefore, 
at  any  point  of  a  stream-line,  the  motion  being  steady  and  the 
viscosity  nil,  the  gradual  interchange  of  the  energies,  due  ta 
head,  pressure,  and  velocity,  is  expressed  by  the  equation 

wz  +  p  +  —  —  =  wH,  a  constant ;  .     .     .     (3) 
or 

z+  —  +--  =H,  a  constant ;      ...     (4) 

Z  being  the  elevation  of  the  point  above  the  datum  plane,  p  the 
pressure  at  the  point,  w  the  specific  weight,  and  t  the  velocity 
of  flow.     This  is  Bernouilli's  theorem. 
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Thus  the  total  constant  enei^  of  wH  ft. -lbs.  per  cubic  foot 
of  fluid,  or  H  ft.  -lbs.  per  pound  of  fluid,  is  distributed  uniformly 
along  a  "stream-line,  wH  being  made  up  of  WB  ft.-lb«.  due  to 

head,  p  ft. -lbs.  due  to  pressure, ft. -lbs.  4uc  ^  velocity, 

and  H  being  made  up  of  z  ft. -lbs.  due  to  ht$i^,  *  l^.-lbs.  due 


Hence  the  total  energy  is  made  up  of  three  elements,  and 
each  clement  may  be  utihzed  by  a  specially  designed  motor. 
The  now  almost  obsolete  overshot- wheel  is  driven  by  the 
weight  of  the  water  filling  the  buckets  on  one  side  and  descend- 
ing from  a  higher  to  a  lower  level.  In  the  breast-wheet  atld 
certain  turbines,  the  energies,  due  both  to  the  weight  (wf)  and 


velocity  (^. 


,        ,,  are  transformed  into  useful  work.     The 

rotation  of  impulse-wheels  is  due  to  the  kinetic  energy  I  -^— •  1 

of  a  jet  of  water  issuing  from  a  nozzle  and  impingu^  upon 
curved  buckets.  Finally,  the  piston  of  the  hydraulic  engine  is 
actuated  by  water  admitted  into  the  cylinder  from  a  closed 
pipe  .in  which  the  water  under  pressure  moves  with  a  low 
velocity.  * 

Assuming  that 

{a)  the  motion  is  steady, 

(b)  the  frictional  resistance  may  be  disregarded, 

(f)  the  fluid  is  incompressible, 
Bernouilli's  theorem  may  be  applied  to  currents  of  finite  size 
at  any  normal  section,  if  the  stream-lines  across  that  section 
are  sensibly  rectilinear  and  parallel.  There  is  then  no  interior 
work  due  to  a  change  of  volume,  and  the  distribution  of  the 
pressure  in  the  section  under  consideration  will  be  the  same  as 
if  the  fluid  were  at  rest,  that  is,  in  accordance  with  the  hydro- 
static law.     This  is  also  true  whether  the  flow  takes  place 
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under  atmospheric  pressure  only,  or  whether  the  fluid  is  wholly 
or  partially  confined  by  solid  boundaries,  as  in  pipes  and 
canals,  or  whether  the  flow  is  through  another  mediuni  already 
occupied  by  a  volume  of  the  fluid  at  rest  or  moving  steadily  in 
a  parallel  direction.  In  the  last  case  there  must  necessarily 
be  a  lateral  connection  between  the  two  fluids,  but  the  pressure 
over  the  section  must  follow  the  hydrostatic  law  throughout  the 
separate  fluids,  and  there  can  be  no  sudden  change  of  pressure 
at  the  surface  of  separation,  as  this  would  lead  to  an  interrup- 
tion of  the  continuity. 

The  hypotheses,  however,  upon  which  these  results  are 
based,  are  never  exactly  realized  in  actual  experience,  and  the 
results  can  only  be  regarded  as  tentative.  Further,  they  can 
only  apply  to  an  indefinitely  short  length  of  the  current,  as  the 
viscosity,  which  is  proportional  to  the  surface  of  contact,  would 
otherwise  become  too  great  to  be  disregarded. 

5.  Applications  of  Bernouilli's  Theorem. — If  a  glass  tube, 
open  at  both  ends,  ,^nd  called  a  piezometer  {^rieZetv,  to  press; 
fieTpof,  a  measure)  is  inserted 
vertically  in  the  current,  Fig.  2, 
at  a  point  jV,  s  ft.  above  the  point 
0  in  the  datum  line,  the  water 
will  rise  in  the  tube  to'  a  height 
MN  dependent  upon  the  pressure 
at  N.  The  effect  of  the  eddy- 
motion  ,  produced  at  JV  by  obstruct- 
ing the  stream-lines,  may  be  dimin- 
ished by  making  this  end  of  the 
tube  parallel  to  the  direction  of 
flow.  Disregarding  the  effect  of 
'"■  ''  the  eddies  and  taking  /  and  />^  to 

be  the  intensities  of  the  pressure  at  N  and  of  the  atmospheric 
pressure,  respectively,  then, 

-  =  MN+  A 


=d  by  Google 


jlPPLICylTIONS  OF  BEKNOUILU'S  THEOREM. 
and  therefore 

=  ON+MN+  ^ 


=  0M+'- 


(S) 


The  locus  of  all  such  points  as  Mis  often  designated  "the 
line  of  hydraulic  gradient,"  or  the  "  virtual  slope,"  terms  also 
used  when  friction  is  taken  into  account. 

Let  the  two  piezometers  AB,  CD,  Fig.  3,  be  inserted  in 
the  current  at  any  two  points  B  and  D,  .s,  ft.  and  s^  ft. 
respectively  above  the  points  E  and  F\n  the  datum  line. 


Let  /,  be  the  intensity  of  the  pressure  at  B  in  pounds  per 
square  foot,  /j  that  at  D,  and  let  the  water  rise  in  these  tubes 
to  the  he^hts  BA,  DC.     Then, 

^-+  CF=  =^->r—. 
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and  therefore 

the  line  AG  being  parallel  to  the  datum  line. 

Thus,  {z^  +  -'J  —  L^  +  Y\  is  equal  to  the  fall  of  the  free 

surface  level  between  the  points  B  and  D. 

Let  z\ ,  II,  be  the  velocities  of  flow  at  B  and  I).  Then,  by 
Bernouilli's  theorem, 

--.  +  {r  +  ii  =  -.+  S  +  v    •   ■   •   (7) 

and  therefore  the  fall  of  free  surface  level  between  B  and  D 
Equation  (7)  may  also  be  written  in  the  form 

^=^+('.+=«')-(-+£)  =  ii+^'^'  ■  w 

so  that  the  velocity  at  D  is  equal  to  that  acquired  b)'  a  body 
with  an  initial  velocity  !■,  falling  freely  through  the  vertical 
distance  CG. 

Froude  illustrated  Bernouilli's  tiieorem  experimentally  by 
means  of  a  tube  of  varying  section.  Fig.  4.  conveying  a  current 
between  two  cisterns.  The  pressure  at  different  points  along 
the  tube  is  measured  by  piezometers,  and  it  is  found  that  the 
water  stands  higher  and  the  pressure  is  therefore  greater, 
where  the  cross-section  is  larger  and  the  velocity  consequently 
less.  Reynolds  illustrates  the  principle,  that  the  pressure  in  a 
frictionless  pipe  of  varying  section  increases  and  diminishes 
with  the  section,  by  forcing  water  at  a  high  velocity  through  a 
|-in.  pipe  drawn  down  in  the  middle  to  a  bore  of  .05  inch.     At 
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this  point  the  pressure  is  so  much  diminished,  that  the  water 
hisses  and  boils.  To  the  same  cause  is  due  the  hissing  sound 
heard  in  water-injectors  and  in  partially  opened  valves.  If  the 
section  of  the  throat  at  A  is  such,  that  the  velocity  is  that 
^icquire'd  by  a  body  falling  freely  through  the  vertical  distance 


-k  between  A  and  the  surface  level  of  the  water  in  the  cistern, 
and  if  ^  be  the  pressure  at  A,  and  s  the  elevation  oi  A  above 
■datum,  then,  neglecting  friction, 


2g 


=  //=.-  +  //  + 


A. 


But  ?'*  =  2gh,  and  therefore  p  ~  p^,  so  that  the  pressure 
at  A  is  that  due  to  atmospheric  pressure  only.  Thus,  a 
portion  of  the  pipe  in  the  neighborhood  of  A  may  be  removed, 
as  in  the  throat  of  the  injector. 

Again,  let  the  cross-section  in  the  throat  at  fi  be  less  than 
that  at  A.  The  pressgre  at  B  will  be  less  than  the  atmos- 
pheric pressure,  and  a  column  of  water  will  be  lifted  up  in  the 
urved  piezometer  to  a  height  h' . 

Let  a, ,  z^,  /, .  %\  be  the  sectional  area,  elevation  above 
datum,  pressure,  and  velocity  at  B. 

Let  a,,  Zf,  Pi,  I'g  be  similar  symbols  at  £. 
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^,  4--^  +  -^  =  s,  +  ^  +  -i-=^, -f-^!*— A'+-!-.      fg) 


water  is  observed  to  rise  in  the  piezometer  inserted  at  E,  and 

!  -  ''''■ 

since  a^v^  =  a^\  ,  rt^  being  the  sectional  area  at  E.     Therefore 

an    equation    giving    the    theoretical   velocity   of  flow    at    the 
throat  B.      Hence  the  theorcikal  quantity  of  flow  across  the 

section  at  ^  is 


This  is  the  principle  of  the  aspirator  and  also  of  the  Venturl 
water-meter,  which,  as  now  used,  is  said  to  be  correct  to 
within  ^  per  cent. 

The  actual  quantity  of  flow  is  found  by  multiplying  equa- 
tion (lo)  by  a  coefficient  C,  whose  value  is  to  be  determined 
by  experiment  and  may  be  taken  to  be  approximately  unity. 

If  the  pressure  at  E  is  positive,  then  H^  is  merely  the 
height  to  which  the  water  is  observed  to  rise  in  an  ordinary 
piezometer  inserted  at  E. 

Again,  Froude  also  points  out  that  when  any  number  of 
combinations  of  enlargements  and  contractions  occur  in  a  pipe, 
the  pressures  on  the  converging;  and  diverging  portions  of  the 
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pipe  will  balance  each  other  if  the  sectional  areas  and  direc- 
tions of  the  ends  are  the  same. 

Ex.  I.  One  cubic  foot  of  water  per  second  flows  steadily  through  a 
irictionless  pipe.  At  a.  point  A,  loo  ft.  above  datum,  the  sectional  area 
of  the  pipe  is  .125  sq.  ft,,  and  the  pressure  is  2500  lbs.  per  sq.  ft.  Find 
Ihe  total  enerf^y  at.^  per  cubic  foot  of  water.  At  a  point  B  in  the  datum 
line,  the  pressure  is  izjo  lbs.  per  sq.  ft.  and  the  sectional  area  .0625 
sq.  ft.     Find  the  loss  of  energy  per  cubic  foot  of  water  between  A  and  B, 

The  velocity  of  flow  at  j4  = =  8  ft.  per  sec. 

The  total  energy'at  A  per  cubic  foot  of  water 

2^00        8'  ,    ■ /'^ 


The  velocity  of  flow aU  = —2—  =  i6fi.pera 
The  total  energy  at  B  per  cubic  foot  of  water 

_  1350        16' 

-^  -*'    624    ■*"  "64 


=  24  ft. -lbs. 


Hence,  the  loss  of  energy  between  A  and  B  per  cubic  foot  of  water 
=  141  —  14  =  117  ft. -lbs. 

Ex.  2.  A  horizontal  frictionless  pipe,  in  which  the  pressure  is  100  lbs. 
-per  square  inch,  gradually  contracts  to  a  throat  of  one  tenth  of  the 
diameter  and  then  again  gradually  enlarges  to  a  pipe  of  uniform  diame-   V  - 
ler.     What  will  be  the  maximum  velocity  of  flow  at  the  throat  ? 

The  velocity  at  the  throat  will  be  greatest  when  the  pressure  there 
is  nil.  Hence,  if  v  is  the  throat  velocity  and  therefore  -—  the  pipe 
■velocity, 

6ai        ^  64\iooj  ^  64" 

and  *  =  121.437  ft.  per  sec. 

6.  Rotation  of  a  Fluid. — In  any  stream-line  moving  freely 
in  space,  let  ABCD  be  an  element  of  mass  m  and  normal 
thickness  dn{=  BC).  It  is  acted  upon  by  the  pressures  on 
JlD  and  BC,  a  pressure  of  intensity  p  on  the  area  AB^:=  a), 
a  pressure  of  intensity  />  -{-  dp  oa  the  area  CD,  its  weight  mg- 
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inclined  at  an  angle  a  to  the  normal,  and  the  centrifugal  force 

m—,  r  being  the  radius  of  curvature. 


Resolving  along  the  normal, 


■  ^P  =  m—  +  s 


n mg  cos  a  =  O, 


+  i-  cos  « 


If  the  stream-line  is  in  a  horizontal  plane,  a  =  90°,  and 


dp  _  w  v' 
dn  ~*  g    r  ■ 

But  by  equation  (4),  Art.  4,  since  z  is  now  constant, 

dH  _   I     dp       V    dT_V/T       dT\_3T    if'V   I    dT\ 
dn"""  w 'dn"'' g'dn~"  gT  '•'dn^  ~~  g  '  2'r  """iSi'* 


;ti  by  Google 


IVHIRUNG  FLUIDS.  i» 

The    expression    -( — h  j~)    's    designated    the    average 

angular  velocity,  or  the  rotation  of  the  fluid. 

Again,  if  the  stream-line  is  horizontal  and  is  also  circular^ 
dn  =  dr,  and 

dp  _  w  v' 

dr  ~  g  y 

a  differential  equation  connecting  the  pressure  and  the  velocity.-. 
If  T  is  a  known  function  of  r,  the  pressure  can  be  at  once- 
determined. 

7.  WllirliDg  Fluids. — Let  a  fluid  mass  whirl  like  a  rigid 
body  about  a  vertical  axis  YY,  with  an  angular  velocity  a>. 

Consider  the  relative  equilibrium  of  an  element  of  mass  ?«■ 


at  P  distant  x  horizontally  from  the  axis  and  _)<  vertically  from 
the  origin  O  in  YY. 

Take  PA  horizontally  to  represent  the  centrifugal  force 
in<x^x,  and  PB  vertically  to  represent  the  weight  mg.  The 
remaining  forces  must  be  equal  and  opposite  to  the  resultant  of 
these  two  forces,  viz.,  the  diagonal  PC  of  the  parallelogram 
AB,     The  magnitude  of  this  resultant  is 

PC  =  ^{mgf  +  (»o;>^)>  =  mg^Ji  +-^. 
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Its  slope,  a,  is  given  by 
Integrating, 


c  being  a  constant  of  integration. 

Thus  an  infinite  number  of  logarithmic  curves  can  be  drawn 
such  that  the  tangent  at  any  point  in  any  one  of  the  curves  is 
in  the  direction  of  the  resultant  force  at  that  point.  These 
■curves  are  called  lines  of  force,  and  the  surfaces  cutting  these 
lines  of  force  orthogonally  are  designated  level  or  equipotential 
surfaces. 

If  /3  is  the  slope  of  a  level  surface,  then 

+  £  =  tan  ^  =  cot  «  =  -—  =  --. 


Integrating, 


a^x* 


+  c, 


£  being  a  constant  of  integration. 

Thus  the  level  surfaces  are  paraboloids  of  revolution. 

For  the  free  surface  this  result  is  obtained  more- simply  as 

follows :  The  fluid  element  of  mass  m  in  the  free  surface  at  P 


b  kept  in  relative  equilibrium  by  (o)  the  centrifugal  force  mafXf 
,(#)  its  weight  mg,  and  {c)  the  fluid  pressures,  which  must  neces- 
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sarily  have  a, resultant  normal  to  the  free  surface  at  P.  Draw- 
ing the  horizontal  PN  and  the  normal  PG  to  meet  the  axis  of 
rotation  in  N  and  G,  PNG  is  evidently  a  triangle  of  forces, 

mg         NG  g 

z  -TTTT  — r-  = 1  and  JvG  =  — -,  a  constant. 

Thus,  the  sub-normal  is  constant,  and  the  free  surface  must  be 
a  paraboloid  with  its  vertex  at  the  point  0  where  the  free 
surface  cuts  the  axis  of  rotation. 

Ex,  I,  Deduce  the  law  of  pressure  variation  (a)  for  water  in  a  vessel 
moving  slowly  towards  a  hole  in  the  centre,  the  stream-lines  being  ap- 
proximately horizontal  circles  and  the  velocity  of  any  fluid  particle 
inversely  as  its  distance  from  the  axis  {6)  for  water  rotating  as  a  rigid 
body  about  an  axis  (as  in  a  full  centrifugal  pump  before  delivery  com- 
mences), the  velocity  of  any  fluid  particle  being  directly  proportional  to- 
its  distance  from  the  axis. 

(a)  Take  v  =  -,  then 


■uidr  ~ 

'  £   r 

g  r' 

Therefore 

t^ 

I 

2f 

a' 

(d)  Take 

v  =  br 

then 

■w  dr' 

S 

Therefore 

t-. 

=  ^+  - 

-S-r*  = 

2f 

Ex.  2.  A  cylindrical  vessel,  lo  ft.  in  height  and  i  ft.  in  diam.,  is  half 
full  of  water.  Find  the  number  of  revolutions  per  minute  which  the 
vessel  must  make  so  that  the  water  may  just  reach  the  top.  the  axis  of 
revolution  being  coincident  with  (a)  the  axis  of  the  vessel,  {d)  a  gen- 
crating  line. 

(a)  The  free  surface  of  the  water  is  the  paraboloid  POP,  Fig.  8.  with 
its  vertex  at  0,  since  the  vol.  of  the  paraboloid 

=  \  vol.  of  circumscribing  cylinder, 
=  vol.  of  water  in  vessel. 

oj'  2  3    ON       Bo 

and  a)=  f'32  >(  80  =  16^10. 
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The  linear  speed  o£  the  rim  at  /■  =  'w  =  84/10, 
and  the 


ber  of  revols.  pcrmin.   =  —^-_i_i?  =  482,96. 


(*)  The  free  surface 
Fig.  9. 


Fig.  8.  Fig.  9. 

the  paraboloid  OP,  with  its  vertex  at  O, 

I  /-A"         I 


Then  ^ 

and  a>  =  1/640  =  S^'i 

Thus  the  number  of  revols.  per  min.  =        "it*",'*  —  241.48. 


__6o  X  8i^i< 
-    2.V- 


&  Orifice  in  a  Thin  Plate. — If  an  opening  is  made  in  the 
Tivall  or  bottom  of  a  tank  containing  water,  the  fluid  particles 
immediately  move  towards  the  opening,  and  arrive  there  with 
a  velocity  depending  upon  its  depth  below  the  free  surface. 
The  opening  is  termed  an  "  orifice  in  a  thin  plate,"  when  the 
^water  springs  clear  from  the  inner  edge,  and  escapes  without 
:again  touching  the  sides  of  the  orifice.  This  occurs  when  the 
ibounding  surface  is  changed  to  a  sharp  edge,  as  in  Fig.  10, 
;and  also  when  the  ratio  of  the  thickness  of  the  bounding  sur- 
llface  to  the  least  transverse  dimension  of  the  orifice,  does  not 


;ti  by  Google 


SHARP-EDGED   ORIFICES.  »3 

exceed  a  certain  amount  which  is  usually  Bxed  at  unity,  as  in 
Figs.  II  and  12. 

Owing  to  the  inertia  acquired  by  the  fluid  filaments,  there 
will  be  no  sudden  change  in  their  direction  at  the  edge  of  the 
orifice,  and  they  will  continue  to  converge  to  a  point  a  little 
in  front  of  the  orifice,  where  the  jet  is  observed  to  contract  to 
the  smallest  section.     This  portion  of  the  jet  is  called  the  vena 


tontracta,  or  contracted  vein,  and  the  fluid  filamentsflow  across 
the  minimum  section  in  sensibly  parallel  lines,  so  that  here,  if 
the  motion  is  steady,  Bernouilli's  theorem  is  applicable. 

The  dimensions  of  the  contracted  section  and  its  distance 
irom  the  orifice  depend  upon  the  form  and  dimensions  of  the 
orifice  and  upon  the  head  of  water  over  the  orifice. 

Let  Fig.  1 3  represent  the  portion  of  the  jet  between  a  cir- 
cular orifice  of  diameter  AB  and  the  contracted 
section  of  diameter  CD,  EF  being  the  distance 
between  AB  and  CD.  Then,  taking  the  average 
results  of  a  number  of  observations,  it  is  found  that 
AB,  CD  and  EF  are  in  the  ratios  of  100  to  80  to 
'  50- 

Fie.  13.  Thus  the  areas  of  the  contracted  section  and  of 

the  orifice  are  in  the  ratio  of  16  to  25,  and,  generally  speaking, 
this  is  assumed  to  be  the  ratio  whatever  may  be  the  form  of 
^e  orifice. 
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»♦  TORRICELLI'S  THEOREM. 

9.  Torhcelli's  Theorem. — Let  Fig.  t4  represent  a  jet 
issuing  from  a  thin-plate  orifice  in  the  side  of  a  vessel  contain- 
ing water  kept  at  a  constant  level  AB 

Let  XX  be  the  datum  line,  MN  the  contracted  section,  anrf 
consider  any  stream-line  mn,  m  being  in  a  region  where  the 


velocity  is  sensibly   zero,    and   «  in  the    contracted  section- 
Then,  by  Bernouilll's  theorem,  the  motion  being  steady. 


2^ 


(!) 


fi,  /[  being  the  pressures  at  «  and  w,  and  ^,  ^-  their  elevations 
above  datum.     Hence 


■  -  +  '- 


(n 


If  the  flow  is  into  the  atmosphere, 

fi  =  the  atmospheric  pressure  =  />^,  and 
/,  =  «/.  Om  -\-  p^ , 
O  being  the  point  in  which  the  vertical  through  m  intersects 
the  free  surface.      Thus 


(3) 


h  being  the  depth  of  n  below  the  free  surface. 
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TORRICELU'S  THEOREM. 


The    result   given    by  equation  (3)  ' 
TcHTJcelli. 

The  depth  below  the  free  surface  is  very  nearly  the  same 
for  all  points  of  the  contracted  vein,  and  the  value  of  T  as 
given  by  {3)  is  taken  to  be  the  theoretical  mean  velocity  of 
flow  atross  the  contracted  section. 

Equation  (3)  is  equivalent  to  the  statement  that  when  the 
orifice  is  opened,  the  hydrostatic  energy  of  the  water,  viz., 
h  ft. -lbs.  per  pound,  is  converted  into  the  kinetic  energy  of 

■ —  ft. -lbs.   per  pound.     Thus,  if  the  jet  is  directed  vertically 

upwards,  it  will  very  nearly  rise  to  the  level  of  the  free  surface, 
and  would  reach  that  level  were  it  not  for  air  resistance,  or  for 
viscosity,  or  for  friction  against  the  sides  of  the  orifice,  or  for  a 
combination  of  these  retarding  causes. 

If  the  jet  issues  in  any  other  direction,  it  describes  a  para- 
bolic arc  of  which  the  directrix  lies  in  the  free  surface. 

Let  OTV,  Fig.  1 5,  be  such  a  jet,  its  direction  at  the  orifice 
at  O  making  an  angle  a  with  the  vertical.     With  a  properly 


formed  orifice  a  greater  or  less  length  of  the  jet  will  have  the 
appearance  of  a  glass  rod,  and  if  this  portion  were  suddenly 
solidified  and  supported  at  the  ends,  it  would  stand  as  an  arch 
without  any  shearing  stress  in  normal  sections 
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K£5J£iJ  IN  MOTION. 


Again,  the  horizontal  component  of  the  velocity  of  flow  at 
any  point  of  the  jet  is  constant  (=  v  sin  a),  so  that,  for  the 
unbroken  portion  of  the  jet,  equidistant  vertical  planes  will 
-intercept  equal  amounts  of  water,  and  the  height  of  the  C.  G, 
of  the  jet  above  the  horizontal  line  OV,  will  be  two  thirds  of 
the  height  of  the  jet, 

10.  Efflux  through  an  Orifice  in  the  Bottom  or  in  the 
Side  of  a  Vessel  in  Motion. — If  a  vessel  containing  water  s  ft. 
deep  ascend  or  descend  vertically  with  an  acceleration  f,  the 
pressure  p  at  the  bottom  is  given  by  the  equation 

±  5^/  =  /-A-«'^. 


/„  being  the  atmospheric  pressure.     Therefoi 


(-.^- 


Before  an  orifice  is  opened,  if 
the  heavier  vessel  is  reduced  to  rest 
by  applying  an  upward  acceleration 
/,  the    pressure  at  the   depth   s   is 

changed    from   ws    to    ivs\\  •\ — ], 

while  in  the  other  vessel  it  would  be 

'"■  '  ■  changed  from  laz  to  W3\\ ). 

If  now  an  orifice  is  opened  at  the  bottom,  the  velocity  of 
efflux  V  is  still  taken  as  being  due  to  the  head  of  the  pressure 
p,  and  therefore  by  Torricelli's  Theorem 


Let  fFj  be  the  weight  of  the  vessel  and  water,  and  let  the 
vessel   be   connected    with    a   counterpoise   of  weight   W^  by 
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FLOW  W  FRICTIONLESS  PIPE.  2J 

means  of  a  rope  passing  over  a  pulley.     Then  by  Newton's 
second  law  of  motion,  and  neglecting  pulley  friction, 


/     ±  Tt  w, 


2"being  the  tension  of  the  rope.   Therefore,  also,  T^=  j 

Next  let  a  cylindrical  vessel. 
Fig.  17,  of  radius  r  and  containing 
water,  rotate  with  an  angular  ve- 
locity CO  about  its  axis,  Art.  7.  The 
surface  of  the  water  assumes  the 
form  of  a  paraboloid  with  its  vertex 
at    0   and   its    latus   rectum    equal 


2£- 


If  an  orifice  is  made  at  Q   z-^-^— 


in  the  .side  of  the  vessel,  at  a  verti-  F'o-  '7- 

cal  distance  s  from  0,  the  water  will  flow  out  with  a  velocity 

I'  due  to  the  head  of  pressure  at  the  orifice.     This  head  is  PQ, 

And 

"2F 


PQ=ON±  z  = 


■  ±  s. 


the  sign  being  plus  or  minus,  according  as  the  orifice  is  below 
or  above  0.      Hence,  by  Torricelli's  theorem, 


^¥  ±  3gZ. 


'  II.  Application  to  the  Flow  through  a  Frictionless  Pipe 
of  Gradually  Changii^  Section  (Fig.  18}. — Let  the  pipe  be  . 
supplied  from  a  mass  of  water  of  which  the  free  surface  is  H  ft. 
above  datum. 
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Let  a^,  Py,  i',  be  the  sectional  area,  pressure,  and  velocitj^ 
of  flow  at  any  point  A ,  ::^  ft.  above  datum 
and  //,  ft.  below  the  free  surface. 

Let  «,,  p^,  v^  be  similar  symbols  for  a  second  point  B, 
£■,  ft.  above  datum  and  h^  ft.  below  the 
free  surface. 


Fig.  i8. 
Then  by  the  condition  of  continuity, 

and  by  Torricelli's  theorem. 


^  +A  +  ,  ,,  +  /,,  +£9  =  y/  +  fl 


#n  1'.  fi. 

=    i!,  +    >4,   +    —    =    -^  +    -    +   ^,, 
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HYDRMULfC  COEFFICIENTS. 
SO  that  Bernouilli's  theorem,  viz., 

holds  true  for  the  assumed  conditions. 

12.  Hydraulic  Coeffidents These  are  coefficients  intro- 
duced to  correct  the  discrepancies  between  the  results  deduced 
by  theoretical  considerations  and  the  actual  results  of  practice. 

Numerous  experiments  have  been  made  lo  determine  the  values  of 
these  coefficients,  and  with  the  same  object  in  view,  special  apparatus 
has  been  designed  and  installed  in  the  hydraulic  laboratory  of  McGill 
University.  A  main  feature  of  this  apparatus  is  a  cast-iron  tank,  square 
in  section,  1%  ft.  in  height,  and  having  a  sectional  area  of  25  sq.  ft. 
Care  has  been  taken  to  make  the  inside  surfaces  of  the  tank  perfectly 
4u6b,  and  to  this  end  the  flanges,  by  which  the  several  sections  are 
bolted  t(%ether,  are  placed  on  the  outside. 

The  valve.  Fig.  19,  in  the  side  of  the  tank  is  a  gun-metal  disc  J  in.  in 
thickness  and  34  ins.  in  diameter,  fitted  into  a.  recess  of  the  same  di- 


Fie.  19. 

mensions  in  a  cast-iron  cover-plate,  with  gun-metal  bearing  faces,  form- 
ing a  water-tight  joint  for  the  face  of  the  disc.  This  cover-plate  Is 
bolted  to  an  opening  in  the  front  of  the  tank,  and  the  inner  faces  of 
the  cover-plate  and  disc  are  flush  with  the  inner  surface  of  the  tank. 
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In  the  disc,  and  on  opposite  sides  of  tlie  centre,  there  are  two  screwed 
openings,  the  one  3  ins.  and  the  other  7  ins.  in  diameter.  By  rotating 
the  disc  each  opening  can  be  made  -concentric  with  a  screwed  7i-in. 
opening  in  the  body  of  the  valve.  The  disc  is  rotated  by  means  of  a 
spindle  through  its  centre,  passing  through  a  gland  in  the  front  of  the 
valve  body,  and  operated  by  a  lever  on  the  outside.  Gun-metal  bushes, 
with  the  required  orifices,  are  screwed  into  the  disc  openings,  and  when 
screwed  home  have  their  Inner  surfaces  Rush  with  the  valve  surface,  and 
therefore  with  the  inside  surface  of  the  tank.  By  means  of  a  simple 
device,  these  bushes  can  be  readily  removed  and  replaced  by  others 
without  the  loss  of  more  than  a  pint  of  water.  A  cap  with  a  central 
gland  is  screwed  into  the  jj-in.  opening  of  the  valve  body  and  forms  a 
practically  water-tight  cover.  The  valve  is  rotated  so  as  to  bring  the 
bush  opposite  the  opening,'  and  it  is  then  unscrewed  by  means  of  a. 
special  key  projecting  through  the  cap-gland..  The  valve  is  now  turned 
back  until  the  opening  is  closed,  when  the  cap  is  unscrewed,  the  bush 
taken  out,  and  another  put  in  its  place.  The  cap  is  agam  screwed  into 
position,  the  valve  rotated  until  the  openings  in  the  disc  and  tank-side 
are  concentric,  when  the  bush  is  screwed  home  by  the  key, 

A  gun-metal  bush  screwed  into  each  of  the  two  openings  in  the 
main  disc,  carries  a  series  of  orifice  plates.  The  larger  bush  takes 
plates  with  openings  up  to  4  ins.  in  diameter,  and  the  smaller  bush  takes 
plates  with  openings  up  to  1}  ins,  in  diameter.  The  plates  are  provided 
with  a  shouldered  edge,  which  fits  against  the  corresponding  rim  of  the 
bush,  and  are  screwed  with  the  orifice  in  any  required  position  by  means 
of  an  annular  screwed  ring  fitting  the  interior  surface  of  the  bushing. 
The  orifice  plates  are  gun-metal  discs,  4I  ins.  in  diameter  by  i  in.  thick 
for  the  large  bush,  and  2  ins.  in  diameter  by  i  in.  thick  for  the  small 

The  utmost  care  has  been  taken  to  form  the  9rifices  with  the  greatest 
possible  accuracy.  The  orifices  are  worked  in  the  discs  approximately 
to  the  sizes  required,  and  are  then  stamped  out  with  hardened -steel 
punches,  the  sizes  of  which  have  been  determined  with  great  exactness 
by  means  of  Brown  &  Sharpe  micrometers.  The  diameters  of  the  ori- 
fices are  also  checked  by  a  Rogers'  comparator  and  a  standard  scale. 
In  some  cases  a  discrepancy  has  been  found  between  the  sizes  of  the 
die  and  its  orifice,  but  the  size  obtained  for  the  ^rilice  is  the  one  which 
has  been  invariably  used  in  the  calculations. 

(a)  Coefficients  of  Velocity.  — The  actual  velocity  v  at  the 
vena  contracta  is  a  little  less  than  V2gh,  the  theoretical 
velocity  (Art.  9),  and  the  ratio  of  v  to  V2gk  is  called  the 
coefficient  of  velocity.      Denoting  this  coefficient  by  c, ,  then,   1 

v'  =  c^.  2gh, 
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COEFFICIENT  OF  VELOCITY. 

and  the  equations  for  the  velocities  of  discharge  in  the  c 
moving  vessels  (Art.  lO)  become 


C,\2{g  ±f)h 


A  mean  value  of  c„  for-well  formed  simple  orifices  is  .974. 
Assuming  that  the  face  of  the  orifice  is  vertical  and  that  the 
jet  issues  horizontally  with  a  velocity  of  i-  ft.  per  second,  under 
a  head  of  k  ft.  of  water,  and  assuming  also  that  in  /  sees. ,  a 


fluid  particle  reaches  a  point  y  ft.  measured  vertically  and  x  ft, 
measured  horizontally  from  the  point  of  discharge,  then,  dis- 
regarding the  effect  of  air  resistance  and  other  disturbing 
causes, 

X  =  vt, 

and  therefore 


2%^ 


=  -V2^A   =  W^, 


'  4^V  ' 
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If  Xj ,  ;y^  are  the  coordinates  of  the  fluid  particle  in  any  other 
position,  then,  also, 


"  4« 

I.'-I» 

411(7,  -  7) 

which  is  the  formula  used  in  the  McGill  laboratory  in  the 
experimental  determination  of  coefficients  of  velocity.  The 
position  of  the  Jet  is  defined  by  vertical  measurements  from  a 
straight-edge,  supported  horizontally  above  the  jet,  by  a  bracket 
on  the  tank  face  at  one  end,  and  at  the  other  on  a  bearing, 
which  admits  of  a  vertical  adjustment.  Fig.  2 1 . 


The  straight-edge  is  of  machinery-steel,  is  5J  ft.  in  length, 
2j  ins.  in  depth,  |  in.  in  width,  and  is  graduated  so  as  to  give 
the  horizontal  distances  from  the  inner  face  of  the  orifice  [^ate. 
The  vertical  ordinates  are  measured  by  a  Vernier  caliper 
specially  adapted  for  the  purpose.  The  flat  face  of  the  movable 
limb  is  made  to  rest  upon  the  upper  surface  of  the  straight- 
edge, and  the  caliper-arm  hangs  vertically.  A  bent  piece  of 
wire,  with  a  needle-point,  is  clamped  to  the  other  limb,  and. 
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l>y  means  of  the  screw  adjustment,  can  be  readily  moved  until 
it  just  touches  the  upper  or  lower  surface  of  the  jet. 

By  means  of  the  above  method,  an  extended  series  of 
experiments  with  J-in.,  ^-in,,  and  i-in,  sharp-edge  orifices,  and 
under  heads  varying  from  6  to  20  ft.,  gave  .99  as  the  average 
value  of  the  coefficient  of  velocity  (Cp). 

Let  the  direction  of  the  jet,  Fig.  22,  at  the  point  of  dis- 
charge make  an  angle  or  with  the  horizontal,  and  let  jTj  ,  ^, , 


-^a'  ^j>   ^  ^^^  coordinates   defining  the   position   of  a  fluid 
particle  after  intervals  of  /,  sees,  and  /,  sees.     Then 

Xj  =  I-  cos  a .  ty       and       J'^  =  v  sin  a .  i^  ~  igt*, 

x^-=v  COS  a .  t^       and       j',  =  w  sin  a .  /j  —  ks^%' 


These  equations  give 


X,  sec"  a 


jT,  tan  «  —  i^i  g  ^t  ^^  "  ~  J't 

£-om  which  a  and  then  c„  can  be  calculated. 
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34         COEFFICIENTS  OF  RESISTANCE  AND  CONTRACTION. 

{b)  Coefficient  of  Resistance. — Let  A,  be  the  head  required 
to  produce  the  velocity  v.  Let  //,  be  the  head  required  to- 
overcome  the  frictional  resistance.     Then 

h,  the  total  head,  —  h^ -\-  h,  =  hji  +  c,), 

where  h^  =  cji^. 

c,.  is  termed  the  coefficient  of  resistance,  and  is  approxi- 
mately constant  for  varying  heads  with  simple  sharp-edged 
orifices.     Again, 

cM  ~  —  =  A„ 


A  =  c,U(i  +  c^), 
and  therefore 

1 

V- '  +  '-■■ 

so  that  c^  can  be  found  when  c„  is  known,  and  Tice  versa. 

(c)  Coefficient  of  Contraction. — The  ratio  of  the  area  a  of 
the  vena  contracta  to  the  area  A  of  the  orifice  is  called  the 
coefficient  of  contraction,  and  may  be  denoted  by  c^. 

The  value  of  c^  must  be  determined  in  each  case,  but  in 
sharp-edged  orifices  an  average  value  of  c^ ,  as  already  pointed 

out,  is  —  =  .64.      Cieliris  paribus,  c^  increases  as  the  orifice 

area  and  the  head  diminish. 

The  following  are  some  of  the  conditions  which  tend  to- 
modify  the  value  of  c,: 

(i)  The  contraction  is  imperfect  and  will  be  suppressed 
over  the  lower  edge  of  a  square  orifice  at  the  bottom  of  a 
vessel,  and  over  a  side  as  well  if  the  orifice  is  in  a  corner.  In 
fact,  the  contraction  is  more,  or  less  imperfect  for  any  orifice 
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within  three  diameters  from  the  side  or  bottom  of  the  vessel- 
Thus,  the  cross-section  of  the  vena  contracta  is 
increased,   and  experiment  shows  that  the  dis-   -    - 
charge  is  also  increased. 

(2)  Cc  is  increased  or  diminished  according  as  I 

the  surface  surrounding  the  orifice  is  convex  or ' 

concave  to  the  interior  of  the  vessel.  '"■  *'' 

(3)  The  contraction  is  imperfect  and  r,  is  increased,  if  the- 
orifice  is  placed  in  a  confined  part  of  the  vessel,  or  if  the  water 
approaches  the  orifice  through  a  channel,  as  in  Fig.  23,  the 
velocity  of  the  fluid  filaments  being  thereby  considerably 
increased. 

(4)  If  the  inner  edge  of  an  orifice  is  rounded,  as  shown  by- 
Figs.   24  and  25,  the  contraction   is  more  or  less  imperfect. 


Fig.  14. 


Fic.  as- 


The  value  of  c,  varies   from  .64  for  a  sharp-edged  orifice  to 
very  nearly  umty  for  a  perfectly  rounded  orifice. 

(5)  The  contraction  is  incomplete  when  a  border  or  rim  is 
placed  round  a  part  of  the  edge  of  the  orifice,  projecting 
inwards  or  outwards.     According  to  Bidone, 


.62(1  + . 


rifices. 
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C,=\62[l   + 


1 2  8- J  fore 


cular  orifices, 


«  being  the  length  of  the  edge  of  the  orifice  over  which  the 
border  extends,  and  /  the  perimeter  of  the  orifice. 

(6)  If  the  sides  of  the  orifice  are  curved  so  as  to  form  a 
bell-mouth  of  the  proportions  shown  by  Fig.  26,  and  corre- 


__i 

^ ^ , 

spending  approximately  to  the  shape  of  the  vena  contracts, 
the  whole  of  the  contraction  will  take  place  within  the  bell- 
mouth,  and  c^  is  unity  if  the  area  of  the  orifice  is  taken  to  be 
the  area  of  the  smaller  end. 

For  such  an  orifice  Weisbach  gives  the  following  table  of 
values  of  ^„: 

Head  over  QHtice  in  Feet.  cv. 

■66 959 

1-64 967 

"■48 975 

55'77 994. 

337-93 994 

The  dimensions  of  the  jet  at  the  con- 
tracted section  or  at  any  other  point,  may 
be  directly  measured  by  means  of  set- 
screws  of  fine  pitch,  arranged  as  in  Fig. 
27.  The  screws  are  adjusted  so  as  to 
touch  the  surface  of  the  jet,  and  the  dis- 
tance between  the  screw -points  is  then 
Fig.  i^.  measured. 
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Measurements  of  very  great  accuracy  can  be  made  with  t)ie  jet- 
tneasurer,  Fig.  28,  designed  and  constructed  in  the  McGill  laboratories 
which  may  be  described  as  follows — One  end  of  a  horizontal  2-in.  bar 


Fig.  88. 
IS  attached  to  the  front  of  the  tank  (Fig.  38)  and  the  other  is  supported 
on  a  frame  bolted  to  the  sides  of  the  flume.  A  split  sleeve  slides  along 
this  bar  and  may  be  clamped  by  a  tightening  screw  in  any  desired  posi- 
tion. Upon  the  cross-head  tliere  is  another  split  boss,  or  sleeve,  throngli 
which  a  second  bar  passes  at  right  angles  to  the  first,  and  carries  a  sim- 
ilar cross-head  to  that  on  the  2-in.  bar,  so  that  provision  is  made  for  a- 
rough  adjustment  in  a  vertical  plane.  Through  the  latter  cross-head 
passes  a  smaller  bar.  and  along-  this  bar  slides  a  third  adjustable  cross- 
liead,  or  caliper-holder,  by  wiiicii  the  caliper  can  be  swung  round  ami 
receive  its  final  adjustment.  For  the  measurements  a  12-in.  Brown  .% 
Sharpe  vernier  caliper  is  used.  A  capstan  head  rod  is  clamped  to  each 
leg  and  can  be  swivelled  ili rough  any  angle.  Steel  needle-pointers  are 
insenedjn  the  heads,  and  ar^  clamped  in  such  position  as  may  be  re- 
<]uired.      In  making  a  measurement  the  steel  points  arc  first  made  ic*' 
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touch  and  the  corresponding  readings  laken.  The  poinis  are  then  sep- 
arated by  sliding  the  caliper-heads  apart.,  and  the  whole  apparatus  is 
moved  into  position.  The  points  are  finally  adjusted  so  as  to  touch  the 
surfaces  of  the  jet  at  opposite  points,  and  readings  are  again  taKen. 
From  the  two  sets  of  readings  the  transverse  dimension  of  the  jet  can  be 
At  once  determined,  to  the  one-thousandth  of  an  inch,  and  at  any  point 
iKtween  72  ins.  and  i  in.  from  the  inner  surface  of  the  orifice-plate. 
Rigidity  In  the  apparatus  is,  however,  most  essential. 

((/)   Coefficient   of  Discharge. — If   Q  is  the  discharge   in 
cubic  feet  per  second  across  the  contracted  section,  then 

Q  =  av  =  c^Ac^Vigh  =  cA  Vigli. 
where  c  =  c^c^,   is  the  coefficient  of  discharge  and  is  to  be 
<letermined  by  experiment. 


Via.  39. 
In  the  experiments  made  in  the  McGill  laboratory,  the  water,  on  leav- 
ing the  orifice,  passes  either  to  waste,  or  to  the  measuring  tank  through 
a  bifurcated  galvanized-iron  tubing,  supported  in  a  pivoted  frame, 
Fig.  29.  The  water  is  first  run  to  waste  through  one  of  the  branches 
until  a  steady  head  has  been  obtained,  and  tlie  frame  is  then  rapidly 
swun^  through  a  small  angle  by  means  of  a  lever,  when  the  water  passes 
through  the  other  branch  to  the  tank.    As  soon  as  the  tank  is  sufli-' 
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■ciently  full,  the  frame  is  swung  back  and  the  water  again  runs  to  waste. 
At  first  the  water  discharged  from  the  tank  was  replaced  by  water  ad- 
mitted into  the  top  of  the  tank  through  a  hose  terminating  in  a  rose 
submerged  just  below  the  surface.  Aittiougii  the  utmost  care  had  been 
taken  in  the  design  of  this  rose  to  reduce  the  eddy  motion  at  efflus  to  a 
minimum,  thece  was  always  an  appreciable  disturbance.  The  hose  was 
therefore  extended  until  the  rose  tested  on  tne  bottom  of  tlie  tank,  8 
feet  below  tlie  orifice ,  with  this  arrangement  a  series  of  orifice-flow 
experiments  were  made,  the  lime  in  eacn  case  being  tne  mean  oi  that 
g:iven  by  two  stop-watches  and  the  values  of  the  coefficients  of  dis- 
■charge  are  given  in  Tables  A  and  B. 

Table  A. 

TRIANGULAR   ORIFICE   OF  .05   SQ.  IN.  AREA  AND  RE.MAINING 
ORIFICES   OF   .0635   SQ.   IN.  AREA 


Equilateral  Tri- 

Rectinele  vrilh 
Veniciil  Side) 

tea'isi? 

Ho'rh.^'ntr/'BaK 

Square 

Fmi. 

Uppermosi. 

Sidts. 

.Equal  10  Four^ 

Equal  ■□  SUtcen 
Times  theWidlli 

T 

S 

T 

S 

T 

S 

T 

s 

r 

S 

678 

.6ao 

-657 

.631 

■643 

,627 

.662 

.640 

.688 

.671 

6IS 

.613 

.646 

.6^3 

.63. 

.621 

.643 

.629 

.655 

■657 

4 

610 

,605 

.623 

-61G 

.620 

.615 

.63. 

.620 

.642 

-643 

6 

607 

,601 

.628 

.613 

.615 

.627 

.616 

•634 

.636 

8 

606 

.601 

.bii 

.6.0 

.613 

'.^ 

.624 

.613 

.631 

.632 

604 

.600 

.618 

.608 

.613 

.608 

.621 

.613 

.629 

-629, 

603 

■  598 

.617 

.607 

.6ir 

.607 

.621 

.611 

.626 

.627 

602 

■598 

-6:7 

.607 

.606 

.623 

.625 

i6 

601 

.5q3 

.616 

.6ot 

.609 

.606 

.619 

.609 

.622 

.625 

601 

■597 

.61s 

.6b5 

.607 

.605 

.618 

.608 

.622 

.623 

20 

601 

■597 

6.S 

.60s 

.607 

.604 

.618 

.608 

.621 

.6»2 

The  presence  of  the  hose  in  tiie  tank  » 
sarily  interfered  wilh  tne  stream-line  moti 
greater  or  less  extent  the  values  of  the  coefficient  of  discharge.  The 
hose  was  discarded,  and  the  water  is  now  admitted  into  a  3-inch  cham- 
ber extending  right  across  the  bottom  of  the  tank  and  cwitaining  per- 
forations on  the  lower  surface  through  which  the  water  flows  to  the 
tottom  and  is  there  deflected  upwards.  Twelve  inches  above  the  bottom 
the  water  is  made  to  pass  through  a  batHe-pIate  perforated  with  f-in. 
holes,  and  6  inches  higher  there  is  a  second  bafiHe-plate  also  perforated 
witli  f-in.  holes.  In  order  to  equalize  as  much  as  possiblethe  flow  from 
all  points,  tiie  pitch  of  the  holes  in  the  upper  plate  was  determined  by 
the  projections  on  a  horizontal  plane  of  equal  distances  on  a  sphere  of 
10  ft.  diar,  with  its  centre  at  the  centre  of  the  orifice  of  discharge. 

There  are  two  outlet  pipes  lor  fast  and  slow  discharge,  and  there  are 
two  inflow  pipes,  the  one  3  ins.  and  the  other  1  j  ins.  in  diameter.  Each 
■of  these  pipes  is  controlled  by  a  stop-valve. 
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Table  B, 

OKIFICES   or   -lirT   SQ.    IN.    AREA. 


1 

■fST'll 

Vcnxai 

Pui 

DBca«>] 

rKr. 

1= 

a?.L- 

1 

! 

T           S 

T 

S    ■     T 

S   J     T 

S 

S 

S 

S 

s 

.(.18   dar 

.6371  fiaj 

,63^ 

.611 

.641 

.6SB 

.65* 

,6lf. 

.611  ,6m 

.6ai  .613 

,611 

.619 

hio 

.firr' 

61^ 

.615.606 

.617 

.614 

619   .619 

.6*9 

.65T 

617 

.fide: 

611 

.613  .6q« 

.614 

.611 

.616   .615 

bob 

-tKM' 

.6ia.6o3 

.6H 

.614  .6as 

.625 

-6jr 

6-,l 

.(»i6 

.604 

6l( 

.611   .OiiJ 

.610 

.611 

.611  .634 

.633 

.by> 

.611 

.6(1    .611 

.612 

.604 

.box 

61a 

.610  .6<0 

.610 

.(^ 

.611    .6m 

.611 

.624 

(w* 

hfrt 

(.K. 

.610-600 

.610  .610 

.631 

Ooif 

.610    600 

-fxiq 

.609  .620. 

.620 

30 

.604 

.6011.609 

.'<09  .600 

.610 

.'«9 

.6..a  .6ao 

.620 

.62* 

>         N.B.— In  Table>AandB.T  indicates  a  thickness  of  pUle  of. l6-ia.,> 
i  and  S  indicates  that  the  orifice  is  sharp'Cdged.  I 

The  time  is  also  meatureil  electrically.  In  the  forward  and  retun 
movements,  the  lever,  controlling  the  angular  movement  of  the  galvan 
iKrrt-iron  tubing,  makes  and  breaks  an  electric  contact,  so  that  the  inier 
val  of  time  occupied  by  an  experiment  is  registered  on  a  chronograph. 


With  this 

new  arrangement,  the  (oIUnrinR  val 

ea  for  the  coe 

fficient 

of  discharge  Imve  been  deduced  for  sharp-edged  orifices,  the  area  in  each 

case  being  practically  the  sam 

e.  viz.,    .19635  W).  ins.,  and  equivalent  to 

the  area  of  a  circle  of  |  In.  dia 

meter  :- 

Hud 

Circular. 

Sqy««. 

K.illTsl'.t":.. 

,u,S'3S,.. 

F«l. 

Side* 

().«oni.!. 

T-oni  Sidt 

Long  S'Ht 

l.onB  S^dt 

LmiK  Side 

r.i» 

V«t.«J. 

.6199 

.6267 

.6176 

.64»9 

,6430 

.6633 

.6644 

■fijs* 

.6.31 

.6104 

.63s  5 

6W1 

.6S.O 

.6280 

.6081 

.6162 

.6281 

.6415 

.6228 

.6073 

.6137 

.6156 

.6255 

.6266  : 

6368 

.6372 

.6303 

.6os6 

,en8 

,6234 

■6152  ; 

"Ui 

.6346 

.6189. 

.60SO 

.6116 

.(1132 

.6324 

.6240 

632, 

.6183 

.6040 

.6109 

.61*3 

.6217 

.6230 

611 1 

.6314 

.6177 

.6038 

.6104 

.6207 

.6131 

6104 

.6304 

.6176 

.6JIS 

6301 

.6171 

.ft03i 

.6096 

.6110 

.6»oo 

.6312 

639Q 

.6293 

.6 16  J 

» 

.6029 

.6094 

.610B 

.619S 

.6110 

6391 

.6385 

.6160 
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At  least  two  sets  of  measurements  were  made  for  each 
bead,  and  the  mean  was  adopted  as  correct,  if  the  results  did 
not  differ  by  more  than  3  in  10,000. 

t  Numerous  experiments  with  a  i-in.  sharp-edged  orifice 
give  .6  as  an  average  value  of  the  coefficient  of  discharge  for 
heads  varying  from  i  tb  20  ft. 

The  jet  springs  clear  from  the  orifice  in  all  cases  repre- 
sented in  the  above  tables,  and  the  following  inferences  may 
be  drawn  from  an  inspection  of  the  same: — 

(i)  The  coefficient  of  discharge  diminishes  as  the  head 
increases,  but  at  a  diminishing  rate. 

(2)  The  coefficients  for  the  thick-plate  orifices  are  in  all 
cases  greater  than  the  corresponding  coefficients  for  sharp- 
edged  orifices,  excepting  in  the  case  of  the  longest  rectangular 
orifice.  Under  a  head  of  i  ft.  the  coefficient  of  discharge  for 
this  orifice  still  exceeds  that  of  the  same  orifice  with  a  sharp 
edge,  while  for  heads  exceeding  i  &:.  the  coefficient  seems  to  be 
a  little  less,  but  is  practically  the  same.  It  may  be  noted  that 
the  thickness  of  the  plate  is  2. 56  times  the  width  of  the  orifice, 
and  the  contraction  for  the  thick-plate  orifice  is  consequently 
increased. 

(3)  The  coefficient  for  rectangular  orifices  seems  to  be 
practically  the  same  whether  the  longest  side  is  vertical  or 
horizontal. 

(4)  The  coefficient  increases  with  the  area  of  the  orifice, 
excepting  when  the  head  is  very  small.  The  coefficient  for 
orifices  of  small  area  th^n  rapidly  increases. 

(5)  With  rectangular  orifices,  the  coefficient  increases  as 
the  width  of  the  orifice  diminishes,  i.e.,  as  the  orifice  becomes 
more  elongated. 

The  two  last  results  are  in  accordance  with  similar  results 
deduced  by  Weisbach,  Buff,  and  others. 

Note.— The  manner  in  which  the  head  of  water  in  the  tank  is  defined  is 
both  simple  and  effective.  A  glass  gauge,  of  i^  in.  rtiar.,  is  fixed  to  the 
tank  by  iron  brackets  and  extends  from  the  top  to  the  bottom.    On  one 
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side  of  the  gauge  there  is  a  brass  scale  graduated  from  a  zero  point  in  the 
Saline  horizontal  plane  as  the  centre  of  the  orifice  of  discharge.  A  car- 
rier, with  a  horizontal  wire  passing  in  front  of  the  gauge,  slides  up  and 
down,  and  any  required  head  is  obtained  by  bringing  the  necessary  scale 
graduation,  the  surface  of  the  water  in  the  gauge,  the  wire  and  its 
reflection  in  a  mirror  at  the  back  of  the  gauge,  into  the  same  hori- 
zontal plane.  There  is  a  second  indicator  on  tlie  opposite  side  of  the 
lank,  consisting  of  a  float  attached  to  an  ordinary  water- proof  si  H(  fishing- 
■cord  passing  over  a  large  light  frictionless  pulley  and  then  vertically 
downwards  in  front  of  the  tank.  The  cord  is  kept  taut  by  a  weight  at 
the  bottom,  and  carries  a  friction -tight  pointer  which  can  be  easily  and 
rapidly  adjusted  to  indicate  any  required  mark  on  a  brass  plate  fixed  in 
a  convenient  position  on  the  tank  face,  so  that  the  operator  working  the 
valves  has  it  constantly  under  observation.  As  soon  as  :he  head  of 
water  in  the  tank  has  been  determined  by  means  of  the  glass  gauge,  the 
pointer  is  moved  ipto  position  opposite  the  mark,  and  is  kept  there 
throughout  the  experiment.  This  obviates  the  necessity  of  constantly 
"watching  the  level  of  the  water  in  the  gauge,  which,  on  account  of  the 
height  of  the  tank,  is  often  very  inconvenient  and  troublesome.  Occa- 
sionally, however,  it  is  advisable  to  check  the  position  of  the  pointer  by 
observing  the  water-level  in  the  gauge,  as  the  cord  indicator  is  extremely 
sensitive,  and  the  cord  i-tself  necessarily  varies  slightly  in  length,  so  that 
small  errors  might  otherwise  be  introduced. 

The  head  of  water  is  brought  to  any  required  level  by  means  of  a 
xhree-way  valve  througli  which  the  water  can  either  be  admitted  or 
allowed  to  escape.  The  valve  is  provided  with  a  long  vertical  spin- 
dle, upon  which  handles  are  arranged  at  different  points  in  such  man- 
ner that  one  can  be  easily  reached  and  operated  from  any  position 
in  the  height  of  the  tank.  Close  to  the  cord  indicator  and  within  the 
reachof  the  operator  there  is  asmall  J-in.  pipe  with  valve,  which  is  useful 
for  a  line  adjustment  when  the  inflow  is  only  slightly  in  excess  of  the 
discharge, 

Ex.  I.  A  vessel,  6  ft.  in  diar.,  is  full  of  water  and -makes  loo  revels, 
per  min.  Find  the  velocity  of  efflux  through  an  orifice  2  ft.  below  the 
surface  of  the  water  at  the  centre,  assuming  tlie  coefficient  of  velocity  to 
be  unity. 

The  linear  velocity  of  the  vessel's  periphery 

2*.  lOO         220  , 

=  303  =  3. — =  —  ft.  per  sec. 

60  7 

Hence  the  velocity  of  efflux 


-m'^ 
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Ex.  2.  The  area  of  an  orifice  in  a  thin  plate  was  36.3  cm.',  the  dis- 
charge under  a  head  of  3.396  m.  was  found  to  be  .01825  m,'  per  sec,  and 
llie  velocity  of  flow  at  thfc  contracted  section,  as  determined  by  meas- 
urements of  the  position  of  the  axis  of  the  jet.  was  7.98  m.  per  second. 
Find  the  coefficients  of  velocity,discharge,  contraction,  and  t 
taking^  =  9.81  m. 


Tlierefore.  7-98  =  'V  V'2  ><  9-8i  x  3-396. 

and  1-.  =  -97729. 

Q  =  cA  V  W^. 
Therefore         .0182;  =c  x    ^^,  ^^2  x  9.81  x  3.396, 
and  c  =  -6159, 

,=.^=.i^iS9=.63,. 

Cr       .97729 

''  =  ^  -  '  =  1 977  29  J  ~  '  "  ■°*^" 

Ex.  3.  The  jet  from  an  orifice  of  ,oo3  sq.  ft.  area,  under  a  head  of  16 
ft.,  issues  horizontally  and  falls  1  ft.  vertically  in  a  horizontal  range  of 
7.68  (t.     Find  the  coefficient  of  velocity. 


and  i",  =  .96. 

Ex.  4.  If  .625  is  the  cueOicient  of  discharge  in  the  preceding  exam- 
ple, find  the  discharge  in  gallons  per  minute.  The  orifice  is  rectangular 
and  is  .2  ft.  wide  by  .04  feet  deep.  Find  the  discharge  when  the  contrac- 
tion is  suppressed  over  the  lower  edge  by  means  of  a  projecting  rim. 

Q.  in  cub.  (t.  per  sec,  —  .625  x  .008  ^2 .  32  ,  t6  =  .16, 

and  therefore 

the  discharge  in  gallons  per  mii 

When  the  contraction  is  suppressed  o 
the  coeS.  of  contraction  =  ,621 1  + 


e  =  60  X  .16  X 

(•i 

=  60. 

the  lower  edge. 

1.9778 

2(.2  +  .04); 

3     ■ 
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Therefore 

the  coeff.  of  discharge  =  .96  x  hSH-  =  .632896, 
Hence  the  discharge  in  cubic  feet  per  second 

=  .632896  X  .008  X  4/2 .  3a  ,  16  =  .162 
=  60758  gallons  per  minuie. 
13.  Miner's  Inch.  (7>.  Can.  Soc.  C.  £.,  1900).— The 
miner's  inch  of  water  is  an  arbitrary  module  adopted  in  mining- 
districts  for  selling  water.  It  is  variously  defined  as  being  the 
amount  of  water  discharged  per  minute  by  an  orifice  i  in. 
square,  or  an  equivalent  fraction  of  a  larger  orifice,  with  a 
head  of  from  6  to  9  ins.,  the  thickness  of  the  orifice  being 
usually  3  inches. 


Fig.  30. 

One  great  difficulty  is  that  this  is  a  variable  quantity  de- 
pending upon  the  specified  head,  and  therefore  all  such  mod- 
ules should  also  define  the  flow  in  cubic  feet  per  minute. 

There  are  many  practical  difficulties  in  the  way  of  deliver- 
ing absolutely  exact  quantities  of  water,  but  the  definition  of 
the  module  or  unit  should  be  correct  within  a  reasonable  limit 
of  error.  If  it  is  a  definition  of  a  single  miner's  inch  from  an 
orifice  of  i  sq.  in.,  it  should  go  no  further;  but  if  the  inch  is 
defined  as  being  some  fractional  part  of  the  discharge  from  a 
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larger  orifice,  it  should  be  limited  to  the  capacity  of  that  orifice. 
Further,  as  it  is  a  term  of  local  signification  only,  the  dis- 
charge should  be  given  in  cubic  feet  per  minute,  convenient 
<iischarges  being  ij  and  2  cu.  ft.  The  flow  under  low  heads  is 
irregular.  Heads  of  i  ft.  or  more  are  not  suitable,  because 
the  water  is  delivered  from  ditches  or  flumes  in  which  the 
depth  is  never  great. 

The  question  thus  resolves  itself  into  a  choice  of  a  stand- 
ard module  or  unit  from  a  flow  under  one  of  two  conditions, 

(i)  With  a  low  head  of  6^  ins.  above  the  centre  of  the 
iDrifice  giving  a  discharge  of  i^  cu.  it.  per  minute,  with  the 
advantage  that  it  is  already  practically  recognized  as  the 
miner's  inch,  and  with  the  disadvantage  that  the  flow  is  irreg- 
ular. 

(2)  With  a  head  of  i  ij  ins.  above  the  centre  of  the  orifice, 
and  a  discharge  of  2  cu.  ft.  per  minute,  the  flow  being  much 
more  regular,  but  the  quantity  discharged  is  not  recognized  in 
practice. 

The  flow  under  the  first  condition  is  chosen  as  being  the 
«ne  now  in  use  in  British  Columbia,  and  the  following  specifica- 
tion is  given  of  the  miner's  inch,  including  discharges  of  from 
I  to  100  miner's  inches  of  ij  cu.  ft.  per  minute: — 

The  water  taken  into  a  ditch  or  sluice  shall  be  measured 
at  the  ditch  or  sluice  head.  It  shall  be  taken  from  the  main 
<litch,  flume,  or  canal,  through  a  box  or  reservoir  arranged  at 
the  side,  and  the  water  shall  have  no  appreciable  velocity  of 
approach.  The  orifice  shall  be  fixed  vertically  at  right  angles 
to  the  delivering  waterway,  and  the  edges  and  corners  shall 
be  square  and  sharp,  the  top,  bottom,  and  sides  of  the  orifice 
being  at  right  angles  to  the  pressure-board.  The  issuing  vein 
shall  be  fully  contracted,  and  the  discharge  shall  pass  freely 
into  the  air.  The  distance  between  the  sides  and  bottom  of  the 
orifice  and  the  sides  and  bottom  of  the  waterway  shall  be  at 
least  three  (3)  times  the  least  dimension  of  the  orifice.  The 
miner's  inch  of  water  shall  mean  ^  of  the  quantity  which  shall 
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be  discharged  through  an  orifice  six  (6)  ins.  wide  and  two  {2) 
ins.  high,  made  of  2-in.  planlcs,  planed,  made  smooth  and 
painted.  The  water  shall  have  a  constant  head  of  6J  ins. 
above  the  centre  of  the  orifice,  and  the  amount  discharged 
shall  be  estimated  at  ij  cu.  ft.  per  minute. 

Discharges  up  to  and  including   101.55  miner's  inches  of 
I J  cu.  ft.  of  water  per  minute  shall  be  as  in  the  following  table : 


Head  in  Inches 
""  OfffiU?  " 

F«l  p^r  jiinulS' 

Width. 

Depth. 

18 
34. 

i 

18 

4 
4 
4 

4 

6.25 
6-ii5 

6;a5 

6.85 

6.25 
6.25 

6.25 

I1.9BS8 
24.2485 
36-3851 
48.686s 
15.6998 
23.5560 
47. 2833 
71.6396 
IOI.S495 

T.  Drummond,  B.A.Sc.,  has  made  an  interesting  series  of 
experiments  (Trans.  Can.  Soc.  C.  E.,  vol.  XIV,  1900)  on  the 
Miner's  Inch,  in  the  Hydraulic  Laboratory,  McGill  University. 

The  discharges  recorded  were  made  under  low  heads  of 
from  6  to   12  ins.,  and  with  two  kinds  of  orifices,  viz.: 

(i)  Standard  sharp-edged  rectangular  orifices  in  brass  from 

1  to  4  sq.  ins.  in  area. 

(2)  Square-edged  rectangular  orifices  in  wood,  2  ins,  thick^ 

2  to  4  ins.  in  height,  and  i  to  24  ins.  in  width. 

The  formula  adopted  for  the  discharge  was 

Q  =  \CB  V2^{H^^  -  H^^)  (see  Article  22), 
in  which  C  is  the  coefficient  of  discharge ; 
/is  32.176; 

Q  is  the  discharge  in  cubic  feet  per  second ; 
B  is  the  width  of  the  orifice ; 

H^  and  H^  the  heads  over  the  top  and  bottom  of  the 
orifice. 
No  corrections  were  made  for  changes  in  temperature. 
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The  shape  of  the  orifice  has  a  very  sensible  effect  upon  the 
discharge.  Circular  orifices  give  the  least  discharge,  tlie 
greatest  discharges  occur  with  rectangular  orifices,  while  the 
discharges  with  square  orifices  are  intermediate.  The  coefficient 
of  discharge  (C)  diminishes  as  the  size  of  the  orifice  increases, 
the  same  form  of  orifice  being  maintained.  For  the  same 
orifice  C  diminishes  as  the  head  increases.  In  rectangular  . 
orifices  of  constant  depth  the  coefficient  of  discharge  increases 
with  the  width.  If  the  width  remains  constant,  the  coefficient 
increases  as  the  depth  diminishes. 

These  experiments  illustrate  a  curious  point,  namely,  that 
various  small  orifices,  2  ins.  thick  (made  in  a  2-in.  plank),  run 
full  like  a  short  tube,  and  these  orifices  therefore  discharge 
more,  water  than  they  theoretically  should  if  the  vein  were 
contracted.  The  J-in.  X  2-in.,  i-in.  X  2-in..  and  2-in.  x 
2-in.  orifices  run  full  under  these  conditions,  as  also  does  the 
i-in.  X  i-in.  orifice. 

The  i-ih.  X  2-in.  orifice,  2  ins.  thick,  is  just  on  the  margin 
between  flow  with  contraction  and  fuU-bore  flow.  If  it  is  fixed 
in  the  vertical  position,  with  the  longest  diameter  vertical,  the 
vein  contracts.  If  it  is  fixed  in  the  horizontal  position,  with 
the  longest  diameter  horizontal,  it  will  also  contract,  but  if  it 
is  rubbed  with  the  fingers  on  the  edge,  it  will  run  full  for  a 
time  and  then  contract  again.  If  kept  running  full  in  this  way, 
it  will  discharge  about  i  cu.  ft.  of  water  per  minute  more  than 
when  full  contraction  takes  place. 

The  2-in.  X  2-in,  orifice  runs  partly  full,  that  is  to  say,  the 
lower  half  of  the  orifice,  where  the  issuing  vein  curves  down, 
runs  full,  while  the  upper  half  contracts.  This  largely  in- 
creases both  the  discharge  and  the  coefficient  of  discharge,  but 
the  flow  becomes  irregular  and  it  is  therefore  practically 
impossible  to  measure  a  simple  miner's  inch.  For  this  reason 
•^  of  the  flow  from  the  6-in.  X  2-in.  orifice  was  chosen  as 
the  standard  for  the  unit  miner's  inch,  and  this  miner's  infch: 
actually  discharges  1.4982  cu.  ft.  per  minute. 
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14.  iQTKslon  of  the  Jet. — The  phenomenon  of  the  inver- 
sion of  the  jet  was  first  noticed  by  Bidone,  and  has  been 
subsequently  investigated  by  Poncelet,  Lesbros,  Magnus,  Lord 
Rayleigh,  the  author,  and  others. 


Fio.  31.  Fig.  33. 

When  a  jet  issues  from  an  orifice  in  a  vertical  surface,  the 
sections  of  the  jet  at  points  along  its  path  assume  singula 
forms  dependent  upon  the  nature  of  the  orifice. 

With  a  square  or  rectangular  orifice  the  section  of  the  jet 
is  a  star  of  four  sheets  at  right 
angles  to  the  sides.  Figs.  31,  32, 
33- 

With  a  triangular  orifice  the 
section  is  a  star  of  three  sheets 
at    right    angles   to   the    sides, 
Fig.  33.  Fig.  34.  pjg    ^^ 

In  general,  with  a  polygonal  orifice  of  n  sides,  the  section  is 
a  star  of  «  sheets  at  r^ht  angles  to  the  sides. 
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These  jets  from  non-circular  orifices  have  central  cores,  and 
the  sheets  at  the  edges  are  thickened  out  into  beads.  Figs.  33 
and  34>  which  are  approximately  elliptical  in  section  with 
major  diameters  double  the  minor  diameters.  Many  exact 
measurements  of  these  jets  have  been  made  and  are  partially 
described  in  a  paper  by  Farmer  and  Strickland  in  the  Trans. 
Can.  Roy.  Soc,  vol.  iv.  sec.  3. 

With  a  semicircular  orifice  the  section  has  a  more  or  less 
semicircular  boundary  and  a  single  sheet  at  right  angles  to  the 
diameter. 

The  common  explanation  of  this  phenomenon  is  that  the 
fluid  particles  issuing  along  dififerent  parabolic  stream-lines 
impinge  upon  each  other,  and  by  their  mutual  reactions  cause 
the  jet  to  spread  out  and  assume  sectional  forms  depending 
upon  the  shape  of  the  orifice. 

Thus  the  fluid  particles  issuing  horizontally  and  freely  at  S^ 
with  a  velocity  ^/zgAB,  describe 
a  parabola  BD.  The  particle 
issuing  at  C  with  a  velocity 
^igA  C  describe  a  parabola  CD 
of  less  curvature  than  SD.  The 
particles  cannot  pass  simultane- 
ously through  the  point  D  and 
must  necessarily  press  upon  each 
other.  They  are  therefore  com- 
pelled to  move  out  of  their  natural 
paths,  and  the  jet  spreads  into 
sheets.  >    ^ 

A  theory  which  seems   more  '''°-  35- 

fully  to  account  for  the  whole  of  the  facts  is  th^  the  peculiar 
changes  in  form  are  really  due  to  surface  tension  and  to  the 
differences  between  the  atmo^heric  pressure  and  the  internal 
pressure  of  the  jet. 

In  the  case,  for  example,  of  a  jet  flowing  through  an 
elliptical  orifice  with  the  major  axis  vertical,  the  stream-lines 
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in  the  vein  are  convergent  and  mutually  react  upon  each  other, 
causing  the  jet  to  contract  vertically  and  elongate  horizontally 
at  3  rate  gradually  increasing  to  a  maximum,  when  the  section 
is  a  circle  in  form. 

At  this  stage  the  rates  of  elongation  and  contraction  are 
the  same.  The  elongation  and  contraction  still  continue,  but 
at  a  diminishing  rate,  until  the  movement  is  stopped  by  the 
effect  of  surface  tension,  when  the  section  is  again  elliptical, 
with  the  major  axis  horizontal  and  the  minor  axis  vertical. 
The  new  major  and  minor  axes  then  again  begin  respectively 
to  contract  and  to  elongate,  the  section  of  the  jet  passing 
through  the  circular  form  to  its  initial  elliptical  form. 

This  process  is  repeated  over  the  whole  length  of  the 
unbroken  jet,  and,  in  fact,  in  this  portion  of  the  jet  the  surface 
tension  produces  an  effect  similar  to  that  which  would  be  pro- 
duced if  the  Jet  were  surrounded  by  an  elastic  envelope. 

If  the  orifice  is  small  and  the  head  not  large,  the  jet,  on 
leaving  the  contracted  section  at  the  orifice,  spreads  out  into 
sheets  and  then  diminishes  to  a  contracted  section  similar  to 
the  first,  after  which  it  again  spreads  out  into  sheets,  bisecting 
the  angles  between  the  first  set  of  sheets,  and  a^ain  diminishes 
to  a  contracted  section.  This  action  is  repeated  so  long  as 
the  jet  remains  unbroken.  A  comparatively  few  experiments 
made  in  the  laboratory  indicate  that  if  the  head  //  is  not  large, 

the  wave-length  <x  */h  a  v. 

15.  Emptyiog  and  FiUing  a  Canal  Lock. — When  the 
head  varies,  as  in  filling  or  emptying  a  reservoir  or  a  lock,  in 
filling  a  vessel  by  means  of  an  orifice  under  water,  or  in 
emptying  water  out  of  a  vessel  through  a  spout,  Torricelli's 
theorem  is  still  employed. 

If  the  lock  or  vessel  is  to  be  filled.  Fig.  36,  let  X  sq.  ft. 
be  the  area  of  the  water-surface  when  it  is  x  ft.  below  the  sur- 
-^ce  of  the  outside  water. 
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If  the  lock  or  vessel  is  to  be  emptied,  Fig.  37,  then  ^sq. 
11.  is  the  area  of  the  water-surface  when  it  is  x  ft,  above  the 
■orifice. 

In  each  case  x  ft,  is  the  effective  head  over  the  orifice,  and 
is  the  head  under  which  the  flow  takes  place. 


In  the  time  di  the  water-surface  in  the  lock  or  vessel  will 
xise  or  fall  by  an  amount  rfjr.     Then 

~  X.dx  =  quantity  which  has  entered  the  lock 

ji  being  the  area  of  the  orifice. 
Hence 


n     XAx 


an  equation  giving  the  time  of  filling  or  emptying  the  lock 
Iwtween  the  level  x  and  //,  The  value  of  c  for  submerged 
orifices  seems  to  be  somewhat  less  than  when  the  flow  occurs 
freely,  but  it  is  usual  to  take  .6  or  .625  as  a  mean  value. 

Ex.  I.  A  paraboloidal  vessel  with  a  latus-rectum  of  1  {t.  and  5  ft.  in 
height,  is  immersed  in  water  to  a  deptli  0(4  feet.  How  long  will  it  take 
to  fill  the  vessel  to  the  level  of  the  outside  surface  through  an  orifice 
I  inch  in  diar.  at  the  vertex  ?    (Take  <:  =  (.) 

Let  2>'  ft.  be  the  diar.  of  the  free  surface  when  it  is  j^  ft  above  the 
orifice.    Then 
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Also,  It  the  water  rises  dx  ft.  in  dt  sees., 

Tt^dx  =  amount  entering  vessel  in  dt  sees. 

=  quantity  flowing  through  orifice  under  a  head  of 


= 

-k"-" 

and  therefore 

y 

dx  = 

-''"ik' 

or 

dt  = 

!76        -. 
S     (4-« 

= 

fl  — 

Int^rating  between 

the    limits 

time  in  sees. 

= 

fl- 

= 

1228.8. 

1- 

=  4  ft.,    the   require<k 


*'} 


Ex.  3.  The  horizontal  section  of  a  lock-chamber  is  approximately  st. 
rectangle  and  iis  length  is  360  feet.  The  side  walls  have  a  batter  of  1  in 
12,  and  the  width  of  the  free  surface  when  the  lock  is  full  of  water  is. 
45  feet.  How  long  will  it  take  to  empty  the  lock  through  two  sluices  in 
the  gates,  each  E  ft.  by  2  ft.,  the  sluice  horizontal  centre-line  being  13(1. 
below  the  free  surface  in  the  lock  and  4  ft.  below  that  of  the  canal  on  th& 
down- stream  side  f 

Let  the  level  of  the  water  in  the  )ock  fall  x  ft.  in  t  seconds. 

The  area  of  the  water-surface  is  then 

=  360(45  -    z). 


If  the  level  now  sinks  dx  ft.  in  dt  sees.. 


j^qI^j  —  r- Ji£r  =  amount  of  water  which  has  flowed  out  through  the: 
'  sluices 

=  2 .  j .  3 .  8 .  ^2 .  32  .  *  .dt  '      ' 

=  i6ox^  .dt. 
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Int^initing  between  the  limits  x  =  oand  x  =  9 ft.,  the  required  time 

in  sees.  =  l^cwV  -^9*) 
=  600I. 

16,  General  Equations.  —  Bernouilli's  theorem  may  be 
easily  deduced  from  the  general  equations  of  fluid  motion,  as 
follows: — 

Let  /  be  the  pressure  and  p  the  density  at  any  point  whose 
to-ordinates  parallel  to  the  axes  are  x,  y,  z. 

Let  u,  V,  w  he  the  velocities  of  flow  at  the  same  point 
parallel  to  the  axes,  and  let  X,  Y,  Z  be  the  accelerating 
forces.  Then  three  equations  result  from  the  principle  of  the 
«quaU^  of  pressure  in  all  directions,  viz. : 

I  d/i  d{u)        „      du  du  du  du-   ,  ^ 

I  dp        ,,       £v)        _.      dv  dv  dv  dv     , 

pdy  dt  dt  dx  dy  ds'    ^  ' 

i  dp         _       t&w)       _      dw  dw        dw  dw 

If  the  motion  is  steady,  so  that  the  velocity  at  any  pdnt  Is 

.        .         ,  ,  .  ,  ,       ,       du  dv       dw 

a  function  of  the  position  only,  then  -j-  =  o  =  -j-=.  —r-,  and 

«,  V,  w  may  be  expressed  as  the  difierential  coefficients  of  a 
function  F.     Thus, 

dF  dF  dF 

dx  dy  ds 
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and  therefore 

du  _  d*F  _  dv^ 
dy  ~  dydx  ~  dx' 

du        d'F       dw_ 
dz  ~  dzdx  ~  dx ' 

dv       a  F       dw 

dz  ~  dsdy       dy'                  -, 

Hence  equations  i,  2,  and  3  may  be  written 

I  dp        „         du          dv            dw 

■     ■    (4> 

I  dp        „         du           dv           dw 
"ftly  ~      ~     dy  ~     dy~      dy' 

■  .  (s>- 

I  dp        _         du          dv           dw 

'^di^di~'''di~"'7i-    • 

•     .     (6) 

Multiplying  eq.  {4)  by  dx,  eq.  (5)  by  dy,  and  eq.  (6)  by- 
4ig,  and  adding,  then 

^  =  ja,  +  ydy  +  Zds  -  u{%d.  +  py  +  %d>) 

(dv  ,     ,  dv  dv,  \ 

Idw  dw        ,   dw  ,\ 

-w[-^^dx  +  ^dy -^ -^^dzy 

which  may  be  written 

^  =  jr</«+  Ydy-\-Zdz-{ttdu-\-vdv-\-wdw). 

Integrating,  and  assuming  the  fluid  to  be  homogeneous, 

^-  =  J  {Xdx  +  Ydy  +  Zdz)  -      -t-^-t-'"  ^  a  constant. 
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Hence,  if  gravity  is  ,the  only  force,  and  if  V  is  the  resultant 
velocity  at  the  point, 

X=o=y;    Z=-g\     «'  +  »'  +  w'=r'; 

and  the  last  equation  becomes 

P  C  V* 

—  =  —    /  gdz +  a  .constant 

=  —  g3 [-a  constant ; 

and  therefore 

*       y 
s-l \ =  a  constant. 

^Pg^2g 

17.  Loss  of  Energy  in  Shock. — An  abrupt  change  of  sec- 
tion at  any  point  in  a  length  of  piping  destroys  the  parallelism 
of  the  fluid  filaments,  breaks  up  the  fluid,  and  energy  is  dissi- 
pated in  the  production  of  eddy  and  other  motions.  The 
energy  thus  wasted  is  termed  '^energy  lost  in  shock.'' 


In  a  short  length  of  piping.  Fig.  38,  where  the  section 
suddenly  changes  from  A'B'  to  EF,  consider  the  fluid  mass 
between  the  two  transverse  sections  AB,  where  the  motion  of 
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the  fluid  filaments  has  been  undisturbed  and  is  in  parallel  lines, 
and  CD,  where  the  parallelism  has  been  again  re-established. 
In  an  indefinitely  short  interval  of  time  I  let  the  mass  move 
forward  into  the  position  bounded  by  the  plane  sections  A'B" 
and  C'ly. 

Let  a, ,  v^,  /j  be  the  sectional  area,  velocity  of  flow,  and 

m^an  intensity  of  pressure  atA'S". 
Let  iHj,  »j,  /j  be  similar  symbols  for  CD'. 
Let  ^, ,  £■,  be  the  elevation  above  datum  of  the  C.  G.s  of 

the  sectional  areas  at  A'B'  and  CD'. 
Let  A  be  the  vertical  distance  between  the  C.  G.s  of  the 

areas  EF  and  A'B'. 
Let  P  be  the  mean  intensity  of  pressure  over  the  annular 

surface  between  f^and  A'B'. 
The  resultant  force  acting  in  the  direction  of  motion  upon 
the  mass  of  fluid  under  consideration 

=  component  of  weight  of  mass  in  this  direction 
-|-  pressure  on  A'B' 

-\-  pressure  on  annular  surface  between  EF  and  A'B' 
—  pressure  on  CD' 

=  wa^ .  EC  ^'  ~^^r  '  +  p,a,  +  P{a^  -  «,)  -  p^^ 
=  -wa^s^  -2^-h)-\-  a4 />,  -  />,), 

assuming  that  P  ^  p^,  or  that  the  mean  intensity  of  pressure 
is  unchanged  throughout  the  whole  of  the  section  EF. 

The  normal  reaction  of  the  pipe-surface  between  EF  and 
CD'  has  no  component  in  the  direction  of  motion,  and  fric- 
tional  resistances  are  disregarded. 

Hence  the  impulse  of  the  resultant  force 

=  iwa,(^,  —  ^j  —  //)/  +  a^{p^  —p^t 
=  change  of  momentum  in  the  same  direction  of 
the  fluid  masses  CDD'C  and  ABB' A',  since 
the  momentum  of  the  mass  between  A  B" 
and  CD  remains  unchanged 


by  Google 


LOSS  IN  SHOCK. 
W  w 

w     ,    , 
since,  by  the  condition  of  continuity. 


Dividing    throughout    by   the    factor   wa^,    the   equation 
becomes 


which  may  be  written' in  the  form 

^, +  *- +"-^  =  ».  +  /'  + ^+ ^ + ^-'^i^^. 

Now  the  pipes  are  nearly  always  axial,  and  in  such  case 
^  =  o,  so  that  the  last  equation  becomes 

.,  +  ^'  +  -^-'-  =  .,  +  ^'  +  i^+t^--^'^'. 

^^  W^  2g  ^    ^     W^  2g^  Zg 

If  there  had  been  no  abrupt  change  of  section,  or  if  the 
change  between  A'B'  and  CD  had  been  gradual,  then  no 
internal  work  would  have  been  done  in  destroying  the  parallel- 
ism of  the  fluid  filaments,  and  no  energy  wasted.  Therefore, 
by  Bernouilli's  theorem,  the  relation 

'  ^   W^  2g  ^^  W  ^  2g 

would  have  then  held  good. 

Thus  M"« 

Joss  in  shock  between  A'B'  and  CD. 

Experiment  justifies  the  assumption  P  =  /,. 


;ti  by  Google 


58  BORON'S  MOUTHPIECE. 

Ex.  At  a  point  A,  150  ft.  above  datum,  a  line  of  piping  suddenly^ 
doubles  in  sectional  area.  If  tlie  velocity  of  flow  in  the  larger  pipe  i& 
8  ft.  per  sec.,  and  if  the  pressure  at  .^  is  125  lbs.  per  sq.  in,,  find  the  pres-> 
sure  p>er  sq.  in.  at  B,  8  ft.  above  datum,  the  motiun  being  steady. 

The  velocUy  of  flow  in  ilie  smaller  pipe  is  evidently  16  ft.  per  second. 
Therefore  the  loss  of  head  in  shock  at  the  sudden  change  of  section 

2.32 

Hence,  if  ^  is  the  pressure  per  sq.  in.  at  B, 


18.    Mouthpieces,  —  {a)   Borda's    Mouthpiece. — This    is 
merely  a  short  pipe  projecting  inwards,  as  in  Fig,  39,  which 


represents  a  jet  flowing  through  a  re-entrant  mouthpiece  of  sec- 
tional area  A,  fixed  in  the  vertical  side  of  a  vessel  of  constant 
horizontal  section  and  containing  water  kept  at  a  constant 
level.  The  mouthpiece  is  sufficiently  long  to  allow  of  the  jet 
springing  clear  from  the  end  EF  without  adhering  to  the  inside 
surface. 
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The  velocity  of  the  fluid  molecules  along  AC  and  DK,  is. 
sufficiently  small  to  be  disregarded,  so  that  the  pressure  over 
this  portion  of  the  vessel  is  distributed  in  accordance  with  the 
hydrostatic  law.  The  same  may  also  be  said  of  the  pressure 
on  the  remainder  of  the  vessel's  surface. 

Again,  the  only  unbalanced  pressure  is  that  on  the  surface 
HG  immediately  opposite  the  mouthpiece,  and  the  resultant 
horizontal  force  in  the  direction  of  the  axis  of  the  mouthpiece 

=  (A  +  wA}^  —  p^A  =  wkA , 

k  being  the  depth  of  the  axis  below  the  water-surface  and  p^ 
the  intensity  of  the  atmospheric  pressure. 

The  jet  converges  to  a  minimum,  or  contracted  section  MN, 
of  area  a. 

In  a  unit  of  time  let  the  fluid  mass  between  AB  and  MN 
take  up  the  position  bounded  by  A'B  and  M'N' .     Then 

whA  :=  impulse  of  force  in  direction  of  motion 

=  change  of  momentum  in  same  direction  in  a  unit 

of  time 
=:  difference  between  the  momenta  of  MNN'M'  and 

ABB'A',    since    the    momentum    of   the    mass 

between  A'B'  and  jI/jV  remains  unchanged 
=  momentum  of  MNN'M' ,  since  the  momentum  of 

ABB'A'  is  vertical 

w  w 

=  — av .  V  =  —ai'*, 
g  S 

V  being  the  mean  velocity  of  flow  across  the  contracted  section. 
Hence 

whA  =  — av*  =  — a .  2gh, 
g  g        ^ 

and  therefore 


;ti  by  Google 


BORON'S  MOUTHPIECE. 


This  result  has  been  very  closely  verified  by  experiment, 
the  coefficient  having  been  found  to  be  .5149  by  Borda,  .5547 
by  Bidone,  and  .5324  by  Weisbach. 

Borda's  mouthpiece  gives  a  smaller  discharge  than  a  sharp- 
«dged  orifice,  but  a  discharge  which  is  much  more  uniform, 
and  hence  it  is  generally  used  in  vessels  from  which  water  is 
to  be  distributed  by  measure. 

Note. — Let  Fig.  40  represent  a  jet  flowing  through  a 
re-entrant  mouthpiece  of  sectional  area  A,  fixed  in  the  sloping 
side  of  a  reservoir  containing  water  kept  at  a  constant  level, 
and  suppose  that  the  reservoir  is  of  such  size  that  GHKL  may 
represent  a  cylindrical  fluid  mass,  coaxial  with  the  mouthpiece 
and  so  large  that  the  velocity  at  its  surface  is  sensibly  nil. 
Let  A',  h  be  the  depths  below  the  water-surface  of  the  C.  G.s 
■of  the  areas  GH  and  KL,  respectively. 


^^B^w* 

--  -r7^ 

/ 

A^ 

\/ 

\  ~^ 

Y' 

Then  the  resultant  force  along  the  axis  of  the  moudipiece 
:  pressure  on  GH  —  pressure  on  CK  and  on  DL 
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—  pressure  on  EF 

+  component   of  the   weight  of  the  fluid 
mass  GHKL 

=  {p^-\.  wk")  area  GH  —  {p^  +  wk)  (area  CK  +  area  DL) 

—  /d .  area  EF  -f-  ^  ■  area  GH.  GK ,  — ^  .,-,  very  nearly 

=  whA. 

Hence,  in  a  unit  of  time, 

whA  =  impulse  of  this  force 

=  change  of  momentum  in  direction  of  axis 

W  WW 

=  — av .  V  =  - — at^  =  ■ — a  .  igh. 


a  being  the  area  of  the  contracted  section,  while  h  is  also  very 
approximately  the  depth  of  its  C.  G.  below  the  water-surface. 
Thus,  as  before, 

the  coefficient  of  contraction  ^  -.-  =  — . 
A  2 

{b)  Ring-noEsle. — The  ring-nozzle  (see  Fig,  41)  is  often 
used  with  a  fire-engine  jet,  and 
consists  of  a  re-entrant  pipe  of 
sectional  area  a,  fixed  in  a  pipe 
of  sectional  area  a^.  The 
length  of  the  re-entrant  portion 
is  such  that  the  water  springs 
clear  from  the  inner  end  and, 
"  without     again    touching     the 

_i surface     of     the     mouthpiece. 


^^^-  ^''  converges    to   a   minimum    or 

contracted  section  of  area  a  at  MN. 

Consider  the  fluid  mass  between  MN  and  a  transverse  sec- 
tion AB,  and  in  a  unit  of  time  let  it  move  into  the  position 
bounded  by  the  planes  M'N'  and  A'B' . 
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It  is  assumed  that  the  motion  is  steady  and  that  there  is 
no  internal  work  due  to  the  production  of  eddies  or  other 
motions. 

Let/j,  V  be  the  intensity  of  the  atmospheric  pressure  and 

the  velocity  at  MN. 
Let  /, ,  w,  be  the  mean  intensity  of  pressure  and  the  velocity 

at  AB. 
Let   P   be   the    mean   intensity  of  the  pressure  over  the 

annular  surface  EF,  GH. 
Let  s'g,  Zy  be  the  elevations  above  datum  of  the  C.  G.s  of 

the  sections  MN  ^nA  AB. 
Then 

=  impulse  in  direction  of  motion 

r=.  change  of  momentum  in  same  direction  in  a  unit  of  time 
=  difference  of  the  momenta  of  the  fluid  masses  MNN'M'  and 
ABB' A' 

Assuming  that  /*  —  /, ,  the  last  equation  becomes 

wa,(/,  -  2a)  +  ^,(P,  -  A)  =  yi"^^  -  '»2^'i')-  ■     (I) 
By  Bernouilli's  theorem, 


-  — L-  =  £■„  -4 h  — , 


and  therefore 


Now  ^,  —  z^  is  very  small  and  may  be  disregarded  without 
sensible  error,  and  then,  by  eqs.  (l)  and  (3), 

J?  —  V*        P\~  P»  1   '^^  —  ''j^l' 

2g        ~         'f        ~   £■  a,  ■ 
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I 


2   _     1^  —  v,^     ^     [a^  —  a*)z|j*_  _  I  r 

a^  ~  at^  —  a^^  ~  {aa^  —  d'a^v^  ~  a        (i, ' 

since  a^^  =  av. 

If  the  sectional  area  a^  of  the  pipe  is  very  large  as  com- 
pared with  a,  so  that*  —  may  be  disregarded  without  sensible 

error,  then      =     ,  and  therefore  the  coefficient  of  contraction 
a,       a 

=  -    =  -,  as  in  Borda's  mouthpiece. 

if)  Cylindrical  Mouthpiece. — When  water  issues  from  a 
cylindrical  mouthpiece  (see  Fig. 
42)  at  least  two  to  two  and  one- 
half  diameters  in  length,  the  jet 
issues  full  bore,  or  without  con- 
traction at  the  point  of  discharge. 
■  Jf'  .         If /J  be  the  sectional  area  of 

'^^^r^  ~4J  the  mouthpiece,  h  the  depth  of 
its  axis  below  the  water-surface, 
and  Q  the  amount  of  the  dis- 
charge, then  experiment  shows 
that 

Q=  .S2AViJli.     .     (I) 

The  coefficient  ,82  is  the 
product  of  the  coefficients  of 
velocity  and  contraction,  but  the 
coefficient  of  contraction  is  unity,  and  therefore  the  coefficient 
of  velocity  is  .82.  Now  the  mean  coefficient  of  velocity  in  the 
case  of  a  simple  sharp-edged  orifice  is  .947,  and  the  difference 
between  .947  and  .82  cannot  be  wholly  accounted  for  by  fric- 
tional  resistances,  but  is  in  part  due  to  a  loss  of  head.  In  fact, 
the  water,  as  it  clears  the  inner  edge  of  the  mouthpiece,  con- 


FiG.  41. 
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verges  to  a  minimum  section  MN,  of  area  a,  and  then  swells 
out  until  at  M'N'  it  again  fills  the  mouthpiece. 

Energy  is  wasted  in  eddy  motions  between  MN  and  M'N  \ 
where  the  action  is  similar  to  that  which  occurs  at  an  abrupt 
change  of  section. 

Let  p,  V  \x  the  intensity  of  the  pressure  and  the  mean 
velocity  of  flow  at  the  point  of  discharge. 

Let  /i ,  w,  be  similar  symbols  for  the  contracted  section  MN. 

Let  /,  be  the  intensity  of  the  atmospheric  pressure. 

(v.  —  vf 
Remembering  that  -^-'- is  the  loss  of  head  ' '  due  to 

shock  "  between  J/A'' and  ^W,  then,  by  Bernouilli's  theorem, 

^+A^  A  ^i:;^  A  +  'il  +  fc.-")'.  .  (3) 

~   m  W    ^  2g  W     *     2g   ^  2g  ^   ' 


t,-  p     »,' 


(3) 


where  c  =  coefficient  of  contraction  =  -3-  =  — . 


'    2g    I 


T*  = —, nr (4) 


ui  equation  giving  the  velocity  of  flow  at  the  point  of  discharge. 
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If  the  dischai^e  is  into  the  atmosphere,  p^  ==  p  and  equa- 
tion (4)  becomes 

»■=   A r-,  =  C.-.3gll,       ...      (5) 

where 

^  =  -  +  (i-')' (^) 

If  C;  =  .62,  then  Cp  =  .85,  while  experiment  gives  .82  as 
the  value  of  c^.  The  small  difference  between  .85  and  .82  is 
probably  due  to  frictional  resistance.  The  value  .82  for  c„ 
makes  C^.  approximately  .617. 

Again,  the  discharge  from  a  simple  sharp-edged  orifice  of 
same  sectional  area  as  th,e  mouthpiece  is  .62A  ^2gk,  or  more 
than  24  per  cent  less  than  the  discharge  from  the  cylindrical 
mouthpiece. 

The  loss  of  head  between  MN  and  M'N' 


2g  2g 


Ct--)" 


=  A^,=(^-i)  (byeqs.  (5)  and  (6) 

=  h[i  -  cj')  =  h  X.3276  =  .487  X  — : 
-=« 
h. 
=  — ,  approximately. 

Thus  the  effective  head  is  only  \h,  instead  of  h. 

By  eq.  (3),  the  difference  between  the  pressure-heads  at  MN 
and  at  the  point  of  discharge 


-=  ^  -  A 


=  JA,  very  nearly. 


.  =  .(^-,) 
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Now  if  one  end  of  a  tube  is  inserted  in  the  mouthpiece  at 
the  contracted  section  (Fig.  42)  and  the  other  end  immersed 
in  a  vessel  of  water,  the  water 
will  at  once  rise  to  a  height  A, 
in  the  tube,  showing  that  the  ^^J^fi-Afi^f^fzi 
pressure  at  the  contracted  sec-  r 

tion  is  less  than  that  due  to  the  ■ 

atmosphere.     By  careful  meas-      *~ 

urement  it  is  found  that  k^  is 
very  nearly  equal  to  |A,  which 
verifies  the  theory. 

{d)  Divergent  Mouthpiece. 
— Suppose  that  for  the  cyiln-  Fig.  js. 

drical  mouthpiece  in  (f)  there  is  substituted  a  divergent  mouth- 
piece of  the  exact  form  of  the  issuing  jet,  Fig.  43."    Then 

(i)  The  mouthpiece  will  run  full  bore. 

(2)  There  will  be  no  loss  of  head  between  the  minimum 
section  Ml^  and  the  plane  of  discharge  AB,  as  there  is  now 
no  abrupt  change  of  section. 

Hence  by  Bernouilli's  theorem,  and  retaining  the  same 
symbols  as  in  {c), 

^^  +  // z=-^'  + -■-  =  ^  H .       ...      (I) 

If  the  discharge  is  into  the  atmosphere,  P  ■=  p^,  and  therefore 

v"  =  :Lgh; (2) 

or,  introducing  a  coefficient  c„  (=  .98,   nearly,  for  a  smooth 
well-formed  mouthpiece), 

v'  =  c^2gh, (3) 

and  the  discharge  is 

Q  =  c^^Tih. (4) 
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From  the  last  equation  it  would  appear  as  if  the  discharge 
-would  increase  indefinitely  with  A,  but  this  is  manifestly  im- 
possible. 

In  faci,  by  eq.  (l),  the  flow  being  into  the  air,  and  taking 


.A        ''I 


2g\v' 


(S) 


since  av^  =  Av.     But/j  cannot  be  negative,  and  therefore 


T=V' 


Ie  +  ' w 


gives  a  maximum  limit  for  the  ratio  of  A  to  a. 

Now  —  ^  34  ft.  very  nearly,  and  the  last  equation  may  be 


By  eqs.  (4)  and  (7), 

0=c^y'2r(h  +  ^),       ...     (9) 

which   is   also  the   expression   for  the  discharge  through  the 
minimum  section  a  into  a  vacuum. 

If,  however,  the  sectional  areas  of  the  mouthpiece  at  the 
point  of  discharge  and  at  the  throat  are  in  the  ratio  of  A  to  a, 
as  given  by  eq.  (7),  it  is  found  that  the  full-bore  flow  will 
be  interrupted  either  by  the  disengagement  of  air,  or  by  any 
flight   disturbance,   as,   for   example,   a   slight  blow   on   the 
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mouthpiece,  and  hence,  in  practice,  it  is  usual  to  make  the 
ratio  of  A  to  a  sensibly  less  than  that  given  by  eq.  (7}. 

(c)  Convergent  Mouthpiece.  — With  a  convergent  mouthpiece 
(Fig.  44)  two  points  are  to  be  noted : 

(l)  There  is  a  contraction  within  the  mouthpiece,  followed 
by  a  swelling  out  of  the  jet  until  it  £^ain  fills  the  mouthpiece. 


Fig.  44. 
Thus,  as  in  the  case    of  cylindrical  mouthpieces,   there  is    a 
"  loss  of  head  "  between  the  contracted  section  and  the  point 
of  discharge,  and  also  a  consequent  diminution  in  the  velocity 
of  discharge. 

(2)  There  is  a  second  contraction  outside  the  mouthpiece 
due  to  the   convergence   of  the  fluid   filaments.     The   mean 
velocity  of  flow  (»')  across  the  section  is 
v'  =  Cj,'  'i/igh, 

c„'  being  the  coefficient  of  velocity  and  k  the  effective  head 
above  the  centre  of  the  section. 
Also,  the  area  of  this  section 

=  (J  X  area  of  mouthpiece  at  point  of  discharge 
cj  .A, 
cj  being  the  coefficient  of  contraction.     Hence  the  discharge 
Q  is  given  by 

Q  =  c^'c/A  V2^  =  c'A  ♦'i^, 
^(=  Cp'Cj')  being  the  coefficient  of  discharge. 
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The  coefficients  c„'  and  c  depend  upon  the  angle  of  con- 
vergence, and  Castel  found  that  a  convergence  of  13°  24'  gave 
a  maximum  discharge  through  a  mouthpiece  2-6  diameters  in 
length,  the  smallest  diameter  being  .05085  foot. 

TABLE   GIVING  CASTEL'S   RESULTS. 


C0D°^«U 

c/ 

IT,' 

C 

An([l«o( 

c/ 

c 

o*  0' 

999 

830 

829 

13'  U' 

983 

962 

946. 

I   36       I 

S66 

866 

14  iS 

979 

966 

941 

3  10     I 

894 

695 

16  36 

969 

97t 

M8 

4  10    I 

910 

91a 

19  sS 

953 

970 

9*4 

5  86     I 

004 

9M 

9J4 

945 

971 

91B 

7  Sa 

998 

931 

929 

23   0 

937 

974 

9'3 

8  S6 

942 

934 

2g  S3 

919 

97S 

896 

950 

938 

40  ao 

887 

^0 

B69 

13   4 

986 

955 

94a 

48  50 

S61 

984 

847 

19.  Energy  and  Momentum  of  a  Jet — (a)  Jet  from  a 
sharp-edge  orifice. 

The  energy  of  the  jet  =  wav  —  ft.  -lbs.  per  second 


■2g 


ft. -lbs.  per  second 


=  wavkc^  ft.-lbs.  per  second 

wavhc^ 
=  h.  p.  (horse-power) 


=  £!:nfL  h.  p., 

SSO         *" 
p{^^  wH)  being  the  hydrostatic  pressure  due  to  the  head  h,  and 
the  average  value  of  c^  being  .62. 


The  momentum  of  the  jet  = 


-  av  .V  ■=^  toa  - 


and  this  is  equal  to  the  pressure  in  pounds  produced  by  the  jet 
against  a  fixed  plane  perpendicular  to  its  direction.     Neglect- 
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•to  EXAMPLES. 

ing  Cj',  the  thrust  is  double  the  hydrostatic  pressure  due  to  the 
head  /i. 

(d)  Jet  from  a  Cylindrical  Mouthpiece. 

The  energy  of  the  jet  =  wAv —  ft. -lbs.  per  second 

wAt^  „    ,, 
=  ft.  lbs.  per  second 

=  c^ivA  ^2gh^  ft.-lbs.  per  second 
_  pAvc^ 


the  average  value  of  c^  being  .82. 

The  momentum  of  the  jet  =  —Av  .v=^  wA—  =  zwAkc*. 

Ex.  I.  Water  flows  through  a  Borda  mouthpiece  of  A  sq.  ft.  sec- 
tional area  under  a.  head  of  h  Feet.  If  the  jet  springs  clear  from  the  inner 
edge,  the  discharge  is  29. 2S  less  and  the  jet's  energy  41.4  %  greater  than 
when  the  mouthpiece  runs  full. 

Let  V  be  the  mean  velocity  of  flow  across  the  contracted  section  MN', 
»  be  the  mean  velocity  of  flow  at  the  mouth  CD  when  the  mouth- 
piece runs  full.     Then  v  ^2b. 
X/ex.  Qi,  El  be  the  discharge  and  energy  of  the  jet  when  it  springs 

Qt.  E,  be  the  discharge  and  energy  of  the  jet  when  the  mouth- 
piece runs  full.     Then 


wQ,^      v,AV 

and  El  = —  =  — —  — . 

g     ^         g     *, 

When   the  mouthpiece  runs  full,  the  loaa  of 
head  between  MN  a,nA  CD 
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or  "  =S''  =  -J- 

A 
Therefore  Qt  =  Au  =  — --W, 

wg,  k'      v)A       y* 

Hence  fi  "  T""  "   '""     "''     TT^' =   '''■ 

£•      ■•♦'>  ,    -E'-S'-    ... 

*'"■  S"  4    ='■■•'■'""''  ^a~ "■■'■'■ 

Ex  I   Determine  ihedischargesai.denergie.of«ietnnderahe.d  of 
loo  ft    issnine  from  «  6-in.  mouthpiece  which  is  (a)  cylindrical,  (fl  di- 
vergent (befl-raouth),  (rt  convergent,  the  angle  of  convergence  being 
a9-S»'. 
(a)    V  =  ,82  1/64 .  100  =  65,6  ft,  per  sec, 

2  „  —if—)'  X  «SS  =  1*™-  "■  P«""-  =»o|(g»ls,  per  see. 
Energy  =  <2iJ^  ^  -  H-S^A  (t-lbs,  -  98W  H,  P, 
(^    t/  =  .98  V64,ioo  =  78.4  ft,  per  sec. 

g  =  i?  -f— )  ^  7^4=  1 5-4  cu,  ft.  per  sec,  =  96^  gals,  per  sec. 

Energy  =  "'  J  "'  -^i^'  =  9'A3H  r,,.lbs.  =  .68^  H.  P, 

{£j     V  =  ,896  V64,loo  =  71,68  ft,  per  sec,     (See  Castefs  Table,) 

n=s-U^-^  X  71,68  =  14,08  cu,  ft,  per  sec,  =  88  gals,  per  sec, 

^        7  4\iV 

Energy  =  «'*  ^  '4/.  (7'^68)-  ^  ,^„  fc,  „..n,.  =  ,^,„  a.  P, 

Ex.  3.  There  is  a  36-fi.  head  of  water  over  the  2-in.  throat  of  a  bell- 
mouth.  Find  the  greatest  diameter  of  the  tnouih  when  open  to  the 
atmosphere  and  running  foil,  the  height  of  the  water- barometer  being 

Let  fi,  -v  be  the  pres,  and  vel.  at  the  throat ; 
31,  be  the  vel.  at  the  niouth. 

Tl>e»  i  +  ^-  -  3<  +  If  =  ='• 

Therefore  I',' = ''   "'    -,  =  8  •'^''t- per  sec. 
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The  velocity  in  t)ie  throat  is  greatest  when  the  pressure,  /i,  it  least, 
i.e.,  when  fi,  =  o,  and  then 

o  +  ^  =  36.    or    w  =  48  ft.  per  sec. 

If  D  ins.  is  the  diameter  of  the  mouth,  the  discharge 

144    4  144      4     ^ 

=  —  cu.  t.  per  sec, 

and  Z»'=  12.726, 

or  D  =  3.56  ins. 

20.  Radiating  Current — As  an  application  of  Bernouilli's 
theorem,  consider  the  steady  plane  motion  of  a  body  of  water 
flowing  radially  between  two  horizontal  planes  a  ft.  apart,  and 
symmetrical  with  respect  to  a  central  axis  (Fig.  46). 

Let  V  ft,  per  second  be  the  velocity  at  the  sur&ce  of  a 
cylinder  of  radius  r  ft.  described  about  the  same  axis.  Then 
the  volume  Q  crossing  the  surface  per  second  is 

Q=  2nr.av, 
and  therefore 

rv  = =  a  constant, 

2na 

since  Q  is  constant. 

Thus  V  increases  as  r  diminishes,  and  becomes  infinitely 
great  at  the  axis;  but  it  is  evident  that  the  current  must  take 
a  new  course  at  some  finite  distance  from  the  axis. 

If  f  is  the  pressure  at  any  pomt  of  the  cylindrical  surface 
z  ft.  above  datum,  then,  by  Bernouilli's  theorem, 
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denoting  the  dynamic  head  z  -\ —  hy  y.      Hence 

_  "^  G*  a  constant 

and  therefore 

r'(h  —  y)  =  a  constant, 
Fig.  46, 


Fic.  47. 
is  an  equation  giving  the  free  surfaces  of  the  pressure  columns 
(Fig.  47).     These  surfaces  are  thus  generated  by  the  revolu- 
tion of  what  is  called  Barlow's  curve. 
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The  surfaces  of  equal  pressure  are  also  given  by  an  equation 
ol  the  same  form. 

21.  Vortex  Motion. — A  vortex  is  a  mass  of  rotating  fluid, 
and  the  vortex  is  termed  /ree  when  the  motion  is  produced 
naturally  and  under  the  action  of  the  forces  of  weight  and 
pressure  only. 

In  the  radiating  current  already  discussed,  assume  that  the 
direction  of  ihotion  at  each  point  is  turned  through  a  right 
angle  so  that  the  mass  of  water  will  now  revolve  in  circular 
layers  about  the  central  axis.  Also,  if  there  is  a  slow  radial 
movement,  so  that  fluid  particles  travel  from  one  circular 
stream-line  to  another,  it  is  assumed  that  these  particles  freely 
take  the  velocities  proper  to  the  stream-lines  which  they  join. 
Such  a  motion  is  termed  a  free  circular  vortex. 

The  motion  being  steady  and  horizontal,  the  equation 

P  7^ 

ir  +  -  +  —  =  a  constant  =  ^       .      .      .      f  l) 

holds  good  at  every  point  of  a  circular  stream  of  radius  r. 
Again, 

w.d(e-\ J  =  increment  of  dynamic  pressure  between  two 

consecutive  elementary  stream-lines 
=  deviating  force 
=  centrifugal  force  of  an  element  between  the 

two  stream-lines 


But,  by  eq.  (i), 


Hence 


4+£)  =  -i^". 

J         fi\            w    .        wt^      , 
w  .  ^(•s'  +  -    = ^'<^'^'  =  --  .dr, 
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and  therefore 

dv      dr 

V  +  7  =  °' 

SO  that  vr  =  a  constant,  and  v  varies  inversely  as  r,  as  in  the 
case  of  the  .radiating  current.  Therefore  the  curves  of  equal 
pressure  will  also  be  the  same  as  in  a  radiating  current. 

Free  Spiral  Vortex. — Suppose  that  the  motion  of  a  mass 
of  water  with  respect  to  an  axis  0  is  of  such  a  character  that 
at  any  point  M,  the  components  of  the  velocity  in  the  direction 
of  OM,  and  perpendicular  to  OM,  are  each  inversely  propor- 
tional to  the  distance  OM  from  O.  The  motion  is  thus  equiva- 
lent to  the  superposition  of  the-  motions  in  a  radiating  current 
and  in  a  free  circular  vortex;  and  if  B  is  the  angle  between 
OM  and  the  direction  of  the  stream-line  at  M,  v  cos  9  and 
V  sin  B  are  each  inversely  proportional  to  OM,  and  therefore  B 
must  be  constant.  Hence  the  stream-lines  must  be  equi- 
angular spirals,  and  the  motion  is  termed  a  free  spiral  vortex. 

This  result  is  of  value  in  the  discussion  of  certain  turbines 
and  centrifugal  pumps.  A  steady  free  surface  in  the  case  of  a 
free  spiral  vortex  is  impossible,  as  the  stream-lines  cross  the 
surfaces  of  equal  presure,  which  are  the  same  as  before. 

Also,  if /o'  ''o'  ^'o  """^  *^^  pressure,  radius,  and  velocity  at 
any  other  point  at  the  same  elevation  s  above  datum,  then 

and  the  increase  of  pressure-head 

P~Po  _  ^'^  — 


=  tJ/*.  _  i")  =  ^Mi  -  '-i) 


Forced  Vortex. — A  forced  vortex  is  one  in  which  the  law 
of  motion  is  different  from  that  in  a  free  vortex.  The  simplest 
and  most  useful  case  is  that  in  which  ail  the  particles  have  ai\ 
equal  angular  velocity,  so  that  the  water  will  revolve  bodily. 
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the  velocity  at  any  point  being  directly  proportional  to  the 
distance  from  the  axis. 
As  before, 

X +  /)  =  ?■*. 


«  being  the  constant  angular  velocity  of  the  rotating  i 
Therefore 


A' +3-- 


Integrating, 


p        0^^                                      ^ 
s  -\ —  = h  a  constant  = ha  constant. 

Hence,  \i  p^.  r^,  v^^t^  the  pressure,  radius,  and  velocity 
(or  any  second  point  at  the  same  elevation  z  above  datum,  then 


If  the   second   point  is   on   the  ax 
=  O,  and  the  last  equation  becomes 


''  -  v."). 
of  revolution,    then 


Thus  the  free  surface  of  the  pressure  columns  is  evidently  a 
paraboloid  of  revolution  with  its  vertex  r 
at  0,  as  in  Fig.  48. 

A  compound  vortex  is  produced  by 
the  combination  of  a  central  forced  vortex 
with  a  free  circular  vortex,  the  free  sur- 
face being  formed  by  the  revolution  of  a 
Barlow  curve  and  a  parabola. 

For  example,  the  fan  of  a  centrifugal 
pump   draws    the   water   into    a   forced  Fio.  48. 

vortex  and  delivers  it  as  a  free  spiral  vortex  into  a  whirlpool- 
chamber  (Chap.  VIII). 


\       i       / 

3 
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In  this  chamber  there  is  thus  a  gain  of  pressure -head,  and 
the  water  is  therefore  enabled  to  rise  to  a  corresponding  addi- 
tional height.  James  Thomson  adopted  the  theory  of  the 
compound  vortex  as  the  principle  of  the  action  of  his  voitex 
turbine. 


Ex.  A  centrifugal  pump  of  3  ft.  interior  and  4  ft.  exterior  diar., 
makes  336  revels,  per  minute.  The  water  gradually  fills  up  and  flows 
very  slowly  through  the  wheel  into  a  chamber  of  comparatively  mucli 
larger  diar.,  from  which  it  passes  away  into  the  discharge-pipe.  Tlie 
pressure  at  the  inlet  may  be  taken  to  be  one  atmosphere,  or  2116  lbs. 
per  sq.  foot. 

Basing  the  flow  through  the  wheel  upon  the  hypothesis  that  the 
velocity  V  of  any  fluid  particle  is  direcily  proportional  to  its  distance  r 


from  the  axis  of  rotation,  the  law  connecting  the  pressure  p  and  the 
velocity  v  may  be  expressed  in  the  form  (Ex.  1,  p,  21) 


At  the  inlet/  =  2116,  and  let  v  =  v,.     Then 

IV  lg 

>  that  p  =  2ii6  +  — ^  _-  —  I  V 

But 

■  =  -—4\— 21  =  1210,    and     ~;  =  -^  =  r'. 

2g        I38\  60    7    /  V,*      1' 
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Therefo 

P  = 

=  1116  +  1210 

(r*-  1)  = 

'Dg    ''• 

successively. 

906  +  laior', 


the  values  i.        i.z,  14.  '■6.        i-8,      3  ft., 

the  corresponding  values 
of  >  are  2116,   2648.4,  3377.6,  4003.6,  4826.4,    5746163. 

Thus  the  curve  AB,  obtained  by  plotting  these  values,  shows  the 
variation  of  the  pressure  inside  the  wheel. 

The  hypothesis  of  the  flow  in  the  surrounding  chamber  is  that  the 
velocity  of  any  fluid  particle  is  iitversefy  proportional  to  its  distance  from 
the  axis  of  rotation  :  and  in  this  case  the  pressure  and  velocity  are  con- 
nected by  the  relation  (Ex.  1,  p.  21) 


At  the  wheel  outlet,  i.e.,  where  r  =  2  ft. ,  /  =  5746  lbs,  per  sq.  ft.,  and 

■Xv  =  V,. 


P  =  5746  +  ^ 


=-5^^ 4    =  4840.     and     -  = 

1g  ii8V6o     77  Vx 


therefore 


p  =  5746  +  4340(1  —  ^J  =  10586  - 


■Giving  r.  successively,  the  values    2,    2.2,  24,     2.6,    a. 8,    and    3ft., 
the  corresponding  values 

of^are  5746,  6586.  7225.  7723,   8117,  and  8435  lbs. 

Thus  the  curve  SC,  obtained  by  plotting  these  values,  shows  the  va- 
riation of  the  pressure  in  the  chamber  surrounding  the  wheel. 

32.  Laige  Orifices  in  Vertical  Plane  Surfaces. — The 
issuing  jet  is  approximately  of  the  same  sectional  form  as  the 
orifice,  and  the  fluid  filaments  converge  to  a  minimum  section 
as  in  the  case  of  simple  sharp-edged  orifices. 

(a)  Rectangular  Orifice  (Fig.  50). — Let  E,  F  be'the  upper 
and   lower    edges    of  a   large   rectangular   orifice    of  breadth 


;ti  by  Google 


I 


Ly^RGE  RECTANGULAR  ORIFICES.  79 

B,  and  let  H^,  //^  be  the  depths  of  E  and  F,   respectively, 
below  the  free  surface  at  ^       If  k  be  the  velocity  with  which 

the  water  reaches  the  orifice,  then  //=--,  is  the  fall  of  free 

surface  which   must   have   been   expended    in   producing   the 
velocity  a. 

Hence    H^-^  H  and  /^,  -f  //  are  the  true  depths  of  the 
edges  E  and  ^  below  the  surface  of  still  water. 

Let   MN  be   the    minimum    or   contracted    section,    and 

assume  that  it  it  is  a  rectangle  of  breadth  b. 
Let  Aj ,  A,  be  the  depths  of  M  and  A'^,  respectively,  below 

the  free  surface  at  A . 
Then  //,  -j-  H^  h^  +  H  are  the  true  depths  of  M  and  N 

below  the  surface  of  still  water. 
First.      Let  the  flow  be  into  the  air,  the  orifice  being  clear 
above  the  tail-water  level,  Fig.  50. 

Consider  a  lamina  of  the  fluid  at  the  section  MN,  of  the 


X- 


Fig.  io, 
width  of  the  section,  and  between  the  depths  x  and  x  -\- dx 
below  the  surface  of  still  water. 

The  elementary  discharge  dq,  in  this  lamina,  is 

dq  =  bdx  Vzgx, 
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and  therefore  the  total  discharge  Q  across  the  section  MN  is 


Q=    j  dq  =    j  b  .dx  V2£x 


:(i,  +  ^)tl. 


Putt 
Then 


2=  j«i;*'2^K«',+  //)i-C//,  +  /f)«l. 


(') 


The  coefficient  c  is  by  no  means  constant,  but  is  found  to 
vary  both  with  the  head  of  water  and  also  with  the  dimensions 
of  the  orifice,  and  can  only  be  determined  by  experiment. 

Second.   Let  the  orifice  be  partially  (Fig.  51)  submerged, 
and  let  H^  be  the  depth  between  the 
surface  of  the  tail-race  water  and  the 
free  surface  at  A. 

By  what  precedes,  the  discharge 
0,  through  EG,  the  portion  of  the 
orifice  clear  above  the  tail-race,   is 


(') 


Every  fluid  filament  flows  through 
the  portion  GF  of  the  orifice  under 
an  effective  head  H^  -|-  H,  and  there- 
fore with  a  velocity  equal  to  f"^- 

Hence  the  discharge  Q^  through  GF  is 

e,  =  cfi(H,  -  H,)  </2s{H,+H).  . 
and  the  total  discharge  Q  is  equal  to  Q^  -\-  Q^. 


(3) 
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The  coefficients  c^ ,  c,  are  to  be  determined  by  experiment, 
and  if  c,  =  c^  =  c, 

+  (/r,-/^J*'^T^]-     (4) 

TAird.   Let  the    orifice   be  wholly  submerged   (Fig.    52). 
Then  the  total  discharge  Q  is  evidently 


T 


Q  =  cB  V  2^(//,  -  H^)  VH^  +  H,   (5) 

c  being  a  coefficient  to  be  determined 
by  experiment. 

If  the  velocity  of  approach,  a,  fs' 
sufficiently  small  to  be  disregarded 
without  sensible  error,  then  H  =  o, 
and  equations  (i),  (4),  and  (5),  respec- 
tively, become 

Q  -  ^cB  +'^(//,»  -  I/*y,       (6> 


Q  =  cBV2ir}^Hi{l/,--^)--^//i\;       .     .     (7) 
Q  =  cB  ^Tg{H^  -  H,)H^ (8) 


(b)  Circular  Orifices.  —  Let  Fig.  53  represent  the  minimum 
section  of  the  circular  jet  issuing  from  a  circular  orifice. 

Let  2^  be  the  angle  subtended  at  the  centre  by  the  fluid 
lamina  between  the  depths  x  and  x  -\-  dx  below  the  surface  of 
still  water. 

Let  r  be  the  radius  of  the  section  so  that  2r  =  k^~  h^ ,  A, 
and  Aj  being,  as  in  (a),  the  depths  of  the  highest  and  lowest 
points  of  the  orifice  below  the  free  surface  at  A . 
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H,  as  before,  is  the  head  corresponding  to  the  velocity  of 
approach. 


Fig.  53. 
Then  the  area  of  the  lamina  under  consideration 
=  2r  sin  d.  dx, 
and  the  elementary  discharge,  dq,  in  this  lamina,  is 
dq  =  2r  sin  S  .  dx  Vigx. 


But^  = 
and  therefore 


^H-\-h^^H 


hJ^h-V-zH 


dq  =  2^  sin»  ^d  -ig^-^^-^^^^^  -  r  cos  ^d», 
and  the  total  discharge  Q  is 

e  =  2H  V5^   r  sin'  iJf-l±h±liL  _  r  cos  ^  dB.      (9) 

Ex.  The  free  surface  on  the  up-stream  side  is  5  ft.  and  on  the  down- 
stream side  I  ft,  above  the  sill  of  a  rectangular  sluice  12  ft.  wide.     How 
much  must  the  sluice  be  raised  to  give  105,000  gals,  per  minute  ? 
105,000  gals.  per.  min.  =      ■ '  >_  =  280  cu.  ft.  per  sec 
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Let  X  ft.  be  the  opening  above  the  sill.  For  a  depth  of  i  ft.  above 
the  sill  the  discharge  is  under  a  constant  head  of  5  —  i  =  4  ft.  For  the 
remainder  of  the  opening  the  discharge  takes  place  freely  through  a 
rectangular  orifice,  with  its  upper  and  lower  boundaries  respectively 
<5  -~  x)  ft.  and  4  ft.  below  the  up-stream  surface.    Then 


380  : 


Therefore 


.  5 


-  40(5  -  x)y 

-  J-)'  =  4.     and     X 


■V6i|-(S-*)*  +  -M} 


(5  —  x)'  =  4.     and     X  =  2.48  ft. 
23.  Notches  and  Weirs. — When  an  orifice  extends  up  to 
the  free-surface  level  it  becomes  what  is  called  a  notch. 


Fig.  54.  fio.  55- 

A  weir  is  a  structure  over  which  the  water  flows,  the  dis- 
charge being  in  the  same  conditions  as  for  a  notch,  and  is  very 
useful  for  gauging  the  flow  of  small  streams,  the  amount  of 
water  supplied  to  hydraulic  motors,  etc. 

Rectangular  Notch  or  Weir.  — The  discharge  may  be  found 
by  putting  H^  =  o. 

Thus  equation  (i)  becomes 

Q='-^BtfiiHH,  +  H)*-Hi\.      .     .     (10) 

If  the  velocity  of  approach  be  disregarded,  then  H  =■  o, 
2nd  the  last  equation  becomes 


Q  =  -cB  </2gH, 


(") 
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and  ff^  is  the  depth  to  the  bottom  of  the  notch  or  to  the  crest 
of  the  weir. 

Great  care  should  be  taken  in  obtaining  the  accurate  value 
oi  H^.  A  hook  or  a  stiff  vertical  rod,  with  a  sharp  point,  may 
be  fixed,  at  a  suitable  distance  (s  to  8  ft.)  from  the  back  of 
the  weir,  with  the  point  on  a  level  with  the  crest  of  the  weir. 
The  flume  is  then  filled  with  water  rising  slightly  above  the 
crest  and  producing  a  capillary  elevation  of  the  surface  at  the 
point.  The  water  is  now  allowed  to  subside  until  the  eleva- 
tion is  barely  perceptible,  when  a  hook-gauge  (Chap.  Ill)  is. 
adjusted  and  a  reading  taken.  A  second  reading  is  taken  for 
any  required  discharge  over  the  weir,  and  the  difference 
between  the  two  readings  is  the  depth,  H^,  of  the  water  on 
the  crest. 

It  has  been  found  that  the  discharge  {Q)  is  appreciably 
affected  by  vibration,  and  it  is  therefore  of  importance  that  the 
weir  should  be  made  as  rigid  as  possible.  The  up-stream  face 
of  the  w£ir  is  nearly  always  vertical  and  at  right  angles  to  the 
direction  of  flow. 

To  diminish  the  effect  of  the  velocity  of  approach,  the 
water-section  in  the  flume  should  be 
large  as  compared  with  the  section 
of  the  waterway  on  the  crest,  and 
the  depth  of  the  weir  should  therefore 
be  at  least  twice  the  depth  H^  of  the 
water  on  the  crest. 

The'  crest  should  be  horizontal 
and,  generally  speaking,  it  consists 
of  a  plate  with  a  bevelled  edge,  Fig. 
54,   on   the  up-stream  side,   or  of  a  ^'°-  S*- 

thin  plate,  Fig.  55,  so  that  the  water  springs  clear  from  the 
inner  edge. 

A  rounded  edge,  Fig.  56,  diminishes  the  discharge  and 
should  be  avoided,  as  its  effect  is  uncertain. 
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The  length  B  of  the  crest  should  be  at  least  tAree  times  the 
depth  If,. 

The  effective  sectional  area  of  the  water  flowing  through  a 
rectangular  notch,  or  over  a  weir,  is  less  than  B//, ,  because 
of  (a)  crest  contraction,  {6)  end  contraction,  (c)  the  fall  of  the 
free  surface  towards  the  point  of  discharge. 

It  is  reasonable  to  assume  that  the  diminution  of  the  actual 
sectional  area,  BH^,  due  to  crest  contraction  and  to  the  fall 
of  the  free-surfece  level  is  proportional  to  the  width  B  of  the 
opening. 

Suppressed  Weir,  or  Weir  without  End  Contractions. — If 
a  weir  occupies  the  whole  width  of  the  stream,  or  flume.  Figs. 
57  and  59,  the  contraction  at  each  end  is  wholly  suppressed, 


S 


Fia.  S7.  Fia.  58.  Fig.  59. 


and  crest  contraction  only  takes  place,  i.e.,  the  falling  sheet 
of  water  is  reduced  in  thickness  near  the  crest.  Air  must  be 
freely  admitted  below  the  falling  sheet,  as  otherwise  a  partial 
or  complete  vacuum  will  be  produced  and  the  sheet  will  be 
depressed  or  will  adhere  to  the  face  of  the  weir,  while  the  dis- 
charge Q  will  be  very  sensibly  modified.  Francis  effected  the 
free  admission  of  air  and  also  prevented  the  lateral  spreading 
of  the  sheet,  after  leaving  the  crest,  by  prolonging  the  upper 
portions  of  the  flume  sides  a  short  distance  beyond  the  weir, 
Fig.  58.  The  discharge  was  thereby  diminished  by  about 
.4  per  cent. 
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Weir  with  End  Contractions. — These  contractions  occur 
when  the  sides  of  the  weir,  or  notch.  Figs.  60  and  61,  are  at 
a  distance  from  the  sides  of  the  channel,  and  they  have  the 


Fio.  60. 


Fig.  6t. 


effect  of  diminishing  the  discharge.  The  contraction  is  com- 
plete, i.e.,  as  great  as  it  can  be  made,  when  the  distance  of  the 
weir  side  from  the  channel  side  is  not  less  than  about  the 
depth  H^ . 

Other  things  being  equal,  the  contraction  and  its  effect 
upon  the  discharge  increase  with  H^ .  The  effect  of  end  con- 
tractions is  almost  inappreciable  and  may  be  disregarded  when 
the  length  B  of  the  crest  is  not  less  than  about  H^  \  but  as  the 

ratio    -^   diminishes,    the   effect    rapidly   Increases,     Francis 

found  that  the  discharge  for  a  weir  with  perfect  end  contrac- 
tions and  in  which  B  =  4//, ,  was  diminished  6  per  cent. 

In  his  Lowell  weir  experiments  he  also  found  that,  for 
depths  H^  -\-  H over  the  crest  varying  from  3  ins.  to  24  ins., 
and  for  widths  £  not  less  than  ihree  times  the  depth,  a  per- 
fect end  contraction  had  the  effect  of  diminishing  the  width  of 
the  fluid  section  by  an  amount  approximately  equal  to  one- 


tenth  of  the  depth,  or  - 


■>  that  the  effective  width  = 


Thus,  if  there  are  «  end  contractions,  the  effective  width 
-£—  —{H^-^H),  and  the  equation  giving  the  discharge 


t,GoogIc 


According  to  Francis  the  average  value  of  c  in  this  equa- 
tion is  .622. 

Then  \c  i/zg  =  3.33,  very  nearly,  and  therefore 

Q=^■^i\B-Ya(".^-")\\'^",  +  "^*-"i\■■    ("3) 

In  experiments  carried  out  by  Fteley  and  Stearns  with 
suppressed  weirs,  as  described  above,  the  total  variation  in  the 
value  of  the  coefficient  was  found  to  be  about  2^  per  cent. 
The  depths  H^  were  measured  6  ft.  from  the  weir,  and  for  values 
oi  H^  exceeding  .07  ft.  they  deduced  the  formula 

G  =  5(3.3i/r,»+.oo7). 

in  which  the  velocity  of  approach  is  disregarded. 

Allowance  may  be  made  for  the,  velocity  of  approach  by 
substituting  for  H^  the  expression  H^-\- i\H  according  to 
Fteley  and  Steams,  but  H^  +  '  t-^  according  to  Hamilton 
Smith,  Jr.,  who  bases  his  conclusions  upon  a  comparison  of 
the  experiments  of  Fteley  and  Stearns  with  those  of  Francis 
and  others. 

If  the  weir  has  «  end  contractions,  B  —  n — ' must  be 

10 

substituted  for  B,  and  allowance  is  made  for  the  velocity  of 

approach  by  substituting  for  H^  the  expression  H^-\-2.0$H, 

according  to  Fteley  and  Stearns,  or  H^  -j-  1.4//',  according  to 

Hamilton  Smith,  Jr. 

Hunking  and  Hart  give  the  formula 


Q=li%l{B-n^H}, 
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in  which  ft  is  very  nearly  =  i  +  r('T7  '  *^^''* 
sectional  area  of  waterway 


B- 


H^ 


Bazin  gives  the  formula 

Q  =  c  V2^BH^, 
in  which,  if  the  velocity  of  approach  is  disregarded, 
,    .00984 

.  =  .405  +  ^^. 

but  if  allowance  is  to  be  made  for  the  velocity  of  approach. 


Uos  - 


^il'+-(^ 


X  being  the  height  of  the  weir, 

Bazin  considers  that,  with  suppressed  weirs,  as  already 
described  and  which  are  not  very  low,  the  results  obtained 
with  this  coefficient  are  accurate  within  i  per  cent. 

Submerged,  or  Drowned,  Dams  (or  Weirs). — In  these  the 
surface  of  the  tail-race  water  rises  above  the  top  of  the  dam, 


Fig.  62.     It  may  be  assumed  that  between  a  and  b  the  flow 
is  as  over  the  crest  of  a  weir,  the  depth  of  water  on  the  crest 
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being  H^  -\-  H,  and  that  between  b  and  c  the  flow  is  equiva- 
lent to  that  through  a  submerged  orifice  under  a  constant  head 
H^  -f  H.  Hence,  if  H'  is  the  depth  of  the  top  of  the  dam 
below  the  surface  of  the  tailwater,  and  if  c  is  the  coefficient  of 
discharge  both  for  the  flow  between  a  and  b  and  also  that 
between  b  and  c. 

The  following  table  gives  approximate  values  of  c  corre- 
sponding to  different  values  of  the  ratio   -jj        ej' ,  "a>7'  ^^ 

deduced  from  experiments  carried  out  by  Francis,  the'  head 
over  the  crest  varying  from  1  to  2.32  ft,,  and  by  Fteley  and 
Stearns,  the  head  varying  from  .325  to  .815  ft. : 


.598  ■ 
.586  ■ 


.S83 

'-593 

•  wo 

'  -390 

■  Wi 

■  -591 

.St»o 

■.600 

.610 

•.6.S 

{Trautwittt.) 

Inclined  Weirs. — If  the  up-stream  face  of  a  weir,  instead  of 
Tjeing  vertical,  is  inclined  up-stream.  Fig.  63,  the  discharge  is 
diminished,  the  depression  of  the  upper  surface  of  the  falling 
sheet  of  water  commences  near  the  crest,  while  the  lower  sur- 
face rises  higher,  above  the  crest,  and  moves  backwards. 

If  the  face  is  inclined  down-stream.  Fig.  64,  the  discharge 
is  increased,  the  depression  of  the  upper  surface  commences  at 
a  point  farther  from  the  crest  than  when  the  face  is  vertical, 
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more  flaRened  and   moves 


while  the  lower  surface  becoi 
away  from  the  weir. 

Values  of  the  coefficient  of  discharge  for  inclined  weirs  have 
been  deduced  by  Bazin  and  are  given  in  a  subsequent  article. 


Fio.  69- 


Fig.  64. 


The  dischai^e  is  increased  by  rounding  the  up-stream  edge 
of  the  weir. 

Circular  Notch. — In  equation  (9),  Art.  22,  put  A,  =  o  and 
Aj  =  2r.     Then 

(2  =  2/^  Vii  y"sin»  8{h-\-  2r  sin'  -)  M, 
and  if  the  velocity  of  approach  be  disregarded,  so  that  H  =0^ 
Q  =  2r*  V^g  I     sm*e.  sin  jdO 

=  V;^^(3sin-*-sin5-Vsin^V 


15        ^ 


Ex.  I.  A  dam  with  a  rectangular  notch  6  ft.  wide  ia  formed  across  a 
channel ;  and  the  depth  of  the  water  over  the  sill  is  ii  ins.  Find  the 
quantity  o(  flow  when  the  notch  has  {a)  no  aide  contraction ;  (4)  one 
side  contraction ;  (c)  two  side  contractions. 
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Disregarding  the  velocity  of  approach,  and  auiunmg  the  coefficient 
of  discharge  to  be  the  same  in  each  case,  viz^  t, 

(«)  j2,  =  — ,  |-  ■  f^ ,  il .  6  =  ao  cu.  ft.  per  sec 


(i)  e,  =      .  -i  .  ^64-  il(6  -  iV)  =  191  cu.  ft.  per  sec 

3     <> 

W  fi.  =  |.|.t^6i.ilC6- A)  =  i9lcu.ft.  persec. 

Ex.  3.  400  cu.  ft.  of  water  per  second  are  conveyed  by  a  channel  of 
rectangular  section  35  ft.  wide,  when  the  water  runs  4  ft.  deep.  Find 
the  height  of  a  dara  built  across  the  channel  which  will  increase  the 
depth  50  per  cent,  taking  into  account  the  velocity  of  approach. 

The  velocity  of  approach  =  >  =  ~  ft.  per  sec. 


The  corrresponding  bead  : 


-  64   ■ 


Let  .r  ft.  be  the  height  of  the  dam. 

Ft'rti.  Assume  that  the  dam  is  not  drowned,  i.e.,  that  its  crest  rises 
above  the  water-surface  on  the  down-stream  side.     Then 

400  =  I .  |.  25  .  ♦'6i{{6  -  .r  +  {)'  -  (t)*}. 
or  (6 -ar  + 1)1  =  4,837037  =  (6.111  -x)\. 


Second.  Assuming  tliat  the  dam  is  drowned,  the  discharge  now  takes 
place  under  a  constant  head  of  (i  +  ()  ft.  for  a  depth  of  (4  —  x)  ft.,  and 
as  over  a  weir  for  a  depth  of  3  ft.     Then 


x)  f^C2  +  4)t+  1  .| .  35  .  ♦/64.((2  +  t)i  -  (|)iS. 


or  1.1798  =  (4  — *)(2i>*' 

and  X  =3  3.188  ft.,  which  is  leu  tkan  4  ft,  and  therefore  the  assumption 

of  a  drowned  dam  is  correct. 

Ex.  3.  If  X  is  the  depth  of  water  over  the  crest  of  a  rectangular 
notch,  theo,  disr^arding  the  velocity  of  approach, 
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Let  dQ  be  the  change  in  the  discharge  corrcspODding  to  a  change 
dx  in  the  depth  on  the  sill.    Tlieti 

„  dQ        xdx 

Thus  ft  change  of  6  per  cent  in  the  discharge  corresponds  to  a  ci)angc 
of  4  per  cent  in  the  sill  depth,  and  a  change  of  lo  per  cent  in  this  depth 
corresponds  to  a  change  of  15  per  cent  in  the  discharge. 

24.  Triangular  Notch. — Disregard  the  velocity  of  approach 
and  let  B  be  the  width  of  the  free  surface. 

As  before,  consider  a  lamina  of 
fluid    between    the    depths   .*■    and         i, g. -; 

x-{-dx. 

The  area  of  the  lamina 


-11} 

and  the  discharge  in  this  lamina  is 

dq  =  Cj^{H^  ~  x)dx  V^. 
Hence  the  total  discharge  Q  is 

Q = c  r^^if^z  -  ^y^  ^^ 


=  -^  cS't^zgH}  cu.  ft.  per  sec.      .     (14) 

r  is  a  coefficient  introduced  to  allow  for  contraction,  etc., 
and  Professor  James  Thomson  gives  .617  as  its  mean  value  for 
a  sharp-edged  triangular  notch. 
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B 
Now  the  ratio  -77-  is  constant  in   a  triangular  notch  and 

varies  in  a  rectangular  notch.  Hence  Thomson  inferred  and 
showed  by  experiment  that  the  value  of  c  is  more  uniform  for 
triangular  than  for  rectangular  notches,  and  therefore  also  the 
former  must  give  more  accurate  results. 

If  the  flow  is  through  a  90°  notch,  B  =  zH ^ ,  and 

Q  =  —  c  '^zgH^  =  2.64/^j»  cu.  ft.  per  sec. ,  approximately, 

or 

=  158.385/^1*  cu.  ft.  per  min., 
c  being  ,617  and^  =  32, 176. 

Ex.  1.  A  reservoir  discharges  tlirough  a  sharp-edge  triangular  notch, 
and  in  /  sees,  the  depth  of  ihe  water  in  the  notch  falls  from  H  ft.  to  x  ft. 
Let  S  be  the  sectional  area  of  tiie  reservoir  corresponding  to  the  x 
ft.  depth ;  let  mx  be  the  width  of  the  free  surface  on  the  notch  corre- 
sponding to  the  X  ft.  depth,  m  being  a  numerical  coefficient  depending 
upon  the  notch  angle. 

Then,  since  the  water  sinks  dx  ft.  in  dl  sees., 
—  S  .dx  ■=  dischat^e  from  reservoir  in  dl  sees, 

=  amount  flowing  through  notch  in  dt  sees, 

=  —  ^"^c .  mj^ .  dl. 

Hence  the  time  in  sees,  in  which  the  depth  falls  from  H  ft.  to  x  It. 

=  +        Jl        f"sx~*.dx. 
4  Y2^£mt/^ 

If  the  horizontal  sectional  area  S  is  constant, 

'*"'"""  •^•■  =  T^[-^- Si)- 

For  a  90*  notch  m  =  2,  and  taking^  =  32  and  ^  =  {. 
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The  time  becomes  infinite  when  ^  =  o.  which  indicates  that  the  flow 
diminishes  indefinitely  with  the  depth  in  the  notch. 

Ex.  z.  Find  the  discharge  in  gallons  per  minute  through  a  90*  sharps- 
edge  notch  when  the  water  runs  4  ft.  deep.  If  the  reservoir  supplying 
the  water  has  a  constant  horizontal  sectional  area  of  So.ooo  sq.  ft.,  in 
what  time  will  the  level  sink  3  ft.  ? 

0  =  A  t^ei.  |-.z.4*=85icu.  ft.  persec.  =  8six6J  x  60  gals,  per  min. 
=  33,000  gals,  per  min. 


35.  Broad-crested  Weir.— Let  Fig.  66  represent  a  stream 
flowing  over  a  broad-crested  weir.     On  the  up-stream  side  the 


free  surface  falls  from  A  to  B.  For  a  distance  BD  on  the  crest 
the  fluid  filaments  are  sensibly  rectilinear  and  parallel;  the 
inner  edge  of  the  crest  is  rounded  so  as  to  prevent  crest  con- 
traction. 

Consider  a  filament  a3,  the  point  a  being  taken  in  a  part 
of  the  stream  where  the  velocity  of  flow  is  so  small  that  it  may 
be  disregarded  without  sensible  error. 

Let  A  be  the  thickness  M/V  of  the  stream  at  d. 

Let  the  horizontal  plane  through  N  be  the  datum  plane. 

Let  ^j ,  :;  be  the  depths  below  the  free  surface  of  a  and  d. 

Let  /i,  be  the  elevation  of  a  above  datum. 
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Let  Pi,  Py,  p  iae  the  atmospheric  pressure  and  the  pressures 
at  a  and  b. 

Let  V  be  the  velocity  of  flow  at  b^ 
Then,  by  BernouilU's  theorem, 

'       w  w    ^    2g 

But 

Pi  Pa  ,       P  P, 

^  =  e,  +  -     and     ^  =  j  +<-*; 


H^  being  the  depth  of  the  crest  of  the  weir  below  the  surface  of 
still  water. 

Thus,  if  ^  be  the  width  of  the  weir,  the  discharge  Q  is 

Q  =  B\^Ji{H;^~\).      .     .     .     .     (i6) 

From  this  equation  it  appears  that  Q  is  nil  both  when 
A  =  o  and  when  A  =  H^.  Hence  there  must  be  some  value 
of  A  between  o  and  H^  for  which  Q  is  a  maximum.  This  value 
may  be  found  by  putting 

ie  =  o  =  s  f  ii{  <rk;^r^  -  i  ^^  _^dx. 

and  therefore 
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and  the  expression  for  the  discharge  becomes 

Q  =  -^BH^  ^^iH^  =  .3855  V^,^»,       .     (i7> 

3  Vl 

which  is  the  maxmum  discharge  for  the  given  conditions. 

Experiment  shows  that  the  more  correct  value  for  the  dis- 
charge is 

e  =  .35£*'vA» ('8> 

If  the  water  approaches  the  weir  with  an  appreciable  velocity 


4=^,  +  ^-.. 


This  formula  agrees  with  the  ordinary  expression  for  the 
discharge  over  a  weir  as  given  by  equation  (11),  \^ c  ■=  .525. 

It  might  be  inferred  that  for  broad-crested  weirs  and  large 
masonry  sluice-openings  the  discharge  should  be  determined 
by  means  of  equation  (18)  rather  than  by  the  ordinary  weir 
formula,  viz.,  equation  (11). 

It  must  be  remembered,  however,  that  in  deducing  equa- 
tion (17),  frictional  resistances  have  been  disregarded  and  the 
gratuitous  assumption  has  been  made  that  the  stream  adjusts 
itself  to  a  thickness  /  which  will  give  a  maximum  discharge. 
The  theory  is  therefore  incomplete. 

The  discharge  over  a  sharp-crested  weir  is  sensibly  the 
same  as  that  over  a  weir  with  an  apron,  as  in  Fig.  66,  so  long 
as  the  depth  of  the  water  on  the  crest  is  not  less  than  about 
IS  ins.,  but  below  this  limit,  the   discharge  over   the   apron 
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raiMdly  diminishes  with  the  depth.  For  example,  the  dis- 
charge over  a  sharp-crested  weir  is  approximately  double  that 
over  a  weir  with  an  apron  when  the  depth  is  about  i  in.,  is 
20  per  cent  greater  when  the  depth  is  6  ins.,  and  10  per  cent 
greater  when  the  depth  is  12  ins. 

a6.  Reservoir  Sluices.— The  water  flows  into  the  receiving 
channel  either  freely,  as  in  Fig.  67,  or  under  water,  as  in 
Fig.  68. 


In  the  first  case,  the  stream-lines  converge  to  a  contracted 


section,  and  between  the  sluice  and  a  certain  section  DE  there 
is  a  sudden  swell,  the  height  of  swell  being  given  by 


BC  = 


^S 


and  T', ,  »,  being  the  velocities  of  flow  across  the  contracted 
section  and  the  section  at  DE.  , 

Let  A^,  y4,  be  the  areas  of  the  sluice  and  section  at  .flff, 
and  let  nA.  =  A,.     Then 
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2g  \  V^l         2g  \ 


c^  being  the  coefficient  of  contraction. 

Thus  the  swell  will  be  found  to  be  further  from  or  nearer 
the  sluice,  according  as  the  difference  between  the  depths  of 
the  stream  and  the  sluice  is  >  or  <  BC. 

Ifyj  is  the  coefficient  of  hydraulic  resistance,  then 


andyj   may  be  .1  or  even  greater;  but  if  the  sluice  edges  are 
smoothed  and  rounded  so  thaty^  can  be  disregarded,  then 


^  2g' 


and  therefore  AB  -  BC  =  AC  =  -^. 
2g 

It  is  assumed  that  the  water  in  the  reservoir  retains  the 
same  level,  but  where  the  flow  commences  there  is  a  depres- 
sion in  the  surface  due  to  the  velocity  of  flow,  and  the  amount 
of  this  depression  should  be  deducted  from  the  total  head. 

When  the  tackwater  rises  above  the  sluice,  as  in  Fig.  68, 

AC  =  head  required  to  produce  v^  +  head  *'  lost  in  shock  '" 


U  V  2g    \.      ^  \c. 


and  AC  increases  with  «,  i.e.,  as  A,  diminislies  as  compared 
with  A.. 
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ij.  Buin't  Flow  Over  Weirs.— This  article  is  the  r£sum£  of  Baxin's  val- 
uable papers  on  this  subject  published  in  the  Annales  ties  Ponls  el 
Ckavssdts.  The  symbols  are  changed  to  correspond  with  the  preceding 
articles  of  the  present  chapter. 

Let  c,,B,,  H^  be  the  coetficiect,  length  of  crest,  and  head  over  crest 
for  a  standard  weir. 

Let  e,  B,  Ht  be  the  corresponding  symbols  for  an  experimental  weir. 

Then,  disregarding  the  velocity  of  approach, 

cBM.^  f'^  =  G  =  cBH^  f'^. 


Experiments  with  the  standard  weir  give  the  value  of  c, ,  the  rati»- 

— '  is  usually  unity,  and  the  ratio  ~  is  found  by   observation.     Hence- 

the  value  of  c  can  be  at  once  calculated. 

In  practice  it  seems  impossible,  with  tlie  data  at  present  available.  tt> 
make  a  rational  selection  of  the  proper  value  of  c,  which  varies  between. 
wide  limits  and  is  affected  not  only  by  the  form  of  the  weir  but  by 
other  conditions,  amongst  which  may  be  enumerated  the  following  : — 

(a)  1'<nt  velocity  of  approack,'v\{\z\i  cannox.  be  disregarded  when  the 

weir  is  of  small  height. 
{6)  The  height  of  the  weir. 
{e)  The  crest  contraction,  which  depends  both  upon  the  height  of  thes 

weir  and  the  form  of  the  crest. 
[d)  The  end  contractions,  which  have  a  considerable  influence  when 

the  weirs  are  of   comparatively  small    width,  but  are   not  of 

so  much  importance  when  the  weirs  are  long. 
{e)  The/orm  of  the  nappe,  which  may  vary  considerably,  and  whicb 

In  every  case  should  be  the  subject  of  a  careful  investigation. 

Sharp-crested  Weir  (Figs,  54,  55).— The  simplest  and  best  defined 
case,  and  one  which  admits  of  an  exact  determination  of  the  coefficient 
of  discharge  c,  is  that  of  a  free  nappe  (or  sheet),  tlie  sheet  of  water  flow- 
ing over  the  weir  without  end  contraction,  and  with  its  lower  as  well 
as  upper  surface  fully  exposed  to  atmospheric  pressure.  Allowance 
may  be  made  for  the  influence  upon  the  dischai^e  of  the  velocity  of 
approach,  u,  by  substituting  for  the  head,  //| ,  over  the  crest  in  the 

discharge  formula,  the  expression  Hi  +  ct  — ,  a:  being  a  coefficient  which. 
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lias  not  been  accurately  determined.     Thus 


Q  =  MBV2^[ff,  +  a~y. 


being  the  modified  value  of  c. 

very  small,  rarely  exceeding  a  few  centimeters,  and  ther&- 


2^A 
fore,  approxiroately. 


2="-»*-'«'4  +  T«i^)- 


Let  X  be  the  height  of  the  weir.     Then 
and  therefore 
Hence,  putting    A'  ~  ^ac'. 

e=''l'*''(/KTi)'(*'^''-'- 

aotbat 

Bazin  has  deduced  the  values  of  a,  K,  and  /<  by  comparative  experi- 
tnents  on  five  weirs  of  different  heights. 

a  and  K  are  not  constant,  but  their  mean  values  are  f  and  .55 
respectively.     The  coefficient  ft  slowly  diminishes  as  the  head  k  in- 


Thus 

for  heads  =  0^.05    o^.io    o».3o    o".3o    ©".40    o",;© 
thecorrespondingvaluesof  ^  =  448      .432      .421      .417      414     .412 

For  values  of  H,  >  o".io,  it  is  sufficiently  accurate  to  take 
«  =  .405  +  ^. 
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fi-(.«.^)j...55(^)-}^^*«.. 


■m- 


'\j^,+^ 


Generally,  for  values  of  /f,  between  o°.io  and  o".3o,  m  may  be  made 
equal  to  4:5,  and,  taking  A*  =  .5, 


a  suitable  form  for  practical  use  when  errors  of  2  to  3  per  cent  are  not 
too  lai^e  to  be  of  importance. 

The  absolute  values  of  c  having  been  found  for  a  sharp-crested  weir 
with  a  free  nappe  and  a  vertical  face  on  the  up-stream  side,  it  does  not 
follow  that  the  same  method  siiould  be  adopted  to  determine  the  cor- 
responding coefficients  for  other  forms  of  weir.  In  fact,  if  ^  is  the  coef- 
ficient for  any  other  given  weir,  when  the  head  over  the  crest  is  the 
same,  the  influence  of  the  velocity  of  approach  may  be  largely  eliminated 

by   finding    the    ratio  — .     The  ratio  corresponding  to  two  different  in- 


chnations   is  sensibly  constant   for  all   heads,  and   the  following  table 
gives  the  values  of  -  for  varying  face-slopes  i — 

For  an  up-stream  face-slope  of  i  hor.  to  1  vert -  =    .93 

2         ■■      3    ■'   '■  =    .94 

1         "      3    •'    "  =    .96 

"  "  vertical  face •■  =  1.00 

For  a  down-stream  face-slope  of  i  hor.  to  3  vert "  =  1.04. 

2         ■'     3    ■■....'■  =  1.0? 


It  may  be  noted  that  the  coeflicient  (or  ratio)  gradually  iiicrenses 
from  .93,  corresponding  to  a  slope  of  45°  on  the  up-scream  side,  to  1.12, 
corresponding  to  a  slope  of  about  30°  on  the  down-stream  side. 
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Vhen  the  air  cannot  pass  uuderneath  the  sheet  of  water  Rowing  over 
crest,  the  nappe  either  encloses  a  volume  of  air  at  less  than  the 
^spheric  pressure  and  is  dtprissid.  Fig.  69,  or  the  air  is  entirely  ez- 


FiG.  69. — Depressed  Nappe.  Fio,  70. — Drownfd  Nappe, 

eluded  and  the  nappe  is  wetted  underttealk  or  drmvntd.  Fig.  70.  The 
latter  condition,  when  the  nappe  encloses  iin  eddyin^jmassof  fluid,  gives 
a  more  uniform  motion,  as  the  pressure  of  an  enclosed  volume  of  air 
may  vary  from  the  accidental  admission  of  new  air.  The  discharge  is 
slightly  greater  than  with  the  free  nappe,  and  may  be  increased  almost 
10  per  cent  when  the  nappie  is  on  the  point  of  being  drowned.  So  long 
as  the  head  exceeds  a  certain  limit,  the  nappe  will  not  be  in  contact  with 
the  weir  face.  The  drowned  nappe  may  be  either  independent  of  or 
influenced  by  the  down-stream  level  according  as  the  rise  produced 
beyond  the  nappe  is  at  a  distance  from  the  foot  of  the  nappe  or  partially 
encloses  the  foot. 

Hist  at  a  Distance  from  the  Foot  af  Ike  Nappe.  — h\  tliis  case 

1  =.878  +  . 128  ^_. 

but  the  max,  value  of  —  cannot  exceed  ai,  as  the rfro^i/wirrf  condition  no 

longer  holds  when  //i  <  x.  The  value  of  -.  corresponding  to  this  maxi* 
-mum,  is  1.2,  and  if  //,  =  jr,  the  coefficients  c"  and  care  sensibly  the  same. 
Applying  this  formula  to  weirs  of  different  heights,  it  is  found  that  the 
absolute  values  of  the  coefficients  of  discharge  are  sensibly  given  by 
the  formula 


Rise  Enclosiitg  the  Foot  of  the  Nappe,~\\  D  is  the  difference  of  level 
between  the  weir-crest  and  the  down-stream  surface. 
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for  which  i 
■expression 


9  usually  sufficiently  a 


OS  +.15, 


These  formulee  are  only  true  for  values  of  D  between  certain  limits. 
it  /f,  +  D  Is  greater  than  about  J-r.  the  rise  is  moved  beyond  the  foot  of 
the  nappe,  and  the  formulae  in  tlie  preceding  case  become  applicable. 
Again,  if  the  head  /ft  is  not  sufficient  to  enable  the  nappe  to  push  back 
the  rise,  the  down-stream  surface  leve)  must  be  sufficiently  high  to  pre- 
vent the  admission  of  air  below  the  nappe. 

The  drowned  nappe  preserves  its  characteristic  profile  even  when  the 
down-stream  surface  is  on  a  level  with  the  Weir  crest.  Fig.  71.  but  if 
the  difference  of  level  between  the  up-  and  down-streani  surfaces  still 
continues  to  diminish,  a  point  is  reached  at  which  the  nappe  suddenly 
and  with  an  undulating  movement  ^ain  forms  part  of  the  surface.  This 
change,  which  is  very  apparent,  does  not  seem  to  have  much  mfluence 
on  the  coefficient  of  discharge. 


Flo.  71.— Drowned  Nappe. 


Fig.  74. — AdberinK  Nappe  {/T, 


FlO.  ^y — Adhering;  Nappe,  sprinB- 
ing  clear  above  crest. 

On  certain  rare  occasions,  and  under  conditions  governed  by  the 
thickness  of  the  weir  and  by  the  construction  of  the  upper  portion  carry- 
ing the  crest,  the  nappe  becomes  adherent.  Figs.  72  to  76.  the  sheet  of 
vater  remaining  In  contact  with  the  weir  face.    Thecoefficient  f'is  then 
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increased  and  may  become  as  large  as  l.jf,  corresponding  to  an  absolute 
value  of  .55  or  .56. 

From  what  has  been  said  it  may  be  at  once  inferred  that  the  dis- 
cha^ie  over  a  weir  is  largely  influenced   by  the  form  of  the  nappe. 


1.7;  m.  high,  it  was  founcf 
coefficient  of  discharge  c 


Fig.  75, — Nappe  adhering  on  erest  only. 


Taking,  for  example,  a  sharp-crested  v 
that  for  a  head  over  the  crest  of  0.2  n^ 


.433  for  a  free  nappe. 
.46     "    a  depressed  nappe. 
.497   "    a  drowned  nappe. 
-554   "    an  adhering  nappe. 

Beam  W^irj.— These  weirs  are  formed  of  squared  timbers  laid  one 
above  the  other  to  any  required  height,  the  weir  faces  beingverticaland 
ilie  crest,  or  sill,  having  a  width  e  equal  to  that  of  the  timbers. 

Fret  Nappe. — The  nappe  may  either  spring  clear  from  the  up-stream 
edge,  when  the  case  becomes  that  of  a  sharp-crested  weir,  or  it  may 
remain  in  contact  with  the  sill  and  spring  clear  from  the  down-scream 
edge.  The  first  case  is  at  once  realized  if  H%  exceeds  2e,  and  may  occur 
for  any  value  of  h  between  ie  and  \^e,  the  change  being  produced  by 
any  such  extraneous  disturbing  cause  as  the  admission  of  air  or  the 
passage  of  a  floating  body,  etc. 

When  the  nappe  remains  in  contact  with  the  sill. 


an  expression  depending  essentially  on  the  value  of  — . 


. ."  =    -98  )  If  the  nappe  remains  in 
.  .'■  =  1.07  (     contact  with  the  sill. 
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The  ratio  —  is  unity  for  all  valuas  o[  —  above  i,  and  if  the  nappe 
springs  clear  from  the  up-stream  edge,  for  all  values  of  — -*  between  i\ 

and  2. 

With  sills  of  considerable  widch,  e.g.,  I  or  3  m.,  the  above  formula 

still  gives  results  which  are  approximately  correct.    The  ratio  —  may 

diminish  to  a  few  tenths  or  even  less  than  .jj.    With  a  a-m.  flat-crested 

weir  eiperiment  gave  for  a  head  of  .45  m.,  —  =  .7$;,  the  corresponding 

absolute  value  of  if  being  .337.  The  formula  gives  —  =  .742,  the  corre- 
sponding value  of  c"  being  .331. 

The  rounding  of  the  up-stream  edge  of  the  sill  has  a  very  sensible- 
influence  upon  the  flow,  and  the  effect  of  a  radius  of  only  i  or  2  cm.,  as 
usually  results  from  ordinary  wear,  must  by  no  means  be  disregarded 
in  gauging  the  discharge.  Fteley  and  Stearns  observed  that  the  effect 
of  a  small  radius  R,  not  exceeding  J^  in.,  or  0,012  m.,  was  to  increase 
the  head  by  .7A',  and    therefore    the  coefficiertt   1/    in    the   ratio   of 

i/j'  to  (//.  +  .7^*,  or  approximately  i  to  1  +  77-  .      This  approiima- 

tion  is  not  sufficiently  accurately  for  sensibly  greater  radii.  With  two 
weirs,  the  one  .8  m.  and  the  other  2  m.  wide,  the  up-stream  edges  being 
rounded  to  a  radius  of  .10  m.,  the  discharge  was  increased  14  percent  in 
the  first  and  12  per  cent  in  the  second  case.  With  the  2-m.  weir  tlie 
coefficient  if  for  the  greatest  head  used  in  the  esperiments  was  found  to 
be  .373,  which  is  very  nearly  the  same  as  the  value  theoretically  deduced 
on  the  assumption  thut  the  flow  over  the  weir  is  iit  fluid  iilaitients  par- 
allel to  the  sill.  This  condition  is  only  imperfectly  realized  Jn  practice 
as  the  surface  of  the  nappe  invariably  has  an  undulatory  movement. 

Deprtsiid  and  Dnrwned  Nappes.— Vinh  a  sharp-crested  weir  the  co- 
efhcient  for  a  depressed  nappe  is  always  greater  than  that  for  a  free 
nappe.  With  a  beam  weir,  such  as  thai  now  under  consideration,  the 
coefficients  differ  only  slightly,  that  for  the  depressed  weir  being  at  first 
a  little  less,  then  about  the  same,  and  finally  a  little  greater  than  the 
coefficient  for  the  frec_uappe.  When  the  nappe  is  drtmimd.  the  influence 
of  coiitiict  with  the  sill  is  complicated  by  the  fact  that  it  is  impossible  to 
define  exactly  the  point  at  which  the  nappe  is  freed  from  the  sill,  and 
this  separation  no  longer  corresponds  to  a  certain  constant  value  of   — . 

It  may  again  occur  either  before  or  after  the  establishment  of  the  (/ri?wfr;(f 
condition.  Two  cases  may  be  distinguished.  If  z  (the  height  of  weir) 
>  5«,  the  separation  takes  place  in  advance  of  the  drowned  state,  and  in 
this  intermediate  condition  the  nappe  does  not  differ  from  that  which 
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flows  over  a  sharp-crested  weir.  If  x  <  5?,  the  nappe  is  not  freed  from 
tlie  sill  before  it  assumes  the  drowned  lorni,  and  at  the  moment  of  the 
-change  is  very  unstable. 

So  long  as  the  contact  with  the  sill  continues,  its  influence  predomt- 
jiates,  and  the  formula 


.7  + 


-s"-^) 


is  fairly  applicable  to  the  drowned  nappe. 

But  when  the  nappe  has  left  the  sill,  the  phenomenon  becomes  more 
and  more  nearly  the  same  as  for  a  sharp-crested  weir,  and  the  formula 

now  applicable  is 

These  two  formukc  give  the  same  value  for  t^  for  a  certain  limiting 
value  of  Hi.  given  by 


=i(.^^?)- 


The  first  formula  holds  when  the  heads  are  less  than  Ht.  but  the  co- 
-eflicieiits  are  a  little  too  small  althougli  the  errors  are  never  more  than 
3  or  4  per  cent.  If  the  heads  are  greater  than  Ht,  the  second  formula 
is  to  be  used,  but  the  results  are.  again  too  small  and  the  error  in  this 
case  may  be  as  much  as  8  per  cent  at  the  moment  when  the  nappe  is 
separated  from  the  sill.  The  error  then  rapidly  diminishes  as  the  head 
increases. 

Wiile-cresUd  Wiirs  witk  Sloping  Faces. — In  these  the  coefficient  t*. 
depending  upon  the  head  (//»).  the  width  {e)  of  crest,  and  the  degree  of 
face-stope,  is  now  extremely  variable  and  each  case  must  be  3ut>- 
Jected  to  a  special  investigation.  The  face-slope  on  the  up-stream  side 
has  the  effect  of  diminishing  the  contraction  and  therefore  increasing 
the  discharge.  The  down-stream  face-slope,  on  the  other  hand,  pro- 
duces an  effect  similar  to  the  widening  of  the  crest  and  diminishes  the 
discharge.  The  rounding  of  the  up-stream  edge  of  the  crest  consider- 
ably diminishes  the  contraction  and  may  increase  c*  by  10  or  15  per  cent. 
Finally,  c"  is  very  largely  increased  for  weirs  with  completely  curved  pro- 
files. 

Bazin  has  prepared  Tables  comprising  a  sufficient  number  of  partic- 
ular cases  which  may  serve  as  a  guide  in  practice.  It  is  impracticable 
to  establish  a  general  formula  which  will  take  into  account  all  the  vari- 
able elements  referred  to. 

DrowHtd  Weirs  •mitk  Sharp  Crests, — When  the  water  on  the  down- 
Stream  side  does  not  stand  much  above  the  crest  of  the  weir,  Bazin  gives 
the  somewhat  complicated  formula 

<f  ^       ^D      {.       „       I  Z)      I  IDy )   X 
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In  the  majority  of  cuses.  however,  the  following  simpler  formula  ii 
Applicable : 


These  two  formulae,  established  so  as  to  represent  as  accurately  as 
possible  the  particulifr  experiments  by  which  they  have  been  deduced, 
may  be  replaced  by 


which  will  give  results  differing  from  those  obtained  with  the  other  for- 
mula: by  not  more  than  about  1  or  2  per  cent,  unless — ^  and  — ^  are 

very  small,  when  the  difference  may  be  as  much  as  4  or  5  per  cent,  but 
in  the  latter  case  the  determination  of  ^  is  always  somewhat  uncertain. 
The  effect  of  drowning  is  rot  the  same  for  wide-crested  weirs.  The 
flow  on  the  up-stream  side  is  not  affected  by  the  depth  of  the  water  on 
the  down-stream  side  until  the  down-stream  surface  rises  considerably 
above  the  weir  crest,  and  the  effect  diminishes  as  the  width  of  the  crest 
increases.  In  the  case  of  a  sharp-crested  weir  the  influence  upon  the 
up-streiim  flow  is  felt  before  the  down-stream  surface  has  reached  the 
level  of  the  crest.  As  the  width  of  a  wide-crested  weir  increases  it  loses 
its  weir  characteristics  and  approximates  more  and  more  closely  to  an 
Often  channel  with  horizontal  bed. 

Thickntss  of  Nappe  on  Weir  Crest.— L^t  t  —  thickness  of  nappe. 

For  a  siarp-erested  mew  and  free  nappe  —  varies  from  .8;  to  .86. 

For  a  sharp-crested  weir  and   drowned  nappe  77  increases  with  -. 

being  .8  when  -  =  .4,  .85;  when  -  =  i,  and  .8?  when  ->  i.    As  the 

down-stream  level  rises  >     increases,  exceeding  .9   tor   the    undulating 
condition,  and    necessarily  tends  to  unity  as  the  difference  of  level 
between  the  crest  and  the  down-stream  surface  is  greatly  diminished. 
In  beam  weirs  with  free  nappes  t  >  ^9  'or  small  values  of  -,  and  de- 

cieases  as  the  head  increases  until  the  ratio  becomes  .8ss.  when  the 
nappe  is  on  the  point  of  separating  from  the  sill. 

In  beam  weirs  with  droivned  nRpftes  the  variation  of  —    is  somewhat 

complicated.     The  ratio  diminishes  until  a  minimum  is  reached,  and 
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then  increases  and  approximates  to  vali 
case  o(  sharp- crested  weirs. 

In  wide-cretUd  weirs  with  sloping  f. 


:  the  same  as  in  tlift 


?ery  variable.    Gener- 


ally it  i 

with  (he  up-slreara  slope. 

the  up-stream  face  by  a  c 


rved  surface  -jj-  may  b«  less  than  .8,  but  the- 

determination  of  the  nappe  thickness  is  in 
such  case  much  less  accurate. 

38.  Bemouilli 'a  Theorem. — A  simple  proof 
of  this  theorem  is  as  follows: 

Consider  an  indefinitely  small  element  of 
a  stream-line,  of  length    ds  and  sectional 


Let/,  ^  +  rf^bethe 


tthe 


:iids. 


of  pressure 


"    tu  be  the  specific  weight  of  the  fluid. 
'■    It   ■'     "    angle  between  the  direction 

of  motion  o(  the  element  and  tlie 

vertical. 
"    dz  be  the  vertical    projection  of  ds, 

so  that  dz  =  ds .  cos  a. 
Resolving  in  tiie  direction  of  motion, 
ds  COS  a  =  accelerating  force 

=  mass  X  acceleration 


=  -a.ds 


Integrating,  .  -H  f^^ 
the  fluid  is  water,  i 


.,  and  then  «  - 


:  for  any  fluid.     If 
-  =  a  consu 
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EXAMPLES. 

(N.  B.  In  the  following  examples^  =  32  unless  otherwise  specified.)    ' — ■ 
I.    rions  of  waler  fall  H  feet  per  minute  and  are  employed  to  turn 
turbines  which  transform  into  useful  work  one  half  of  the  total  enei^y 
of  the  water.    What  is  the  H.P.  of  the  turbines  ?  th 

"*'  I3  ■ 
1.  A  turbine  transforms  into  9.72  H.P.  of  useful  work  the  energy  ^ 
ot  the  water  falling  i\  feet  from  aThomson  V-notch  in  which  the  water 
stands  at  a  constant  level  aj  ft,  above  the  bottom  of  the  notch.     If  the 
coefficient  of  discharge  is  .6,  what  is  the  efficiency  of  the  turbine  ? 

Ans.  .8. 

3.  A  fall  of  10  ft.  supplies  to  a  turbine  iz  cu.  ft.  of  water  per  sec. 
The  turbine  uses  only  8  ft.  of  the  fall,  and  the  water  leaves  the  turbine 
with  a  velocity  of  8  ft.  per  sec.  If  500  Ibs.-ft.  are  lost  in  frictional  re- 
sistance, etc.,  find  the  efficiency  of  the  turbine.  Ans.  .634, 

4.  10,000  so-voll  incandescent  and  250  45o-watt  arc  lamps  are  to  be 
supplied  with  power  from  a  waterfall  having  an  effective  head  of  40  ft.. 
»  miles  distant.  Losses  between  lamps  and  converting  apparatus  at 
receiving  end  of  transmission,  5S;  efficiency  of  converting  apparatus, 
?:(;  line  losses,  foj ;  losses  in  generators  and  transformers  between 
line  and  turbine  shaft,  loK;  efficiency  of  turbine,  8^*.  Required,  neces- 
sary flow  of  water  per  hour,  Ans.   1,080,630  cu,  ft.  per  hour. 

5.  A  frictionless  pipe  gradually  contracts  from  a  6-in.  diameter  at  A 
to  a  3-in.  diameter  at  B.  the  rise  from  A  to  B  being  2  ft.  If  the  delivery 
is  I  cu.  ft.  per.second.  find  the  difference  of  pressure  between  the  two 
points  A  and  B.  Ans.  504.6  lbs.  per  sq.  ft. 

6.  In  a  frictionless  horizontal  pipe  discharging  10  cu.  ft.  of  water  per 
Kcond,  the  diameter  gradually  changes  from  4  in.  at  a  point  .^  to  6  in. 
«  a  point  B.  The  pressure  at  the  point  B  is  too  lbs.  per  square  inch  ; 
find  the  pressure  at  the  point  A.  Ans.  41 18  lbs.  per  sq.  ft. 

7.  A  J-in.  horizontal  pipe  Is  gradually  reduced  in  diameter  to  i  in. 
and  then  gradually  expanded  agam  to  its  mouth,  where  it  is  open  to 
the  atmosphere.  Determine  the  maximum  quantity  of  water  which 
can  be  forced  through  the  pipe  (a)  when  the  diameter  of  the  mouth 
is  i  in.,  {#)  when  the  diameter  is  J  in.  Also  determine  the  corresponding 
velocities  at  the  throat  and  the  total  heads  (neglect  friction,  which, 
fiowever,  is  very  considerable). 

Am.  (a)  .24  CM.  ft.  per  min. ;  46.7  ft,  per.  sec. 
(*)  .239  cu.  ft.  per  min. ;  46.66  ft.  per  sec. 
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8.  A  short  horizontal  pipe  ^£C  connecting  two  reservoirs  gradually 
contracts  in  diameter  from  i  in.  at  .^  to  i  in.  at  i; and  then  enlarges  to 
I  in.  again  at  C.  If  the  height  of  the  water  in  the  reservoir  over  C  be 
12  ins.,  determine  the  maximum  flow  through  the  pipe  and  sketch  the 
curve  of  pressures.  Also  obtain  an  equation  for  this  curve,  assuming 
the  rates  of  contraction  and  expansion  of  the  pipe  to  be  equal  and 
uniform.  Ans.  4  cu.  ft.  per  min, 

9.  In  a  diverging  mouthpiece  the  diameter  of  the  throat  is  .6  in., 
and  the  head  of  water  over  the  axis  is  30  ft.  What  is  the  discharge  ia 
gallons  per  minute  when  the  vacuum  at  the  throat  is  18.3  ins.  of  mer- 
cury ?  Atts.  42. 

10.  In  a  stream  with  still  water  240  ft.  above  datum  and  flowinf; 
without  friction,  the  velocity  at  a  point  i;  ft.  above  datum  is  24  't.  per 
second.     What  is  the  pressure  at  this  point? 

Am.  108.7s  'bs.  per  sq.  in. 
It.  A  funnel-shaped  mouthpiece  leads  from  a  reservoir  into  a  6-in. 
frictionless  pipe,  so  that  there  is  no  contraction.     The  water  flows  with 
a  velocity  of  24  ft.  per  second.     Find  the  pressure  at  a  point  in  th^ 
pipe  10  ft.  below  the  surface  of  the  water  in  the  reservoir. 

Ans.  15.43  lbs.  persq.  in. 

12.  A  3-in.  pipe  gradually  expands  to  a  bell-mouth  ;  if  the  total  head, 
//,  be  40  ft.,  hnd  the  greatest  diameter  of  the  mouth  at  which  it  will 
run  full  when  open  to  the  atmosphere.  Compare  the  discharge  fronv 
this  pipe  with  the  discharge  when  the  pipe  is  not  expanded  at  the  mouth, 

Ans.  4.8   in, ;  discharge  is  149.076  cu.  ft.  per  minute  with  bell- 
mouth  and  47.345  cu.  ft.  per  minute  without  bell-mouth. 

13.  The  pressure  in  a  12-in.  pipe  at  A  is  50  lbs.  per.  sq.  in. ;  the  pipe- 
then  enlarges  to  a  15-in.  pipe  at  B,  the  rise  from  A  lo  B  being  3  ft.  ; 
the  discharge  is  1  too  cu.  ft.  per  minute.  Find  the  pressure  at  B\  also 
find  the  pressure  at  a  point  C,  the  rise  from  ^  to  C  being  6  ft. 

Ans.  7i42\  lbs,  per  sq.  ft.;  6/67)  Ib's.  per  sq.  ft. 

14.  One  cubic  foot  of  water  per  second  flows  steadily  through  a 
frictionless  pipe.  At  a  point  A,  100  ft.  above  datum,  the  sectional  area 
of  the  pipe  is  .125  sq.  ft.,  and  the  pressure  is  3500  lbs.  per  sq.  ft.  Find 
the  total  energy.  At  a  point  B  in  the  datum-line  the  pressure  is  125a 
lbs.  per  sq.  ft.  and  the  sectional  area  is  .0625  sq.  ft.  Find  the  loss  of 
energy  between  A  and  B.  Find  the  "  loss  in  shock,"  if  the  sectional 
area  at  B  abruptly  changes  (a)  from  .125  to  .0635  sq.  ft. ;  (6)  from  .0625 
to  .125  sq.ft. 

Atts.  141  ft. -lbs. ;  117  ft.-Ibs. ;  79  ft.-lbs.  per  cu.  ft. ;  621  ft.-lbs. 
per  cu.  ft: 

15.  Jn  a  frictionless  pipe  the  diameter  gradually  changes  from  6  in,, 
at  a  point  A  20  ft.  above  datum  to  3  in.  at  .£  15  ft.  above  datum.  The' 
pressure  at  A  is  20  lbs.  per  sq.  in. ;  find  the  pressure  at  B,  the  delivery 
of  the  pipe  being  2I  cu.  ft.  per  sec.  Am.  2.33  lbs.  per  sq.  in. 
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16,  A  horiiontal  frictionless  pipe  gradually  c 

of  -th  of  the  area  and  then  gradually  enlarges  again  to  a  pipe  of  the: 

same  size.  If  V  is  the  velocity  of  flow  in  the  pipe,  find  the  reduction  of 
prsssure  at  the  throat,  IVV 

^,„. —(„.-„. 

17,  The  pressure  in  a  3i-iii.  horizontjil  frictionless  pipe  is  62J  lbs.  per  ,■ 
sq.  in.  above  that  of  the  atmosphere.     The  pipe  is  gradually  reduced  to 

a  throat  of  one  fifth  of  the  area  and  discharges  into  the  atmosphere. 
Find  the  velocity  of  efflux  a.nd  the  amount  of  the  discharge  in  gallons 
per  minute.  Ans.  97.98  ft.  per  sec.  ;  491.177  gals. 

iS.  A  frictionless  play-pipe  gradually  expands  from  a  diam.  of  I  in.  at 
the  base  to  a  diani.  of  3  in.  at  the  mouth.     There  is  a  discharge  of  33  cu. 
ft.  per  min.  under  a  head  of  183  feet.     Find  the  coefficient  of  discharge. 
the  force  required  to  hold  the  nozzle,  and  the  total  H.P.  developied. 
Am.  .9365:   108.U  lbs.;   11.56  H.P. 

19.  Find  the  discharge  in  cubic  feet  per  minute  under  a  head  of  3  ft^ 
through  a  horizontal  frictionless  pipe  which  gradually  diminishes  from 
adiam.  of  J  in.  to  a  throat  of  i  in.  diam,,  at  which  the  pr.  head  =  6  ins.. 
and  then  gradually  enlai^es  to  a  pipe  of  same  diameter  as  before. 

30.  Find  the  head  required  to  give  1  cu.  ft.  of  water  per  second 
through  an  ori5ce  of  2  square  inches  area,  the  coefficient  of  discharge 
being  .625.    (g=  32.)  Am.  307.36  ft. 

31.  The  area  of  an  orifice  in  a  thin  plate  was  36.3  square  centimetres. 
the  discharge  undera  head  of  3.396  metres  was  found  to  be  .01825  cubic 
metre  per  second,  and  the  velocity  o(  flow  at  the  contracted  section,  as 
deiermined  by  measurements  of  the  axis  of  the  jet,  was  7.98  metres  per 
second.  Find  the  coefficients  of  velocity,  contractien,  discharge,  and 
resistance.    {g=%%i.)  Am.  .977;  .632:  .616;  .046. 

33.  The  piston  of  a  I3'tn.  cylinder  containing  salt-water  is  pressed 
down  under  a  force  of  3000  lbs.  Find  the  velocity  of  efflux  and  the 
volume  of  discharge  at  the  end  of  the  CYlinder  through  a  well-rounded 
I-in.  orifice.     Also  find  the  power  exerted,  c.,  being  .977  and  e  =  .5343. 

Ans.  60.373  ft.  per  sec. ;  .  176  cu.  ft.  per  sec. ;  1.166  HP. 
23.  In  the  condenser  of  a  marine  engine  there  is  a  back  pressure  of 
261  in.  of  mercury;  the  injection  orifices  are  6  ft.  below  the  sea-level. 
With  what  velocity  will  the  inject  ion -water  enter  the  condenser?    (Neg- 
lect resistance  and  taite^  —  33.3.)  Arts.  25.3  fi.  per  sec. 

34.  Water  in  the  feed-pipe  of  a  steam-engine  stands  12  ft.  above  the 
surfiice  of  the  water  in  the  boiler ;  the  pressure  per  sq.  in.  of  the  steam  is 
20  lbs);  of  the  atmosphere  15  ibs.  Find  the  velocity  with  which  the 
water  ehters  the  boiler,  1:,  being  .97.  Ans.   5.376  ft.  per  sec. 

■  25.  :The-  injection  orifice  of  a  jet  condenser  is  5  ft.  below  sea-level 
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and  vacuum  =  27  in.  of  mercury.     Find  velocity  of  water  eiiterinj 
denser,  supposing  three  fourths  of  the  head  lost  by  frictional  r 

Ans.  23.86  ft.  per  sec. 

36.  The  jet  from  an  orifice  of  .ooS  sq.  ft.  area  in  the  side  of  a  tal^k 
and  under  a  head  of  16  ft.  issues  liorizontaily  and  fulls  t  ft.  vertically  in 
a,  liorizontal  range  of  7.68  feet.  The  delivery  is  60  gallons  per  minute. 
Find  the  coefficients  of  velocity,  discharge,  contraction,  and  resistance. 

Ans.   .96;  .625;  .6;;  .085. 

37.  The  jet  from  a  circular  sharp-edge  orifice  ^  in.  in  diam,  under  a 
head  of  18  ft.,  strikes  a  point  at  a  distance  from  the  orifice  of  ;  ft. 
measured  horizontiiily  and  4.665  ft.  measured  vertically.  The  dis- 
charge is  98.987  gallons  in  ^Sg.iiS  secotids.  Find  the  coefficienis  of 
■discharge,  velocity,  contraction,  and  resistance. 

Ans.  .6009;  .94s;  .635;  .1196. 

28.  A  sluice  3  ft.  square  and  with  a  head  of  12  ft.  over  the  centre  has, 
from  the  thickness  of  the  frame,  the  contraction  suppressed  on  all  sides 
when  fully  open;  when  partially  open,  the  contraction  exists  on  the 
upper  edge,  i.e..  against  the  bottom  of  the  gate,  which  is  formed  of  a 
thin  sheet  of  metal.  Find  the  discharge  in  cubic  feet  when  opened  1  ft., 
a  ft.,  and  also  when  fully  open.  Arts.  S7.22;  113.38;  173,51. 

29.  A  vessel  containing  water  is  placed  on  scales  and  weighed.  How 
will  the  weight  be  affected  by  opening  a  small  orifice  in  the  bottom  of 
ihe  vessel  > 

30.  Water  is  supplied  by  a  scoop  to  a  locomotive  tender  at  7  feet 
-above  trough.  Find  lowest  speed  of  train  at  which  the  operation  is 
possible.  Am.  14.44  miles  per  hour. 

Also  find  the  velocity  of  delivery  when  train  travels  at  40  miles  per 
hour,  assuming  half  the  head  lost  by  frictional  resistance,    {c^  =  (.) 

Atts.  35.68  ft.  per  second. 

31.  The  head  in  a  prismatic  vessel  at  the  instant  of  opening  an  orifice 
was  6  ft.  and  at  closing  it  had  decreased  (o  5  ft.  Determine  the  mean 
constant  head  A  at  which,  in  the  same  time,  the  orifice  would  discharge 
the  s^ime  volume  of  water.  Aas.  5.488  ft. 

32.  A  cylindrical  vessel  5.747  in.  in  diameter  has  an  orifice  of  .1  in. 
-diam.  at  the  bottom  1  the  surface  sinks  from  16  in,  to  13  in.  in  53  seconds. 
Find  the  coefHcient  of  discharge.  Aik.  .6, 

33.  A  prismatic  basin  with  a  horizontal  sectional  area  of  9  sq.  ft.  has 
^n  orifice  of  .9  sq.  in.  at  the  bottom;  it  is  filled  to  a  depth  of  6  ft.  above 
the  centre  of  the  orifice.  Find  the  time  required  for  the  surface  to  sink 
2  ft.,  3I  ft.,  5  ft.  Ans.  258.9  sec. ;  500.16  sec.  ;  834.8  sec. 

34.  The  water  in  a  cylindrical  cistern  of  144  sq.  in.  sectional  area  is 
16  ft.  deep.  Upon  opening  an  orifice  of  1  sq.  in.  in  the  bottom  the 
water  fell  7  ft.  in  1  minute.  Find  the  coefficient  of  discharge.  The  co- 
efficient of  contraction  being  .615,  find  the  coefficients  of  veloc^  *iid 
resistance.  Ans.  ,6 ;  .96 ;  0185. 
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35.  How  long'will  it  take  to  fill  a  paraboloidal  vessel  up  to  the  level 
«f  the  outside  surface  through  a  hole  in  the  bottom  2  feet  under  water? 

<^  =  32  and  c  =  .625^.) 

Ans.  — ■ — -~-,r -fl  being  the  parameter  of  the  parabola  and  ^  the 
sectional  area  of  the  orifice. 

36.  How  long  will  it  take  to  fill  a  spherical  vessel  of  radius  r  up  to  the 
level  of  the  outside  surface  through  a  hole  of  area  A  at  the  lowest  point 
-and  2  ft.  under  water,  c  being  .625  ? 

•4«^-  3 j^-  (7-54^- 6-53)- 

37.  A  100-gallon  tank  is  100  feet  above  ground  and  is  filled  by  a  ij- 
incli  pipe  connected  with  an  accumulator  having  a  3-ft.  cylr.  piston 
loaded  with  50  tons.  If  the  mean  lift  of  the  piston  is  10  fi.  and  if  ^  of 
the  bead  is  lost  in  [rictional  resistance,  bow  long  will  it  t^Jte  to  fill  the 
lankf  Ans.  14.49  sees. 

38.  A  bucket  of  water  in  a  balance  discharges  4.  lbs,,  of  water  per 
minute  through  an  orifice  in  its  base  at  45°  to  the  vertical,  and  is  kepit 
constantly  full  by  a  vertical  stream  which  issues  from  an  orifice  8  ft. 
above  the  surface  with  a  velocity  of  30  fi.  per  sec.  Show  that  the 
bucket  must  be  counterpoised  by  about  .066  lb,  more  than  its  weight. 

39.  The  water  in  a  vessel  9  ft.  in  height  and  2  ft.  in  diameter  is  8  ft. 
deep.  In  what  time  would  one  half  of  the  water  flow  away  through  an 
orifice  in  the  bottom  i  inch  in  diameter  .>  If  the  orifice  is  closed  and 
the  vessel  is  made  to  rotate  about  its  axis  at  the  rate  of  76/r  revolutions 
per  minute,  to  what  height  will  the  water  rise  on  the  vessel's  surface? 
If  the  orifice  is  opened,  find  velocity  of  efflux  when  the  surface  at  the 
axis  is  3  ft.  above  the  orifice.  Also  find  the  difference  of  pressure-head 
it>a  horizontal  plane  6  inches  from  the  axis. 

Ans.  190.77  sees.;  to  the  top;  16  ft.  per.  sec;  3  ins. 

40.  A  cylindrical  vessel,  10  ft,  high  and  1  ft,  in  diameter,  is  half  full 
of  water.  Find  the  number  of  revolutions  per  minute  which  the  vessel 
must  make  so  that  the  water  may  just  reach  the  top,  the  axis  of  revolu- 
tion being  (1)  coincident  with  the  axis  of  the  vessel,  (2)  a  generating 
line  of  the  vessel.  Ans.  (1)  483 ;  (2)  241I, 

41.  A  vessel  full  of  water  weighs  3J0  lbs.  and  is  raised  vertically  by 
means  of  a  weight  of  450  lbs.  Find  the  velocity  of  efflux  through  ait 
orifice  in  the  bottom,  the  head  being  4  ft.  and^  =  31,2. 

Ans.  17.02  ft.  per  sec 

42.  A  vessel  full  of  water  makes  100  revols.  per  min.  Find  the 
velocity  of  efflux  through  an  orifice  2  ft.  below  the  surface  of  the  water 
at  the  centre,  the  diam,  of  the  vessel  being  3  ft.  and  £,  =  I. 

Ans.  33,4  ft.  per  see. 
What  will  be  the  velocity  if  the  vessel  is  at  rest  ? 

<4)(j.  11,3  ft,  persec 
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43,  Show  that  when  the  water  flowing  over  has  a 

,  depth  greater  than  .3874  ft.  it  is  carried  compleiely  ovrr 

'  the  longitudinal  openinj{,  .83  ft.   in  width.    At  what 

depth  does  11// the  water  flow  In  P  Ans.  .121  ft. 

Fig.  77>  44.  A   square  box  2  ft.  in  length  and  2  ft.  acioss  a 

di^onal  is  placed  with  a  diagonal  vertical  and  tilled  with  water.     How 

long  will  it  take  for  the  whole  of  the  water  to  flow  out  through  a  hole 

at  the  bottom  of  ,01  sq.  ft,  area  ?  (c  =  625.)  ^/ts.  97.52  sees. 

45.  A  pyramid  2  ft.  high,  on  a  square  base,  is  inverted  and  filled 
with  water.  Find  the  time  in  which  the  water  will  all  run  out  through 
a  hole  of  .02  sq.  ft.  at  the  apex.  A  side  of  the  base  is  1  ft,  in  length, 
<<■  =  ,625.)  Am.  5,656  sec 

46.  Find  the  discharge  under  a  head  of  25  ft.  through  a  thin-lipped 
^uare  orifice  of  1  sq.  in.  sectional  area,  (a)  when  it  lias  a  border  on  one 
side,  (i)  when  it  has  a  border  on  two  sides, 

Ans.  (a)  .3576  cu.  It.  per  sec;  (i)  .3706  cu.  ft,  per  sec. 

47.  A  vessel  in  the  form  of  a  paraboloid  of  revolution  has. a  depth  of 
16  in,  and  a  diam,  of  12  in.  at  the  tup.      At  the  bottom  is  an  onike  oC 

I  sq.  in.  sectional  area.  If  water  flows  into  the  vessel  al  the  rate  of  2,'^ 
cubic  feet  per  minute,  to  what  level  will  the  water  ultimately  rise?  How 
long  will  it  take  to  rise  (a)  11  in.,  (^>ii.9  in.,  (f)  11.99  in.,  (</)  12  in.  above 
the  orifice  ?  II  the  supply  is  now  stopped,  how  long  U)  will  it  take  to- 
empty  the  vessel  ? 

Aas.  12  inches;  (a)  49.17  sec.;  (*)   124.2  sec;  (c)  202  sec  ;  (a> 
an  infinite  length  of  time  ;  (f)  ii,3sec 

48.  If  the  vessel  in  Example  47  is  a  sphere  1  ft,  in  diameter,  to  what 
height  will  the  water  rise  ?     How  long  will  it  lake  for  tiie  water  10  rise  (<i> 

II  in.,  (i)  13  in.  above  the  orifice.'  How  long  (0  will  it  lake  to  empty  the 
vessel.'  Ans.  12  inches;  (a)  67, 16  sec;  ti)  81.46  sec:  (1:)  24.13  sec 

49.  In  a  vortical  motion  two  circular  filaments  o(  radii  ri  ,  r*,  of  ve- 
locities Vi  .-v, ,  and  of  equal  weight  PV  are  made  to  change  place.    Show 

that  a  stable  vortex  is  produced  if  —  =  const.;  and  if  r^>  r, ,  show  that 

the  surfaces  of  equal  pressure  are  cones,  /,  i.,< 

50.  Sometimes  the  crest  of  a  dam  is  raised  by       -^-F  1— ^ 

floating  a  stick  L  into  the  position  L, ,  where  it  is 

supported  against  the  verticals.     The  stick  then  . -:.__^-;=£;"_ .-; 

falls  of  itself   into    position  Z.  and    rests  on    the  ^    , 

crest.      Explain  the  reason  of  this.  | 

51.  A  6-in,  pipe   discharges   8000   gals,  per  hour  \^ 
inltJ-a  9-in.  pipe.    Find  the  loss  of  head  at  the  junc-  Fic,  78. 
tion.                                                             Ant.  1.58  ft. 

■'52.  Prove  that  for  a  Borda's  mouthpiece  running  full  the  'coeflicient- 


of  (Jiscbarge  is  --^. 
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53.  Find  the  discharge  in  pounds  per  minute  through  a  Borda'5 
mouthpiece  i  in.  in  diameter,  the  lip  being  12  in.  below  the  water- 
surface,  (a)  when  the  jet  springs  clear  from  the  edge,  (i)  when  the  mouth- 
piece runs  full.  /tns.  (a)  81.845  ;  W  "  S-74- 

54.  The  snrtace  o(  the  water  in  a  tank  is  kept  at  tlie  same  level ; 
obtain  the  discharge  at  60  in.  below  the  surface  [a)  through  a  circular 
orifice  i  sq.  in.  in  area,  (^)  through  a  cylindrical  ajutHge  of  the  siiine 
sectional  area  fitted  to  the  outside,  (c)  through  the  same  ajutage  htted 
to  the  inside,  and  determine  the  mechanical  effect  of  the  efflux  in  each 
case. 

Ahs.  {ai  4,85    lbs,  per  sec;  20.536  (t.-lbs.  per  sec. 
(6)  6.366    ••      •'      "   ;  21.404     '•         "    " 
(17)5.49      ■'      "      '■  ;  13.725      "         "    "     it  running  full. 
3.69       *   ;   16.638      "  "     "     if  jet  springs  clear. 

55.  Water  is  discharged  under  a  head  of  64  feet  through  a  short  cylin- 
-drical  mouthpiece  12  in.  in  diameter.  Find  {a)  the  loss  of  head  due 
to  shock,  (i)  the  volume  of  discharge  in  cubic  feet  per  second,  (c)  the 
energy  of  the  issuing  jet.    {f  =  32,) 

Atrs.  (a)  ao.736  it.;  (3)  41.23  cub.  ft. ;  (c)  201,64  H.P. 
$6.  If  a  beil-mouth.is  substituted  for  the  mouthpiece  in  the  preced- 
ing question,  find  the  discharge  and  the  mechanical  effect  of  the  jel^ 
Am,  49.28  cub.  ft.  per  sec;  344.2  H.P. 

57.  Compare  the  energies  of  a  jet  issuing  under  an  effective  bead  of 
100  ft.  through  (i)  a  12-in.  cylindrical  ajutage,  (2)  a  12-in.  divergent  aju- 
tage, (3)  a  12-in.  convergent  ajutage,  the  angle  of  convergence  being  21*. 
Draw  the  plane  of  chaise  in  each  case. 

-^w.  (I)  393.8  H.P. ;  (j)  672-28  H. P.;  (3)  552.58  H.P. 

58.  Find  the  discharge  through  a  rectangular  opening  36  in.  wide 
and  10  in.  deep  in  the  vertical  face  of  a  dam,  the  upper  edge  of  the 
opening  being  to  (t.  below  the  water-surface. 

Ans.  40.2  cub.  ft.  per  see. 

59.  A  centrifugal  pump  has  a  wheel  of  2  ft.  outside  and  i  ft.  inside 
diftni..  and  also  a  large  whirlpool  chamber.  Draw  to  scale  a  curve  show- 
ing the  pressure  at  diflerent  points  in  the  wheel  and  whirlpool  chamber 
when  the  water  fills  the  pump  but  flows  very  slowly  towards  the  point  of 
dischar^.    Take  I  atm.  as  the  pr.  at  the  inlet  surface. 

60.  A  submerged  sluice  in  the  vertical  face  of  a  reservoir  is  30  ft. 
wide.  The  effective  bead  over  the  sluice  is  18  inches.  How  high  must 
the  sluice  be  raised  to  give  a  delivery  of  45/100  gat.  per  minute  ?  (f  =  .6.) 

Ans.  8.164  'ns. 

61.  The  sill  of  a  sluice  in  the  vertical  face  of  a  reservoir  is  clear  above 
the  tail-race ;  the  head  of  water  above  the  sill  is  5  feet.  If  the  sluice  is 
34  ft.  wide,  what  must  be  the  opening  to  give  93.750  gats,  per-min.? 
<r  =  .6.)  Artr.  12.3  in*. 

62.  A  sluice  in  the  vertical  side  of  a  reservoir  is  partially  submerged. 
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the  surface  of  the  tail-race  water  being  6  Ins.  above  tlie  sill.  The  surface 
till  the  upstreani  side  is  i\  ft.  above  the  sill.  11  the  sluice  is  t8  ft.  wide. 
what  must  be  the  total  opetiing  of  the  sluice  to  give  15.637}  tons  (of 
2000  lbs.)  per  hour  ?  ■  Atis.  1.203  f'-.  ''  being  .6. 

63.  Find  the  discharge  in  cub.  ft.  pier  sec.  through  a  sharp-edge 
orifice,  6  ins.  square,  in  a  vertical  plate,  the  centre  of  the  orifice  being  15 
ins.  below  the  waier-surface,  (a)  if  the  velocity  of  approach  is  i  ft.  per 
second,  (A)  if  the  channel  of  approach  is  3  ft,  vf  ide  by  2  ft.  deep. 

•  Alts,  {a)  I.  3471! ;  (#)  1.34. 

64.  A  reservoir  half  an  acre  in  area  with  sides  ne<irly  vertical,  so  that 
it  may  be  considered  prismatic,  receives  a  stream  yielding  9  cub.  ft.  per 
second,  and  discharges  through  a  sluice  4  ft.  wide,  which  is  raised  2  ft. 
Calculate  the  time  required  to  lower  the  surface  S  ft,,  the  head  over 
ihe  centre  of  the  shiice  when  opened  being  10  ft.  Ans.  1079  sees. 

65.  Show  that  the  energy  of  a  jet  issuing  through  a  large  rectangular 
-orifice  of  breadth  B  is  12$/^//,*  -  //,'),  Hi ,  ff,  being  the  depths  below 
»he  water-surface  of  the  upper  and  lower  edges  of  the  orifice,  and  the 
coefficient  of  discharge  being  .625. 

66.  A  reservoir  at  full  water  has  a  depth  of  40  ft.  over  the  centre  of 
the  discharging-sluice,  which  is  rectangular  and  24  in.  wide  by  18  in, 
deep.  Find  the  discharge  in  cubic  feet  per  second  at  that  depth,  and 
^also'when  the  water  has  fallen  to  30,  2o,  and  10  ft,,  respectively;  find 
the  mechanical  effect  of  the  efflux  in  each  case,  £  being  .625. 

Ans.  94-8  cu.  ft.;  8z.i  cu.  It.;  67  cu.  ft.;  474  cu.    ft,;  431.2 
H.P.;  zSoH-R:  152.5  H.P,  ;  53.95  H.P. 

67.  Require  the  head  necessary  to  give  7,8  cu.  ft.  per  second  through 
an  orifice  36  sq.  in.  in  sectional  area,  c  being  .625.  Ans.  38.9  ft. 

68.  The  upper  and  lower  edges  of  a  vertical  rectangular  orifice  are 
6  and  10  ft.  below  the  surface  of  the  water  in  a  cistern,  respectively; 
the  width  of  the  orifice  is  1  ft.     Find  the  discharge  through  it. 

Ans.  56.42  cu.  ft.  per  sec. 

69.  The  two  sluices  each  4  ft.  wide  by  2  ft.  deep  in  a  lock-gate  are 
submerged  one  half  their  depth.  The  constant  head  of  water  above  the 
axis  of  the  sluice  is  12  ft.  Find  the  discharge  through  the  sluice,  the 
■velocity  of  approach  being  4  ft.  per  second,  c  being  .625. 

Aas.  16,626.2  cu.  ft.  per  min. 

70.  Find  the  flow  through  a  square  opening,  one  diagonal  being  ver- 
tical and  t2  in.  in  length,  the  upper  extremity  of  the  diagonal  being  in 
the  surface  of  the  water,  and  t  being  .625.        Aiis.   1.724  cu.  ft.  per  sec. 

71.  To  find  the  quantity  of  water  conveyed  away  by  a  canal  3  ft. 
.wide,  a  board  with  an  orifice  2  ft.  wide  and  i   ft.   deep  is  placed  across 

the  canal  and  dams  it  back  until  it  attains  a  height  of  zi  ft,  above  the 
bottom  and  1  j  ft.  above  the  lower  edge  of  the  orifice.  Find  the  dis- 
charge in  cubic  feet  per  second,  c  being  .625. 

Am.  17-59.  or  ao.ii  if  orifice  is  drowned. 
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72.  Six  tliousand  gallons  of  water  per  minute  are  forced  through  a 
line  of  piping  ^^Cand  are  discharged  into  the  atmosphere  at  C.  which 
is  6  ft.  vertically  abo»e  A.  The  pipe  AB  is  6  in.  in  diameler  and  12  ft. 
in  length  ;  the  pipe  SC  is  12  in.  in  diameter  and  i;  ft.  in  length.  Dis- 
regarding Iriction,  find  the  "loss  in  shock"  and  draw  the  plane  of 
charge.  Ans.  Loss  of  head  in  shock  =  58.3  ft. 

73.  What  quantity  of  water  flows  through  the  vertical  aperture  of  a 
dam,  its  width  being  36  in.  and  its  depth  10  in.  ;  the  upper  edge  of  tlie 
aperture  is  16  ft.  below  the  surface.  Aus.  S0.6s.  cu.  It.  per  sec. 

74.  264  cu.  ft.  of  water  are  discharged  through  an  oriRce  of  5  sq. 
ins.  in  3  min.  10  sec.     Find  the  mean  velocity  of  efflux. 

Ans.  64  ft,  per.  sec. 

75.  One  of  the  locks  on  the  Lachine  Canal  has  a  superficial  area  of 
about  iz.ijo  sq.  ft.,  and  the  difference  of  level  between  the  surfaces  of 
the  water  in  the  lock  and  in  the  uppier  reach  is  9  ft.  Each  leaf  of  the 
gates  is  supplied  with  one  sluice,  and  the  water  is  levelled  up  in  2  min. 
48  sees.  Determine  the  proper  area  of  the  sluice-opening.  (Centre  of 
sluice  20  ft.  below  surface  of  upper  reach  and  c  =  .625.) 

Ans.  Area  of  one  sluice  =  43.39  sq.  ft. 

76.  The  horizontal  section  of  a  lock-chamber  may  be  assumed  a 
rectangle,  the  length  being  360  ft.  When  the  chamber  is  full,  the  sur- 
face width  between  the  side  walls,  which  have  each  a  batter  of  i  in  13, 
is  45  ft.  How  long  will  it  take  to  empty  the  lock  through  two  sluices  in 
the  gales,  each  8  ft.  by  2  ft.,  the  height  of  the  water  above  tlie  centre  of 
the  sluices  being  13  ft.  in  the  lock  and  4  ft.  in  the  canal  on  ihe  down- 
stream side.  Ans.  600.75  sec,  c  being  .625. 

77.  Water  approaches  a  rectangular  opening  2  ft.  widewiih  a  velocity 
of  4  ft.  per  second.  At  the  opening  the  head  of  water  over  the  lower 
edge  =  13  ft.,  and  over  the  surface  o(  the  tail-race  =  12  ft.  ;  the  discharge 
through  the  opening  is  70  cu.  ft.  per  second.  Find  the  height  of  the 
opening,  c  being  .625.  Ans.  1.022  ft. 

78.  The  water  in  a  regulating-chamber  is  8  ft.  below  the  level  of  the 
water  in  the  canal  and  8  ft.  above  the  centre  of  the  discharging-siuice. 
Determine  the  rise  in  the  canal  which  will  increase  the  discharge  by  ic^ 
percent.  ■  Am.  1.68  ft. 

The  horizontal  sectional  area  of  the  chamber  is  constant  and  equal  to 
400  sq.  ft.  ;  in  what  time  will  the  water  in  the  chamber  rise  to  the  level 
of  that  in  the  canal,  if  the  discharging- sluice  is  closed  ;  the  sluice  be- 
tween Ihe  canal  and  chamber  being  3  sq.  ft.  in  area?    Ans.  150.83  sec. 

79.  A  lock  on  the  Lachine  Canal  is  270  ft.  long  by  45  ft.  wide  and  has 
a  lift  of  B|  ft.  ;  ihere  are  two  sluices  in  each  leaf,  each  8)  ft.  wide  by 
2^  fl.  deep:  the  head  over  the  horizontal  centre  line  of  the  sluices  is 
19  ft.     Find  the  time  required  to  fill  the  lock.  Ans.  163.5  sec. 

So.  The  locks  on  the  Montgomeryshire  Canal  are  81  ft  long  and  7{- 
f*.  wide;  at  one  of  the  locks  the  lift  is  7  ft. ;  a  24-in.  pipe  leads  the  water 
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from  the  upper  level  and  discharges  below  the  surface  of  the  lower  level 
into  the  lock-chamber  ;  the  mouth  of  the  pipe  is  square.  i  ft,  in  the  side, 
and  gradually  chunges  into  a  circular  pipe  :  ft.  in  diameter.  Find  time 
of  filling  the  lock,     (c  =  i .)  Ans.  132.11  sec. 

Si.  a  Ccinal  lock  is  \\%.\  ft,  long  and  30.44  ft.  wide;  tiie  vertical 
depth  from  centre  of  sluice  to  lower  reach  is  1.0763  ft.,  the  charge  being 
6.3945  ft. ;  the  area  of  the  two  sluices  is  2  x  6.766  sq.  ft.  Find  the  time 
of  tilling  up  to  centre  of  sluices,  {c  =  .625  for  the  sluice,  but  is  reduced 
to  .548  when  both  are  opened.)  Also,  find  time  of  filling  up  to  level  of 
upper  reach  from  centre  of  sluice-doors,  Ans.  25  sec,  ;  298  sec. 

52.  How  many  gallons  of  water  will  flow  through  a  90°  notch  in  24 
flours  if  the  depth  of  the  water  is  37  ins.  for  the  first  S  hours,  12  ins.  for 
the  second  8  hours,  and  3  ins.  for  the  third  S  hours,  c  being  ,6.' 

Ans.  3,974400. 

53.  Show  that  in  a  channel  of  V  section  an  increment  of  10  per  cent 
in  the  depth  will  produce  a  corresponding  increment  of  5  per  cent  in  the 
velocity  of  flow  and  of  25  per  cent  in  the  discharge. 

84.  The  angle  of  a  triangular  notch  is  90°.  How  high  must  the 
water  rise  in  the  notch  so  that  the  discharge  may  be  1000  gallons  per 
minute?  Atis.   12  ins,  very  nearly. 

S5.  A  reservoir,  rectangular  in  plan  and  10,000  sq.  ft.  in  area,  has  in 
one  side  a  90°  triangular  notch  2  ft,  deep.  If  the  reservoir  is  full,  in 
what  time  will  the  level  sink  6  ins.  ?  Ans.  496.87  sees. 

86.  How  long  will  it  take  to  lower  by  3  ft.  the  surface  of  a  reservoir 
of  640,000  sq.  ft.  area  through  a  90°  V  notch  4  ft.  deep  ? 

Ani,  40.50  hrs..  c  being  .6. 

87.  Find  the  discharge  in  cubic  feet  persecond  through  a  90°  notch 
when  the  depth  of  water  in  the  notch  is  4  ft.,  f  being  .617. 

Ans.  84.24, 

88.  A  pond  whose  area  is  1 2,000  sq.  ft.  has  an  overfall  outlet  36  iri, 
wide,  which  at  the  commencement  of  the  discharge  has  a  head  of  2.8  ft. 
Find  the  lime  required  to  lower  the  surface  I2  in.  Aas.  354.58  sec. 

89.  How  much  water  will  flow  through  a  rectangular  notch  24  in. 
wide,  the  surface  of  still  water  being  8  in.  above  the  crest  of  the  notch  ? 
(Take  into  account  side  contraction.)  Ans.  3.383   cu.  ft.  per  sec. 

90.  A  weir  passes  6  cubic  feet  per  second,  and  the  head  over  the  crest 
is  8  inches.     Find  the  length  of  the  weir,  c  being  .625. 

Ans.  3.3068  ft. 

91.  A  weir  400  ft.  long,  with  a  9-in.  depth  of  water  on  it,  discharges 
through  a  lower  weir  500  ft.  long.    Find  tlie  depth  of  water  on  the  latter. 

Ans.  .6457  ft. 

92.  A  weir  is  545  ft.  long;  how  high  will  the  water  rise  over  it  when 
it  rises  .68  ft.  upon  an  upper  weir  750  'l.  long  ?  Ant.  .8413  ft. 

93.  What  should  be  the  height  of  a  drowned  weir  400  ft,  long,  to 
d<e|>en  the  water  on  tlic  up-stream  side  by  50  per  cent,  the  section  of 
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the  stream  being  400  ft.  x  8  ft.,  and  tlie  velocity  of  approach  3  ft.  per 
second  ?  Ans.  7.084  ft. 

94.  The  depth  of  water  on  the  crest  of  a  rectangular  notch  5  ft.  long 
is  2  feet.  Fiad  the  discharge  when  the  notch  has  (a)  two  end  contrac- 
tions,  (b)  one  end  contraction,  (c)  no  end  con  traction,  c  in  each  case  being  \. 

Ans.  <ii)  43-369  cu.  ft.    per  sec;  (d)  45.254  cu.  ft.  per  sec.; 
(c)  47. 14  cu.  ft.  per  sec. 

95.  Show  that  upon  a  weir  toft,  long  with  ti  ins.  depth  of  water  flowing 
■over,  an  error  of  j^  of  a  foot  in  measuring  the  head  will  cause  an  error 
-of  3  cu.  ft,  per  minute  in  the  discbarge,  and  an  error  of  rjn  of  a  fool  in 
measuring  the  length  of  the  weir  wi!i  cause  an  error  of  2  cu.  ft.  in  the 
disciiarge. 

.  96.  In  the  weir  at  KiHaloe  the  total  length  is  1 100  ft.,  of  whicli  779  ft. 
from  the  east  abutment  is  level,  while  the  remainder  slopes  I  in  214, 
giving  a  total  rise  at  the  west  abutment  of  1.5  ft.  Calculate  the  total 
discharge  over  the  weir  when  the  depth  of  water  on  the  Jevel  part  is 
1.8  ft.,  which  gives  .3  ft.  on  highest  part  of  weir.  (Divide  slope  into 
S  lengtiis  of  40  ft.  each,  and  assume  them  severally  level,  with  a  head 
equal  to  the  arithmetic  mean  of  the  head  at  the  beginning  and  end  of 
each  length.)  Am.  740  cu.  ft.  per  sec. 

97.  A  watercourse  is  to  be  augmented  by  the  streams  and  springs 
above  its  level.  The  latter  are  severally  dammed  up  at  suitable  places 
and  a  narrow  board  is  provided  in  whicli  an  opening  12  in.  long  by  6  in. 
deep  is  cut  for  an  overfall  1  it  was  surmised  that  this  would  be  sufficient 
for  the  largest  streams;  another  piece  attached  to  the  former  would 
reduce  the  length  to  6  in.  for  smaller  streams.  Calculate  the  delivery  by 
ahe  following  streams ; 

In  No.  I  stream  with  the  12-in.  notch,  depth  over  crest  =  ,37  ft. 

"  No.  2      6-in.      ■■  "  "        ■■     =.41  ft. 

"  No.  3      "  "       ■'    i2-in.      '■  "         "        ■'     =  .29  ft. 

"  No.  4      "  '■       '■     6-in.      "  "         "        "      =  .19  ft. 

<Take  into  account  the  side  contractions.) 

Ani,  No,  I,  .696  cu.  (t. ;  No.  2,  .3658  cu.  ft.;  No.  3.  .4904  cu.  ft.; 
No.  4,  .1275  cu.  ft. 

98.  A  rectangular  notch  has  two  complete  end  contractions  and  the 
length  of  the  crest  is  i/iree  times  the  depth  of  the  water  on  the  crest. 
What  must  be  the  length  of  the  crest  to  give  a  minimum  discharge  of 
18.750  gals,  per  minute,  c  being  i  ?  Ans.  5.87  ft. 

99.  A  stream  30  ft.  wide,  3  ft.  deep,  discharges  310  cu,  fi,  per 
second;  a  weir  2  ft.  deep  is  built  across  the  stream.     Find  increased 

■depth  ol  latter,  (a)  neglecting  velocity  of  approach.  (6)  taking  velocity  of 
-approach  into  account,  Ans.  (a)  1,26  ft.  to  1.265  't.;  (^)  1-19  ft. 

joo.  In  a  stream  50  ft.  wide  and  4  ft.  deep  water  flows  at  the  rate  of 
■00  ft,  per  minute;  find  the  heightof  a  weir  which  will  increase  the  depth 
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to  6  ft,,  (i)  neglecting  velocity  of  approach,(2)  taking  velocity  of  approacit 
into  account.  Ans.  (i)  ^.^ii6  {t..;  (2)  4.4305  ft. 

loi.  A  stream  50  ft.  wide  and  4  ft.  deep  has  a  velocity  of  3  ft.  per 
second;  find  the  height  of  the  weir  which  will  double  tiie  depth,  li) 
neglecting  velocity  of  approach,  (2)  taking  velocity  of  approach  into  ac- 
count. Arts.  (1)  5.651  ft.;  (2}  S.6862  fi- 

102.  A  stream  80  ft.  wide  by  4  ft.  deep  discharges  across  a  vertical 
section  at  the  rate  of  640  cu.  ft.  per  second  ;  aweir  is  built  in  the  stream, 
increasing  its  depth  to  6  ft.     Find  the  height  of  the  weir. 

Alts.  4.233  ft. 

103.  Satmon-gaps  are  constructed  in  a  weir;  they  are  each  10  ft.  wide 
and  their  crests  are  18  in.  below  the  weir  crest.  Calculate  the  discharge 
down  three  of  these  gaps,  the  water  on  the  level  part  of  the  weir  being 
8  in.  deep.  Ans.  238. 1 5  cu.  ft.  per  sec. 

104.  A  channel  of  rectangular  section  and  20  ft.  wide  conveys 
3.600,000  gaitons  per  hour,  the  depth  of  the  stream  being  8  ft.  A  dam 
2  ft.  high  is  buiit  across  the  cliaunel.  Find  the  "  height  of  swell  "  {a)  dis- 
regarding the  velocity  of  approach,  [d)  taking  the  velocity  of  approach 
into  account.'  Ans.  (a)  .07  ft.;  (#)  .0545  ft. 

105.  The  water  in  a  flume  8  ft.  wide  is  3  ft.  deep  and  is  supplied  from 
a  sluice  6  ft.  wide  at  the  rate  of  27,000  gals,  per  minute.  I(  the  coeffi- 
cient of  contraction  is  unity  and  if  lo  per  cent  is  allowed  for  fractional 
loss.  And  the  difference  of  level  between  the  water-surfaces  above  the 
sluice  and  in  the  flume  when  the  sluice  opening  is  (<i)  1  (t:,  0)  2  ft. 

Am.  (a)  2.32  ft.;  (*)  .31  ft. 

106.  A  Stream  of  rectangular  section  24  ft.  wide  delivers  145  cu,  fl. 
per  second.  The  edge  of  a  drowned  weir  is  1 5  ins,  below  the  surface  of 
the  water  on  the  down -stream  side.  Determine  the  difference  of  level 
between  the  surfaces  of  the  water  on  the  up-  and  down-stream  sides,  th& 
velocity  of  approach  being  2  ft.  per  second. 

Ans.  7.9  ins. 
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CHAPTER    II. 
FLUID   FRICTION  AND  PIPE   FLOW. 

1.  Fluid  Friction. — The  term  fluid  friction  is  applied  to 
the  resistance  to  motion  which  is  developed  when  a  fluid  flows, 
over  a  solid  surface,  and  is  due  to  the  viscosity  of  the  fluid. 
This  resistance  is  necessarily  accompanied  by  a  loss  of  energy 
caused  by  the  production  of  eddies  along  the  surface,  and 
similar  to  the  loss  which  occurs  at  an  abrupt  change  of  section, 
or  at  an  angle,in  a  pipe  or  channel. 

Froude's  experiments  on  the  resistance  to  the  edgewise 
motion  of  planks  in  a  fluid  mass,  the  planks  being  ^V  '"■  thick, 
19  in.  deep,  and  i  to  50  ft.  long,  each  plank  having  a'  fine 
cutwater  and  run,  are  summarized  in  the  following  table: 


Lenfith  o(  Surface  In  Feet. 

>  Feet.         1         a  Feet. 

„Fee. 

50  Feel. 

A 

B 

c|a 

B 

c 

A 

B 

C 

A 

B 

C 

Varnish 

2.16 

2.00 
1. 00 

■38 
■  30 
■87 
.90 

.,0 

.3901 
-3701 
■2951 

.725  ' 
6902 
7302 
S802 

B5 
94 
99 
92 

■  3=5 
.314 
,278 

.t2t 

.714 

.264 

.260 
.263 

:4S8 

.520 

1.8s 
1-93 
1.90 
1.89 

.378 
271 
.262 

IB 

534 
588 

■  23- 
.24' 

^384 
.465 
490 

1.63 

,250 

.246 

.40s 
.488 

.226. 

Tinfoil 

Calieo 

Fine  sand 

Medium  sand 

Coarse  sand 

.232 
■423. 
■  337 
-456- 

Columns  A  give  the  power  of  the  speed  (v)  to  which  the 
resistance  is  approximately  proportional. 

Columns  B  give  the  mean  resistance,  in  pounds  per  square 
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foot,  of  the  whole  surface  of  a  board  of  the  lengths  stated  in 
the  table. 

Columns  C  give  the  resistance,  in  pounds,  of  a  square  foot 
of  surface  at  the  distance  sternward  from  the  cutwater  stated 
in  the  heading,  each  plank  having  a  standard  speed  of  !0  ft. 
per  second.  The  resistance  at  other  speeds  can  be  easily  cal- 
culated. 

An  examination  of  the  table  shows  that  the  mean  resistance 
per  square  foot  diminishes  as  the  length  of  the  plank  increases. 
This  may  be  explained  by  the  supposition  that  the  friction  in 
the  forward  portion  of  the  plank  develops  a  force  which  drags 
the  water  along  with  the  surface,  so  that  the  relative  velocity 
of  flow  over  the  rear  portion  is  diminished.  Again,  the 
decrease  of  the  mean  resistance  per  square  foot  is  .  1 33  lb.  when 
the  length  of  a  varnished  plank  is  increased  from  2  to  20  ft., 
while  it  is  only  .028  lb.  when  the  length  increases  from  20  to 
50  ft.  Hence  for  greater  lengths  than  50  ft.  the  decrease  of 
resistance  may  be  disregarded  without  much,  if^any,  practical 
effect. 

Thus,  generally  speaking,  these  experiments  ipdicate  that 
the  mean  resistance  is  proportional  to  the  «th  power  of  the 
relative  velocity,  n  varying  from  1.83  to  2. 16,  and  its  average 
value  being  very  nearly  2. 

Colonel  Beaufoy,  as  a  result  of  experiments  at  Deptford, 
also  assumed  the  mean  resistance  to  be  proportional  to  the 
«th  power  of  the  relative  velocity,  the  value  of  n  in  three  series 
of  observations  being  1.66,  1.71,  and  1.9. 

The  frictional  resistance  is  evidently  proportional  to  some 
function  of  the  velocity,  F{v),  which  should  vanish  when  v  is 
nil,  as  when  the  surface  is  level,  and  should  increase  with  v. 

Coulomb  assumed  the  function  /•"(f)  to  be  of  the  form 
av  +  bi/,  a  and  d  being  coefficients  to  be  determined  by  ex- 
periment. Experiment  shows  that  when  b  does  not  exceed 
5  ft.  per  minute  the  resistance  is  directly  proportional  to  the 
velocity,  but  that  it  is  more  nearly  proportional  to  the  square 
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of  the  velocity  when  the  velocity  exceeds   30  ft.  per  minute; 

or, 

F{v)  =  av  when  v  ~    "-^  ft.  per  minute, 
and 

F(v)  =  b\^  when  w  ~  30  ft.  per  minute. 

Again,  observations  on  the  flow  of  water  in  town  mains 
indicate  that  no  difference  of  resistance  is  developed  under 
widely  varying  pressures,  and  this  independence  of  pressure  is 
also  verified  by  Coulomb's  experiment  showing  that,  if  a  disc 
is  oscillated  in  water,  there  is  no  apparent  change  in  the  rate . 
of  decrease  of -the  oscillations,  whether  the  water  is  under 
atmospheric  pressure  or  not. 

From  the  preceding  and  other  similar  experiments  the  fol- 
lowing general  laws  of  fluid  friction  have  been  formulated : 

(i)  The  frictional  resistance  is  independent  of  the  pressure 
between  the  fluid  and  the  surface  over  which  it  flows. 

(3)  The  frictional  resistance  is  proportional  to  the  area  of 
the  surface. 

(3)  The  frictional  resistance  is  proportional  to  some  func- 
tion, usually  the  square,  of  the  velocity. 

To  these  three  laws  may  be  added  a  fourth,  viz. : 

{4)  The  frictional  resistance  is  proportional  to  the  density 
and  viscosity  of  the  fluid. 

A  fifth  law,  viz. ,  that  ' '  the  frictional  resistance  is  inde- 
pendent of  the  nature  of  the  surface  against  which  the  fluid 
flows,"  has  been  sometimes  enunciated,  and  at  very  low 
velocities  the  law  is  approximately  true.  At  high  velocities, 
however,  such  -as  are  common  in  engineering  practice,  the 
resistance  has  been  shown  by  experiment,  and  especially  by 
the  experiments  carried  out  by  Darcy,  to  be  very  largely 
influenced  by  the  nature  of  the  surface. 
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'  Let  p  be  the  (rictioiial  resistance  in  pounds  per  square  foot 
of  surface  at  a  velocity  of  i  ft.  per  second. 

Let  A  be  the  area  of  the  surface  in  square  feet. 

Let  V  be  the  relative  velocity  of  the  surface  and  the  water 
in  which  it  is  immersed. 

Let  R  be  the  total  frictional  resistance. 

Then  from  the  laws  of  fluid  friction 

R  =  p.  Av\ 

Take  /=  /,  if  being  the  specific  weight  of  the  fluids 

Then 

R=/mA~. 

The  coefficient  f  is  approximately  constant  for  any  given 
surface,  and  is  termed  the  coefficient  of  fluid  friction.  The 
power  absorbed  by  the  frictional  resistance 

=  pAz^  y,  v  =  pAv*  =  fwA  — . 

TABLE  GIVING  THE  AVERAGE  VALUES  OF  /  IN  THE  CASE  OF 
LARGE  SURFACES  MOVING  IN  AN  INDEFINITELY  LARGE. 
MASS   OF   WATER. 

Surface.  Coefficient  of  Friction  (f)^ 

New  well-painted  iron  plate 00489 

Painted  and  planed  plank 0035 

Surface  of  iron  ships OO363 

Varnished  .'iurface 00258 

Fine  sand  surface ,    .00418 

Coarse  sand  surface 00503 

Ex.  The  wetted  surface  of  a  vessel  moving  at  8  knots  per  hour  is. 
7500  sq.  ft.,  and  the  resistance  is  .4  lbs.  per  sq.  ft.  at  a  speed  of  10  ft.  per 
second.  Find  the  surface- resistance  and  the  horse-power  required  ta 
propel  the  vessel. 

The  resistance  in  lbs.  per  sq.  ft.  at  1  ft.  per,  sec.  =  — ,  = . 
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Therefore  the  ioiai  skin-resisianct 

^.     ,         .  o       "     8  X  6086  I 

The  horse-power  =  5487.3   x  ^—  "<  ^  =  '34-93- 

2.  Surface  Friction  of  Pipes, — Assuming  that  the  laws  of 
fluid  friction  already  enunciated  hold  good  when  water  flows 
through  a  pipe,  it  has  been  shown  by  numerous  experiments 
that  the  coefficient  of  friction  /  lies  between  the  limits  .005  and 
.01,  its  average  value  under  ordinary  conditions  being  about 
0075.  No  single  value  of/ is  applicable  to  very  different 
cases-  Indeed, /depends  not  only  upon  the  condition  of  the 
surface,  but  also  upon  the  diameter  of  the  pipe  and  the  velocity 
of  the  water.  Some  authorities  have  expressed  its  value  by  a 
relation  of  the  form 

/_    ,  * 


a  and  b  being  constants  whose  values  are  to  be  determined  by 
«xperiment. 

The    following    table    gives    some   of  the   best    numerical 
results  obtained  for  a  and  b: 

Authoiily.  a  b 

Prony 00021230  .00003466 

D'Aubuisson 0002090  .000037608 

Ej'telwein 00017059  .00004441 

In  [xpes  of  small  diameter  in  which  the  velocity  of  flow  is 
■  less  than  4  ins.  per  second  the  term  a  may  be  disregarded  so 
that 

g       V 
In  ordinary  practice  and  when  the  pipes  have  been  in  use 
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for  some  time  the  velocity  usually  exceeds  4  ins.  per  second. 

and  the  term  —  may  then  be  disregarded,  so  that 

/_ 


Darcy's  and  other  more  recent  experiments  show  that  a 
and  d  are  not  constant,  but  are  more  correctly  expressed  as 
functions  of  the  diameter.  In  Darcy's  experiments  the  .p^& 
were  laid  very  nearly  horizontal  and  the  head  could  be  varied 
at  will  by  the  opening  or  closing  of  valves. 


q:r 


Fia.  79. 

Piezometers  were  .inserted  at  intervals  of  164  ft.  (50  m.). 
commencing  at  15.4  ft.  (4.7  m.)  from  the  inlet,  i.e.,  ^t  a, 
point  where  the  pipe  was  running  full  and  the  flow  was  steady. 
The  upper  ends  of  the  piezometers  terminated  on  a  vertical 
plank  so  placed  as  to  allow  the  Wa:ter-levels  in  them  to  b& 
observed  and  compared.  In  any  two  corisecutive  piezometers. 
the  difference  "of  level,  which  is  of  course  constant,  represents. 
the  frictional  loss  of  head  in  a  164 -ft.  length  of  pipe.  Fron* 
the  results  of  these  experiments  Darcy  made  the  following 
deductions : 

(a)  The  frictional  resistance  defends  upon  the  material  and 
condition  of  the  pipe. 

For  example,  the  resistance  to  flow  is  much  less  in  a  glass 
than  in  an  iron  pipe,  and  is  approximately  twice  as  greSt  in 
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j^pes  which  have  become  incrusted  with  use  as  in  new  clean 
pipes.  It  must  be  remembered,  however,  that  although  numer- 
ous experiments  have  been  made  with  new  pipes,  there  have  been 
comparatively  few  experiments  with  old  pipes.  Thus,  in  pipes 
in  which  the  velocity  of  flow  exceeds  4  ins.  per  second,  Darcy 

considered  it  more  correct  to  express  1  ( =  —  1  in  the  form 

I  =.  =  «+!. 

d  being  the  diameter  of  the  pipe,  and  a  and  0  coefficients  to  be 
determined  by  experiment.  The  following  values  for  a  and  /S 
are  given  by  Darcy : 

•>■  0 

For  drawn   wrought-iron    or   smooth 

cast-iron  pipes 0001545     .000012973 

For    pipes    with    surface    covered    by 

light  incrustations 0003093     .00002598 

Without  sensibly  altering  the  values  of  these  coefficients 
they  can  be  put  into  the  following  simple  form: 

f  =  »=.^('  +  .fJ' 

d  being  the  diameter  in  feet,  and  ft  being  .005  or  .or  according 
as  the  pipes  are  clean  or  have  become  slightly  incrusted. 

{l>)  The  coefficient  "b  is  not  constant,  but  varies  slightly  both 
with  the  diameter  and  the  velocity,  its  value  diminishing  as  d 
or  V  increases. 

In  practice  it  is  assumed  that  b  is  constant  and  the  error 
involved  has  the  advantage  of  giving  to  the  pipe  a  larger  sec- 
tional area  than  is  actually  required  for  a  given  discharge. 
Thus  allowance  is  partially  made  for  the  incrustations  with 
■which  the  surfece  gradually  becomes  covered. 
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Darcy  proposed  to  include  all  cases  in  the  i 
form 

in  which,  for  new  and  smooth  iron  pipes, 


;  general 


.00001350 
.000031635 


.000012402 

: .OOOOOOI6I& 


./,. 


TABLE  GIVING   DARCVS  VALUES   OF  /  FOR   VELOCITIES 
EXCEEDING  4  IN.  PER   SECOND. 


":,"■ 

Va.„. 

off. 

Valu 

o(/. 

Valu 

oiy. 

Pi  pa. 

Pipes. 

Pipes. 

Pi  pel. 

.O07S 

.0150 

q 

.00556 

■  OIIK 

a? 

.00519 

.01037 

.00667 

.00625 

.0125 

.01067 

16 

.01028 

.0060 

18 

.00528 

.01056 

4a 

,-00513 

.01024 

.01167 

.00524 

.01048 

4S 

.01042 

.01019 

.00563 

.01125 

Weisbach  gives  the  formula 


/=  .0036  —  - 


VI 


Poiseuille's  experiments  indicate  that  the  surface  friction  in 
capillary  tubes  is  directly  proportional  to  the  velocity,  but  in 
pipes,  in  ordinary  practice,  the  frictional  resistance  is  certainly 
more  nearly  proportional  to  the  square  of  the  velocity,  and 
must  be  largely  due  to  eddies  which  are  the  more  readily- 
formed  as  the  viscosity  diminishes.    .This  viscosity,   ag4in. 
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increases  as  the  temperature  falls,  and  the  surface  friction  is 
diminished  by  about  i  per  cent  for  every  rise  of  5°  F.  in  the 
temperature.  The  resistance  to  the  motion  of  a  body  in  water, 
or  to  the  flow  of  water  along  a  surface,  is  evidently  of  two 
kinds,  the  one  due  to  surface  contact,  the  other  to  the  forma- 
tion of  eddies.  Hele  Shaw's  experiments  clearly  show  the 
effect  of  surface  contact  upon  stream-line  motion  and  the 
manner  in  which  the  motion  is  modified  by  the  presence  of 
obstacles  (Trans.  Naval  Architects,  1897-98),  while  the  two 
1(inds  of  resistance  are  plainly  demonstrated  by  the  interesting 
experiments  of  Osborne  Reynolds.      The  water  flows  through 


a  glass  pipe  AB  having  a  trumpet -shaped  mouth  A.  A  glass 
tube  CD  with  a  funnel  E  terminates  in  a  pipette  F,  the  axis 
of  the  pipette  being  in  line  with  the  axis  of  the  pipe.  The  tube 
is  filled  with  an  aniline  dye  which  is  allowed  to  escape  through 
the  pipette  in  a  thin  thread-like  stream,  the  discharge-  being 
governed  by  a  small  cock.  So  long  as  the  velocity  of  flow  in 
the  pipe  does  not  exceed  a  certain  value,  which  Reynolds  calls 
tlat  critical  velocity ,  the  aniUne  thread  is  unbroken,  so  that  the 
■motion  of  the  water  is  undisturbed  and  must  be  in  parallel 
lines.  As  soon  as  the  critical  velocity  is  exceeded  the  colored 
thread  is  broken  up,  becoming  sinuous  in  character,  and  the 
parallel  stream-line  motion  is  completely  destroyed  within  a 
very  short  distance  from  the  mouth  of  the  pipe. 

According  to  Reynolds  the  critical  velocity  {v^),  in  metres 
per  sec,  is  given  by  the  formula 
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fj  being   (?)  for  capillary  tubes  and  — ^  for  ordinary  pipes, 

while 

■75  =   1  +  .0336/  4-  .00023I/*, 

/  being  the  temperature  in  degrees  centigrade. 

It  has  been  shown  by  H.  T.  Barnes,  D.Sc,  in  his  experi- 
ments on  the  specific  heat  of  water,  that,  if  water  be  heated 
while  flowing  through  a  tube  at  velocities  less  than  the  critical 
velocity,  the  temperature  distribution  in  the  column  is  not 
uniform.  If  the  heat  be  applied  electrically,  by  means  of  a 
wire  threaded  through  the  flow-tube,  the  hot  water  flows  along 
the  wire,  leaving  the  walls  of  the  tiibe  almost  entirely  unheated. 
If  the  heat  be  applied  to  the  walls  of  the  tube,  the  colder 
water  passes  through  the  centre  of  the  tube  unheated,  leaving 
a  cloak  of  hot  water  along  the  sides.  In  neither  case  is  there 
any  tendency  to  mix  as  long  as  stream-line  How  is  maintained. 

A  new  method  for  determining  the  critical  velocity  of  a 
fluid,  based  on  the  above  experiments,  has  been  recently 
worked  out  by  Drs.  Barnes  and  Coker  in  the  McGill  hydraulic 
laboratory.  In  this  method,  a  sensitive  mercury  thermometer 
is  placed  exactly  in  the  centre  of  a  column  of  water  as  it 
emerges  from  the  tube  under  examination,  with  the  bulb  just 
beyond  the  end.  The  walls  of  the  tube  are  maintained  at  a 
constant  temperature,  slightly  above  that  of  the  water  flowing 
through,  but  for  stream-line  flow  the  temperature  indicated  by 
the  thermometer  wilt  be  that  of  the  water  in  the  head  supplying^ 
the  constant  flow.  The  arrival  of  the  critical  velocity,  at  which 
stream-line  flow  becomes  eddying  and  sinuous,  is  at  once  shown 
by  a  sudden  small  increase  in  the  reading  of  the  thermometer, 
and  is  due  to  the  mixture  of  the  water-film  next  the  surface 
with  the  colder  water  flowing  through  the  body  of  the  pipe. 
The  point  is  very  sharply  defined,  and  the  method  is  in  many 
cases  far  more  applicable  and  convenient  than  the  usual  color- 
band  test. 
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The  experiments  now  in  progress  in  the  hydraulic  labora- 
tory by  Barnes  and  Coker  are  being  made,  both  by  the 
thermal  and  color-band  methods,  under  the  most  favorable 
conditions  for  securing  the  perfectly  steady  conditions  neces- 
sary for  maintaining  stream-line  flow.  The  results  so  far 
obtained  show  that  the  effect  of  temperature  is  very  marked  in 
altering  the  point  of  instabiUty  of  flow,  and  that  this  variation 
accords  at  least  approximately  with  the  formula  quoted  by 
Osborne  Reynolds  and  taken  from  Poiseuille's  experiments... 
The  effect  of  pressure  has  been  studied  over  a  limited  range,. 
and  it  has  been  shown  that  water  flowing  under  a  high  head 
has  greater  stability,  which  means  that  there  is  a  definite 
increase  in  the  velocity  at  which  stream-line  motion  breaks 
down.  Indeed,  under  the  present  arrangements,  it  has  been 
possible  to  maintain  stream-line  motion  to  very  much  higher 
velocities  than  is  possible  in  experiments  carried  out  with  the 
apparatus  used  by  Reynolds. 

3.  Resistance  of  Ships. — The  motion  of  a  ship  through 
water  causes  the  production  of  waves  and  eddies,  and  the  total 
resistance  to  the  movement  of  a  ship  is  made  up  of  a  frictional 
resistance,  a  wave-making  resistance,  and  an  eddy-making' 
resistance.  Although  there  is  no  theory  by  which  the  resist- 
ance at  a  given  speed  of  a  ship  of  definite  design  can  ber 
absolutely  determined,  Froude's  experiments  render  it  possible 
to  make  certain  inferences  and  furnish  some  useful  data. 

According  to  Froude,  the  frictional  resistance  is  sensiblj' 
the  same  as  that  of  a  rectangular  surface  moving  with  the  same 
speed,  of  the  same  length  as  the  ship  in  the  direction  of  motion, 
and  of  an  area  equal  to  the  immersed  surface  of  the  ship. 
Experiments  seem  to  indicate  that  as  the  speed  increases,  the 
frictional  resistance  of  well-designed  ships  with  clean  bottoms 
is  from  90  to  60  per  cent  of  the  total  resistance,  and  that  the 
percentage  is  greater  when  the  bottoms  become  foul. 

The  wave-making  resistance  is  especially  affected  by  the 
form   and   proportions   of  the   ship,    depending,    for  a   given 
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length,  upon  the  proportions  of  the  entrance,  middle  body,  and 
run.  For  every  ship  there  is  a  limit  of  speed  below  which  the 
resistance  is  approximately  proportional  to  the  square  of  the 
speed,  being  chiefly  due  to  friction,  and  beyond  which  it 
increases  more  rapidly  than  as  the  square. 

The  eddy-resistance  in  the  case  of  well-formed  ships  should 
not  exceed  about  lo  per  cent  of  the  total  resistance,  and  is  often 
much  less. 

Froude's  law  of  resistance  may  be  enunciated  as  follows: 

Let  /j ,  /j  be  the  lengths  of  a  ship  and  its  model. 

Let  Jj ,  Jj  be  the  displacements  of  a  ship  and  its  model. 

Let  ^i ,  ^3  be  the  resistances  of  a  ship  and  its  model  at  the 
speeds  »,  and  v^. 

Then,  if 

v^  ~  l^'   -  J^i  ' 
the  resistances  are  in  the  ratio  of 


Hence,  too,  the  H.P.,  and  therefore  also  the  coal  consumption 
per  hour,  is  proportional  to  Rv,  that  is,  to 

Ji     or     /i     or     7'\ 

and  the  coal  consumption  per  mile  is  proportional  to 


Again 

,  R  is  proportional  to  /'; 

that  is. 

to  /x  /'; 

that  is, 

to  »»  X  -^1 ; 

and  it  is  sometimes  convenient  to  express  the    resistance  i 
pounds  in  the  form 

R  =  jk.  7'M», 
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V  being  the  speed  in  knots,  J  the  displacement  in  tons,  and  k 
a  coefficient  depending  upon  the  type  of  ship  and  varying  from 
■55  to  .85  when  the  bottom  is  clean. 

Ex.  H  the  N%w  York,  with  a  displacement  of  10,000  tons  and  requir- 
ing 10,000  H.  P.  for  a  speed  of  20  knots,  is  taken  as  tlie  model  for  a  new 


which  is  to  have  a  speed  of  21  knots,  then 
new  steamer's  displacement  =  10,000  (  —  1  =  13,400,  approximately. 

H.  P.  of  new  steamer  =  20.000 f  —  j  —  28,000,  approximately. 

4.  Pipe-flow  Assumptions. — In  the  ordinary  theory  of  the 
flow  of  water  in  a  pipe  it  is  assumed  that  the  water  consists  of 
thin  plane  layers  perpendicular  to  the  axis  of  the  pipe,  that 
each  layer  is  driven  through  the  pipe  by  the  action  of  gravity 
and  by  the  diiiference  of  pressure  on  its  plane  faces,  and  that 
the  liquid  molecules  in  any  layer  at  any  given  moment  will  also 
be  found  in  a  plane  layer  after  any  interval  of  time.  In  such 
motion  the  internal  work  done  in  deforming  a  layer  may  be 
generally  disregarded. 

It  is  further  assumed  that  there  is  no  variation  of  velocity 
over  tlie  surface  of  a  layer,  and  this  is  equivalent  to  saying  that 
each  liquid  molecule  in  a  cross-section  has  the  same  mean 
velocity. 

The  disagreement  of  these  assumptions  with  the  results  of 
recent  experimental  researches  will  be  referred  to  in  a  subse- 
quent article. 

5.  Steady  Motion  in  a  Pipe  of  Uniform  Section. — Since 
the  motion  is  to  be  steady,  the  same  volume  Q  cu.  ft.  of  water 
will  always  arrive  at  any  given  cross-section  of  A  sq.  ft.  with 
the  same  mean  velocity  i'  ft.  per  second.     Then 

Q  =  Av. 
But  since  the  pipe  is  of  constant  diameter,  A  is  constant,  and 
hence  also  v  is  constant,  so  that  the  mean  velocity  is  the  same 
throughout  the  whole  length  of  the  pipe. 
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Consider  an  elementary  nnass  of  the  fluid  AAIiB,  bounded 
by  the  pipe  and  by  the  two  cross-sections  AA,  BB.  Let  di 
be  the  length  AB  of  the  ele- 
ment, the  length  /  ft.  of  the 
pipe  being  measured  along  the 
axis  from  any  origin  O. 

Let  J,  3  -^  ds  be  the  eleva- 
tions in  feet  above  a  datum  line 
of  the  centres  of  pressure  in  the 
cross-sections  AA,  BB,  respec- 
tively. 

Let  />,  />-\-dfihc  the  inten.'^i- 
ties    of   the  pressures  on  these  fta,  8i. 

cross-sections  in  pounds  per  square  foot. 

Let  /*  be  the  perimeter  of  the  pipe. 

Let  w  be  the  specific  weight'  of  the  water  in  pounds  per 
cubic  foot. 

fVari  Done  by  Gravity. — In  one  second  vjQ  lbs.  of  water 
are  transferred  from  A  A  to  BB,  falling  through  a  vertical  dis- 
tance of  dz  ft.     Thus  the  work  done  by  gravity  per  second 

=  -  '.L.Q  .  d:. 
a  positive  quantity  if  ds  is  negative,  and  vice  versa. 

Work  Done  by  Pressure. — The  total  pressure  on  AA  paral- 
lel to  the  axis  =  pA  ;  the  total  pressure  on  BB  parallel  to  the 
axis  =  {f>'\-dp)A. 

Therefore  the  total  resultant  pressure  parallel  to  the  axis 
in  the  direction  of  motion  =  —  ^  .  dp,  and  the  work  done  per 
second  on  the  volume  Q  by  this  pres.sure  =  —  ^ .  dp. 

Note. — Tlie  work  done  by  the  pressure  at  the  pipe  surface  is  nil,  as 
its  direciion  is  at  right  angles  Co  the  line  of  motion. 

Work  Absorbed  by  Frietional  Resistance. — From  the  laws 
<of  fluid  friction  this  work  per  second  is  evidently 

=  -  P  .  d/ .  F{v)  X  V  =  ~  -^  .  Q .  F{v)  .  di. 
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the  sign  being  negative  as  the  work  is  done  against  a  resist- 
ance. 

Since  the  motion  is  steady,  the  work  done  by  the  external 
forces  must  be  equivalent  to  the  work  absorbed  by  the  fricdonal 
esistance,  and  hence 

.         -WQ.J:,-   Q,if-^a.F(,,:).<il=0, 

'     w    '    A       w 
Int^rating, 

*       P    Ftv\ 
«+  —  +.-.  -^-^  .  /  =  a  constant  =  H, 
^   w    ^  A       w 

so  that  H  ft.-Ibs.  per  pound  of  fluid  is  the  uniformly  distributed 
total  constant  energy. 

-p  is  called  the  hydraulic  mea^  radius  of  a  pipe  and  will  be 

denoted  by  m. 
Take 

W  ^2£- 

the  value  adopted  in  ordinary  practice,  f  being  the  coeflicient 
of  friction.     Then 

'    w      mag 

Let*,,  A^,  Pyhc  the  elevation  above  datum,  the  area  of 
the  cross-section,  and  the  intensity  of  the 
pressure  at  any  point  X  on  the  axis  of 
the  pipe  distant  /,  from  the  origin  (Fig. 
82). 

Let  *,,  ^,,  /j  be  the  elevation  above  datum,  the  area  of 
the  cross-section,  and  the  intensity  of  the 
pressure  at  any  other  point  Y  on  the  axis 
distant  /,  from  the  origin  (Fig,  82). 


I 
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Then,  from  the  equation  just  deduced. 


Hence 


/L    v' 


L  being  the  length  l^  —  l^  of  the  pipe  between  the  two  points 
Xand  Y. 


^^a-?; 


Let  vertical  tubes  (pressure-columns)  be  inserted  in  the 
pipe  at  X  and  at  Y.  The  water  will  rise  in  these  tubes  to  the 
levels  C  and  D,  and  evidently 

P^=  w.DY+p^, 
/„  being  the  intensity  of  the  atmospheric  pressure. 
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Hence,  if  CX  and   DV  are  produced  to  meet  the  datum 
line  in  E  and  J^, 


Therefore 

.    \  ^   '   IV'        ^  ^  '    w )  tn  2g 

G  being  the  point  in  which  the  horizontal  through  C  meets  FD 
produced. 

DG  is  called  the  "virtual  fall  "  of  the  pipe,  being  the  fall 
of  level  in  the  pressure-columns;  and  since  there  would  be  no. 
fall  of  level  if  the  friction  were  nil,  DG  is  said  to  be  the  head 
lost  in  friction  in  the  distance  XY. 

Denote  this  head  by  h;  then 

and  therefore 

This  ratio  -j  is  designated  the  virtual  slope  of  the  pipe, 

and  is  the  head  lost  in  friction  per  unit  of  length.  It  will  be 
denoted  by  /,  so  that 

h  _.  _    t^-^ 

L  ~  ^  ~  m  2g' 

If  the  section  of  the  pipe  is  a  circle  of  diameter  d,  or  a 
square  with  a  side  of  length  d,  then 
_A  _d^ 
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_    .  _  4/  7^   _      z^ 

i  the  radius. 

6.  Influence  of  the  Pipe's  Position  and  Inclination  on  tbe 
Flow.— In  Fig.  82  join  CD.  Now  since  the  fall  of  level  (-4) 
is  proportional  to  L,  the  free  surface  in  any  other  column 
between  X  and  Y  must  also  be  on  the  line  CD.  Thus  the 
pressure  /'  at  any  intermediate  point  M  distant  x  (=  XM) 
from  X  is  given  by 

?-  =  MNAr~^=  CX-\-4-{^y-  CX)4^^. 
■w  '    w  '    L^  .    '   '     w 

Hence,  at  every  point  of  a  pipe  laid  below  CD,  the  fUiid 
pressure  (/')  exceeds  the  atmospheric  pressure  (/J  by  an 
amount  w  .  MN,  so  that  if  holes  are  made  in  such  a  pipe,  the 
water  will  flow  out  and  there  will  be  no  tendency  on  the  part 
of  the  air  to  flow  in.  In  pipes  so  placed  vertical  bends  may 
be  introduced,  care  being  talcen  to  provide  for  the  removal  of 
the  air  which  may  collect  in  the  upper  parts  of  the  bends. 

If  the  line  of  the  pipe  coincides  with  CD,  i.e.,  with  the 
virtual  slope  or  line  of  free  surface  level,  MN  =  o,  and  the 
fluid  pressure  is  equal  to  that  of  the  atmosphere.  If  holes  are 
now  made  in  the  pipe,  it  can  easily  be  shown  by  experiment 
that  there  will  be  neither  any  tendency  on  the  part  of  the  water 
to  flow  out  nor  on  the  part  of  the  air  to  flow  in. 

Next  take  CC  —  DjD  =  ^,  and  join  CD'. 

If  the  pipe  is  placed  in  any  position  between  CD  and  CD', 
MN  becomes  negative,  and  the  fluid  pressure  in  the  pipe  is  less 
than  that  of  the  atmosphere.  If  holes  are  made  in  this  pipe, 
there  will  be  no  tendency  on  the  part  of  the  water  to  flow  out, 
but  the  air  will  flow  in.     Thus,  if  a  pipe  rises  above  the  line 
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of  virtual  slope,  there  is  a  danger  of  air  accumulating  in  the 
pipe  and  impeding,  or  perhaps  wholly  stopping,  the  flow. 
No  vertical  bends  should  be  introduced,  as  the  air  is  easily  set 
free  and  would  collect  in  tlie  upper  parts  of  the  bends,  with 
the  effect  of  impeding  the  flow  and  of  acting  detrimentally 
upon  the  water  itself,  which  the  liberation  of  the  air  renders 
less  wholesome.  If  the  line  of  pipe  coincides  with  CD',  then 
the  fluid  pressure  is  nil. 

Finally,  if  the  pipe  at  any  point  rises  above  CD',  the 
pressure  becomes  negative,  which  is  impossible.  In  fact,  the 
continuity  of  flow  is  destroyed,  and  the  pipe  will  no  longer 
run  full  bore.  Air  will  be  disengaged  and  will  rise  and  collect 
at  the  point  in  question,  so  that  in  order  to  prevent  the  flow 
being  wholly  impeded,  it  will  be  necessary  to  introduce  an  air- 
chamber  at  this  point  from  which  the  air  can  be  removed  when 
required. 

Note. — In  the  preceding  it  has  been  assumed  tliat  the  pipe  is 
straight.  If  the  pipe  is  curved,  so  also  is  the  line  of  virtual  slope.  In 
ordinary  pnictice,  however,  the  vertical  changes  of  level  in  a  pipe  at 
different  points  are  small  as  compared  with  the  length  of  the  pipe,  and 
distances  measured  along  the  pipe  are  sensibly  proportional  to  distances 
measured  along  the  horizontal  projection  of  the  pipe.  Hence  the  line 
of  virtual  slope  may  be  assumed  to  be  a  straight  line  without  error 
of  practical  importance. 

7.  Formulx  of  Darcy,  Hagen,  Thrupp,  Reynolds,  etc. — 
Darcy  arranged  the  results  of  his  experiments  in  a  table  drawn 
up  as  follows: 


Dii.o..ter.  S«clioB. — 

h  h  &  A 
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The  first  column  gives  the  several  diameters. 

The  second  column  gives  the  corresponding  sectional  areas. 

The  remaining  columns  give  the  several  velocities  of  flow 
■from  4  ins.  (.1  m.)  up  to  lo  ft.  (3  m.)  per  second,  and  each 
velocity  column  is  subdivided  into  two  columns,  the  one  giving 

the  loss  of  head  ^^  )  per  unit  of  length,  and  the  other  giving 

the  discharge  (0. 

An  examination  of  the  table  of  Darcy's  results  shows  that 
approximately  the  loss  It  is  directly  proportional  to  the  length 
L  of  pipe  under  consideration  and  to  the  square  of  the  velocity^ 
V,  and  is  inversely  proportional  to  the  diameter  d. 
Therefore 

^       L    ,       4fL  T*  ^v= 

^•"^d^  =  -d-li=  '•^7' 

where  «=1=|(,  +  J^|      (p.  127.) 

In  Hagen's  formula,  viz., 


the  values  of  a,  n,  and  x  vary  with  the  velocity,  the  diameter, 
and  with  the  roughness  of  the  surface.  The  results  obtained 
by  this  formula  are  in  accord  with  the  results  of  Pearsall's 
experiments  with  pipes  in  good  condition  and  of  diameters 
varying  from  .9ft.  to  4  ft.,  when 

a  =  .0004,     n  =  1.87,     and     X  =  1.4, 

but  the  agreement  is  not  so  close  if  the  pipe  surface  is  very 
smooth. 

If  the  pipes  are  rough,  the  approximate  values  of  the  indices 
are 

a  =  .0007,     »  =  2,  and     x  =  i.r. 
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but  these  values  must  necessarily  vary  with    every  different 
class  of  pipe. 

Various  modifications  of  Hagen's  formula  have  been  pro- 
posed, and  perhaps  one  of  the  best  is  that  contained  in  a  paper 
by  Thnipp,  read  before  the  Society  of  Engineers  (London)  in 
1887.     It  may  be  written 


—  =  cosec.  of  slope  angle  i: 


L        l^\ 


X+J" 


V'- 


values  of  «,  c,  xr,  y,  and 
by  the  following  table : 

Surface. 

Wrought-iron  pipes 

Riveted  gheet-iron  pipes  — 

New  cast-iron  pipe* | 

Lead  pipes 

Pure  cement  rendering;  ....■! 

Brickwork  (smooth) 

(rough) 

VnpUned  plank 

Small  gravel  in  cement. . . . 

Large      "        "         "     

Hammer- dressed  masonry. 

Earth  {no  vegetation) 

Rough  stony  earth 


being  substituted  for  x  when  m  is  small.     The 
for  a  pipe  or  channel,  are  given 


0.004787 

0.65 

O.OOS67* 

0.677 

0.005M7 

0.67 

0.006751 

0.63 

0.005314 

0.63 

0.67 

0.006489 

0.6I 

0.007746 

0.61 

0.008 S4S 

0.63s 

0008451 

0.61  s 

,03938 
07590 
.07825 


0.7B 


Osborne  Reynolds  has  propounded  a  simple  law  of  resist- 
ance embracing  the  results  of  Poiseuille  and  Darcy.  and  taking 
^  into  account  the  effects  of  viscosity,  temperature,  etc.     This 
law  may  be  expressed  in  the  form  (the  units  being  a  foot  and 
a  second) 
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in  which 

A  =  1.917  X  10,  B=  36,8,  and  ==  i  +  .0336^-f  .000221/*, 

/  being  the  temperature  in  degrees  centigrade.  Approxi- 
mately, the  index  w  is  i  if  the  critical  velocity  is  not  ex- 
ceeded, and  1.7  to  2  for  values  of  v  greater  than  the  critical 
velocity.  According  to  Unwin  the  index  of  d  is  not  exactly 
3  —  «  and  should  be  determined  independently.  For  a  rough 
surface  «  =  2,  for  a  smooth  cast-iron  pipe  «  =  1.9,  and  for  a 
lead  pipe  «  =  1.723— a  limitation  .which  is  analogous  to  that 
found  by  Froude  in  his  experiments  upon  surface  friction. 

It  may  be  noted  that  the  sum  of  the  exponents  of  T  and  d 
is  constant  and  equal  to  3. 

In  a  paper  read  before  the  Royal  Society  of  New  South 
Wales,  1897,  Knibbs  investigates  the  effects  of  temperature 
and  records  the  results  of  a  number  of  experiments,  but  the 
formula  he  deduces  is  too  complicated  to  be  of  much  practical 
value  and  requires  further  verification. 

Fournie  has  also  studied  temperature  eflect  and  has  sug- 
gested a  formula,  but  his  results  are  not  complete  {^Annates  des 
Fonts  et   Chausse'es,   1898). 

Again,  a  simple  empirical  law  connecting  v,  nt,  and  i 
may  be  expressed  in  the  form 

V  =  cmhi, 

in  which  c  \5  a  coefficient  whose  value  is  to  be  determined  by 

experiment.      Taking   c  =  £^=  ^~^jr=  ^.    then,    if 

3«  =/,  this  formula  may  be  written 

« 
For  values  ofw  from  .ooS  to  .018  the  results  are  practically 
the  same  as  those  obtained  by  substituting  the  same  values  for  « 
in  Kutter's  more  complicated  formula  {Chap.  Ill);  but  while  Uie 
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two  formulae  closely  agree  in  ordinary  cases,  they  both  fail  in 
extreme  cases. 

The  formula  is  also  equally  applicable  to  open  channels 
(Chap.  Ill),  m  being  the  mean  Jiydraulic  depth;  but  Tutton 
has  found  that  when  m  is  small,  and  especially  in  the  case  of 
open  channels,  it  is  preferable  to  use  the  modified  expression 

Lampe's  well-known  formula  for  iron  pipes  is 
7'  =  203.3w*Wi, 
while  Foss  gives  for  the  same  case 

In  1867,  M.  L^vy  in  his  Theoric  d'un  Courant  Liquide^ 
the  units  being  a  metre  and  second,  gave : 

for  new  cast-iron  pipes  v  =  %6.A,\ri{\  -fVr)}*; 

"   cast-iron  pipes  in  service    v  —  20.${ri[i  -\-  3  Vr)!*. 
To  these  Vallot  added  in  1 888 : 
for  cleaned  cast-iron  pipes       ^  =  32,5jn'(i  4.Vr)jl. 

The  corresponding  formulae,  with  ?i.foot  and  secondas  units, 
are: 

V  =  93.24)»r/(i  +  .7809  Vw)}*; 
«  =  52.51  {W(i  +  2.3427  v^w)!*; 

V  =  83.24|w*(i  +  .7809  Vm)\i. 

Vallot  also  modified  the  expression  for  pipes  in  service,  and 
deduced 

V  =  64.788w«*  **  in  metric  units, 
or 

V  =  g6.2jm^t^,  a  foot  and  second  being  the  units. 
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Manning,  in  1890,  gave  the  formula 

M  being  the  same  as  in  Kuttcr's  formula,  Chap.  III. 
Flamant,  in  1892,  deduced  the  expression 

and  gave  the  following  values  for  t:: 

For  tin  pipe c  =  284.  g 

lead   " c  =  272.7 

glass  " c  =  262.1 

wrought-iron  and  asphalted  pipe c  =  257.3 

new  cast-iron  and  tarred  pipe c  =  232. 5 

lightly  incrusted  iron  pipes  in  service.,  c  =  205.4 

8.  Graphical  Representation  of  the  formula  v  =  cm'!'. — 

The  preceding  formula;  are  special  applications  of  the  general 
expression 

in  which  the  coefficients  c,  x  and  y  for  any  series  of  experi- 
ments can  be  graphically  determined  in  the  following  manner: 
Taking  logarithms, 

log  V  =  log  c  -\-  X  1(^  m  -\-  y  log  /"; 

and  if  ([  is  a  particular  value  of  i  corresponding  to  a  value  v, 
of  », 

log  t\  =  log  c  -^  X  log  m  -\-  j>  log  /,. 
Then 

log  V  —  log  V-^=^  (log  i  —  log  (,), 

and  is  the  equation  to  a  straight  line,  the  rectangular  coordi- 
nates being  the  logarithms  of  v  and  of  t.  Selecting  any  set . 
of  experiments  and  plotting  the  corresponding  values  of  log  o 
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and  log  (',  a  series  of  parallel  straight  lines,  inclined  at  a  con- 
stant angle  tan~'_y,  js  obtained.  For  all  the  velocities  corre- 
sponding to  log  i  =o  or  (  =  I,  i.e.,  at  the  intersections  of 
these  lines  with  the  axis  of  "log  v,"  the  general  expression 
becomes 


Talcing  logarithms  again, 

log  V  =  log  c  -^  X  log  m, 

and  if  i-,  is  tlie  value  of  v  corresponding  to  a  particular  vafuc 
m^  of  m, 

log  I/j  =  log  C  +  j:  log  W,. 

Therefore 

log  7'  —  log  I',  =  a-(log  m  —  1(^  *«,), 

and  is  the  equation  to  a  straight  line,  the  rectangular  coordinates 
being  the  logarithms  of  v  and  <ii  m. 

Plotting  the  different  values  of  log  m  corresponding  to  the 
particular  values  of  log  v  in  question,  a  series  of  parallel 
straight  lines,  inclined  at  a  constant  angle  tan"'  x,  is  obtained. 
When  log  w  =  o,  or  »»  =  i,  i.e.,  at  the  intersections  of  these 
lines  with  the  axis  of  ' '  log  v, ' '  the  general  expression 
becomes 


log  1'  =  log  c, 

and  the  coefficient  c  can  be  at  once  obtained  from  the  diagram, 
as  it  is  the  value  of  log  v  corresponding  to  w  =  i  and  »'  =  i . 
In  1896,  Turton  completed  an  admirable  collaboration  of 
the  most  important  sets  of  experiments  on  pipe-flow,  more  than 
1000  in  number,  and  varying  widely  in  diameter  and  kind  of 
pipe. 
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PlPE-fLOW  DIAGRAMS. 


9.   Diagrams  Showing  Results   of    Experiments.  —  By 

means  of  the  method  just  described,  Tutton  has  plotted 
(Figs.  83-89),  representing  graphically  a*vcry  large  number 
of  experiments  on  pipe-flow  as  follows. 
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Fig.   83— Flow  through  Wooden  Pipes. 

1.  Hamilton  Smith.     Series  10 m  =  .0163 

2.  Darcy  and  Bazin.        "       51 hi  =  .303 

3.  Darcy  and  Bazin.         '       51 m—  .505 

4.  Clarke,  Monn  Island  conduit »«  =  1.50 

4  series,  11  experiments. 
Formula;  v  =  i39«-'*rsi. 


byGoogIc 


PIPE-FLOIV  DIAGRAMS. 


X 

^ 

^ 

y 

/ 

^ 

/ 

<;■' 

^ 

■1?^ 

^ 

■i^ 

' 

^ 

■y 

y- 

/ 

::> 

^ 

^' 

^ 

/ 

s 

/ 

i> 

^ 

/ 

ipip 

./ 



. 



LOSS 
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Fio.  64, — Flow  ihrough  Glass  Pipes. 

5.  Darcy.      Series  11 m 

4,  Darcy.  "     i  ia m 

3-  Smith.  ■■      7 m 

2.  Smith.  "      8 m 

I.  Smith.  '■      9 m 

5  series.  32  experiments. 
Formula:  v  =  141  to  i6g»«-*'^^. 
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Fig.  85. — Flow  through  New  Wroug;bt-ltoii  and  Asphalt-coated  Pipes. 

?l'.h'Bloomfield['«=-""5 


.("■■ 


.01307 
.031335 

.03iq3        19.  Darcy.     Series  t 
1  Smith, 


'  t  Hahnn 

1  Croiei,  } 

■   ]  Blue  Ridge  siphon  ( 


Ibcn.  Schoen  St.. 
Iben.  Series  Ja  . 
Ehtnann,  Stuliga 


m  =  .364 
"■=.*3375 
-.3075 


0334 

1332 

■0837s 
.06775 
'*47S 
"475 


)  North  Bloomfield  f 
31.  Smith,  Texas  Creek.  n=.354 

33.  Umpc m  =  .343a5 

It.   Tubbs,  Rochester...  i«=.SO 
33.   Iben,  Slernchanie-.  m=,4l67 
14.  Smith,  Humbug  pipe  m=. 538$ 
„    (  Smith,                 [  _  ,_,, 

'S- i  Cherokee  pipe  f  -"-^S 
36.  Tubbs,  Rochester...  in  =  .75 
a?.  Gale m=t.o 

38.  Rowland,  High  Heads  ms.oioB 

39.  "  "  "        l»=.030S 


Formula:   For  asphalt-coated 
For  new  wrought-irc 


I  188  »•-*'/». 
.  i6s  wt*>^M. 
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fto.  86.— Flow  through  Tubercatated  or  Rusted  Hpe  of  Iron  or  Li 
Mud  Deposits. 

I.  Iben,  Koppel  St..  igyearsold m=  .08375 

a,  Ib«n,  Schulweg,  19  years  old m  =  .1247 

3.  Couplet m=  .0888 

4.  Darcy.     Series  13 m  =  .02945 

5.  Iben,  Scliulweg,  13  years  old m  =  .124.7 

6.  Fanning,  rusted  pipe m=  .020835 

7.  Darcy.    Series  14 m  =  .0652 

8.  Iben.  •'      ija.zjyears m=  .2502+ 

8,  Iben,  Strohhaus,  21  years m=  .2502 

9.  Iben,  Carolinen,  15  years '....,   m  =  .3502 

10.  Darcy.     Series  19 m  =  .1995 

11.  Couplet .' m  =  .266 

1 2.  Iben,  Rotherbaum «i  =  .25 

12.  Ehmann «  =  ,2075+ 

12.  Iben,  Heidenkampsweg,  25  years m=  .4167 

13.  Iben,  Hamm  St m  =  .25 

14.  Iben,  Glacis  Chauss^ m=  .35O 

14.  Duncan m=  .35  + 

15.  BHiley .■ «  e  .4167 
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PIPE-FLOiV  DIAGRAMS. 

i6.  Leslie »«  = 

17.  Simpson.     Series  3 m  = 

18.  Leslie m  = 

19.  Couplet m  = 

ao,  Simpson m  = 

X2.  McElroy,  Broolclyn  main m  = 

33.  Sherrerd,  Pequannock  main   tn  = 

33.  Sherrerd,  "  "      m  = 

30  series,  132  experiments. 

Formula:  For  light  tuberculations  w  =  87  to  132 
For  heavy  tuberculationsf  =  31  to  80  » 
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Fig.  87.— Fiugetald's  Experiments  1 


■A   'A 
n  ihe  Kosemary  Pipe. 


1.  North  pipe.     Cleaned,  asplialted m  = 

2.  Both  pipes.  Tuberciiiiiied, m  = 

4  scries,  57  experiments. 
formula:  Cleaned,  asphalted,  w  =  iggm-^rK, 
TubercuUted,  v  =  n7jn-*'i^s'. 
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Fig.  88.— Flow  through  New  Ca» 


n  and  Cemenl -lined  Pipes. 


.  Ehmann,  Neckar  St 

.  Darcy.     Series  i6 

.   Iben,  Wenden  St 

.   Iben,  Haller  St 

.   Darcy.      Series  17 

.  Darcy.        "       18 

.  Ehmann,  Stutt^rt 

.  Russell.  St.  Louis 

.  Darcy.    Series  iz 

.  Fanning,  cement-lined 

.   Friend,  Seville 

.   Woods,  Newton  (doubtful) 

.  Stearns.  Rosemary  pipe 

13  series,  79  experiments. 
Formula  ;  w  =  126  to  158  m-^i 


.0827  + 
.06717s 
■0835 


.4101 

.4167+ 
■4375 
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Fic.  89.— Flow  through  Old.  New,  and  Cleaned  Cast-iron  Pipes. 

1.  Darcy.     Series  13 «  t=  .02985 

2.  Meuiiier,  Torcy,  2S-30  ye;irs  old m  ■=  .1107 

3.  Darcy.    Series  15 m  ■=  .0657 

4.  Meunier,  Nogent  sur  Seine,  new «=  -'035 

5.  Coffin,  Taunton  main,  at  years  old ,.  in—  .625 

6.  Meunier,  Charenton,  2  years  old m  =^  .1640 

7.  Darcy.    Series  20. tn  =  .■iaof] 

8.  Darcy.        "      21 m=  .2436 

9.  Forbes.  Brooklinc  main,  8  years  old w=  '3333 

10.  Humbloi,  I  series,  10  years  old «  =  .4921 

11.  Meunier,  Bercy »«  =  .4921 

12.  Humblot,  3  series,  6,  7,  and  12  years  old  . . .  m=  .6562 

13.  Meunier,  Canal  dc  I'Oise,  I  year  old tn=  .7382 

■  14.  Bruce,  Blane  Valley,  new , .  wi  =  1,0 

16  series.  So  experiments. 
Formula:  *  =  96  to  148  w-^/'-s". 
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TABLES  OF  PIPE  COEFFICIENTS. 


'S$ 


10.  Values  of  c,  x,  and  y  in  the  Formula  t  =  cm*iv. — 

Tutton  found   (see   Reynolds'   formula)   that,  in   the  general 
formula  v  ^  cm'i'', 

X  -\-y  =  a  constant  =  i .  17, 


The  values  of  ir  and  y  he  has  tabulated  as  follows: 

<■       y 

For  tin  pipe 189     .58 

For  lead  pipe 168      .58    Older  uperiments  give  c  = 

189. 

For  brass,  zinc,  and  glass  pipe  165  .56  In  one  set  o(  glass  experi- 
ments c  =  141, 

For  wrought-iroo  pipe 160  .55  ovaries  from  127  to  16$,  ap- 
proximating to  the  higher 
number. 

For  wood-stave  pipe 115     .51 

For    new  cast-iron  or  tarred 

pipe 130      -51     In  tarred  pipes  f' varies  from 

115  to  iji,  the  values  be 
ing  about  the  same  as  in 
cast-iron  pipes  of  same 
size.  Benzinger  gives  for 
a  60-in.  cast-iron  pipe  c 
=  119. 

For  pipe  in  service 104      ,;i     Generally  f  is  about  lo;.    In 

*      the   Rosemary   pipe    £  s= 
"7. 

For  tuberculated  pipe 30 to 80. 51 

For  lap-riveted  pipe, ii;      .51     r  varies  from  12510  135  for 

new  to  1 10  to  1 14  for  pipe 
in  service. 

For  rubber  and  leather  hose..     160      .51 

Forwrought-iron  pipe  asphalt- 
coated 170     .55     In  somecasesr=  uo.andin 

the48-in.  pipec  =  199. 

For  large  brick  conduits 129      .52    Unobstructed  by  shafts. 

For  lai^  brick  conduits 91      .$2     Fullerton  Avenue  conduit  of 

Chicago  water-supply. 

For  laige  brick  conduits 110     .ji    Chicago  land  tunnel. 
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S54  EXAMPLES. 

The  values  of  c  in  this  table  are  mean  values  and  neces- 
sarily vary  with  age  and  roughness. 

Throughout  the  analysis  of  these  experiments  the  total 
head  was  diminished  by  the  loss  of  head  at  entrance,  and  in 
the  cases  in  which  this  loss  had  not  been  found  by  means  of 


coefficient  of  contraction. 

Assuming  for^y  the  approximate  value  .5,  Tutttfn's  formula 
becomes 

V  =  cm%''  =  cmUX 

Ex.  I.  The  head  over  the  sharp-edge  entrance  into  a  pipe,  1000  ft. 
long  and  passing  i  cu.  (t.  of  water  per  sec.,  is  9  (t.  Find  the  diametev. 
taking/ =.0055. 


For  a^rj-/ approximation,  disregarding  the  first  term  on  the  rigbt- 
hand  side,  which  is  small  as  compared  with  the  second  term, 


and  rf=  .57319  ft. 

For  a.  Mfiiwf/ approximation 

or  rf'  =  -—^ — -  X  39.  8817, 

9. 16.  lai        -"         ' 

and  li  =  .5787  ft- 

Ex.  3.  The  effective  height  of  the  grade  line  above  the  entrance  into 
a  clean  iron  3-in.  branch,  itxM  ft.  Ion;:,  is  20  ft.  5  ins.  Haw  mahy  peo- 
ple will  the  branch  supply  with  20  gallons  of  water  per  head  per  day  of 
34  hours? 


/  =  .005   I 


~i} 


^^  =  '-^'Y^^k  = 
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EXAMPLES. 
nd  V  =-i\  ft   per  sec. 

The  delivery  in  cu.  fi.  per  sec. 

The  delivery  in  gallons  per  day 


<  60  X  24  =  93,812!, 


and  the  number  of  people  served  per  day  = 


Ex.  3.  Find  the  proper  diameter  of  a  rough  pipe  to  give  60,01 
gallons  every  24  hours,  the  slope  of  the  pipe  being  i  in  800. 


6i.  60. 60. 14" 
14000 


Using  Hagen's  formula,  a 


■  .0007, 


■0007/ 14000  Y 


Ex.  4.  What  should   be  the  slope  of  a  34-in  wooden-stave  pipe  to 
give  5,940,000  gallons  per  day  ? 

7  4    ■         61.24.60.60 
and  ^  =  34  ft-  per  sec. 

Take  the  formula  v  =  cm'-'^-^iy. 

By  the  Table,  c  =  125    and    ^  =  .51. 

Therefore  3i  =  "^f^j    »* , 

and  i  =  .003213,  or  about  33  in  10,000 
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156  TRANSMISSION  OF  ENERGY. 

II.  Transmission  <tf  Energy  by  Hydraulic  Pressure. — 

Let  Q  cu.  ft.  of  water  per  second  be  driven  through  a  pipe  of 
diameter  d  ft.  and  length  L  ft.  under  a  total  head  of  N  ft. 
Also  let  »  per  cent  of  the  total  head  be  absorbed  in  overcoming 
the  frictionat  resistance  in  the  pipe.     Then 

the  head  expended  in  useful  work  =  H  —  h 


-»i'-^- 


and  the  efficiency 

-       Jf      -'        100 

Again, 

100 

=  4  = 

4/i  V       fLa 
d    IS  "   "W 

Since  Q  = 

4 

and^ 

s  assumed  to  be  32, 

e  =  - 

^     /Wd'_ 

oV     fL    ' 

and  the  total  available  work 

in  foot-pounds  per  second 

= 

wQff 

.4V     fL     ■ 

If  A'' is  the  number  of  horse-power  delivered  at  the  end  of 
the  pipe, 

_  wQH  [         n  \      I  /         n\    /il^P 
^  ~  "550^'  ~  I^/  =  ^l^  -  i^V  "ST- 

an  equation  giving  the  distance  L  to  which  N  horse-power  can 
be  transmitted  with  a  loss  of  n  per  cent  of  the  total  head. 
Again, 

^,      _  .  h  2fL  Y*  afLw  T* 

tke  efficiency  =  i  -  1  =  ^  "  gH    d  =  '  "  "g"  ^'     ' 
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TRANSMISSION  OF  ENERGY.  IS7 

p  {=  wH)  being  the  pressure  corresponding  to  the  head  H. 
The  efficiency  diminishes  as  v  increases  and  therefore,  so  far 
as  efficiency  is  concerned,  it  is  advantageous  to  transmit  energy 


stant. 

Assuming  this  to  be  the  case,  take  i^  =:  c^ .  pd.     Then  the 


If  it  be  also  assumed  that  the  thickness  /  of  the  pipe-metal 
is  so  small  that  the  formula 

pd  =  zf'l 

holds  true,/'  being  the  circumferential  stress  induced  in  the 
metal,  then 


the  energy  transmitted  =  — /'rf» 


V  being  the  volume  of  the  pipe  per  unit  of  length. 

Hence,  for  a  given  volume  V  of  metal   and   a  constant 
efficiency,  the  enet^y  transmitted  is  a  maximum  when  pd  is  a 
'  maximum.' 


longer  small  and  the  thickness  t  will  have  a  greater  value  than 
that  given  by  the  equation  pd  =  "if't.  Then  the  cost  of  the 
pipe  will  also  increase.     On  the  other  hand,  if  d  is  increased. 
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1S8  TRANSMISSION  OF  ENERGY. 

the  ratio  -3,   and   therefore  also  the  pressure  p,  will  remain 

small,  and  thus  the  cost  of  the  pipe  will  not  increase.  Hence 
it  is  more  economical  to  employ  large  pipes  and  low  pressures 
than  small  pipes  and  high  pressures. 

The  demand  for  hydraulic  power  in  large  cities  has  led  to 
the  laying  down  of  networks  of  mains  through  which  water  is 
conveyed  under  pressure  and  is  distributed  to  the  consumer 
for  various  industrial  purposes.  Since  the  loss  of  head  due 
to  frictional  resistance  is  approximately  proportional  to  the 
square  of  the  velocity,  and  since  also  the  momentum  of  the 
moving  fluid  must  not  be  so  great  as  to  make  excessive  shocks 
possible,  high  velocities  cannot  be  allowed  in  the  mains  or  in 
the  machines  operated  by  the  pressure-water  except  for  very 
short  distances.  Thus,  the  velocity  of  flow  in  the  mains  is 
limited  to  6  ft,  per  second,  and  rarely  exceeds  8  ft.  per 
second  in  the  machines.  In  London  the  average  rate  is  4  ft. 
per  second.  Again,  the  quantity  of  power  conveyed  by  a 
single  main  cannot  be  great.  Hence  the  hydraulic  distribu- 
tion of  power,  in  which  the  pressure  of  water  is  directly  utilized. 
is  especially  adapted  for  machines  with  slow-moving  rams, 
which  are  intermittent  in  action  and  which  work  only  for  short 
intervals  of  time,  as,  for  exmple,  in  lifting  and  pressing  opera- 
tions and  when  a  great  effort  is  to  be  exerted  through  a 
short  distance.  In  London  the  pressure  in  the  mains  is  750 
lbs.  per  sq.  in.,  but  in  the  more  recent  distributions  in  Man- 
chester and  Glasgow  the  pressure  is  11 00  lbs.  per  sq,  in.  The 
working  stress  in  the  cast-iron  mains,  the  largest  in  use  being 
7J  ins,  in  diameter,  is  2800  lbs.  per  sq.  in.,  and  they  are 
generally  tested  to  2500  lbs.  per  sq.  in.  before  laying  and  to 
about  1000  lbs.  per  sq.  in.  after  laying.  The  thickness  /  in 
inches  of  cast-iron  main  of  d  ins.  diameter  under  a  water- 
pressure  of  /  lbs.  per  sq.  in.  may  be  determined  by  the 
formula 

t  —  .oooy %pd  -{■  .25  in. 
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EXAMPLES.  IS<> 

Another  formula  gives  /  =  .002 ^pd -\-  .75  in.,  p  being  the 
p'essure  in  atmospheres. 

With  suitable  joints,  and  drawn  tubes  of  steel  with  a  tenacity 
of  15,000  lbs.  per  sq.  in.,  the  hydraulic  system  of  flistribution 
could  be  greatly  extended. 

Again,  for  an  hydraulic  pipe  or  press 


where  /„ ,  /,  are  the  intensities  of  pressure  at  the  outer  and 
inner  surfaces; 
/is  the  intensity  of  stress  at  the  radius  r; 
r^ ,  r,  are  the  radii  of  the  outer  and  inner  surfaces. 
(See  Appendix,  Bovey's  "Theory  of  Structures. ") 

Ex.  I.  An  accumulator  supplies  a  pressure  of  700  lbs.  per  sq.  in. 
What  length  of  8-ln.  pipe  will  deliver  200  H.P.  of  useful  energy  with 
a  loss  of  20  per  cent  ? 

250  H.P.  enter  the  pipe.  Therefore,  if  Q  is  the  delivery  in  cu.  ft.  of 
water  per  sec. 


and  V  =  s^  ft,  per  sec, 

T.ke     /=.ooi(,  +  ^j)=ji..for. 
Then 

100  '  '        252  {  --,  J,, 

£.  being  the  length  of  the  pipe. 

Therefore  L  =  78,393.7  ft.  =  14.8  miles. 

Ex,  a.  The  efficiency  of  an  engine  is  .6;  it  burns  2  lbs,  of  coal  per 
hour  per  H.P.  aod  works  16  hours  a  day  for  300  days  In  the  year.    The 


':.m\ 


byGoOQic 


i6o  PRESSURE  DUE  TO  SHOCK. 

cost  of  the  engine  is  ti3  per  H.P.,  and  the  cost  of  the  coal  $3  per  ton. 
An  amount  of  4500  gallons  of  water  per  minute  is  to  be  raised  a  vertical 
height  of  aooft.  What  must  be  the  minimum  diam.,  Z>,  of  the  pipe, 
assuming  that  the  cost  of  the  piping  is  %D  per  lineal  foot,  and  that 
/=.oo64? 

Let  A  feet  be  the  frictionai  loss  of  head. 


Then,  since 


4500     _  33  ly 


=  1^ 

,0064  X 

MO    .    (>,V) 
64    /)• 

-km 

/) 

■be  the 

number  < 

3f  HP. 

-I 

(2  .  61* 

=  ^ 

■  J  300  +    - 

mi 

Cost  of  coal  capitalized  at  ;<  s  A*. 

Cost  of  engine  =  $I3A'. 
Cost  of  piping  =  iaooZJ. 
Total  prime  cost  =  300A'  +  30oZ> 


■3<»M,i^.(^y~ 

rhich  must  be  3 

Therefor* 

«=-3»M.(f)'^ 

nd 

/)  =  3.9»  li- 

Hence,  also. 

No.  of  H.P.  = 
Capital  cost  = 

2  /,68y       < 
'-^ii,,  1  (3.98)'- 

:/V=  454.59. 
^»l  37.173. 

13.  Pressore  Due  to  Shock. — Water  flows  through  a  line 
of  piping  with  a  velocity  of  ;'  ft.  per  second,  and  at  a  certain 
point  the  motion  is  suddenly  arrested  by  the  closing  of  a  valve, 
developing  a  sudden  increase  in  the  pressure  at  the  valve  of 
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PRESSURE  DUE  TO  SHOCK-  loi 

/  lbs,  per  sq.  in.  Water  being  slightly  compressible  —losing 
.^  of  its  bulk  under  a  pressure  of  2  tons  (of  2240  lbs.)  per 
square  inch — a  com  press  ion -wave  starts  from  the  valve  and 
moves  backwards  throughout  the  whole  length  L  ft.  of  the 
moving  column  of  water.  The  water  still  enters  the  pipe  for 
the  period  of  /  seconds,  during  which  the  compression  con- 
tinues. 

Let  a  ft.  be  the  sectional  area  of  the  water-column ; 
"     X  ft.  be  the  diminution  in  the  length  L  of  the  water 

column ; 
"     A"bethemoduIusof  cubic  elasticityof  water  =:  300,000 

lbs.  per  sq.  in. 
Then 


and       1440  ft,  =  momentum  of  the  fluid  mass  —  —  aLv. 

S 
Hence 

I    -wL    _     I    wL     _     I     w  L*  f 

and 


—  —   vr^lnrit-v  nf  t-Ti**  uratrp.nrrknafrafinn  ?^  ^  /^ 


:  velocity  of  the  wave -propagation  = 


Substituting  the  values  of  ^,  K,  and  w,  the  velocity  of  wave- 
propagation  is  found  to  be  about  4720  ft.  per  second,  which  is 
also  the  velocity  of  sound  in  water. 

Ex.  A  volume  of  water  50  ft.  in  length,  flowing  through  a  pipe  with 
a  velocity  of  24  ft.  per  sec,  is  quickly  and  uniformly  stopped  in  one  Unlh 
of  a  second  by  closinft  a  stop-valve.  Find  the  increase  of  pressure  per 
sq.  in.  in  the  pipe  near  the  valve. 

The  pres.  per  sq.  in.  =  ^  .  -^  .  5iii*  =  ,62,76  lbs. 

32       144         .1  ' 
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i6»  FLOIV  W  P/PE  CONNECTING   TIVO  RESERVOIRS. 

13.  Flow  in  a  Pipe  of  Uniform  Section  and  of  Lengtli  L, 

connecting  two  Resenroirs  at  Different  Levels Let  z  ft.  be 

the  difierence  of  level  between  the  water-surface  in  the  two 
reservoirs. 


The  work  done  per  second  is  evidently  equal  to  the  work 
done  by  the  fall  of  wQ  lbs.  of  water  through  the  vertical  dis- 
tance 2,  and  is  expended — 

(i)  In  producing  the  velocity  of  flow  v  ft.  per  second,  which 
requires  a  head  of  s^  ft.  and  an  expenditure  of  wQs^ 
ft. -lbs.  of  work  per  second; 

(2)  In  overcoming  the  resistance  at  the  entrance  from  the 

upper  reservoir  into  the  pipe,  which  requires  a  head 
of  ^j  ft,  and  an  expenditure  oi  wQs^  ft, -lbs.  of  work 
per  second; 

(3)  In  overcoming  the  frictional  resistance,  which  requires 

a  head  of  z^  ft.  and  an  expenditure  oi  wQz^^.-Xhs. 
of  work  per  second.     Thus 


Now  Sy  =  —  ft-t   and  the  corresponding  energy  ivQs^  is 

ultimately  wasted  in  producing  eddy  motions,  etc.,  in  the  lower 
reservoir. 

z^  may  be  expressed  In  the  form  n —  it. ,  n  being  a  cocfli- 
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CHEZY'S  LONG-PIPE  FORMULA.  »&3 

cient  whose  value  varies  with  the  nature  of  the  construction  of 
the  entrance  into  the  pipe.  If  the  pipe-entrance  is  bell-mouth 
in  form,  n  =  .01  or  .02,  but  if  it  is  cylindrical,  n  =  .49. 
Finally, 

S,=    — It.     =      — T ft. , 

taking  —^  =  f— ,  as  is  usual  in  practice.     Hence 

■since  Q  ^ V,  and  g  is  assumed  to  be  32. 

4 
For  given  values  of  Q  and  s  a  first  approximate  value  of  d 
may  be  obtained  from  the  last  equation  by  neglecting  the  term 

rp 
-^(i  -f  «).     Call  this  value  </,.  and  substitute  it  for  the  d 


may  now  be  made  by  deducing  d  from  the  formula 

'-  4n'd*V^"^    dj' 

and  the  operation  may  be  again  repeated  if  desired. 

Generally  speaking,    i  -|-  w  is  usually  very  small  as  com- 

r  of  prac- 
tical importance. 

The  formula  then  becomes 

4fLv' 
^"    d   2g' 
which  is  known  as  Chezy's  formula  for  long  pipes. 
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»64  LOSSES   OF  HEAD. 

The  term  i  +  a  need  only  be  taken  into  account  in  the 
case  of  short  pipes  and  high  velocities. 

Ex,  The  difference  of  level  between  the  water-surfaces  of  two  reser- 
voirs, connected  by  a  Z4-in.  pipe  6i  miles  in  length,  is  I72j  ft.  The 
pipe,  having  been  in  use  for  some  time,  has  its  inside  surface  coated 
with  a  deposit,  and  no  special  provision  is  made  to  diminish  the  resist- 
ance at  the  upper  end.  Determine  the  dischai^e  into  the  lower  reser- 
voir in  gallons  per  hour. 


Talce  -  /  = 


<  6i  X  5i8o\ 


Then       .72i  =  ^(^  +  ,  +  _  ^       __^ 

and  V  =  4  it.  per  sec. 

Therefore  the  dischai^e  in  cu.  (t.  per  hour 

=  y  .  ^.4.fo.6o  =  4S,a57t. 
and  the  dischai^e  in  gallons  per  hour 

=  4S-2S7I  X  6i  =  282.857*. 

14.  Losses  of  Head  due  to  Abrupt  Changes  of  Section, 
Elbows,  Valves,  etc. — When  the  velocity,  or  the  direction  of 
motion  of  a  mass  of  water  flowing  through  a  pipe,  is  abruptly 
changed,  the  water  is  broken  up  into  eddies  or  irregular 
motions  which  are  soon  destroyed  by  viscosity,  the  correspond- 
ing energy  being  wasted. 

Case  I.  Loss  due  to  a  suddett  contraction.  (Art.  17, 
Chap.  I.) 


(«)  Let  water  flow  from  a  pipe  (Fig.  91),  or  from  a  reser- 
voir (Fig.  92}  into  a  pipe  of  sectional  area  A. 
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LOSSES  DUE  TO  SUDDEN  CONTRACTION,  ETC 


>65 


Let  Cc  be  the  coefficient  of  contraction. 
Then  the  area  of  the  contracted  section  - 


:  c^,  and 


the  loss  of  head  =  - 


if 


'=(!-)•. 


The  value  of  m  has  not  been  determined  with  any  great 
degree  of  accuracy;  but  if  c^  =  ,64,  then  m  =  .316.  The 
value  of  c^  is  sometimes  obtained  from  the  formula 


{="V" 


When  the  water  enters  a  cylindrical  (not  bell-mouthed) 
pipe  from  a  large  reservoir,  the  value  of 
m  is  about  .505. 

(F)  Let   the    water   flow   across   the 
abrupt  change  of  section  through  a  central 
Fig.  53-  orifice  in  a  diaphragm  placed  as  in  Fig.  93. 

Let  a  be  the  area  of  the  orifice. 
Then  c^  is  the  area  of  the  contracted  section,  and 


the  loss  of  head  : 


;ti  by  Google 


*66  LOSSES  DUE  TO  SUDDEN  CONTRACTION,  ETC 

According  to  Weisbach, 
if|=  I  -2  .3  -4  -5 


.616 

231-7 

.614 
50.99 

.612 
19.78 

.610 
9.612 

.607 
S.256 

.6 

■7 

.8 

•9 

1. 00 

.60s 
3077 

.603 
1.S76 

.6oi 
I. .69 

.598 
■734 

.596 
.48 

(c)  A   diaphragm   with   a  central  , 
orifice  of  area  a,  placed  in  a  cyhndri- 
cal   pipp    of  sectional    area  A  as  m 
Fig.  94. 

The  "contracted  area  "  of  the  water  = 


Fifi.  94. 
:  cfi  and 


the  loss  of  head  =  —  \ v\   =■  —  1 

2g  V^  /         2g  V«tf 


=C^--)"- 


Generally  m  must  be  determined  \y  experiment,  but  Weis- 
bach gives  the  following  results: 


■"a" 

.1 

.2 

-3 

•4 

c^  = 

.624 

.632 

■643 

.659 

m  = 

225.9 

47-77 

30-83 

7.801 

''2- 

.6 

.7 

.8 

.9 

',= 

.712 

.755 

.8l3 

.892 

m  = 

■796 

.797 

.29 

.06 
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LOSSES  DUE  TO  ABRUPT  ENLARGEMENT,  ELBOIVS,  ETC.     167 

Case  II.   Loss  due  to  a  Sudden  Enlargement      (Fig,  95.) 

Let  A^  =  external  area  of  small  pipe. 
"  v4,  =  ' large     " 


g\A^    1  ~ii-u;~  V 


2i- 


""  =  {a,- 


Note.— The  losses  of  head  in  Case  I  (a)  and  in  Case  II  may  be 
avoided  hy  substituting  a  gradual  and  regular  change  of  section  for  the 
abrupt  changes. 

Case  III.  Loss  of  Head  due  to  Elbows.  (Fig.  96.)— The 
loss  of  head  due  to  the  disturbance  caused  by  an  elbow  is  exr 
pressed  by  Weisbach  in  the  ibrm 


where  m  =  .94.57  sin*  -•  +  2.047  sin'  -, 
0  being  the  elbow  angle. 

Weisbach  deduced  this  formula  from  the  results  of  experi- 
ments with  pipes  1,3  in.  in  diameter. 

The  velocity  zi,  with  which  the  water  flows  along  the  length 
AB  may  be  resolved  into  a  component  v  with  which  the  water 
ftows  along  BC  and  a  component  u  at  right  angles  to  the 
direction  of  v.  The  component  u  and  therefore  the  corre- 
sponding head,  viz,,  — -,  is  wasted.  The  component  «  evi- 
dently diminishes  with  the  angle  ^  and  becomes  nil  when  a 
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LOSSES  DUE  TO  ELBOWS,  BENDS,  ETC. 


gradually  and  continuously  curved  bend  is  substituted  for  the 
elbow. 


Fig.  96. 
Case  IV,   Weisbach  gives  the  following  empirical  formula 
for  the  loss  of  head  at  a  bend  in  a  pipe,  0  being  the  angle  of 
curvature : 

v^      0" 


^i  =  *»*: 


2^  180°' 
131  +  1.847 


'd\l 


for  a  circular  pipe  of  diameter  </,  p  being  the 
radius  of  curvature  of  the  bend,  and 


124  +  3.104! 


2/3/ 


for  a  pipe  of  rectangular  section,  s  being  the  length  of  a  side 
of  the  section  parallel  to  the  radius  of  curvature  (/o)  of  the  bend. 
According  to  Navier, 

L  zr> 
h.  =  (.0128  +  .0186^)-=  — . 

R  being  the  radius  and  Z  the  length  of  the  bend  measured 
along  the  axis. 

As  a  result  of  recent  experiments  by  Gardner  S.  Williams 
and  others  (Proc.  Am.  Soc.  C.  E.,  May,  1901)  it  is  claimed 
that,  down  to  a  limit  of  2J  diameters,  curves  of  short  radius 
offer  less  resistance  to  flow  than  do  curves  of  longer  radius, 
which  is  contrary  to  the  ordinary  hypothesis. 
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LOSSES  DUE  TO  SLUICES.  VALVES,  ETC.  169 

Case  V.  Valves,  Cocks,  Sluices,  etc. — The  loss  of  head  in 
<ach  of  the  cases  represented  by  the  several  figures  may  be 
traced  to  a  contraction  of  the  stream  similar  to  the  contraction 
which  occurs  in  the  case  of  an  abrupt  change  of  section.     The 

loss   may  be  expressed  in   the  form  m —  ,  and  the  following 

tables  give  the  results  obtained  by  Weisbach : 

(n)  Sluice  ill  Pipe  of  Rectangular    Section.     (Fig.  98.) 
Area  of  pipe  =  a ;  area  of  sluice  =  s. 


Qi 


=     I      .9     .8     .7        .6       .5 
=  .00  .09  .39  .95  2.08  4.02 


8.12 


Fio.  9S. 

{b)  Sluice  in  Cylindrical  Pipe.      (Fig.   99.)    ■    ' 
s  :=  ratio  of  height  of  opening  to  diameter  of  pipe. 

s=     I      .875     .75     .625       .5       .375       .25        .125 

1=  .00     .07      .26      .81      2.06    5.52     17.00     97.8 

(c)   Cock  in  Cylindrical  Pipe  (^\g.  lOo). 
f  =  ratio  of  cross-sections; 
0  =2  angle  through  which  cock  is  turned. 


if/= 


Fig. 

too. 

Fro.  loi. 

5° 

lo- 

15° 

20° 

25' 

30'       3S' 

926 

ss 

■772 

.692 

.613 

■53S      -458 

■OS 

.29 

■7S 

1.S6 

3-1 

547     9-6S 

40° 

4S° 

SO' 

55° 

60' 

6s'       82' 

■3S5 

■3"S 

■25 

.19 

■137 

■091        00 

i(=i7.3     31,2     52.6      106      206 


;ti  by  Google 


I70  LOSSES  DUE  TO  CHANGES  OF  SECTION,  ETC. 

(d)   ThrottU-valve  in  Cylindrical  Pipe  (^\%.  loi). 

0  =  angle  through  which  valve  is  turned. 

If^=  5°      lo"     15°      20°      25°       30°       35'      40' 

m  =  .24     .52     .90     1.54     2.51     3.91     6.22      10.8 

\{B=    45*       50°       55°      60°     65"     70°     90° 
m=  18.7     32.6     58.8     118     256     751      00 
Case  VI.   The  fall  of  free  surface-level,  or  loss  of  head,  due 
to  sudden  changes  of  section,  frictional  resistance,  etc.,  may 
be  graphically  represented  as  in  Fig.  102. 


"■^ 


Fig.  im. 

Let  a  length  of  piping  AE  connect  two  reservoirs,  and  let 
h  be  the  difference  of  surface-level  of  the  water  in  the  reser- 
voirs. 

Let  Zj ,  r,  be  length  and  radius  of  portion  AB  of  pipe. 

'■  /.,,  r,  "        "         "        '       CD  "      " 

..  i^_  y^   ..        ..  ..        „        ..        w       QE   ,.      .. 

"  «,,«,,  Kj ,  a^  be  the  velocities  of  flow  in  AB,  BC,  CD, 
DE,  respectively. 


;ti  by  Google 


LOSSES  DUE  TO  CHANGES  OF  SECTION,  ETC.  171 

The  reservoir  opens  abruptly  into  the  pipe  at  A. 

There  is  an  abrupt  change  at  £  from  a  pipe  of  radius  r,  to 
one  of  radius  r^. 

There  is  an  abrupt  change  at  C  from  a  pipe  of  radius  r^  to 
one  of  radius  ry 

At  D  the  water  flows  through  an  orifice  of  area  A  in  a. 
diaphragm.  At  £  the  velocity  of  the  water  as  it  enters  the 
lower  reservoir  is  immediately  dissipated  in  eddies  or  vortices. 

Draw  the  horizontal  plane  amnop  at  a  distance  from  the 
water-surface  in  the  upper  reservoir  equal  to  the  head  due  to 
atmospheric  pressure. 

Draw  vertical  lines  at  ^,  B,  C,  D,  E.     Take 

ttb  =k>3S  of  head  at  the  entrance  A  =  ^-^  ; 


ac=   "     "       "     due  to  friction  from  A  to  S    =  —  -^L, ; 

cd^   "     "       "     due  to  change  of  section  at  5=  (-5 — ll  -^; 

,  W      I  2g' 

re=   "     "       "     due  to  friction  from  S  to  C    =—.~^L.; 

r'zg 

ef=  "     "       ••     due  to  change  of  section  at  C=.$i6—  ; 
gg—   4.     «       «     due  to  friction  from  C  to  ZJ    =^ .^L,; 


£■/[="    "      "    due  to  chansre  of  section  ati?=[ — \  —  i]  ~t 

\  c^       /  2g  * 

tjk=  ••    "      "    due  to  friction  from  i)  to  £  =^^L.; 

r,2g  " 


■kl^=  «     M       «     corresponding  to  u 
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172  LOSSES  DUE  TO  CH.4NGES  OF  SECTION,  ETC 

Through  /  draw  a  horizontal  plane  /x.  This  plane  must 
evidently  be  at  a  distance  from  the  water-surface  in  the  lower 
reservoir  equal  to  the  pressure-head  due  to  the  atmosphere. 

Then  the  io/a/  loss  of  head  =  lj> 

=  ab^cd-{-ef-\-gh-\rkl-\-qc-\-re-\-sg-\-tk. 


2g 


23r'g 


The  broken  line  abcdefghkl  is  the  hydraulic  gradient. 

Ex.  A  clean  6-in.  pipe,  400  ft.  long,  containing  a  60°  bend  with  a 
i2-in.  radius,  a  90°  bend  with  a  72-in.  radius,  and  a  120°  bend  with  a 
48-in.  radius,  discharges  I  cu.  ft.  of  water  per  sec,  inlg  a  clean  12-in.  pipe, 
200  ft.  long,  which  again  discharges  into  a  clean  4-in.  pipe,  500  It  long, 
containing  four  sharp  knees,  viz.,  one  of  60°,  one  of  90°,  one  of  120°,  and 
one  of  150°.  Find  the  total  head  wasted  at  the  pipe  entrance,  at  the 
bends,  knees,  sudden  changes  of  section,  and  in  the  straight  lengths. 

Let  V\,Vt,  V,  be  the  velocities  of  flow  in  the  first,  second,  and  third 
lengths,  respectively.    Then 
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w,  =  —  ft.  per  sec.     ».  =  —  ft.  per  sec.     v,  =  — —  ft.  per  sec. 
Head  wasted  at  pipe  entrance  =  -  (  —  1  t-  =  .30331  ft. 
The  head  wasted  at  a  bend        =  int—s-;  — . 


where  «s  =  .131  +  1.847I 


:i)'- 


%p~  144 


^Ta'  '"'  =  .'3">2727; 


96"  - 


i  =  .131113. 


Hence 


head  wasted  at  60°  bend  =  .14544    x  iVV  x  A  ^  (tf)'  =  -019632  ft., 
90°     ■'     =.130273  XtVV   X  ^  X  (!!)'  =  . 0265303 fi., 
■'        120'     ■•      =.i3""3xiKxAx(i})'  =  .03S396ft.. 
and  the  head  wasted  in  bends  =  .081558  ft. 

The  head  wasted  at  a  knee  =  nn — , 

.  .  <P  .  .  <P 

where  «b«  =  .9457  sjn V  a.047  sin'  — . 

For  a    60°  knee  0  =  120°,     mu=  1.8607 

90°     '■ (p  =    90',     mk=     .9846 

"       I  zo°     '■       - 0  =    60°,     mi,  =     .36436 

1 50°     ■'       .  0  =     30*.     mi,  =     .07254 

Then 

head  wasted  at    60°  knee  =  1.8607     x  Vt(-TV)'  —  3-8i463  ft., 
90''     ■■      =     .9846     X  Vt<Vi')'- 1.01853  '■ 
120''     •'      =     .36436  X  ^t(Vt)'=  74697  " 
ISO"     "      =    .07254  X  jiCW)'  =  .14871  " 
and  the  head  wasted  in  knees  =  6.72884  ft. 
Head  wasted  at  junction 
between    6-in.   and    12-in.  pipes  =  Vi(t1  ~  14)'  =  .22778  ft., 
i3-in.   and     4-in.  pipes  =  •■^(ll-.j      =  .64783  ft.. 
and  the  head  wasted  at  sudden  changes  of  section        =  .87561  ft. 


;ti  by  Google 


74  NOZZLES. 

For  straight  lengths 

ukc/  =  sios\i  +  fj-^  =  '^  for  6-in.  pipe. 

Then  head  wasted 


i  64\ll 


;UT      =  7i>19«9  It., 


.(-i^)'=  76.8788  ft., 


f  64\ 

and  the  frictional  loss  of  head  =  91.14329  ft. 
Hence  the  total  head  wasted 

=  .081558  +  6.72884  +  .87561  +  9145729  =  99-1433  ft- 

16.  Nozzles. — Let  a  pipe  AB,  of  length  /  and  diameter  d, 
lead  from  a  reservoir  h  ft.  above  the  end  B,  Fig.  103. 

First.   Let   the   pipe    be   open    to   the    atmosphere  at  B. 

Then 

/        i^\ 
k  =  head  to  overcome  resistance  to  entrance  3.tA[=  k—  1 

\  2g) 

-I-  head  to  overcome  resistance  due  to  bends,  etc.  (  =  »( — 1 

-I-  head  to  overcome  frictional  resistance  { =  —r  — 1 
^  \       d   zgi 
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-\-  head  corresponding  to  the  velocity  v  in  the  pipe  and 
at  the  outlet  ( =  :      ' 


Hence  the  height  -to  which  the  water  is  capable  of  rising 


.«  +  '«  + 


4//^ 


,+«  +  „, +  4/ 


Second.   Let  a  nozzle  be  fitted  on  the  pipe  at  B. 
Let   V  be  the  velocity  with  which   the  water  leaves  the 
nozzle. 

Let  D  be  the  diameter  of  the  nozzle-outlet. 
This  diameter  is  very  small  as  compared  with  the  diameter 
■(/of  the  pipe.      But 

ff-Zy      _  grf' 
4        ~    4  ^' 
and  therefore 


so  that   V  is  very  large  as  compared  with  v. 
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Also, 
k  =  head  to  overcome  the  resistance  to  entrance  at  A 

+  head  to  overcome  the  resistance  due  to  bends,  ete. 

-|-  head  to  overcome  the  frictional  resistance  in  pipe 

+  head  to  overcome  the   frictional  resistance   in   nozzle 

4-  head  corresponding  to  the  velocity  V  with  which  the 
water  leaves  the  nozzle  1=    -  j 

and  the  height  to  which  the  water  is  now  capable  of  rising  at 
Bis 

—  =A—    — 1«  +  »«+— r—  "'  — 

2g  2g\     ^  '     d    j  Hg 


".+'-'+^(.+"+^y 


Let  —  ,  =  A, ,  be  the  pressure-head  at  the  entrance  to  the 
lozzle.     Then  the  effective  head  at  the  same  point 


=  '*.+^^ 


jn 


'g 


i+« 


It  will  be  observed  that  the  delivery  from  the  nozzle  is  less 
than  that  from  the  pipe  before  the  nozzle  was  attached,  but 
that  the  velocity-head  at  the  nozzle-outlet  is  enormously 
increased.  The  actual  height  to  which  the  water  rises  on 
leaving  a  nozzle  is  less  than  the  calculated  height,  owing  to 
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NOZZLES. 


m 


air -resistance  and  to  the  impact  of  particles  of  water  as  they 
fall  back. 

The  force  required  to  hold  the  nozzle  is  evidently 

£■  S    A 

If  the  water  flowing  through  a  pipe,  or  hose,  of  length  /  ft. , 
with  a  velocity  of  v  ft.  per  second,  is  quickly  and  uniformly 
shut  off  by  a  stop-valve  in  t  sec,  the  pressure  in  the  pipe  near 

the  valve  is  increased  by  an  amount  — -  lbs.  per  square  foot. 

Of  two  forms  of  nozzle  in  general  use,  the  one  (Fig.  105) 
is  a  surface  of  revolution  with  a  section  which  gradually 
diminishes  to  the  outlet,  while  the  other  (Fig.  104)  is  a  Ihtstum 


=3 


Flo.  104.  Fto.  los- 

of  a  cone,  having  a  diaphragm  with  a  small  circular  orifice  at 
the  outlet.  Denoting  the  former  by  A  and  the  latter  by  B, 
the  following  table  gives  the  results  of  Ellis's  experiments: 


HcJffato 

Ni^Vr- 

Hcighl  0 

jcl  [rom 

Hrighi  ol  jet  Irna 

1«>. 

per  K).  in. 

-* 

A 

B 

10 

83 

33 

.33 

33 

33 

31 

20 

30 

69 

63 

63 

63 

40 

93 

79 

81 

79 

SO 

115 

94 

93 

97 

60 

138 

108 

I«t 

70 

115 

135 

139 

133 

>3r 

134 

137 

131 

143 

90 

ao7 

140 

133 

'4' 

100 

ajo 

»57 

149 

164 

155 

The  coefficients  of  discharge  for  smooth  cone  nozzles  are, 
very  approximately,  .983  for  a  f-in.,  .982  for  a  f-in. ,  .972 
for  a  I-in.,  .976  for  a  ij-in.,  and  .971  for  a  ij-in.  nozzle. 
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178  TABLE  OF  FRICTIONAL  LOSSES  IN  HOSE. 

Freeman  proposed  the  i^in.  nozzle  shown  by  Fig.  106 


as  a  standard  with  a   coefficient   of  discharge  =  .977.     The 
coefficient  of  discharge  for  a  square  ring  nozzle  is  about  ,74. 


FREEMAN'S     TABLE     SHOWIKG     COMPARATIVE     FRICTIONAL 
LOSS    IN    VARIOUS    KINDS   OF    HOSE. 

The  comparison  is  made  on  (he  basis  of  a  flow  of  740  gals,  per  min., 
which  is  about  the  quantity  discharged  by  a  ll-in.  nozzle  under  a  pressure 
of  40  lbs.  per  square  inch  al  base  of  play-pipe. 


Charuter  ot  How, 


weifthihofle... .... 

■1"  knit  collon  hose,  rubbcr-lincil.    In 

rabber-tined.  A  refrulAr 


W"  woven  cc.Hon."r 
Medium  Ihln  rubbt 


I     I 

Is 

S  I 
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TAird.  If  an  engine,  working  against  a  pressure  of  /,  lbs. 
per  square  foot,  pumps  Q  cu.  ft.  of  water  per  second  through 
a  nozzle  at  the  end  of  a  hose  /  ft.  in  length,  then 

Qp. 
the  pumping  H.P.  of  the  engine  =  — — . 

The  total  head  at  the  engine  end  of  the  hose  =  the  head 
corresponding  to  the  pressure/  in  the  hose  -{-  the  head  required 
to  produce  the  Velocity  of  flow  v 

=  ^  +  ^.  ,      - 

and  this  head  is  expended  in  overcoming  the  frictional  resist- 
ance of  the  hose  (all  other  resistances  are  disregarded)  and  tn 
producing  the  velocity  of  flow  V  at  the  outlet.      Hence 

TV         W         1g  d    2g'     2g' 

and  therefore 

/  _  4^  ^        K*        1^ 
w~     d     2g'^  2g  2g^ 

_!^|"    _  J  _l4/^ 

smce  Q  =  v  ~  V, 

4  4 

The  pumping  H.P. 

~  Sjo^sMZH"'"  d^r 

Vj.  Motor  DriTcn  by  Water  from  a  Pipe. — Let  the  nozzle 
in  the  preceding  article  be  replaced  by  a  cylinder  having  its 
piston  driven  by  the  water  from  the  pipe. 

Let  u  =  the  velocity  of  the  piston  per  second. 
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l8o  EXAMPLE, 

Let/n  =:  unit  pressure  at  the  end  of  the  pipe,  i.e.,  in  the 
cylinder. 

Let  i/h  ^  diameter  of  cylinder. 
Then 

velocity  of  flow  in  pipe  =  I -^J  u. 

Hence 

other  losses  of  head  being  disregarded. 

Ex.  A  3i-in.  clean  pipe,  335  ft.  long,  leads  from  a  reservoir  with  a 
water  surface  300  ft.  above  datum  to  a.  points,  1874  ft.  above  datum. 
Find  (a)  the  height  to  which  the  water  is  capable  of  rising  at  A  (■)  if 
the  pipe  is  open  to  the  atmosphere  ;  (2)  if  it  terminates  in  a  i-in.  noole. 
What  (J)  force  is  required  10  hold  the  nozzle  ?  If  the  pipe  is  used  tO' 
supply  pressure  to  a  water-engine  with  a  z8-in.  cylinder,  determine  (f) 
the  maximum  power  which  can  be  developed  and  the  corresponding 
velocity  of  flow  in  the  pipe.  In  the  latter  case,  what  (</)  is  the  total 
pressure  on  the  piston  ?  Take  into  account  the  resistance  at  the  pipe 
entrance  and  assume/=  .005. 

Let  V  and  V  be  velocities  of  flow  in  pipe  and  from  nozzle,  respect- 

(a)  I.  300  —  1871  =  1 131  =  total  eSeaive  head 


»•  /                  4  X  .oos  X  535  \ 
_^.5  +  ,^i ^^^  = 

=  height  to  which  water  caa  rise. 
V 

SB-'"" 


and  —  =  3  ft,  =  height  to  which  water  can  rise. 
y 
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if)  Forces 


64    14  i«    ^     '     2985 


(f }  Let  p  be  the  pressure  in  pounds  per  sq.  ft.  a 


6!»)7»(3- 


max.  H.P.  = 
Also    p  : 


4Hi  =  4-S57. 

6zt .  7;  =  4637^  lbs.  per  sq.  ft.,  and  total  pres.  on  piston 


18.  SipbODS. — A  siphon  is  a  bent  tube,  ABCD,  Fig.  .107, 
and    is    often    employed    to  ' 
convey  water  from  one  reser- 
voir  to   another   at  a    lower 
level. 

Let  hy.  A, ,  respectively, 
be  the  differences  of  level 
between  the  top  of  the  siphon 
and  the  entrance  A  and  outlet 
D  to  the  siphon.  Then,  so 
long  as  the  height  A,  docs  not 
exceed  the  head  of  water 
(=  32.8  ft.)  which  measures  Fio.  107. 

the  atmospheric  pressure,  the  water  will  flow  along  the  tube  in 
the  direction  of  the  arrow,  with  a  velocity  v  given  by  the 
equa^n 
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JB2  INVERTFO  SIPHONS. 

I  being  the  length  of  the  tube  ABCD,  and  all  resistances, 
except  that  due  to  frictional  resistance,  being  disregarded. 

If  A,  >  32.8  ft.,  each  of  the  branches  AB  and  DC  becomes 
a  water- barometer,  and  the  siphon  will  no  longer  work. 

Even  when  the  siphon  does  work,  an  arrangement  must  be 
made  for  withdrawing  the  air  which  will  always  collect  at  the 
upper  part  of  the  siphon. 

19.  Inverted  SiphODS. — The  existence  of  a  cutting  or  a 
valley  sometimes  renders  it  necessary  to  convey  the  water  from 
a  course  AB  to  a  course  £>E  by  means  of  an  inverted  siphon 
BCD  of  length  /. 

Let  u  be  the  velocity  of  flow  in  AB,  and  A^  the  height  of  B 
above  a  datum  line. 

Let  V  be  the  velocity  of  flow  in  the  siphon,  and  A,  the 
height  of  D  above  datum. 


% 

r^ 

1 

"**^ 

^1 

i 

■ 

A^  —  A^=  loss  of  head  at  B 

-\-  frictional  loss  of  head  in  siphon 
.  -f-  loss  of  head  at  D 

=  -J ,  approximately, 

assuming  the  entrance  and  outlet  to  the  siphon  formed  in  such 
r  as  to  considerably  reduce  the  losses  —  and     -,  and 
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183 


to  allow  of  these  losses  being  disregarded  without  practical 
error.  Find,  by  chaining  along  the  ground,  the  length  of  the 
siphon  from  5  up  to  a  point  F  not  far  from  D.  Call  this 
length  /j ,  and  let  A,  be  the  height  above  datum  of  F,  obtained 
with  a  level.  Generally  speaking,  DF  is  nearly  always  of 
uniform  slope.     Call  the  slope  a.     Then, 


But 

d  2g       d  zg" 


DF=  (A,  —  Aj)  cosec  a. 


,(/,  +  DF)  =  A,  -  A,  =  A,  -  A,  -  (A,  -  A,) 

=  A,  —  Aj  —  DF .  sin  a, 

an  equation  from  which  DF  can  be  found,  as  A,  —  A^  can  be 
determined  by  means  of  a  level. 

ao.  Air  in  a  Pipe. — The  effect  of  an  air-bubble  in  a  pipe 
ABCD  may  be  discussed  as  follows: 

Let  the  air  occupy  the  portion  BC  of  a  pipe. 

Let  the  surface  of  the  water  in  the  reservoir  supplying  the 
[Mpe  be  Aj  ft.  vertically  above  E,  and  A,  ft.  above  D. 


Fig.  109, 


Also,  let  A,  be  the  difference  of  level  between  C  and  D,  h^ 
the  difference  of  level  between  B  and  C,  and  t  the  thickness  of 
the  water-layer  EF. 

Let  /^designate  the  head  equivalent  to  the  clastic  resistance 
of  the  air  in  BC.     Then,  approximately, 

*   '   a"  a    2g 
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FLOIV  IN  PIPE  OF  yARYING  DIAMETER. 


and 


H+k,- 


K-K 


d    2g' 

l^  being  the  length  of  the  portion  of  pipe  from  ^  to  £,  and 
/j  the  length  from  E  to  D. 
Adding  the  two  equations, 

/  being  total  length  of  pipe. 

But  A,  —  /  +  Aj  =  ^,  —  A, ,  very  nearly.     Hence 

d  2g' 

an  equation  showing  the  variation  of  v  with  a  variation  in  the 
height  A,  of  the  space  occupied  by  the  air. 

Note. — /^  of  course  varies  with  the  temperature. 
ai.  Flow  of  Water  in  a  Pipe  of  Vaiyliig  Diameter. — The 
variation  in  the  diameter  is  supposed  to  be  so  gradual  tliat  the 
^  fluid  filaments  may  still  be  assumed 

to  flow  in  sensible  parallel  lines. 

Consider   a   thin    slice  of    the 
moving  fluid,  bounded  by  the  trans- 
verse sections  AB,  CD,  distant  s 
and  s  4-  ds,  respectively,  from  an 
.  origin  on  the  axis  of  the  pipe. 

Let  p  be  the  mean  intensity  of 

pressure,  A  the  water  area,  P  the 

""'  '"^  wetted  perimeter  for  the  section  W5. 

Let  these  symbols  become  p -\- dp,  A -\- dA,  P  +  dP, 

respectively,  for  the  section  CD. 

Let  r  be  the  height  of  the  C.  of  G.  of  the  section  AS  above 
datum. 

Let  ^  +  </b  be  the  height  of  the  C.  of  G.  of  the  section  CD 
above  datum. 


!,<!.- 
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L«t  «,  H  -)-  ^K  be  the  velocities  of  flow  across  the  sections 
AB,  CD,  respectively. 

Then 
The  rate   of  increase    of 
momentum  of  the  slice 
ABCD  in  the  direction 
of  the  axis 


momentum     generated     by 
the  eflective  forces  acting 
upon  the  slice  in  the  same 
direction, 
du 


The  acceleration  in  time  dt  =  ~Au  . 

S 

The  total  pressure  on  AB  —  p  .  A,  and  acts  along  the  axis. 
The  total  pressure  on    CD  =  {p -\- df){A -{■  dA),   and  acts 

along  the  axis. 
The  total  normal  pressure  on  the  surface  ACBD  of  the  pipe 

=  2ff(r  +  -^f/+— Wc  =2 wr/.^C,  very  nearly. 

The  component  of  this  pressure  along  the  axis 
=  2«r/.^C.sin  B 
■=  2npr  .dr,  nearly, 

$  being  the  angle  between  A  C  and  the  axis. 

Thus  the  total  resultant  pressure  along  the  axis 
~pA  ~  {p  -{-  dp){A  +  dA)-\-2npr .  dr 
=  —  p  .dA  —  A  .dp-\-2Jipr  .dr 
=  -A.dp, 
since  A  =  irr*.  and  therefore  dA  =  2ffr .  dr. 

The  component  of  tie  weight  ofK\it:  slice  along  the  axis 

The  fricHonal  resistance  =.  P  .  AC .  F{u)  =  P  .  ds  .  f{u), 
very  nearly.     Hence 
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and  therefore 


.dp        M.du    ^    P  F(u), 
tv    '      ^       'Aw 


Integrating, 


tv  2g         2g  jr'r*' 


Then 


3g   V  8 


0' 


*+w+^+   /«  ^^'  =  *  constant. 

The  integration  can  be  efTected  as  soon  as  the  relation 
between  r  and  8  is  fixed. 

Example. — Take  r  =^  a-\-  bs,  and  assume  /  and  |2  to  be 
constant.     Then 

'  +  ^  +  ^  +  3-i^7^  =  a  constant. 


*  4-  "  +  —  +  Ti  -^  zi  =  a  constant. 

33.  EqtiiTaleat  Uniform  Uain. — A  water-main  usually 
consists  of  a  series  of  lengths  of  different  diameters. 

As  a  first  approximation  the  smaller  lasses  of  head  due  to 
changes  of  section,  etc.,  may  be  disregarded,  and  the  calcula- 
tions may  be  further  simplified  by  substituting  for  the  several 
lengths  a  single  pipe  of  uniform  diameter  giving  the  same  fric- 
tional  loss  of  head.     Such  a  pipe  is  called  an  equivalent  main. 
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Let  /, ,  /,,  /j  be  the  successive  len^s  of  the  main. 


Let  </,,  d^,  i/j  be  the  diameters  of  these  lengths. 

Let  », ,  I'll  »,  be  the  velocities  of  flow  in  these  lengths. 

Let  >S,,  A,,  Aj  be   the  frictional  losses  of  head  in  these 

lengths. 
Let  L,  d,  V,  k  \x  the  corresponding  quantities  {<x  the 

equivalent  uniform  main. 

Then 

A  =  A,  +  A,  4-  A,  +  .  .  .  , 


d  2g  d^    2g*^  d^  2^*^  rf,  2X  ^  ^ 


■^7- V,  +  V. +x  +  ■ ... 

where  it  is  assumed  that/is  the  same  for  the  several  Lengths 
of  the  main  and  also  for  the  equivalent  pipe. 
But 


v  =  Q  =  ^^v,  : 


:^  +  ^+i  +  e«.. 


an  equation  giving  the  diameter  i^  of  an  equivalent  pipe  having* 
the  same  total  frictional  loss  of  head. 
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Ex.  Wbat  must  be  the  diameter  of  a  uaifurm  pipe  which  tavf  be 
substituted  for  a  line  of  piping  consisting  of  an  Socvft.  length  of  ii-in. 
pipe  and  a  300-ft.  length  of  6-in.  pipe? 


and  therefore  d  =  .6738  ft.,  or  about  8  ins, 

33.  Bnutch  Main  of  Unifonn  Diameter.— In  a  branch 
main  AB  of  length  L  and  diameter  d,  receiving  its  supply 
at  A, — 

Let  Q^  be  the  way-service,  i.e.,  the  amount  of  water  given 

up  to  the  service-pipes  on  each  side. 
Let  Qf  be  the  end-service,  i.e.,  the  amount  of  water  dis- 
charged at  the  end  B. 
Then  it  may  be  assumed,  and  it  is  approximately  true,  that 

the  way-service  per  lineal  foot,  viz. ,  —p ,  is  constant. 

Thus  the  amount  of  water  consumed  in  way-service  in  a 
length  AC  of  the  main,  where  BC  =  s,  is 

while  the  total  amount  of  water  flowing  across  the  section  of 
the  pipe  at  C 

=  a  +  |-.="f. 

V  being  the  velocity  of  flow  at  C. 

Now  M,  the  frictional  loss  of  head  at  C  for  an  elementary 
length  ds  of  the  pipe,  is  given  by  the  equation 
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Integrating,  the  total  loss  of  head  is 

SPECIAL   CASES. 

Case  I.  Let  Q,'  be  the  total  discharge  for  the  same  fric- 
tional  loss  of  head.  A,  when  the  whole  of  the  way-service  is 
stopped.     Then 


S»a 

/■=/i  = 

,^(e.'+< 

and  therefore 

e."  =  c 

.'  +  2.0.+ 

Hence 

e,"> 

(a+i-: 

1'     and       < 

and  Q,'  lies  between  Q,  +  -^  and  Q^  -}-  --^ ,  its  mean  value 

being  a  +  -SSC.. 

Case  II.     If  there  is  no  end-service,  all  the  water  having 

been  absorbed  in  way-service,  Q,  =  o,  and  therefore  Q,'  =  -^ 

and 

Case  III.     If  Q,  =  o, 
dh  =  -j-j~^ds  =  elementary  frictional  loss  of  head. 
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Integrating  between  o  and  5, 


And  the  vertical  slope,   or   line  of  free  pressure,   becomes   a 
•cubical  parabola. 

Case  IV.  Let  the  main  receive  its  supply  at  A  from  a 
reservoir  X  in  which  the  surface  of  the  water  is  A,  above 
datum,  and  let  it  discharge  at  the  end  B  into  a  reservoir  Y  with 
its  surface  A,  above  datum,  Fig.  114. 


.^^^CC--^ 


Q,=  -~-\-\/{Q\y-' 


If  G«.=  *^iQ^''  Q.  =  °\  and  if  G»>  *'3G,'.  then  the 
reservoir  Y  will  furnish  a  portion  of  the  way-service. 

Suppose  that  X  gives  the  supply  for  the  distance  A0(=  /,) 
and  that  Y  supplies  BO  {=  /,). 

Let  s  be  the  height  above  datum  of  the  surface  in  a  pressure 
column  inserted  at  O. 

Then,  neglecting  the  loss  of  head  at  entrance, 


:  loss  of  head  between  A  and  C  = ,  T. ',, 

3  jr>rf*i»' 


K- 

'=(*.  +  '^) 

-('  +  'r) 

Also, 

/.  +  /,=   i. 

■  /Q.'i; 

"  3  '^'i'L'' 
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PROBLEM  OF  THREE  RESERVOIRS.  I9' 

34.  Three  Reservoirs  at  Different  Levels  connected  by  a 
Branched  Pipe. — Let  a  pipe  DO  of  length  /,  ft.  and  radius 
r,  ft. ,  leading  from  a  reservoir  A  in  which  the  water  stands 
A,  ft.  above  datum,  divide  at  0  into  two  branches,  the  one, 
OE,  of  length  /,  ft.  and  radius  r^  ft.,  leading  to  a  reservoir  B 
in  which  the  water  stands  A^  ft.  above  datum,  the  other,  OF, 
of  length  /j  ft.  and  radius  r,  ft. .  leading  to  a  reservoir  C  in 
■which  the  water  stands  A,  ft.  above  datum. 


Let  Vj ,   Vj,   I'j  be  the  velocities  of  flow  in  DO,  OE,  OF, 

respectively. 
Let  G, ,  (2, ,  G,  be  the  quantities  of  flow  in  BO.  OE,  OF, 

respectively. 
Let  z  be  the  height  above  datum  to  which  the  water  will 

rise  in  a  tube  inserted  at  the  junction. 
Two  problems  will  be  considered,  and  all  losses  of  head 
excepting  those  due  to  frictional  resistance  will  be  disregarded. 
Problem  L     Given  A,,  A,,  A,;  r^,  r^,  r^;  to  find  Q,,  (2,, 


;  j\,  v^,  I'j,  and  3.     Taking  —  —  a, 

K  ■ 


For  the  pipe  DO, 


-  .  .  (i)  and  I 


=  ffr,V,.  .  .  (2) 
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For  the  pipe  OB.^'f'''=<t'^  .  .  (3)    "     Q,  =  nr,\.  .  .  (*) 

OF.    ^'  =  «^'..(S)     "     Q,=  <ir,\.  .  .  (6} 

Also,  a  =  ±a+e,. &> 

From  these  seven  equations  the  seven  required  quantities- 
can  be  found. 

In  equations  (3)  and  (7)  the  upper  or  lower  signs  are  to 
be  taken  according  as  the  flow  is  from  O  towards  E  cm-  from  E 
towards  O. 

This  may  be  easily  determined  as  follows: 

Assume  ^  =  A, ,  and  then  find  f ,  and  v^  by  means  of  equa- 
tions (I)  and  {5),  and  hence  Q^  and  Q^  by  means  of  equations 
(2)  and  (6).  If  it  is  found  that  Q,  >  Q^,  then  the  flow  is  from 
O  to  E,  and  equations  (3)  and  (7)  become 


—^*=a^     and     (2,  =  0,  +  )3,; 

while  if  Qi<  Qg,  the  flow  is  from  E  to  0,  and  the  equations 
are 

A.  —  *         V  » 

J-^=i«r^     and     (3,+  G,=  i2i. 

A^fCf. — It  is  assumed  that  a{=  — )  isthesameforeachpipe. 

Special  Case.  (Fig.  1 1 3.)— Suppose  the  pipe  OE  closed 
at£. 

Also,  let  r,  =  rj  =  Tg  =  r,  and  let  V  be  the  velocity  of  flow 
from  A  to  C. 

The  "plane  of  charge  "  for  the  reservoir  .^  Is  a  horizontal 


atmospheric  pressure. 
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The  "  plane  of  charge  "  for  the  reservoir  C  is  a  horizontal 


p 
plane  7*5  distant  —  from  the  water- surface. 


F» 


Then,  neglecting  the  loss  of  head  at  entrance,  MN  is  the 
"line  of  charge."  or  hydraulic  gradient,  for  the  pipe  DF,  and 
is  approximately  a  straight  line. 

Let  the  ' '  plane  of  charge  ' '  KK  for  the  reservoir  B,  distant 

—  from  the  water-surface,  meet  MN  in  G. 


If  the  junction  O  is  vertically  below  G,  there  is 
.?. 


>  head 


available  for  producing  flow  either  from  E  towards  O  or  from 
O  towards  E,  and  hydrostatic  equilibrium  is  established. 

If  the  junction  0  is  on  the  left  of  G,  and  a  vertical  line 
OKHL  is  drawn  intersecting  KK,  MN,  and  MQ  in  the  points 
K,  H,  and  L,  there  is  the  head  HK  available  for  producing 
flow  from  0  towards  E. 
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If  the  junction  &  is  on  the  right  of  G,  and  the  vertical  line 
OHKL  is  drawn,  the  head  HK  is  now  available  for  producing 
flow  from  E  towards  0. 

Let  the  vertical  Hirough  G  meet  MQ  in  P,  and  take 
PG  =  Y.     Then,  approximately, 

_^ ^_PG__       Y 

/,  +  it~  MN~  QN~  A, -A,' 

and  therefore 

',  +  ','  '■ 

If  NL  <  V,  the  flow  is  from  t?  towards  £. 

ISJfL  >  y. E      •'        O. 

Again, 

and  therefore,  approximately, 

■*. -Ai  =  «^(/.  +  A) (i> 

Next  assume  the  junction  O  to  be  on  the  left  of  G,  and 
open  the  valve  at  E.     Then 

^  =  4: (^> 

e  —  h.         i\* 

--/— =  "7-; (4) 
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and  e,=  c.+e,, 

or  ^1  =  "1  +  'j- 

Thus 

'•^',+«  =  *,-■*.=  "«",'  +  '.".')  =7  j  '.C.+fJ+w}  ; 

and  theiefore 

^sV,  +  'j)  +  2/,i',i-,  +  /,^',*  -  (/,  +  ^a)f^  =  o. 
Hence,  assuming  v^  to  be  very  small  as  compared  with  I'',, 

.  =  F-  -'■"■-, 
•  ',  +  '. 

or 

where  Q=  nr^V. 

Thus  it  appears  that  if  a  quantity  Q^  of  water  is  drawn  off 
by  means  of  a  branch  from  a  main  capable  of  giving  a  total 
end-service  Q,  this  end-service  will  be  diminished  by  JQj,  \Q^ , 
lG,i  etc.,  according  as  the  junction  0  divides  the  pipe  DF  into 
two  portions  in  the  ratio  of  i  to  i,  i  to  2,  i  to  3,  etc. 

Note. — The  more  correct  value  of  i',  is 


W  +  'O"''. 


--ir 


Orifice  Fed  by  Two  Reservoirs. — Neglect  all  losses  of  head 
except  the  losses  due  to  frictional  resistance. 

When  the  valve  at  0  is  closed  the  flow  is  wholly  from  A 
to  C,  and  the  delivery  is 


V- 


■r'  \  -  A, 
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The  line  of  charge  (hydraulic  gradient)  is  ATN,  where 
.A. 


MR  = 


-.  NV. 


^"^i 


Open  the  valve  a  little:  a  volume  Q^  will  now  flow  through 
<),  and  a  volume  (2,  into  C,  where 

The  ' '  line  of  charge  ' '  becomes  the  broken  line  M\  N. 

As  the  opening  of  the  valve  continues,  the  pressure-head 
p 
at  O  diminishes,  and  when  it  is  equal  to  //,  -J the  line  of 

charge  is  J/2. V,  2A' being  horizontal.  Hydrostatic  equilibrium 
is  now  established  between  0  and  C,  and  the  whole  of  the 
water  from  A  passes  through  O,  the  delivery  being  given  by 


nV  /i,  -  jj. 


v^- 


Opening    0   still    further,    both    reservoirs  will   serve  the 
orifice,  and  the  line  of  charge  will  continue  to  fall. 
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When  the  valve  is  full  open  the  "  line  of  charge  "  is  M^J^, 
p 
■where  ^O  =     *,  and  the  discharge  is 


VvICt^^'I 


The  supply  from  A  is  equal  to  that  from  C  when  y  =  j. 

The  above  investigation  shows  the  advantage  of  a  second 
reservoir  in  emergent  cases  when  an  excessive  supply  is 
suddenly  demanded,  as,  e.g.,  on  the  occasion  of  a  fire. 

Ex.  A  34-in.  pipe  AB,  6000  ft.  long,  connects  two  reservoirs,  the  dif- 
ference ot  level  between  the  water-surfaces  being  150  ft.  From  a  junc- 
tion O  between  .4  and  Ba  t  3- in  pipe,  C,  3000  ft.  long,  connects  wit  1 1 
an  intermediate  reservoir  having  its  waicr-surface  ijoft.  above  that  of 
the  lowest  reservoir.  Discuss  the  distribution  (a)  when  AO  =  3000  ft. ; 
{i)  when  AO  =  4000  ft.;  and  find  (1)  tlie  position  ol  0  so  that  there  ma- 
o  flow 


Fig.  IIS. 
Take  the  lowest  w 


lurface  as  thedatum  plane.    Also  assume  that 
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If  a  piezometer  is  inserted  at  O,  the  w 
M  above  datum.     Then 
ia)  Fig.  IIS-- 

Between  A  d,ni  O 

ago  -  t     _     »/_ 


3000  } 

Between  O  and  C 

4000  ~       I  ~ 

To  find  the  dirtction  0/  the  flow  in  OC,  let  »  =  150,  then  z"!  =:  o, 
twt'  =  A.  ctVi'  =  A.  and  ilierefore  t'l  >  »i.  Thus  more  wktcr  flows 
from  A  to  O  tban  is  required  for  the  lowest  reservoir,  and  a  portion 
must  flow  to  the  intermediate  reservoir.     Hence  2  >  1  jo  ft.,  2nd 

2.-2.  +2.. 


A.  '  6000a  '     iC 


B7  trial  this  gives  7  = 
in  eqs.  (I), 

»,'  =  211.S.  o 
»•'  =  91.  1 
fj'  =  201.25,  *> 


4/1500  —  6*  =  T  ^■u  —  300  +  4/31. 

161   ft.,  very  nearly,   and  tlien,   substituting 


:  14.916  ft.  per  secq 

=  3.017  " 

=  14.186  "   " 


X  14.916  =  46.879  cu.  ft.  ptr  sec , 
X    3.027  =    2.378      " 
,—  X  14.186  =44.5^4     "  " 


and  Gi  +  i2i  =  46.962  =  fii.very  newly. 
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<fl  Pig.  i«6: 

Between  A  and  O 

250- s  ,1 

Between  O  and  B 

±  'SOT  > . 


If «  =  I  $0,  7/t  =  o,  ow,'  =  A,  and  awi'  =  A.  Thus  w,  >  wi  and  there- 
fore fit  >  fii .  BO  that  more  water  flows  10  the  lowest  reservoir  than  is 
supplied  by  the  highest  reservoir.  Hence  the  balance  must  come  front 
the  intermediate  reservoir  and  i-  <  150  ft. 

Also.  g,  +  (2,  =  Q„ 


4000a      4       ™»        '   « 


or  f^ijoo  —  6s  +  —  ^yxi  —  2z  =  \i'(tt. 

By  trial  this  gives  <  =3  96,  very  nearly,  and  then,  substituting  in 
«qs.  (ID, 


I'.* 

=  191.S.   or 

vi  =  13.874(1 

per  sec. 

».' 

=  45.        <"■ 

*,  =    6.709  •' 

Pi' 

=  240.      or 

v.  ~  15492  ■' 

Hence,  also. 

C 

23    2' 

7    4 

X  13-874 

=  43-604  cu.  ft. 

per 

sec., 

fi. 

~  T  '4 

1'  X  6.709 

=  5.271    •■ 

e. 

~  y '4 

2' XI  5.491 

=48.689  " 

=  Q 

+  Q 

very  nearljr. 

W 

Lct^O  = 

X.     Then, 

since  f ,  =  0,  a 

= 

soft. 

and  therefore 

250  -  150 

=  av,*  =5  avt*  = 

„ 

150 
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Problem  II.  .  Given  A,,  A,,  k^;    Q^,  g,.  and  therefore 
Gi  (=  ±  G,+  ej;  to  find  r,,  r„  r„  i-,,  p„  v,,  «. 
As  before,  let  s  be  the  pressure-head  at  O.     Then 

A,  -  ^,        V? 

-L  -__!  =  flr-i-   .     ,     ,     (,)     and     g,  =  Tr,»i',;       .     .     (2) 

j^      *=%;•     ■     ■     (3)       "       (2,=  'r^V,;       .     .     (4) 

^-X-'=*7-    ■     •     •     (S)       "       G5='rr,hv       .-     .     (6> 

These  six  equations  contain  the  seven  required  quantities, 
viz,,  Tj,  fj,  r,,  TJ;,  », ,  iij,  and  z.  Thus  a  seventh  equation 
must  be  obtained  before  their  values  can  be  found.  This 
equation  is  given  by  the  condition  ' '  that  the  cost  of  the  piping- 
laid  in  place  should  be  a  minimum,"  it  being  assumed  that  the 
*  cost  of  a  pipe  laid  in  place  is  proportional  to  its  diameter. 
Hence 

/,r,  ^-  /^,  -|-  Z,^,  =  a  minimum.      .     .     .     (7^ 

From  equations  (l)  and  (2),        -~ —  =  —^\; 

(3)    "    (4).  ^ ■  =  ^' 

"         (5)    "    (6).        -y-*=^.. 
I^fferentiating  these  three  equations, 

*_^s"e,'  ,  . 
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But,  by  equation  (7), 


Hence 


Q*-^Q^^Qr ^^ 

which  is  the  seventh  equation  required. 

This  last  equation  may  be  written  in  the  forms 

—.  =  ±  ^  +  -^ 
and 

^!=±^+% 

35.  Mains  with  any  Required  ITumber  of  Branches. 

Let  there  be  n  junctions  and  tn  pipes. 

Let  A, ,  A,,  .  .  .  A„  be  the  tn  pressure-heads  at  the  end  of 

each  successive  length  of  pipe. 
Let  ^, ,  £j,  .  .  ,  a',  be  the  «  pressure-heads  at  the  1st,  2d, 

3d,  .  .  .  frth  junctions. 
Let  /,,/,,.../„  be  the  lengths  of  the  nt  pipes. 
Problem  L     Given  A,,  A,,  .  .  .  A„,   ^, ,   r,,  .  .  .  r„;  to 
find  w, ,  Vj,  .  .  .  v„,  *, ,  s',,  .  .  ■  z^. 

There  are  «  equations  of  the  type -. — ~  =  a—. 

Also,  the  quantity  flowing  through  the  first  portion  of  the 
main  is  equal  to  the  sum  of  the  quantities  flowing  through  all, 
the  branches  at  the  first  junction,  and  an  analogous  equation 
will  hold  for  each  of  the  remaining  »  —  1  junctions.  Thus  n 
additional  equations  are  obtained. 

From  these  m  -\-n  equations  I'j  i', ,  ,  .  .  t'„ ,  «■, ,  z^, 
.  .  .  «,  may  be  found  analytically  or  by  the  method  of 
repeated  approximation. 
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Problem  II.     Given  A,,  A,,  .  .  .  &^.  C,.  G,,  ■  •  ■  Qm 


There  are  now  only  m  equations  of  thetj^w 


involving  m  -^-  n  unknown  quantities,  and  the  problem  admits 
of  an  infinite  number  of  solutions. 

It  is  therefore  assumed  that  the  cost  of  the  piping  laid  in 
place  is  to  be  a  minitmtm.  Thus  »  new  equations  are  obtained, 
and  the  m-^-  n  equations  may  be  solved  analytically  or  by 
repeated  trial. 

Note. — The  maximum  velocity  of  flow  in  town  mains  is 
from  2  to  7  ft,  per  second. 

a6.  Variation  of  Telocity  in  a  Transverse  Section. — 
Assumption. — That  the  water  in  any  portion  of  a  pipe  is  made 
up  of  an  infinite  number  of  hollow  concentric 
cyhnders  of  fluid,  each  moving  parallel  to 
the  axis  with  a  certain  definite  velocity. 

Let   u   be  the  velocity  of  one   of  these 
cylinders  of  radius  x  and    thickness    dx. 
Then   the  flow  across   a  transverse  section 
*■  is  given  by  the  equation 


:  2nx  dx  .  w, 


and  the  total  flow 


Q=2xjuxdx (i) 

or  the 

Q  _  ^./T' 


r  being  the  radius  of  the  [upe. 

If  f  M  be  the  mean  velocity  for  the  whole  traivsvcrsc  sectioo 
of  the  pipe, 


w 
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Again,  assuming  with  Navier  that  the  surface  resistance 
between  two  concentric  cylinders  is  of  the  nature  of  a  viscous 

resistance  and  may  be  represented  by  *—  per  unit  of  area  at 

the  radius  x,  k  being  a  coefficient  called  the  coefficient  of 
viscosity,  then  the  total  resistance  at  the  radius  x  for  a  length 
ds  of  the  cylinder 

,      ,dti  du 

=  —  inx  .  as  .  k-.-  =  —  ink  .  ds  .  x-r. 
dx  dx 

The  total  resistance  at  the  radius  x  -^  dx 

'  du        d  I  du\     1 


^+^''*-4'£+s(-'sH- 


Hence  the  total  resultant  resistance  for  the  length  ds  of  the 
cylinder  under  consideration 

The  component  of  the  weight  of  the  slice  of  the  cylinder 
in  the  direction  of  the  axis 

■^  w  .  2«x  .  dx .  ds  .  sin  B, 

1>  being  the  inclination  of  the  axis  to  the  horizon. 

Lef  —  ds  he.  the  fall  of  level  in  the  distance  ds.     Then 

—  dz  ^  ds  .  sin  6. 

Therefore  component  of  weight  in  direction  of  axis 

=  —  W  ,  2Jr4:  dx  .  ds. 
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The   resultant   pressure   on    the  slice  in   the   direction   of 
motion 

=  \fi  —  ifi  +  dp)\27tx  .dx=~~  2XX  .  dx  .  dp. 

Then,  since  the  motion  is  uniform, 

tu.2iik.ds  •  j^p  j")"^  —  w,2nx  .dx.  ds~2nx  ,dx.  dp  =  O, 

and  therefore 

k  .ds  d  I  du\         ,        dp 

-T\^ J    \—dB ^  =  O. 

X     dx\  dx)  w 

Integrating  only  for  the  cylinder  under  consideration, 
ks  d  I  du\       I        p\ 


function  off  (Art.  5,  Chap.  II).     Hence 

I    d_l  du\ 
V  diVdi) 


Therefore 
Integrating, 


'''^=^' (3) 


Assuming  that  the  central  fluid  filament  is  the  filament  of 


J        du      Ax' 

and     x^-  =  , 

dx        2 
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and  therefore 

di'^i « 

Integrating,  Eq.  4, 

4 

C  being  a  constant  of  integration. 

Since  dp  is  the  difference  of  intensity  of  pressure  on  the 
ends  of  the  cylindrical  slice, 

—  2JIX  .  ds  .  k-j    =  113^  .  dp  =  «-.r*w .  dk. 

Therefore 

du  wx  dk  wxi 

dx~  ~  2k  di  ~         2k' 

and,  by  equation  (4), 


Let  «„„  be  the  velocity  of  the  central  filament,  i.e.,  the 
value  of  u  when  x  =  o.     Then 


■.-^^  =  DA      ■      •     •     .     (S) 


Again,  by  equation  (l), 

Q  =  11  f  («„,.  -  Djc>)x  .  dx  =  Tr«(»„  -  ^ ; 
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and  by  equation  (2), 

w_  =  «„^.  -    2  - (6) 

If  tt,  =  velocity  at  pipe  wall,  then,  by  equation  (5), 

u,=  u^~D^ (7) 

Hence,  by  equations  (6)  and  {7), 

«,  +  «m«.  =  2^'« (8) 

r* 
If  u  =  o  when  x  =  r,  then  (T  =  —  ^— ,    and 


Note, — In  a  paper  by  Gardner  S.  Williams  and  others,  in  the  Pro- 
ceedings of  the  Am.  Soc.  of  C.  E.  for  May,  1901,  giving  the  results  of 
ezperiAients  on  the  flow  of  water  in  pipes,  ihe  inferences  are  made; 
tliat  at  ordinary  velocities  of  flow,  and  under  normal  conditions,  ihe 
ratio  of  the  mean  velocity  to  the  maximum  is  ,84;  that  in  a  straight 
pipe  there  will  be.  under  some  conditions,  a  diSerence  of  pressure  at 
different  points  in  the  circumference  of  the  same  cross-section;  that 
the  normal  curve  of  velocities  is  an  ellipse;  thaf  the  effect  of  a  flow 
disturbance  is  felt  many  diameters  t>eyond  the  point  at  which  it  occurs; 
that  for  a  maximum  flow  careful  alignment  is  as  necessary  as  a 
smooth  interior. 
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27.  Ganging  of  P4»e-fl0W.— A  variety  of  meters  have 
been  designed  tx)  roister  the  quantity  of  water  delivered  by  a 
pipe.     The  principal  requisites  of  such  a  meter  are: 

1.  That  it  should  register  with  accuracy  the  quantity  of 
water  delivered  under  different  pressures. 

2.  That  it  should  not  appreciably  diminish  the  effective 
pressure  of  the  water. 

3.  That  it  should  be  compact  and  adaptable  to  every 
situation. 

4.  That  it  should  be  simple  and  durable. 

The  Venturi  Meter  (Fig,  118)  is  so  called  from  Venturi, 
who  first  pointed  out  the  relation  between  the  pressures  and 
velocities  of  flow  in  converging  and  diverging  tubes. 


Fig.  118. 

As  shown  by  the  longitudinal  section.  Fig.  1 19,  this  meter 
consists  of  two  truncated  cones  joined  at  the  smallest  sections 
by  a  short  throat-piece.  At  A  and  B  there  are  air-chambers 
with  holes  for  the  insertion  of  piezometers,  by  which  the  fluid 
pressure  may  be  measured.  By  Art.  5,  Chap.  I,  the  theoretical 
quantity  Q  of  flow  through  the  throat  at  A  is 
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<»i ,  dj  being  the  sectional  areas  at  A  and  B,  respectively,  and 
H^  —  H^  the  difference  of  head  in  the  piezometers,  or  the 
* '  head  on  Venturi, "  as  it  is  called. 


Introducing  a  coefficient  of  discharge  C,  the  actual  delivery 
through  A  is 


^^rffi;;"^^''^- 


//,). 


An  elaborate  series  of  experiments  by  Herschel  gave  C 
values  varying  between  .94  and  1.04,  but  the  great  majority  of 
the  values  lay  between  .96  and  .^. 
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The  piezometers  may  be  connected  with  a  recorder,  and 
thus  a  continuous  register  of  the  quantity  of  water  passing 
through  the  meter  may  be  obtained  at  any  convenient  position 
within  a  radius  of  1000  ft.  This  distance  may  be  extended  to 
several  miles  by  means  of  an  electric  device. 
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Other  meters  may  be  generally  classified  as  Piston  or 
Reciprocating  Meters  and  Inferential  or  Rotary  Meters.  They 
are  all  provided  with  recorders  which  register  the  delivery  with 
a  greater  or  less  degree  of  accuracy. 

The  piston  meter  (Fig.  120)  is  the  most  accurate  and  gives 
a  positive  measurement  of  the  actual  delivery  of  water  as 
recorded  by  the  strokes  of  the  piston  in  a  cylinder  which  is 
iilled  from  each  end  alternately.     Thus  an  additional  advantage 


Fig.  121.— The  Buffalo  Meter. 

possessed  by  a  water-engine  is  that  the  working  cylinder  will 
also  serve  as  a  meter. 

In  inferential  meters  a  drum  or  turbine  is  actuated  by  the 
force  of  the  current  passing  through  the  pipe,  but  it  often 
happens  that  when  the  flow  is  small  the  force  is  insufficient  to 
cause  the  turbine  to  revolve,  and  there  is  consequently  no 
register  of  the  corresponding  quantity  of  water  passing  through 
the  meter. 
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(N.B.    Takcf  =  31  aa<I  6^  gallons  =  1  cu.  ft.  ualess  otherwii«  specified.} 

t.  A  water-main  is  to  be  laid  with  a  virtual  slope  of  t  in  S50,  and  is 

to  give  a  masimum  dischat^e  of  SS  cubic  feet  per  second.     Deterinine 

the  requisite  diameterof  pipe  and  the  maximum  velc>city,taking/=.oo64. 

yJw.  3.679  ft.;  3.2888  ft,  per  sec. 

Z,  Find  the  loss  uf  head  due  to  friction  in  a  pipe ;  diameter  of  pipe 

=  12  in.,  length  of  pipe  s=  5280  ft.,  velocity  of  flow  =  3  ft.  per  second  ; 

y  =  .0064.    Also  find  the  discharge. 

Ans.  19.008  ft.;  2.3562  cu.  ft.  per  sec. 

3.  A  pipe  has  a  fall  of  to  ft.  per  mile  1  it  ia  lo  miles  long  and  4  ft.  in 
diameter.     Find  the  discharge,  assuming/  =  .0064, 

^«f,  54.7  cu.  ft.  per  sec. 

4.  A  pipe  discharges  250  gallons  per  minute,  and  the  head  lost  in 
friction  is  3  ft.  Find  approximately  the  head  lost  when  the  discharge 
is  300  gallons  per  minute  ;  also  find  the  work  consumed  by  friction  in 
both  cases.  Am.  4.32  ft.;  7500  fi.-lbs.;  12,960  ft.-lbs. 

J.  What  is  the  mean  hydraulic  depth  in  a  circular  pipe  when  the 

water  rises  to  the  height = —  above  the  centre  ? 

^2^2  ,0 

Ans.  —   X  diameter. 
33 

6.  A  12-inch  pipe  has  a  slope  of  12  feet  per  mile;  find  the  discharge. 
(/■=  .005.)  Aru.  2.118  cu.  ft.  per.  sec. 

7.  The  mean  velocity  of  flow  in  a  24-in.  pipe  is  5  ft,  per  second ;  find 
its  virtual  slope./being  .0064.  Arts.  1  in  200. 

5.  Calculate  the  discharge  per  minute  from  a  24-in.  pipe  of  4000  ft. 
length  under  a  head  of  80  ft.,  using  a  coeflicient  suitable  for  a  clean  iron 
pipe.  Alts.  34-909  en,  ft.  per  sec. 

9.  How  long  does  it  take  to  empty  a  dock  whose  depth  is  31  ft.  6 
ins.  and  which  has  a  horizontal  sectional  area  of  ;jo,ooo  sq.  ft.,  through 
iwa  7-ft.  circular  pipes  50  ft.  long,  taking  into  account  resistance  at  en- 
trance? Ans.  2r4  min.  6  sec 

10.  The  virtual  slope  of  a  pipe  is  i  in  700 ;  the  delivery  is  180  cubic 
feet  per  minute.     Find  the  diameter  and  velocity  of  flow. 

Ans.  1.26  ft,;  2.401  ft,  per  sec. 

11.  Determine  the  diameter  of  a  clean  iron  pipe.  100  feet  in  length, 
which  is  to  deliver  .5  cu.  ft.  of  water  per  second  under  a  head  of  5  feet. 
Assume/=  .006.  Ans.  .328  ft. 

12.  A  reservoir   of   io,ooo  sq.   ft.   area  and   too  ft.  deep  dischaiges 
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through  a  pipe  34  ins.  in  diam.  and  zooo  ft.  in  length.  Find  the  velocity 
oi  flow.  What  should  the  diam.  be  in  order  that  the  reservoir  may  b« 
«mpiied  in  two  hours?     (/=.()o64,)     Afu.  15.37  (t.  per  sec;  40923  ft. 

13.  The  pressure  from  an  accumulator  at  the  entrance  of  a  d-in.  pipe 

Z.  ft.  long  is  1000  lbs.  persq.  in.     If  A'^  is  the  total  H.P.  available  at  ihe 

f  ^  \'i 
inlet,  show  that  the  H.P.  absorbed  in  frictional  resistance  is(  ~7~|-7i 

/beine —  =.0081. 

14.  The  delivery  at  the  end  of  a  3-inch  pipe  is  11^  H.P.  The  total 
eiTective  liead  at  the  entrance  to  pipe  is  896  feet.  The  loss  in  frictional 
resistance  is  21  percent.  Find  the  distance  to  which  the  energy  is 
transmitted.  Aits,  ij.ooo  ft.,/ being  .0064. 

1 5.  A  reservoir  has  a  superficial  area  of  11,000  ft.  and  a  depth  of  60 
ft.;  it  is  emptied  in  60  minutes  through  yi)»r  horizontal  circular  pipes, 
equal  in  diameter  and  jo  ft.  long.     Find  the  diameter.    (/  =  .0064.) 

Am.  1 .786  ft. 
Explain  how  the  total  head  is  made  up,  and  draw  the  plane  of  charge. 

16.  A  3-inch  pipe  is  very  gradually  reduced  to  }  inch.  If  the  pres- 
sure-head in  the  pipe  is  40  ft.,  find  the  greatest  velocity  with  which  the 
water  can  flow  through.  Ans,  1.4  ft.  per  sec. 

17.  Water  flows  through  a  24-inch  pipe  jooo  yards  in  length.  At  1000 
yards  it  yields  up  300  cubic  feet  per  minute  to  a  branch.  At  2800  yards 
it  yields  up  400  cubic  feet  per  minute  to  a  second  branch.  At  4000 
yards  it  yields  up  600  cubic  feet  per  minute  to  a  third  branch.  The  de- 
livery at  the  end  is  500  cubic  feet  per  minute.  Find  the  head  absorbed 
by  friction.     (/ =  .0075.)  Aiis.  177.801  ft. 

18.  Find  the  H.P.  required  to  raise  550  gallons  per  minute  to  a  height 
of  60  feet,  through  a  pipe  100  feet  in  length  and  6  in.  in  diameter,  the 
coefficient  of  friction  being  .0064.  Ans.  10.74. 

19.  What  head  of  water  is  required  for  a  S-in.  pipe,  150  ft.  in  length, 
to  carry  off  25  cu.  ft.  of  water  per  minute  ?  Ans.  1.56223  ft. 

What  head  will  be  required  if  the  pipe  contains  two  rectangular 
knees?  Arts.  1.84918  ft. 

:o.  Determine  the  delivery  of  a  2-in.  pipe,  48  ft.  long,  under  a  5-ti. 
head, /being  .005,  Aits.  .1449  cu.  ft.  per  sec. 

What  will  be  the  delivery  if  the  pipe  has  5  small  curves  of  90*  cur- 
vature, the  ratio  of  the  radius  of  the  pipe  to  that  of  the  curves  being 
1:2?  Ahs.  .1381  cu.  ft.  per  sec. 

21.  The  curved  buckets  of  a  turbine  form  channels  12  in.  long.  1  in. 
wide,  and  2  in.  deep  ;  the  mean  radius  of  curviiture  of  ihe  axis  is  8  in.; 
the  water  flows  along  the  channel  with  a  velocity  of  50  ft.  per  minute. 
What  is  the  head  lust  througii  curvature?  Am,  .0013S  ft. 

22.  Find  the  power  transmitted  by  water  flowing  at  80  ft.  per  sec.  in 
a  36-inch  pipe,  the  metal  being  ij  inches  thick  and  the  allowable  stress 
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2800  lbs.  per  square  inch.    If  the  pipe  is  i\  miles  in  length,  find  the  loiis 
of  power.  Am.  576  H.  P.;  730.2  ft.-lbs. 

33.  Find  the  diameter  of  a  pipe  }  mile  long  to  deliver  1500 gallons  of 
water  per  minute  witli  a  loss  of  20  feet  of  head.    (/  =  .005.) 

Ant.  1.0135  ft, 

24.  Water  is  to  be  raised  20  ft.  through  a  3o-ft.  pipe  of  6  in.  diameter. 
Find  the  velocity  of  flow,  assuming  that  10  per  cent  of  additional  power 
is  required  to  overcome  friction,  and  thaty  =  .0075. 

Ant.  8.44  ft,  per  sec. 

25.  In  a  pipe  3280  ft.  in  length  and  delivering  6750  gallons  per  min., 
the  loss  of  head  in  friction  is  83  ft.  Taking/  =  .0064,  find  the  diameter. 

Ans.  1,527  ft. 

26.  Calculate,  by  Thrupp's  formula,  the  flow  through  a  4-in.  rough 
wrought-iron  pipe  having  a  fall  of  33  feet  per  mile. 

Ant.  .1426  cu,  ft,  per  sec. 

27.  A  clean  6-in.  pipe  has  a  virtual  slope  of  1  per  400.  Taking 
/  =z  .005,  find  the  velocity  of  steady  flow,  the  discharge,  and  the  energy 
absorbed  in  frictional  resistance  in  1000  feet. 

Ans.  2lt.perscc.;  11  cu.  ft.  per  see;  6I1W  ft,-lbs. 

28.  A  6-in.  pipe,  500  ft.  long,  discharges  into  a  3-in.  pipe,  also  500  fi. 
long.  Tlie  effective  bead  between  tbe  inlet  and  outlet  is  10  feet.  Find 
the  dischai^e,  taking /=  ,0064,  and  making  allowance  for  the  resistance 
at  the  inlet.  Am.  .1703  cu   ft.  per  sec, 

29.  How  far  can  100  H.P.  be  transmitted  by  a  3l-in,  pipe  with  a  loss 
of  head  not  exceeding  25  per  cent  under  an  effective  head  of  750  lbs.  per 
square  inch  ?  Am.  5426.3  ft. 

30.  A  pipe  2000  ft,  long  and  2  ft,  in  diameter  dischai^es  at  the  rate 
of  16  ft,  per  second,  Fir\d  the  increase  in  the  discharge  if  for  tbe  last 
1000  ft,  a  second  pipe  of  same  size  be  laid  by  the  side  of  the  first  and 
connected  with  it  so  that  the  water  may  flow  equally  well  along  either 
pipe.  Am.  7.24  cu.  ft  per  sec, 

31.  A  pipe  of  length  /and  radius  r  gives  a  discharge  Q.  How  will 
the  discharge  be  aflected  (1)  by  doubling  the  radius  for  the  whole 
length ;  (2)  by  doubling  the  radius  for  half  the  length ;  (3)  by  dividing  it 

into  three  sections  of  equal  length,  of  which  the  radii  are  r,  —,  and  — , 

respectively  ?    (/  =  coeflicient  of  friction,) 

Ans.  1.  New  discharge  =  aQ[\ 


■VS24.712'-  +  42a8/f/  ' 
yi.  A  24-iii.  pipe  1000  (t.  long  gives  a  discha^e  of  Q  cubic  feet  of 
water  per  minute.     Determine  the  change  in  {2  by  the  substitution  for 
the  foregoing  of  either  of  the  following  systems:  (i)two  lengths,  each 
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of  looo  ft.,  whose  diHmetera  are  24  ins.  and  48  ins.  respectively  ;  (2)  four 
lengths,  each  of  500  ft.,  whose  diameters  are  34  in*..  18  ins.,  16  ins.,  and 
34  ins. 

Draw  the  "plane  of  chaise  '  in  each  ease. 

Ans.  (i)  Dischai^  is  increased  33.3  per  cent  taking  loss  at 
change  of  section  into  account; 
Discharge  is  increased  35.7  per  cent  disregarding  loss 
at  change  of  section. 
(2)  Discharge  is  diminished  4%   per  cent  disregarding 
losses  at  change  of  section. 

33.  Q  is  the  discharge  from  a  pipe  of  length  /  and  radius  r ;  examine 
the  effect  upon  Q  of  increasing  rtonr  for  a  length  tni  o(  the  pipe. 

(        i+'f        r 

Ans.  New  discharge  =  Q I  3       3///       ';rt  i^  |  <"' " '^*  [  " 

34.  A  5-in.  pipe.  300  ft.  long,  discharges  into  a  3-in.  pipe,  300  ft. 
long,  the  total  fall  being  5  feet.  Find  the  quantity  of  flow  in  gallons 
per  hour,  Ans.  4080 

35.  A  main,  looo  ft.  long  and  with  a  fall  of  ;  ft.,  discharges  into  two 
branches,  the  one  750  ft.  long  with  a  fall  of  J  ft.,  \hc  Other  350  ft  long 
with  a  fall  of  1  ft.  The  longer  branch  passes  twice  as  much  water  as 
the  other  and  the  total  delivery  is  47^  cu.  ft  per  minute.  The  velocity 
of  flow  in  the  main  is  3l  (t,  per  second  Find  the  iiametersof  the  main 
and  branches.     (/  =  .0064.)  Am.  63245  ft. :    51  ft. ;  .36  ft. 

36.  The  water  in  a  12-in.  main,  800  ft.  long,  flows  at  the  rate  of  i  ft. 
per  second  and  one  Ihird  of  the  water  's  discharc-ed  into  a  branch  300  ft. 
long  witli  a  fall  of  i  in  40,  while  the  remainder  passes  into  a  6oo-ft. 
branch  with  a  fall  of  i  in  60.  The  elTective  head  between  the  inlet  and 
outlet  of  the  main  is  2^  ft.  Find  the  total  discharge  and  the  diameters 
of  the  branches.  taking/=  .0064,  and  mak-ng  allowance  for  loss  at  inlet 
but  disregarding  losses  at  the  iunction. 

Am.  94*  cu.  ft.  per  sec. ,  .27  fl. :  .39  ft. 

37.  If  a  pipe  whose  diameter  is  8  ins.  suddenly  enlarges  to  one  whose 
diameter  is  13  ins.,  find  the  power  required  to  force  1000  gallons  per 
minute  through  the  enlargement,  and  draw  lo  scale  the  plane  o(  charge. 

Am.    Energy  expended  =  .1377  H.P. 

38.  1000  gallons  per  minute  are  forced  through  a  system  of  pipes 
AB,  BC.  CD.  of  which  the  lengths  are  100  ft,,  50  ft.,  and  120  ft.,  and  the 
radii  6  ins..  3  ins..  <ind  4  ins.,  respectively.  Draw  to  scale  the  plane  of 
charge. 

Am.  Loss  in  friction  from  A  io  B  =    14.744  ft.;  loss  at  B  =  14.56  ft. 

i/ 10  C=  335.9      ■•  :    ■■     '•  C=    8.819" 

£-10^=134.36    " 
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39.  A  pipe  4  ins.  in  diameter  suddenly  contracts  to  one  3  ins.  lit . 
diameter;  And  tlie  power  necessary  to  force  350  gallons  per  minute 
through  the  sudden  contraction.  Aai.  1.23997  H.P. 

40.  Water  flows  from  a  3-in.  pipe  through  a  ij-in.  onRce  in  a  dia- 
pbr^m  Into  a  a  in.  pipe.  What  head  is  required  it  the  delivery  is  to  be 
8  cu.  fl.  of  water  per  minute.'  /Ins.  3.826  ft. 

41.  500  gallons  0/  water  per  minute  are  forced  through  a  continuous 
line  of  pipes  A&,  BC,  CD.  of  which  the  radii  are  3  ins.,  4  ins.,  2  ins.,  and 
the  lengths  100  fl.,  150  ft.,  and  80  ft.,  respectively.  Find  the  tota/]oss 
of  head  fa)  due  to  tiie  sudden  changes  of  form  at  Ji  and  C,  (i)  due  to 
friction.  Find  (c)  the  diameter  of  an  equivalent  uniform  pipe  of  the 
same  total  length. 

Ani.  (a)  .1378  (t.;   1.152  ft. 

(*)  3.688  ft.  in  AB;  1.313  ft.  in  SC;  22.393  ft- '«  CA 
(<:).42i2fl. 

42.  AB,  SC,  CD  is  a  system  of  three  pipes  of  which  the  lengths  are 
1000  ft.,  ;oft.,  and  800  ft,,  and  ihe  diameters  24  ins.,  12  ins.,  and  24  ins., 
respectively ;  the  water  flows  from  CD  through  a  i-in.  orilice  in  a  thin 
diaphragm,  and  the  velocity  of  flow  in  AB  is  2  ft.  per  second.  Draw 
the  plane  of  charge  and  find  the  mechanical  effect  of  the  efBux, 
/  being  .0064, 

Am.  Loss  at  C  =  A  ft. ;  at  5  =  Jft  ft.;  in  friction  from  A  to 
B  =  ,Z  ft. ;  from  B  xn  C  =  1.28  ft,  j  from  C  to  2?  =  .64  fl, ;  enei^ 
of  )et=  14.811I  H.P. 

43.  1000  gallons  per  minute  flows  through  a  sudden  contraction  from 

12  ins.  to  8  ins.  at  A,  then  through  a  sudden  enlargement  from  8  ins.  to 

13  ins.  BX  B,  the  intermediate  pipe  AB  being  100  ft.  long.    Draw  the 
plane  of  charge,/  being  .0064. 

Am.  Loss  aXA  =  .288  ft. ;  at  .£  =  .281  ft.  ;  in  friction  from  A 
10  B  =  3.499  ft. 

44.  Water  flows  from  one  tube  into  another  of  /vice  the  diameter ; 
the  velocity  in  the  latter  is  10  ft.  Find  the  head  corresponding  to  the 
resistance.  Ans.  14.0625  ft. 

45.  A  2-in.  pipe  A  suddenly  enlarges  to  a  3-in.  pipe  B,  the  quantity 
of  water  flowing  through  being  100  gallons  per  minute.  Find  the  loss 
of  head  aii<l  the  difference  of  pressure  in  the  pipes  (i)  when  the  flow  is 
from  A  to  Ji ;  (2)  when  the  flow  is  from  S  to  A,  Cc  being  .66. 

Arts,  (i)  I^ss  of  head  =    8.639  '"■ 

.   Gain  of  pressure-head  =  '3-83     " 

(2)  Loss  of  head  =    7-428  " 

Diminution  of  pressure-head  =  29.88     " 

46.  A  3-in.  horizontal  pipe  rapidly  contracts  to  a  i-in.  mouthpiece, 
whence  the  water  emerges  into  the  air,  the  discharge  being  660  lbs.  per 
minute.    Find  the  pressure  in  the  3-in.  main. 
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H  the  3-in.  pipe  is  200  ft.  in  length  and  receives  water  from  an  upen 
tank,  find  the  height  of  the  tank./being  .005. 

Afis.  1003.5  "3s,  per  sq.  ft, ;   19.92  ft. 

47.  A   horizontal   pipe   4   ins.    in   diameter   suddenly   enlarges   to  a   * 
diameter  of  6  ins. ;  find  the  force  requiretl  to  cause  a  flow'of  300  giiHons 
of  water  per  minute  through  the  sudden  enlargement. 

Ans.  .06  H.P. 

48.  tooo  gallons  per  minute  is  10  be  forced  through  &  system  of 
pipes  AB.  BC.  CD,  of  which  tlie  lengths  are  100  ft..  50  ft..  110  ft.,  and 
the  radii  4  ins.,  6  ins.,  and  3  ins.,  respecLively.  What  must  be  diameter 
of  equivalent  uniform  pipe  ?    Draw  the  plane  of  charge, /being  .0064. 

Ans.  Dianieier  —  3.4  ins. ; 
loss  in  friction  from  ^  to  £  =  111.96    ft.;  loss  at  .f  =    4.499  ft.; 

•'      BtoC=       7.37a C  =  14,56    " 

CtoZ>=  566.17     ■• 

49.  Find  the  H.P.  required  to  pump  1,000,000  gallons  of  water  per 
day  of  24  hours  to  a.  height  of  300  ft.  through  a  line  of  straight  piping 
3000  ft.  long,  the  diameter  of  the  pipe  bewig  8  ins.  for  the  first  1000  ft., 
6  ins.  for  the  second,  and  4  ins.  for  the  third,  allowance  being  made  for 
the  loss  at  inlet  and  the  losses  at  abrupt  changes  of  section  ;  also  4  Is  to 
be  taken  as  the  coefficient  of  resistance  for  pump-valves.  (At  chiinKes 
of  section  r,  =  .64.)  What  is  the  diameter  of  an  equivalent  uniform 
pipe?  (/=, 00(54.)  Ans.  196;  diam.  =  .403  ft.,  or  say  5  ins. 

JO.  In  a  given  length  /  of  a  circular  pipe  whose  inner  radius  is  r  and 
thickness  e,  a  column  of  water  flowing  with  a  velocity  v  is  suddenly 
checked  by  the  shutting  off  of  cocks,  etc.    Show  that 

in  which  h  =  head  due  to  the  velocity  v,  E  =  coefficient  of  elasticity. 
El  =  coefficient  of  compressibility  of  water,  X  =  extension  of  pipe  cir- 
■  cumference  due  to  E. 

51.  Tiie  water  surface  in  one  reservoir  is  500  ft.  above  datum,  and  is 
100  It.  above  the. surface  of  the  water  in  a  second  reservoir  30.000  ft, 
away, and  connected  with  the  first  by  an  i8-in.  main.  Find  the  delivery 
per  second,  taking  into  account  the  loss  of  head  at  the  entrance. 

Ans,  7.64  cu.  fi.  per  sec, /being  .0064. 

52.  Determine  the  discharge  from  a  pipe  of  ti  in.  radius  and  3280  It. 
in  length  which  connects  two  reservoirs  haying  a  difference  of  level  of 
128  ft.  Take  into  account  resistance  at  entrance.  Draw  the  plane  of 
charge.     (/=  .005.)  Ans.  48.571  cu.  ft,  per  sec. 

53.  Determine  the  diameter  of  a  clean  iron  pipe  5000  ft.  in  length 
which  connects  two  reservoirs  having  a  total  head  of  40  ft.  and  dis- 
charges into  the  lower  at  the  rate  of  20  cu.  ft.  per  second.  Draw  to 
scale  the  line  1  f  charge.     (/=  .005}  Ans.  1.9319  ft. 
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54.  The  difference  of  level  between  the  two  reservoirs  is  100  ft.,  and 
they  are  connected  by  a  pipe  10.000  ft.  long.  Find  the  diameter  of  the 
pipe  so  as  togivcadischarge  of  aooo  cubic  feet  per  minute  (u)  by  Darcy's 

*  (ormulii,  (b)  auuming/  =  .0064.     (Allow  for  loss  of  head  at  entrance.) 
Ans.  (<i)  2.256  ft.  if  (t=  .0001622;  iS)  2.360  ft. 

55.  Two  reservoirs  are  connected  by  a  13-inch  pipe  ij  miles  long. 
For  the  first  500  yards  ic  has  a  slope  of  i  in  30,  for  the  next  half  mile  a 
slope  of  I  In  100,  and  for  the  remainder  of  Its  length  It  is  level.  The 
lieud  of  water  over  the  inlet  Is  5S  ft.  and  that  over  the  outlet  is  15  ft. 
Determine  the  discharge  in  gallons  per  minute.     (Take/  =  .0064.} 

Ans.  1950.66. 

56.  Two  reservoirs  are  connected  by  a  6-in,  pipe  in  three  sections, 
each  section  being  three  quarters  of  a  mile  In  length.  The  head  over 
[he  Inlet  Is  10  ft.,  that  over  the  outlet  9  ft.  The  virtual  slope  of  the  first 
section  is  I  in  50,  of  the  second  1  in  100,  and  the  third  section  Is  level. 
Find  the  velocity  of  flow,  and  the  delivery,/  being  .005. 

Ans.  4.5  ft.  per  sec;  332  gallons  per  minute. 

57.  A  pipe  5  miles  long,  of  uniform  diameter  equal  to  12  in.,  conveys 
water  from  a  reservoir  in  which  the  water  stands  at  a  height  of  300  It. 
above  Trinity  higli-water  mark,  to  a  reservoir  In  which  the  water  stands 

.  at  a  height  of  150  ft.  above  the  same  datum.  To  what  height  will  water 
rise  in  a  supply-pipe  taken  one  mile  from  the  lower  end?  For  what 
pressure  would  you  design  the  main  at  this  point,  if  it  liss  30  ft.  above 
the  level  of  the  lower  reservoir?     (/=  .0064.) 

Ahs.  179755  ft-:  '9-"3  Iba-  ?*"■  **!•  '"■ 

58.  A  clean  6-in.  pipe,  1000  ft.  long,  has  four  sharp  knees,  viz.,  one 
of  6o*,  two  of  90*,  and  one  of  120*.  Find  the  head  wasted  at  the  knees 
and  in  the  straight  pipe,  tlie  flow  being  at  the  rate  of  150  gallons  per 
minute.  Ans.  .2734  ft.;  3.0237  ft. 

59.  A  6-in.  pipe,  4000  feet  in  length,  leads  from  a  reservoir  ^  to  a 
point  0,  at  which  It  divides  into  two  6-inch  branches,  each  4000  feet  in 
length,  the  one  leading  to  a  reservoir  3,  the  other  to  a  reservoir  C. 
The  surface  of  the  water  in  A  is  100  feet  above  that  in  B  and  300  feet 
above  that  in  C.  Find  the  velocities  of  flow  in  the 'three  branches, 
/  being  .0064.  Ans.  V\  =  7.89  ft.  per  second  =  Vi;  v,  =  o. 

60.  A  pipe  34  in.  in  diameter  and  2000  ft.  long  leads  from  a  reservoir 
In  which  the  level  of  the  water  is  400  ft.  above  datum  to  a  point  B,  at 
which  it  divides  into  two  branches,  viz.,  a  12-in.  pipe  BC,  1000  ft.  long, 
leading  to  a  reservoir  in  which  the  surface  of  the  water  is  350  feet  above 
datum,  and  a  branch  BD,  1500  ft.  long,  leading  to  a  reservoir  In  which 
the  surface  of  the  water  is  50  ft.  above  datura.  Determine  the  diameter 
of  BD  when  the  free  surface-level  at  B  is  (a)  300  (t.;  (i)  250  ft.,  and  (e) 
200  above  datum.  Ans.  (a)  1.454  ft.;  (*)  1.783  ft.;  (r)  2.096  ft. 

61.  Two  reservoirs  A  and  B  are  connected  by  a  line  of  piping  MON, 
2000  ft.  in  length.  From  the  middle  point  O  of  this  pipe  a  branch  OP. 
1000  ft.  ill  length,  leads  to  a  reservoir  C.     The  reservoirs  A  and  B  are 
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-300  feet  and  loo  feet,  respectively,  aboire  the  level  of  C.     The  deliveries 
in  MO,  O/*.  OA',  in  cubic  feet  per  second,  are  V*.V*.  and*  respectively. 
Find  («>  the  velocities  of  flow  in  MO,  OP.  ON;  (S)  the  radii  of  these 
lengths;  (c)  the  height  of  the  free  surface-level  at  O  above  C./ being 
,0064.       Am.  ((t)' 1 1.  Ill  ft.  per  sec,  in  MO;  10,158  ft,  per  sec.  in  OP; 
14.145  ft.  per  sec,  in  ON. 
(i)  .5  (t.;  41831  ft.:  ,26588  ft.        (c)  isaj  ft.,  very  nearly. 
63,  Find  the  amount  of  water  in  gallons  per  day  which  will  be  de- 
livered byaz4-inch  cast-iron  pipe,  15,000  ft.  in  total  length,  when  the 
water  surface  at  the  outlet  is  87^  ft.  below  the  water  surface  at  the  inlet, 
taking/  =  .001  and  allowing  for  resistance  at  inlet. 

If  the  water,  instead  of  flowing  into  a  reservoir,  is  made  to  drive  a 
reaction  turbine,  what  must  be  the  velocity  of  flow  in  the  pipe  to  give  a 
max.  speed?  What  will  be  the  H.P.  of  the  turbine  i(  its  efficiency  is  ,84? 
A  third  reservoir  is  connected  with  the  system  by  means  of  a  24-in. 
cast-iron  pipe,  7500  ft,  long,  joined  to  the  main  at  the  middle  point. 
The  water  surface  of  this  intermediate  reservoir  is  50  ft.  above  that  of 
the  lowest  reservoir.     Discuss  the  distribution, 

Ahs.  23.628.S7if;  7,7  ft-persec;  12.63  H.P.;  «  =  73.68  or 
Sf.32  ft,;  »i  =  7.76  or  12.42  ft.  per  sec.;  v,  =  10,05  <"■  2373  f'-  per 
sec;  *•  =  17.73  or  '4-8  ft.  per  sec. 

63.  The  water-levels  in  two  reservoirs  A  and  B  are,  respectively,  300 
It,  and  200  ft,  above  that  in  C.  The  reservoir  A  supplies  3  cu.  ft.  of 
water,  of  which  2  cu.  ft,  go  to  B  and  I  cu,  ft,  goes  to  C.  A  pipe  3500  ft, 
long  leads  from  ,4  to  a  junction  at  O,  from  which  two  brunches,  each  2500 
ft.  in  length,  lead,  the  one  to  B  and  the  other  to  C.  Assuming  that  the 
cost  of  laying  a  pipe  in  place  is  proportional  to  the  diam.  and  that  this 
cost  is  to  be  a  minimum,  find  the  pressure  head  at  O  and  the  diams.  of 
the  pipes. 

Am.  164  ft.;  diam.  of  AO  =  .66  ft.,  of  OB  =  63  ft.,  of  OC  =  .4  ft. 

64.  An  engine  pumps  a  volume  of  Q  cubic  feet  of  water  per  second 
through  a  hose  1  ft.  in  length,  and  d  feet  in  diameter,  having  at  the 
end  a  nozzle  D  feet  in  diameter.  Find  tiie  pumping  H.P.  and  apply 
your  result  to  the  determination  of  the  H,P,  of  an  engine  which  is  to 
pump  30  CO.  ft.  of  water  per  minute  through  a  i-in.  nozzle  at  the  end  of 
a  3-in.  hose  400  ft.  in  length  (/=  .00625).  Also  find  the  force  required 
to  hold  the  nozzle.  Ans.  nf,  H.P, ;  89JJ  lbs. 

65.  A  fire-engine  pumps  water  through  a  4O0-ft,  length  of  2|-in,  bore 
at  the  rate  of  12  ft.  per  second,  and  discharges  through  a  i-in.  nozzle. 
Find  the  pressure  in  the  hose,  and  the  pumping  H.P.  Also  find  the 
force  required  to  hold  the  nozzle,     (/=  .00125.) 

Am.  .6702  lbs.  per  ft, ;  5.0916;   59.95  lbs. 

66.  The  conduit-pipe  for  a  fountain  is  250  ft.  long  and  2  in.  in  diam- 
eter ;  the  coefficient  of  resistance  for  the  mouthpiece  is  .32 ;  the  entrance 
urifice  is  sufficiently  rounded,  and  the  bends  have  sufficiently  long  radii 


;ti  by  Google 


2i8  EXAMPLES. 

of  curvature  to  allow  of  the  correspond liir[  coefficient  of  resistance  being" 
disregarded.     How  high  will  a  \'\n.  jet  rise  under  a  head  of  30  ft.  ? 

Am.  304  ft. 

67.  Water  surface  of  a  reservoir  is  300  ft.  above  datum,  and  a  4-in.. 
pipe  600  f I.  long  leaiis  from  reservoir  to  a  point  20a  ft,  above  datum. 
Find  tlie  lieighl  to  which  the  water  would  rise  (a)  if  end  of  pipe  is  open 
to  atmospliere,  (b)  if  it  terminates  in  a  t-:n.  nozzle.  In  latter  case  find 
longitudinal  force  on  nozzle.       Ant.  (a)  2\  ft. ;  i/i)  87.53  ft.;  59.653  lbs. 

68.  The  surface  of  the  water  in  a  tank  is  388  ft.  above  datum  and  is 
connected  by  a  4-in.  pipe  300  ft.  long  with  a  turbine  146  ft.  above 
datum.  Determine  the  velocity  of  the  water  in  the  pipe  at  which  the 
power  obtained  from  the  turbine  will  be  a  maximum.  Assuming  the 
efficiency  of  the  turbine  to  be  85  per  cent,  determine  the  power,  / 
bi-ing  .005.  Ans.  19,928  ft.  per  sec.  :  27.11075  H.P. 

69.  A  pipe  tz  ins.  in  diameter  and  900  ft.  long  15  used  as  an  inverted 
siphon  to  cross  a  viilley.  Water  is  lead  to  it  and  away  from  il  by  an 
aqueduct  of  rectangular  seciioii  3  ft.  broad  and  running  full  to  a  depth 
uf  2  ft.  with  ail  inclination  of  1  in  1000.  What  should  be  the  difference 
of  level  between  the  end  of  one  aqueduct  and  the  beginning  of  the 
other,/ being  .0064  for  the  pipe,  and  .008  for  the  aqueduct? 

Ant.  14.39. 

70.  Water  flows  through  a  pipe  20  (t.  long  with  a  velocity  of  10  ft. 
per  second.  If  the  flow  Is  stopped  in  ^  second  and  if  retardation  during 
the  stoppage  is  uniform,  find  the  increase  in  the  pressure  produced. 
{g  =  31  and  the  density  of  the  water  =  61.5  lbs.  per  cu.  ft.) 

Ans.  62\  cu.  ft.  of  water. 

71.  An  hydraulic  motor  is  driven  by  means  of  an  accumulator  giving 
750  lbs.  per  square  inch.  The  supply-pipe  is  900  ft.  long  and  4  ins.  in 
diameter.  Find  the  maximum  power  attainable,  and  velocity  in  pipe. 
(/  =  .oo75.)  Alls.  Z42.4  H.P.  ;  21.203  ft,  per  sec. 

72.  A  3-in,  hose  conveys  2  gallons  of  water  per  second.  Find  the 
longitudinal  tension  in  the  hose.  Ans.  9.18  lbs. 

73.  Find  the  pumping  H.P.  to  deliver  i  cu.  ft,  of  water  per  second 
through  a  i-ln.  nozzle  at  end  of  a  3-in.  Iiose  200  ft.  long,y  being  ,016. 

Ans.  97335  H.P. 

74.  The  surface  of  the  water  in  a  tank  is  286  ft.  above  datum.  The 
tank  is  connected  by  a  4-in.  pipe  500  ft.  long  with  a  36-in.  cylinder 
170  ft.  above  datum.  Find  (a)  the  velocity  of  flow  in  the  pipe  for  wliich 
the  available  power  will  be  a  maiimum  ;  (*)  the  power.  It  the  piston 
moves  at  the  rate  of  I  ft.  per  minute,  find  (c)  the  pressure  on  the  piston. 
Also  find  the  height  to  whicli  the  water  would  rise  ii  (</)  the  cylinder 
end  nf  the  pipe  were  open  to  the  atmosplieie  and  if  (c)  the  pipe  termi- 
nated in  a  nozzle  i  in.  in  dinmeter.  neglecting  the  frictlonal  resistance 
of  the  nozzle.  Finally,  find  (/)  the  power  required  to  hold  the  nozzle. 
<Coeff.  of  friction  -  .005.)  Ans.  {a)  8.93  It.  per  sec. ;  (<*)  6.85  H.P. ; 
M  22.8  tons  per  sq.  ft. ;  (rf)  3.74  ft.  1  {')  103.8  ft.  ;  (/)  70.8  lbs. 
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75.  A  3-in.  hose,  400  ft.  in  length,  terminates  in  a  i-\a.  nozzle; 
Water  enters  the  hose  under  a  head  of  1971  ft.  Find  the  velocity  of 
efflux,  the  height  to  which  the  issuing  jet  will  rise,  the  pressure-head  at 
tlie  nozzle  inlet,  and  the  force  required  to  hold  the  hose,  /  being 
.00625,         '^'"-  "^  '^-  per  sec;  156  ft.  ;   18437!  lbs.  per  sq.  ft.;  98  J  lbs. 

76.  A  reducer,  10  ft.  long,  conveys  400  gallons  of  water  per  min- 
ute, and  its  diameter  dlmiiiislies  from  13  ins.  to  6  ins.;  find  the  total 
loss  of  head  due  to  friction.  j4'it.  .05529. 

77.  A  reservoir  is  to  be  supplied  with  water  at  the  rale  of  u.ooo 
gallons  per  minute,  through  a  vertical  pipe  30  ft.  high ;  find  the  mini- 
mum diameter  of  pipe  consistent  with  economy.  Cost  of  pipe  per  foot 
=  $(/,  d  being  the  diameter;  cost  of  pumping  =  1  cent  per  H.P.  per 
hour ;  original  cost  of  engine  per  H.P.  =  (loo.oo;  add  10  percent  for 
depreciation.  Engine  works  i:  hours  per  day  for  300  days  in  the  year, 
/being  .0064.  Am.  4.375  ft. 

78.  A  city  is  supplied  with  water  by  means  of  an  aqueduct  of  rect- 
angular section,  J4  ft.  wide,  running  4  ft.  deep,  and  sloping  i  in  3400. 
One-fourlh  of  the  Supply  is  pumped  inio  a  reservoir  through  a  pipe  3000 
ft.  long,  rising  25  ft.  in  the  first  1 500  ft.,  and  75  ft.  in  the  second  1 500  ft. 
The  pumping  is  effected  by  an  engine  burning  3)  lbs.  of  coal  per  H.P. 
per  hour,  and  worlcing  constantly  through  the  year.  A  percentage  is 
to  be  allowed  for  repairs  and  maintenance ;  the  cost  of  the  coal  per  ton 
of  2000  lbs.  is  %\\  the  prime  cost  of  the  engine  is  (loO  per  H.P.;  the 
cfRciency  of  the  engine  is  \  ;  the  coefficient  of  pipe  friction  is  .0064.  the 
cost  of  the  piping  is  $30  per  ton.  Determine  the  giost  economical 
diameter  of  pipe,  and  the  H.P.  of  the  engine,  /  being  .0064  for  the  pipe 
and  .08  for  the  channel.  Ans.  4.84  ft.;  456-455  H.P. 

79.  A  vessel  with  500  sq.  ft.  of  surface  experiences  a  resistance  of  1 50 
lbs.  per  sq.  ft.  when  steaming  at  5  knots.  How  much  H.P.  will  be 
absorbed  in  frictionul  resistance  by  a  vessel  with  10,000  sq.  ft.  of  surface 
steaming  at  18  knots?  Ans.  3t40{. 

80.  The  performances  of  two  similarly  designed  ships  are  to  be  com- 
pared. The  one,  with  a  length  of  300  ft.  and  a  displacement  of  8000 
ions,  is  to  steam  at  20  knots.  What  should  be  the  length  and  displace- 
ment of  the  other,  which  is  to  steam  at  21  knots  ?  Compare  also  the 
I.H.P.S.  Am.   330}  ft.;   io.7iotons;   1.34. 

81.  From  a  central  junction  four  mains,  each  10,000  ft.  long,  lead  to 
lour  reservoirs.  A,  B,  C,  D,  the  waier-leveis  in  A,  B,  C  being  6tx),  400, 
and  200  ft.,  respectively,  above  that  in  D.  If  the  diameter  of  each  main 
is  12  ins.,  find  (<i)  the  effective  head  at  the  junction  and  the  velocities  of 
flow.  If  the  velocity  in  each  main  is  5  ft.  per  sec,  find  ffi)  the  effective 
head  at  the  junction  and  the  diameters  of  the  mains. 

Arts,  {a)  300  ft.;  3.66  f/a  in  highest  and  lowest  mains;  5  Vs  >■> 
intermediate  mains. 
ip)  300  ft. ;  4  ins.  for  highest  and  lowest  mains  ;  i3  ins, 
for  intermediate  mains. 
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FLOW  OF  WATER   IN  OPEN   CHANNELS. 

I.  Channel-flow  Assnmptions. — A  transverse  section  of 
the  water  flowing  in  an  open  channel  may  be  supposed  to 
consist  of  an  infinite  number  of  elementary  areas  representing 
the  sectional  areas  of  fluid  filaments  or  stream-lines.  The 
velocities  of  these  stream-lines  are  very  different  at  different 
points  of  the  same  transverse  section,  and  the  distribution  of 
the  pressure  is  also  of  a  complicated  character.  Generally 
speaking,  the  side  and  bed  of  a  channel  exert  the  greatest 
retarding  influence  on  the  flow,  and  therefore  along  these  sur- 
faces are  to  be  found  the  stream-lines  of  minimum  velocity. 
The  stream-lines  of  maximum  velocity  are  those  farthest 
removed  from  retarding  influences.  If  the  stream-line  veloci- 
ties for  any  given  section  are  plotted,  a  series  of  equal  velocity- 
curves  may  be  obtained.      In  a  channel  of  symmetrical  section 
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the  depth  of  the  stream-line  of  maximum  velocity  below  the 
water-surface  is  less  than  one  fourth  of  the  depth  of  the  water, 
while  the  mean  velocity-curve  cuts  the  central  vertical  line  at 
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a  point  below  the  surface  about  three  fourths  of  the  depth  of 
the  water. 

In  the  ordinary  theory  of  flow  in  open  channels  the  varia- 
tion of  velocity  from  point  to  point  in  a  transverse  section  is 
disregarded,  and  it  is  assumed  that  all  the  stream-lines  are 
sensibly  parallel  and  move  normally  to  the  section  with  a 
common  velocity  equal  to  the  mean  velocity  of  the  stream. 
With  this  assumption,  it  also  necessarily  follows  that  the  dis- 
tribution of  pressure  over  the  section  is  in  accordance  with  the 
hydrostatic  law. 

Again,  it  is  assumed  that  the  laws  of  fluid  friction  already 
enunciated  are  applicable  to  the  flow  of  water  in  open  channels. 
Thus  the  resistance  to  flow  is  proportional  to  some  function 
of  the  velocity  {F(v)),  to  the  area  (S)  of  the  wetted  surface,  is 
independent  of  the  pressure,  and  may  be  expressed  by  the  term 
5.  ^(i').  An  obvious  error  in  this  assumption  is  that  v  is  the 
■  mean  velocity  of  the  stream  and  not  the  velocity  of  the  stream- 
lines along  the  bed  and  sides  of  the  channel.  In  practice, 
however,  the  errors  in  the  formulas  based  upon  these  imperfect 
hypotheses  are  largely  neutralized  by  giving  suitable  values  to 
the  coefficient  of  friction  (/). 

When  a  constant  volume  (0  of  water  feeds  a  channel  of 
given  form,  the  water  assumes  a  definite  depth,  a  permanent 
regime  is  said  to  be  established  and  the  flow  is  steady.  If  the 
transverse  sectional  area  {A)  is  also  constant,  then,  since 
Q  =:  vA,  the  velocity  v  is  constant  from  section  to  section  and 
the  flow  is  said  to  be  uniform.  Usually  the  sectional  area  A 
is  variable  and  therefore  the  velocity  v  also  varies,  so  that  the 
motion  is  steady  with  a  varying  velocity.  Any  convenient 
short  stretch  of  a  channel,  free  from  obstructions,  may  be 
selected  and  treated,  without  error  of  practical  importance,  as 
being  of  a  uniform  sectional  area  equal  to  that  of  the  mean 
section  for  the  whole  length  under  consideration. 

2.  Steady  Flow  in  Chaonels  of  Constant  Section  {A). — 
The  flow  is  evidently  uniform;  and  since  A   is  con.stant.   the 
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depth  of  the  water  is  also  constant,  so  that  the  water -surface 
is  parallel  to  the  channel-bed. 
Consider  a  portion  of  the 
stream,  of  length  /,  between 
the  two  transverse  sections 
aa,  bb. 

Let    /  be    the    inclination 
of  the  bed   (or  water-surface) 
^'"'  "5-  to  the  horizon. 

Let  P  be  the  length  of  thu  wetted  j>erimeter  of  a  cross- 
section. 

Then,  since  the  motion  is  uniform,  the  external  forces  act- 
ing upon   the  mass  between  aa  and   bb    in   the  direction   of 
motion  must  be  in  equilibrium. 
These  forces  are: 
(l)  The  component  of  the  weight  of  the  mass,  viz., 

// 

wAlt, 

h  being  the  fall  of  level  in  the  length  /.  ' 

NoTK.— When  /  is  small,  as  is  usually  the  case  in  streams. 
^  =  i:ni  1  =  Sill  /  =  /,  approximately. 

(3)  The  pressures  upon  the  areas  an  and  bh,  which  evidently 
neutralize  each  other. 

f3)  The  frictional  resistance  developed  by  the  sides  and 
bed.  viz., 

/>././•!;.■). 

Hence 

wAh  -  PlFlv)  =  o, 
or 

FUi)_Ah_. 
m    ~  />/  -  ""• 

m  being  the  hydraulic  mean  depth. 
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It  now  remains  to  determine  the  form  of  tlie  function  F(v). 
In  ordinary  English  practice  it  is  usual  to  take 

y  being  the  coefficient  of  friction.     Then 


=  v/? 


Vmi  =  c  Vm, 


C  being  a  coefficient  whose  value  depends  upon  the  roughness 
of  the  channel  surface  and  upon  the  form  of  its  transverse 
section. 

The  total  head  H\a  a.  stream  is  made  up  of  two  parts,  the 
one  being  utilized  in  producing  the  velocity  of  flow  and  the 
other  being  absorbed  in  frictional  resistance.     Thus 

2g  ^  m    w 
In  long  channels  and  in  rivers  in  which  the  slope  of  the  bed 

d  3  ft-1 

comfjared  with  —  ■  ^ 

ble  error.     In  this  case 

Ex.  1.  A  channel  of  ri-gular  trapezoidal  section,  with  banks  slopinp; 
at  30*  to  the  vertical,  lias  a  boitoni  width  o(  8  fi.,  and  a  widih  of  16  ft.  at 
the  free  surface.  It  conveys  288  cu.  ft.  of  water  per  sec.  and  the  fall  is 
t  ill  2000.  Find  the  mean  depth,  the  mean  velocity  of  flow,  and  the 
coefficients  /  and  c. 
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Depth  of  waterway  =  4  tan  60*  ^  4  t^3  ft. 

^  =  t(8  +  i6)4V3  =  48*'r5q.  ft. 
/"  =  8  +  J  X  4  V3"s«c  50°  =  14  ft. 

Therefore  the  mean  depth  =  3-  =  2fT=  3464  ft. 

The  mean  velocity  of  fl..w  =   -^-^  ^  ,^/^=  3.^64  ft.  per  sec. 

Hence 

Therefore 

/  =  .009237    and    c  =  82.63. 

Ex.  3.  How  much  water  is  conveyed  away  by  a  horizontal  trench 
lo  ft.  wide,  the  depth  of  ihe  water  at  entrance  being  5  ft.,  and  tlie  sur- 
face falling  I  ft.  in  2400  feet?     (Take/  =  .008.) 

Area  at  upper  end  =  50  sq.  ft.;  at  lower  end  =  40 sq.  ft.; 
the  mean  area  =  -(40  +  50)  =  45  sq.  ft. 


Therefore,  it  Q  cu.  ft.  are  conveyed, 

2 


.hat  at  lower  end  ; 

40 


mean  velocity  =  — . 
'        4S 
The  wetted  perimeter  =  ao  ft,  at  upper  end;  =  iSft.atlowe: 


mean  wetted 

peri  mete 

= 

i(ic 

+ 

iS) 

Thus  the 

hydraulic  me 

an  depth 

„. 

=  « 

19 

Hence 
and 

=  389<:" 

+ 
ft 

008^ 

per 

sec 

400 

\45l    64' 


3.  Retarding  Effect  of  Air,  etc — The  retarding  effect  of 
the  air  upon  the  free  surface  of  a  river  or  of  the  water  in  a 
canal  or  in  any  channel  has  not  yet  been  accurately  determined. 
It  may  be  assumed  that  the  resistance  per  unit  of  free  surface 
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due  to  the  air  is  about  one  tenth  of  the  resistance  due  to  similar 
units  at  the  bottom  and  sides  of  smooth  channels.  Thus  if 
X  is  the  width  of  the  free  surface  in  a  smooth  channel,  the 

wetted  perimeter  becomes  P  -| . 

In  general,  the  wetted  perimeter  may  be  expressed  in  the 

form  PA ,  p  being  lo  for  smooth  channels  and  greater  than 

P 
lO  for  rough  channels.     The  value  of  (i  is  evidently  diminished 
by  opposing  winds  and  increased  by  following  winds. 
Again,  in  the  formula 


m  [=  7J-)  and  i  [=  -j\  are  similarly  related  in  the  deter- 
mination of  7',  the  mean  velocity  of  flow.  \iv  is  constant,  the 
product  mi  must  also  be  constant,  so  that  if  m  increases  i  must 
diminish,  and  vice  versa.  Thus  in  a  very  flat  country  the 
flow  may  be  maintained  by  making  m  sufficiently  large,  while, 
again,  if  the  channel-bed  is  steep  m  is  small. 

The  erosion  caused  by  a  watercourse  increases  with  the 
fapidity  of  flow.  At  the  same  time  the  sectional  area  (A)  of 
the  waterway  also  increases,  so  that  the  velocity  of  flow  v 
diminishes.  Thus  there  is  a  tendency  to  approximate  to  a 
"  permanent  regime  "  when  the  resistance  to  erosion  balances 
the  tendency  to  scour. 

Hence,  throughout  any  long  stretch  of  a  river  passing 
through  a  specific  soil,  the  mean  velocity  of  flow  will  be  very 
nearly  constant  if  the  amount  of  flow  {Q)  does  not  vary. 
Generally  speaking,  the  volume  conveyed  by  a  river  increases 
from  source  to  mouth  on  account  of  the  additions  received  from 
tributaries,  etc.  Since  Q  increases,  A  must  also  increase;  and 
i\  mi  ox  V  is  to  remain  constant,  i  must  diminish.  It  is  to  be 
observed  that  the  surface  slopes  of  large  rivers  diminish 
gradually  from  source  to  mouth. 
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For  a  given  discharge  (0  the  mean  depth  (w)  diminishes 
as  i  increases,  and,  as  the  cost  of  constructing  a  :anal  i& 
approximately  proportional  to  the  mean  depth,  it  is  advisable 
to  give  the  bed  as  large  a  slope  as  possible.  But  the  velocity 
of  flow  (w)  also  increases  with  i,  and  the  slope  must  therefore 
not  exceed  that  for  which  v  would  be  so  great  as  to  cause  the 
erosion  of  the  banks.  On  the  other  hand,  v  must  not  be  so 
small  as  to  allow  of  the  growth  of  aquatic  plants  or  of  the 
deposition  of  sand,  gravel,  and  other  detritus,  which  would 
soon  obstruct  the  waterway  and  add  a  considerable  item  to  the 
cost  of  maintenance.  Between  these  extreme  limits  the  slope 
may  be  varied  in  any  required  manner,  the  controlling  influ- 
ences being  the  configuration  of  the  ground  and  the  nature  of 
the  soil  through  which  the  canal  passes.  In  every  case  a 
careful  determination  should  be  made  of  the  best  combination 
of  the  three  elements  v,  i,  and  A  which  would  give  a  specified 
dischai^c.  In  France  the  canal  beds  have  slopes  varying 
from  ij  to  20  in  10,000,  and  the  magnitudes  of  both  t-  and  t 
may  be  considerable  when  the  canal  passes  through  rock  or 
through  a  well -compacted  material  capable  of  resisting  erosion. 
According  to  Belgrand  the  value  of  v  for  water  carrying  fine 
particles  of  loam  should  exceed  i  ft.  (.25  m.)  per  second,  and 
should  not  be  less  than  2  ft.  (-5  m.)  per  second  if  the  waters, 
are  laden  with  coarse  particles  of  loam  or  sand.  In  clear 
water,  the  growth  of  weeds,  etc.,  which  would  seriously  inter- 
fere with  the  flow,  is  prevented  if  the  velocity  of  flow  is  from 
2  to  3  ft.  (.5  m.  to  .8  m.)  per  second. 

The  slope  of  an  aqueduct.  In  which  no  trouble  is  to  be 
anticipated  from  plant-growth,  may  be  as  small  as  3  in  10,000. 
and  may  even  fall  to  i  in  10,000  when  the  waters  are  excep- 
tionally clear,  as  in  the  case  of  the  aqueducts  on  the  Dhuis  and 
Vanne.  On  the  other  hand,  the  slope  should  rarely,  if  ever, 
exceed  12  in  io,ooo,  and  as  a  genera!  rule  the  slope  should  be 
less  than  10  in  10,000.  The  ordinary  channel  formula,  viz.. 
V  =■  c  Vmi,  is  applicable  to  the  flow  in  a  coHduit,  so  long  as  the 


;ti  by  Google 


RETARDING  EFFECT  OF  AIR,  ETC. 


aa; 


conduit  does  not  run  lull,  and  since  v  is  proportional  to  \^m  it 
is  a  maximum  for  some  definite  depth  of  water.  When  the 
water  fills  the  conduit,  the  formula  for  channel-flow  ought  to 
change  suddenly  so  as  to  agree  with  that  for  pipe-flow,  and  in 
this  respect  the  theory  is  therefore  imperfect.  The  mean 
velocity  of  Row  in  a  conduit  should  not  be  less  than  about 
2  ft.  (0.5  m.)  per  second,  and  may  be  as  great  as  5J  ft. 
(1.5  m.)  per  second.  High  velocities  enable  the  waters  to> 
carry  off  floating  debris  and  sand  particles.  There  should  be 
no  sudden  changes  of  slope  or  of  section,  as  they  favor  the 
formation  of  eddies  and  the  depositioin  of  detritus. 

The  following  table  of  slopes  and  mean  velocities  is  taken 
from  the  article  by  Danes  in  the  Encycl.  Sc.  des  Aide- 
M^moire : 


M»n  Vc 

Seo 

oci.yptr 

Slop*  in 

Nuure  of  Ciiul  Sidei. 

Feel 

UM»a. 

Crsponne  Canal 

Marseille        "     

All      - 

3(07 

3-3 

, 

Earlh  and  rock 

Carpentras     "     

3  to  4 

tjjio*.^ 

.77  to  a 

Vegetable  soil,  fis- 
sured limeatoDC 

Sainl-Martory  Canal . 

5.4 

1.64 

Clay 

Verdon  Canal 

Neste         ■•      

a 

1.64 

■  S 

Alluvial  Eoil 

Beaucaire  Canal 

a  to  I 

,  ji 

Laroche          "     

1.67 

Calcareous  roc  Its 

I'Ourcq           "     

1.31 

Eartb 

* 

I.fg 

.36 

Millstone -grit  mas  on - 
ij  with  a  fl-inch 
(=   .oa    m.)    facing 

Avre  Aqueduct 

3 

3-3 

' 

Millstone-grit  mason- 
ry with  a  l^-inch 
(=  .oa  m.)  facing  in 

Naples  Aqueduct.... 

S 

a.  95 

■9 

Rubble  masonry  with 
ail-in    (=.oi5m.) 

Montpellier  Aqueduct 

a.63 

.8 

Crolon  Aqucducr 

a.  I 

1.36 

.7a 

Rubble  masonry  with 
aH-in.  {=.oisni.) 
lacing  in  cement 
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4.  On  the  Form  tA.  the  Section  of  a  Channel. — I'he  funda- 
mental formulae  governing  the  form  of  the  transve(se  sectiim 
of  a  channel  are 

Q  =  Av 
and 

,    -       A- 
V'  =  rwj  =  ir-pi- 

Therefore,  also. 

For  channels  of  the  same  slope 

Take  t^  =  am,  a  being  some  constant. 
Then,  if  tiv  is  a  small  change  in  the  velocity  corresponding 
to  a  small  change  tfm  in  the  hydraulic  mean  depth, 

2v  .  dv  =  a  .  dm, 
and  therefore 

di'      dm 


Thus  the  hydraulic  mean  depth  must  be  changed  20  per 
cent  to  produce  a  change  of  10  per  cent  in  the  velocity. 
Again, 

But  P  increases  with  Q,  and  therefore  Q  increases  more 
rapidly  than  t'.  For  example,  an  increase  in  the  velocity  of 
less  than  3}  per  cent  will  cause  an  increase  of  10  per  cent  in 
the  discharge. 

For  channels  giving  the  same  discharge 


For  a  given  volume  of  water   there  must  be  a  sensible 
change  in  the  slope  to  produce  an  appreciable  change  in  the 


by  Google 


ON  THE  FORM  OF  THE  SECTION  OF  M_  CHANNEL.        aS? 

velocity  of  flow,  although,  generally  speaking,  the  wetted  pe- 
rimeter (P)  diminishes  or  increases  as  i  increases  or  dimin- 


ishes,  and  thus  v  and  therefore 


or  diminishes- 


more  rapidly  than  /,  An  increase  of  lo  per  cent  in  the  ve- 
locity causes  a  diminution  of  about  4  per  cent  in  the  sectional 
area  of  the  waterway. 

For  channels  of  the  sanu  slope  and  giving  the  same  dis- 
charge Pi*  and  also  -p   are  constant.     A  further  condition  is 

required  before  the  sectional  area  can  be  determined. 

Problem  I.  A  canal  of  rectangular  section  and  of  widtlt 
X  is  to  convey  water  of  depth  y 
■with  the  condition  that  either  the 
sectional  area  (A)  of  the  waterway 
is  to  be  a  constant  quantity  or  the 
wetted  perimeter  {P)  is  to  be  a 
minimum.  It  is  proposed  to  find 
the    relation    between  x  and  y  so  f'o-  '^^ 

that  {a)  the  velocity  of  flow  may  be  a  maximum,  {d)  the 
quantity  of  flow  may  be  a  maximum. 

V  a  Vm  cc*  /-=, 


=  Av  «  J^. 


JA\  P.dA-  A.JP 


If  <2  is  a  maximum. 


^7^1-  = 


lA' .  PdA  -  A'  .  dP 
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In  each  case,  {{  dA  =  o,  i.e.,  if  the  area  is  constant,  then 

dP=  o; 
ajiAii  dP  =  O,  i.e.,  if  the  wetted  perimeter  is  a  minimum,  then 

dA  =o. 


Thus  the 

same  results  are 

obtained  for  the 

problem  in 

its 

different  conditions. 

Now 

A  = 

:  xy     and 

P  =  x-^2y. 

Therefore 

dA 

=  y  .  dx  -{-  X  .  dy  =  0, 

and 

dP 

=  dx-\-2 

.dy^o. 

Hence 

y  = 

X 

2' 

Therefore, 

also, 

A 

P^ZX, 

2  2  ^2 

A  suitable  value  for  c  corresponding  to  tfie  slope  i  or  to  the 
value  of  m  (=  —J  can  be  obtained  from  the  Tables  of  Baztn, 
Kutter,  or  Manning  at  die  end  of  the  chapter. 
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Problem  II.     The  section  is  usually  in  the  form  of  -9, 
<iuadrilateral,  the  non-parallei  sides  sloping  at  an  angle,  ^, 


Flo.  T97. 

depending   upon   the   nature  of  the   soil  through   whkh  the 
•channel  passes. 

For  example,  in  a  canal 

with  retaining  walls  S  =  63°  36', 

with  stiff  earthen  sides,  faced,        9  =  45*, 
with  stiff  earthen  sides,  unfaced,   0  :=  33°  41', 
with  sides  in  light  or  sandy  soils  0  =  26°  34'. 

In  such  a  channel  let  x  be  the  bottom  width  and  j/  the 
<lepth  of  the  water.  Then,  the  remaining  conditions  bdng 
the  same  as  those  in  Problem  I,  it  again  follows  that 

dA  =Q     and     dP  =  O. 
But 

A  =  j/^x-^ji  cot  8)     and     P=  x-\-2_y  cosec  ft 
first.     If  8  is  ^ven, 

dA  =  o  =  y .  dx -\- {x  ■\- 2y  f:.o\.  9)dy. 
and 

dp  =  o  =  al«  +  2  cosec  * .  dy. 
Thcrefore- 

2y  cosec  8  =.  x-^zy  cot  ff, 
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X  sin  6  =  2_y(i  —  cos  6"), 


tan  -  =  — . 


2y 
The  section  may  be  easily  sketched,  as  in  Figs.  128  and 


From  tfie  middle  point  C  o{  AB,  the  bottom  width,  draw 

CF  at  right  angles  to  AB  and  equal  in  length  to  the  depth  of 

the  water.     Then 

AB  6 

7=^  =  2  tan  -  , 
CF  2 

6  being  the  given  slope  of  the  sides. 

With  F  as  centre  and  FC  as  radius  describe  a  circle.- 
From  the  points  A  and  B  draw  tangents  to  touch  this  circle  at 
J?  and  £.     FA  evidently  bisects  the  angle  CAH.     Therefore 


tan 

Hence 
required. 
Again, 


=  tan  CAF  =-^75  = 

2  AC 


CF  _ 
iAB~ 


■  CAD  =  e,    and    AD,    BE    have    the   slope 


+>  cot  ^ 


=y- 
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V   2  —  C 


-=:^v>, 


the  coefficient  ^  being  obtained  from  the  tables. 

The  following  Table  gives  the  best  relative  values,  per  unit 
cf  area,  of  x,  y,  m,  and  P,  corresponding  to  specified  values 
of  B,  and  the  actual  values  may  be  obtained  by  multiplying 
those  of  the  Table  hy  VA: 


ab°  iA' 


.336 


707 

3S3S 

3 

760 

380 

a 

740 

370 

3 

799 

J6i 

2 

707 

3535. 

1 

697 

348S 

3 

664 
636 

33a 
318 

3 
3 

The  above  values  cannot  always  be  exactly  adopted  in 
actual  practice.  The  character  of  the  soil,  the  importance  of 
[Beventing  excessive  filtration,  and  the  difficulties  of  construc- 
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tion  and  maintenance,  oilen  render  it  necessary  to  insure  thfet 
the  depth  of  the  water  shall  not  exceed  a  certain  limit,  say  8 
to  12  ft.  (2  m.  to  3  m.).     In  France  the  depth  of  irrigation- 
canals  is  between  4  and  6i  ft.  (1.2  m.  and  2  m.). 
Second.     If  the  bottom  width  x  is  fixed,  then 

dA  =  0=  {x-\-2y  cot  (f)dy  —  y  cosec'  0 .  d9 
and 

dP=o=  2  cosec  B .dy  —  2y - -s-a ■  '^*- 
*^        ■'  sin'  p 

Hence 

X  -^zy  cot  9  y 

2  cosec  C     "~  2  cos  ff' 

X  sin  &  cos  ff  =:  —^(2  cos'  S  —  l), 
or 

sin  2*  _ 

^  __. =.    —  y  cos  2^, 

and  therefore 

tan  (JT  —  261)  =  -  tan  21?  =  ^. 

It  may  be  observed  that  as  the  width  (:r)  of  the  bottom 
increases,  B  also  increases. 

If  the  width  is  nil,  then  tan  20  =  oa  and  4  =  4;^  ao  A«t 
the  triangular  section  of  minimum  penmeter  is  a  semi-<square. 

Third.     If  the  depth  y  is  fixed,  then 

dA  =  o=ydx  — jA  cosec*  0  .  d9 
and 

dP=o=dx-3y^-%^.d9. 
■^  sin'  V 

Therefore 

COS  C  =  i     and     ^  =  60*. 
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Problem  III.  To  find  the  proper  sectional  form  of  a 
channel  of  bottom  width  2a  so  that  the  mean  velocity  of  flow 
may  be  constant  for  all  depths  of  water. 

Let  X,  y.  Fig.  130,  be  the  co-ordinates  of  any  point  P  in 
the  profile  referred  to  the  middle  point  O  of  AB,  the  bottom 
width,  as  origin,  and  let  s  be  the  length  oi  AP. 


Since  v  is  to  be  constant,  m  must  also  be  constant,   and 
therefore' 

A    fy-^^ 

-—  =  =  a  const.  =  M, 

P        s  +  a 

which  may  be  written 

Differentiating. 

y.dx  =  m.ds  =  m{dx^  +  dy*)i, 
and  therefore 

dx  _         dy 
m~  ^y^  ^i' 
Integrating, 

^ -being  a  constant  of  integration. 
But  y  =  a  when  .»:  =  o,  and  . 

''^•^^^ — 

■where  b  =■  a-^  Va*  —  w*. 


Hence     —  =  log,  —_ —    — -^  =  log.  - 


Therefore  y  -\-  V^  —  «•"  =  be^. 
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Hence,  too, 

y- 1/7^^7^  =  -''-■ 
Adding  together  the  last  two  equations, 

2y  =  be'  +  j-e  -, 


which  is  the  equation  to  the  required  profile,  and  is  a  curve 
-which  belongs  to  the  class  of  catenaries  and  which  evidently- 
flattens  out  very  rapidly. 

If  the  bottom  width  is  such  that 


the  equation  becomes 


"(-+'"■)■ 


and  the  profile  ts  a  true  catenary  of  parameter  m,  with  its  axis 
coincident  with  the  bottom  and  its  directrix  coincident  with 
the  vertical  at  the  middle  of  the  section. 


Fig,  131. 


Problem  IV.  A  channel  of  given  slope  has  a  given  sur- 
face width  AC,  vertical  sides  AB{=y^  and  CD  {=  y^  of 
given  depths,  and  a  curved  bed  BD  (=  L)  of  given  length. 
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The  amount  and  velocity  of  flow  in  the  channel  will  be  a 
maximum  when  the  form  of  the  bed  BD  is  a  circular  arc. 
This  can  be  easily  proved  as  follows : 

Since  the  slope  is  constant,  v  a  \fm  oc  *  /  -p . 

But  P  {=  L  +7,  +^,)  is  a  constant  quantity,  and  there- 
fore V  and  also  Q  will  be  a  maximum  when  v4  is  a  maximum. 

Hence,  too,  the  area  between  the  chord  BD  and  the  curve 
must  be  a  maximum,  and  therefore  the  curve  must  be  a  circular 
arc.  The  proof  of  this  by  the  Calculus  of  Variations  is  as 
follows : 

Take  O  in  CA  produced  as  the  origin,  OC  as  the  axis  of 
x,  and  the  vertical  through  0  as  the  axis  of,;*.     Then 


A  •=   I    '  ydx  is  to  be  a  I] 

dy 
is  a  given  quantity,  OA  being  =  x^ ,  OC  =  x^ ,  and  ^-  =  p. 


Let  F  =  y  +  a  / 
Then 

■ +t 

9,  a  beini 

^  .some  con; 

/;•" 

.dx\ 

is  to  be  a 

maximum, 

and  therefore 

K  = 

dV  , 

c  . 

that  is. 

,+« 

fT+>=^- 

^-- 

and  thus 

y  + 

a 

vr+/» 

—    Cy. 
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Therefore 


(fy       P       Vd'  -  (c,  -  y)*' 


Integrating, 


r  +  r,=  t^^-  (c,-j^)\ 


Hie  equation  to  a  circle  of  radius  a. 

Hence  the  profile  BD  is  a  circular  arc. 
The  maximum  depth  of  the  channel  is  c,  —  a. 
The  constants  fj ,  c, ,  a  can  be  found  from  the  three  condi- 
tions that  the  arc  is  of  given  length  and  has  to  pass  through 
the  two  fixed  points  B  and  D. 

Problem  V.  TAe  Semicircular  Cliannel. — ^Theoretically, 
the  best  form  of  channel  for  a  given 
waterway  is  one  in  which  the  bed  is 
a  circular  arc  (Prob,  IV),  as  the 
wetted  perimeter  is  then  a  minimum 
and  the  mean  depth  (or  radius)  a 
Fio.  13a.  maximum. 

In  the  semicircular  channel,  Fig.   132,  let  the  free  surface 
subtend  an  angle  6  at  the  centre. 
Then 

^  =  ^(^  -  sin  *0  =  ^^(1-^4^) 


r  being  the  radius. 
Therefore 
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(? 

Hence,  since  mi  =  ^t^  =  ^-r„ 

A* 


r*mi  ■ 


^T'-'^e.. 


If  the  channel  runs  full,  C=  a,  and  then 

r'nH  =  Uff. 

As  a  first  approximation  it  may  be  assumed  that 

for  small  channel  sections  with  cement  &ces i>  =  .00022 

"  channels  of  mean  dimensions  with  smooth  faces  b  =  .00017 
"  channels  of  large  dimensions d  =  .0001 1 

In  metric  measure  these  coefficients  become  .0004,  ,0003, 
and  .0002,  respectively. 

Miseellaneous  Problems.  —  The  bed  of  the  aqueduct  at 
Naples  is  semi -elliptic,  but  beds  in  the  form  of  a  semi-ellipse, 
a'  cytloid,  a  parabola,  or  an  hyperbola,  would  only  be  adopted 
under  very  exceptional  conditions,  as  when  a  curved  profile  is 
required  with  a  limited  depth.  The  waterway  and  the  wetted 
perimeter  can,  of  course,  be  approximately  calculated  from  the 
known  properties  of  these  curves. 

For  the  itmi-elliptic  section,  if  a  and  b  are  the  semi-major 
■and  minor  axes, 


2"  rf*-     '     '^ 

fwben        v=  I.     i.ms,    i.u,     iah«,     1.0404.     i.<i«js<    to!"-     ■-■•Ct.    i-iAri'    ■■"!!:) 

1*''™-^"°'        '■■         ■'■  *  •^'  '•  "*•  ■'■  •*■  ■''I 

For  the  cycUndal  section,  if  r  is  the  radius  of  the  generating: 
circle, 

A  =  %itt*    and     P  =  &r. 
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Therefore 

m  =  \nr, 

and  the  flow  equation  becomes 

If  the  water-line  is  at  AA,  defined  by  the  angle  ^  which 
the  radius  OA  of  the  generating  circle  makes  with  the  vertical, 
then 


=  i'^f*  -  ^(3"  -  4  sin  (*  +  ^-*) 


—  2r'(i  —  cos  f)(jr  —  ^  +  sin  *) 
r(n-0J^2s:me-if  2n  cos  ff  -  2tf  cos  «  +  ^~j 


5.  Aqueducts.  —  The  aqueduct  of  the  ancients  was  of 
rectangular  section  and  was  sometimes  of  very  large  dimen- 
sions as  compared  with  the  volume  of  water  to  be  conveyed. 
Although  in  modern  times  there  are  examples  of  rectangular 
sections,  it  is  now  more  usual  to  make  them  circular,  egg- 
shaped,  square  with  a  diagonal  vertical,  or  trapezoidal. 
Aqueducts  are  also  constructed  of  forms  which  are  combina* 
tions  of  the  circle  and  egg-shaped,  or  ofthe  trapezoid  and  circle. 
When  a  mean  volume  of  water  is  to  be  conveyed  and  when 
provision  has  to  be  made  for  a  definite  height,  as,  for  example, 
for  a  man  standing  upright,  preference  is  given  to  the  egg- 
shaped  aqueduct. 

In  the  sections  shown  by  Figs.  133  to  137  it  will  be 
observed  that  a  rise  of  the  water-line  near  the  top  causes  an 


;ti  by  Google 


AQUEDUCTS.  '4' 

appreciable  increase  in  the  wetted  perimeter,  while  there  is  no 
proportional  increase  in  the  waterway.  Thus  the  mean  depth 
{m)  and  therefore  also  the  mean  velocity  (v)  of  flow  continually 
diminish.  The  li  priori  conclusion  may  be  drawn  that  the 
discharge  {Q)  is  not  a  maximum  when  the  pipe  runs  full,  but 
when   the  water-line  is  some  distance  below  the  top.     The 


Fig    133  Fic    >34  F"5    ^35  F'"    I36  FlO.   137- 

differential  equation  defining  this  position  may  be  easily  found 
as  follows  (Prob,  I,  p.  229): 

bj^=in^  =  mi=-pi. 


Since  Q  is  to  be  a  maximum. 

Therefore 

IA'\  SPA'  .dA-A'.dP 

Mr 

ZP.dA-A.dP  =  o 
s  the  equation  required. 
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If  the  velocity  of  flow  is  to  be  a  maximum, 

dv  =  o, 


'A\      P.dA-A.dP 
dm  =  0  =  d\-pj  =  p, , 


P  .dA-  A  .dP-O. 

Ex.  I.     Circular  Section . — Let  the  wetted  perimeter  sub- 
tend an  angle   6  at   the  centre.      Then 

^=l(^_sinff)and  dA  =  ''^^-{i—cos.ff); 

P=r8     and     dP  -  r  .  dB. 

Hence  for  a  maximum  discharge 

^.dd.  S(i-cos^) {0-sinfl).d9~o, 

or 
""  '^''  2tf—  3CC0S  tf+sin  ff  =  o. 

0  =  308°  IS  the  value  of  0  satisfying  this  equation. 
For  a  maximum    elocily 


-  cos  (J) [8  —  sin  (»)  =  o, 


^  =  tan  tf, 

and  6  ^257°  27'  is  the  value  of  f  which  satisfies  this  equation. 

In  circular  aqueducts  the  angle  d  is  usually  about  240°, 
which  insures  a  certain  clear  space  above  the  water-line. 

Then,  also, 

P  —  ^.l^f^r,    .^=2.528^;    vi=.6r. 
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Example  2.     A   Square  Section  wiih  Vertual  DiagOHol. 
— Let  a  side  of  the  square  =  a, 
and  let  x  be  the  length  of  the 
portion  of  the  side  which  is  not 
wetted .     Then 

X* 


and 


A  =«•- 

dA  =  —x.dx\ 

P  =  4a  —  2x 
d 

dP=  -2.dx. 
Hence  for  a  inaxtmum  discharge 


-  3 C4«  -  2-r)^  .dx-\-i[a*-  -~)dx  =  O, 


ix'  —  i2ax-\-  2c^  = 


and  the  depth  below  the  apex  of  the  water-line 

For  a  maximum  velocity  of  flow 

—  x{^a  —  2x)dx -f-  2(11*  —  ~]dx  =  O, 


-  \ax  +  2c^  =  o, 
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aad  dierefore 

*  =  42  —  Vl)  =  .  58580, 
and  the  depth  of  the  water-Une  below  the  apex 


V2 


.4142a. 


Example  3 .  Egg-shaped  Section. — This  form  of  aqueduct 
consists  essentially  of  three  parts,  a  lower  portion  bounded  by 
a  semicircle  of  radius  r^ ,  an  upper  portion  bounded  by  a  cir- 


cular arc  of  lesser  radius  r^ ,  and  an  intermediate  portion 
bounded  by  circular  arcs  of  radius  r^ ,  which  meet  the  lower 
and  upper  arcs  tangentially. 

The  depth  of  the  intermediate  portion  is  defined  by  the 
angle  a  which  the  radius  Ofi^  makes  with  the  horizontal,  and 
the  position  of  the  water-line  AA  is  defined  by  the  angle  d 
which  OfA  makes  with  Ofi^  |M-oduced.     Then 
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If  the  water-line  is  above  BB, 

A  =  — i-  +  r*a  —  {r^  —  ^i){r,  —  r^  sin  a 

+  r,»ff  +  -i  sin  2(a  +  ff), 

and 

.  P=  jrr,  +  2r,a  +  2^,*. 

If  the  water-line  coincides  with  BB,  6  =  0,  and  then 

A  =  ~-^  +  r,'a  —  (rj  —  '',)(''j—  r^  sin  a  +  -*"  sin  2a 

and 

/■  =  »»■,  +  2r,af. 

If  s  is  the  vertical  distance  between  0,  and  the  highest 
point, 

«  =  r,  +  (r,  —  r-,)  sin  a. 
Also, 

''»  -  ''1  =  ('■3  —  fi)  cos  a. 

If  the  water-line  CC  is  below  55,  let  0  be  the  angle  sub- 
tended at  Oj  by  the  arc  BC,  and  let  O^C  =^x.  Then,  since 
BfiC  is  now  e, 

X  sin  (tf  —  0)  =  (rj  —  rj  sin  0 
and 

X  cos  (#—(>;)  =  r^  cos  (a  ~  0)  —  (r,  —  r,), 

two  equations  giving  jtr  and  <f>  in  terms  of  d  and  the  radii. 

The  area  of  the  waterway  is  now  the  area  up  to  BB 
diminished  by  the  area  of  the  slice  between  BB  and  CC,  and 
this  area 

r*  X* 

=  —  sin  2a  +  rj'0  —  rj(rj  —  r,)  sin  0  H sin  2{li~  a). 
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Hence 
A  =—r-  +  '",*''  —  C*'s  —  '"i)(''s  —  ''1)  sin  (T  +  -r-  sin  2or 

-  j  -|-  sin  2a  +  r^V  —  r^{r^  -  >-,)  sin  0  +  -  sin  2  {0-  a)  V 

=  ^*  +  '■s*(«  -  *)  -  C'-,  -  '-.)  1  (^  -  '•.)  si"  «  -  r,  sin  0f 

—  —sin  2(9—  »). 


The  lai^er  diameter  is  usually  at  the  bottom  for  aqueducts, 
but  almost  invariably  at  the  top  for  sewers. 

The  discharge  for  sewers  may  be  calculated  by  Bazin's 
formula,  but  an  allowance  of  20  per  cent  should  be  made  in 
order  to  make  provision  for  deposits  and,  where  they  occur, 
for  water-pipes,  electric  conduits,  etc.  Care  should  also  be 
taken  that  the  section  is  sufficient  to  carry  away  the  water  from 
the  heaviest  rains  and  from  the  branch  drains  in  such  manner 
that  the  water  in  the  sewer  docs  not  rise  above  a  certain  level. 

Assuming  that  the  time  of  flow  in  the  sewer  is  three  times 
that  of  the  rainfall  and  that  the  maximum  downfall  is  27.5   . 
gallons  (^  I2S  htres)  per  second,  Belgrand  has  proposed  for 
the  discharge  of  the  Paris  sewers  the  formula 

5X     188  =  .4  Vmi, 

S  being  the  drainage  area  in  acres. 

In  metric  measure,  S  being  the  drainage  area  in  hectares. 


In  branch  drains  and  in  smaller  systems  the  influx  of  water 
is  much  more  rapid  and  the  time  of  flow  should  not  be  estimated 
at  more  than  twice  the  duration  of  the  rainfall. 
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Note. — In  designing  sections  for  open  channels  or  aque- 
ducts, complicated  preliminary  calculations  may  be  generally 
avoided  by  employing  a  graphical  method.  Selecting  a  pro- 
visional section,  the  water  areas  and  wetted  perimeters  may  be 
obtained  for  diHerent  depths  of  water  and  the  corresponding 
mean  depths  plotted  to  any  convenient  scale.  Repeating 
these  operations  for  different  sections,  the  mean-depth  curves 
will  quickly  indicate  the  best  section  to  be  adopted. 

6.  FormuUe  of  Prony,  Eytelweln,  Beardmore  and  Tadini. 
— A  careful  study  of  Chezy's  experiment  on  the  Courpalet 
cut  (Orleans  canal)  and  of  twenty-three  experiments  made  by 
Dubuat  on  wooden  channels  of  small  section,  led  Prony,  in 
1804,  to  adopt  the  equation 


F(v)  _ 


\-  iv*  =z  mi. 


in  which  —  =  22472.5  and  7-  =  10607.02. 

About  the  year  181  ■;,  Eytelwein,  taking  into  account  sixty 
additional  experiments  on  the  Rhine  and  Weser  by  Woltmann, 
Funk  and  Brunings,  proposed  slightly  different  values  for  a 
and  6,  viz.. 


-  =  41211.11     and    ^=8g7S-43- 

The  expression  mi  has  the  same  value  with  Prony's  as  with 
Eytelwcin's  coefficients  when  the  velocity  is  about  72  ft.  per 
minute,  and  for  a  small  change  in  this  velocity  the  variation  in 
the  value  of  mi  is  also  small  and  of  little  practical  importance. 
For  other  velocities  the  value  of  mi  with  Prony's  coefficients 
will  be  greater  or  less  than  the  value  with  Eytelwein's  coeffi- 
cients according  as  the  velocity  of  flow  is  greater  or  less  than 
72  ft.  per  minute. 

The  formula  with  Eytelwcin's  coefficients  was  for  a  long 
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time  used  by  engineers,  and  was  preferred  as  giving  the  most 
reliable  results. 

For  values  of  v  exceeding  20  ft.  per  minute  the  term  av 
is  small  as  compared  with  ^,  and  may  be  disregarded  without 
much  error.     This  formula  then  becomes 


bv"  =  mi, 

and  therefore. 

according  to  Prony, 

and  according 

to  Eytelwein, 

•'=W  ""'■='=""'• 

Intermediate  between  these  is  Beardmore's  formula,  viz., 

V  —  100  Vmi. 

Barr^  de  St.  Venant  has  suggested  the  relation 

mi  =:  .oooi36i'I^ 

(or  mi  =  .00041'*^,  if  a  metre  is  the  unit). 

The  above  formulae,  now  obsolete,  involve  a  grave  error, 
as  it  is  assumed  that  the  resistance  due  to  the  roughness  of  the 
wetted  surface  is  a  constant  quantity.  Bazin's  experiments 
have  clearly  shown  that  the  resistance  may  vary  between  very 
wide  limits  depending  upon  the  nature  of  the  materials  and  soil 
which  form  the  bed  and  sides  of  the  channel.  For  a  deep  and 
wide  channel,  in  which  the  slope  of  the  bed  is  small,  approxi- 
mately accurate  results  are  given  by  Tadini's  formula, 

V  =  gi  Vmi 

(or  V  =   SO  v'wh",  if  a  metre  is  the  unit).  I 
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7.  fiazln's  Formulae. — Between  1855  and  1S59,  Darcy 
and  Bazin  carried  out  a  number  of  experiments  in  a  cut 
leading  from  the  Bourgogne  canal.  The  channel  sections.were 
of  different  forms  and  dimensions,  the  sides  were  faced  with 
wood,  cement,  hewn  ashlar,  bricks,  rubble  masonry,  and 
earth,  and  the  slope  of  the  beds  varied  from  .001  to  .10. 

The  results,  for  the  rectangular  and  trapezoidal  sections, 
sensibly  agreed  with  the  calculations  obtained  from  the  formula 


-(-+3-. 


"but  with  circular  and  egg-shaped  sections  the  calculated  are 
about  10  per  cent  less  than  the  actua'l  results. 
In  practice  it  is  most  convenient  to  take 


where  b  = 


=  "  +  ; 


a  and  y?  are  not  constant,  but  have  values  depending  upon 
the  character  of  the  channel  faces  and  bed,  Bazin  gives  the 
following  table: 


if  Iha  WellAl  Surfao 


Smoolh  cement,  planed  wood, 
Cut  masonry,  brlckl,  planks.. 

Rubble  masonry 

Earib 

boulders  (Kulter) 


.oooosB 
.000073 
.000085 


.00094 


Tables  at  the  end.  of  the  chapter  give  the  values  of  the 
coefficients  li  and  c,  a  metre  being  the  unit. 

Reviewing  the  results  of  more  than  700  experiments  carried 
out  in  France,  Europe,  the  United  States,  and  British  India, 
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etc.,  upon  canals  and  rectangular,  trapezoidal,  semicircular, 
and  circular  aqueducts,  of  dilTerent  dimensions,  Bazin,  in  1897, 
(/i«K,  des  Fonts  et  Chaussees.)  deduced  the  formula 


157-6 


Vt^ 


-  f'mi,  if  a  metre  is  the  unit). 


1  + 


Vm 


This  equation,  again,  may  be  most  conveniently  written  in 
the  form 

V  =  c  Vm.y 

and  Tables  at  the  end  of  the  chapter  give  the  values  of  c  for  the 
six  different  classes  into  which  Bazin  has  divided  all  channels, 
the  corresponding  .values  of  the  coefficient  y  being  given  by 
the  following  table : 


if  tbt  Wetlcd  SurHee. 


y,  the  Unit  bcine 


Smooth  cement,  planed  wood 

Planks,  bricks,  cut  masonrjr.  elc 

Rubble  masonry 

Earth,  dry  rubble,  etc 

Earthen  channels  in  ordinary  condition 

Earthen  channels  or  rivers,  presenting  exceptional 
resistance  ;  the  beds  covered  with  boulders  and 
the  sides  with  grass,  elc 


8.  Gai^[uillet  and  Kutter's  Formula.— Bazin 's  is  the  only 
formula  used  in  France,  but  in  England,  Germany,  and  the 
United  States  engineers  prefer  the  formula  of  Ganguillet  and 
Kutter,  viz., 

V  =  e  ♦'mi. 

the  value  of  c  being  given  in  a  Table  at  the  end  of  the  chapter- 
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Also  the  coefficient 


1+   a  + 


i'  f^ 


a,  1,  and  p  being  certain  constants  and  n  a  coefficient  depend- 
ing only  on  the  roughness  of  the  channel  sides  and  bed. 
If  the  unit  is  a/t«>/,  a  =  4i.6;  1=  1.8112;  p=  .0028  k 
If  the  unit  is  a  metre,  a  =  23 ;  1  =  i ;  p  =  .001 55. 
The  unit  being  a  foot,  n  varies  from  .008  to  .05  and  the 
following  table  gives  the  values  of  h  which  will  be  found  of 
most  use  in  practice: 


CbanctorelSida. 

. 

Aolhorhr. 

.009 

.013 
.015 
.017 
.o» 

.oas 

.03 

.035 
■OS 

.Mas 
.oas 

.037s 

■03 

Gatiguillet 
and  Kutter 

"         '■            "        "  perfect  order,   free  from  de- 
tritus (stODCi,  weeds,  etc.). 

"         "            "        "  moderately  good   order,    not 
quite  free  from  detritus  or 

■'  bad   order,   witb    weeds   and 

Torrential  stretims  encumbered  with  detritus 

Jacitson 

"       "       "      in  rather  bad  order,  overgrown  with 
weeds  and  covered  with  detritus. 

The  difficulty  of  properly  selecting  the  value  of  Q  is  due  to 
the  fact  that  there  is  no  absolute  measure  of  the  roughness  of 
channel  beds. 

In  obtaining  the  above  results  Ganguiliet  and  Kutter  made 
a  careful  study  of: 
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(a)  The  Experiments  of  Darcy  and  Basin. — These  show 
that  c  depends  both  upon  the  roughness  and  the  sectional 
dimensions.  The  values  of  a  and  /3  in  Bazin's  formula  vary 
with  the  character  of  the  channel  sides  and  bed;  but  while  in 
small  channels  the  influence  upon  the  How  of  differences  of 
roughness  must  be  very  great,  it  is  certain  that  this  influence 
diminishes  as  the  sectional  area  increases,  and  that  it  will  be 
nil  when  the  area  is  infinitely  great. 

{h)  The  Measurements  of  Humphreys  and  Abbot  on  the 
Mississippi,  a  stream  of  very  large  sectional  area  with  a  bed  of 
very  small  slope. 

if)  Their  own  Gaugings  in  the  regulated  channels  of 
certain  Swiss  torrents  with  exceptionally  steep  slopes  and 
running  through  extremely  rough  channels. 

((f)  The  Effect  of  the  Slope. — The  coefficient  c  diminishes 
as  the  slope,  /,  increases.  The  value  off  does  not  vary  much 
with  the  slope  of  the  bed  in  smalt  rivers,  but  in  large  rivers 
with  small  slopes  the  variation  is  considerable. 

9.  FormuUe  of  Manning,  Tatton,  Humphr^s  and  Abbot, 
and  Gaackler.— In  1890,  Manning  proposed  the  formula 

-.,        1.486    ,.,.,, 
V  =  c,m*i*  = m't^,  a  the  unit  is  a  foot. 


V  =  c^rrri^  =  -wV*,  if  the  unit  is  a  metre. 

In  this  formula,  which  gives  good  results,  the  coefficient  n 
has  the  same  value  as  the  n  in  Kutter's  formula. 
Bazin's  and  Manning's  formulse  are  identical  if 

i.e.,  if 


'=jri  =  ''"*- 


.vCootjIc 


By  an  independent  method,  Tutton.  in  1893,  deduced  the 
corresponding  formula, 

-« 

ff  being  again  the  same  as  in  Kutter's  formula. 

As  a  result  of  observations  on  the  Mississippi  in  1865, 
Humphreys  and  Abbot  deduced  the  rather  complicated 
formula 

»  =  J3.873(OT'(t)*  —  .0388P,  the  unit  being  a  foot, 
or 

V  =  j(69w/V*}'  —  .0214;^  the  unit  being  a  metre. 

In  this  expression,  which  is  of  especial  value  for  large 
watercourses,  m  is  the  ratio  of  the  sectional  area  to  the  total 
perimeter. 

Gauckler's  formulae  for  canals, 

J'  =  em*i,  if  the  slope  is  <  7  per  loooo, 
and 

V  —  c'm^i^,    "  "        >  7  per  lOOOO, 

and  Hagen's  formula, 

V  =  2.43w*/i, 

the  unit  in  each  case  being  a  metre,  have  not  been  used  in 
practice. 

Ex.  I.  A  channel  with  a  fall  of  i  in  10,000  has  brickwork  faces,  ii  of 
rectangular  section.  30  ft.  wide,  and  is  to  convey  300  cu.  ft.  of  water  per 
secoEid.    What  must  be  the  depth  of  the  water? 

Let  X  be  the  required  depth.     Then 

A  =  2ox;    P  =  20  +  2x, 
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'    to  +  j^    loooo      100  '    lo  +  *■    , 


This  equation  can  be  best  solved 'by  trial. 
Ut  :r  =  5  ft.     Then 


and  the  Tables  give  127.3.  as  the  corresponding  value  of  e. 
Therefore 


;  t'3-333  =  3-3"3  ft-  pe«"  «c.. 


Q  =  loov  =  231,23  cu.  ft.  per  sec,. 


and  the  Tables  give  [26.435  tlic  corresponding  value  of  ^. 
Therefore 


126.4, /40  ,    , 

i-  =  ——y—   =  2.1365  ft,  per  sec, 

Q  =  Zov  —  170.91  cu.  ft.  per  sec, 


which  is  too  small. 

Thus  X  must  lie  between  4  and  ;  ft.     Try  -r  =  4,5  ft.    Then 


126.8./ 90 
100  '    29 


2.2338  ft,  per  see.. 


Q  =  gtw  =  201.042  cu,  ft,. 
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Ex.  2.  A  canal  in  eanh  with  sides  sloping  at  40*  is  to  convey  100 
cu.  ft.  uf  water  per  sec.,  at  a  velocity  of  i  ft.  per  second.  What  is  ihe 
fall  of  the  canal,  and  what  are  its  roost  suitable  din 


A  =  100.    Then  (sec  Table,  p.  233). 

bottom  width  =  .525  Vioo  =  5,2;  ft., 
depth  of  water  =  .73a  t^ioo  =  7.32  ft., 
mean  depth,  m  =  .361  yroo  =  3.61  ft. 

By  the  Tables  the  corresponding  value  of  e  is  93.3.    Therefore 

I  =  93-3  Vy(y~^i, 

~  3"4a4' 

Ex.  3.  A  length  of  the  La  Roche  cut  is  in  compact  rock.  Its  bottom 
width  is  0.70  m.,  the  depth  of  the  water  is  0.50  m..  one  bank  is  vertical 
and  the  other  slopes  at  26°  34'  to  the  vertical.  If  the  fall  is  i  in  500, 
find  the  mean  velocity  and  quantity  of  flow. 

The  width  of  section  at  the  surface  =  .70  +  .50  tan  26°  34'  =  ©".95. 

■^  ~  7<-9S  +  -7°)  ■  50  ~  o-4>  25  sq.  m. 
/*  =  .SO  +  .70  +  .JO sec.  26'  34'  =  1.759  m. 
Therefore 

4125 
m  = ■   =  .2345, 

and  the  corresponding  value  of  b  in  the  Tables  is  .0433,     Hence 

/)423  v.v  =  ■/.I34S  "^-^^  ■'"'fiS. 
and  1'  =  .511  m.  per  sec. 

Therefore,  also, 

2  =  .5i2  X  .412;  =  .21 13  cm.  per  sec. 
Again,  using  Bazin's  formula  for  the  filament  of  max.  vet., 
fiMi.  =  u  +  i4^/«i  =  .5i2  +  14  X  .02165  =  o".8is  per  sec, 
and  »>  =  bottom  velocity  =  -\Vma^  =  o".489  per  sec 
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Ex.  4,  In  another  lengjth  of  La  Roche  cut,  in  earth,  the  banks  slope- 
ai  45',  the  bottom  width  ia  aj  m.,  and  the  depth  of  the  water  is  a;  m. 
Find  the  coefficients  Jand  f,  the  discha^;e  being.1113  cu.  fbper  seeond, 
and  the  fall  1  in  joo. 


^  =  7(1-3 +5)S  =  0-4  sq.  m. 

/•  =  .3  +  2  f^s  =  i~.7J4. 

Therefore 

"-TTT,'""- 

Also. 

V  = =  o*,Si8  per  sec. 

Hence 

.s»8  =  c\/.2iZT^=  yy-mi— 

=  c  X  .02162  =  -i=  X  .01162 

and  c  =  24.4,        ^=.00168, 

which  closely  agree  with  the  results  given  by  the  Tables, 

Ex.  5.  Find  the  quantity  of  water  conveyed  by  a  channel  of  trape- 
zoidal section  lined  with  brickwork  and  having  a  (all  of  6  in  1000.  The 
water-surface  width  is  7.1S5  (t.,  the  bottom  width  is  6.56  ft.,  and  the 
depth  of  the  water  is  4.9a  feet. 

A  =  ^(7.185  +  6.56)  X  4.92  =  33.813  sq.  ft., 


33.8'3/2-' 


Q=Av  =  cx  33.8'3K  2053 

For  m  =  2.053 

Bazin's  Tables  give  e  =  124.6,  and  then  Q  =  467.6  cu.  fi 
Manning's       "        "    f  =  128.6,  and  then  Q  =  482.6       " 
Kkitter's       "        "     c  =  130.4,  and  then  Q  =  489.36    " 
and  the  differences  in  the  three  cases  are  not  considerable. 
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10.  Variation  of  Velocity  in  the  Transverse  Section  of  a 
Watercourse The  discharge  {Q)  across  any  transverse  sec- 
tion of  a  watercourse  is  the  product  of  the  area  {A)  of  the 
section  and  the  mean  velocity  (i/)  of  flow.     Thus 

Q=Av. 

The  value  of  v  for  channels  of  small  section  can  easily  be 
found  by  discharging  into  a  suitable  reservoir  for  a  definite 
interval  of  time,  when  Q  can  be  estimated ;  and  since  A  is 
known,  v  can  be  at  once  calculated.  This  method  is  imprac- 
ticable with  watercourses  of  large  dimensions.  The  profile  of 
the  section  must  then  be  carefully  plotted,  when  its  area  can 
be  obtained  with  a  planimeter  or  by  the  method  of  mean 
heights.  The  velocity  of  flow  varies  from  point  to  point 
throughout  the  section  in  a  most  irregular  manner,  and  its  value 
has  not  been  fixed  by  any  single  law.  By  using  a  meter  or 
gauge  the  velocity  may  be  measured  at  a  large  number 
of  points,  and  in  this  manner  the  mean  velocity  (v)  and 
the  maximum  velocity  {v^^^  can  be  very  approximately 
determined.  The  velocity,  however,  varies  so  much  and 
depends  so  largely  upon  the  conditions  under  which  the  flow 
takes  place,  that  it  seems  hopeless  to  expect  that  the  compli- 
cated law  of  velocity  distribution  can  be  expressed  in  a  general 
formula.  The  numerous  experiments  of  Bazin  on  the  Bour- 
gogne  canal  and  on  the  Seine  and  Saone,  of  Cunningham  on 
the  Ganges  canal,  and  of  Humphreys  and  Abbot  on  the 
Mississippi,  all  go  to  prove  this  and  at  the  same  time  throw 
much  light  upon  the  whole  subject.     It  has  been  shown  that  the 

ratio  -°— '  diminishes  as  the  resistance  of  the  sides  and  bed, 

V 

which  is  measured  by  the  expression  -^,  increases.     The  ratio, 

for  example,   is  about  .85   in  a  channel  with  a  very  smooth 
surface  and  falls  to  about  .50  when  the  channel  is  cut  through 
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earth.     As  the  surface  resistance  diminishen  the  value  of  -i 

V* 

tends  to  become  very  small  and  ultimately  zero,  while  the 
ratio  -^^  tends  to  become  unity.  Bazin  therefore  expressed 
the  relation  between  v,n^_  and  v  in  the  form 

=  '+^(S) (.) 

in  which  the  (unction  ^(-5-)  vanishes  with  —~. 
A  special  case  is  Bazin's  empirical  formula, 

^=-+v^ « 

=  i  +  K</l (3) 

,  K 
=  '+7 (4) 

the  values  of  ^  and  £  being  given  by  the  Tables,  and  K  being 
a  coefficient  depending  upon  the  form  of  the  section  and  the 
conditions  of  flow.  For  example,  if  v'a„_  is  the  maximum 
surface  velocity  for  a  given  section. 


I^oux 


■+^'^V? '" 


for  a  watercourse  of  great  width  as  compared  with  the  depth 
and 


--  1+25.4. 


\/^ t-^) 


for  a  channel  of  restricted  dimensions,  as  in  ordinary  practice- 
Again,  if  Va,„_  is  the  maximum  velocity  for  the  whole  sec- 
tion of  such  a  channel,  and  if  %'„  is  the  viean  velocity  along 
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the  vertical  in  which  the  maximum  velocity  lies,  then, 
approximately, 

v^^  =  v„-\-io.gVhi, (7) 

in  which  h  is  the  depth  of  the  water  on  the  vertical  in  ques- 
tion. (If  a  metre  is  the  unit,  the  values  of  K  in  the  three  last 
formulae  are  20,  14,  and  6,  respectively.) 

For  channels  of  mean  dimensions  Prony  has  suggested  the 
formula 

V     _   7.78 +  ^.».  ,g. 

»',„„        10.34  +  v'„^^ ^  ■' 

{If  the  unit  is  a  metre,  substitute  2.37  for  7.78,  and  3.15  for 
10.34.) 

In  the  same  case  Dubuat  gives 

»  =  '-^±^' (9) 


in  which  v^  is  the  velocity  at  the  bottom  of  the  channel. 

For  values  of  v'bbi.  "P  ^°  about  11  or  12  ft.  (3.5  m.)  per 

second  the  calculated  values  of  the  ratio  —  vary  but  little  from 

the  average  value  .8,  a  result  which  has  been  verified  in  certain 
special  experiments.  It  is  therefore  considered  sufficient  to 
take 


and  then,  by  eq,  (9), 


(10) 


(■■) 


When  the  water  is  of  great  depth  the  ratio    ,  ■  ■  fells  to 
.75,  and  to  .60  if  the  bottom  is  covered  with  reeds. 


;ti  by  Google 


a6o  (VELOCITY  y^RUTlON  IN   TRJSSVERSE  SECTION. 

Sonnet  has  theoretically  deduced  for  watercourses  of  great 
width  the  relation 


(12) 

SO  that  if  f  =  jp'n,,,..  then  v^  =  !»'„„. 

For  a  long  time  it  was  supposed  that  the  maximum  velocity 
(^■Mt.)  *■'*  '"  *^*  f*"^^  surface,  and  its  value  was  determined  by 
observing  the  time  in  which  floats  .passed  between  two  trans- 
verse sections  at  a  specified  distance  apart.  Experiments  have 
now  demonstrated  that  this  maximum  velocity  is  at  some  point 
below,  although  in  general  near  the  free  surface,  and  the  floats 
will  not  give  the  proper  value  of  the  maximum  velocity  unless 
they  are  suitably  submerged.  It  has  also  been  found  that  the 
depth  of  this  point  of  maximum  velocity  increases  as  the  ratio 
of  the  width  to  the  depth  of  the  waterway  diminishes,  and  may 
be  as  great  as  one  third  of  the  depth  of  the  water. 

On  any  horizontal  line  at  right  angles  to  the  axis  of  the 
channel  the  velocity  diminishes  with  the  depth  of  the  water, 
is  greatest  towards  the  centre,  and  diminishes  at  an  increasing 
rate  on  approaching  the  sides. 

The  experiments  of  Darcy  and  Bazin  have  shown  that  the 
air-resistance  is  not  the  most  important  factor  in  causing  the 
variation  in  the  velocity  throughout  the  section.  With  a 
gauge  they  determined  the  velocities  at  a  number  of  points  in 
the  cross-section,  and  plotted  the  corresponding  equal-velocity 
curves: 

(a)  For  a  closed  wooden  pipe,  of  rectangular  section, 
running  full  (Fig.  141); 

(p)  For  an  open  wooden  channel  running  half  full  and 
formed  by  removing  the  upper  side  of  the  pipe  in  («)  (Fig. 
142). 

The  curves  for  the  pipe  are  approximately  rectangular  and 
parallel  to  the  sides  of  the  pipe.  The  discharge  in  the  open 
channel  is  slightly  greater  than  one  half  of  the  pipe's  discharge. 
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but  there  is  no  similarity  between  the  equal-velocity  curves  in 
the  two  cases.  In  the  open  channel  they  become  more 
elliptical,  tend  to  close  at  the  centre,  and  cut  the  free  surface 
obliquely,  the  angle  of  incidence  becoming  more  and  more 
acute  towards  the  centre.  The  curves  are  also  at  a  greater 
distance  from  the  centre  than  the  corresponding  curves  in  the 
pipe.     This  very  marked    modification   in    the   form    of  the 


Fio.  141. 


velocity  curves  is  due  especially,  in  Bazin's  opinion,  to  the 
absence  of  the  upper  boundary  and  to  the  consequent  practical 
impossibility  of  an  absolutely  constant  cross -section,  Eddies 
and  other  irregular  movements  are  produced  in  the  surface  and 
give  rise  to  corresponding  losses  of  energy  and  velocity. 
Actual  experiment,  too,  has  shown  that,  even  with  a  strong 
wind  blowing  down-stream,  tending,  as  might  be  supposed,  to 
cause  an  excessive  surface  velocity,  the  maximum  velocity  is 
still  at  some  point  below  the  free  surface. 

For  any  given  vertical  in  tiie  section  it  appears  to  be 
approximately  true  that  the  velocity  at  about  three  fifths  of  the 
total  depth  is  sensibly  the  mean  velocity  for  the  whole  depth, 
and  that  the  difference  between  the  maximum  and  bottom 
velocities,  viz. ,  !'„„.  —  v/,,  increases  with  the  roughness  and  hes 
between  i^nwi.  ^'^^  i^'ma..- 

In  a  semicircular  channel  of  radius  r  the  equal -velocity 
curves  are  circular.  Fig.  143,  and  concentric  with  the  bed,  the 


byGoogIc 


afia  yELOaTY  VARIATION  IN  TRANSVERSE  SECTION. 

velocity  V  at  the  distance  jr  from  the  centre  being  given  by 


Vf  being  the  velocity  at  the  centre. 


Fig.  143- 


Generally  speaking,  the  equal-velocity  curves  are  approxi- 
mately of  the  same  form  as  the  profile  of  the  section  (Figs. 
143  to  146),  and  this  is  especially  the  case  near  the  sides  and 


T^VIVIT^ 


FiQ  144  Fig  145  He   146. 

bed.     The  curves  at  the  bottom  do  not  always  reach  the  sur- 
face, but  sometimes  cut  the  sides. 

Again,  experiments  mdicate  that  the  law  of  velocity  dis- 
tribution along  any  vertical  in  the  section  may  be  represented 
by  a  parabola  of  the  2d  degree,  with  its  axis  horizontal  and  at 
the  same  depth  as  the  point  of  maximum  velocity.  Defontaine 
in  an  experiment  on  an  arm  of  the  Rhine  deduced  for  the 
vertical  at  the  centre  of  the  current  the  anal<^ous  law 

a  =  4.8222  —  .o66y' (13) 

u  being  the  velocity  at  the  depth  y. 

(If  the  unit  is  a  metre,  a  =  1,266  —  .252^*,) 
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The  following  theoretical  investigation  of  the  velocity  curve 
is  based  on  the  assumptions  that: 

(o)  The  watercourse  is  of  very  great  width  as  compared 
with  the  depth ; 

(*)  The  watercourse  is  of  sensibly  uniform  depth ; 

(c)  The  fluid  particles  flow  across  a  transverse  section  in 
sensibly  parallel  lines ; 

{d)  A  permanent  regime  has  been  established  so  that  the 
pressure  is  distributed  over  the  section  in  sensibly  parallel  lines ; 

(/)  The  resistance  to  the  relative  flow  of  consecutive  fluid 
filaments  is  of  the  nature  of  a  viscous  resistance. 

Let  Fig.  147  represent  a  portion  of  a  vertical  longitudinal 


Fig.  I47> 

section  of  the  stream  intersected  by  '?mo  transverse  sections 
AB,  CD,  /being  the  distance  between  them. 

Consider  a  thin  layer  abed  of  thickness  dy  and  width  b, 
bounded  by  the  sections  AB,  CD,  and  by  the  planes  ad.  be, 
at  depths  y  and  y  -\-  dy,  respectively,  below  the  free  surface. 

The  forces  acting  upon  the  layer  in  the  direction  of  motion 
are: 

(1)  The  pressures  on  the  ends  ab,  cd,  which  evidently 
neutralize  each  other. 

(2)  The  component  of  the  weight  =  wbl .  dy  .%\x\  i  = 
•wbli.dy;  (being  the  slope  of  the  bed. 

(3)  The  viscous  resistances  on  the  lateral  faces  of  the  layer 
under  consideration.  These  are  nil,  since  in  a  stream  of 
indefinite  width  there  will  be  no  relative  sliding  between  abed 
and  the  vertical  faces  on  each  side. 
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(4)  The  viscous  resistances  along  the  planes  ad  and  be. 

The  frictional  resistance  to  distortion,  i.e,,  to  shesring, 

along  such  planes,  is  found  to  be  proportional  to  the  shear  per 

unit  of  time,  and  is  measured  by  the  shear  per  unit  of  area  at 

the  actual  rate  of  shearing.     The  coefficient  of  viscosity,  or 

;      , shear  per  unit  of  area 

simply  the  viscosity,  is  the  quotient  -; ^ =-^ — . 

shear  per  unit  of  fame 

and  defines  diat  quality  of  the  fluid  in  virtue  of  which  it  resists 

a  change  of  shape. 

Adopting  Navier's  hypothesis, 

,.du 


k  being  the  coefficient  of  viscosity,  and  u  the  velocity  at  the 

depth  y.     The  sign  is  negative  as,  since  »  increases  with  y, 

du 

-J-  is  positive,  and,  at  the  same  time,  the  action  of  the  layers 

above  ad  is  of  the  character  of  a  retardation. 

The  viscous  resistance  along  be  =  k&l—  4- kbl .  di~-\ 
dy  \dyl 

dy 
Then,  as  the  motion  is  uniform, 

wbli .  dy  -  kbl—  +  kbl^  +  kbl^.dy  =  o. 
-'  dy   '         dy   '         dy"  •' 

Hence 


dy'^  k ^• 

Integrating  twice, 

»= -2^'  +  «)'  +  ^..      ....     (14) 

a  and  v,  being  constants  of  integration. 
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»65 


It  is  evident  that  v,  is  the  surface  velocity,  i.e.,  the  value  of 
K  when  y  =  o. 

The  equation  may  be  written  in  the  form 


*fl» 


^ 


(15) 


Thus   the   velocity  curve  is   a   parabola 

having  a  horizontal  axis  at  a  depth  Y  =  — . 

below   the   free  surface.     This   is    also   the 
<lepth  of  the  filament  of  maximum  velocity 

Hence,  by  equations  (14)  and  (16), 


(■7) 


Let  v^  be  the   "  mean  "  velocity  for  the  whole  depth  h. 
Let  V,  be  the  mid-depth  velocity.     Then 


/  {"--5^-'')'}'* 


j{h'-il,Y+iY\  ....     (18) 


■wi  ih 


(■9) 
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Henc« 

"i-^'-^Hk ^^"^y 

a  result  upon  which   Humphreys  and   Abbot    have    based  a 
rapid  method  of  gauging  rivers. 

Let  f>  be  the  bottom  velocity,  i.e.,  the  value  of  v  when 
jr  =  A,     Then,  by  equation  (17), 

and  therefore, 

^m«.  —  ^'*  =  zii^  —  Yf  =N,   suppose.   ,     .     (21) 

According  to  Bazin,  t/^,  —  Vi  is  sensibly  constant  and  is 
approximately  equal  to  36. 3  Vht  (=  20  Vki  if  a  metre  is  the 
unit).  Thus  the  general  equation  (15)  of  the  velocity  curve 
becomes 


36.3  VSfJ^^) .     .    .    .    (22) 


This,  known  as  Bazin's  formula,  agrees  well  with  the 
experiments  on  artificial  channels  and  on  the  Saone,  Seine, 
Garonne,  and  Rhine.     It  was  found,  in  general, 

that  -25i  =  1. 17  in  the  Rhine  at  Basle  and  ranged  from  i.l 
to  1. 13  in  the  other  channels; 
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Y 

:  -  in 
3 

from  o  to  .2. 

These  last  results  are  not  in  accord  with  the  Mississippi 
measurements. 

In  the  case  of  a  rectangular  channel  of  such  width  that  the 
influence  of  the  sides  on  the  flow  may  be  disregarded,  the 
mean  radius,  m,  may  be  substituted  for  A  and  the  mean 
velocity,  v„,  Is  sensibly  the  same  as  the  mean  velocity,  v,  for 
the  whole  section.     Hence  equation  (22)  may  be  written 


\/SS-^k)" 


-  36-3 


-  =  ^_36.3»'«g^),      .     .     .     C^3) 

the  value  of  d  being  given  by  the  Tables. 

Filament  of  Maximum    Velocity  in  the  Surface. — In  this 
case  1''=  o,  and  equation  (21)  becomes 


-'„--.=,-J'i-.  •  .  • 

•     •     (24) 

»'„„  being  the  value  of  v„^_  when  the  maximu 
in  the  surface. 

Equation  (22)  also  becomes 

m  velocity  is 

«  =  ^''™.-36.3*^'^-     . 

.    .    (25) 

Again,  by  equations  (18)  and  (24), 

«''_.-w=S'''=3(-'~..-''.). 
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Vm  = 


2V'^„.+  -Vt 


(26) 


a  result  already  referred  to. 

BoiUau's    Formula. — Boileau    assumes    that   the   velcx;ity 
_v, tf ■  jjr    curve  is  given  by  the  equation 

^  u=A-Bf-\-Cy    .     .     (27) 

aiove  the  point  of  maximum  velocity,  and 
ielow  this  point  by  the  equation 

u  =  D~B/ (28) 

Fig.  ug.  When  y  =  o,     u  =  v,  =  A. 

When  y=Y, 

D-BY'  =  v^,=A~BV-\-CY=v,-BY^-\-CY. 
Therefore 

C  = 


D-v, 


Boileau's  experiments  led  him  to  infer  that  the  difference 
D  —  zimu.  (=  BY^)  is   sensibly    constant.       Designating   this 


difference 
equations 

by  d,  so 
become 

that  D  = 

V 

... 

+  ^  and  5  = 

y 

Boileau's 

u  =  v 

-4) 

'- 

^n 

2         y 

•     (29) 

representing  the  curve  MM^,  and 
representing  the  curve  MMy 


C30) 
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II.  Tables  at  Erosion  and  Viscosity. 

TABLE   INDICATING   THE   VELOCITIES   ABOVE   WHICH 
EROSION   COMMENCES. 


Nuure  of  ilw  Chuiiul  B«d. 


Soft  and  clayey  loUs  •  ■ 
Rich  clay 

Soft  schist 

Stralified  rocks 

Hard  rocks 


r6 

70 

<M 

1 

"4 

b 

•TABLE  OF   VISCOSITIES   {Evrritft  Syttim  cf  Unxlt). 


WATER. 

MERCURY. 

te 

Vi«o.ll7. 

.a:5 

Vtocodty. 

(Sfi 

ViBcnily. 

("£"[!) 

Vl««i.,. 

o" 

S 

15 

35 

30 

0181 
01 S4 
01 33 
0116 

OOqt 
OOSI 

35' 
40 
4S 
SO 
60 
80 
90 

0073 
0067 
0061 
0056 
0047 
0036 
ooga 

18 
99 
154 

197 
849 

0169 

0:6a 
0156 
0123 
0109 

00964 

3>5* 
J40 

.00897 

The  viscosity  is  given  by 


.0183 


, ,  according  to  Meyer, 


.00131,  according  to  Slotte; 


I  +  .0369/' 
and  by 

26  +  / 
t  being  the  temperature  centigrade. 

13.  River-bends. — The  following  explanation  is  due  to 
Professor  James  Thomson  (Inst.  Mechl.  Engs.,  1879;  Proc, 
Royal  Soc.  1877).  In  rivers  (lowing  in  alluvial  plains,  the 
To  redncc  to  K.  P.  S, 


*  N.   B.  The  viscositlei  are  In  C.  G.  S. 
nnlts  and  centigrade  degrees  multiply  by 
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curvature  of  the  windings  which  already  exist  tends  to  increase 
owing  to  the  scouring  away  of  material  from  the  outer  bank 
and  to  the  deposition  of  detritus  along  the  inner  bank.  The 
sinuosities  often  increase  until  a  loop  is  formed,  with  only  a 
narrow  isthmus  of  land  between  two  encroaching  banks  of  a 
river.  Finally  a  cut-off  occurs,  a  short  passage  for  the  water 
is  opened  through  the  isthmus,  and  the  loop  is  separated  from 
the  river-course,  taking  the  form  of  a  horseshoe  shaped  lagoon 
or  swamp.  The  ordinary  supposition,  that  the  water  always 
tends  to  move  forward  in  a  straight  line,  rushing  against  the 
outer  bank  and  wearing  it  away,  and  at  the  same  time  causing 
deposits  at  the  inner  bank,  is  correct,  but  it  is  very  far  from 
being  a  complete  explanation  of  what  takes  place. 

When  water  flows  round  a  circular  curve  under  the  action 
of  gravity  only,  it  takes  a  motion  like  that  in  a  free  vortex. 
Its  velocity  parallel  to  the  axis  of  the  stream  is  greater  at  the 
inner  than  at  the  outer  side  of  the  curve. 

Thus,  too,  the  water  in  a  river-bank  flows  more  quickly 
along  courses  adjacent  to  the  inner  bank  of  the  bend  than 


Fio.  15a. 

along  courses  adjacent  to  the  outer.  The  water,  in  virtue  of 
centrifugal  force,  presses  outwards  so  that  the  water-surface  of 
a  transverse  section  (Fig,  150)  has  a  slope  rising  upwards  from 
the  inner  to  the  outer  bank.  Hence  the  free  level,  for  any 
particle  of  the  water  near  the  outer  bank,  is  higher  than  the 
free  level  for  any  particle  in  the  same  transverse  section  near 
the  inner  bank,  but  the  tendency  to  flow  from  the  higher  to 
the  lower  level  is  counteracted  by  centrifugal  action.  Now 
the  water  immediately  in  contact  with  the  bottom  and  sides  of 
the  course  is  retarded,  and  its  centrifugal  force  is  not  suf^cient 
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to  balance  the  pressure  due  to  the  greater  depth  at  the  outside 
of  the  bend.  This  water  therefore  tends  to  flow  from  the  outer 
bank  towards  the  inner  (_Fig,  151),  carrying  with  it  detritus 


Ftc.  I  SI. 

■which  is  deposited  at  the  inner  bank.  Simultaneously  with 
the  flow  of  water  inwards,  the  mass  of  the  water  must  neces- 
sarily flow  outwards  to  take  its  place. 

13.  Flow  of  Watet  in  Open  Channels  of  Vaiyin^  Cross- 
section  and  Slope. 

Assumptions (a)  That  the  motion  is  steady. 

Thus  the  mean  velocity  is  constant  for  any  given  cross- 
section,  but  varies  gradually  from  section  to  section. 

(l>)  That  the  change  of  cross-section  is  also  gradual. 

(c)  That,  as  in  cases  of  uniform  motion,  the  work  absorbed 
by  the  frictional  resistance  of  the  channel  bed  and  sides  is  the 
only  internal  work  which  need  be  taken  into  consideration. 

Let  Fig.  1 52  represent  a  longitudinal  section  of  the  stream. 
The  fluid  molecules  which  are  found  in  any  plane  section  ab 
at  the  commencement  of  an  interval  will  be  found  in  a  curved 
surface  dc  at  the  end  of  the  interval,  on  account  of  the  different 
velocities  of  the  fluid  filaments. 
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Suppose  that  the  mass  of  water  bounded  by  the  two  trans- 
verse sections  ai,  ef  comes  into  the  position  edhg  in  a  unit  of 
time.  Then  the  change  of  kinetic  energy  in  this  mass  is  equal 
to  the  algebraic  sum  of  the  work  done  by  gravity,  of  the  work 


Fis.  153. 


done  by  pressure,  and  of  the  work  done  against  the  frictional 
resistance. 

C kange  of  Kinetic  Energy. — This  is  evidently  the  difference 
between  the  kinetic  energies  of  the  masses  efgh  and  abed, 
since,  as  the  motion  is  steady,  the  kinetic  energy  of  the  mass 
between  cd  and  ef  remains  constant. 

Let  A^  be  the  area  of  the  cross-section  ab. 
"     K,   "     "   mean  velocity  across  this  section, 
"     V    "    "   velocity  at  this   section  of  any  given   fluid 
filament  of  sectional  area  a. 
Let  »  =  «,  ±  V. 
Then 

^,a,  =  S{av)    and     S(aF)  =  o. 


The  kinetic  energy  of  the  mass  abed 


since  3{ay)=o     and     yi^  ±  V  =  2u^-\-v. 
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Now    2»,  -^  V  \s   evidently   positive.     Hence   the  kinetic 
«nergy  of  the  mass  abed 


-  a—A.u* 

«  being  a  coefficient  of  correction  whose  value  depends  upon 
the  law  of  the  distribution  of  the  velocity  throughout  the 
section  ab.  It  is  positive  and  greater  than  unity.  Assume 
that  a  has  the  same  value  for  the  sections  al>  and  ef.  Then  if 
A  J,  iij  are  the  area  and  mean  velocity  at  the  transverse  section 
</■,  the  kinetic  energy  of  the  mass  e/g^A 


Hence   the  change  of  kinetic  energy  in   the   mass  under 
consideration 

=  a— M,«»-  A.u,') 


since  A^^  =  Q  =  A^u^. 

Work  done  by  Graz'ily. — Consider  any  fluid  filament  ««, 
the  depth  of  m  below  the  surface  being  ^, ,  and  of  n,  y^. 
Let  s  be  the  fall  in  the  surface-level  from  a  to  e. 
Then  the  fall  from  m  to  n 

and  the  work  done  by  gravity  on  the  elementary  volume  dQ 
in  a  unit  of  time 

=  ^w.dQ{s-\-y^-y,). 
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Work  done  by  Presiure, 

The  pressure  per  unit  of  area  aX  m=  wy^  +  /,; 

«  =  «7j+A; 

/„  being  the  atmospheric  pressure. 

Hence  the  work  due  to  these  pressures  per  unit  of  time 

=  dQ{wy^  +/„)  -  dQ{wy^+p,) 
=  u> .  dQ{y,  -y,). 

Thus  the  total  work  done  by  gravity  and  by  pressure 

=  :S\w  .  dQ[p^y,  -y^^'^  .  dQ{y,  -  y^\ 

for  the  mass  under  consideration. 

Work  absorbed  by  Friction. — Consider  a  thin  lamina  of 
water  of  thickness  ds,  bounded  by  the  transverse  planes  xx, 
yy,  the  distance  of  xx  from  ab  being  s. 

Since  the  change  of  velocity  is  gradual,  the  mean  velocity 
from  XX  to  yy  may  be  assumed  to  be  constant. 

Let  u  be  this  mean  velocity. 
"  /■  be  the  wetted  perimeter  at  the  section  xx. 
"   ^  be  the  area  of  the  waterway  at  the  section  xx. 

Then  the  work  absorbed  by  friction  per  second  from  xx  to 

yy 

=  P.ds  .u  .F{u), 
and  the  total  work  absorbed  between  ab  and  ef 

1  being  the  distance  between  alt  and  ef.      Hence 


b,  Google 


CHANNELS  &F  VARYING  CROSS-SECTION. 
and  therefore     £  =  a^ 


Take      ^=/—     and     l=w.     Then 


(■) 


If  the  two  planes  ab  and  cf  are  indefinitely  near  one  another 
(Fig.  153),  the  last  equation  evidently  gives 

ds  =  -u.du-\-^'  —ds (2>» 

which  is  the  fundamental  differential  equation  of  steady  varied 

motion,  ds  being  the  fall  of  surface  level  in        -..fl_    s-' 

the  distance  ds.  /^ 

In  the  figure  aa'  is  drawn  parallel  to  the        h~Aj 
bed  and  aa"  is  horizontal.     The  distance  '**^        ! 
d'e  may,  without  sensible  error,  be  assumed 
equal  to  ds.  '^'o-  '53- 

Also,  a" a'  =  i  .  ad  =  i .  ds,  very  nearly. 

Hence 

tds  =  dd'  =  de  -j-  d'e  ^  dh  -\-  ds.  .     .     ,     (^y 

Substituting  the  value  of  ds  from  this  equation  in  equa- 
tion (2), 

a  f  u^ 

i .  ds  ~  dh  =  —H  .  du  -\- .ds.  .     .     .     (4) 

Also,  since  Au  =  Q,  a  constant, 

A  .  du  -\-  u  .  dA  =  o, 
and  aA  =  X  .  dA.  very  nearly,  if  jr  is  the  width  of  the  stream.- 
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Adu  +  tix 

dh 

=  0, 

and  hence 

by  equation  (4), 

i.ds- 
Therefore 

dIt  =  _  «- 

X 

'A 

d„^f-'U 

m  2g 

di 

.       /   »■ 

»*  X 

m2gi 

'-'TA 

(5) 


Let  the  position  of  any  point  a  in  the  surface  be  defined  by 

its  perpendicular  distance  It  from  the  bed  and  by  the  distance 

s  of  the  transverse  section  at  a  from  an  origin  in  the  bed. 

dh 
Then  -v-  is  the  tangent  of  the  angle  which  the  tangent  to  the 

surface  at  a  makes  with  the  bed.     It  is  positive  or  negative 
according  as  the  depth  increases  or  diminishes  in  the  direction 
of  flow,  thus  defining  two  states  of  steady  varied  motion. 
Between  these  there  is  an  intermediate  state  defined  by 

dk  .      f  «a 

di  m  2g 

and   J  =    -  —   is   the   equation   for  steady  flow  with  uni/ortn 

motion. 

Let  f/.  M.  Hhc  the  corresponding  values  of  «,  tn,  h  in  the 
case  of  uniform  motion.     Then 

M2g~    M-      •     ■     ■ 
and  eq.  (j)  becomes 

^  «■      ■    y 

dh         '  ~  mW  '         m 

di  =  ' »rr  = IF-, fr> 

I  —  or-j-       I  —  a — 7 
SA  g  A 


(6) 
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It  the  section  of  the  channel  is  a  rectangle, 

A=xA,  xhu  =  xHU,   w  =  — - — -,,   and  J/'=-  ■■  ,■■  ■  ,_ 


Substituting  these  values  in  cq.  (7), 

dh  _  .'      xJf^zH\k  I 


(8> 


Three  cases  will  be  considered  and,  in  each  case,  a  line 
PQ,  drawn  parallel  to  the  bed,  represents  the  surface  of 
uniform  motion,  H  being  the  distance  between  PQ  and  the  bed , 

Case  I.     m^<gk    and    ^  <  A,  Fig.  154. 

dh 

-r  is  positive,  and  therefore  k  increases  in  the  direction  of 

flow.     Thus  the  actual  surface  MN  of  the  stream  is  wholly 
above  the  line  PQ.    ■ 


Fig.  IS4- 
Proceeding  up-stream,  k  becomes  more  and  more  nearly 
equal  to  H,  so  that  the  numerator  of  eq.  (8),  and  therefore  also 

T  ,  a^^oximates  more  and  more  closely  to  sero. 

Again,    proceeding    down-stream,    k     increases     and    u 

diminishes,  so  that  both  the  numerator  and  denominator  in 

cq.  fS)  approximate  more  and  more  closely  to  the  value  unity, 

dk 
and  therefore  -,     becomes  more  and  more  nearly  equal  to  i. 

the  slope  corresponding  to  uniform  motion. 
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Hence  up-stream  MN  is  asymptotic  to  PQ,  and  down- 
stream MI^  is  asymptotic  to  a  horizontal  line.  This  form  of 
surface  is  produced  when  a  weir  is  built  across  a  channel  in 
which  the  water  had  previously  flowed  with  a  uniform  motion. 

Case  II.     ai^<gk    and     /^>  A.  Fig.  155. 

-J-  is  now  negative,  and  the  depth  diminishes  in  the  direc- 
tion of  flow. 

Up-stream  k  increases  and  approaches  H  in  value,  so  that 
MN  is  asymptotic  to  PQ. 

Down-stream  k  diminishes,  u  Increases,  and  therefore  the 


Thus,   in  the   limit,  the  denominator  in  eq.   (8)  becomes 

dh 
zero,  and  therefore  v  -  =  <»  -      Hence  theory  indicates  that  at 

a  certain  point  down-stream  the  surface  line  MN  tsk&s  a  direc- 
tion which  is  at  right  angles  to  the  general  direction  of  flow. 
This  is  contrary  to  the  fundamental  hypothesis  that  the  fluid 
filaments  flow  in  sensibly  parallel  lines.     In  fact,   before  the 


limit  could  be  reached  this  hypothesis  would  cease  to  be  even 
approximately  true,  and  the  general  equation  would  cease  to 
be  applicable.  This  form  of  water-surface  is  produced  when 
there  is  an  abrupt  depression  in  the  bed  of  the  stream. 

Fig.  1 56  shows  one  of  the  abrupt  falls  in  the  Ganges  canal 
as  at  first  constructed.  The  surface  of  the  water  flowing  freely 
over  the  crest  of  the  fall  took  a  form  similar  to  ATN  below  the 
line  PQ  of  uniform  motion.      The  diminution  of  depth  in  the 
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a  79 


approach  to  the  fall  caused  an  increase  in  the  velocity  of  flow, 
with  the  result  that  for  several  miles  above  the  fall  a  serious 
erosion  of  the  bed  and  sides  took  place.  In  order  to  remedy 
thiS)  temporary  weirs  were  constructed  so  as  to  raise  the  level 


of  the  water  until  the  surface  line  assumed  a  form  MN'  corre- 
sponding approximately  to  J'Q.  In  some  cases  the  water  was 
raised'  above  its  normal  height  and  a  "backwater  produced. 

Case  hi.     en^^  gk     and     H  <  k.  Fig.  1 57. 

dk 

-r-  is  negative  and  the  suHace  line  of  the  stream  is  wholly 

above  PQ.  . 


Fig.  IJ7. 


,  dk 


If  k  gradually  increases, '«  diminishes  and    ,    approximates 

■to  —  I  in  value. 

If  h  gradually  diminishes,  it  approximates  to  H  in  value, 

dh 
and  in  the  limit  ->    =  o. 
ds 
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Between  these  two  extremes  there  is  a  value  of  A  for  which 
t]je  denominator  of  eq.  (8)  becomes  nil,  viz., 

A  =  a-, 
g 

dh 
and  the  corresponding  value  of  -^  is  infinity. 

Thus  one  part  of  the  surface  line  is  asymptotic  to  PQ,  the 
line  of  uniform  motion,  another  part  is  asymptotic  to  a  hori- 
zontal line,  while  at  a  certain  point  at  which  the  depth  is 


the  surfece  of  the  stream  is  normal  to  the  bed. 

This  is  contrary  to  the  fundamental  hypothesis  that  the 
Quid  filaments  flow  in  sensibly  parallel  lines,  and  the  general 
e<juation  no  longer  represents  the  true  condition  pf  flow. 

In  cases  such  as  this  there  has  been  an  abrupt  rise  of  the 
surface  of  the  stream,  and  what  is  called  a  "  standing  wave  '* 
has  been  produced. 

In  a  stream  of  depth  H  flowing  with  a  uniform  velocity  /7, 


which  is  > 


x/^^ 


to  A„  which  is  > 


,  construct  a  weir  so 'as  to  increase  the  depth 


Fig.  158. 


f  h^  in  one  portion  of  the  stream  near  th^  wejr  the  ^epth 
is  >  — ,  while  further  up  the  stream  the  d^ptli  is  <  — , 
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m 


Thus  at  some  intermediate  point  the  depth  =  a- — -,  the  corre- 

dk 
spending  value  of   ,   being  ec ,  and  at  this   point  a  standing 


voave  is  produced^ 

Now 

f— . 

and  since     H<et 

w 
e' . 

ff        U'. 

and  Ihefefore 

.•>A 

which  condition  must  be  fulfilled  for  a  standing  wave. 
Bazin  gives  the  ^llowjng  table  of  values  of/: 


s,^(A.-,) 

SundiDs  Whc  Produced. 

^£S* 

.00147 
.00186 

.O033S 

.00475 

.003 
.004 
.003 
.004 
.006 
.004 
.006 

!oo6 

.ois 

, 

oS 
03 

i 

oa 
06 

47 
38 

A  standing  wave  rarely  occurs  in  channels  with  earthen 
beds,  as  their  slope  is  almost  always  less  than  the  limit,  .00275. 
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The  formation  of  a  standing  wave  was  first  observed  by 
Bidone  in  a  small  masonry  canal  of  rectangular  section. 
The  width  of  the  canal  =  o".32S  =  x; 

"    slope  1=  -j)  of  the  canal  =       .023; 

"    uniform  velocity  of  flow     =  i".69    ^  U\ 
"    depth  corresponding  to  U  ■=  0"'.o64  =  H. 
A  weir  built  across  the  canal  increased  the  depth  of  the 
water  near  the  weir  to  0".287  =  A^. 

It  was  found  that  the  "  uniform  regime  "  was  maijitained 
up  to  a  point  within  4".  5  of  the  weir.  .  At  this  point  the  depth 
suddenly  increased  from  O''.o64  to  about  o".  170,  and  between 
the  point  and  the  weir  the  surface  of  the  stream  was  slightly- 
convex  in  form  (Fig.  158), 

With  the  preceding  data  and  taking    a=  i.i,   — 77  =  5 


and  is  therefore  >   1  at  a  section  ai.  Fig.  159. 
At  the  section  ^d, 


SH- 


.064 
=    .287 


X  1.69  =  0-.  377, 


Thus  the  expression  i 


is  negative  for  a  section  ab 
and  positive  for  a  section  ci/,  so 
that  /  must  change  sign  between 


become  infinite.  ' 

Fio-  159-  Consider  a  portion  of  a  stream 

bounded  by  two  transverse  sections,  ab,  c4,  in  which  a  stand- 
ing wav;  occurs,  Fig.  159. 

Assume  that  the  fluid  filaments  flow  across  the  sections  in 
sensibly  parallel  lines. 
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Let  the  velocities  and  area  at  section  a6  be  distinguished 

by  the  suffix  i ,  and  those  at  cd  by  the  suffix  2,     Then 

Chancre   of   momentum   in   di- )        .        ,      .  ,.        . 

,.         ,  a  f  =  impulse  m  same  direction, 

rection  of  flow  ) 

Hence 

-{S{aVj)Vj  —  S(aVj)Vj]  =  w{A^y^  —  A^^, 

and  therefore 

-{Sav*  —  2av^)  =  A^y^~- A^^,     ...     (9) 

_y, ,  y^  being  the  depths  below  the  surface  of  the  centres  of 
gravity  of  the  sections  ad,  ed,  respectively. 
Now,  i^i  =  a,  +  Vy     Therefore 

2.K',»  =  2o(a,*  +  2a,  V^  4-  K,*) 

Also,  as  already  shown, 

(r,^,«j»  =  iar','  =  A^u»  +  :2a  (^,»(3a,  +  V^j, 

and,  neglecting  f,  as  compared  with  3K, , 

aA^u*  =  /!,«,*+  3«,5«r,'. 
Thus 


=.Y'{«+2)=«'^,a.^ 

— -^,  and  IS  1.033  "  «=  i-i- 
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I)  =  A, —,. 


tfhi/.h  rcducci  t/> 

;;?;■(//,-//,,  =  ^Ik//,'-/^,-). 

//,    ■  //,  tfatifificB  the  equation  and  corresponds  to  a  conditioD 
of  imirorm  motion. 
Altto, 

«'«,»      H.H.  +  H. 

■>  =//:-^- "■> 

In  Didone'H  canal,  «,  =  l".69,  ^,  —  o".o64.  Substituting' 
tlii'nr  valtirH  in  equation  (l  l),  the  value  of  H^  is  found  to  be 
O'".  |6,  which  nurcuH  Homcwhat  closely  with  the  actual  meas- 
iiri'ini-ntH. 

N.h.— 'I'ho  coofficientH  «  and  a'  have  not  been  very 
mt  lu'titrly  drtfrmin(.;tl,  but  thfir  exact  values  are  not  of  great 
lni)iiirliiiu'r.     They  arc  o(lcn  taki-ti  equal  to  tiniiy. 
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14.  LoDgltadliial  Profile  and  RublmapD's  Law. — In  the 

preceding  article,  put  F\i ~-  b—]  =  1  —  a—  j  in  eq,  (7),  then 

ds  =  F.M. 

If  the  transverse  profile  has  been  determined,  the  value  of  P" 
corresponding  to  the  depth  A  at  any  point  O  can  be  at  once 
found  and,  by  means  of  the  last  equation,  the  surface  profile 
between  the  depths  A  and  ff  can  be  easily  plotted. 

Let  y^i ,  f^,  /**,...  be  the  values  of  /•'  at  a  series  of 
points  at  which  the  depths,  differing  successiveiy  by  a  smalt 
quantity  d/t,  are  A, ,  A, ,  A, ,  .  .  .  respectively.     Then 

ds^  =  h\.dh,     d$^=F^.dh;     ds^=  F^.  dk;  .  .  .; 

and  the  corresponding  distances  j, ,  j, ,  jj ,  .  .  ,  of  these  points 
from  O  are 

ds,-\-ds,                     ds.-^ds. 
— -     --;   ^.  =  ^,-t ';  .  .  . 

ExAMPLK.  A  cut  of  rectangular  section,  with  a  fall  of 
I  in  10,000,  is  10  ft.  wide  and  delivers  40  cu.  ft.  of  water  per 
second.  At  a  certain  point  the  depth  is  increased  to  4  ft.  by  a 
dam.  Assuming  that  the  faces  of  the  cut  are  not  very  smooth 
and  that,  consequently,  ,ooot  may  be  taken  as  an  approximate 
Value  of  ^,  then  the  depth,  /f,  for  uniform  motion  is  given  by 

or 
'  80+  16//=  sN", 

and  an  approximate  solution  of  this  equation  is  //'  =  2.9  ft. 

The  following  Table  can  now  be  easily  prepared  for  a  series 
of  depths,  commencing  at  the  dam  and  diminishing  successively 
by  3  ins.,  a  being  unity: 
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A 

■• 

' 

- 

-■ 

'-■/» 

'■-*^ 

JP 

dt 

■ 

4.00 

It 

•a 

, 

.M.4»« 

«C.,1.. 

3S0S 

;(! 

3.» 

J» 

■* 

ooooj 

"■'" 

The  tenth  column  gives  the  distances  from  the  dam  of  the 
sections  in  which  the  depths  are  3.75,  3- 50,  3.25,  and  3  ft. 

Riihlmann's  formula  for  the  distance  between  two  sections 
between  which  the  depth  of  the  water  gradually  increases  from. 
y  +  Hto  Y-\-H  is 

^  =  ?{/©-/(^)l. 

the  function yf^l  being  given  by  the  following  table: 


tf 

Ai) 

i 

ii) 

Ji 

4^) 

0  01 

0.0067 

0.3              I 

34^8 

1-4 

3.7^64 

3444 

S119 

s 

3  8337 

3863 

6611 

6 

4889 

79B0 

05 

S701 

9366 

3.1508 

6376 

049S 

07 

69S8 

1683 

3-3S9* 

08 

7473 

3839 

•< 

3.874s 

3971 

4-3B43 

S083 

0.20 

■■"■ 

1.3                  3 

6179 

4.0 

5-3958 

Applying  this  formula  to  the  preceding  example,  in  order 
to  determine  the  distance  between  the  3-  and  4.-ft.  depths,  at 
the  dam 

^  =  ,^-■3793, 
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and,  by  interpolation, 

/(P=..47<i9. 
At  the  3-ft.  depth 

and 


15.  Cluuinel  of  Rectangular  Section  with  a  nearly  Hori- 
zontal Bed. — In  this  case  i  is  very  small  and  may  be  disre- 
garded in  eq.  (4),  Art.  13,  which  may  therefore  be  written  in 
the  form 

/  £  «' 

But x&u  =  Q  =  & constant,  and  therefore h  .du-\-u.  dk^o. 
Also, 

xh 
*^  ~  x-\-  Zli 
Hence 

_        x^     h*.dh         ax     dh 
~?^(x+  2h-)^Tix-\-zh: 
Integrating, 

og,  {X  +  nk)  J 
c  being  a  constant  of  integration. 
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Hence  the  distance  s^  —  s,  between  two  points  at  which 
the  depths  are  A,  and  A,  (<  //,)  is  given  by 

_  ^    /**•   h*dh        ax   /"*'     dk 
^'       ^'  ~  i&J,^   -r  +  ^'  '^  bgj^^   xTzh- 

The  last  term  is  usually  very  small  and  may  be  disregarded 
without  appreciable  error,  and  therefore 


'-'Ks,~sJ^^ 


X  4-  2IC 


a  formula  by  means  of  which  the  discharge  may  be  found. 

16.  Channel  of  Great  Width   as   compared  with   the 
Depth. — In  this  case 

A  =  xh     and     P  —  x,  approximately. 
Therefore 

m  =  It     and     M=  H. 
Also, 

Hence,  eq.  (7),  Art.   13,  may  be  written  in  the  form 
/  A\'  _  ^  _  ^ 

Take  . 
below  the  surface  of  uniform  motion.      Then  dh  =:  H .  ds,  and 
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Integrating, 


_,2«  +  I  I 


5  =  '-(-S|5'°^''-^-+?l'"""-=X^+'l'<') 

£  being  a  constant  of  integration. 
This  equation  may  be  written 

2S 

and  between  any  two  points  „  and  jr, 

^(.^0  =  '-^'-("-g)l*('').-«»')l.  ■    (3) 

,    .       y        change  in  depth 
0,e  argument  bemg  j^  =  -^Jj-Q^pp  • 

In  the  case  of  a  dam  built  across  a  channel  in  which  the 
water  had  previously  flowed  with  a  uniform  motion.  Case  I, 
Art.  13,  in  the  limit. 

and  therefore,  by  eqs.   1  and  2, 

0(^)  + .  =  o  =  i  log,  I  +  -}'-^^"  « +^=:i^r+^- 

and 

c  =  -  .9069. 

The  following  Table,  calculated  by  Tutton,  gives  the  value 
of  the  backwater  function,  t}>{s),  in  the  ease  of  a  dam  : 
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ii 

«■) 

i 

*W 

fr 

*(<) 

H 

4(>) 

o  ooo 

n 

073 

781a 

28s 

.3860 

.68 

1945 

1837 

074 

7727 

290 

.3816 

.69 

1918 

9530 

076 

7644 

29s 

■3773 

.70 

1893 

003        I 

8181 

078 

7564 

300 

.3730 

■7" 

1867 

004        I 

7315 

o3o 

7486 

305 

.3689 

■72 

1843 

005       I 

6485 

083 

7410 

310 

-3649 

■73 

1S19 

006       I 

S881 

084 

7336 

315 

.3609 

•74 

1795 

007       I 

S379 

086 

7364 

320 

3570 

-75 

1772 

008       I 

49^8 

088 

7'94 

325 

■3532 

■76 

1749 

009      I 

4539 

090 

7125 

330 

■3495 

■77 

1737 

4191 

09a 

7038 

335 

.3458 

■78 

1705 

3877 

094 

6993 

340 

.3422 

■79 

16S4 

3536 

096 

6929 

345 

■3387 

.80 

1663 

013       1 

33»7 

098 

6866 

3SO 

■3352 

.Si 

164a 

014       I 

3081 

6805 

3S5 

■33'3 

.82 

1622 

015       I 

=855 

105 

6658    1 

360 

■328S 

.33 

1603 

016        I 

2644 

6s:3    1 

365 

■3252 

.84 

1583 

017       ■ 

»446 

"S 

63S7  ; 

370 

.85 

1564 

otS         1 

3358 

6260     ; 

375 

.3189 

.56 

IS46 

019       I 

1081 

125 

6'39 

380 

-3158 

.37 

1533 

1913 

130 

3B5 

.3>27 

.88 

1510 

1754 

135 

5913 

390 

.3097 

.39 

1493 

i6o> 

140 

5807 

395 

.3068 

.90 

1475 

023       I 

I4S7 

•45 

5706     1 

40Q 

■  3039 

.91 

1453 

1319 

150 

5608     1 

.2983 

■92 

1441 

025       I 

1186 

155 

5514 

42 

.3928 

•93 

1425 

016        1 

1059 

160 

5423 

43 

.2875 

■94 

1409 

037        I 

0936   ; 

165 

5335    1 

44 

.3824 

■95 

"393 

olS          I 

0817 

170 

525'    i 

45 

■  3774 

.96 

1377 

Olq             I 

0704  1 

175 

5169    1 

46 

.2726 

■97 

1362 

030        1 

0595 

180 

5090    I 

.2680 

■  98 

1347 

03s       I 

0387 

185 

5014 

48 

.2634 

.99 

1332 

034       I 

0191  1 

190 

4939 

49 

■2590 

13.8 

036        I 

0007  i 

195 

4867 

SO 

.3548 

I. OS 

1350 

038 

9833  ji 

4793 

51 

.2506 

1:87 

040 

9669  I 

ao5 

473° 

52 

.2465 

i->5 

1 138 

04a 

9Sia 

4664 

53 

.2426 

1074 

044 

9364 

215 

4600 

54 

.3388 

1.25 

1034 

046 

9223 

lao 

453S 

55 

.2351 

1.30 

0979 

048 

90B7 

335 

4478 

56 

■23M 

'■35 

0936 

050 

8957 

330 

4419 

57 

■2279 

1.40 

0394 

052 

8833 

235 

4363 

58 

■2245 

1.45 

08  s6 

054 

8714 

4306 

59 

1.50 

0831 

056 

8599 

245 

4251 

60 

.3179 

1.55 

0788 

038 

8438 

2!iO 

4198 

6[ 

■2147 

1.60     1 

0758 

060 

8382 

255 

4I4S 

63 

.2116 

1.65      1 

0738 

8279 

260 

4096 

63 

.3086 

1.70 

0700 

064 

8.79, 

ibl 

4046 

64 

.2056 

1-75 

0674 

□66 

8083   ;, 

370 

3998 

65 

.2027 

r.So 

068 

7990  . 

275 

3951 

66 

■19'W 

t.85 

0626 

°'°  1 

""i 

280 

3905  Ij 

67 

■1972 

'"" 

0604 
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i 

♦W 

i 

♦(.) 

^ 

*(•) 

i 

«■) 

I  95 

0SB4 

3-4 

oa6o 

7  0 

.0078 

80  0 

ooir 

OS64 

3-S 

0248 

8 

.006a 

as-o 

0007 

o5'7 

3  6 

0*37 

9 

.ooso 

300 

0005 

0494 

3-8 

oliS 

35-0 

0004 

0464 

.0035 

40.0 

0003 

<H37 

4.4 

1185 

0.73 

'3 

° 

.0030 
.ooa6 

450 
50.0 

^3 

0389 

4,6 

0160 

'4 

99-0 

0368 

4.8 

0149 

IS 

.0019 

0349 

0139 

lb 

0000 

0331 

5-5 

17 

0016 

0314 

.0014 

3-'   1 

028  s 

6.5 

0089 

'9 

° 

-0013 

Note. — The  corresponding  Table,  deduced  by  Bresse,  whose  argument 


lay  be 


:e  obtained  from  the  above  by  adding  1 


to  Tutton's  argument. 

/«  t/ie  ease  of  a  fall.  Case  II,  Art.   13,  in  the  limit 
si  =  //  =  sff  =  o, 
-and  therefore,  by  eqs.  (i)  and  (2). 


4is)  +  <^  =  o  =  2  log,  I  +  — _  tan"'— =  ■ 
&  V3  Vi 


f  3   6 


The  following  Table,  calculated  by  Tutton,  gives  the  value 
of  the  backwater  function,  •^(s'),  in  the  case  of  a  fall : 


;ti  by  Google 


BACKIVATER  FUNCTION. 


s 

...    1 

JL 

«.)   i 

h 

*(*) 

^ 

«.) 

p 

■  .    1 

040   1 

5448 ; 

ao 

9504 

45 

5753 

1.7876  ! 

04a   I 

S»79  . 

9303 

46 

S633 

3.556a 

044   I 

5"7  1 

9109 

47 

5515 

003 

3.4107 

496a 

33 

8933 

48 

539B 

004 

i.3344 

048   I 

4813  . 

34 

8741 

49 

5383 

00s 

■  a.ajij: 

050   I 

4670  1 

35 

8566 

50 

5167 

006 

a.1895 

055   I 

4335  ■ 

36 

8395 

51 

S054 

007 

2.1368  1 

060   I 

4oa7  1 

»7 

8339 

51 

4941 

008 

a.ogao 

065   I 

3743 

38 

8068 

53 

4839 

009 

S.05IS 

070   1 

3479 

39 

7910 

54 

4717 

07s   1 

3*31 

30 

7756 

SS 

4607 

1-9554 

080   I 

3999 

31 

7606 

S6 

4497 

014 

1.9036 

08S   I 

3779  ■ 

33 

74S8 

57 

4388 

016 

1.8584 

090   1 

3571 

33 

73>3 

58 

oiS 

I. 8185 

095   I 

3373  1 

34 

7173 

59 

JiT' 

i.78a7 

aiSs  1 

35 

7031 

60 

4064 

r.75oa 

183 1  1 

36 

6896 

6S 

3S36 

014 

1.7S06 

'504  ,| 

37 

6762  1 

70 

3019 

026 

..6936 

13    I 

33 

6639 

75 

3510 

028 

1.6678 

14    1 

0916 

39 

6499 

80 

aoo4 

030 

1.6441 

■S    I 

o6sr  ! 

40 

6371 

90 

03a 

16    t 

0399 

4t 

6344    I 

034 

i.6oto 

17    1 

ot6o  I 

4» 

6119 

036 

1,5813 

9931  , 

43 

5995 

:.3« 

1.5636 

19 

9713  ! 

44 

5873 

Note. — Bresse  uses  the  same  value  —  .9069  for  the  con- 
stant c  both  for  a  dam  and  for  a  fall.      His  argument  in  the 

latter  case  is    --,,-   =■   ^  —  -ff-  ^"'^  *"  obtain  Bresse's  Table 

from  the  above,  tlie  argument  adopted  by  Tutton  is  subtracted 
from  1,  and  .6046  from  the  value  of  0(-). 

Dupuit,  again,  uses  the  argument  --,  and  his  Tables  may- 
be obtained  from  those  given  by  7  utton  by  equating  his  back- 
water function  to 


r .4158  4--^-  0(^)fora 


-  ^  -  .,-.(^)  for  a 
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CHANGE  OF  CROSS-SECTION. 


Dupuit  neglects  the  term  —  and  includes  in  his  back- 
water function,  which  may  be  designated  f(s),  the  term 
jr  —  y  1=  — jf~]  i"  equation  (3),  so  that  his  formula  becomes 


,  =  /W-At>-f), 


considering  that  when 


H~ 


.or.  accurate  measurement  is 


no  longer  possible.     Ruhlmann  gives  the  same  rule. 

17.  Change  of  SectioQ. — Case  I.,  Fig.  160.  A  channel  of 
slope  (',  and  in  which  the  flow  is  steady,  gradually  contracts 
from  3  width  AA  =  5^  to  a  width   CC  =  B^,  the  surface  of 


Fig.  160. 
steady  motion  being  PQ  above  AA.  and  RS  below  CC.     On 
approaching  AA  the  surface  gradually  rises  and  reaches  its 
greatest  height    QT  =  s  above  PQ  at  AA.     This  is  followed 
by  a  gradual  fall  to  the  surface  of  steady  motion  RS  at  CC. 
Let  A,,  Aj  (>  Aj)  be  the  depths  corresponding  to  steady 
motion   above  AA   and   below  BB, 
respectively. 
"  »*,,  »(j  be  the  mean  hydraulic  depths  above  A  A  and 

below  BB,  respectively. 
"  «j,  ttj  be  the  mean  velocities  of  flow  above  A  A  and 
below  BB,  respectively. 
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Then,  disregarding  the  effect  of  surface  resistance  between 
A  A  and  CC, 

u  *  K,» 


If  the  section  is  a  rectangle, 
It 

lerefore 


and 


2^- 
If  the  width  is  great  as  compared  with  the  depth, 

Wj  =  --     and     Wj  =  ~,  approximately. 
Therefore 


S'  _  »'■  _  ''i  _  ^t'h  _   •  W 
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Case  II.  A  channel  of  slope  /',  in  which  the  flow  is  steady, 
PQRS  being  the  surface  of  steady  motion,  gradually  contracts 
from   a   width   AA  =  5,   to  a  narrower  width   at  CC.     The 


Fig.  i6i. 
channel  remains  narrow  for  a  limited  distance  CD  and  then 
gradually  enlarges  to  its  original  size  at  E.  On  approaching 
AA  the  surface  rises,,  attains  its  greatest  height  QT  above  PQ 
at  A,  falls  to  V  at  C,  then  to  a  point  (f  below  PQRS  at  D, 
and  finally  suddenly  rises  from  W  to  the  surface  of  steady 
motion  at  R. 

Let  e  be  the  depression  of  W  below  PS. 
"  B,  B^  be  the  widths  at  D  and  E. 
"  u,  u^  be  the  mean  velocities  at  D  and  E. 
Then 

«»  -  a ,' 

z  -. :  a — — ■ — ~, 

where  a  may  be  taken  =  i .  i . 
If  the  section  is  a  rectangle, 

B{/i^  -  s)u  =  B^ujt^.  • 
Therefore, 

a  cubic  equation  giving  s. 


5c  by  Google 


J  96  CHANCE  OF  CROSS-SECTION. 

The  surface  DE  may  now  be  plotted,  and  QT  may  be 
found  as  in  Case  I. 

Tliese  expressions  also  give,  approximately,  the  depression 
below  the  surface  PQRS  of  steady  motion  when  the  channel 
has  its  section  suddenly  changed  by  such  obstructions  as 
bridge-piers. 


Fig.  163. 

On  approaching  the  pier  ends  the  water-surface  gradually 
rises  to  the  maximum  height  T  above  f^S,  then  falls  to  XY 
below  PS  between  the  piers,  and  finally  rises  again  to  the  sur- 
face of  steady  motion  on  passing  into  the  open  channel. 

Let  B^,  B  be  the  distances  between  the  axes  and  the 
inner  faces  of  the  piers. 

Let  H  be  the  depth  below  XY. 

Let  s  be  the  fall  from  T  to  X. 

Thexi,  according  to  Bresse,  the  value  of  s  is  given  by  the 
empirical  formula 

2S\''.'B'H'       B;(H  +  z)'\' 
c^  being  a  coefficient  of  contraction  and  having   an   average 
value  of  about  .8.     Also,  Q  is  the  discharge  for  the  width  fl, 
of  the  channel. 

*  This  formula,  although  Eenerally  adopted,  is  open  to  question.  Bicite 
considers  [hat  an  equally  correct  approximation  is  obtained  at  a  distance 
of  a«i9i  -  B)  from  Ihe  coattoction  by  taking  t  —  aoi*  (-^  —  1}  . 
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z8.  Ganging  of  Streams  and  Watercoorses. — The  amount  . 
of  flow  Q  in  cubic  feet  per  second  across  a  transverse  section 
of  A  sq.  ft.  in  area  is  given  by  the  expression 


H  being  the  mean  velocity  of  flow  in  the  section  in  feet  per 
second. 

If  the  longitudinal  profile  and  several  transverse  sections  of 
a  channel  can  be  plotted,  the  volume  of  flow  may  be  calculated 
by  means  of  eq,  (i),  p.  275. 

Let  « , ,  ttj ,  .  .  .  K,  be  the  mean  velocities,  Ay,  A^,  .  .  .  ^ , 
the  areas,  and  Py,  P^,  .  .  .  P^  the  wetted  perimeters  of  n  sec- 
tions of  the  channel  at  the  specified  distances  /,,  Z^,  .  .  .  /,_, 
apart.  Then  s,  the  fall  in  the  free-surface  level,  which  may 
be  found  from  the  longitudinal  profile,  is  given  by  the  equation 


'S       ^  J.    '"^-S 


ds, 
^S        "   J.    'It  3  - 

in  which 

'=^  +  '.+  ...+'.-,.^=^=^  =  1 
and  a  may  be  taken  =1.1. 

But  v4,w,  =  All  =  Q  ^  /.  u   -   .  .  .  =  Aj4^,  and    m  =p. 
Therefore 


2g 

and  Q  can  be  calculated  as  soon  as  the  integration  has  been 
effected,  which  may  be  possible  if  P  and  A  are  known  functions 
■of  s.  An  approximate  value  of  the  integral  may  be  found 
graphically  as  follows: 

P 
Plot,  as  ordinates,  the  values  of  -^j  at  the  «  sections,  and 

join  the  upper  ends  of  those  ordinates.     The  area  between  the 
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extreme  ordinates,  the  axis,  and  the  line  thus  determined  is 
the  value  required. 


Fio.  163. 

Generally  speaking,  however,  the  above  method  of  gauging 
the  flow  of  a  stream  is  not  very  accurate,  on  account  of  the 
errors  in  the  values  of/*,  A,  and  the  integral.  More  correct 
results  are  obtained  by  determining  the  meaa  velocity. 

ig.  Determination  of  the  Mean  Velocity  u.  Method  I. 
The  most  convenient  method  for  gauging  small 
streams,  canals,  etc.,  is  by  means  of  a  temporarily 
constructed  weir,  which  usually  takes  the  form  of  a 
rectangular  notch.  The  greatest  care  should  be 
exercised  to  insure  that  the  crest  of  the  weir  is  truly 
level  and  properly  formed,  and  that  the  sides  are 
truly  vertical.  The  difference  of  level  between  the 
crest  of  the  weir  and  the  surface  of  the  water  at  a 
point  where  it  has  not  begun  to  slope  down  towards 
the  weir  is  best  estimated  by  means  of  Boyden's 
hook-gauge.  Fig.  164. 

This  gauge  consists  of  a  carefully  graduated 
rod,  or  of  a  rod  with  a  scale  attached,  having  at  the 
lower  end  a  hook  with  a  thin  flat  body  and  a  fine 
*  point.  The  rod  slides  in  vertical  supports, 
and  a  slow  vertical  movement  is  given  by 
means  of  a  screw  of  fine  pitch.  A  stiff 
vertical  rod,  with  a  sharp  point,  having  \ 
been  placed  at  5  to  8  ft.  from  the  back  of  > 
the  weir,  with  the  point  on  a  level  with  the 
weir  crest,  water  is  run  into  the  flume  until 
it  rises  slightly  above  the  crest,  producing 
a    capillary  elevation  at   the    point.     The  Fic.  164. 

water  is  then  allowed  to  subside  until  this  elevation  is  barely 


;ti  by  Google 


GAUGING. 


399 


perceptible,  when  the  rod  may  be  removed.  A  hook-gauge  is 
next  placed  in  the  same  position,  and  the  hook  is  slowly  raised 
until  a  capillary  elevation  is  produced  over  its  point.  The 
hook  is  then  slowly  lowered  until  the  elevation  becomes  almost 
imperceptible,  when  a  reading  is  taken  corresponding  to  the 
level  of  the  crest  of  the  weir.  More  water  now  flows  into  the 
flume  and  over  the  weir.  As  soon  as  the  motion  has  become 
steady,  the  hook  is  raised  and  the  point  adjusted  at  the  surface 
in  the  manner  just  described.  A  second  reading  is  taken  and 
the  difference  between  the  two  readings  is  the  head  of  water 
over  the  crest. 

In  ordinary  light,  diflerences  of  level  as  small  as  the  one- 
thousandth  of  a  foot  can  be  easily  detected  by  the  hook- 
gauge,  while  with  a  favorable  light  it  is  said  that  an  experi-  . 
enced  observer  can  detect  a  difference  of  two  ten -thousandths 
of  a  foot.  Such  differences,  however,  cannot  be  measured 
under  the  ordinary  conditions  of  practical  work. 

Method  II.  A  portion  of  the  stream  which  is  tolerably 
straight  and  of  approximately  uniform  section  is  defined  by 
two  transverse  \me%O^AB,  O^CD  at  any  distance  S  ft.  apart. 


The  base-line   Ofi^  is   parallel  to  the  thread  EF  of  the 
stream,  and  observers  with  chronometers  and  theodolites  (or 
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sextants)  arc  stationed  at  0,,  0^  The  time  T  and  paUi  EF 
taken  by  a  float  between  AB  and  CD  can  now  be  determined. 
At  the  moment  the  float  leaves  AB  the  observer  at  0^  signals 
the  observer  at  0,,  who  measures  the  angle  Ofifi,  and  each 
marks  the  time.  On  reaching  CD  the  observer  at  0^  signals 
the  observer  at  f, ,  who  measures  the  angle  Ofi^F,  and  each 
again  marks  the  time. 

Experience  alone  can  guide  the  obser\'er  in  fixing  the  dis- 
tance S  between  the  points  of  observation.  It  should  be 
remembered  that  although  tlie  errors  of  time  observations  are 
diminished  by  increasing  S,  the  errors  due  to  a  deviation  from 
lines  parallel  to  the  thread  of  the  stream  are  increased. 

A  number  of  floats  may  be  sent  along  the  same  path,  and 

their  velocities  (-=)  are  often  found  to  vary  as  much  as  20  per 

cent  and  even  more. 

Having  thus  found  the  velocities  along  any  required  number 
cf  paths  in  the  width  of  the  stream,  the  mean  velocity  for  the  ■ 
whole  width  can  be  at  once  determined. 

Surface-floats  are  small  pieces  of  woad,  cork,  or  balls  of 
wax,  hollow  metal  and  wood,  colored  so  as  to  be  clearly  seen, 
and  ballasted  so  as  to  float  nearly  flush  with  the  water-surface 
and  to  be  little  afllected  by  the  wind. 

Sub  surface -float s . — A  subsurface  float  consists  of  a  heavy 
float  with  a  comparatively  large  intercepting  area,  maintained 


0 


Fio.  166  Fig.  167. 

at  any  required   depth  by  means   of  a  very  fine   and  nearly 
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vertical  cord  attached  to  a  suitable  surface-float  of  minimum 
immersion  and  resistance.  Fig.  166  shows  such  a  combina- 
tion, the  lower  float  consisting  of  two  pieces  of  galvanized  iron 
soldered  together  at  right  angles,  the  upper  float  being  merely 
a  wooden  ball. 

Another  combination  of  a  hollow  metat  ball  with  a  piece 
of  cork  is  shown  by  Fig.  167. 

The  motion  of  the  combination  is  sensibly  the  same  as  that 
of  the  submerged  float,  and  gives  the  velocity  at  the  depth  to 
which  the  heavy  float  is  submerged, 

Turin-floats. — Two  equal  and  similar  floats  (Fig.  16 
denser  and  the  other  less  dense  than  water,  are 
connected  by  a  fine  cord.      The  velocity  (t',)  of  .i^ 
the  combination  is  approximately  the  mean  of  ' 
the  surface  velocity  (7',)  and  of  the  velocity  {vj) 
at  the  depth  to  which  the  heavier  float  is  sub- 
merged.    Thus 

'"'  2      ' 

and  therefore 


so  that  z'j  can  be  determined  as  soon  as  the  value  of  r,  has 
been  observed  and  the  value  of  r',  found  by  surface -floats. 

Velocity-rod. — This  is  a  hollow  cylindrical  rod  of  adjustable 
length  and  ballasted  so  as  to  float  nearly 
vertical.  It  sinks  almost  to  the  bed  of 
,  the  stream,  and  its  velocity  (i'„>  is  ap- 
proximately the  mean  velocity  for  the 
whole  depth. 

Francis  gives  the  following  empirical 
formula  connecting  the  mean  velocity  (7'„) 
with  the  observed  velocity  (v,)  of  the  rod: 


"•('■°''-"V"^) 
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d  being  depth  of  stream,  and  d'  the  depth  of  water  below 
bottom  of  rod ;  but  d'  should  not  exceed  about  one  fourth  of  d. 
Method  III.  Pilot  Tube  and  Darcy  Gauge. — A  Pitottube 
(Figs.  170  to  172)  in  its  simplest  form  is  a  glass  tube  with  a 
right-angled  bend.  When  the  tube  is  plunged  vertically  into  the 
stream  to  any  required  depth  -  below  the  free  surface,  with  its 
mouth  pointing  up-stream  and  normal  to  the  direction  of  flow, 


Fig.  170-  Fig.  i?'-  Fio.  173 

the  water  rises  intlie  tube  to  a  height  //  above  the  outside  surface, 
and  the  weight  of  the  column  of  water,  r  -(-  ^'  high,  is  balanced 
by  the  impact  of  the  stream  on  the  mouth.      Hence  (Chap.  V) 


ivAi.a-\-h)  =  zvAz^k 


and  therefore 


A  being  the  sectional  area  of  the  lube,  k  the  velocity  of  flow 
at  the  given  depth,  and  k  a  coefficient  to  be  determined  by 
experiment. 

A  mean   value  of  h  is   1.19.     With  a  funnel-mouth  or  a 

bell-mouth  Pitot  found  /■  to  be  1.5.  This  form  of  mouth, 
however,  interferes  with  the  stream-lines,  and  the  velocity  in 
front  of  the  mouth  is  probably  a  Httle  difierent  fr<im  that  in  the 
unobstructed  stream. 

The  advantages  of  tubes  of  small  section  are  that  the  dis- 
turbance of  the  stream-lines  is  diminished  and  the  oscillations 
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■of  the  column  of  water  are 
checked.  Darcy  found  by 
careful  measurement  that 
the  difference  of  level  be- 
tween the  surfaces  of  the 
water -column  in  a  tube  of 
small  section  placed  as  in 
Fig.  170,  and  of  the  water- 
column  placed  as  in  Fig. 
1 7 1  with  its  mouth  parallel 
to  the  direction  of  flow,  is 
almost    exactly    equal    to 

When  the  tube  is 
placed  as  in  Fig.  172  with 
its  mouth  pointing  down- 
stream and  normal  to  the 
direction  of  flow,  the  level 
of  the  surface  of  the  water 
in  the  tube  is  at  a  depth 
//'  below  tl\|E  outside  sur- 
face, and 


//'  =  k'-    . 
2g 

where  k'  is  a  coefficient 
to  be  determined  by  ex- 
periment and  a  little  less 
than  unity. 

In  this  case  the  tube 
again  obstructs  the  stream- 
lines, Pitot's  tube  does 
not  give  measurable  indi- 
cations of  very  low  veloci- 
ties.    A  serious  objection 
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to  the  simple  Pitot  tube  is  the  difficulty  of  obtaining  accurate 
readings  near  the  surface  of  the  stream.  This  objection  is 
removed  in  the  case  of  Darcy's  gauge,  shown  in  the  accom- 
panying sketch,  Fig.  173. 

A  and  B  are  the  water-inlets;  C  and  J)  are  two  double 
tubes;  £  is  a  brass  tube  containing  two  glass  pipes  which 
communicate  at  the  bottom  with  the  water-inlets  and  at  the 
top  with  each  other,  and  with  a  pump  F  by  which  the  air  can 
be  drawn  out  of  the  glass  pipes,  thus  allowing  the  water  to  rise 
in  them  to  any  convenient  height. 

Thus  Darcy's  gauge  really  consists  of  two  Pitot  tubes  con- 
nected by  a  bent  tube  at  the  top  and  having  their  mouths  at 
right  angles  or  pointing  in  opposite  directions.  If  //  is  the 
difference  of  level  between  the  water-surfaces  in  the  tubes 
when  the  mouths  are  at  right  angles,  then 

*^  =  /,, 

and  Darcy's  experiments  indicate  that  k  does  not  sensibly 
differ  from  unity. 

When  the  mouths  point  in  opposite  directions,  let  /(, ,  h^ 
be  the  difl^erences  of  level  between  the  stream -surface  and  the 
surfaces  of  the  water  in  the  tube  pointing  up-streatn  and  the 
tube  pointing  down-stream,  respectively.     Then 

and  therefore 


where  k  =  k^-^  k^. 
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k  having  been  determined  experimentally  once  for  all,  the 
difference  of  level  (=  h^  -J-  k^  between  the  columns  for  any 
given  case  can  be  measured  on  the  gauge  and  the  value  of  u 
can  then  be  found. 

A  cock  may  be  inserted  in  the  bend  connecting  the  two 
tubes,  and  through  this  cock  air  may  be  exhausted  and  a  par- 
tial vacuum  created  in  the  upper  portion  of  the  gauge.  The 
water-columns  will  thus  rise  to  higher  levels,  but  the  difference 
between  them  will  remain  constant.  Thus  the  surface  of  the 
column  in  the  down-stream  tube  may  be  brought  above  the 
level  of  the  outside  surface,  and  the  reading  is  then  easily 
made. 

Sometimes  the  gauge  is  furnished  with  cocks  at  the  lower 
parts  of  the  tubes,  and  if  these  cocks  are  closed  when  the 
measurement  is  to  be  made,  the  gauge  may  be  removed  from 
the  stream  for  the  readings  to  be  taken. 

Method  IV.  Cwrrnt-tneters, — The  velocity  of  flow  in 
large  streams  and  rivers  is  most  conveniently  and  most 
accurately  ascertained  by  means  of  the  current-meter.  The 
■earliest  form  of  meter,  the  Woltmann  mill,  is  merely  a  water- 
mill  with  flat  vanes,  similar  in  theory  and  action  to  the  wind- 
mill. When  the  Woltmann  is  plunged  into  a  current,  a 
counter  registers  the  number  of  revolutions  made  in  a  given 
interval  of  time,  and  the  corresponding  velocity  can  then  be 
determined.  This  form  of  meter  has  gone  out  of  use  and  has 
been  replaced  by  a  variety  of  meters  of  greater  accuracy,  of 
finer  construction,  and  much  better  suited  to  the  work  In  its 
simplest  form  the  present  meter  consists  of_  a  screw-propeller 
wheel  (Fig.  174),  or  a  wheel  with  three  or  more  vanes  mounted 
on  a  spindle  and  connected  by  a  screw-gearing  with  a  counter 
which  registers  the  number  of  revolutions.  The  meter  is  put 
in  or  out  of  gear  by  means  of  a  string  or  wire.  When  a  cur- 
rent velocity  at  any  given  point  is  to  be  found,  the  re.iding  of 
the  counter  is  noted,  the  meter  is  sunk  to  the  required  position, 
and  is  then  set  and  kept  in  gear  for  any  specified  interval  of 
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time  At  the  end  of  the  interval  the  meter  is  put  out  of  gear 
and  is  raised  to  the  surface,  when  the  readine  of  the  counter  is 
again  noted.  The  difference  between  the  readings  gives  the 
number  of  revolutions  made  during  the  interval,  and  the 
velocity  is  given  by  an  empirical  formula  connecting  the 
velocity  and  the  number  of  revolutions  in  a  unit  of -time. 

The  vane  ('is  introduced  to  compel  the  meter  to  take  a 
direction  perpendicular  to  that  of  the  stream-lines,  but  this 
may  not  necessarily  be  perpendicular  to  the  axis  of  the  stream. 
The  slight  error  due  to  this  discrepancy  is  usually  disregarded 
in  practice. 

In  order  to  prevent  the  mechanism  of  the  meter  from  being 


Fig.  175- 

injuriously  artected  by  floatint^  particles  of  detritus,  Revy 
enclosed  the  counter  in  a  brass  box.  Fig.  r75,  with  a  glass 
face,  and  filled  the  box  with  pure  water  so  as  to  insure  a  con- 
stant coefficient  of  friction  for  the  parts  which  rub  against  each 
other.  In  the  best  meters,  however,  the  record  of  the  number 
«tf  revolutions  is  kept  by  means  of  an  eleatric  circuit.  Fig.  176, 
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which  is  made  and  broken  once,  or  more  frequently,  each- 
revolution,  and  which  actuates  the  recording  apparatus.  The 
time  at  which  an  experiment  begins  and  ends  is  noted,  and  the 
revolutions  made  in  the  interval  are  read  on  the  counter,  which 
may  be  kept  in  a  boat  or  on  the  shore,  as  the  circumstances 
of  the  case  may  require.     The  meter  is  usually  attached  to  a 

Fie.  176. 


suitably  graduated  i»le,  so  that  the  depth  of  the  meter  below 
the  water-surface  can  be  directly  read.  In  deep  and  rapid 
water  the  meter  must  be  held  by  a  \iirc  cord  which  will 
usually  require  to  be  guyed  to  a  forward  line.  The  mean 
velocity  for  the  whole  depth  at  any  point  of  a  stream  may  be 
found  by  moving  the  meter  vertically  down  and  then  up.  at  a 
uniform  rate.  The  mean  of  the  readings  at  the  two  surface 
positions  and  at  the  bottom  position  will- be  the  number  of 
revolutions  corresponding  to  the  mean  velocity  required.  The 
mean  velocity  for  the  whole  cross-section  may  also  be  deter- 
mined by  moving  the  meter  uniformly  over  all  parts  of  the 
section. 

The  meter  should  be  rated  both  before  and  after  it  is  used. 
This  is  done  by  driving  the  meter  at  different  uniform  .speeds 
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through  still  water.  Experiment  shows  that  the  velocity  9 
and  the  number  of  revolutions  a  are  approximately  connected 
by  the  formula 

»  =  a«  -|-  d, 

where  a  and  6  are  coefficients  to  be  determined  by  the  method 
of  least  squares  or  otherwise. 
Exner  gives  the  formula 

i/^  being  the  velocity  at  which  the  meter  just  ceases  to  revolve. 

Other  Methods. — Many  other  pieces  of  apparatus  for 

the  measurement  of  current  velocities  have  been  designed. 

Perrodil's    hyd rody n am o meter,    for    example,    gives    the 

velocity  directly  in  terms  of  the  angle  through  which  a  vertical 

torsion-rod  is  twisted,  and  in  this  respect  is  superior  to  the 

<urrent-meter. 

The    tachometer   or   hydrometric    pendulum    (Fig.    178), 

again,  connects  the  velocity  with 

the  angular    deviation  from   the 

verticalof  a  heavy  ball  suspended 

by  a  string  in  the  current. 

'"-^  |5  Hydrometric      and      torsion 

O    -       balances  have  also  been  devised, 

' - — ^— "^      but  they  must  be  regarded  rather 

Fib.  178.  ...         ,       ^ 

as   curiosities   than    as  being  of 

any  real  practical  use. 

Having  found  the  maximum  surface  velocity.  7',,  at  any 

point  in  a  watercourse,   by  one  of  the  above  methods,   then 

(Art.    10,   p.   259)  the  mean  velocity  of  the  whole  section  is 

given  by  the  empirical  relation 

«=♦".. 

If  the  transverse  section  of  the  waterway,  at  the  point  in  ques~ 
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tion,  is  plotted  and  its  area,  A,  measured,  the  discharge,  Q, 
may  be  at  once  calculated  by  means  of  the  formula 

Again,  selecting  an  approximately  straight  length  of  channel, 
let  X  be  the  distance  from  the  origin  of  a  particle  in  the  surface 
filament   of  maximum   velocity.      Then   the  velocity   of  this 

particle  is  t-,  and  therefore 


^u-^ 


t  being  the  time  in  which  the  float  passes  over  the  distance  s. 
If  this  distance  is  now  divided  into  n  equal  divisions,  and  it 
A^,  A,,  Wj,  v^j,  .  .  .  A^  are  the  areas  of  the  waterway  at  the 
commencement,  at  the  («  —  1}  intermediate  division  points  and 
at  the  end  of  the  length  s,  then,  by  Simpson's  rule. 


/ 


The  integration  may  also  he  at  once  eflected  if  A  is  given  as  a: 
function  of  ^. 

Again,  if  //  Is  the  depth  of  steady  motion. 


and  if  the  width  B  of  the  channel   is  large  as  compared  with 
/f,  m  =  N,  approximately,  and  A  =  BH. 
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At  any  given  point  in  the  stream  B  may  be  considered  con- 
stant, i  is  also  constant,  and  a  coefficient  m  may  be  substituted 

The  actual  depth  //,  which  may  be  read  on  a  fixed 


Vf 


for  B- 

vertical  scale  at  the  point  in  qucfition,  differs  from  H  hy  & 
certain  quantity  «.  Thus  the  last  equation  may  be  written  in 
the  form 

e  =  ,„(/,  +  „)", 

a  convenient  expression  which  is  sometimes  used  to  determine 
the  volume  of  flow  in  wide  rivers.  The  coefllicients  m  and  h 
are  constant  at  the  same  point  for  all  depths,  but  vary  from 
point  to  point. 


TABLE   GIVING  THE  VALUES   OF  m  AND    n.  THE  UNIT  BEING 
A    METRE   OR   A    FOOT. 


Locilliy. 

._ 
9S 

S65 

1070 
S94-S.8  h. 

Mm«.. 

,„. 

Auihoritr- 

Mantes     bridge     on     the 

■7 
.15 

a.3 

.S3 

Roanne     bridge     on     (he 

came  bridge  on  the  Adda 

100-3.3  h. 

Note. — From  an  examination  of  a  large  number  ot  gaugings  Bressc 
loferi  that  u  =  .BSi-.  gives  better  average  results  than  s  =  .Sv,  (Art.  loand 
p.  359).  The  latter,  however,  is  equally  safe  Unless  it  is  neceisarjr  to  pro- 
vide agkinst  flood).     {Attn,  dei  Fonts  it  CAaujsAs,  1897.) 
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VALUES   OF  i  AND  c,    FOR    THE   SIX  CLASSES    I   TO   VI,   P.  aso. 
IN    BAZIN'S  NEW  FORMULA,  bv*  =  mi,  OR  r  =  cVmi.  WHERE 


UNIT   IS   A   METRE   OR   A    FOOT. 
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C^UCING. 


VALUES  OF  b  AND  c,  FOR  THE  SIX  CLASSES  I  TO  VI,  P.  aso. 
IN  BAZIN'S  NEW  FORMULA,  bv'  =  mi.  OR  »  =  ff'i^,  WHERE 
cL_^  -O  =87  Vmi.  OR  =  157.6  ♦^m?,  ACCORDING  AS  THE 
UNIT    IS   A   METRE    OR   A    FOOT. 
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ol                        Cl.s»  1. 
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VALUES  OF   6  AND   e.    FOR  THE   SIX   CLASSES    I    TO  VI,  P.  2B0. 
IN  BAZIN'S  NEW  FORMULA,  in^  =  mi.  OR  c  =  cVmi,  WHERE 

:  STi'mi,  OR  =  157.6  Vw'.    ACCORDING     AS     THE 

UNIT   IS    A    METRE   OR   A    FOOT. 


'(-^)  = 


Cla»  V, 


s  VI, 
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VALUES  OF  b  AND  f,  FOR  THE  SIX  CLASSES  I  TO  VI.  P.  250. 
IN  BAZIN'S  NEW  FORMULA,  dtfl  =  mi.  OR  i-  =  eV^.  WHERE 
cfi  +  -^_^\  =  87  Vw!  OR  =  i&l.BVm,  ACCORDING  AS  THE 
UNIT  IS  A  METRE  OR  A   FOOT. 
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EXAMPLES. 

t.  What  fall  must  be  given  to  a  canal  3600  ft.  fong,  7  ft.  wide  at  the 
top.  3  ft.  wide  at  the  bottom,  i^  ft.  deep,  and  conveying  40  cu.  ft.  of 
water  per  second  ?    C/=A.)  Am.  i  in  135. 

3.  Determine  the  fall  oi  a  canal  1500  ft.  long.  oF  2  ft.  lower,  8  ft. 
upper  breadth,  and  4  ft.  deep,  which  is  to  convey  70  cu.  ft.  of  water  per 
second?    (/=.oo6.)  Ans.  1  in  ro88.4. 

3.  For  a  distance  of  300  ft.  a  brook  with  a  mean  water  perimeter  of 
40  fi.  has  a  fair  of  9.6  ins.  ;  the  area  of  the  upper  transverse  profile  is 
70  sq.  ft.,  that  of  the  lower  60  sq.  ft.     Find  the  discharge.    (/  =  .008.) 

Ans.  352.12  cu.  ft,  per  sec. 

4.  In  a  horizontal  trench  5  ft.  broad  and  800  ft.  long  it  is  desired  to 
carry  off  20  cu.  fi.  discharge  and  to  let  it  flow  in  at  a  depth  of  a  ft.  ; 
what  must  l>e  the  depth  at  ihe  end  of  the  canal .'    {/  =^  .008.) 

Am.  1,36  ft. 

5.  Water  flows  along  an  open  channel  iz  ft.  wide  and  4  ft.  deep,  at 
ihe  rate  of  2  ft.  per  second.  What  is  the  fall?  A  dam  12  ft.  by  3  (t. 
high  is  formed  across  the  channel  1  how  high  will  the  water  rise  over  Uie 
crest  of  the  dam  ?  Ans.  i  in  480,/being  .08  ;  1.899  't. 

6.  A  stream  is  rectangular  in  section,  12  ft.  wide,  4  ft.  deep,  and  falls 
I  in  100.  Determine  the  discharge  (i)  with  an  air- peri  meter ;  (2)  without 
air-perimeter.     {/  =  .008,)  ■  Am.  (i)  646  cu.  ft.  per  sec. 

(2)  665.088  cu.  ft.  per  sec 

7.  A  canal  30  ft.  wide  at  the  bottom  and  having  side  slopes  of  i\  10 
I  has  8  ft.  of  water  in  it ;  find  the  hydraulic  mean  depth. 

Ahs.  S.163  ft, 

8.  The  water  in  a  semicircular  channel  of  lo  (t.  radius  when  full 
flows  with  a  velocity  of  2  ft.  per  second;  the  fall  is  1  in  400.  Find  tlie 
coefficient  of  friction.  Ans.  .1. 

9.  Calculate  the  flow  per  minute  across  a  given  section  of  a  rectan- 
gular canal  20  (t.  deep,  45  ft.  wide,  the  slope  of  the  bed  being  21  ins.  per 
mile  and  the  coefficient  of  friction  per  square  foot  =  .008, 

Ans.  292.856  cu.  ft. 

10.  Why  does  the  water  of  a  river  rise  on  the  formation  of  the  ice  ? 

11.  Find  the  depth  and  width  of  a  rectangular  stream  of  900  sq.  ft. 
sectional  area,  so  that  the  flow  might  be  a  maximum  ;  also  find  the  flow, 
/being  .008  and  the  slope  22  ins.  per  mile. 

,4  nj.  21.21  ft.;  42.42  ft.:  4885  cu.  ft.  per  sec. 

12.  The  section  of  an  aqueduct  Is  a  trapezium  with  a  bottom  width 
of  6. 56  ft.,  a  top  width  of  7.546  ft.,  and  a  depth  of  7.874  ft.,  the  slope  is 
6  per  tooo,  and  the  faces  of  the  aqueduct  are  of  brickwork.     Determine 
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the  discharge  in  cubic  feet  per  second  when  the  depth  of  tiie  water  is 
4.92  ft.,  using  the  coefficient  given  by  (a)  Bazin  ;  {b)  Kutter ;  (f)  Man- 
ning. Ans.  (tfj  47i.a76;  (i)494'S484:  W  487.6973. 

13.  An  aqueduct  of  rectangular  section  is  to  convey  9504  (Imp.)  gal- 
lons of  water  per  hour  at  the  maximum  velocity  of  flow.  Assuming  as 
a  first  approximation  that  b  s  .000114,  and  cliat  the  slope  is  .33  per  1000, 
lind  the  proper  width  and  slope.  Also  find  the  corresfionding  velocity 
of  flow.  Ans.  1.01  (t.  and  3  in  10.000 ;  .838  ft.  per  sec. 

14.  What  head  is  required  to  give  a  velocity  4  ft.  per  second  in  a 
semicircular  channel  of  3  ft.  diameter  atid  5000  ft.  long.y  being  .0064? 

Ans.  loH  ft. 

1 5.  The  section  of  a  length  of  La  Roche  Canal  in  rock  has  a  bottom 
width  of  .7  in.,  one  vertical  face  and  the  other  face  inclined  to  the  hori- 
2en  at  an  angle  tan  ~ '  2.  The  mean  velocity  oi  flow,  when  the  water 
runs  -S  m.  deep,  is  .514  m.  per  second.  Find  llie  slope,  a  suitable  value 
for  the  coefficient  t  01  c  being  selected  from  the  Tables.         Ans.  .002. 

16.  A  section  of  the  La  Roche  Canal  in  earthwork  has  its  sides 
sloped  at  45°  and  has  a  bottom  width  of  .3  m.  When  the  depth  of  the 
water  is  0,5  m.  the  discharge  is  at  the  rate  of  20;-  litres  per  second. 
Determine  the  slope,  a  suitable  value  for  ilie  coefficient  b  being  selected 
from  the  Tables.  Also  show  that,  according  10  Bazin's  formula,  the 
maxifflnm  surface  and  the  bottom  filament  velocities  are  .816  m.  and 
.49  m.,  respectively.  Ans.  Slope  =  .002. 

17.  Water  flows  along  a  symmetrical  channel,  20  ft.  wide  at  top  and 
8  ft.  wide  at  bottom  ;  the  friction  at  the  sides  varies  as  the  square  of  the 
velocity,  and  is  1  lb.  per  square  foot  for  a  velocity  of  16  ft.  per  second. 
Find  the  proper  slope  so  that  the  water  may  flow  at  the  rate  of  2  (t.  per 
second  when  iis  depth  is  6  fi.  Ans.  Tin  3445. 

18.  Calculate  the  flow  across  the  vertical  section  of  a  stream  4  ft. 
deep.  18  It.  wide  at  top.  6  ft,  wide  at  bottom,  the  slope  of  the  surface 
being  18  in.  per  mile.     (_/"=. 008.)  Ans.  II0.9376CU.  ft.  per  sec. 

ig.  The  waterway  in  a  channel  of  a  regular  trapezoidal  section,  has  a 
sectional  area  of  100  sq.  ft.  If  the  banks  slope  at  40°  to  tlie  horizontal, 
what  will  be  the  bSsl  dimensions  for  the  section  ? 

Ans.  Bottom  width  =  5.25  ft. ;  depth  of  water  =  7.22  ft. 

20.  The  sides  of  an  open  channel  of  given  inclination  slope  at  45* 
and  the  bottom  width  is  10  ft.  Find  the  depth  of  water  which  will 
make  the  velocity  of  flow  across  a  vertical  section  a  maximum. 

Ans.  6,73  ft. 

21.  The  banks  of  a  channel  slope  at  45°;  the  How  across  a  transverse 
section  is  to  be  at  the  rate  of  100  cubic  feet  at  a  maximum  velocity  of  ; 
ft.  per  second.     Determine  the  dimensions  of  the  transverse  profile. 

Ans.  11.05  1^'-  wide  at  bottom  ;  2.28  ft.  deep. 

22.  What  dimensions  must  be  given  to  the  transverse  profile  of  a 
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cana.1  whose  banks  slope  at  40*,  and  which  has  to  conduct  away  75  cubic 
feet  with  a  mean  velocity  of  3  ft.  per  second? 

Ans.  Depth  =  3.6  ft.;  width  at  bottom  =  2.62  ft. 

23.  Tiie  section  of  a  canal  is  a  re^'ular  trapezoid;  its  slope  is  1  in 
500;  its  width  at  the  bottom  is  8  ft.;  the  sides  are  inclined  at  30°  to  the 
vertical.  On  one  occasion  when  the  water  was  4  ft.  deep  a  wind  was 
blowing  up  thf  canal,  causing  an  air-resistance  for  each  unit  of  free  sur- 
face equal  to  one  fifth  of  that  for  like  iinits  at  the  bottom  and  sides, 
wliere  the  coefficient  of  friction  may  be  taken  to  be  .o3.  Determine  the 
dischac^e.  Ans.  75.34  cu.  ft.  per  sec. 

24.  A  canal  is  2o  ft.  wide  at  the  bottom,  its  side  slopes  are  1)  to  I,  its 
longitudinal  slope  is  1  in  360 ;  calculate  H.M.D.  and  the  flow  per  minute 
across  any  given  vertical  section  when  there  is  a  depth  of  8  ft.  of  waier 
in  the  canal.     (Coefl.  of  friction  =  .008.) 

If  a  weir  2  ft.  high  were  built  across  the  canal,  what  would  be  the 
increase  in  the  depth  of  the  water  } 

yJni.  5.34  ft.:  2762.7776  cu,  fL  per  sec;  2.79  ft. 

25.  In  the  Ourcq  canal  the  earthen  banks  slope  at  cot-'  i^,  and  the 
bottom  width  is  3.5.  Find  the  depth  of  the  water  when  the  discharge  is 
3000  litres  per  second,  the  slope  of  the  canal  being  .1236  per  1000.  Also 
find  the  mean  velocity.  Ans.  1.;  ni.  to  1.4  m.;  .4  m.  per  sec. 

26.  The  banks  of  a  canal  slopie  at  4;°,  the  section  being  a  trapezium. 
The  discharge  is  to  be  1200  litres  per  second  at  the  rale  of  .5  m.  per 
second.     Find  the  best  bottom  width  and  depth  and  also  the  slope. 

Ans.  .94  m.;  1.14  m.;  .0004  according  to  Bazin  and  .0003  accord- 
ing to  Manning,  the  mean  being  .00035. 

27.  In  the  transverse  section  AHCD  of  an  open  channel  with  a  ver- 
tical slope  of  1  in  300,  the  bottom  width  is  20  ft.,  the  angle  ABC  =  90° 
and  the  angle  BCD  =  45°.  Find  the  height  to  which  the  water  will 
rise  so  that  the  velocity  of  flow  may  be  a  maximum  ;  also  find  the  dis- 
charge across  the  section, /being  ,008. 

Ans.  1 1.71s  h.;  1 584  cu.  ft.  per  second. 

28.  The  sewers  in  Vancouver  are  square  in  section  and  are  laid  with 
one  diagonal  vertical.  To  what  height  should  the  water 'rise  so  that  (a) 
the  velocity  of  flow  may  be  a  maximum;  (i)  the  discharge  may  be  a 
maximum.^     (.A  side  of  the  square  =  12  in.) 

Ans.  (a)  .292  ft.  above  horizontal  diameter. 
-      l*)-5797''-     " 

29.  The  section  of  a  channel  Is  a  rhombus  with  a  diagonal  vertical. 
How  high  must  the  water  rise  in  the  channel  (a)  to  give  a  maximum  ol 
flow,  and  {i)  to  give  a  maximum  discharge  ? 

Ans.  If  /?  is  the  length  of  the  horizontal  diameter,  and  it  fl  is 
the  inclination  of  a  side  to  the  vertical,  the  water  must  rise  above 
the  horizontal  diameter  to  the  height  1}  cot  0  x  .207  in  (a)  and 
to  the  height  D  cot  6  x  .4099  in  (fi). 

30.  An  aqueduct  has  a  given  slope  ami  a  square  section  with  a  diag- 
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onal  vertical.  Show  that  the  discharge  at  maximum  velocity,  the  dis- 
charge when  running  full  and  the  maximum  discharge  are  in  the  ratios 
of  1  to  1. 115  to  1,140,  and  that  the  corresponding  mean  depths  are 
.29311,  .Zja,  and  .27a,  a  being  a  side  of  ihe  square. 

31.  An  aqueduct,  with  a  section  in  the  form  of  an  isosceles  right- 
angled  triangle  of  height  A,  is  laid  with  its  base  horizontal.  G>mpare 
the  quantities  of  water  conveyed  (a)  when  running  full;  (d)  when  the 
velocity  is  a  maximum;  (i:)  when  the  quantity  conveyed  is  a  maximum, 
and  find  the  corresponding  mean  depths. 

2.oyo6  2.0484.' 

Mtan  dtpths.  (a)  .2Q7A ;  (d)  .32SU  ;         (c)  .31BA. 

32.  A  length  of  a  circular  aqueduct  of  waterway  A  and  mean  deptii 
m  has  10  be  replaced  by  a  length  of  an  equivalent  rectangular  aqueduct. 
If  the  depth  of  the  water  is/ and  the  width  of  the  rectangular  section  ;<r, 
show  that 

l/xY  =  iA'm(x  +  2/), 

the  value  of  -^  being  1/  for  the  pipe  andi  for  the  rectangular  aqueduct. 
NaU. — In  first  approximations  take  b=lf. 

33.  Talcing  the    coefficient    b    for    a    given   open  channel  to    be 

.00010058  and  the  corresponding  coefficient  1=;-^  J  for  pipe-flow  to  be 

.00012485,  show  that,  approximately,  if  the  volume  of  flow  under  the  same 
head  is  the  same  both  for  the  channel  and  the  pipe, 

d'P  =  %A*, 

A  being  the  sectional  area  of  the  waterway  in  the  channel,  F  the  wetted 
perimeter  and  d  the  diameter  of  the  pifJe. 

34.  Using  the  same  coefficients  as  in  the  preceding  example,  show 
that  the  loss  of  head  per  unit  of  length  in  a  pipe  is  nearly  8S  per  cent 
greater  than  the  loss  in  an  open  semicircular  channel  of  an  equal  water- 
way and  giving  the  same  discharge. 

(Note.— 5/»f^  the-whoU  of  a  pipC'turface  develops  resistance  to  Jlovi,  it 
is  evident  a  priori  that  the  loss  of  head  per  um't  of  length  must  be  much 
greater  than  in  the  case  of  the  open  channel.) 

35.  The  Dhuis  aqueduct,  which  supplies  Pau  with  water,  has  a  slope 
of  I  in  10,000.  Its  section  is  egg-shaped,  the  lowest  portion  being  a  semi- 
circle o£  .7  m.  radius.  The  aqueduct  conveys,  normally,  200  litres  per 
second.  Find  the  angie  subtended  at  the  centre  of  the  semicircle  by  the 
water-line,  and  hence  find  the  sectional  area  of  the  watenvay,  its  depth 
and  the  velocity  of  flow.     Ans.  154*;  .55  sq.  m.;  .54  m.;  36  m.  per  sec 
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36.  Deduce  the  flow  foimula  for  a  circular  tuiaedact  of  radius  r, 
when  the  wetted  perimeter  subtends  an  angle  of  340*  at  the  centre. 

j4ns,  T^i  =  .36i*j2'' 

37.  A  circular  aqueduct  ol  6.;6  ft.  diam.  conveys  49.44  cu.  ft.  of 
water  per  sec.  The  slope  is  i  in  10,000.  Find  (a)  the  angle  subtended 
at  the  centre  by  the  water-line ;  {*)  the  clear  head  above  the  water  sur- 
face ;  if)  the  velocity  of  flow. 

Ans.  (a)  240'  3C^  ;  (*)  1.63  ft.;  (e)  1.815  ft.  per  sec. 

38.  The  Avre  circular  aqueduct  conveys  3.0s  cm.  fjer  second,  and  in 
one  length  the  slope  is  4  in  10,000.  Its  water-line  subtends  120*  at  the 
centre.      Find  the  radius,  taking  b  =  .0002  as  a  iirst  approximation. 

The  surrace  has  a  very  smooth  coat  of  cement  .02  in.  thick;  de- 
termine the  actual  waterway,  the  wetted  perimeter,  the  mean  depth, 
the  velocity  of  flow,  and  the  clear  height  above  the  water-line. 

Ans.  Radius  =  .88  m.  1  1813  sq.  m.;  3.549  m.;  .ji  m. ;  1.13  m. 
per  sec;  .445  m. 

39.  The  Potomac  aqueduct,  which  is  faced  with  brick,  has  a  diameter 
of  9.022;  ft.  and  a  slope  of  .143  in  10,000.  The  waier-iine  subtends  an 
angle  of  340*  at  the  centre.  Taking  b  =  .0000609,  determine  quantity  of 
water  conveyed  in  gallons  per  day.  Am.  69,997,071  Imp.  gallons. 

84.019,066  U.  S.  gallons. 

40.  Talcing  b  =  .0000609.  ^^^  'tie  angle  subtended  at  the  centre  by 
the  water-line  and  also  find  the  free  height  above  the  water-surface  in   ' 
the  Vanne  aqueduct  when  conveying  49.442  cu.  ft.    per  second,  the 
diameter  of  the  aqueduct  being  6,562  ft.,  and  the  slope  1  in  10,000. 

Ans.  240'  30". 

41.  Show  that  the  quantities  of  water  conveyed  by  a  circular  aque- 
duct of  radius  r,  when  the  waier-hne  subtends  an  angle  of  340°  at  the 
centre,  when  the  velocity  of  flow  is  greatest,  when  running  full,  and 
when  the  quantity  conveyed  is  a  maxmium,  are  in  the  ratios  of  i  10  1.086 
to  1. 131  to  I. [88,  and  find  the  angles  subtended  at  the  centre  by  tiie 
water-lines  in  the  three  last  cased.  Also  determine  the  mean  hydrauhc 
depths.  Am.  Angles.  257'  27'  ;  360°;  308°. 

Mean  depths,  .doy.  .6o8r;  .jr;  .S73r. 

42.  For  a  small  tachometer  the  velocities  are  .163,  .205,  .298,  .366, 
.61  metre  ;  the  number  of  revolutions  per  second  are  .6,  .835,  1.467, 
1.805,  3-'42-     Find  the  constants  corresponding  to  the  wheel. 

Ans.   .169;  .061. 

43.  Assuming  (i)  thiit  a  river  flows  over  a  bed  of  uniform  resistance 
to  source;  {3)  that  to  maintain  stability  the  velocity  is  constant  from 
source  to  mouth;  (3)  that  the  river  sections  at  all  points  are  similar ; 
(4)  that  the  discharge  increases  uniformly  in  consequence  of  the  supply 
from  affluents — determine  the  longitudinal  section  of  such  a  nver. 
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44.  In  an  aqueduct  with  a  slope  of  i  in  10,000,  the  depth  oE  water 
corresponding  10  a  condition  of  uniform  steady  motion  is  1.77  ft.  At 
a  certain  point  the  depth  is  increased  to  4.43  ft.  by  a  weir  3.77  ft.  in 
height.  Find  the  distance  to  which  the  "rise"  extends  along  the 
aqueduct.  Ans.  50,038  fi.. 

4J.  The  channel  of  a  river  328  ft.  wide  is  narrowed  by  the  abutments 
of  a  bridge  to  a  widih  of  42.6;  ft.  The  depth  of  the  water  under  the 
bridge  is  12.63  '''•  ^"^  '^^  quantity  of  flow  per  hour  is  2,406.250  gallons. 
Find  the  height  of  swell.  Ans.  .104  ft. 

46.  In  a  broad  channel  of  approximately  rectaiigular  section  there  is 
a  small  change  of  «S  in  the  depth.  Show  that  ihe  corresponding 
changes  in  the  velocity  of  flow  and  in  the  discharge  are  in%  and  iJh* 
respectively.     Also,  if  the  banks  slope  at  an  angle  S,  show  that  the 

change.  Income  ^-(Jj  -  ^-,',„  ,)  ■»<!  ^(jf  "  ^s)  '«»P««- 
tively,  k,b,A,  P,v.  and  Q  being  the  initial  depth.breadih,  area  of  water- 
way, wetted  perimeter,  velocity  of  flow,  and  discharge,  respectively. 
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RAMS,   PRESSES.   ACCUMULATORS.  WATER-PRESSURE 
ENGINES. 

I.  Hydraulic  Rams. — By  means  of  the  hydraulic  ram  a 
■quantity  of  water  falUng  through  a  vertical  distance  A,  is  made 
to  force  a  smaller  weight  of  water  to  a  higher  level. 

The  water  is  brought  from  a  reservoir  through  a  supply- 
pipe  5.  At  the  end  of  this  pipe  there  is  a  valve  opening  into 
an  air-chamber  C.  which  is  connected  with  a  discharge-pipe  D. 
At  E  there  is  a  weighted  check-  or  clack-valve  opening 
inwards,  and  the  length  of  its  stem  (or  the  stroke)  is  regulated 
by  means  of  a  nut  or  cottar.  When  the  waste-valve  at  E  is 
open  the  water  begins  to  escape  with  a  velocity  due  to  the 
head  h^  and  suddenly  closes  the  valve.  The  momentum  of 
the  water  in  the  pipe  opens 
the  valve  at  B,  and  a  por- 
tion of  the  water  is  dis- 
charged into  the  air-vessel. 
From  this  vessel  it  passes 
into  the  discharge-pipe  in 
consequence  of  the  reac- 
tion of  the  compressed  air. 
At  the  end  of  a  very  short 
interval  of  time  the  mo- 
meiftum  of  the  water  has 
been  destroyed,  the  valve 
opening  into  the  chamber  C  closes,  the  waste-valve  again 
opens,  and  the  action  commences  as  before.     It  is  found  that 
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the  efficiency  of  the  ram  is  increased  by  introducing  the  small 
air-vessel  F.  The  wave-motion  started  up  in  the  supply-pipe 
by  the  opening  and  closing  of  the  valve  opening  into  the 
chamber  C,  has  been  utilized  in  driving  a  piston  so  as  to  pump 
up  water  from  some  independent  source. 

Let  V  be  the  velocity  of  flow  in  the  supply-pipe  at  the 
moment  when  the  valve  at  E  is  closed. 

Let  (I',  be  the  weight  of  the  mass  of  water  in  motion. 

Then  -     -     is  the  energy  of  the  mass,  and  this  energy  is 

expended  in  opening  the  valve  at  B,  forcing  the  water  into  the 
air-chamber,  compressing  the  air,  and  finally  causing  the 
elevation  of  a  weight  W^  of  the  water  through  a  vertical  dis- 
tance h'. 

Let  hy  be  the  head  consumed  in  frictional  and  other 
hydraulic  resistances. 

Then 

li'Mi'  +  /i/)  =  the  actual  work  done  =  — -  — , 

This  equation  shows  that,   however  great  /i'  may  be,   li\ 
has  a  definite  and  positive  value,  and  therefore  water  may  be 
raised  to  any  required  height  by  the  hydraulic  ram. 
IV Ji' 

The  efficiency  of  the  machine  =  ysf-r,  and  may  be  as  much 

as  66  per  cent  if  the  machine  is  well  made.  According  to 
d'Aubuisson, 


WJi,  ^ 


VI 


2.  Hydraulic  Press, — The  hydraulic  press  is  a  machine 
by  means  of  which  great  pressures  can  be  exerted  and  heavy 
weights  lifled,  the  energy  being  transmitted  through  water. 
It  consists  essentially  of  a  strong  cast-iron  or  cast-steel  cham- 
ber or  cylinder  containing  a  plunger  or  ram  which  is  acted 
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upon  by  water  pumped  through  piping  into  the  chamber  by  a 
single-acting  force-pump,  which  may  be  either  worked  by 
hand  or  by  power. 

The  action  of  the  press 
depends  on  the  principle 
that  fluids  press  equally  in 
p^0  all  directions  and  thus  the 
pressure  per  square  inch 
on  the  ram  is  equal  to  the 
pressure  per  square  inch  on 
the  pump-plunger.     Origi- 

^ nally  discovered  by  Pascal, 

Fic.  i8o.  tjje  press  vvas  first  made  of 

practical  utility  by  Bramah,  who  made  the  moving  parts  water- 
tight by  the  introduction  of  cup-leather  packing. 

The  ram  is  packed  with  a  leather  collar  of  (\  form  which 
is  fitted  into  a  recess  turned  out  in  the  neck  of  the  cylinder  and 
is  kept  in  place  by  the  cylinder-cover  gland. 
According  to  experiments  made  by  Hick, 
the  friction  at  the  collar  increases  directly 
with  the  diameter  of  the  ram  and  with  the  P'<J-  iSi. 

pressure,  but  is  independent  of  the  depth  of  the  collar.  Hick's 
law  of  friction  is  expressed  by  the  following  formula: 

the  total  frictional  resistance  =  .0314a'/  or  .o^yxdp, 

according  as  the  leather  is  in  good  condition  and  well  lubri- 
cated or  is  new  and  badly  lubricated. 

The  friction  is  about  1  per  cent  of  the  pressure  for  a  4-in.  ram. 

At  low  pressures  hemp  packing  is  invariably  used,  and 
sometimes  also  for  pressures  as  great  as  2000  lbs.  per  sq.  in., 
but,  generally  speaking,  it  is  rarely  used  for  pressures  exceed- 
ing about  700  lbs.  per  sq.  in.  The  ram  is  driven  forwards  by 
the  pressure  of  the  water  through  the  tight  collar,  and  is  capable 
of  lifting  a  weight  or  exerting  a  pressure  which  is  limited  in 
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magnitude  only  by  the  strength  of  the  chamber  and  connec- 
tions and  by  the  capacity  of  the  pump.- 

Let  L  be  the  strolce  of  the  ram. 

Let  fV  be  the  weight  on  the  ram,  including  the  weight  of 
the  ram. 

a 

Then   l/ie  work  done  =  WL  =  —d*pL. 

Let  Q  be  the  axial  force  on  the  plunger  produced  by  a  force 
J*  on  the  pump-lever  at  a  distance  p  from  the  fulcrum. 

Let  q  be  the  distance  between  the  fulcrum  and  the  axis  of 
the  plunger.  Then,  disregarding  fluid  friction,  the  friction  at 
the  fulcrum,  and  the  leather  or  "  packing  "  friction, 

PP  =  Qq- 


■    4    »d*~  d''^  ' 


l(r^,  r^  are  the  internal  and  external  radii  of  a  press,  and 
if  p^,  Pi,,  and  / are  the  intensities  of  pressure  at  the  internal 
And  external  surfaces  and  the  intensity  of  stress  at  the  radius 
r,  then 


/■■ 


-AVuA'-,*  ,  Al: 


(See  Appendix,  "Th.  of  Strucmres."  Bovcy.) 


Hydraulic  presses  of  dilTerent  designs,  but  which  are  all 
more  or  less  modifications  of  the  Bramab,  are  employed  for  a 
variety  of  pressing  and  lifting  operations.  For  example,  they 
are  used  in  making  lead  pipes,  in  expressing  oil  from  seeds,  in 
baling  cotton,  in  pressing  yarn,  in  packing  hay,  etc.,  while 
the  modern  systems  of  punching,  riveting,  stamping,  forging. 


by  Google 


338 


HYDRAULIC  JACK. 


shearing,  welding,  and  bending  depend  upon  the  peculiar 
advantages  of  hydraulic-  power  for  such  purposes.*  Hydraulic 
presses  for  forging  have  largely  superseded  the  steam-ha 


^ 


I 


E^ 


H 


intf 


Fig.  iSa. 
Hydraulic  Press. 


Fici.  184. 
Baling-press. 


and  it  is  now  common  to  find  presses  with  capacities  ranging 
from  4000  to  10,000  tons,  the  working  intensity  of  pressure 
being  as  great  as  3  tons  per  sq.  in. 

The  hydraulic  jack.  Fig.  185,  is  a  portable  machine  for 
raising  heavy  weights  through  short  distances.  It  is  a  com- 
pact combination  of  a  force-pump  and  a  press.  The  ram  Q 
fits  the  press  i'  and  is  made  water-tight  by  the  cup-leather  D. 
The  pump  is  worked  by  the  up-and-down  movement  of  a 
lever  which  presses  uixin  a  cam  or  is  connected  with  other 
suitable  gearing  and  communicates  motion  to  the  pump-plunger 
H.  The  water  in  the  chamber  is  thus  forced  through  a  valve 
into  the  hydraulic  cylinder,  de^'eloping  a  pressure  which  causes 
the  ram  to  rise  and  to  lift  the  load  resting  on  the  head  /i. 
'  In  America  compressed  air  is  largely  used  for  punching,  riveting,  cic. 
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As  the  pump- plunger  rises  a  partial  vacuum  is  produced 
in  the  pump-chamber,  and  the  pressure  in 
the  reservoir  B  overcomes  the  resistance  of 
the  spring  on  the  inlet-valve  and  opens  a 
passage  for  the  water  into  the  pump-cham- 
ber. To  lower  the  jack,  a  relief-valve  is 
unscrewed,  and  the  water  returns  to  the 
reservoir  B  while  the  ram  falls.     The  ram 


may  be  prevented  from  turning  round  by  means  of  a  steel  set- 
pin  screwed  on  the  side  of  the  press  and  fitting  a  vertical  slot 
in  the  ram. 

The  construction  and  action  of  the  punching-bear,  Fig, 
1 86.  are  essentially  the  same  as  in  the  hydraulic  jack.  By 
actuating  the  lever  L,  the  water  passes  into  the  hydraulic 
cylinder  C  and  by  its  action  forces  the  punch  P  down.  The 
punch  is  raised  by  first  opening  a  relief-valve  and  then  lower- 
ing the  lever  J/,  which  causes  the  cam  to  raise  the  hydraulic 
ram,  and  the  water  from  the  hydraulic  cylinder  flows  back 
into  the  reservoir.  The  relief-valve  is  now  closed  and  the 
punching  operation  may  be  again  repeated. 

3.  Accamulator. — Low  pressures  of  170  lbs.  (=  392  ft.) 
to  250  lbs.  {=  576  ft.)  per  sq.  in.  can  sometimes  be  obtained 
from  a   natural    supply  or  from   a   reservoir,   but  the   higher 
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pressures  of  700,llis.  (=  1612  ft.)  to  looo  lbs.  (=  2304  ft.) 
per  sq,  in.  and  upwards,  which  are  almost  exclusively  adapted 
to  the  working  of  intermittent  machines,  must  be  artificially 
produced  by  means  of  pumping-engines.  In  a  direct  supply 
the  capacity  of  these  engines  must  be  sufficient  to  meet  the 
maximum  demand  at  any  moment,  but  the  fluctuation  in  the 
demand  upon  the  mains  for  cranes,  capstans,  elevators,  etc., 
was  soon  found  to  be  so  great  as' to  render  imperative  some 
method  of  storing  energy.  This  has  been  effected  by  the 
introduction  of  the  •accumulator,  which,  in  its  simplest  form, 
consists  of  an  annular  cylinder  (Fig.  187}  partially  or  wholly 
filled  with  scrap,  slag,  or  other  heavy  material,  or  of  a  series 
of  trays  {Fig.  188)  loaded  with  pig  iron  or  lead,  supported  by 
a  cross-head  on  the  top  of  a  ram  working  in  a  cylinder  with  a 


Fig.  tS?.  Fic.  iSS. 

stuffing-box  and  gland  at  the  upper  end.  The  pressure -water 
is  admitted  by  a  branch  pipe  at  the  lower  end  and  raises  the 
ram  together  with  the  weight  it  carries.  Thus,  if  If  tons  are 
Jifted  through  a  vertical  distance  s  and  if  the  water-pressure  on 
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the  ram  of  din.  diameter  is  /  lbs.  per  sq.  in.,  the  total  store 
of  energy  in  foot-pounds 


When  the  accumulator  has  reached  the  highest  point  it 
actuates  a  lever  which  shuts  off  the  steam  so  that  the  engines 
cease  to  work  and  the  accumulator  falls.  When  it  has  reached 
the  lowest  point  it  again  actuates  a  lever  which  opens  a  valve 
and  admits  steam.  The  engines  again  commence  to  work  and 
the  accumulator  rises. 

In  small  plants  the  accumulator  fully  provides  for  the 
storage  of  sufficient  energy  to  meet  the  momentary  fluctuations 
of  demand  for  the  power  necessary  to  work  machines  which 
are  intermittent  in  action,  and  without  the  accumulator  pump- 
ing-engines  of  greater  capacity  would  be  required.  In  large 
plants,  as  in  the  cities  of  London,  Manchester,  and  Glasgow, 
the  total  accumulator  storage  capacity  is  a  very  small  fraction 
of  the  total  supply,  and  at  the  times  when  the  demand  is 
heavy  the  accumulators  are  usually  almost  stationary.  In  such 
cases  they  may  be  considered  rather  as  regulators  of  pressure. 
They  are  also  of  great  importance  in  automatically  facilitating^ 
the  control  of  the  plant,  and  act  as  buffers  in  preventing  break- 
age and  shocks.  If  lack  of  space  prevents  the  use  of  an  acci- 
'mulator  of  the  type  just  described,  an  intensifier.  Fig.  189, 
may  be  employed.  Water  at  a  pressure  of  p  lbs.  per  sq,  in. 
is  admitted  from  the  water-mains  or  from  a  tank  at  a  suitablc 
elevation  to  the  lower  side  of  a  piston  of  diameter  D  ins.,  work- 
ing in  an  hydraulic  cylinder.  The  piston-rod  of  diameter  li 
ins.  forms  the  ram  of  the  accumulator  B,  and  works  through  a 
water-tight  neck.  Thus  the  pressure  in  the  accumulator  in  Ibs^ 
per  sq.  in. 


p 
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and  this  is  also  the  intensity  of  the  pressure  in  the  hydraulic 

Tweddell's  differential  accumulator,  Fig.  190.  is  also 
designed  for  cases  in  which  space  is  of  importance.  A  heavy 
cylinder  A,  with  the  usual  glands  and  cup-leathers  at  the  top 


Fig.  1S9.  Fig.   190. 

and  bottom,  is  loaded  with  a  number  of  lead  or  cast-iron 
weights  ir,  fitted  into  each  other,  and  slides  upon  a  ram  B, 
fixed  at  the  upper  end  by  a  bracket  and  at  the  lower  by  a  step. 
A  brass  liner  is  shrunk  upon  the  lower  portion  oftheram".so 
that  its  diameter  is  slightly  greater  than  that  of  the  upper 
portion.  A  hollow  passage  C  is  drilled  axially  along  the  ram 
and  connects  with  a  cross-passage  just  above  the  brass  liner. 
The  water  is  pumped  through  the  inlet-pipe  /,  fills  these 
passages  and  exerts  an  upward  pressure  over  an  effective  area 
equal  to  the  difference  between  the  areas  of  the  lower  and 
upper  portions  of  the  ram.  Thus  very  heavy  pressures,  up 
to  2000  lbs.  per  sq.  in.,  or  more,  can  be  readily  obtained  with 
a  comparatively  small  weight.  Hut  the  volume  of  water  is 
■The  ram,  however,  is  usually  solid  steel. 
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small,  and  any  large  demand  for  power  will  cause  the  loaded 
cylinder  to  fall  rapidly,  so  that  when  it  is  brought  to  rest  a 
considerable  increase  of  pressure  is  developed  which  is  of 
advantage  in  punching,  riveting,  etc.  The  uppermost  weight 
IS  connected  by  means  of  a  chain  with  a  relief-valve  which 
enables  the  limiting  positions  of  the  cylinder  to  be  automati- 
cally regulated. 

Let  If  be  the  total  dead  weight  lifted. 

Let  Fhe  the  friction  of  each  of  the  cup-leathers. 

Let  dy ,  (/,  be  the  diameters  of  the  lower  and  upper  portions 
of  the  ram. 

With  the  cylinder  at  the  height  x  above  its  lowest  position, 
let  /,  be  the  intensity  of  pressure  in  the  intet-pipe  /  when  the 
cylinder  is  rising,  and  /,  the  intensity  when  it  is  falling.     Then 

»•-  2F 

I-W-<)' 


/,  =  "■•'■+; 


Hence  an   approximate  measure    of   the  variation  of  the 
intensity  of  pressure  is 

I6F 


P,  - 


»(d,>  -  i,')' 


and  the  value  of  this  variation  is  ordinarily  from  about  i  per 
cent  of  the  pressure  for  a  i6-in.  ram  to  about  4  per  cent  for  a 
4-in.  ram. 

Experiment  has  shown  the  efficiency  of  an  accumulator  to 
he  as  high  as  9$  per  cent,  1  per  cent  being  lost  in  charging 
.and  I  per  cent  in  discharging.  Its  total  store  of  energy  is 
comparatively  small  and  it  cannot  maintain  a  supply  for  any 
length  of  time,  but  it  possesses  the  great  advantage  of  being 
able  to  use  its  energy  at  a  high  rate  for  a  short  period. 
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Fig.    [91   represents    a   convenient 
form  of  accumulator  known  as  Brown's 
'  Steam  Accumulator.     A  ram  R  works 

in  the  hydraulic  chamber  //,  into 
which  water  is  forced  by  a  pair  of 
engines.  A  piston  P  is  attached  to 
the  upper  end  of  the  ram  and  works  in 
a  cylinder  supplied  with  steam  direct 
from  the  boilers.  As  soon  as  pressure- 
water  is  supplied  to  hydraulic  ma- 
chinery the  ram  and  piston  fall,  opening 
the  steam-port,  so  that  steam  passes 
into  the  engine-cylinders.  The  pumps 
then  commence  to  work  and  force  in 
Fia.  191.  more   water  to  replace   that  wiiich   is 

being  drawn  off.     This  accumulator  is  specially  for  use  on  ships. 
4.   Water-pressnre    Engines.  —  In   these    engines   water 

under  pressure  is  admitted  into 

a  strong  chamber  or  cylinder, 

and    acts    upon    a    piston     or 

plunger  in   precisely  the  same 

manner  as  in  the  case  of  the 

steam-engine.     The  cylinder  is 

made  of  gun-metal  or  of  cast  I 

iron,  and  its  thickness  /,  which 

is   relatively   large    on    account 

of  the  wear,  may  be  calculated  '°'  ''"' 

from  the  formula 

^  ins.  =  .0024/i^d -\-  1.25  ins., 

/,  being  the  pressure  in  atmospheres,  and  1/  the  diameter  in 
inches, 

The  frictional  resistances  and  the  possibility  of  severe  shocks 
are  increased  by  rapid  motion  and  reversals  of  motion.  Hence 
the  velocity  of  flow  in  the  supply-pipe  should  not  exceed  10  ft. 
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per  second,  and  prererably  should  be  limited  to  6  ft.  per 
second  (Art.  ii,p.  156),  while  the  plunger  should  have  a  long 
stroke.     In  practice  the  stroke  is  usually  from  2^  to  6  times 


f  IG.  193.— Secllonfti  Elevation. 


Ftc.  194. — Crost-acclioo. 


Ro.  19s — Freight-hoUi.  Fig.  196.— Balanced -ram  Lift. 

the  diameter  of  the  cylinder,  and  the  mean  velocity  of  the 
plunger  is  about  i  ft.  per  second,  rarely  exceeding  80  ft.  per 
minute.  As  the  water  is  practically  incompressible,  its  free 
and  immediate  passage  should  be  insured  by  means  of  large 
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and  wide-open  ports.  An  important  advantage  connected 
with  this  property  of  incompressibility  is  that  the  hydraulic 
resistances  may  be  indefinitely  increased  by  simply  closing  a 
Valve.  Thus  no  brakes  are  required,  but  the  water  contains 
within  itself  its  own  brake,  and  an  absolute  control  is  provided 
which  secures  the  highest  degree  of  safety. 

The  water -pressure  engine  is  necessarily  a  slow-moving 
machine,  and  is  both  cumbrous  and  costly  unless  actuated  by 
pressures  of  great  intensity.  These  engines  are  advantageously 
employed  in  working  cranes,  hoists,  elevators,  capstans,  dock-  - 
gates,  presses,  and  other  machinery  in  which  the  action  is  of 
an  intermittent  character. 

The  hydraulic-ram  lift,  Fig.  197,  more  completely  utilizes 
than  any  other  th'e  properties  of 
incompressibility  and  direct  pres- 
sure, and,  owing  to  its  greater 
safety,  its  adoption  is  sometimes 
recommended  for  elevators  of  con- 
siderable height.  Under  a  full 
load  its  efficiency  may  be  as  great 
as  95  per  cent.  The  speed  of  a 
suspended  lift  is  rarely  less  than 
100  ft.  per  minute  and  often  ex- 
ceeds 500  or  6cx>  ft.  per  minute. 
Between  such  limits  a  large  varia- 
tion in  the  efficiency  might  be 
expected,  and  although  the  effi- 
ciency under  a  full  load,  even 
when  the  ram-stroke  is  multiplied 
8  or  10  times,  may  be  75  or  80 
per  cent,  it  may  also  fall  below 
40  per  cent  when  the  load  is  light. 
The  chief  loss  of  efficiency  is 
due  to  the  fact  that  the  same 
quantity  of  pressure- water,  and  therefore  of  energy,  is  used 
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whether  the  load  is  heavy  or  light.  Various  devices  have  been 
adopted  to  remedy  this  evil:  the  length  of  stroke  may  be 
automatically  proportioned,  as  in  the  Hastie  engine,  to  the 
work  to  be  done;  the  pressure -water  may  be  admitted  for  a 
part  of  the  stroke  only,  the  remainder  being  provided  by  the 
discharge-water;  cranes  and  elevators  are  often  provided  with 
a  large  cylinder  for  heavy  loads  and  a  small  cylinder  for  light 
loads,  and  for  the  same  purpose  a  single  cylinder  with  a  differ- 
ential piston  is  sometimes  used. 

Other  important  losses  of  efficiency  are  due  to  {a)  pipe 
friction;  {b)  elbows,  curves,  etc.,  and  abrupt  changes  of  sec- 
tion ;  {c)  the  friction  of  mechanism. 

I-et  /„  be  the  mean  intensity  of  the  pressure  in  the 
cylinder. 

Let  5  be  the  stroke. 

Let  7'„  be  the  mean  velocity  of  the  plunger. 

Then 

the  work  done  per  stroke  =  —  p-,s; 
.  4  ' 

the  quantity  of  motive  water  used  per  stroke 

_  nd^  1  nd* 

-    ^— T'„,     or     -  --. 


—v„, 


t 


according  as  the  engine  is  of  the  double-  or  single-acting  type. 

A na/ysis, —In  a  direct-acting  pressure-engine  let  A  be  the 
sectional  area  of  the  working  cylinder  {Fig. 
198). 

Let  a  be  the  sectional  area  of  the  supply-  D 
pipe. 

Let  ^  =3  ,ia.  '''«■  '98- 

Let  M'be  the  weight  of  the  water,  piston,  and  other  recip- 
rocating parts  in  the  working  cylinder. 

Let  /  be  the  length  of  the  supply-pipe. 

Let  /  be  the  acceleration  of  the  piston.     Then  n/  is  the 
acceleration  of  the  water  in  the  supply-pipe. 
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The  torce  required  to  accelerate  the  piston 


and  the  con«sponding  pressure  in  feet  of  water 

~  wA  ff' 
The  force  required  to  accelerate  the  water  in  the  supply- 
pipe 

and  the  corresponding  pressurd  in  feet  of  water 


=  „/. 


its  sectional  area,  the  pressure-head  due  to  the  inertia  of  the 
d  isc  h  arge  -  water 

Hence  the  total  pressure  in  feet  of  water  required  to  over- 
come inertia  in  the  su{^ly-pipe  and  cylinder 


=  f(.4+4 


The  quantity  —-.  +  »l  has  been  designated  the  length  of 

Working  cylinder  equivalent  to  the  inertia  of  the  moving  parts. 
Let  the  engine  drive  a  crank  of  radius  r,  and  assume  that  the 
velocity  V  of  the  crank-pin  is  approximately  constant.  Then 
the  acceleration  of  the  plunger  when  it  is  at  a  distance  x  from 
its  central  piosition 
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«nd  the  pressure  due  to  inertia 

Let   V   be   the    velocity  of  the   plunger  in   the   working 
cyUnder. 

Let.  u.  be  the  velocity  of  the  water  in  the  supply-pipe. 

Let  h  be  the  vertical  distance  between  the  accumulator-ram 
and  the  motor. 

Let  p^  be  the  unit  pressure  at  the  accumulator-ram. 

Let/)  b«  the  unit  pressure  in. the  working  cylinder. 

Then 
/(       «*  pi'*        (losses    due    to    friction,    sudden 

Jfz/'"'       ~  w~^  2g'^\     changes  of  section,  etc. 


-  A  +  lo: 


The  term  — — -   +  losses  may  be  approximately  expressed 


ance.     Hence 

'V=^=^(''-^'  •  •  •.(■> 

the  term  k  being  disregarded,  as  it  is  usually  very  small  as 

\  compared  with  — . 

Thus  the  total  presstue-head  in  feet  required  to  overcome 
inertia  and  the  hydraulic  resistances 
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and  is  represented  by  the  ordinate  between  the  parabola  ced 
and  the  line  ab  in  Fig.  199,  in  which  a/gb  is  a  rectangle,  a& 
representing  the  stroke  2r, 


gr^wA 


»/, 


the  pressure  due  to  inertia  at  the  end  of  the  stroke,  and 


the  pressure  required  to 
the  centre  of  the  stroke. 


the  hydraulic  resistances  at 




m 


The  ordinate  between  the  parabola  fmg  and  the  line  fg- 
represents  the  back  pressure,  which  is  necessarily  proportional 

to   the    square   of  the    piston -velocity,    i.e.,    to     -jCr*  —  .r*). 

Hence  the  effective  pressure-head  on  the  piston,  transmitted 
to  the  crank-pin,  is  represented  by  the  ordinate  between  the 
curves /w(^  and  ced.  The  diagram  shows  that  the  pressure  at 
the  end  of  the  stroke  is  very  large  and  may  become  excessive. 
It  is  therefore  usual  to  introduce  relief-valves  or  air-vessels  to 
prevent  violent  shocks.  In  certain  cases,  however,  as,  e.g.. 
in  a   riveting- machine,    a   heavy  pressure   at  the  end  of  the 
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stroke,  just  where  it  is  most  needed  to  close  the  rivet,  is  of 
great  advantage,  and  therefore  the  inertia  effect  is  increased 
by  the  use  of  a  supply-pipe  of  small  diameter  and  an  accumu- 
lator with  a  small  water  section  (Fig.   197). 
By  equation  (i), 

''  =  ^(^.-^) » 

This  speed  v  can  be  regulated  at  will  by  the  turning  of  a 
cock,  as  in  this  manner  the  hydraulic  resistances  may  be 
indefinitely  increased. 

Let  the  engine  be  working  steadily  under  a  pressure  P, 
and  let  t',  be  the  speed  of  steady  motion.     Then 

and 

_  (       useful  resistance  overcome  by  the  piston 
~  (  +  friction  between  piston  and  accumulator-cylinder. 
If  P  is  diminished,  the  speed  t,,  will  be  slightly  increased, 

but  in  no  case  can  it  exceed 


V  wK 


5,  Losses  of  Energy. — The  losses  may  be  enunierated  as 
follows : 

(a)  The  Loss  i,  due  to  Piston-friction. — It  may  be  assumed 
that  piston -friction  consumes  from  10  to  20  per  cent  of  the 
total  available  work. 

(*)  The  Loss  i,  due  to  Pipe-friction. — The  loss  of  head  in 
the  supply-pipe  of  diameter  </, 

^  Afl{nuf 
The  loss  of  head  in  the  discharge-pipe  of  diameter  d^ 
'      "4      W  ■ 
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Hence  the  total  loss  of  head  in  pipc-frjction  is 

The  loss  in  the  relatively  short  working  cylinder  is  very 
small  and  may  be  disregarded. 

(c)  Tke  Loss  Z,j  due  to  Inertia. — The  work  expended  in 
moving  the  water  in  the  supply-pipe 

_  wA     v*' 

~     g»        2  ' 

and  in  moving  the  water  in  the  dischai^e-pipe 


The  total  work  thus  expended 


and  it  may  be  assumed  that  nearly  the  whole  of  this  is  wasted. 
Hence  the  corresponding  loss  of  head  is 


'       A2r^n 


'    H'l2g       2r^n    '    ni2g        *2e- 


[d)   The  Loss  i,  due  to  Curves  and  Elbows. — The  losses 
due  to  curves  and  elbows  may  be  ex[M^ssed  in  the  form 


[e)   The  Loss  L^  due  to  Sudden  Changes  0/ Section. — The 

loss  of  head  in  the  passage  of  the  water  through  the  ports  may 

I-* 
be  expressed  in  the  form/"' — , 

The  loss  occasioned  by  valves  may  also  be  expressed' by 
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Thus  the  total  loss  is 


The  coefficient/'  maybe  given-any desired  value  between 
o  and  00  by  turning  a  valve,  so  that  any  excess  of  pressure 
may  be  destroyed  and  the  speed  regulated  at  will. 

(/)  T/ie  Loss  Z,  due  to  the  Velocity  with  which  the  Water 
leaves  the  Discharge- pipe. 

•  zg         ^^g 

Hence 

the  effective  head  =  ' 

X 

and  the  efficiency  =  i  —  J- (Z,  +  Z,  +  Z,  ■{•  L^-\-  L^-\-  ZJ. 

6.  Brakes. — Hydraulic  resistances  absorb  energy  which  is 
proportional  to  the  square  of  the  speed.  This  property  has 
been  taken  advantage  of  in  the  design  of  hydraulic  brakes  for 
arresting  the  motion  of  a  rapidly  moving  mass,  as  a  gun  or  a 
train,  of  weight  If.      In   Fig.  200  the  fluid  is  allowed  to  pass 


from  one  side  of  the  piston  to  the  other  through  orifices  in  the 
piston. 

Let  m  be  the  ratio  of  the  area  of  the  piston  to  the  effective 
area  of  the  orifices. 

Let  V  be  the  velocity  of  the  piston  when  moving  under  a 
force  P. 

Let  A    be  the  sectional  area  of  the  cylinder. 
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the  work  done  per  second  =  Pv 

=  the  kinetic  energy  produced 


which  is  the  force  required  to  overcome  the  hydraulic  resistance 
at  the  speed  z'. 

Let  V  be  the  initial  value  of  i',  and  j",  the  maximum  value 
of  /'.     Then 

Let  F  be  the  friction  of  the  slide.     Then 


and  P^  +  ]■  is  the  maximum  retarding  force.  It  would  cer- 
tainly be  an  advantage  if  the  retarding  force  could  be  constant. 
In  order  that  this  might  be  the  case  (wi —  1)7'  must  be  con- 
stant, and  therefore  as  7'  diminishes  m  should  increase  and 
consequently  the  orifice  area  diminish.  Various  devices  have 
been  adopted  to  produce  this  result. 

Assuming  the  retarding  force  to  be  constant,  let  x  be  the 
piston's  distance  from  the  end  of  the  stroke  when  its  velocity 
is  f.     Then 

and  therefore  i-'  is  proportional  to  .r. 
But  (wi —  1)7'  is  constant. 
Therefore  (w  —  i )  is  inversely  proportional  to   ^x. 
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EXAMPLES. 

1.  A  4-ton  hyilraulic  jack  with  a  2-in.  ram  and  a  i-in.  plunger  is  to 
lift  A  weight  of  I  ton,  and  is  worked  by  a  handle  with  a  leverage  of  13 
to  I.  If  the  efficiency  of  the  jack  is  80  per  cent,  what  force  must  be 
applied  to  the  handle  ?  Ans.  s^fw^bs. 

2.  The  ram  of  an  hydraulic  press  has  a  sectional  area  50  times  as 
great  as  the  pump-plunger.  The  mechanical  advantage  of  tlie  lever  is 
10  to  I.  If  a  force  of  50  lbs.  is  exerted  on  the  handle,  find  tlie  pressure 
on  the  ram.  Aits.  25,000  lbs. 

3.  A  force  of  P  lbs.  is  required  to  punch  a  hole  of  rfins,  diameter. 
Find  the  diameter  of  the  ram.  the  available  fluid  pressure  being  p  lbs 
per  squHre  inch.  If  this  pressure  is  developed  by  a  sieam-intensifier 
with  a  steam-piston  area  n  times  that  of  the  intensifier's  ram,  find  the 
required  ».e>m-prs»or«.  ^„,,^H^.f, 

4.  In  a  steel  hydraulic  press  the  fluid  pressure  is  6000  lbs.  per  square 
inch,  and  the  maximum  allowable  stress  in  the  metal  is  18,000  lbs.  per 
square  inch.  If  the  internal  diameter  of  the  press  is  12  ins.,  what  must 
the  thickness  of  the  metal  be  ?  If  the  thickness  of  the  metal  is  3  Ins., 
what  must  the  internal  diameter  be?  Ans.  2.4Sjins. ;  14.485  ins. 

S-  A  straight-line  law  is  found  experimentally  to  connect  the  weight 
Wto  be  lifted  and  the  effort  £on  the  handle.  Find  the  law  from  the 
following  data;  when  W=  1605  lbs.,  E—  10  lbs.,  and  when  fF=  6805 
lbs.,  £■  =  50  lbs.  A  pressure-gauge  gives  the  fluid  pressure  as  1932  lbs. 
per  square  inch,  when  If  =  7000  lbs.;  find  the  frittinnal  loss  at  the 
leather,  and  if  there  is  the  same  percentage  of  loss  at  tlie  two  leathers 
find  the  law  connecting  £  and  the  force  /■  on  the  plunger.  The  experi- 
ments were  made  on  a  jack  with  a  2i-in.  ram.  a  J-in.  plunger,  and  a 
lever  with  a  velocity  ratio  of  30,     (Perry.) 

Alls.  W=  305  +  130  £;  9. 1  percent;  P  =  4t  +  i7,i  E. 
(Perry's  "Applied  Mechanics,") 

6.  An  accumulator-ram  is  8,8  ins.  in  diameter  and  has  a  stroke  of 
21  ft.  Find  the  store  of  energy  in  foot-pounds  when  the  ram  is  at  the 
top  of  its  stroke  and  is  loaded  till  the  pressure  is  750  lbs.  per  square 
inch.  Ans.  958,320  ft.-lbs. 

7.  In  a  diflerential  accumulator  the  diameters  of  the  spindle  are  7  ins. 
and  5  ins  ;  the  stroke  is  10  ft.  Find  the  store  of  energy  when  full  and 
loaded  to  2000  lbs.  per  square  inch.  Ans.  377,000  ft, -lbs. 

8.  The  pressure  or  a  5-ir.  ram  is  to  be  1000  lbs.  per  square  inch,  and 
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the  supply  comes  from  a  tank  loo  ft.  high.   Find  the  necessary  diameter 
of  the  piston  in  the  intensifier.  ^«s.  24  ins. 

9.  In  a  differential  press  the  diametcra  of  the  upper  and  lower  portions 
of  the  ram  are  6  ins.  and  3  ins.  respectively.  The  pressure  is  1000  lbs. 
per  square  inch,  and  the  stroke  is  10  ft.  Find  the  load  on  the  accumu- 
lator, the  maximum  store  of  energy,  and  the  store  of  water. 

Ans.  «,ooo  lbs. :  a2o,ooo  ft.-lbs. ;   iJJ  cu.  ft. 

10.  What  load  must  be  applied  to  a  differential  accumulator  to  give 
a  pressure  of  1600  lbs.  per  square  inch  ?  The  upper  and  lower  diame- 
ters of  the  ram  are  3  and  3!  ins.  respectively, and  the  friction  of  the  cup- 
leathers  may  be  taken  as  5  per  cent  of  the  gross  load. 

Ans.  6063  lbs. ;  6700  lbs. 

11.  Find  the  weight  which  will  give  an  average  fluid  pressure  of 
750  lbs.  per  square  inch  in  an  accumulator  with  a  14-in.  ram  and  a 
stroke  of  16  ft.  How  much  energy  can  be  stored  up  ?  Find  the  friction 
at  each  cup-leather,  assuming  that  between  slow  rising  and  falling  the 
pressure  fluctuates  between  7S0  and  738  lbs.  per  square  inch.  If  the 
pressure  is  750  lbs.  per  square  inch  at  mid-lift,  find  the  actual  fluctua- 
tion. Ans.  115,300  lbs.;   1,848,000  ft.-lbs. ;  3334  lbs.  ;  3769  lbs. 

12.  An  accumulator,  loaded  to  a  pressure  of  750  lbs.  per  square  inch, 
has  a  ram  of  31  ins.  diameter,  with  a  stroke  of  24  ft.  How  much  H.P. 
can  be  obtained  for  a  period  of  50  seconds  ?  Ans.  226.8. 

13.  An  accumulator  under  a  load  of  200,000  lbs.  is  to  transmit  roo 
H.P.  through  a  4-in.  pipe  1  mile  long  with  a  loss  of  10  per  cent.  What 
should  be  the  diameter  of  the  ram,  the  coefficient  of  pipe  friction  being 
jx)6  ?  .  Atu.  17.33  '"*■ 

14.  A  steam-accumulator  has  to  develop  a  total  force  of  66,000  lbs. 
upon  the  ram  of  a  punch.  The  piston  area  is  15  times  that  of  the  hy- 
draulic-cylinder, which  has  a  diameter  of  10  inches.  Find  the  intensities 
of  the  steam  and  the  water-pressure.  Am.  56  lbs.  ;  840  lbs. 

15.  The  piston  and  ram  areas  of  a  steam-accumulator  are  in  the 
ratio  of  10  to  1.  Find  their  diameters  so  that  a  steam-pressure  of  loo 
lbs.  per  sq.  in.  may  develop  a  total  load  on  tlie  ram  of  38,500  lbs. 

16.  A  Brotherhood  engine  with  a  4-in.  cylinder  and  a  3-in.  stroke 
makes  50  revols.  per  minute.  The  average  motive  pressure  is  yoo  lbs. 
per  sq,  in.,  and  the  average  back  pressure,  due  to  friciional  resistances, 
etc.,  is  210  lbs.  per  sq.  inch.  Find  the  H.P,  developed,  and  also  deter- 
mine the  diameter  of  the  cylinder  if  only  o««  half  o{  this  power  is  to  be 
developed.  Am.  7  ;  2.83  ins. 

17.  A  crane  with  an  hydraulic  efficiency  of  ,9  and  a  mechanical 
efficiency  of  .45  is  worked  by  water  at  a  pressure  of  750  lbs.  per  sq. 
inch.  The  piston  has  an  elective  area  of  96  sq.  ins,  on  one  side,  48 
sq.  ins,  on  the  other,  and  pushes  a  three-sheave  pulley-block.  Find  the 
maximum  weight  which  can  be  lifted  and  the  work  done  per  jallon  of 
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wMer.JSrsi  when  the  water  presses  on  one  side  only,  and  sicond  ■v'hen  it 
presses  on  both  sides.  Also  find  the  work  done  per  gallon  oi  water 
when  the  lull  loads  in  the  two  kinds  of  working  are  being  lifted. 

Ant.  4860  lbs.;  6998.4  ft.-lbs. ;  2430  lbs,;  3499.2  ft.-lbs.;  6998.4 

ft.-Ib3. 

18.  An  hydraulic  crane  with  a  velocity  ratio  of  9  and  a  mechanical 
efficiency  of  .75  has  to  lift  a  weight  of  la.ooo  lbs.  It  is  worked  by  water 
at  a  pressure  ol  750  lbs.  per  sq.  in.,  and  the  frictional  loss  of  pressure  is 
91  \hs.  per  sq.  inch.     Find  the  diameter  of  the  ram.  Ans.   15.2  ins. 

19.  The  two  wire  ropes  from  the  cage  of  a  ram-lift  pass  vertically 
over  a  pulley  to  a  counterweight,  and  the  ram  rises  trom  100  ft.  below  to 
20  ft.  above  the  level  of  the  supply-pipe.  Water- pressures  of  500  lbs. 
and  100  lbs.  per  sq.  in.  act  upon  a  3^-111.  and  a  7-iii.  ram,  respectively. 
Find  the  weight  of  the  ropes  per  lineal  loot  and  the  lifting  force  at  the 
top  and  bottom  of  the  stroke. 

Ans.  4.2  lbs.,  16.7  lbs. :  5230  lbs.,  4729  lbs. ;  5521  lbs.,  3516  lbs. 

20.  Find  the  pressure  due  to  inertia  at  the  end  o!  the  out-stroke  of  a 
rotary  motor  with  a  4-m.  piston  and  a  7-in.  stroke,  driven  by  water  in  a 
4-in.  supply-pipe  230  It.  long.  The  motor  miikes  135  revols,  per  minute, 
and  the  length  of  the  connecting-rod  is  15  inches. 

Ans.  20.7  lbs.;  12.9  lbs. 

21.  A  direct -acting  lift  has  a  ram  9  inches  diameter,  and  works  under 
a  constant  head  of  73  feet,  of  which  13  per  cent  is  required  by  ram  Iric- 
tion  and  friction  of  mechanism.  The  supply-pipe  is  100  feet  long  and  4 
inches  diameter.  Find  the  speed  of  steady  motion  when  raising  a  load 
of  1350  lbs.,  and  also  the  loud  it  would  raise  at  double  that  speed. 
(/  =  .00672.) 

If  a  valve  in  the  supply-pipe  is  partially  closed  so  as  to  increase  the 
coefficient  of  resistance  by  54,  what  would  the  speed  be? 

Ani.  Speed  =  2  ft.  per  second  ;  load  k  150  lbs. 

22.  Eight  cwt.  of  ore  is  to  be  raised  from  a  mine  at  the  rate  oi  90a 
feet  per  minute  by  a  water- pressure  engine,  which  has  tour  single-acting 
cylinders,  6  inches  diameter,  18  inches  stroke,  making  60  revolutions 
per  minute.  Find  the  diameter  of  a  suppty-pipe  230  feet  long  for  a  head 
ol  230  feet,  disregarding  resistances  and  taking/  =  .006. 

Ans.  Diameter  =  4  inches. 

23.  If  A  be  the  length  equivalent  to  the  inertia  of  a  water-pressure 
engine,  F  the  coefficient  of  hydraulic  lesistance.  both  reduced  to  the 
ram.  %•»  the  speed  of  steady  motion,  find  the  velocity  of  ram  after  moving 
ftom  test  through  a  space  x  against  a  constant  useful  resistance.  Also 
find  the  time  occupied. 


l-A% 


;  +  g 


Ans.  »'  =  v:\i  -  "    *    ^  '  =  ;f^  'OK-  ^_ 

n  accumulator,  the  pressure 
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in  which  is  7;o  lbs.  per  square  inch,  by  means  of  a  supply-pipe  900  iect 
long,  4  inches  diameter;  what  would  be  the  maximum  power  theoreti- 
cally attainable,  and  what  would  be  the  velocity  in  the  pipe  correspond- 
ing to  that  power  ?  Find  approximately  the  efficiency  of  transmission 
at  half  power,/  =  xx/j. 

Ans.  H.P.  =■  250;  v  =  23  ft.;  efficiency  =:  .66  nearly. 

35.  A  gun  recoils  wiih  a,  maximum  velocity  of  10  leet  per  second. 
The  area  of  theorificei  in  the  compressor,  afier  allowing  for  contraction, 
may  be  taken  as  one  twentieth  the  area  of  the  piston.  Find  the  initial 
pressure  In  tlie  cumpressor  in  feet  of  liquid. 

Assuming  the  weight  of  the  gun  to  be  11  tons,  friction  of  slide  3 
tons,  diameter  of  compressor  6  inches,  fluid  in  compressor  water,  find 
the  recoil. 

Find  the  mean  resistance  to  recoiL  Compare  the  maximum  and 
mean  resistances,  each  exclusive  of  friction  of  slide. 

Aiu.  631 ;  4  ft.  3i  in.  i  total  mean  resistance  =  4.4  tons ;  ratio  =z  3.5. 
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IMPACT,  REACTION.  IMPACT  AND  TANGENTIAL 
TUR  BINES. 

Note. — The  following  symbols  are  used: 

v^  =  the  velocity  of  the  jet  before  impact; 

v^=     "        "  ..'■'■  after  leaving  the  vane; 

tt  =     "        "  '•    "  vane ; 

K=     "        "  "    "  water  relatively  to  the  vane ; 

A  =  sectional  area  of  the  impinging  jet ; 

Mt  =  mass  of  the  water  reaching  the  vane  per  second. 

I.  ImpMit  of  a  Jet  n^on  a  Flat  Vane  Oblique  to  the 
Dlrectioa  of  the  Jet. — Let  tf  be  the  angle  between  the  normal 
to  the  vane  and  the  direction  of  the  impinging  jet,  0  the  angle 
between  the  normal  to  ^  ^ 

the  vane  and  the  direc-  \ 

tion  of  the  vane's  mo- 
tion, and  a  the  angle 
between  the  vane  and 
the  vertical. 

The  jet,  moving 
with  its  stream-lines 
parallel,  swells  out 
near  the  vane,  over 
which  it  spreads  and 
with  which  it  travels 
along  in  the  direction  ^'°-  '°'* 

of  the  vane's  motion,  and  finally  again  flows  along  with  its 
stream-lines  sensibly  parallel  to  the  vane. 

3S9 
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The  p-oblem  is  still  further  complicated  by  the  production 
of  eddies  and  vortices  for  which  allowance  can  only  be  made 
in  a  purely  empirical  manner. 

Let  A''  be  the  normal  pressure  on  the  vane  due  to  the 
impact. 

Let  N'  be  the  total  normal  pressure  on  the  vane. 

Let  Whe  the  weight  of  water  on  the  vane. 

Then 

N  =  N'  —  W  sm  a  =  change  of  momentum  in  direction  of 
the  normal 
=  tm\  cos  &  —  mu  cos  0, 
or 

A'=  m(v,  cos  0  —  u  cos  0),-     .     .     ,     (i) 

(N.B.  The  sign  in  ffont  of  u  cos  0  will  be  plus  if  the  jet 
and  vane  move  in  opposite  directions.) 

The  term  fKsin  a  may  be  designated  the  s/aiic  pressure, 
and  the  term  m(v,  cos  ff  —  u  cos  0)  the  dynamic  pressure, 
which  causes  the  deviation  of  the  stream-lines. 

Note. — The  pressure  when  a  \cijirst  strikes  the  plane  is 
greater  than  when  the  flow  has  become  steady,  or  a  permanent 
regime  is  established. 

This  is  made  evident  by  the  following  consideration:  - 

At  any  moment  let  MN,  PQ,  RS  be  the  bounding  planes 
across  which  the  water  is  flowing  with  its  stream-lines  sensibly 
parallel. 

In  a  unit  of  time  let  the  bounding  planes  of  the  mass  be 
M'N',  P'Q\  R'S'. 

Then,  initially,  the  reaction  of  the  plane  must  destroy  the 
motion  of  the  mass  of  the  fluid  bounded  by  M'N',  P'Q,  and 
R'S', 

Take  OC  to  represent  v^  in  direction  and  magnitude. 
"    OE  "  •'         u 

In  one  second  the  vane  AB  moves  parallel  to  itself  into  the 
position  A'B'.     Let  A'B'  intersect  OC  in  D. 
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Then 

«  =  -^  .  />C  =  -/4(2',  —  OD) 

£■      \   ^  cos  OJ  *■    ' 

Thus  equation  (1)  becomes 

A'^  —  - — —aiv,  cos  d  —  a  cos  A)*.      .      ■     ■     (3) 
^  cos  p^  '  '  ^  ' 

Let  P  be  the  pressure  in  the  direction  of  the  vane's  motion. 
Then 

P  =  A^cos  0  =  ^^  ^{'^,  cos  fl  -  «  cos  0)».   .     (4) 
and  the  useful  -work  done  on  the  vane  per  second 

w     cos  0 
=  Pu=  -A~-^u{Vy  cos  ^  —  «  cos  0)».      .      .     (5) 


Hence  the  efficiency  =  ■£ — 


■ (6) 

((t'i  cos  0  —  u  cos  0)* 


This  is  a  maximum  when 

T',  cos  6  =  lu  cos  0 (8) 

and  therefore 

the  maximum  efficiency  =  —  cos'  6.       .     .     {9) 

If  the  vane  is  of  small  sectional  area,  a  portion  of  the  water 
will  escape  over  the  boundary  and  the  pressure  must  necessarily 
be  less  than  that  given  by  equation  {3), 
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Series  of  Vanes. — Instead  of  one  vane  moving  bsfore  the 
jet,  let  a  series  of  vanes  be  introduced  at  short  intervals  at  the 
same  point  in  the  path  of  the  jet. 

The  quantity  of  water  now  reaching  the  vane  per  second 
ia  evidently 

m  =  —Av,, (io> 

and,  by  equation  (i),  the  normal  pressure 

Ni=  ~Av^{t\  cos  (*  —  u  cos  0).  .     .     .     (ii) 

Also,  the  pressure  in  the  direction  of  the  motion  of  the  vane 
=  P  =  ^cos  0  =   -Av^{v^  cos  S  —  u  cos  0)  cos  0.        (12} 
The  useful  work  done  per  second 

=  Pu  =  — Av^it(v^  cos  ff  —  u  cos  0)  cos  0,     .     (13) 

and  die  ^SSdency 

— Av^u(y^  cos  8  ~  u  cos  0)  cos  ^ 


2«(i',  cos  6  —  u  cos  0)  cos  0 


(141 


This  is  a  maximum  when  w,  cos  0=.  2u  cos  0,  .     .     (15) 
and  therefore 


(16) 
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EXAMPLES.  jfij 

Let  a  aiogle  vane  be  at  right  angles  to.  and  move  in  the 
line  of,  the  jet's  motion,  Fig.  202. 
Then  e  =  o  =  ^.     Hence 

the  pressure  =/■  =  A' =  -^(w, -«)*;       ....    (17) 

the  useful  work   =  Pu  = —Au{Vi  —  u)';    ....     (18) 

fl    the  efficiency  =  2~(i',  -  «*)';      ....    (i9> 

FlO,   J03.  ' 

•  the  maximum  eI1icieiicy=  — {20J 

Again,  if  w  =  □,  i.e..  if  the  vane  be  fixed,  and  it  N  bt  the  head  corre- 
sponding to  the  velocity  vi,  then,  by  equation  (17). 

P  =  -  All?  s  iwAH 
g 
=  twice  the  weight  of  a  column  of  water 
of  heiglit  //'and  sectional  area  A. 
Ex.  2.  Let  each  of  a  series  of  vanes  be  at  right  angles  to,  and  move 
in  the  line  of,  the  jet's  motion  at  the  instant  of  impact. 
Then  6  =  o  =  ^.     Hence 

("> 

(aa) 

(=3) 


the 

pressure 

=  N 

=  P 

=  ^Av,iv> 

[he 
the 

useful  wo 
efficiency 

It  = 

Ptt 

=  —Av,u{zi, 

the  maximum  efficiency  =  — (24} 

Ex.3.  A  stream  of  .125  sq.ft. sectional  area  delivers  locu. ft.ofwater 
per  second  and  impinges  normally  against  a  flat  vane.  It  is  required  to 
find  (<t)  the  pressure  on  the  vane  if  fixed  ;  (6)  the  pressure  and  the  useful 
effect  it  the  vane  moves  in  the  direction  of  the  jet's  motion  with  a 
velocity  of  40  fi.  per  second  ;  {e)  the  pressure  and  useful  effect  when  the 
single  vane  in  (d)  is  replaced  by  a  series  of  vanes  which  follow  each 
other  at  intervals  of  a  second. 

The  velocity  of  the  jet  before  impact  "= =  80  ft.  per.  sec. 

(a)  The  pressure  on  vane  =  momentum  of  jet  =  —'  x  10x80=1562^  lbs. 

(*)  The  quantity  of  water  reaching  the  vane  per  sec. 

=  ^(8o-4o)  =  scu.  ft. 
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The  pressure  on  the  vane  =  momentum  of  jet  ., 

=  |Ys(8o-4o)  =  39t>llbs. 
The  useful  effect  =  390I  x  40  =  1 5,625  ft. -lbs. 
The  total  available  work  =  -^10  -  —  =  61.500  ft.-lbs. 
Therefore  the  efficiency  = 


15615^' 
62500       4 
<t)  The  <]uantity  of  water  now  reaching  the  vane  per  second 

=  I  X  80  =  10  cu.  ft.  • 

The  pressure  on  the  vane  =  momentum  of  jet 

=  ^*ioC8o-4o)  =  78iilb9. 

The  useful  effect  =  781!  x  40  =  31,250  fi.-lbs. 

The  efficiency  =  |^^  =  -. 

Ex.  4.  The  jet  in  the  preceding  example  impinges  upon  a  vane  with 
its  normal  inclined  at  60°  to  the  jet's  direction,  and  is  driven  with  a 
velocity  of  20  ft.  per  second  in  a  direction  making  an  angle  of  30*  with 
the  vane's  normal.  Find  (a)  tlie  pressure  on  the  vane;  {b)  the  useful 
effect. 
in)  The  quantity  of  water  reaching  the  jet  per  second 

=  l(«°  -  «■  cSw)  =  1(4  -  ♦'3)  =  S.67  ca.  ft 
The  relative  velocity  in  the  direction  of  the  normal 

=  80  cos  60°  —  20  cos  30°  =  10(4  -  ^^ij  =  22.68  ft.  per  sec 
The  normal  pressure  upon  the  vane  =  momentum   in  direction  of 

=  5.67  X  22.68  =  128.6  lbs. 
The  pressure  in  direction  of  vane's  motion  =  128.6  cos  30° 
=  111.35  lbs. 
(b)  The  useful  effect  =  1 1 1,35  x  20  =  2237  ft.-lbs. 

:  .0356. 

5.  Jet  of  Water  Impinging  upon  a  Surface  of  Rerolntion 
Moving  in  the  Direction  of  its  Axis  and  also  in  the  Line  of 
the  Jet's  Motion, — The  relative  velocity  of  the  jet  is  i-,  —  ./ 
if  the  jet  and  surface  move  in  the  same  direction,  Figs.  203 
and  204,  and  :',  -|-  «  if  they  move  in  opposite  directions.  Figs. 
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ZH 


205  and  506.  This  relative  velocity,  if  friction  is  disregarded, 
remains  unchanged  in  magnitude  as  the  water  flows  over  the 
surface,  but  the  stream-line  direction  is  deviated  through  an 
angle  >?. 


Fig.  205-  Fig.  206.  * 

Let  the  water  leave  the  surface  at  D,  and  in  the  direction 
of  the  tangent  at  D  take  DE  =  v^  —  a,  Figs.  203  and  204, 
and  D£  =  z\  +  u,  Figs.  205  and  206.  Draw  DF  parallel 
to  the  axis  and  take  DF  =  u. 

Complete  the  parallelogram  DEGF. 

Then  DC  the  diagonal,  must  represent,  in  direction  and 
magnitude,  the  absolute  velocity,  v^,  with  which  the  water 
leaves  the  surface. 

Hence,  from  Figs.  203  and  204, 

V^  =  «'  +  (t'l  -  Kf  -  2U(V^  -  U)  COS  (180"  -  p),    .       (I) 

and  the  work  done  by  the  water  on  the  surface 


cos  /?) 


wA 
=  2  — 
i 


(2) 
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From  Figs.  205  and  206, 

?','  =   «"  +  (7-,  +  «)*  —  2U{V^  +  «)  C03  /?, 

and  the  work  done  by  the  surface  on  the  water 


=  »/«(j', +  «)(!- cos /J) 

wA                           /3 
=  3--u(v,  +  u)*siii'J (3) 

Let  P  be  the  pressure  on  the  surface  in  the  direction  of  its 
motion.     Then 

wA  0 

Pu  =  work  done  =  2 u(t,  T  «)'  sin'  — , 

g         '  2 


and  therefoje 


wA  S 

P-3-r(TTU)"8in=- (4) 


'icii-iiij  for  the  case  of  Figs.  203  and  204 
wA 


-  uy  sin*-       4«(i', 


wA  f,' 


(5) 


Series  of  Surfaces. — If  a  number  of  surfaces  are  successively 
introduced  at  short  intervals  at  the  same  point  in  the  path  of 
the  jet,  the  quantity  of  water  reaching  each  surface  per  second 
becomes 

■wA 
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In  this  case 

the  work  done  =  3 — T.ufr,  T  a)  sin' - ,  .     .     (6) 

and  the  pressure  =  a— t,(t,  t  u)  sin' ■^.     .    .     (7) 

Also,  the  efficiency,  when  the  water  drives  the  surface, 

_        g 


wAvf_ 


4k(i/,  -  «)  sin'  -- 
= i (8) 


which  is  a  maximum  and  —  sin'  -r  when  %\  =■  2«. 

With    a    convex    surface    (i  <  90°,    and    the    coefficient 

fi 

2  sin^  -,  or  I  —  cos     ,  is  less  than  unity. 

With  a  concave  surface  /?  >  90°,  and  the  coefficient 
2  sin'  r.  or  i  —  cos  fi,  is  greater  than  unity. 

If  the  surface  be  of  the  cup  type  and  hemispherical,  the 

180° 
maximum   efficiency  =  sin' =  r,   since  yS  =  180°.     The 

water  should  therefore  leave  the  surface  without  velocity,  and, 
substituting  j\  =  2k  and  /3  =  180°  in  equation  (i), 

I'j'  =  fj*  -|-  {211  —  uf  —  2U(2U  —  »)  —  O'. 

Ex.  A  jet  of  water  of  .  125  sq.  ft.  sectional  area  delivers  iz  cu.  (t.  of 
water  and  impinges  azially  upon  a  120°  cone.  Find  (<i)  the  pressure  on 
the  cone  when  fixed,  and  (i)  the  pressure  on  the  cone  and  the  useful 
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effect  when  the  cone  is  driven  in  ihe  direction  of  its  axis  with  a  velocity 
of  32  ft.  per  second. 

The  velocity  o(  the  jet  before  impact  =  —  =  96  (t.  per  sec. 

(a)  Pressure  on  convex  surface  =      a  —  .  12.96  sin'  —  =  1135  lbs. 

Pressure  on  ■roucat/K  surface  =  2- *i 2.96  sin' =  3375  lbs. 

{6)  When  the  water  impinges  on  the  convex  surface 

the  work  done  =  2— ^^32(96  —  33)'  sin"  —  =  16,000  fc.-II»., 

16000 
the  pressure      =    =  500  lbs. 

When  the  water  impinges  on  the  concave  surface 

the  work  done  =  2—'  1-31(96  —  32)'  sin'  i^  =  48.000  ft,-lbs„ 
32  a  2 

the  pressure      = =  1500  lbs. 

6.  Impact  of  a  Jet  of  Water  upon  a  Vane  with  Borders. 
— Let  the  vane  in  Art.  i  be  provided  with  borders.  Figs.  207 
and  208,  so  as  to  produce  a  further  deviation  of  the  stream- 
lines, and  let  the  water  finally  flow  off  with  a  velocity  r,  in  a 
direction  making  an  angle  6'  with  the  normal  to  the  vane. 


Then 
the  normal  pressure  =  .A'' 

=  mv^  cos  B  T  »tv^  cos  9'  q:  mu  cos  0 
=  m{v^  cos  S  ^  v^  cos  9'  '^  u  cos  0), 

the  sign  of  the  second  term  being  plus  or  minus  according  to 
the  direction  in  which  tlie  stream-lines   are  finally  deviated. 
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The  effect  of  the  borders  is  therefore  to  increase  or  diminish 
the  normal  pressure,  and  hence  also  the  useful  work  and  the 
efficiency. 

Special  Case. — Let  the  vane  be  at  rest,  i.e.,  let  «  =  o, 
and  let  the  final  and  initial  directions  of  the  jet  be  parallel. 

Also,  let  »!  =  Vy     Then 

N=  «(w,  cos  e  +  v,  cos  ff) 

=   2—Av*  COS  $ 

g    ' 

=  4wAH  cos  9, 

Hence,  if  ff  =  o,  the  normal  pressure  N  =  ^wAH  =  /imr 
times  the  weight  of  a  column  of  water  of  height  //  and  sec- 
tional area  A. 

7.  Impact  Apparatus  in  Eydraullc  Laboratory,  HcGill 
tTniversity. — This  apparatus  was  constructed  for  the  purpose 
of  determining  the  force  with  which  jets  from  orifices,  nozzles, 
etc.,  impinge  upon  vanes  of  different  forms  and  sizes. 

A  massive  cast-iron  bracket.  Fig.  209,  has  one  end  securely 
bolted  to  the  front  of  the  tank,  and  the  other  supported  by  a 
vertical  tie-rod  from  one  of  th«  oak  beams  in  the  ceiling.  The 
upper  surface  is  provided  with  accurately  planedslides,  which 
are  set  level  about  5  ft.  above  the  orifice  axis.  If,  from  any 
cause,  the  end  of  the  bracket  farthest  from  the  tank  is  found  to 
be  too  high  or  too  low,  the  error  can  be  corrected  by  loosen- 
ing or  tightening  the  nut  on  the  tie-rod. 

The  balance  proper  is  carried  by  a  sliding  frame  which  can 
be  moved  horizontally  into  any  position  along  the  bracket  by 
means  of  a  rack  and  pinion  actuated  by  a  sprocket-wheel  with 
chain.  At  one  end  the  frame  has  two  equal  arms  with  a 
common  horizontal  axis  parallel  to  the  bracket,  and  each  arm 
has  a  stop  on  its  lower  surface  which  serves  to  limit  the  oscil- 
lation of  the  balance. 
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The  balance,  in  its  mean  position,  consists  of  a  main  trunk 
with  horizontal  axis  rigidly  connected  with  a  vertical  slotted 
arm  and  with  two  equal  horizontal  arms  at  one  end.  The 
common  axis  of  the  latter  is  horizontal  and  perpendicular  to 
the  axis  of  the  main  trunk.  The  hardened-steel  knife-edges 
of  the  balance  are  4  ft.  centre  to  centre  and  rest  in  hardened- 
steel  vees  inserted  in  the  ends  of  the  sliding  frame  on  each 
side  of  the  bracket.     The  bottom  of  each  vee  is  in  the  same 


horizontal  line  (called  the  axis  of  the  vees)  at  right  angles  to 
the  bracket. 

A  bar  with  the  upper  portion  graduated  in  inches  and 
tenths  has  a  slot  in  the  lower  portion,  which  is  bent  into  a 
circular  segment  of  9^  ins.  radius.  The  bar  slides  along  the 
slot  in  the  vertical  arm  of  the  balance.  A  radial  block,  with 
the  holder  into  which  the  several  vanes  are  screwed,  moves 
along  the  slot  in  the  circular  segment,  and  may  be  clamped  in 
any  required  position,  the  angular  deviations  from  the  vertical 


;ti  by  Google 


COEFFICIENT  OF  IMPACT.  371 

being  shown  by  graduations  on  the  segment.  The  centre  of 
this  segment  in  every  case  coincides  with  the  central  point  of 
impact  on  a  vane,  is  in  the  vertical  axis  of  the.  balance-arm, 
and  is  also  vertically  below  the  axis  of  the  vees.  Thus  the 
jet  can  always  be  made  to  strike  the  vane  both  centrally  and 
normally. 

The  scale-pan  hangs  from  a  knife-edge  at  one  end  of  the 
horizontal  arms  of  the  balance,  while  to  the  other  end  is 
attached  a  fine  pointer,  which  indicates  the  angular  movement 
of  the  balance  on  a  graduated  arc  fixed  to  the  sliding  frame. 
The  balance  is  in  its  mid-position  when  the  pointer  is  opposite 
the  zero  mark. 

When  a  vane  has  been  secured  in  any  given  position,  the 
preliminary  adjustment  of  the  balance  is  effected  by  moving  a 
heavy  cast-iron  disc  along  a  horizontal  screw  fixed  into  the 
main  trunk.  The  sensitiveness  of  the  balance  is  also  increased 
or  diminished  by  raising  or  lowering  heavy  weights  on  two 
vertical  screws  in  the  top  of  the  trunk. 

Assume  that  the  adjustments  have  all  been  made  and  that 
the   Jet,    Fig.    2io,    now    impinges 
normally  upon  a  vane. 

Let  If'be  the  weight  required  i 
the  scale-pan  to  bring  the  balance  , 
back  into  its  mid-position.  ^' 

Let  F^  be  the  actual  force  of  im- 
pact determined  by  the  balance. 

Let  F,  be  the  theoretical  force  of 

impact   deduced    by    the    ordinary 

formulas.  Fig.  aio. 

F^ 
Then  the  ratio  ^  =  c,-  may  be  called  the    coefficient  of 

impact, 

Let^y  be  the  vertical  distance  of  the  central  point  of  impact 
below  the  horizontal  axis  of  the  orifice,  which  is  36  ins.  below 
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the  axis  of  the  vees.  The  distance  between  this  axis  and  the 
point  of  suspension  of  the  scale-pan  is  24  ins. 

Let  V  be  the  velocity  with  which  the  water  issues  from  the 
orifice. 

Let  v'  be  the  velocity  of  the  jet  at  the  point  of  impact. 

Then 


Q  being  the  delivery  per  second  and  ft  the  angle  through 
which  the  water  is  turned  on  the  vane. 

If  the  axis  of  the  jet  at  the  point  of  impact  makes  an  angle 
d  with  the  horizontal,  then 

v'  cos  6  ^  V  =  Cj,  Vzgh. 
Therefore 

F,  cos  C  =  2    Qi'  sin'—. 
^  2 

Again,  taking  moments  about  I), 

/;  cos  ^(36 +  _!')=  ir.24. 


Hence 


F^_  izWg 


wCrfC„'Ah{36  +  y)  sin'- 

A  being  the  sectional  area  of  the  orifice. 

A  large  number  of  experiments  have  been  made  for  the 
purpose  of  determining  the  value  of  c,-  and  are  described  in  the 
Trans,  of  the  Royal  Soc.  of  Can.,  Vol.  11,  1896,  and  of  the 
Can.  Soc.  of  Civil  Engineers,  Vol.  XIL     No  definite  law  of 
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variation  has  yet  been  found,  but  the  following  general  results 
have  been  obtained: 

The  actual  force  of  impact  is  always  much  less  than  that 
indicated  by  theory.  Even  under  the  most  favorable  condi- 
tions, with  a  very  large  coefficient  of  velocity,  the  theoretical 
force  of  impact  was  found  to  exceed  the  actual  by  3  or  4  per 
cent. 

The  coefficient  of  impact,  r,-,  increases  with  the  velocity  of 
the  jet. 

The  coefficient  rapidly  diminishes  with  the  angle  through 
which  the  stream  is  deflected.  It  is  also  of  interest  to  note 
that,  with  small  angles  of  deflection,  Cg  was  greatest  with  a 
concave  parabolic  vane,  less  with  an  elliptic,  and  least  with  a 
circular,  but  that  this  order  was  reversed  when  the  deflections 
were  larger. 

8.  Reaction — Jet  Propeller. — The  term  reaction  is  cm- 
ployed  to  denote  the  pressure  upon  a  surface  due  to  the  direc- 
tion and  velocity  with  which  the  water  leaves  the  surface. 
Water,  for  example,  issues  under  the 
head  k  and  with  the  velocity  v^  (at  con-  p!^^^^^g 
tracted  section)  from  an  orifice  of  sectional  ^SS^^^^^fc 
area  A  in  the  vertical  side  of  a  vessel,  (^  j        (  ) 

Fig.  211.  'Mmm^m^^im^ 

Let  R  be  the  reaction  on  the  opposite 
vertical  side  of  the  vessel,  and  let  Q  be  the  quantity  of  water 
which  flows  through  the  orifice  per  second.     Then 

R  =  horizontal  change  of  momentum 

=  — V,  =  -  c-Av*  =  2wcx*A/i  =  2wAk,    .     .     (1) 

disregarding  the  contraction  and  putting  c^=  i. 

Thus  the  reaction  is  double  the  corresponding  pressure 
when  the  orifice  is  closed  (Ex.  i,  p.  363). 

Again,  let  the  vessel  be  propelled  in  the  opposite  direction 
with  a  velocity  u  relatively  to  the  earth. 
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Then  z\  ~  w  is  the  velocity  of  the  jet  at  the  contracted 
section  relatively  to  the  earth  and 

R  =  horizontal  change  of  momentum 

=  je(.,-«) (2> 

The  useful  work  done  by  the  jet 

=  R„  ='~Quiv,  -u) (3) 

The  energy  carried  away  by  the  issuing  water 

=  Je'^'-i^' (4) 

Hence 

the  total  energy  =  -Qu{v^  —  a)  +  -ff-^'  ~  "^ 
w  JV,'  —  »* 

=  je-— ■ (5) 


and 


the  efficiency  =  °- =      ^"  /g\ 


-  tf*       &,  +  « 


Thus  the  more  nearly  Vy  is  equal  to  u,  and  therefore  the 
larger  the  area  A  of  the  orifice,  the  greater  is  the  efficiency. 

If  the  vessel  is  driven  in  the  same  direction  as  the  jet,  then 
7',  +  a  is  the  relative  velocity  of  the  jet  with  respect  to  the 
earth,  and  the  reaction  is 

R  =  horizontal  change  of  momentum 

=  |:^r.,(,.,  +  ») (;) 

disregarding  the  contraction  and  putting  c„  =  I. 
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9.  The  Jet  Reaction  Wheel  (Scotch  Turbine).— In  this 
form  of  motor  the  water  enters  the  centre  of  the  wheel, 
spreads  out  radially  in  tubular  passages,  and  issues  from 
openings  at  the  ends  tangentially  to  the  direction  of  rotation. 


Fig.  3 


Fio.  114. 


Fig,  2 1 2  represents  the  simplest  wheel  of  this  class.  In 
England  it  is  known  as  Barker's  Mill,  and  in  Germany  as 
Segner's  Water-wheel. 

A  reaction  wheel  may  have  several  tubular  passages  as  in 
Fig.  214,  while  the  vertical  chamber  XY  may  be  cylindrical, 
prismatic,  or  conical. 

The  Scotch  or  Whitelaw's  turbine,  Fig.  215,  does  not 
differ  essentially,  excepting  in  the  curved  arms,  from  the 
simple  reaction  wheel. 

Let  r  be  the  horizontal  distance  between  axis  of  orifice  and 
axis  of  rotation. 
"  A  "     "   head  of  water  over  the  orifices  when  closed. 
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Let  V  be  the  velocity  of  efflux  relatively  to  the  tube  when 
the  orifices  are  open. 
"  II  "     "   corresponding   linear   velocity  of  rotation  at 

the  centre  of  an  orifice. 
"  7'j  "     "   absolute  velocity  of  efflux  =  K— «. 
'•  Q  •'    ••  discharge. 
"  R  "     "   reaction. 
Then 

V  =  c;'{u*  +  2^A).  ■ (I) 

f  p  being  the  coefficient  of  discharge. 
Also. 

-    {y  —  n)  =  horizontal  linear  change  of  momentum 
=  reaction  producing  rotation 

=  " w 

The  useful  work 

=  R,=  ^V-Uf. (3) 


The  efficiency 

~  wQh  ~       gh       ~    V 


(4) 


Again,  the  efficiency 

gh  gk^  u  I 

gh{''  '^    u^  I       '\ 
~  ~  ~f,]  ^"V'"! — »  ~  terms  containing  higher  powers  of-)  —  I  [  ■ 

Thus  the  efficiency  must  theoretically  increase  with  »,  but 
the  value  of  »  is  limited  by  the  practical  consideration  that, 
even    at    moderately   high    speeds,    so  much   of  the   head    is 
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absorbed  by  frictional  resistance  as  to  sensibly  diminish  the 
efficiency. 

The  serious  defects  of  the  reaction  wheel  are  that  its  speed 
is  most  unstable  and  that  it  admits  of  no  efficient  system  of 
regulation  for  a  varying  supply  of  water. 

By  equation  (4),  the  efficiency  is  a  maximum,  for  a  given 
value  of  «,  when 

V*  —  2Vu-{-  'c^^u*  =  o, 


Experiment  also  indicates  that  the  best  effect  is  produced 
whetn  the  linear  speed  of  rotation  (»)  is  that  due  to  the  total 
head  (A),  so  that 

u*  =  -igk, 
and  therefore 

Substituting  these  values  in  equation  (5),  it  is  found  that 

and  hence,  by  equation  (4),  the  maximum  efficiency  =  \. 
Thus,  one  third  of  the  head,   i.e.,  — ,  is  lost,  and  of  this 

amount  the  portion  —  = =  -,  is  carried  away  by  the 

effluent  water  in  its  enei^jy  of  motion.     The  remainder,  viz. , 
k       k 


wheel  with  six  tubular  passages,  each  of  4  sq.  ins. 
sectional  area,  passes  iiz.soo  gallons  of  water  per  hour  and  makes  105 
revolutions  per  minute.  The  distance  between  the  axis  of  revolution 
and  the  axis  of  an  orifice  is  3  feet.     (Take  ^ ,  =  i.) 

144      661. 60. 60       6  f~  r 
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Therefore 
Again, 

r=3o(t-f«r 

3.«.2.IO 
*"           60 

sec. 
=  22  ft 

per 

sec 

Hence,  if  h  is  the  head  over  the  orifices, 
30*  =  22'  +  2.32  .  k, 
and                               A:=6ifL. 

The  reaction  on 

each  tube  =  -^ 
=  6  X 

fi^TT  fii  -  t;- 

hv- 

2il 

-  ijA  I1»- 

The  useful  work 
The  efficiency  = 

'}J.    X    ■ 

'  ~ 

I7I8J  ft..lbs 
3*  H.P. 

621-5-61 

10.  Impact  Wheel.  Borda  Turbine. — A  jet  moving  in 
the  direction  OC  (Fig.  216),  with  a  velocity  v^  (=  OC)  im- 
pinges upon  a  flat  vane,  driving  it  in  the  direction  0£  with  a 
velocity  u  (=  0£).     Join  CE. 


^  -i'k:->-'-'"° 


:--'l-> 
f 


Let  (2,  be  the  quantity  of  flow  towards  A,  and  m,  its  mass. 
"   Q^    "    "  *'  "  "        £,     "    «j     " 

Disregarding  the  effect  of  gravity,  which  is  equivalent  to 
the  assumption  that  the  movement  of  the  water  on  the  vane  is 
sensibly  in  a  horizontal  plane,  and  also  disregarding  friction, 
the  water  leaves  the  vane  at  A  and  B  with  a  relative  velocity 
V=  Ag  =  Bg"  =  CE,  coincident  in  direction  with  AB  pro- 
duced. 
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Draw  AA'  and  BB'  parallel  and  equal  to  OE  =  u. 
Complete  the  parallelograms  A'g  and  B'g'.     Then 
Ak,  =  v^,  represents  in  direction  and  magnitude  the  absolute 
velocity  with  which  the  water  leaves  the  vane  at 
A,  and 
Bk',  =  »j",  represents  in  direction  and  magnitude  the  absolute 
vetocity  with  which   the  water  leaves  the  vane 
at  5. 
From  the  triangle  OCE, 

f  ^  I/,*  +  «*  —  2v^u  cos  y. 

From  the  triangle  A  A' A, 

v^"  =  V*  -\-  u^  —  2Vu  sin  0. 
From  the  triangle  BB'h', 

v,"^  =  f  *  +  «»  +  2  f^j*  sin  0. 
Hence 

— i—  =  u{v,  cos  y  —  u+  V sin  tp) 

and 

— —  =  u(v^  cos  y  —  u  —  f  sin  0). 

Also,       , 

w  Q.f  cos  0\ 

^  I/,  \  '  cos  P  / 

and 


Therefore  the  useful  work 

V?  —  vJ  * 


--  f  ij^"'  -  "^)'*'  "'  >--")  +  (2,  -  2J^'M»  *1. 
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where 

If  the  directions  of  motion  of  the  vane  and  of  the  impingii^ 
jet  coincide, 

y  =  #  +  0  =  o    and     V=  v^  —  u, 

and  therefore  the  useful  energy  imparted  to  the  vane 

For  a  maximum  effect  i',  =  },u. 

Series  of  Vanes. — If  a  number  of  vanes  are  successively' 
introduced  at  the  same  point  in  the  path  of  the  jet,  then 

m,=  — Q,     and     w,  =  -Q,. 
^     g  g    * 

Thus  the  useful  energy  becomes 

^«!G(7',cos>'  -  w)  +((2,  -  (2>)f  sin  01; 

and  if  the  directions  of  motion  of  the  vane  and  the  impinging 
jet  coincide, 

and  the  useful  energy 

=  — ^i-,  —  uXQ  +  e,  -  G,  sin  4,). 

For  a  maximum  effect  v-^  =  2«. 

Flow  in  One  Direction. — If  the  whole  of  the  water  flows 
away  in  the  direction  OA  so  that  fij  =  o  and  5,  =  Q,  the 
useful  energy  for  a  single  vane  ' 

wQ  u( 
^  ^1^ 
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and  the  useful  energy  for  a  series  of  vanes 

wQ 
=  —  «(»,  cos  y  —  u-j-  f  sin  ^). 


J8. 


For  a  given  value  of  0  this  last  is  greatest  when  y  (=  *+  0) 
=  o,  and  therefore  V  =  v^  —  u.     Then 


maximum  useful  energy 


wQ 


My  I 


-«Ki+sin0), 


which  increases  with  0  or  as  the  angle  of  exit  OAA' 
(=  90°  —  0)  diminishes,  indicating  that  it  is  advantageous  to 
curve  the  outlet  lip  of  the  vane. 

Denote  the  exit  angle  by  e.  Fig,  217,     Then 
J/»  =  K*  -{-  Tij*  —  2JK',  cos  y  p 

and  ^,^ 

i/j'  ^  «*  -|-  f  —  2w  K  cos  e.  1  >» 

Thus    the  useful  energy  imparted 
to  the  vane 
wQ  7<^  —  V* 

wQ 
=   ^«(w,  cos  y  —  u-i-  fees  e). 

If  ^  is  so  small  that  cos  e  =  i,  ap- 
proximately, then  the  useful  energy 

=  -—u{v^  cos  y  —  u  -^  V) 


T',  COS  J'  —  a 

./¥"■ 

+  .'»■  +  <- 

-  2«i/,  COS  ;-). 

This  is  greatest  and  = ~  when  u  =  Jw,  sec  y,  which 

is  the  best  speed  of  the  wheel.     In  such  case  the  whole  of  the 
jet's  energy  is  transformed  into  useful  work. 
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In  the  simplest  kind  of  impact  wheel  the  jet  strikes  the 
vane  more  or  less  perpendicularly  and  spreads  over  the  surface 
in  all  directions.  Wheels  of  5  ft.  diameter  are  used 
for  falls  of  from  10  to  20  ft.  The  vanes  are  i  s  ins. 
X  S  ins.  to  10  ins.  measured  radially,  and  are 
inclined  at  from  50°  to  70°  to  the  horizon.  The 
water  strikes  the  vane  in  a  direction  making  an 
angle  of  from  10°  to  30°  with  the  horizon,  i.e., 
Fio.  318.  nearly  at  right  angles. 
In  a  Borda  turbine  (Fig.  319)  revolving  about  a  vertical 
axis  00,  the  vanes  are  curved  and  the  water,  as  it  flows  over 
them,  acts  principally  by  pressure.  The  vanes  are  set  between 
two  concentric  drums  which  should  be  of  considerable  depth 


Fig.  319.  Fig.  330. 

and  should  have  a  large  mean  diameter.  Borda  found  that 
with  such  a  turbine  an  efficiency  of  75  per  cent  could  be 
obtained  under  favorable  conditions.  As  the  water  passes 
through  the  turbine  the  fluid  particles  move  wholly  in  cylin- 
drical surfaces,  and  there  is  little  if  any  change  in  the  distance 
of  a  particle  from  the  axis.  Thus  the  effect  of  centrifugal 
force  may  be  disregarded. 

Let  Fig.  220  be  a  section  of  the  vane  at  a  distance  from 
the  axis  equal  to  the  mean  radius. 

The  water  strikes  the  vane  at  a  in  the  direction  ac,  falls 
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upon  the  vane  through  a  vertical  distance  A^ ,  and  is  discharged 
at/in  the  direction _///  with  a  velocity  t%. 

Let  Vj ,   f  J  be  the  relative  velocities  ad  at  a  and  /^  at  /, 
respectively.     Then 

'?  -  ^?  +  2^'''r 

If,  again,  the  angle  of  exit  r  at/"  is  so  small  that  cos  c  =  f, 
approximately. 


Suppose  that  the  water  leaves  the  turbine  without  energy, 
;,,  so  that  v,  =  0=  V.—  u,  then 


=  »*  +  ^'1'  ~  2it7\  COS  y  -\-  igh^ 


2U7\  COS  ;'  =  V^'  +  2^//^ 

=  2^{//+A^ 


UT,  COS  ;'  —  gH, , 

an  equation  giving  the  best  speed  of  the  turbine. 

//  is  the  head  required  to  give  the  velocity  7'^  at  entrance. 

//",  is  the  total  head  under  which  the  turbine  works. 

There  should  be  no  loss  in  shock  at  entrance,  and  to  insure 
this  aif  (=  V,},  the  relative  velocity,  must  be  tangential  to  the 
lip  at  a. 

The  lip  angle  a  is  tlien  given  by 
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cot  a  =—  cosec  y  —  cot  y. 
Since  u  =  V^,  the  triangle /^A  is  isosceles,  and 


»7  being  the  efficiency. 

Let  R  be  the  mean  radius. 

"  /    "      "    water  thickness,  measured  radially. 
Then, 

2ff^;F,  sinc=  Q. 

Allowance  may  be  made  for  the  principal  hydraulic  resist- 
ances (friction,  etc.)  by  taking 

/  J-  to  represent  the  loss  of  head  up  to  the  inlet,  and 

/■  _i    ..  .>         ••      ......      in  the  wheel-passages. 

2^ 


(I  +/<)-^=  -^+-K, 
\    ^■'*'2g        2g  ^    " 

/j  and/(  being  coefficients  to  be  determined  by  experiment. 

Usually  y^  varies  from  .025  to  .2  and  upwards,  an  average 
value  being  .125,  and/,  varies  from  .1  to  .2. 

The  normal  distance.  Fig.  221,  between  two  consecutive 
vanes  should  be  >  the  stream's  normal  thickness  between  the 
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,  i.e.,  >  7J.  X  the  normal  thickness  of  the  stream  before 


impact. 


Fio.  «i.  Fig.  aaa. 

Burdin's  (Fig.  222)  is  among  the  best  of  impact  wheels, 
differing  only  from  the  simple  Borda  in  receiving  the  water  at 
several  points  simultaneously  and  in  distributing  the  outlet 
openings  in  three  concentric  circles. 

Ex.  A  5-H.P.  Borda  turbine,  of  4  ft-  mean  diameter  and  4  It.  depth, 
works  under  a  total  head  of  20  ft.  The  direction  of  the  jet  before  impact 
is  inclined  at  33*  33'  (y)  to  the  horizon, and  the  angle  of  exit  {e)  is  19°  8', 
The  jet  delivers  3  cu.  ft.  of  water  per  second.  Find  (a)  the  best  speed 
o(  the  turbine;  {b)  the  lip  angle  a;  (c)  the  velocity,  Vt .  of  the  water  as  it 
leaves  the   turbine;  (d)  the  hydraulic  efficiency;    (e)  the  practical  effi- 


(«) 

20-4  = 

=  16 

=  he.d  requ 

red  to  produce  v,=-^ 

Therefore 

n 

=  l^  ft.  per  second. 

Tlie 

best  speed  i^ 

the 

given  by 
3J  .  cos  33- 

33' =  32.20. 

0, 

".32 

-3 

..0.^    and 

II  =  24  ft.  per  second 

The 

number  of  revolt 

lions  per  mi 

(») 

.inC  +  r). 

3'     4 

cos  J-  +  col  a  sin  y. 

or 

cot  (180°  - 

a)  = 

=  coi  33*  33' 

-icosee33'33'  =  .i 

and 

»=98 

35'- 
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ic)  Assuming  V^  =  u,  then 

V(  =  3w  sin  —  =  48  sin  9*  34'  =  48  x  ?  =  8  tu  per  setxind. 

(rf)  The  hydraulic  efficiency  =  i  —  ^ =  —  =  .95. 

(e)  If  t;  is  the  practJcftl  efficiency, 

/  St       \ 

I? .  62J  .  3  ( 30  - 


2  X  33/ 
and  I?  = 


-77>- 


Danaides. — These  are  wheels  capable  of  revolving  about  a 
vertical  axis  and  consist  of  two  casings  which  are  more  or 
less  in  the  form  of  inverted  truncated  cones  (Fig.  223)  and 
which  enclose  a  space  divided  into  a  number  of  water-passages 
by  vanes  which  may  be  flat,  spiral,  or  screw-shaped.  In  the 
wheels  described  by  Belidor  tlie  inner  casing  with  the  vanes 


Fia.  ny  Fig.  834. 

attached  is  made  to  closely  fit  the  outer  conical  casing,  which 
is  fixed.  In  another  form  of  Dana'ide  the  vessel  is  divided  . 
into  two  equal  parts  by  a  vertical  partition.  Thus  in  wheels 
of  this  type  the  water  approaches  the  axis  in  its  descent, 
developing  a  centrifugal  force  which  must  be  taken  into 
account. 

Consider  the  case  of  a  Danai'de  with  double  conical  casing 
and  flat  vertical  vanes,  Fig.  224. 
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The  relative  velocities  V^ ,  V^  are  evidently  at  right  angles 
to  the  corresponding  peripheral  velocities  at  inlet  and  exit. 
Therefore 

V*  =  V*  +  u*    and     V  =  ^t  +  «*■ 

Also,  if  Aj  is  the  depth  of  the  wheel. 


being  due  to  the  effect  of  centrifugal  force. 


2g 
and  the  mechanical  effect 


Tub-wheel. — This  form  of  impact  wheel.  Fig.  225,  consists 
of  a  number  of  floats  fixed  to  a  vertical  shaft.  The  wheel  is 
either  fitted  into  a  well,  a  small  clearance 
being  allowed,  or  it  is  given  a  larger 
diameter  and  is  placed  just  below  the 
well.  The  water  is  brought  along  a 
properly  designed  race,  enters  the  well 
tangentially  with  considerable  velocity 
and  acquires  a  rotary  motion.  Thus  it 
acts  upon  the  floats  both  by  impact  and 
by  pressure.  The  efficiency  of  the  wheel 
is  small,  as  a  large  portion  of  the  water  Fig.  225, 

escapes  without  producing  its  full  effect.  Practical  experience 
indicates  that  the  best  speed  of  the  middle  of  the  floats  is  about 
one  third  of  the  velocity  of  the  current,  and  that  the  efficiency 
varies  from  15  to  40  per  cent,  but  rarely  exceeds  30  per  cent. 
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\\ 


II.  Jet  impinging  npoa  a  Carved  Vane  and  deviated 
wholly  in  one  I>irectioD — Best  Form  of  Vane. — Let  the  jet, 
of  sectional  area  A,  moving  in  the 
direction  AB  with  a  velocity  r, , 
drive  the  vane  AD  in  the  direction 
AC  with  a  velocity  u.  Fig.  226. 

Take  AB  to  represent  t',  in  direc- 
tion and  magnitude. 

Take  ACXo  represent  v  in  direc- 
tion and  magnitude. 
Join  CB. 

Then  CB  evidently  represents 
V,  the  velocity  of  the  water  relatively 
to  the  vane,  in  direction  and  magni- 
tude. If  CB  is  parallel  to  the  tan- 
gent to  the  vane  at  /I,  there  will  be  no  sudden  change  in  the 
direction  of  the  water  as  it  strikes  the  vane,  and,  disregarding 
friction,  the  water  will  flow  along  the  vane  from  A  to  D  with- 
out any  change  in  the  magnitude  of  the  relative  velocity 
V(=  CB).  The  vane  is  then  said  to  "receive  the  water  with- 
out shock." 

Again,  from  the  triangle  ABC,  denoting  the  angles  BAC, 
ABC,  ACB,  by  A,  B,  C,  respectively. 


Jf  J*,,  ! 


Fig.  aa6. 


(        AC       sin  B 

:^AB~^irc'' 


sin  B 
sin  {A  +  By 


0> 


cot  B  =  -cosec  A  —  cot  A, 


(2) 


a  formula  giving  the  angle,  between  the  lip  and  the  direction 
of  the  impinging  jet,  which  will  insure  the  water  being  received 
"without  shock," 

In  the  direction  of  the  tangent  to  the  vane  at  £>,  take 
VE  =  CB  (=  V). 
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IMPACT  ON  CURBED   VANES.  389 

Draw  DF  parallel  and  equal  to  AC  (=  a). 

Complete  the  parallelogram  EF. 

Then  the  diagonal  DG  evidently  represents  in  direction 
and  magnitude  the  absolute  velocity  v^  with  which  the  water 
leaves  the  vane. 

Draw  AK  equal  and  parallel  to  DG  (=  i-J. 

Join  BK.  Then  BK  represents  the  total  change  of  velocity 
between  A  and  D  in  direction  and  magnitude. 

Thus  if  R  i.s  the  resultant  pressure  on  the  vane,  then 
R  =m.  BK. 

Let  ML  be  the  projection  of  ^AT upon  AC. 

Then  ML  represents  the  total  change  of  velocity  in  the 
direction  of  the  vane's  motion. 

Let  P  be  the  pressure  upon  the  vane  in  this  direction. 

Then 

P  =  m  .  LM. (3) 

ji  >  —  1/  > 
The  useful  work  =  Pii  =■  mu  .  LM  ^  m— '.        .     (4J 

The  to/ai  available  work  =  —A~ U\ 

niu  -  LM              V?  —  V? 
The  efficiency  ,    ^  ^"'S-'a-.l (6) 


Again,  join  CK. 

Then,  since  AC  is  equal  and  parallel  to  DF,  and  AK  to 
DG,  the  line  CK  is  equal  and  parallel  to  DE,  and  is  therefore 
equal  to  CB. 

Thus  in  the  isosceles  triangle  CBK,  CB  is  equal  and 
parallel  to  the  relative  velocity  V  at  A,  CK  is  equal  and 
parallel  to  the  relative  velocity  V  at  D,  and  the  base  BK  repre- 
sents the  total  change  of  motion. 
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J9»  IMfACT  O.V  CLpy£0   yAKBS. 

I-«  ■*  be  tr.e  ar.g:*  thro-jgh  which  the  c-ret^on  of  the  vater 
H  '\trA-AX*-A.  i.e..  the  a-Ji'c  between  AB  tnd  AK.     Then 

r'  =  CA"*  =  AK*  —  y*C'  —  2^  A" .  AC  cos  -yl  -^  S) 

=  I-/  -|-  »•  —  2ry/  cf.-i  (A  -^  6j 7^ 

anH  aiv^f 

F'  =  t'AT*  =  CB*  =  AB'-\-  AC*  -  zAB .  AC  co^  A 
=  r*  +  u*  ~  2i',it  coi  A (8» 

Hence 

v,"  ~  V* 

—   ■  =  u'.VfCos  A — I'jCos  (*4  4-rf)'.    .     .     •^' 

If  B//  n  drawn  paiallel  to  the  Ungent  at  D.  BK  evidently 
biKCts  the  angle  between  BC  and  BH.  and  this  angle  is  equal 
to  the  angle  between  the  tangents  to  the  vane  at  A  and  D. 

I^  a  be  the  angle  between  the  normals  at  A  and  D. 
Then  the  angle  KCB  =  a,  and 

the  angle  CBK=  ^(180"  -  «)  =  90"  -  "-. 
Therefore 

.      BK  =  2CB[coa  90'  -  -)  =  2  (^  sin  -. 
Hence 

R  =  m  .  BK=2mV %\n—.       .     .     .     (10) 

Let  A",  K  be  the  components  of  R  in  the  direction  of  the 
normal  at  A  and  at  right  angles  to  this  direction.     Then 

T=  ^cos  -  =»/rsin  a (II) 

K  =  Je  sin  -  =  2mVs.m^^  =  mV{\  —  cos  a).     .     (12) 
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IMPACT  ON  CURVED  VANES. 
The  efficiency  is  a  maximum  when 


"du' 


The  efficiency  is  nil  when 

Pu  =  o,     i.e.,  when  «  =  o  or  P  = 


(13) 


('4) 


In  the  latter  case,  since  P=  m.  LM,  the  projection  LM 


must  be  nil,  and  therefore 
BK    must    be     at    right  l 
angles  to  AC,  as  in  Fig. 
227. 

The  angle  A  CB  is  now 

=  180° .     Therefore 

H        sin  ABC 


'  sin  ACB 


Fio.  aa?. 


2 

If  BK 

is 

paralle 

to 

^^^^-■'''^^ 

AC,  Fig. 
angle 

228,  then 

the 

FicasS. 

ACB  =  \{\ 

W- 

«)  +  « 

=  go- 

+  1 

and  therefore 

„ 

sin  ABC 

COS 

(-:+-) 

V    ~ 

sin  ACB 

— 

cos  a 
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J9»  IMPACT  ON  CLRI^ED  yAKES. 

Let  the  direction  of  the  impinging  jet  be  tangential  to  the 
vane  at  A,  Fig.  226.  and  let  the  jet  and  vane  move  in  the  same 
direction.     Then 

P~  y=  ^A'.v,-ufn  -cosa)=  2-'w(:; -»/sin»-; 


efficiency  =  4 


2 — Au(v,  —  «V  sin*- 


This  is  a  maximum  and  equal  to  —  sin'  -  when  v,  =  3». 

These  results  are  identical  with  those  for  a  concave  cup 
when  n  =  I  Ho". 

Instead  of  one  vane  let  a  series  of  vanes  be  successively 
intrtKliiccd  at  short  intervals  at  the  same  point  in  the  path  of 
the  jet.     Then 

and  hence  the  pressure  P.  useful  work,  and  efficiency  respec- 
tively become 

N.H.  Frictional  resistance  may  be  taken  into  account  by 
assuming;  that  it  absorbs  a  fractional  portion  of  the  head  corre- 
sponding to  the  velocity  of  the  jet  relatively  to  the  surface  over 

which  it  spreads.     Thus  the   loss    nf  head  =/ — ,  and  the 
corresponding  loss  of  energy  =  wQ/  — . 
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EXAMPLE. 

Ex.  A  mrved  vaoe  in  the  form  of  the  quadrant 
tailkout  shock,  at  an  edge,  a  stream  of  water  flowing 
per  second,  which  drives  the  vane  with 
a  velocity  of  4  It,  per  second  in  a  direc- 
tion malting  an  angle  of  60*  with  the  re- 
ceiving edge. 

Ai  tlie  receiving  edge  the  triangle  a6c  is 
a  triangle  of  velocities  In  whicli  the  angle 
ate  =  j2o',ae=  12  h.,ai  =  4  fi„an<i  dc  =  y, 
the  relative  velocity  at  a  which  must  be 
parallel  to  the  tangent  at  a,  as  there  is  to 
be  no  loss  in  shock.     Then 

ij'  =  4»  +  f  —  24  K  cos  I20*, 

128=  K*  +  4C. 
and 

r=  9.4891  (t.  per  second. 
Also,  if  r  is  the  angle  between  ac  and 
the  receiving  edge,  then  the  angle  cai  =  60'  —  y,  and 

9.4S91  _ic  _  sin  (60*  —  y) 


ab 


sin  r 


n6o-  ( 


or  cot  y  =  3.3166    and  y  =  16°  47', ' 

At  the  discharging  edi;e_4'-W  is  the  parallelogram  of  velocities  in 
which  Jg-,  parallel  to  afi.  ~  4  ft.,  /i.  tan^entiil  at  /,  =  9.4891  ft.,  the 
relative  velocity,  and /A  is  ilie  iibsulute  velocity  in  direction  and  magni- 
tude with  which  the  water  leaves  the  vane.  Let  the  angle  A/i  —  S. 
Then 


^  4'  +  (9-489O'  - 


K   9.46 


S30    - 


40.3993. 


—  COS  yy°  +  sin  30*  cot  S 


12.  Tangential  or  Centrifugal  Turbines. — Suppose  that 
the  vane  AD  is  constrained  to  revolve  about  a  vertical  axis  0 
with  a  constant  angular  velocity  at.  If  OP,  OQ  are  consecu- 
tive radii  and  if  P.V  is  drawn  at  right  angles  to  OQ,  then  the 
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394  TANGENTIAL   TL'RBISES. 

work  of  the  centriAigal  force  as  a  mass  m  of  Aidd  moves  from 
P  to  the  consecutive  position  Q 

=  mafr  .  QN 
=  ma^  .  dr. 


Fig.  330, 
The  total  work  in  the  movement  from  A  to  D 


-I? 


=  2  (».'  - ","), 

a, ,  a,  being  the  linear  velocities  at  A  and  D  respecdvely. 

If  the  flow  is  from  A  to  D.  -  is  evidently  a  gain  of 

head,  while  it  is  a  loss  of  head  if  the  flow  is  from  D  to  A. 

In  tangential  or  centrifugal  flow  turbines  a  number  of  vanes 
are  encased  and  have  concentric  inlet  and  outlet  surfaces. 
The  flow,  which  is  more  or  less  radial,  is  towards  the  axis  in 
the  inward-flow  znA/roftt  the  axis  in  the  outward-flow  turbine. 
Since  the  axis  of  rotation  is  vertical,  the  eflTect  of  gravity  may 
be  disregarded. 
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TANGENTIAL   TURBINES.  395 

If  v/,  v"  are  the  radial  components  of  »,  and  v^  respec- 
tively, 

»/  =  f,  sin  Y    ^^^    ""r"  =  fj  sin  fi. 


Then,  by   the  condition    of  continuity  of  flow,  and    dis- 
regarding the  thickness  of  the  vanes, 

2)rr,<^,»,'  =  '!)rr,</,i',  sin  y  =  (2  =  2nr/i^>^"  =  2nr^^V^  sin  fi, 

and 

r,rf,f,  sin  >- =  ~=  r^jJ^,  sin  >3,      .     .     .     (l> 

rfj  and  (/,  being  the  inlet  and  outlet  depths  of  the  wheel. 
First.   Disregard  hydraulic  resistances.     Then 

V*=  V^.+  u^-u^ (2) 

=  «,*  +  v^  —  ^aiH,  cos  J'  +  "j'  ~  "i' 

=  Z','  —  2K,f,  cos  y  +  «!*' 


v^  =  V*  —  «,'  +  2«,i',  cos  y. 


(3> 
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J9»  T.^0',^7i^L  T: 

A. v..  fr'/T,  "a*  tfiar.gi^/e>j. 

'*.'  =  *^,*  —  */  —  2 » >,  cos  4- (4» 

/A^  uttful  work  =  —    ■  — 

=  — 'VM*:'»r+«,'^,cM^-  «,*)•     (;. 

'Xhn  energy  carried  away  by  the  water  on  leaving  the  tur- 
l/ine  th'AiM,  r^  ciax'^,  be  a<>  small  as  possible.     Two  assump- 
tt'in*  are  usually  made  in  practice,  viz., 
either  u^=-  V^. 
■.\%\<\  then  al-V),  by  eq.  'Zj,  a,  =  C, .  so  that  the  triangles  fkh 
;iii'l  atd-Ati:  ivficcles; 

or  S=  90*, 
nf)  that  the  flow  at  outlet  is  radial,  or  v^  =  v",  and  therefore 
tlic  tangential  comixjntnt  of  v^,  or,  as,  it  is  called,  the  outlet 
v<:IfM;ity  of  whirl,  is  nil. 

Aiieflinjc  the  assumption  a ,  =  V^,  in  which  case  the  tri- 
annlcM/tA  ami  acd  are  isosceles,  then 


«,  =  I',  =  - '  sec  V  =  -^u,  =-^V,.      .     .     (6) 
1  "2  ^t  ''* 

Hence  cq,  (l)  becomes 

,  Q  J        ■     a      ''i*  J  ^1  sin  >? 

r,tr,v,  sin  y  =       =  r,a,u.  sm  a  =  — </,  — , 

III         '       2t         I  !  I  ^1    '  2  cos  y 

or  r|V,  sin  2y  =  r^d^  sin  /J,       ....     (7) 

und,  by  c(ih.  (5)  and  (rt), 

the  useful  work  =  -'-(^  +  «,»  cos  /S  -  »,») 


n     ./  ,sin>^\ 

*"    ^     2  ^        r,*  cos*  >^ ' 


(8) 
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The  corresponding  efficiency 

=  '-'^'i^ »^ 

Adopting-  the  assumption  S  =  90°,  then 

Vr  cot  y?  =  ^j  cot  y3  =  a,  =  F,  cos  /»,    .     .     (lo) 
Eq.  (i)  now  becomes 

0  '"' 

r,(/,7',  sin  y  =  -=-  =  r^jWj  tan  yS  =  -^j"i  tan  /S,      (i  l) 

and.  by  eqs.  (i),  (5).  and  (lO), 

n/Q  wQv^r^d^  sin  2y 

the  useful  work  =  ^-u,v^  cos  r  =    —  ^   ^^w,tan/)'   '     ^  ^ 

The  corresponding  efficiency 

rX«n^        

/-jW,  tan  /»  ^  ^' 

Second.   The  principal  hydraulic  resistances  may  be  taken 


and  the  loss  of  head  in  the  wheel-passages  =/j—^,  so  that  the 
total  loss  due  to  the  resistances  in  question 


Eq.  (2)  now  becomes 


and  if  //  is  the  head  over  the  inlet. 


•  •  •  .  (14) 
■i  •  •  •  (15) 
....     (.6) 
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J98  EXAMPLES. 

Ex.  1.  A  centrifugal  inward-flov  turbine,  with  equal  inlet  siid  outlet 
depths  and  working  under  tlie  head  of  200  ft.,  passes  1  cu.  ft.  of  water 
per  second.  The  angle  y  is  15°;  Vi=:y\;  and  it  is  assumed  that 
M,  =  Vt.  Find  (a)  the  periplieral  speed ;  \.t)  the  lip  angle  at  outlet ;  {e) 
the  energy  carried  away  by  the  water;  {d)  the  energy  lost  in  hydraulic 
resistance  1  («)  the  useful  work ;  (/)  the  efficiency.  (Disregard  the  thick- 
ness of  the  vanes.) 

sin  15'  =  .2S9,    cos  15'  =  .966,    and  let   /,  =/,  =  ,125, 


"s;*,- 


Therefore  v,  =  io6|  ft.  per  sec 


Byeq.(i4). 


^.  = 

1.972''. 

=  io6t. 

that 

«■- 

54.09  ft. 

per.  sec. 

Also, 

'■972 

=  S=- 

in(a.+  i 

J  =  co. 

IS*  +  c 

Therefore 

cot 

(i8o--a)  =cot 

■>--'^'- 

d 

"=145 

40". 

{6)  By  eq 

(1). 

....si 

r  =r.i, 

1  sin  ;«  = 

—  sin 

sin 

-(I) 

X  1.972 

X  .259  = 

.79804 

and  (i  =  S2*  56'- 

(f)  The  energy  carried  away  by  the  water 

=  -(S4-09)'  "  -397  =  '451-8  It.-ih 
=  2.64  H.P. 
<(/)  By  eq.  (14),  the  loss  in  hydra 

"  i  ■  '  64:'('°^'+  ^  I54.05)')  =  1617.S  ft.Jt«. 
=  1.94  H.P. 
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.20O  =  i2,5ooft.-lbs. 
=  13500  -  1451,8  —  1617.S  =  9430.7  fi,.|bs. 
=  17.146  H.P. 

Ex.  3.  A  centrifugal  outward-flow  turbine  with  an  efficiency  of  80 
per  cent  and  working  under  the  head  of  200  ft.  over  the  inlet  passes 
1  cu.  (t.  of  water  per  second.  The  angle  r  =  ■  5*  ;  Sri  =  p;;  and  the 
velocity  at  outlet  is  radial,  i.e.,  6  =^  90°.  Find  (a)  the  peripheral  speed ; 
(d)  the  lip  angle  at  inlet ;  (c)  the  ratio  of  the  inlet  to  the  outlet  depth  ; 
{li)  the  lip  angle  at  outlet ;  (e)  the  energy  carried  away  by  the  water  ; 
(/)  the  useful  work.  (Disregard  the  bUdc  thickness  and  the  hydraulic 
resistance.) 

(a)     -4-  =  20O,    and  therefore    Vi  =  ia^i  =  113.17  ft.  per  sec. 


,8  =  the  efficiency  =  - 


Lis! 


32   X   300  4of^ 

wi  =  32*^2  sec  15°  =  46-851  ft.  per  sec. 
laVTsecis'      a u^      sin  (a  +  is") 


"■"'    801^3 

S 
=  cos  IS* 

V,             sin  a 

and                 cot  ( 

80"  -  «)  = 

cot  IS*  --sect 

'  cosec  IS* 

= 

3.7320508  —  1.6  = 

2.1320508, 

and 

x=  154*  S^"- 

(t)  Byeqs.  (10)  and  (12), 

»(,*{1  +  Un"  fi) 

=  V^  =  Vx 

+    K,*  —  Ml*  =  W. 

+  v*  —  a«,w 

cosr 

or          »,'  tan'  /J 

-im 

I/,' sin-  15°  =  f.* 

—  2u,vi  cos  15 

or          i*,«tan*/»  = 

8192  sin*  IS 

•{~J=8oV2(8oVI-6ti^)  = 

3560. 

which  gives 

l)'=.«. 

and  therefore 

f— «• 

(rf)  By  if). 

' 

Un«>3-?i^- 

3560 

3s6o 

-icosMr-- 

.7464. 

iB'--  ' 

.{32V"3secis*)' 

-^cos.5  - 
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Therefore 

tan/3 

=  .864, 

J 

a 

=  40*  50". 

{e)  The  energy  carried  away  by 

the  water 

=  62j 

=  2500  ft.-lbs, 
=  4,'rH.P. 

(/)  The  total  possible  work 

=     1.62^.    200 

=  12.500  ft.-lbs. 

Hence  the 

seful  work 

=  total  possible 

work  —  2500 

=  1 2500  —  2SOO 

=  10.000  ft.-lbs. 

=  i8AH,P. 

13.  Jet  Turbine. — In  the  jet  turbine  the  water  passes  along: 
the  axis  and  is  distributed  radially  in  all  directions  so  that  the 
angle  ;'  =  90°.  It  is  no  longer  possible  to  have  a^=  V,,  and 
it  cannot  therefore  be  assumed  that  «j  =  V^.  A  fair  efficiency 
may,  however,  be  secured  by  making  »,  =  v^. 


Fig.  333. 

Firsi,   disregard    hydraulic    resistances.     Then,  from   the 
triangle  adc, 

«,»  -f  !-,»  =    Ti"  =    r,»  —  «,'  4-  K,' 


.vCootjIc 


JET  TURBINE. 
and  2v^  =  V*. 

From  the  triangle  fkh, 

V*  =  K,'  +    F^,'  —  2K,  V^  COS  y« 

=  v^\i  -2  Vacos/S). 
Hence 

;A^  useful  work  =  ~ 


tAe  efficiency  =  2  V  2  cos  ^  —  2. 


■2). 


Seconds  taking  the  hydraulic  resistances  into  account, 

«,' + ",'  =  I?  =  ( ■  +/,)  y,'  -  -,' + »,' 
=  (■+/.)>','-'■,'  +  ",'. 

or  2,.,'=  (I+/.)J7. 

Also,  the  loss  of  head  up  to  inlet  = /,— . 

"  in  wheel-passages  =/.^-J-=.y-^^  .  --^-. 

and  the  total  loss  of  head  due  to  the  principal  hydraulic  resist- 
ances 


-'^'+m 


If  H  is  the  head  over  the  inlet. 


Note. — Impact,  centrifugal,  and  jet   turbines  will    work 
with  the  axis  inclined  at  any  angle  to  the  vertical. 
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4oa  RESISTANCE  TO  MOTION  OF  SOUDS  IN  FLUIDS. 

14.  Resistance  to  the  UotiOD  of  Solids  Id  a  Fluid  Mass. 
— The  preceding  results  itrdicate  that  the  pressure  due  to  the 
impact  of  a  jet  upon  a  surface  may  be  ex  iressed  in  the  form 

A  being  the  sectional  area  of  the  jet,  V  the  velocity  of  the  jet 
relatively  to  the  surface,  and  A!"  a  coefficient  depending  on  tht? 
position  and  form  of  the  surface. 

Again,  the  normal  pressure  (A')  on  each  side  of  a  thin 
plate,  completely  submerged  in  an  indefinitely  large  mass  of 
still  water,  is  the  same.  If  the  plate  is  made  to  move  hori- 
zontally with  a  velocity  V.  a  forward  momentum  is  developed 
in  the  water  immediately  in  front  of  the  plate,  while  the  plate 
tends  to  leave  behind  the  water  at  the  back.  A  portion  of  the 
water  carried  on  by  the  plate  escapes  laterally  at  the  edges 
and  is  absorbed  in  the  neighboring  mass,  while  the  region  it 
originally  occupied  is  filled  up  with  other  particles  of  water. 
Thus  the  normal  pressure  A',  in  front  of  the  plate,  i.f  increased 
by  an  amount  «,  while  at  the  back  eddies  and  vortices  are 
produced,  and  the  normal  pressure  A''  at  the  back  is  diminished 
by  an  amount  «'.  The  total  resultant  normal  pressure,  or  tlie 
normal  resistance  to  motion,  is  n  -|-  «',  and  this  increases  with 
the  speed.  In  fact,  as  the  speed  increases,  «'  approximates 
more  and  more  closely  to  jV,  and  in  the  limit  the  pressure  at 
the  back  would  be  nil,  so  that  a  vacuum  might  be  maintained. 

Confining  the  attention  to  a  plate  moving  in  a  direction 
normal  to  its  surface,  the  resistance  is  of  the  same  character 
as  if  the  plate  is  imagined  to  be  at  rest  and  the  fluid  moving 
in  the  opposite  direction  with  a  velocity  V.  So,  if  both  the 
water  and  the  plate  are  in  motion,  imagine  that  a  velocity 
equal  and  opposite  to  that  of  the  water  is  impressed  upon  ever)- 
particle  of  the  plate  and  of  the  water.  The  resistance  is  then 
of  the  same  character  as  that  of  a  plate  moving  in  still  water, 
the  velocity  of  the  plate  being  the  velocity  relatively  to  the 
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■water.  Thus,  in  general,  the  resistance  to  the  motion  of  such 
a  plane  moving  in  the  direction  of  the  normal  to  its  surface, 
with  a  velocity  V  relatively  to  the  water,  may  be  expressed  in 
the  form 


A  being  the  area  of  the  plate,  and  A!"  a  coefficient  depending 
upon  the  form  of  the  plate  and  also  upon  the  relative  sectional 
areas  of  the  plate  and  of  the  water  in  which  it  is  submerged. 

According  to  the  experiments  of  Dubuat,  Morin,  Piobert, 
Didion,  Mariotte,  and  Thibault,  the  value  of  A"  may  be  taken 
at  1.3  for  a  plate  moving  in  still  water,  and  at  1.8  for  a  current 
moving  on  a  fixed  plate.  Unwin  points  out  the  unlikelihood 
of  such  a  difference  between  the  two  values,  and  suggests  that 
it  might  possibly  be  due  to  errors  of  measurement. 

Again,  reasoning  from  analogy,  the  resistance  to  the 
motion  of  a  solid  body  in  a  mass  of  water,  whether  the  body 
is  wholly  or  only  partially  immersed,  has  been  expressed  by 
the  formulf 

R  =  K-.vA-  -, 

V  being  the  relative  velocity  of  the  body  and  water,  A  the' 
greatest  sectional  area  of  the  immersed  portion  of  the  body  at 
right  angles  to  the  direction  of  motion,  and  K  a  coefficient 
depending  upon  the  form  of  the  body,  its  position,  the  relative 
sectional  areas  of  the  body  and  of  the  mass  of  water  in  which 
it  is  immersed,  and  also  upon  the  surface  wave-motion. 
The  following  values  have  been  given  for  K\ 

K  =  l.\  \or  a.  prism  with  plane  ends  and  a  length  from  three 
to  six  times  the  least  transverse  dimension ; 

K  =  1 .0  for  a  prism,  plane  in  front,  but  tapering  towards  the 
stern,  the  curvature  of  the  surface  changing  gradually 
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so  that  the  scream-lines  can  flow  past  without  any  pro- 
duction of  eddy  motion,  etc. ; 

K=:  -5  for  a  prism  with  tapering  stem  and  a  cut-water  or 
semicircular  prow; 

A'=  .33  for  a  prism  with  a  tapering  stem  and  a  prow  with  a. 
plane  front  inclined  at  30°  to  the  horizon ; 

K=    .  [6  for  a  well-formed  ship. 

Froude's  experiments,  however,  show  that  the  resistance 
to  the  motion  of  a  ship,  or  of  a  body  tapering  in  front  and  in 
the  rear,  so  that  there  is  no  abrupt  change  of  curvature  leading- 
to  the  production  of  an  eddy  motion,  is  almost  entirely  due  to 
skin-friction  (see  Art.  i.  Chap,  II). 

15.  Pressore  of  a  Steady  Stream  in  a  Uniform  Pipe 
against  a  Tbin  Plate  AB  Nonnal  to  tlie  Direction  of  Motion. 
— The  stream-lines  in  front  of  the  plate  are  deviated  and  a. 
contraction  is  formed  at  CjC,.  They  then  converge,  leaving 
a  mass  of  eddies  behind  the  plate. 

Consider  the  mass  bounded  by  the  transverse  planes  C,C, , 
C.Cj,  where  the  stream-lines  are  again  parallel. 

At  C,Ci  let  fi,,   A^,  7'[,  3^  be  the  mean  intensity  of  the 

I c,      (-  pressure,  the  sectional  area  of  the 

I  ^^^7T~^     ^""^"7^"=^  waterway,  the  velocity  of  flow,  and 

I  ^--j-i--^- f^        J  the  elevation  of  the  C.  of  G.  of  the 

|-  '       y  ;         7  section  above  datum. 

i,      ~i  Let   /j,   A^,    I'j,    z^  be   corre- 

FiG-  334-  spending  symbols  at  C^C^. 

Let  /»j ,  /I  I ,  !■, ,  z^  be  corresponding  symbols  at  C^Cy 

Let  a  be  the  area  of  the  plate. 

Let  Cf  be  the  coefficient  of  contraction. 

Neglect  the  skin  and  fluid  friction  between  C^C^  and  C^C^. 

Then,  by  BcrnouilH's  theorem. 


(".  -  ''.y 


2g  '    '    w    '     2£-  '    '     H'    '    2^    '  2^ 
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the  term      '        '     representing  the  loss  of  head  due  to  the 

bending  of  the  stream-lines  between  C^C^  and  C/: . 
Hence 


PiZlh_  (^.  -  t'J' 


■^i  —  ■^a  + 


Again,  let  ^  be  the  total  pressure  on  the  plane.     Then 
A-^i  -  A'^i  =  (A  ~  P^^x  =  1'^"'''  pressure  in  the  direction 


'  ^1^1 


:  component  of  the  weight  in  the  direction 
of  the  axis. 


C^i  -  A)-^i  +  ""-^.(^i  -  ^,)  -  ^  =  change  of  motion  in  direc- 
tion of  axis 


since  the  motion  is  steady. 
Hence 

—  _  A -A   I        _       _  (i't  -  v^f 
But  A,v^  =  A^v,  =  cXA^  -  a)Vr     Therefore 
R  =  ^Ar-^\-j-d^ ,f 
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wltcre  M  =  -   ,  or 


whCTe  K  =  m\ —  —  '  !-■ 

UJm  —  I ;  i 

i6.  Pmrare  of  a  Steaify  Stzeam  in  a  Unifonn  Pipe  oa  a 

Cylindrical  Body  about  Tliree  Diameten  in  Length. — The 

^treSm-lincs  in  front  of  the  body  are  deviated  and  a  contraction 
is  formed  at  C^C^.  They  then  converge,  flow  in  parallel  line?, 
and  converge  a  second  time  at  C^C^,  leaving  a  mass  of  eddies 
behind  the  body. 

Consider  the  mass  bounded  by  the  planes  C^C^ ,  CjC,. 
As  in  the  previous  article,  let 

/, ,  Ay,  T', ,  ;r,  be  the  intensity  of  pressure,  sectional  area 
of  the  waterway,  velocity  of  flow,  and 
elevation   of  C.   of  G.  abo\'e  datum    at 

■  c,  ^  c.  c,  cr,. 


ft. i.uT.;  j        /j,  A^,  7j,  £.  be  similar  symbols 

\ kWi  '        for  Cf^. 


I  is,    ^        /, ,  j4j ,  T'j ,  iTj  be  similar  symbols 

Fio.  *3j.  (or  t~jCj. 

/, ,  W, ,  ?', ,  ^,  be  similar  symbols  for  C,C,. 
Neglect  the  skin  and  fluid  friction  between  Cfi^  and  C^C^. 
Then,  by  Bernouilli's  theorem, 

-  '*     — ^—  bcinc  the  loss  of  head  between  C.C.  and  C.C,  and 

'  .     -^-  bcine  the  loss  of  head  between  C,C,  and  C.C.. 
2e  '■  .... 
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Hence 

^    ^  I  p.- f. _(.",- '.f  I  (".-"J' 

»         •  ^       a,  2f       ^        2^ 

But  A^v,  =  ^,*j  =  v4j»j,     Cj(^,  —  a)  =^j, 

and  ^,  =  ^,  —  a. 

Therefore 

.        ■    I  A-A     ".'fl    A        ,V|   I       ^.  A    )'') 

=  !i'r(^_  -  I V+  i  —!^ —I'l 

2gL\m-l        l^\cXm-l)      .«-l(J' 


■where  m  = 

~^ 

Also,  as  in 

the  preceding 

article, 

Hence 

(/> 

- />.M,  + »'/!,(=,- 

--.)- 

R 

R 

=  » 

/■'»)          ' 

).+  (» 

i'_ 

V^lC"-- 

)4 

= 

=  ATa/A. 

where  m  = 

A, 

and 

IT  — 

„i 

'           -L 

"•      / 

I 

.Y 

This  value  of  K  is  always  less  than  the  value  of  K  for  the 
plate  in  the  preceding  article  for  the  same  values  of  m,  a, 
and  c^. 

Hence  the  pressure  on  the  cylinder  is  also  less  than  the 
corresponding  pressure  on  the  plate. 

In  every  case  K  should  be  determined  by  experiment. 
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1.  A  stream  with  a  transverse  section  of  34  sq.  ins.  delivers  10  cu. 
ft.  of  water  per  second  f^ainst  a  flat  vane  in  a  normal  direction.  Find 
the  pressure  on  the  vane.  Arts.  1171J  lbs. 

2.  If  the  vane  in  example  i  moves  in  the  same  direction  as  the  im- 
pinginff  jet  with  a  velocity  of  34  (t.  per  second,  find  (a)  the  pressure  on 
the  vane  ;  (b)  the  useful  work  dnne ;  {c)  the  efficiency. 

Ans.  (a)  42if  lbs.;  (*)  10.12s  (t.-lbs.;  (c)  .388. 

3.  What  must  be  the  speed  o(  the  vane  in  example  z.  so  that  the 
efficiency  of  the  arranf^ement  may  be  a  maximum  ?  Find  the  maximum 
efficiency.  Atis.  20  ft.  per  sec;  ff. 

4.  Find  (a)  the  pressure,  (*}  the  useful  work  done,  (f)  the  efKciency, 
when,  instead  of  the  single  vane  in  example  2,  a  scries  of  vanes  are 
introduced  at  the  same  point  in  the  path  of  the  jet  at  short  intervals. 

Ans.  (a)  703i  lbs.;  (*l  16.875  ft--lbs. ;  (c)  .48. 
•        What  must  be  the  speed  of  the  vane  to  give  a  maximum  efficiency  .*■ 
"What  will  be  the  maximum  efRciency.'  Ahj.  30  ft.  per  sec;  .5. 

5.  A  stream  of  water  delivers  7500  gallons  per  minute  at  a  velocity  of 
IS  ft.  per  second  and  strikes  an  indefinite  plane.  Find  thenormal  pres- 
sure on  the  vane  when  the  stream  strikes  the  vane  (a)  normally ;  {i)  at 
an  angle  of  60°  to  the  normal.  Am.  (a)  585  9  lbs.;  291.9  lbs. 

6.  A  railway  trtick,  full  of  water,  moving  at  the  rate  of  10  miles  aii 
hour,  is  retarded  by  a  jet  flowing  freely  from  an  orifice  2  ins.  square  in 
the  front,  2  ft.  below  the  surface.     Find  the  retarding  force. 

Am.  7.97  lbs. 

7.  A  jet  of  water  of  48  sq.  ins.  sectional  area  delivers  100  gallons  per 
second  against  an  indefinite  plane  inclined  at  30'  to  the  direaion  of  iht- 
jet ;  find  ihe  total  pressure  on  the  plane,  neglecting  friction.  How  will 
the  result  be  affected  by  friction  ?  Aas.  750  lbs. 

8.  I£  the  plane  in  example  7  move  at  the  rate  of  24  ft.  per  second  in 
a  direction  inclined  at  60*  to  the  normal  to  tlie  plane,  find  the  useful 
work  done  and  the  efficiency.  Am.  2350  fc.-lbs,;  y'(. 

At  what  angle  should  the  jet  strike  the  plane  so  that  the  efficiency 
might  be  a  maximum  ?     Find  the  maximum  efliciency. 

^»w.  ain-'J;  J. 

9.  A  stream  of  32  sq.  ins.  sectional  area  delivers  7t  cu.  (t.  of  water 
per  second.  At  short  intervals  a  series  of  fiat  vanes  are  introduced  at 
the  same  point  in  the  path  of  the  stream.  At  the  instant  of  impact  the 
direction  of  the  jet  is  al  right  angles  to  the  vane,  and  liic  vane  itself 
moves  in  a  direction  inclined  at  45'  to  the  normal  to  the  vane.     Find 
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the  speed  of  ihe  vane  which  will  make  the  efficiency  a  maximum.    Als<v 
fiiid  the  maximum  efficiency  and  the  useful  work  done. 

Ant.  15.08  h.  per.  sec;  ^ ;  2106}})  ft.-lbs. 

10.  A  stream  of  water  ol  \  sq.  It.  sectional  iirea  delivers  16  cu.  ft.  per 
second  normally  against  a  flat  vane.     Find  the  pressure  on  the  vane. 

n  the  vane  moves  in  the  same  direction  as  the  impinging  jet,  with  a 
velocity  of  32  ft.  per  second,  find  (a)  the  pressure  on  the  vane ;  (iS)  the 
useful  work  done  :  {c)  the  efficiency. 

How  would  the  results  be  affected  if  the  vane  were  inclined  at  45°  to 
the  jet,  and  moved  la  the  direction  of  its  normal  with  a  velocity  of 
24  ft.  per  second  ? 

Ant.  4000  lbs.;  2250  lbs.,  72,000  ft.-Ibs.,  ^:  1802.8  lbs.,  43,26$ 
fi.-lbs...i69. 

11.  Two  cubic  feet  of  water  are  discharged  per  second  under  a  pres- 
sure of  100  lbs,  per  sq.  in.  through  a  thin-lipped  orifice  in  the  vertical 
side  of  a  vessel,  and  strike  against  a  vertical  plate.  Find  the  pressure- 
on  llie  plate  and  the  reaction  on  the  vessel.  Ans.  475.8;  lbs. 

iz.  A  stream  moving  witli  a  velocity  of  16  ft.  per  second  in  the  di- 
rection ABC  strikes  obliquely  against  a  flat  vane  and  drives  it  with  a 
velocity  of  8  ft.  per  second  in  the  direction  BD,  tlie  angle  CBD  being 
30°.  Find  (a)  the  angle  between  ABC  anA  tlie  normal  to  the  plane  for 
which  the  efficiency  is  a  maximum  ;  {_&)  the  maximum  efficiency  ;  {c)  the 
velocity  with  which  the  water  leaves  the  vane;  (d)  the  useful  work  per 
cubic  foot  of  water. 

Ans,  (a)  21*  44';  (i)  .25664;  (c)  12.6  ft,  per  see.;  (d)  256.64  tt.-lbs. 

13.  At  8  knots  an  hour  the  resistance  of  the  Water-witch  was  5500 
lbs.;  the  two  orifices  of  her  jet  propeller  were  Ciicli  18  ins.  by  24  ins. 
Find  (a)  the  velocity  of  efflux  ;  (A)  the  delivery  of  the  centrifugal  pump; 
(c)  the  useful  work  done;  (</)  the  efficiency  ;  (e)  the  propelling  H.P.. 
assuming  the  efficiency  of  the  pump  and  engine  to  be  .4. 

Am.  {a)  29.4  ft.  per  sec;  (i)  1 104.6  gallons  per  sec;  (f)  74,395 
fl,-lbs.;  (.0.63:  W  536.7- 

14.  If  feat  he  ring -pad  dies  are  stibstituted  (or  the  jet  propeller  in 
question  15.  what  would  be  the  area  of  stream  driven  back  for  a  slip  of 
25*.'     Find  the  efficiency  and  the  water  acted  on  in  gallons  per  minuie. 

Am.  34.63  sq.  ft.;  .75  ;  234.206. 

tj.  A  jet  issues  horizontally,  under  a  head  of  zo  ft.,  from  a  ^in.  ori- 
fice in  the  vertical  face  of  a  tank  and  strikes  normally  the  centre  of  a 
vane  at  a  distance  of  48  ins.,  measured  liorizontally,  from  the  tank's  face. 
By  measurement  the  vertical  distiince  ol  the  point  of  impact,  heluw  the 
axis  of  the  orifice,  was  found  to  be  2.582  inches.  Find  the  coefficient  ol 
velocity  (f,),  the  inclination  of  the  vane's  axis  to  the  horizontal,  and  the 
coefficient  of  impact  (^i)  in  the  following  cases  : 

(<i)  A  flat  i3-in.  circular  vane,  the  balancing  weight  (IV)  being 
3-015  lbs. 


;ti  by  Google 


4IO  EXAMPLES. 

(fl  A  hemispherical  vane  of  II  ins.  diameter,  ffbeing  3.556  lbs. 

(r)  A  hemispherical  vane  of  3  ins.  diameter,  IV  being  5.776  lbs. 

(d)  A  parabolic  vane  with  a  base  of  13  ins.  in  diameter  and  6  ins.  in 
height.  IV  being  3.535  lbs. 

\t)  An  elliptic  vane.  6  ins.  in  height  and  having  a  base  of  12  ins. 
diameter,  W  being  3.56  lbs.  The  vane  edge  is  inclined  at  30*  to  the 
axis. 

Am.  .964";  6°8'i  {a)  .9834;  {^).S799-.  if)  -94>9;  (jfl  .60S6: 

16.  Find  the  angle  of  blade  at  entrance,  the  useful  effect,  and  tfie 
efficiency  of  a  Borda  turbine  from  the  follon'ingdata  :  the  jet  at  entrance 
malies  an  angle  of  60°  with  the  horizontal ;  the  depth  of  the  turbine  is 
3  ft.;  the  total  fall  to  the  point  of  discharge  is  [9  ft.;  the  mean  diameter 
of  the  turbine  is  4  ft.;  the  quantity  of  water  passing  through  the  tur- 
bine is  4CU.  ft.  per  second  ;  the  angle  of  blade  at  exit  is  30*.  (Disregard 
hydraulic  resistance.)  Aiu.  51*  33';  7,256  H.P.;  .84. 

17.  What  advantages  are  gained  by  increasing  the  depth  and  diam- 
eter of  a  Borda  turbine  and  by  curving  the  outlet  lips  of  the  buckets  ? 

18.  A  Borda  turbine  of  3.5  ft.  mean  diameter  has  a  head  of  iz.96  ft. 
over  the  inlet,  a  practical  efficiency  of  .75,  a  theoretic  efficiency  (i.e.,  dis- 
regarding hydraulic  resistances)  of  .9265  and  delivers  3  horse-power.  The 
radial  width  of  the  water-passages  is  3  ins.,  and  the  depth  of  the  turbine 
is  2,04  ft.  If  there  is  to  be  no  shock  at  entrance,  find  (n)  the  inlet  and 
outlet  lip  angles ;  (6)  the  velocity  (v,)  of  discharge ;  (c)  the  quantity  of 
water  used  by  the  turbine. 

Ans.    (a)  111°  25'.  25*  IJ":  (*)8.4  ft.  per  sec;  {e)  2.533  cu.  ft. 
per  sec. 

19.  In  a  railway  truck,  (ult  of  water,  an  opening  2  ins.  in  diameter  is 
■    made   in   one  of  the   ends   of  the  truck,  g  ft.  below  the  surface  of  the 

water.  Find  ilie  reiiction  (a)  when  the  truck  is  standing ;  (*)  when  the 
truck  is  moving  at  the  rate  of  10  ft.  per  second  in  the  same  direction  as 
the  jet ;  {c)  when  the  truck  is  moving  at  the  rate  of  10  ft.  per  second  in 
a  direction  opposite  to  that  of  the  jet.  If  this  movement  of  the  truck 
is  produced  by  the  reaction  of  the  jet,  find  the  efficiency. 

Alts,    {a)    24.5s    Ihs.  per   sq.  in.;    {t)    34.78  lbs.   per  sq.   in.; 
(■-)  14.3  lbs.  persq.  in.;  .588, 

10.  prom  a  ship  moving  forward  at  6  miles  an  hour  a  jet  of  water  is 
sent  astern' with  a  velocity  relative  to  the  ship  of  30  ft.  per  second  from 
a  nozzle  having  an  area  of  16  sq.  ins.;  find  the  propi'lling  force  and  the 
efficiency  of  the  jet  as  a  propeller  without  reference  to  the  manner  in 
which  the  supply  of  water  may  be  obtained.         Ans.  il&it  lbs.;  .4535. 

3r,  A  reaction  wheel  is  inverted  and  worked  as  a  pump.  Find  the 
speed  of  maximum  efficiency  and  the  maximum  efficiency,  tlie  coeffi- 
cient of  hydraulic  resistance  referred  to  the  orifices  being  ,135. 

Alts.  Speed  =  twice  chat  due  to  lift ;  .758. 
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22.  A  reaction  wheel  with  oritices  z  ins.  in  diameter  makes  80  revolu- 
tions per  minute  under  a  head  of  5  ft.  The  distance  between  tlie  centre 
of  an  orifice  and  the  axis  of  rotation  is  12  inches.  Find  the  H.P.  and 
the  efficiency.  Ans.  .146;  .$96. 

^3.  In  II  reaction  wheel  the  speed  of  maximum  efficiency  is  that  due 
to  the  head.  In  what  ratio  must  the  resistance  be  diminished  to  work 
at  J  this  speed,  and  what  will  then  be  the  efficiency  ?  Obtain  similar 
results  when  the  speed  is  diminislied  to  three  fourths  of  its  original' 
amount.  -4«i,  .94;  .8896;   1.067;  .75 

24.  In  a  reaction  wheel,  determine  the  per  cent  of  available  effect  lost 
<I)if  1^=2^//;  (J)  if  V-^AgH:  (3)  if  V^^lsH- 

What  conclusion  may  be  drawn  from  the  results? 
Efficiencies  are  respectively  .828,  .9,  .945. 

25.  A  stream  of  64  sq.  ins.  seciion  strikes  with  a  40-ft.  velocity  against 
-a  fixed  cone  having  an  angle  of  convergence  =  100* :'  find  the  hydraulic 
pressure.  Ans.   492,1  lbs. 

26.  A  jet  of  9  sq.  ins.  sectional  area,  moving  at  the  rate  of  48  It.  per 
second,  impinges  upon  the  convex  surface  oF  a  paratxiloid  in  the  direc- 
tion of  the  axis  and  drives  it  in  the  same  direction  at  the  rate  of  16  ft. 
per  second.  Find  the  force  in  the  direction  of  motion,  the  useful  work 
done,  and  the  efficiency.  The  base  of  the  paraboloid  is  1  ft.  in  diameter 
and  its  length  is  8  ins.  Ans.   2;  lbs.;  400  ft.-lbs. ;  -jj,. 

27.  A  stream  of  water  of  16  sq.  ins.  sectional  area  delivers  12  cu.  ft.  of 
water  per  second  against  a  vane  in  the  form  of  a  surfacE  of  revolution, 
and  drives  in  the  same  direction,  which  is  that  of  the  axis  of  the  vane. 
The  water  is  turned  through  an  angle  of  60°  from  its  original  direction 
before  it  leaves  the  vane.  Neglecting  friciion,  find  the  speed  of  vane 
which  will  give  a  maiimum  effect.  Also  find  impulse  on  vane,  the 
work  oil  vane,  and  the  velocity  with  which  the  water  leaves  the  vane. 

Ans.  36  ft.  per  sec. ;  562!  lbs. ;  20.250  ft.-lbs.  ;  95.24  ft.  per.  sec. 

28.  A  surface  of  revolution  is  driven  in  the  direction  of  its  axis  wiih 
ii  velocity  of  t6  ft.  per  second  by  means  of  a  jet  of  water  of  18  sq.  ins. 
sectional  area,  which  moves  in  the  direction  of  the  aiis  with  a  velocity 
rif  So  ft.  per  second,  and  impinges  upon  the  convex  side  of  the  surface. 
The  tangent  at  the  edge  of  the  surface  makes  an  angle  of  30°  with  the 
vertical.     Find  the  pressure  on  the  surface  and  the  efficiency. 

Atu.  500  lbs. :  .iiS. 

29.  A  jet  of  water  under  a  head  of  20  ft.,  is.suing  from  a  vertical 
thin-lipped  orifice  i  in.  in  diameter,  impinges  upon  the  centre  of  a  vane 
3  ft.  from  the  orifice.  Determine  the  position  of  the  vane  and  the  force 
or  the  impact  (ii)  when  the  vane  Is  a  plane  surface ;  (b)  when  the  vane  is 
6  ins.  in  diameter  and  in  the  form  of  a  portion  of  a  sphere  of  6  ins, 

Ans.  (a)  13.679  lbs. ;  (A)  10,518  lbs.  or  6.839  !*>*■  according  as 
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3a  A  stream  of  water  1  in.  thick  and  8  ins.  wide,  moving  with  a 
velocity  of  18  It.  per  second,  strikes  without  shock  a  circular  vane,  of  a 
kngiii  subtending  an  angle  of  90*  at  the  centre.  The  vane  is  driven  in 
the  direction  of  the  siteam  with  a  velocity  of  6  It,  per  second.  Find 
the  pressure  on  the  vane,  the  work  done,  and  the  efficiency. 

Am.   22,",  lbs.  ;  93I  ft. -lbs. ;  /f. 

31.  A  Pelton  wheel  of  2  ft.  diameter  makes  822  revolutions  per  min- 
ute under  a  pressure-head  of  2oo  lbs.  per  square  inch,  the  delivery  of 
water  being  100  cu.  It.  per  minute.  Find  the  total  H.P..  assuming  that 
the  buckets  are  so  (ormcd  that  the  water  is  returned  piarallet  to  its  origi- 
nal direction,  and  leaves  without  energy. 

If  the  actual  H.P.  is  70.3.  what  is  the  efficiency? 

Ans.  87.22  ;  .805. 

32.  A  vane  moves  in  the  direction  .^Jf  with  a  velocity  of  10  ft.  per 
second,  and  a  jet  of  water  impinges  upon  it  at  S  in  the  direction  BI> 
with  a  velocity  of  20  ft.  per  second ;  the  angle  Iwlween  /?C  and  BD  is 
30^,  Determine  the  direction  of  the  receiving-lip  of  the  vane,  so  that 
there  may  be  no  shock. 

Ans.  The  angle  between  lip  and  HC  =  33*  47'. 

33.  Ajet  moves  in  a  direction  ,4£Cwitii  a  velocity  wand  impingea 
upon  a  vane  which  it  drives  in  the  direction  BD  with  :i  velocity  iv. 
The  angle  ASD  is  i6j*.  Determine  the  direction  of  the  lip  of  the  vane 
at  B,  so  that  there  may  be  no  shock  at  enirance.  ' 

A'li.  The  an<{le  between  lip  and  direction  of  stream  =  14*  3'. 

34.  The  lip  angle  of  a  given  bucket  is  30',  the  relative  velocity  ( f)  is 
one  half  the  velocity  (7/1)  with  which  the  water  reaches  the  lip.  If  there 
is  to  be  no  "  loss  in  shock,"  find  the  speed  («)  of  the  bucket,  the  direc- 
tion 0')  of  the  entering  water,  and  show  that  it  the  speed  is  to  be  increased 
10  per  cent,  the  lip  angle  must  also  be  increased  by  55.6  per  cent. 

Ans.  r  =  15°  31'- 

35.  A  stream  moving  with  a  velocity  v  impinges  without  shock 
upon  a  curved  vane  and  drives  it  in  a  direction  inclined  iit  an  angle  to 
the  direction  of  the  stream.  The  angle  between  the  lip  of  the  vane  and 
liie  direction  of  the  stream  is  jr,  and  I' is  the  relative  velocity  of  the 
water  with  respect  to  the  vane.  If  the  speed  of  the  vane  is  changed  by 
a  small  amount,  say  n  per  cent,  show  that  the  corresponding  change  in 
the  direction  of  the  lip.  in  order  that  the  water  might  still  strike  the 

vane  without  shock,  is  —  -p-  sin  x. 

36.  A  jet  issues  tlirough  a  thin-lipped  orifice  i  sq.  in.  in  sectional 
area  in  the  vertical  side  of  a  vessel  under  a  pressure  equivalent  to  a 
head  of  900  ft.  and  impinges  on  a  curved  vane,  driving  it  in  the  direc- 
tion of  the  axis  of  the  jet.  The  water  enters  without  shock  and  turns 
through  an  angle  of  60°  before  it  leaves  the  v^me.  Find  {a)  the  speed 
of  the  vane  which  will  give  a  maximum  effect ;  (i)  the  pressure  on  th* 


;ti  by  Google 


EXAMPLES.  413 

vane  ;  (f )  the  work  done ;  (d)  the  absolute  velocity  with  which  the  water 
leaves  the  vane ;  (<r)  the  reaction  on  the  vessel,  disregarding  contraction. 
Ans.  (a)  80  ft.  per  sec. ;  (*)  320.9  lbs. ;  (f)  46.68  H.P.;{rfj  184  ft. 
per  sec. ;  (*)  yS'-^S  lbs. 

37.  A  stream  of  thickness  /  and  moving  with  the  velocity  v  im- 
pinges without  shock  upon  the  concave  surface  of  a  cylindrical  vane  of 
a  length  subtending  an  angle  ia  at  ihe  centre.  Determine  the  total 
pressure  upon  the  vane  (a)  if  it  is  fixed;  {b)  if  it  is  moving  in  the  same 
direction  as  the  stream  with  the  velocity  u.  In  case  li)  also  find  {c)  the 
work  done  on  the  vane. 

Atu.  {<t)  s-i/v'sin  «;  {6)  I-Mi- -  ")'sin  a;  (c)  i-^ad- -  «)*  sin"  <t. 

g  e  e 

38.  A  stream  of  water,  z  sq.  ins.  in  sectional  area,  delivers  I  cu.  ft. 
per  second  against  the  concave  side  of  a  hemispherical  cup,  which 
moves  with  a  velocity  of  zo  ft,  per  second  in  the  direction  of  the  jet. 

Find  the  impulse,  the  work  done,  and  the  efficiency. 

39.  A  curved  vane  subtends  an  angle  of  90°  at  the  point  of  intersec- 
tion of  the  normals  at  the  two  edg^,  and  receives  without  shock  a 
Stream  of  water  z  ft.  wide  and  |  in.  thick,  moving  with  a  velocity  of 
ao  It.  per  second  and  driving  the  vane  in  the  same  direction.  The 
actual  direction  of  the  water  is  turned  through  an  angle  of  45*.  Find 
<<i)  the  speed  of  the  vane  ;  (*)  the  velocity  with  wliich  the  water  leaves 
the  vane;  (c)  the  total  pressure  on  the  vune;  (d)  the  efficiency. 

Ans.  (a)  10  ft.  per  sec. ;  {*)  14-14  ft.  per  sec. ;  (t)  23,017  lbs. ;  {4)  .25. 

40.  A  vane  is  in  the  form  of  the  segment  AB  of  a  circle  subtending 
an  angle  of  120*  at  the  centre  O.  A  stream  of  water,  moving  with  a 
velocity  v, ,  strikes  the  vane  tangentially  at  A  and  drives  it  in  the  same 
direction  with  a  velocity  k.  Find  ilie  velocity  (i/,)  with  which  the  water 
leaves  the  vane,  and  show  that  it  leaves  in  the  direction  OS  if  v,  =  i^u, 
and  that  the  direction  has  turned  through  90'  if  v,  =  ^u.  Find  the 
-efficiency  in  the  two  cases,  and  show  that  Vi  =  y<  corresponds  to  maxi- 
mum efficiency. 

Ans.  w,'  =  1/,'  — 3T',M  +  k';  |;  J.     \\v,  =2u.v,  =  u,  the  direc- 
tion  turns  through  60'  and  1  =  1. 

41.  A  stream  of  water  of  36  sq.  ins.  section  moves  in  a  direction  ARC 
and  delivers  4  cu.  ft.  o(  water  per  second  upon  a  vane  moving  in  ;i 
direction  BZ>  with  a  velocity  of  8  ft.  per  second,  the  angle  between  JiC 

'  and  SD  being  30*.  Find  (*)  the  best  form  to  give  to  the  vane  ;  (i)  the 
velocity  of  the  water  as  it  leaves  the  vane;  {c)  the  mechanical  effect  of 
the  impinging  jet ;  and  {d)  the  efficiency,  the  angle  turned  througli  by 
the  jet  being  90*. 

Ans.  (a)  The  angle  between  lip  and  BC  =  23*  48' ;  (#)  3,088  ft. 
per  second ;  (c)  962.8  ft.  per  second  ;  (d)  .963. 

42.  In  an  I.  F.  tangential  turbine  find  {a)  the  loss  due  to  hydraulic 
resistances,  (*)  the  useful  effect,  <rr)  the  efficiency,  (rf)  the  lip  angles  from 
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the  following  data  :  Q  =  i  cu.  ft.  per  second  ;  h  =  loo  ft.;  /•  =/t  =  il 
y  =  I  S° ;  Sr,  =  f)r% ;  it,  =  rf, ;   and  u,  =  (',. 

Ans.  (<i)  736.72  fc. -lbs.;  (*)4860.9(l.-lbs,;  (c) . 7787;  «=  150*  33-. 
fi  =  47*  16'. 

43.  In  an  O.  F.  turbine  of  the  tangentMl  type  find  the  lip  angles,  the 
losses  of  head  due  to  the  velocity  (i/,)  of  the  effluent  water,  and  to  hy- 
draulic resistances,  and  also  iind  the  efficiency  from  the  following  data  : 
y  =  30";  2r,  =r,;  //  =  30  ft. ;  rf,  =  rf, ;  «,  =  I', ;  /,  =  a/.  =  .  1 15. 

Alts,  a  =  133'  27';  ^=  13°  30':   '-688  ft.;  5.143  ft.;  ,769. 

44.  An  I.  F.  tangential  turbine,  with  parallel  faces  {ift  =  ilt)  and  an 
inlet  surface  of  6  (i.  diameter,  delivers  10.76  H.P.  under  a  head  of  150  ft. 
The  direction  of  the  inflowing  stream,  which  is  S  'ts.  wide,  makes  ai» 
angle  {yl  of  10°  with  the  turbine's  periphery,  and  the  diameters  of  the 
inlet  and  outlet  surfaces  are  in  the  ratio  of  4  to  3.  If  /.  — /.  =  .1,  and 
if  also  It  is  assumed  that  u,  =  Ki.  find  (u)  the  inlecandoutlet  lip  angles; 
(i)  the  loss  of  H.P.  due  to  hydraulic  resistances;  (c)  the  loss  of  H.P. 
corresponding  to  the  velocity  with  which  the  water  leaves  the  turbine  ; 
{d)  the  efficiency :  (i)  the  quantity  of  water  passing  through  the  turbine ; 
(/>  the  thickness  of  the  inflowing  stream  ;  i^)  the  speed  in  revolutions 
per  minute. 

Ans.ia)  i6i'  13'.  40' 36';  (*)  1-309;  W-708;  (,0.842;  (')lcu. 
ft.  per  second  ;  (/)  .231  in.  ;  (^)  141. 

45.  In  the  preceding  example  if,  instead  of  making  «t  =  V, ,  it  ia 
ii'suined  that  the  flow  at  outlet  is  ladiul.  find  the  inlet  and  outlet  lip 
angles  so  that  the  efficiency  may  remain  the  same.  Also  find  the  losses 
in  H.P.  due  to  hydraulic  resistance  and  to  the  energy  carried  away  by 
the  etSuent  water,  and  determine  the  speed  in  revulutions  per  minute, 
(f,'  =  i!.)  Ans.   i6r  2X'.  3i'  ly' ■   1.369:  My.   139-8. 

46.  A  stream  4  ins.  wide  and  supplying  I  cu.  ft.  of  water  per  second 
drives  an  O.  F.  turbine  of  the  tangential  type,  in  which  the  diameters 
of  the  inlet  and  outlet  surfaces  are  in  the  ratio  of  3  to  4.  The  turbine 
faces  are  parallel,  and  the  inflowing  stream  makes  an  angle  of  30°  with 
the  periphery.  The  head  is  too  ft.  Ft'rst  assuming  that  Xi  =  Fi,  and 
secortti  that  the  outlet  flow  is  radial,  the  efRciency  being  the  same,  de- 
termine (a)  the  inlet  and  outlet  lip  angles ;  (b)  the  useful  work ;  (f)  the 
efficiency;  (rf)  the  thickness  by  the  stream;  (e)  the  speed  in  revolu- 
tions per  minute,  the  outer  diameter  being  5  ft.    (Disregard  hydraulic 

Am.  First,  (a)  140*,  2i*  tJ';  {6)  4368.16  ft.-lhs.:  (ir)  .931: 
(<0  .3375  in.;  U)  216.7.  Seeond.  (a)  142*  19',  21*  10';  (d)  4394-7 
ft.-!bs.;  (f)   .937:  (<0.3375w;  (')  202.45. 

47.  Solve  the  preceding  example  when  hydraulic  resistances  are  taken 
into  account,  assuming/i  =_/<  =  .1  and  c*  =  .9. 

Ans.    First,     (a)    140*,   21*    12';    ip)   3766   ft.-lbs.;    {f)   .8034: 
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(.0  -356    '"■;   (»)    'S4-2-     Second,     {a)   141°    agf.  20'   40';  (*)  37C6 
fc-lbs.;  (0  .8034 :  (rf)  .356  in.;  W  14779. 

48.  A  jet  lurbine,  ol  5^  (t.  exterior  diameter  and  with  equal  inlet  and 
outlet  depths,  passes  1890  cu.  ft.  of  water  per  liuur  under  a  liead  of 
100  ft.;  the  diameter  of  the  outlet  surface  is  twice  that  of  the  inlet. 
and  the  velocity  of  the  outlet  periphery  (»,)  Is  equal  to  that  of  the 
in6owing  stream  (vt).  which  is  radial  in  direciion.  Find  (a)  the  useful 
elTect  in  horse-power ;  {b)  the  efficiency  ;  (c)  the  speed  in  revolutions  per 
minute, ^j/ disregarding  hydraulic  resistances  and  second  taking  these 
resistances  into  account.     (/.  =  s/i  =  .2  and  f,'  =  JJ.) 

Ans.  First,    (a)  3.85  H.P.;  [6)  ,645;  (c)  300.   Second,     {a)  a.063 
H.P.;(^).34S8;  W  286.04, 

49.  In  the  preceding  eiample  how  much  water  must  the  turbine  pass, 
when  hydraulic  resistances  are  taken  into  accojnl,  to  give  the  delivery 
of4H.P..^  Ans.  1.017  cu.  ft.  per  second. 

50.  A  centrifugal  outward-flow  turbine  with  equal  Inlet  and  outlet 
depthsand  working  under  the  head  of  200  ft.  over  tho  inlet  passes  1  cu. 
ft.  of  water  per  second.  The  angle  7-  =  1 5°;  ^ri  =  4r, ;  and  the  velocity  at 
outlet  isradial.i.e..  ^  =  90*.  Find  (u)  the  peripheral  speed  ;{*)  the  lipangle  ■ 
at  inlet  ;  (c)  the  lip  angle  at  outlet ;  {d)  the  areas  at  Inlet  and  outlet ; 
(ff)  the  efficiency,  taking/,  =/,  =  ,125. 

Ans.  (a)  55.215  ft.  per  second;  (#)  157*  j8';  {c)  18°  40';  ('')  .3623 
sq.  ft.,  ,0428  sq.  ft.;  U)  .778. 

51.  A  centrifugal  Inward-flow  turbine  with  an  efficiency  of  80  per 
cent  and  working  under  the  head  of  200  ft.  passes  i  cu.  ft.  of  water  per 
second.  The  angle  y  =  1^° ;  ^,  =  ^r%;  and  Ui  =  Vt.  Find  (a)  the 
peripiieral  speed  ;  ip)  the  lip  angles  at  Inlet  and  outlet ;  {c)  the  inlet  and 
outlet  areas ;   (d)  the  useful  work,  tiiking  /i  =fi  =  ,125. 

Ans.  (a)   55.215  ft.  per  second;  {!>)  157°   18',  32°  28' ;  (^)  .03623 
sq.  ft.,  .0369  sq.  ft.;  (d)  SSSSf  ft.-lbs. 
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CHAPTER    VI. 
VERTICAL   WATER-WHEELS. 

1.  Classification  of  Water-wheels. — Water-wheels  are 
large  vertical  wheels  which  are  made  to  turn  on  a  horizontal 
axis  by  water  falling  from  a  higher  to  a  lower  level.  These 
wheels  may  be  divided  into  three  classes: 

(a)  Undershot  Wliceh,  in  which  the  water  is  received  near 
the  bottom  and  acts  by  impulse. 

(h)  Breast  Wheels,  in  which  the  water  is  received  a  little 
below  the  axis  of  rotation  and  acts  partly  by  impulse  and  partly 
by  its  weight. 

(c)  Overshot  fVheels,  in  which  the  water  is  delivered  nearly 
at  the  top  and  acts  ehicfly  by  its  'M-i^hl. 

2.  Undershot  Wheels. — Wheels  of  this  class,  with  plane 
floats  or  buckets,  are  simple  in  construction,  are  easily  kept  in 
repair,  and  were  in  much  greater  use  formerly  than  they  are 
now.  They  are  still  found  in  remote  districts  where  there  is 
an  abundance  of  water-power,  and  are  also  employed  to  work 
floating  mills,  for  which  purpose'  they  are  suspended  in  an  open 
current  by  means  of  piles  or  suitably  moored  barges.  They 
are  made  from  lO  to  25  ft.  in  diameter,  and  the  floats,  which 
are  from  24  to  28  ins.  deep,  are  fixed  either  normally  to  the 
periphery  of  the  wheel,  or  with  a  slight  slope  towards  the 
supply-sluice,  the  angle  between  the  float  and  radius  being 
from  1 5°  to  30°.  The  depth  of  a  float  is  from  one  fourth  to 
one  fifth  of  the  radius  and  should  not  be  less  than  from  12  to 
14  ins.    They  are  from  14  to  r6  ins.  apart,  and  generally  from 
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one  half  to  one  third  of  the  total  depth  of  float  is  acted  upon 
by  the  water. 

Let  Fig.  236  represent  a  wheel  with  plane  floats  workine 
in  an  open  current. 


Flo.  336. 
Let  I',  be  the  velocity  of  the  current. 
Let  u  be  the  velocity  of  the  wheel's  periphery. 
Let  Q  be  the  delivery  of  water  in  cubic  feet  per  secfHid. 
The  water  impinges  upon  a  float,  is  reduced  to  relative  rest, 
and  is  carried  along  with  the  velocity  u.     Thus 

the  impulse  =        (r,  —  u). 


the  useful  work  per  second  =  — u{v^  —  a). 


the  efficiency  =  - 


-  u(v,  —  u) 


2«(t',  —  a) 


g    2 
which  is  «  maximum  and  equal  to  -  when  »  =  -v^. 
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Theoretically,  therefore,  the  wheel  works  to  the  best 
advantage  when  the  velocity  of  its  periphery  is  one  half  of  the 
current  velocity.  Even  then  its  maximum  theoretic  effect  is 
only  50  per  cent,  and  in  practice  this  is  greatly  reduced  by 
frictional  and  other  losses,  so  that  the  useful  effect  rarely 
exceeds  30  per  cent.  Undershot  wheels  with  plane  floats  are 
cumbrous,  have  little  efficiency,  and  should  not  be  used  for 
falls  of  more  than  5  ft. 

Again,  let  A  be  the  water-area  of  a  float,  and  ic  be  the 
specific  weight  of  the  water. 

wQ  is  somewhat  less  than  wAi\ ,  as  there  will  be  an  escape 
of  water  on  both  sides  of  the  float. 

Let  wQ  =  kwAT, ,  /■  being  .some  coefficient  (<  I)  to  be 
determined  by  experiment.     Then 

the  useful  work  per  second  =  AAze--- (ij  —  «), 

''■'^    , 
and  its  maximum  value  =  — v.'a: 

According  to  Bossut's  and  Poncelet's  experiments  a  mean 


the  corresponding  useful  work  being  ^— --- — -  and  the  effi- 


ciency 


125 


3.  Wheels  In  Straight  Race. — Generally  the  water  is  let 
on  to  the  wheel  through  a  channel  made  for  the  purpose,  and 
closely  fitting  the  wheel,  so  its  to  prevent  the  water  escaping 
without  doing  work.  For  this  reason,  also,  the  space  between 
the  ends  of  the  floats  in  their  lowest  positions  and  the  channel 
is  made  as  small  as  is  practicable  and  should  not  exceed  2  ins. 
Hence  k,  and  therefore  also  the-  eflliciency,  will  be  increased. 
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UNDERSHOT  WHEELS  IN  A  STRAIGHT  RACE.  4'9^ 

Assume  the  channel  to  be  of  a  uniform  rectangular  section  and: 
to  have  a  bed  of  so  slight  a  slope  that  it  may  be  regarded  a* 
horizontal  without  sensible  error. 

The  wheel  is  usually  from  24  to  48  ft.  in  diameter,  with  24 
to  48  floats,  either  radial  or  inclined.  The  floats  are  12  to 
20  ins.  deep,  or  about  2  j  to  3  times  the  depth  of  the  approach- 
ing stream.  The  fall  should  not  exceed  4  ft.  Let  the  floats 
be  radial,  Fig.  237. 


Fig.  337. 
Let  A,  be  the  depth  of  the  water  on  the  vp-stream  side  or 

the  wheel. 
Let  Aj  be  the  depth  of  the  water  on  the  lirnvn-stream  side 

of  the  wheel. 
Let  b  be  the  width  of  the  race.     Then 

M,7/,  =  Q=  bh^.  , 

The  impulse  :^  impulse  due  to  change  of  velocity 

+  impulse  due  to  change  of  pressure 
wO  wb 

=  ^(.'',-")+^W-i;') 


=  ?(".-')  +  f(^-i). 
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and  the  useful  work  per  second 

wQ               ,        ivQlK      **\ 
=  impulse  X  »  =  — «C^i  —  «)  -| ,"^^7  ~  ur' 

The  total  available  work  =^^  ^. 

Hence  the  efficiency         =  —dv,  —  «)  +  ^( -' \ 

The  second  term  is  negative,  since  A,  >  A, ,  and  the  maxi- 
mum theoretic  efficiency  may  be  easily  shown  to  be  <  .$. 

Ex.  An  undershot  wlieel  with  siniight  floats  and  weigh mg;  i;.ooo 
lbs.  works  in  a  rectangular  channel  with  horizontal  bed  and  of  the  same 
width  as  the  wheel,  viz.,  4  ft.;  the  stream  delivers  38  cu.  ft,  of  water  per 
second,  and  tlie  efficiency  of  the  wiicel  is  \.  Find  the  relHtion  between 
the  up-stream  (Vi)  and  down-stream  [fi)  veldcities. 

If  the  up-stream  velocity  is  20  ft.  per  second,  find  the  down-stream 
velocity.  If  the  diamclera  of  the  wheel  and  bearings  are  20  ft.  and  4 
ins.,  respectively,  and  if  the  coefficient  of  friction  is  .008,  determine  the 
mechanical  effect, 

28  s=  ^\Vt  s=  ih\u, 

or  A,  =  -     and     A,  =  -. 

If  vi  =  20  ft.  per  second,  tlien 

loo'  \         2S       •>"    I       3 

It  is  found  by  trial  that  u  lies  between  $.9  and  6  and  is  very  approxi- 
mately S-97  ft-  per  second. 

The  total  available  power  =    -^  .  28  .  —  =  10937.$  ft. •lbs.  per.  sec 

Therefore  the  actual  mechanical  effect  =  -(10937.5) 

=  3645-83  ft.-llM.  per  sec 

The  work  absorbed  by  bearing  friction  =  .008  x  1  jooo  x  j.97  x  — 

=  11.94  ft.-lbs.  per  sec; 
The  net  delivery  in  ft.-lbs.  =  364S,83  -  11.94  =  3633-89- 
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Losses. — Four  principal  losses  may  be  considered,  viz. : 
(l)  The  loss  of  !2,  cubic  feet  of  the  deeper  fluid  elements 
which  do  not  impinge  upon  some  of  the  foremost  floats. 
According  to  Gerstner, 

«,  being  the  number  of  the  floats  immersed,  and  c  being  \  or 
%  according  as  the  bottom  of  the  race  is  stra^ht  or  falls- 
abruptly  at  the  lowest  point  of  the  wheel. 

f  2)  The  loss  of  (2,  cubic  feet  of  water  which  escapes  between 
the  wheel  and  the  race-bottom. 

Approximately,  the  play  at  the  bottom  may  be  said  to  vary 
from  a  minimum,  f,  =  BC,  when  a  float  AB  is  in  its  lowest 
position.  Fig.  238,  to  a  maximum,  .5,C,  =  CD  =  B^C^,  when 


Fig.  «38. 
two  floats  A^B^ ,  A^^  are  equidistant  from  the  lowest  position, 
Fig.  238.     Thus  the  mean  clearance 


f,  being  the  wheel's  radius. 
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But  — '  =  distance  between  two  consecutive  floats 
n 

=  2  .  B^D,  very  nearly, 

«  being  the  total  number  of  floats.     Hence 

and  therefore  the  mean  clearance  =  s.-\-  -  — ,'. 
'  ^  4    «' 

Again,  the  difference  of  head  on  the  up-stream  and  down- 
stream sides 

=4.-/,,=i,('-i--4, 

and  the  velocity  of  dischai^e,  7'^,  through  the   clearance  ia 
given  by  the  equation 

v^  =  r*  -  2^(A,  —  A,)  =  v^*  —  25-A,(^'  -  I  J. 

Hence 

a=*,(«>+i^i').v. 

Introducing  .7  as  a  coefficient  of  hydraulic  resistance. 

If  the  depth  of  the  stream  is  the  same  on  both  sides  of  the 
■wheel,  i.e.,  if//,  =  /i^,  then 

IV  =  I',. 
(3)  The  loss  of  Q^cuhic  feet  of  water  which  escapes  between 
the  wheel  and  the  race-sides. 

Let  jj  be  the  clearance  on  each  side.     Then 
0,  =  .7  X  2A|j,i'rf  =  i.4*,j,iv. 
.7  being  a  coefficient  of  hydraulic  resistance. 
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MECHANICAL  EFFECT.  4«3 

(4)  Finally,  if  Wlbs.  is  the  weight  on  the  wheel-jounials, 
the  loss  due  to  journal  friction 

=  ^iW~^u, 

(i  being  the  journal  coefficient  of  friction,  and  p  the  journal 
radius. 

Actual  Delivery, — Thus  the  actual  delivery  of  the  wheel  in 
foot-pounds 

Remarks. — These  wheels  are  most  defective  in  principle, 
as  they  utilize  only  about  one  third  of  the  total  available 
€nergy.  They  may  be  made  to  work  to  somewhat  better 
advantage  by  introducing  the  following  modifications: 

(iz)  The  supply  may  be  so  regulated  by  means  of  a  sluice- 
board  that  the  mean  thickness  of  the  impinging  stream  is 
about  6  or  8  ins.  If  the  thickness  is  too  small,  the  relative 
loss  of  water  along  the  channel  will  be  very  great.  If  the 
thickness  is  too  great,  the  floats,  as  they  emerge,  will  have  to 
raise  a  heavy  weight  of  water.  The  sluice-board  is  inclined 
at  an  angle  of  30°  to  40"  to  the  vertical,  so  that  the  sluice- 
opening  may  be  as  near  the  wheel  as  possible,  thus  diminishing 
the  loss  of  head  due  to  channel  friction,  and  is  rounded  at  the 
bottom  to  prevent  a  contraction  of  the  issuing  fluid.  Neglect- 
ing frictional  losses,  etc. , 

the  useful  effect  =  wq{h  +  ^'^  --]-\  ^^   °^  .'"^^ 
■  ^  2g      2gl        \  due  to  shock 

B  being  the  difference  of  level  between  the  point  at  which  the 
water  enters  the  wheel  and  the  surface  of  the  water  in  the  tail- 
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race,  i.e. ,  the  fall,     fl  is  usually  very  small  and  may  be  negfa— 
live. 

If  the  vanes  are  inclined,  the  resistance  to  emergence  is 
not  so  great,  and  the  fictional  bed  resistance  between  the 
sluice  and  float  is  practically  reduced  to  nil.  With  a  straight 
bed  and  small  slope  (i  in  lo)  the  minimum  convenient  diameter 
of  wheel  is  about  14  h. 

(d)  The  bed  of  the  channel  for  a  distance  at  least  equal  to 
the  interval  between  two  consecutive  vanes  may  be  curved  to 
the  form  of  a  circular  arc  concentric  with  the  wheel,  with  the 
view  of  preventing  the  escape  of  the  water  until  it  has  exerted 
its  full  effect  upon  the  wheel.  When  the  bed  is  curved,  the 
minimum  convenient  diameter  of  wheel  is  about  10  ft. 

An  undershot  wheel  with  a  curb  is  in  reality  a  low  breast 
wheel,  and  its  theory  is  the  same. 

{£)  The  down-stream  channel  may  be  deepened  so  that  the 
Yclocity  of  the  water  as  it  flows  away  becomes  >  t\.  The 
impulse  due  to  pressure  is  then  positive,  which  increases  the 
useful  work  and  therefore  also  the  efficiency. 

{d)  The  down-stream  channel  may  be  widened  and  a  slight 
counter-inclination  given  to  the  bed.  What  is  known  as  a 
standing-wave  is  then  produced,  in  virtue  of  which  there  is  a 
sudden  rise  of  surface-level  on  the  down-stream  side  above 
that  on  the  up-stream  side.  This  allows  of  the  wheel  being 
lowered  by  an  amount  equal  to  the  difference  of  level  between 
the  surfaces  of  the  standing-wave  and  of  the  water-layer  as  it 
leaves  the  wheel,  thus  giving  a  corresponding  gain  of  head. 

(f)  The  introduction  of  a  sudden  fall  has  been  advocated 
in  order  to  free  the  wheel  from  back-water,  but  it  must  be 
borne  in  mind  that  all  such  falls  diminish  the  available  head. 

4.  Poncelet  Wheel  (Figs.  239,  240). —  Thus  undershot 
wheels  with  flat  buckets  have  a  small  efficiency  because  of 
the  loss  of  energy  in  shock  at  entrance  and  because  of  the 
loss  of  energy  carried  away  by  the  water  on  leaving  the 
wheel.     These    losses   have    been    considerably   modified    in 
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PONCELET  lyHEEL. 


Poncelet's  wheel,  which  is  often  the  best  motor  to  adopt  when 
the  fall  does  not  exceed  6^  ft.,  and  which,  in  its  design,  is 


governed  by  two  principles    that    should  govern  every  perfect 
water-motor,  viz, : 

(i)   Thai  the  loss  of  energy  in  shock  at  entrance  should  be 
a  minimum. 
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(2)  T/iat  tke  velocity  of  the  water  as  it  leaves  the  wh^et 
should  be  a  minimum. 

The  vanes  are  curved  and  are  comprised  between  two 
crowns,  at  a  slightly  greater  distance  apart  than  the  vane- 
width  ;  the  inner  ends  of  the  vanes  are  radial,  and  the  water 
acts  in  nearly  the  same  manner  as  in  an  impulse  turbine. 

A  Poncelet  wheel  of  from  10  to  13  ft,  in  diameter  has  36 
floats,  while  for  wheels  of  from  20  to  23  ft.  in  diameter  the 
number  of  floats  is  about  4S.  The  wheels  are  usually  from  lO 
to  20  ft.  in  diameter  and  have  from  32  to  48  floats  which  may 
be  of  plate-iron  or  wood. 

First.  Assume  that  the  outer  end  of  a  vane  is  tangential 
to  the  wheel's  periphery,  that  the  impinging  layer  is  infinitely 
thin,  and  that  it  strikes  a  float  tangentially. 

Let  (i/(Fig.  241)  be  a  float,  and  aq  the  tangent  at  a. 

The  velocity  of  the  water  relatively 
to  the  float  =  7',  —  a. 

The  water,  in  virtue  of  this  velocity, 
.  ascends    on    the    bucket    to    a    height 

U-  —  hV 
Fig.  341-  fig  ^  >-i— —^  then  falls  back  and  leaves 

the  float  with  the  relative  velocity  i',  —  a  and  with  an  absolute 
velocity  t\  —  2«,  This  absolute  velocity  is  nil  when  the  speed 
of  the  wheel  is  such  that  «  =  \i\ ,  and  the  theoretical  height 

of  a  float  is    *ff  =  —    '  .     The   total    available   head  is  thus 

changed  into  useful  work,  and  the  efficiency  is  unity,  or  perfect. 

Taking  R  as  the  mean  radius  of  the  crown  and  »„  as  the 

corresponding  linear  velocity,   the  mean  centrifugal  force  on 

each  unit  of  fluid  mass  is  -~  and  acts  very  nearly  in  the  direc- 
tion of  gravity,  so  that  the  height  fiq  of  a  float  may  be  approxi- 
mately expressed  in  the  form 

n 
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V  being  the  velocity  with  which  the  water  commences  to  rise 
on  the  float. 

Practically,  however,  the  float  is  not  tangential  to  the 
periphery  at  a,  as  the  water  could  not  then  enter  the  wheel. 
Also,  the  impinging  water  is  of  sensible  thickness,  strikes  the 
periphery  at  some  appreciable  angle,  and  in  rising  and  tailing 
on  the  floats  loses  energy  in  shocks,  eddies,  etc. 

Let  the  water  impinge  in 
the  direction  ac.  Fig.  242, 
and  take  ac  =  7/,. 

Take  ad  in  the  direction 
of  and  equal  to  u,  tlie 
velocity  of  the  wheel's  pe- 
riphery. 

Complete  the  parallelo- 
gram bd. 

Then  cd=ah  —  F  is  the 
velocity  of  the  water  rela- 
c  tively  to  the  float. 


Fig.  343.  Fig.  343. 

That  there  may  be  no  shock  at  entrance,  ab  must  be  ; 
tangent  to  the  vane  at  a. 

Again,  the  water  leaves  the  vane  in  the  direction  of  bt 
produced,  and  with  a  relative  velocity  ae  =  ab  =  V. 

Complete  the  parallelogram  de.  Then  ag  (=  v^  is  th< 
absolute  velocity  of  the  water  leaving  the  wheel. 

Evidently  cdg  is  a  straight  line. 

Let  the  angle  cad  =  y,  and  the  angle  bad  =  n  ~  a. 

From  the  triangle  adc. 


yi=  v^-\-u*—2i\u  COS  Y', 


(0 
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1.,'=  P"  +  «>-2F«cosa;  .     .     .     .     (2> 

L^T-T (3) 

»,       Sin  a  "-^ 

From  the  triangle  adg, 

^j»  =  r»  +  «*  +  2  P'k  cos  a.  .     .     ,     .     (4) 
By  equations  (i),  (2),  and  (4), 

-'     ^     ^    =  —  2Vu  cos  a.=  V*  —  F'*  —  «*  =  2«(l',  cos  y  —  »)^ 

Therefore  the  useful  work  per  second 

=  --2w(;',  cos  >'  -  a) (5) 

■   _, .     .                                   ,            ,          wQ  v.*  cos*  V 
This   15   a    maximum   and    equal    to      —  — wheft 

u  =  -*- — ■ — -,  and  the  maximum  efficiency  is  cos"  y.     Hcncc» 
too,  the  angle  add  =  90°,  and,  by  Fig,  243, 

'hd       2pd 
tan(^-«)  =  -^=-^=2tany.        .      .     (6) 


~  =  ^^-  =  sec(«~«} (7> 

The  efficiency  is  perfect  My  is  nil,  and  therefore  a:=  180°. 
Practically  this  is  an  impossible  value,  but  the  preceding  cal- 
culations indicate  that  y  should  not  be  too  large  (usually 
<  30°),  and  that  the  speed  of  the  wheel  should  be  a  little  less 
than  one  half  of  the  velocity  of  the  inflowing  stream. 

Take  y  =  15°  as  a  mean  value.     Then 

?i  =  I'j  X  -484,  and  the  efficiency  =  .993. 
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The  best  practice  indicates  the  rdatio^  iii/,  =  2ou.  It 
must  be  borne  in  mind  that  the  theoty  ^pUes  to  one  elemen- 
tary layer  only,  say  the  mean  layer,  and  that  all  the  other 
layers  enter  the  wheel  at  angles  difTeria^  frooi  1 5",  thus  giving 
rise  to  "losses  of  energy  in  shock."  The  losses  of  energy  in 
frictional  resistance,  eddy  motion,  etc.,  in  the  vane-passages 
have  also  been  disregarded.  Tangential  entrance  is  not  possi- 
ble in  practice  and  the  efficiency  docs  not  exceed  .65  for  falls 
up  to  4  ft.,  is  .60  for  falls  of  from  4  to  5.  j  ft.,  and  is  from  .55 
to  .50  for  falls  of  from  5.5  to  6.5  ft.  The  greater  efficiency  of 
the  Poncelet  wheel,  as  compared  with  wheels  having  flat 
buckets,  very  clearly  shows  tfie  importance  of  bringing  the 
water  on  to  the  wheel  in  such  a  manner  as  to  avoid  loss  of 
energy  in  shock  aad  in  the  producbioa  of  eddies.  The  layers 
of  water,  Sowing  to  the  wheel  under  an  adjustable  sluice  and 
with  a  velocity  very  neaj'ly  equal  to  that  due  to  the  total  head, 
may  be  all  made  to  enter  at  angles  afaproxianately  equal  to 
15°,  and  the  corresponding  losses  in  shock  reduced  to  a  mini- 
mum by  forming  the  course  as  fojiows : 

The  first  part  of  the  course  FG,  Fig,  244,  is  curved  in  such 


Fto.  344- 


a  manner  that  the  normal  Pfr  at  any  point  fi  makes  an  angle 
of  I S"  with  the  radius  of-  The  water  moves  sensibly  parallel 
to  the  bottom  FG,  and  therefore  in  a  direction  at  right  angles 
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to  pr.  Hence  at  t/  the  direction  of  motion  makes  an  angle  of 
IS"  with  the  tangent  to  the  wheel's  periphery.  U or  is  drawn 
perpendicular  to  //■,  then  or  =  p^  sin  [5°  =  a  constant. 

Thus  the  normal  pgr  touches  at  r  a  circle  concentric  with 
the  wheel  and  of  a  certain  constant  diameter. 

The  initial  point  ^of  the  profile  FG  is  the  point  in  which 
the  tangent  to  this  circle,  passing  through  the  upper  edge  of 
the  siuice-opening,  cuts  the  bed  of  the  supply-channel. 

Let  d  be  the  depth  of  the  crown  or  shrouding,   i.e.,    the 
normal    distance   between   the  oliter  and   inner 
peripheries  of  the  wheel. 
Let  b  be  the  width   and  /  the  thickness  of  the   sheet  of 

water  entering  the  wheel. 
Then,  disregarding  the  thickness  of  the  floats,  the  capacity 
of  the  portion  of  the  wheel  passing  in  front  of  the  entering 
stream  per  second    is   approximately  bdu„.     Practically,   the 
whole  of  this  space  cannot  be  occupied  by  the  water  and 

mbdu„  =  Q  :=  btv^ ', 
m  being  a  coefficient  varying  from  i  to  |. 

Thus  /,  the  thickness  of  the  stream,  =  md-^ 


If  the  efficiency  is  a  maximum,  j\  cos  y  =  2«,  and  then 


The   head    over  the    mean   water   layer    at  the   point   of 
entrance 

2 
/f  being  the  available  fall.      Hence 


,^c^2g{H-^) 


I 
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an    average   value   of  c^   being   .9,    and   if,   as  according   to 
Grashof,  H ^  i6t, 


v,  =  c,^: 


U'fi .  '-. 


Morin  makes  the  radius  (/•,)  of  the  wheel  from  two  to  three 
times  the  depth  (1^)  of  the  crown,  and  Poncelet  considers  that 


indeed,  to  prevent  the  water  from  rising  over  the  top  of  the 
floats,  d  should  be  from  -  -  to  -H,  and  therefore  r^  from  Hto 

2//,  the  latter  being  often  adopted  in  practice. 

The  area  of  the  sluice-opening  usually  varies  from  i  .25^/ 
to  1.3^/. 

The  inside  width  of  the  wheel  is  about  {b  +  J)  ft. 

If  A,  is  the  angle  subtended  at  the  centre  0  of  the  wheel 
by   the    water-arc    between    the  .  ^ 

point  of  entrance  a  and  the 
lowest  point  C,  Fig.  245,  of  the 
wheel,  and  if  aq'  is  drawn  hori- 
zontally, then  Aq'  is  approxi- 
mately the  height  of  the  float, 
and  the  theoretic  depth  d  of  the 
crown  is  given  by 

d  =  AC  =■  Aq'  ~|-  Cq' 
=  Aq'  +  0C-  Oq' 
V* 


^u+^- 


-  +  r,(l  —  cos  X). 


In  practice  it  is  usual  to  increase  this  depth  by  /,  the  thick- 
ness of  the  impinging  water-layer,  and  therefore 
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r,  +  '-.("-C05*)  +  '- 


R 


The  buckets  are  usually  placed  about  I  ft.  apart,  measured 
along  the  circumference,  but  the  number  of  the  buckets  is  not 
a  matter  of  great  importance.  There  are  generally  36  buckets 
in  wheels  of  lO  to  14  ft.  diameter,  and  48  buckets  in  wheels 
of  20  to  23  ft.  diameter. 

It  may  be  assumed  that  the  water-arc  is  equally  divided  by 
the  lowest  point  C  of  the  wheel,  so  that 

the  length  of  the  water -arc  =  2Xr,  =  zuT, 

T  being  the  time  of  the  ascent  or  descent  of  the  water  in  the 

bucket. 

•  In  the  middle  position,  the  upper  end  of  the  bucket  should 
be  vertical,  and  if  the  float  is  in 
the  form  of  a  circular  arc,  its  radius 
r' =  d  sec  (ir  —  a),  a  being  the 
angle  between  the  bucket's  lip  and 
the  wheel's  peri|^ery. 

The  time  of  ascent  or  descent  ts 
also  given  by 


T  = 


g^  -|-  sin  0 
16 


v- 


f  +  -3 


:  V'cos  {n 


a). 


5.  Efficiency  corresponding  to  a  Minimtim  Velocity  of 

JAatboTge^v^). — From  Fig.  242, 

sin  y  ^  ao  (=  ^g)  __  i(>^ 
sin  aod  ad  u 

Hence  for  any  given  values  of  u  and  y,  v^  is  a  mkiiauiin 
when  sin  aod  is  greatest,  that  is,  when  aod=  90°,  or  ag  is  at 
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right  angles  to  <i^.     Then  also  ad  =  at  —  ab,  oi  u  =  V,  and 

ac  bisects  the  angle  bad.     Thus 

7',  =  2«  cos  Y    and     f,  =  2a  sin  y. 

The  useful  wor4c 

W     7',*  —  7','       W  W  V*  cos  2>' 

_  _  _  _  -J i  =  — aw*  cos  2y  =; — -i — . 

^  2  ^  '         g    2    zo/^y 

The  total  available  work 

Therefore  the  efficiency,  i;,  = 1-^, 

»nd  the  H .  P.  of  the  wheel         =  ^^^. 

Experience  indicates  that  tJie  most  favorable  vahie  for  u 
lies  between  .51',  and  .(t7\,  and  that  the  average  value  of  the 
efficiency  is  about  60  per  cent. 

Although,  under  normal  conditions  o(  working,  the  effi- 
ciency of  a  Poncelet  wheel  is  a  little  less  than  that  of  the  best 
turbines,  the  advantage  is  with  the  former  when  working  with 
a  reduced  supply. 

Ek.  To  design  a  Poncelet  wheel  for  a  fall  of  4I  ft.  and  a  water-supply 
of  24  cu.  ft.  per  second.  Uikin;,  as  a  first  approximation,  j-'  =  A*  =  so*. 
Mean  vtloeity  (f.)  at  point  of  admission : 

V,  =  .^y  ig  .  4*  -  ^  =  '50329  ft-  per  sec. 
Best  speed  of  periphery : 

«  =  -*i  CO!  20*  =  7.06318  ft.  per  sec 

L/p  angle  a  ; 

tan  (*  —  a)  =  2  un  20*  =  .728, 
and  ■■  -  a  =  36-  3'.     or     a=  143*  5/. 

Vahuof*: 

sin^=t'co3  36-3'  =  .«99i7, 
and  <^  =  izi'JCf  =  ii8*.i. 
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34  EXAMPLE. 

Relative  velocity  ( V)  at  admission  : 

r  =  w  KC  36*  3'  =  8.7361  ft.  per  sec. 
Value  of  ri.    Talcing,  as  a  first  approximation, 

R  =  rx=i  yd,  u,  =  u,  and  A*  =  20",  llien 
/  =  rf  sec  36*  3'  =  r,  X  .41 23,  and 
128.  [ 


".ito' 


,  =  7.063.8^^^ 


0-)  +  / 
•'32  +  '^  ■ 


which  gives  r,  =  7.445  ft.,  or,  aay,  7i  ft. 

Depth  (d)  of  crown.     Takin);,  ii<i  an  approximation,  »i=»and  Rs= 

2       (8.736I1' 

— ;7i;^j78?  +  ^*<' 

=  '-7755  +  /=  1.8  ft.,  suppose. 
J/ffr^  correct  radius  of  float: 

r-  =  1.8  sec  36' 3' =  2.226  ft. 
Vabtts  of  R  and  Mi  : 

^  =  7,S-i(i.8)  =  6.6fl. 

u,  =  — «  =  -1-7.06318  =  6.2156  fl.  per  sec. 
More  correct  value  of\ ; 


V 

"    ,80    ^  »'"  '" 

/^ 

=.226 

A  .  7i  ^  7.06318- 

16  " 

Vs.. 

(6.2. 56)' ■ 
6.6 

w                   A  =  .298479. 
and             A*  =  17M. 

Tkickntss  (/)  of  stream 

'  =  I 

1.8                  6.6 

=     .372    ft. 

WiMh(b)  of  wheel! 

i  =s 

24 

4.19   ft. 

.372  X  15.03^9 

Time  ( 7^  of  ascent  or  descent  of  viater  01 

.  float: 

r=x'^ 

=  -'«*";i3.8 

=  .317  sees 

Number  of  .floats  (A^. 

If  spaced  i  ft.  apart. 

N  = 

i«  .  7i  =  471.  or 

.  say,  48. 
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FORM  OF  BUCKET. 
Theoritical  maximunt  povttr  of  iphei!  ^ 

=  —24(7,06318)'  =  ■46?9,AJt.-lbs.  per  sec. 
Total  available  power 

=  62I  .  34  .  4}       =  6750  ft.-lbs.  per  sec. 

~    67  SO   ~ 


Efficiency 


=  »9* 


6.  Form  of  Bucket. — The  form  of  the  bucket  is  arbitrary, 
and  may  be  assumed  to  be  a  circular  arc.  In  practice  there 
are  various  methods  of  tracing  its  form. 

Method  I  (Fig.  247).  The  tangent  am  to  the. bucket  at 
a  makes  a  given  angle  a  with  the  tangent 
at  a  to  the  wheel's  outer  periphery.  The 
radius  of  is  also  a  tangent  to  the  bucket 
at/..  If  the  angle  aof'xs  known,  the  posi- 
tion of/ on  the  inner  periphery  is  at  once 
fixed,  and  the  form  of  the  bucket  can  be  . 
easily  traced. 

Let  the  angle  aof  =  x.  Join  af  and 
let  the  tangents  to  the  bucket  at  a  and 
/meet  in  m.     Then 

the  angle  oam  =  a  —  90°, 
"       "      oma  =  1 80°  ~  oam  —  aom  =  2  70°  —  a  ■ 
"       "      tftfa  =  the  angle  >/ia/=  J(i8o°  —/ma) 


Fig.  347. 


Let  r, ,  y,  be  the  radii  of  the  outer  and  inner  peripheries  of 
the  wheel.     Then 

.    /«  +  ^ 

,  .        ,        sm  I - 

#-j      oa      sin  ofa      sin  mfa  _        \     2 

■  Tj  ~  ef~  sin  oaf  ~*  sin  oaf  ~    .    ta  —  x 


-^ 
-«•)• 


since  the  angle  oa/=  oam  —  maf  = 
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'". +  '■1       ■    !'*         =      ■*^   ,     ■    ^«         o      ■*^\ 
sm(-~4S"+^+sm(^--4S"--) 


tan  (-  -  45° 


aii  w}tidtiDn  giving  ^ . 

The  point  o'  in  which  the  perpendicular  o'fto  .y  meets  the 
perpendicular  o'a  to  am  is  the  centre  of  the  circular  arc  required, 
and  o'f  {=  o'a)  is  the  radius. 

METttOCt  II  (Fig.  248).  Take  mad=  150°,  and  iri  ma 
produced  take  ak  =  of.  With  k  as  centre  and  a  radius  equal 
to  ao  describe  the  arc  of  a  circle  intersecting  the  inner  periphery 
in  the  point  f.  Join  kf,  of,  and  of.  The  two  triangles  oof 
and  akf  are  evidently  equal  in  every  respect,  and  therefore  the 


Fro.  148.  Fio-  »49- 

angle  kaf  is  equal  to  the  angle  o/a.  Drawing  m'  at  right 
angles  to  ak  and/t>'  tangential  to  the  periphery  at/,  the  angle 
o'af  {=  kaf  ~  90°)  is  equal  to  the  angle  o'fa  (=  ofa  —  90°), 
and  therefore  o'a  =  o'f.  Thus  o'  is  the  centre  of  the  circular 
larc  required,  and  o'a  (=  o'f)  is  the  radius. 


.vCootjIc 


SLUICES. 


13T 


Method  III  (Fig.  249}.  Let  the  bed  with  a  slope  of",  say, 
I  in  10  extend  to  the  point  c,  and  then  be  made  concentric 
with  the  wheel  for  a  distance  cc  subtending  an  angle  of  3P'* 
at  the  centre  of  the  wheel.  Let  the  mean  layer,  half  way 
between  the  sloping  bed  and  the  surface  of  the  advancing 
water,  strike  the  outer  periphery  at  the  point  f.  Draw  fk 
making  an  angle  of  23°  with  of,  and  take^-t  equal  to  one  half 
or  seven  tenths  of  the  available  fall,  k  is  the  centre  of  the 
circular  arc  required,  and  ^is  its  radius. 

7.  Sluices. — The  water  is  rarely  admitted  to  the  wheel 
without  some  sluice  arrangement,  which  may  take  the  form  of 
an  overfall  sluice  {Fig.  250), 
an  underflow  sluice  (Fig.  251), 
or  a  bucket  or  pipe  sluice 
(Fig,  252)- 

The  pipe  sluice  is  especially 
adapted  for  a  varying  supply, 
being  provided,  for  a  certain 
vertical  distance,  with  a  series 
of  short  tubes,  so  inclined  as 
to  insure  that  the  water  enters 
the  wheel  in  the  right  direc- 
tion. Taking  .85  as  the  mean 
coefficient  of  hydraulic  resist- 
ance for  these  tubes,  the  head 
h^  required  .  to  produce  the 
velocity  of  entrance  v^  is 

and  if  //  is  the  total  available 
&11, 

=  remainder  of  fall  available  for  pressure-work. 
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The  profile  AB  m  an  overfall  and  an  underflow  sluice 
should  coincide  with  the  parabolic  path  of  the  lowest  stream- 
lines of  the  jet.  The  crest  of  the  overfall  should  be  properly 
curved,  and  the  inner  edges  of  the  underflow  opening  should 
be  carefully  rounded  so  as  to  eliminate  losses  due  to  contrac- 
tion. 

The  underflow  sluice-opening  should  also  be  normal  to  the 
axis  of  the  jet. 

Let  ^u  be  the  head  above  the  crest  of  an  overfall  sluice. 
Then 

Q  =  %:6,  ^/zghy 

Sj  being  the  width  of  the  crest,  and  c  the  coefficient  of  dis- 
charge.    The  width  ^,  is  usually  3  or  4  ins.  less  than  the  width 
rf,  of  the  wheel. 
\From  this  equation 

/ 

and  the  depth  of  water  over  the  crest  or  lip  is  usually  about 
^  ins. 

\   Again,  the  head  A,  (=  CD)  required  to  produce  the  velocity 
z/j  at  the  point  of  entrance  B  is 

CD  =  h,  =  ' '  -'   , 

ID  per  cent  being  allowed  for  loss  due  to  friction. 
■     Thus  the   height  of  the  crest  A   above  B,   the  point   of 
ehtrance, 

=  AD=CD-CA  =A^-A, 
102^      \2cb^t/2£'- 
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But  BA  is  a  parabola  with  its  vertex  at  A,  and  therefore, 
if  B  is  the  angle  between  the  horizontal  BD  and  the  tangent' 
BT^  the  parabola  at  B, 

2g  lO  2g         ^2C0,  y2g' 

Also, 

„„       V,  sin  2C 
BD=    '       — . 

The  head  available  for  pressure-work 

=  D£  =  FC;  =  H  ~  A,. 

Let  a  be  the  angle  between  BT  and  the  tangent  to  the 
wheel's  periphery  at  B.     Then 

a  +  I?  =  the  angle  BOF, 

BO  being  the   radius  to  the  centre  of  the  wheel  a.nd  OFG' 
vertical. 

If  the  lowest  point  C  of  the  wheel  just  clears  the  tail-race, 
the  head  available  for  pressure-work 

=  ^  -  A,  =  FC  =  00'  -  OF 

=  r,(i  -  cos  BOF)  =  2r,  sin*  ^^. 

r,  being  the  radius  to  the  outer  periphery  of  the  wheel. 
If,  again,  the  water  enters  the  wheel  tangentially, 

a  =  o,  and  the  angle  BOF  =  (?, 


If  the  sluice-opening  is  not  at  the  vertex  of  the  parabola, 
the  axis  of  the  opening  should  be  tangential  to  the  parabola. 
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44°  BREAST   WHEELS. 

8.  Breast  Wheels. — These  wheels  are  usually  adopted  for 
falls  of  from  5  to  15  ft.,  and  for  a  delivery  of  from  5  to  80  cu. 
ft.  per  second. 

The  diameter  should  be  at  least  1 1  ft.  6  ins.,  and  rarelv- 
exceeds  24  ft.  The  velocity  (w)  of  the  wheel's  periphery  is 
generally  from  3J  ft.  to  5  ft.  per  second,  the  most  useful 
average  velocity  being  about  4^  ft.  per  second. 

The  width  of  the  wheel  should  not  exceed  from  8  to  10  ft. 

It  is  of  great  importance  to  retain  the  water  in  the  wheel  as 
long  as  possible,  and  this  is  effected  either  by  introducing  the 
water  at  the  inner  periphery.  Fig,  253,  or  by  surrounding  the 


Fig.  954. 

water-arc  with  an  apron,  or  a  curb,  or  a  breast.  Fig.  254. 
which  may  be  constructed  of  timber,  iron,  or  stone.  In  this 
case  the  buckets  may  be  plane  floats,  as  the  curb  retains  the 
water,  but  they  should  be  set  at  an  angle  to  the  periphery  of 
the  wheel,  so  as  to  rise  out  of  the  water  with  the  least  resist- 
ance. 

Wheels  with  curbs  are  designated  as  hi^/i  breast,  breast, 
or  low  breast  according  as  the  water  peaches  the  wheel  near 
the  summit,  middle,  or  bottom,  while  if  there  is  no  curb  they 
S|re  termed  overshot,  middle-shot,  and  undershot,  respectively. 

The  depth  of  a  float  should  not  be  less  than  2.3  ft.,  and 
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the  space  between  two  consecutive  floats  should  be  filled  to  at 
least  one  half,  and  even  to  two  thirds,  of  its  capacity.  The 
head  (measured  from  still  water)  over  the  sill  or  lip  should  be 
about  9  ins. 

The  play  between  the  outer  edge  of  the  floats  and  the  curb 
varies  from  J  in.,  in  the  best  constructed  wheels,  to  2  ins. 

The  distances  between  the  floats  is  from  ij  to  i|  times  the 
head  over  the  sill  for  slow  wheels,  and  a  little  more  for  quick 
wheels. 

Breast  wheels  are  among  the  best  of  hydraulic  motors, 
having  an  efliciency  which  may  be  as  great  as  80  per  cent. 
The  efficiency  is  usually  about  70  per  cent  for  a  fall  of  about 
8  ft. ,  and  50  per  cent  for  a  fall  of  4  ft, 

9.  Speed  of  Wheel. — The  water  leaves  the  buckets  and 
flows  away  in  the  race  with  a  velocity  not  sensibly  diflerent 


Fia.  ass. 

from  the  velocity  «  of  the  wheel,  which,  in  practice,  is  usually- 

about  f«if  half  oi  the  velocity  ^—'1  with  which  the  v/ater  enters 

the  wheel. 

Let  b  be  the  width  of  the  wheel. 

Let  X  be  depth  of  the  water  in  the  lowest  bucket. 


;ti  by  Google 


442  MECHANICAL  EFFECT  OP  BREAST  WHEELS. 

Allowing  for  the  thickness  of  the  buckets,  the  play  between 
the  wheel  and  curb,  etc.. 


c   being   an    empirical    coefHcient    whose    average   value    is 
about  .9.     Hence 

10  Q 

»  =  —  7—. 

9  dx 

In  practice  b  is  often  taken  to  be  —  to  --.    It  is  important 
15       25 

that  i  should  be  as  small  as  possible  and  hence  x  should  be 

as  large  as  possible,  its  value  being  usually  i  J  ft.  to  2  ft. 

It  must  be  borne  irt  mind,  however,  that 'any  increase  in 
the  value  of  x  will  cause  an  increase  in  the  weight  of  water 
lifted  by  the  buckets  a?  they  emerge  from  the  race,  and  will 
therefore  tend  to  diminish  the  efficiency. 

10.  Mechanical  Effect. — Theoretically,  the  total  mechanical 
effect 

H  being  the  fall  from  the  suriace  of  still  water  in  the  suj^ly- 
channel  to  the  surface  of  the  water  in  the  tail-race. 
This,  however,  is  reduced  by  the  following  losses: 
(rt)  Owing  to  frictional  resistance,  etc.,  there  is  a  loss  of 


'  being  approximately  j'j  to  ^V- 

The  head  required  to  produce  the  velocity  7',  at  entrance 

=  c  +  -)^^-  .: 
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(dj  Let  a/,  Fig.  256,  represent  in  direction  and  magnitude 
r,  the  velocity  of  the  water 
entering  the  bucket.  ' 

Let  ad,  in  the  direction  ■ 
of  the  tangent  to  the 
wheel's  periphery,  repre- 
sent the  velocity  u  of  tlje 
periphery  in  direction  and 
magnitude.  *' 

Complete  the  parallelo-  ^^f^-  "S*. 

gram  6ti.  Then  ad  evidently  represents  the  velocity  f  of  the 
water  relatively  to  the  wheel.  This  velocity  V  is  rapidly 
destroyed,  the  corresponding  loss  of  head  being 


(■) 


V^ .     «*  +  T',*  —  2(fi'j  cos  y 
2g~  V"        ~'    ' 

y  being  the  angle  daf. 

Assuming  that  the  water  enters  the  race  with  a  velocity 
equal  to  u,  the  speed  of  the  wheel,  the  theoretical  useful  work 
per  pound  of  water  per  second  due  to  impact 

>■,'     ^-     "'     ", 

=   ^  —  —  —  —    =  —\v,  cos  Y  —  «)t 

...    .                .                 ,        I',*  cos'  y       «* 
which  IS  a  maximum  and  = =  — , 

when  7\  cos  y  =  2a. 

In  practice  y  is  usually  about  30°,  and 


corresponding  to  the  relation  47/  =  V^7', ,   or  u  =  .4331',. 

To   diminish   as   much   as  possible    the  loss  in    shock,  at 

V 
entrance  due  to  the  dissipation  of  the  energy  —  in  eddy  motion, 

the  direction  ad  of  the  relative  velocitj-  ('  should  be  parallel  to 
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the  arm  or  tangential  to  the  lip  of  the  bucket  and  should  therc~ 
Jare  be  approximately  at  right  angles  to  the  wheel's  periphery. 

If,  at  the  point  of  entrance,  the  inlet  lip  is  the  lowest  point 
of  the  bucket,  the  water  flows  upwards,  and  the  relative  velocity 
V,  instead  o{  being  wholly  destroyed  in  eddy  motion,  is  par- 
tially destroyed  by  gravity.  This  latter  is  again  restored  to 
the  water  on  its  return,  and  increases  the  wheel's  efficiency. 

For  a  given  speed  (k)  of  the  wheel,  the  velocity  (i/J  with 

which  the  water  should  reach  the  wheel  in  order  to  make  the 

V* 
loss  of   ■       a  minimum  is  found  by  making  dV  =:  o  in  eq.  (i), 

and  then 

O  =  v^  .  dVy  —  u  cos  y  .  dv^ , 
or  I',  =  w  cos  y. 

This  is  an  impossible  relation,  as  it  makes  t\  <  ti  and  the 
useful  work  negative.  In  fact  the  angle  afd  (=  baf)  in  such 
case  would  be  90°,  and  the  direction  a/"  of  %\  would  be  prac- 
tically tangential,  so  that  no  water  would  enter  the  wheel. 

Again,  for  a  given  velocity  x\  of  the  water  as  it  reaches  the 

wheel,  the  speed  of  wheel  \ 
a  minimum  is  given  by 

o  =.  u  .  dit  —  7',  cos  Y  •  ^"i 
or  H  =  Vj  cos  y. 

I  impossible  relation,  as  it  makes  the  useful 
work  ml. 

It  will  be  found  advantageous  to 
use  curved  or  polygonal  buckets  and 
not  plane  floats.  A  bucket,  for  ex~ 
ample,  may  consist  of  three  straight 
^portions,  ab,  be,  cd,  Fig.  257.  Of 
these  the  inner  portion,  cd,  should  be 
radial ;  the  outer  portion,  ab,  is  nearly 
normal  to  the  periphery  of  the  wheel,  and  the  central  portion. 
be,  may  make  angles  of  about  135°  with  ab  and  cd. 


This  i 


Fig.  as7- 
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Disregarding  all  other  losses,  the  theoretical  delivery  of 
the  wheel  in  foot-pounds 

whpre   hj  =  total   fall  —  fall    (hj)    required   to   produce    the 
velocity  T,. 

If  7  be  the  efficiency,  then,  according  to  the  results  of 
Morin's  experiments, 

rj  =  .40  to  .45  if  A^  =  -ff; 
*l  =  .42  to  .49  if  A,  =  ~H; 
tf  =  .47  if  A,  =  -H\ 

v= .%%  \Ui,  =  hi. 

{c)  There  is  a  loss  of  head  due  to  frictional  resistance  along 
the  channel  in  which  the  wheel  wttrks. 

Let  /  =  length  of  the  channel  \ox  curb). 

Let  /  =  thickness  of  water- layer  leaving  the  wheel. 

Let  b  =  breadth  of  wheel. 

The  mean  velocity  of  flow  in  this  curb  channel  is  approx- 
imately ~u.  and  the  loss  of  head  due  to  channel  friction 


~^     bt       ig'-i-^     bt     2/' 

where/=  coefficiency  of  friction,  ^ -1- 2^  =  wetted  perimeter, 
ht  =  water  area,  and  y  being  30°. 

(d)  There  is  a  loss  of  head  due  to  the  escape  of  water  over 
the  ends  and  sides  of  the  buckets. 

Let  s,  be  the  play  between  the  ends  of  the  buckets  and  the 
channel. 
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Let  s^  be  tlie  play  at  the  sides,     (j,  =  j, ,  approximately.) 
Let   ^i ,    5, ,  ...  5.   be  the  depths  of  water  in  a  bucket 
corresponding    to    «  successive    positions    in    its 
descent  from  the  receiving  to  the  lowest  point. 
Let  /,,/,,.../,  be  the  corresponding  water-arcs  meas- 
ured along  the  wheel's  periphery. 
The  orifice  of  discharge  at  end  of  a  bucket  =  bsy 
The  mean  amount  of  water  escaping  from  a  bucket  over  its 
end 

=  cbs^  Vzg '-^ ^-^ -, 

c  being  the  coefficient  of  discharge. 

The  water  escapes  at  the  sides  as  over  a  series  of  weirs, 
and  the  mean  amount  of  water  escaping  from  a  bucket  over  the 
sides 

2        ■   ,~l.  t/jT,  +  /,  f'Z  +   .    .    .   /,  ^T, 

=  ^  X  r^  ^^^         «- — ^- 

Hence  the  total  loss  of  effect  from  escape  of  Water 


+  34'.*'-.  +  '.'^.+  ---'.*^)f 


per  sec,  h  being  the  vertical  distance  between  the  point  <rf 
entrance  and  the  surface  of  the  water  in  the  tail-race 


(c)  There  is  a  loss  of  head  due  to  journal  friction. 

Let  W  =  weight  of  wheel. . 

Let  ic,  =  weight  of  water  on  the  wheel. 

Let  »■,  =■  radius  of  wheel 's  outer  periphery. 

Let  r'    —  radius  of  axle. 
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Loss  per  second  of  mechanical  effect  due  to  journal  friction 

r  being  the  coefficient  of  journal  friction. 

There  is  a  loss  of  mechanial  effect  due  to  the  resistance  of 
the  air  to  the  motion  of  the  floats  (buckets),  but  this  is  prac- 
tically very  small,  and  may  be  disregarded  without  sensible 
error  A  deepening  of  the  tail-race  produces  a  further  loss  of 
efiTect,  and  should  only  be  adopted  when  back-water  is  feared. 

Hence  tke  total  actual  mechanical  effect,  putting 

^-».e(^,^+ '-^^ — ) 

— «(»,  cos  Y  —  u) 
b  A-  2t  Av*  wh  r" 

- "'2^-^,   its" *^^*"ir^~ i'iw+«A-u 

I  — .wZ\l  — — -~-v?\      wQ, 

=  \^Q-c</Tg—)\H-  1  +  >-jy+  -^'(n  cos  y-  «) 

Hence  for  a  given  value  of  w,  the  mechanical  effect 
(omitting  the  last  term)  is  a  maximum  when 

«  =  "'— 2--(=  -433  X  !■, ,  if  K  ^  30°)- 

In-  practice  the  speed  of  the  wheel  is  made  about  one  half 
of  the  velocity  with  which  the  water  enters  the  wheel. 

Kor  a  given  speed  of  wheel,  and  disregarding  the  loss  of: 
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effect  due  to  curb  friction,  which  is  always  small,  the  mechan- 
ical effect  is  a  maximum  for  a  value  of  f,  given  by 


U-^^v*^)^:-,+- 


V  COS  Y 


=  o, 


(.+.)(. 


Ci^2^ 


The  loss  by  escape  of  water,  viz.,  c  ^-zg   ,  varies,  on  an 

average,  from  lo  to  15  per  cent  of  the  whole  supply,  so  that 

,_Z  Q        3(2 

£  r2jr—  varies  from  —  to  —  . 

■*  «  10        20 

Ex.  The  buckets  of  a  low  breast  whed,  of  34  ft.  diameeer,  are  half 
filled  with  water  which  flows  from  a  flume  through  a  vertical  rectangular 
sluice-opening  at  the  rate  of  1;  cu.  ft.  per  second.  The  linear  speed  of 
the  wheel's  periphery  is  j  ft.  per  second.  At  the  point  of  admission 
the  inflowing  jet  has  a  velocity  of  10  ft.  per  second  and  makes  an  angle  of 

O 


Tig.  as8. 


30°  with  the  rim.  The  total  available  faHis  84  ft.  Find <«> tile fpoirition 
of  the  point  of  admission ;  {t)  the  work  done  by  iiapact  m4  wajflbt ; 
(c)  the  position  and  dimensions  ot  the  sluice-opening,  the  deptk  oCttae 
shroodifigbeir^  12  tng. 
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(a)  Let  OB  be  the  radius  to  the  point  o[  admission  B,  and  let  0  be 
its  inclination  to  the  vertical. 

Draw  the  vertical  OG  and  the  horizontal  SF. 

Theoretically,  hi ,  the  head  required  to  develop  a  velocity  of  to  ft.  per 
second, 

=  l~=  1 1*1  it- 
64 
Then  81  —  i^i  =  f>\\  Ct.  =  head  available  for  work  by  weight 
=  the  vertical  fall  on  the  wheel 
=  FG. 

OF       13  —  641 
Therefore      cos  0  =  ^  = -^^-^  =  .4a'87S- 

and  0  =  65°  3',  defining  the  position  of  B, 

(i)  The  useful  theoretical  work  done  by  Impact 

=  ^'S-S(iocos30*  -  5)=  536.133ft.-lb8. 
The  useful  theoretical  work  done  by  weight 
=  6Ji  .  IS  .  6H  =  6503.906  ft.-lbs., 
and  the  combined  useful  work  =  7040.039  ft.-lbs. 

(f)  Let  A£>,  BD  be  the  vertical  and  horizontal  distances  of  the  lift 
A  from  B. 

The  angle  between  the  direction  of  Vt  at  B  and  the  horizontal 
=  0  -  30'  =  35°  3' 


Therefore 

AD  = 

^61^'" 

'  35"  3' 

= 

•S'S33''. 

and 

BD  = 

10*     . 
64   *'" 

70*6' 

= 

1.469a  ft. 

Again,  the  width  of  the  wheel 

=  — 

'S 

:  =  6  ft.. 

and  the  width  of  the  sluice  may  be  taken  lo  be  about  3  ins.  less 
than  this,  or  5!  ft.  The  head  over  the  lip  =  i^»  —  S'SSS  =  i-0472; 
the  average  velocity  of  flow  through  the  sluice  =  .  9  +^64  x  1.0472  = 
7,3656  ft.  per  second,  and  the  depth  of  the  sluice'Opening  =  — —  -  -  ,  > 
=  .354  ft. 

II.  Sagebien  Wheels,  Fig.  259,  have  plane  floats  inclined 
to  the  radius  at  from  40°  to  45°  in  the  direction  of  the  wheel's 
rotation.  The  floats  are  near  together  and  sink  slowly  into 
the  fluid  mass.  The  level  of  the  water  in  the  float- passages 
gradually  varies,  and  the  volume  discharged  in  a  given  time 
may  be  very  greatly  changed.     The  efficiency  of  these  wheels 
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is  over  So  per  cent,  and  has  reached  even  90  per  cent.       The 
action  is  almost  the  same  as  if  the  water  were  transferred  from 


Fig.  359> 
the  upper  to  the  lower  race,  without  agitation,  frictional  resis- 
tance, etc.,  flowing  away  without  obstruction  into  the  tail-race. 

12.  Overshot  Wheels. — Since  the  introduction  and  develop- 
ment of  the  turbine  these  wheels  have  become  almost  obsolete. 
They  have  been  considered  among  the  best  of  hydraulic  motors 
for  falls  of  8  to  70  ft.  and  for  a  delivery  of  3  to  25  cu.  ft.  per 
second,  and  have  proved  especially  useful  for  falls  of  I2  to 
20  ft.  The  efficiency  of  overshot  wheels  of  the  best  construc- 
tion is  from  .70  to  .85. 

The  thickness  of  the  sheet  of  water  passing  through  the 
sluice  on  to  the  wheel  rarely  exceeds  4  or  5  ins.,  and  is  often 
less  than  2  ins. 

If  tlie  level  of  the  head-water  is  liable  to  a  greater  variation 
than  2  ft, ,  it  is  most  advantageous  to  employ  a  pitch-back  or 
high  breast  wheel,  which  receives  the  water  on  the  same  side 
as  the  channel  of  approach. 

13.  Wheel  Velocity.— This  evidently  depends  upon  the 
work  to  be  done,  and  upon  the  velocity  with  which  the  water 
arrives  on  the  wheel.     Overshot  wheels  should  have  a  low  cir- 


DKi-izcc.vCtKl'^Ic 


Oy^ERSHOT   IVHEEU  45>- 

cumferential  speed,  varying  from  10  ft,  per  second  for  large 
wheels  to  3  ft.  per  second  for  small  wheels,  and  should  not  be 
less  than  2^  ft.  per  second.  At  a  higher  speed  than  6  ft.  per 
second,  if  the  buckets  are  more  than  two  thirds  full,  the 
efficiency  does  not  exceed  60  per  cent. 

In  order  that  the  water  may  enter  the  buckets  easily,  its 
velocity  should  be  greater  than  the  peripheral  velocity  of  the 
wheel. 

14.  Effect  of  Centrifugal  Force. — Consider  a  molecule  of 
weight  w  in  the  "  unknown  "  surface  of  the  water  in  a  bucket 
(Fig.  260),      At  each  moment  there 
is  a  dynamical  equilibrium  between  ^^ 

the  "  forces  "  acting  on  m,  viz. :  (i)  l\ 

its    weight   w\    (2)    the    centrifugal  '    ^ 

force    -ai'r;   (3)  the  resultant    T  of 

the  neighboring  reactions. 

Take   MF  =  w.     MG  =  ^wV,  ^^ 

S 
and  complete  the  parallelogram  FG. 
Then  MH=^  T.     The  direction  of 
T  i.5,  of  course,  normal  to  the  surface 
of  the  water  in  the  bucket. 

Let  HM  produced  meet  the  ver- 
tical through  the  axis  Oof  the  wheel 
in  E.     Then 


MG 
MF  = 

—arr 
w 

FH 

-MF 

= 

OM 
OE  ~ 

OE- 

and  therefore 

0E  = 

t 

291S 

ft., 

taking  ^  =  32  ft.  and  n  being  the  number  of  revolutions  per 
minute. 


;ti  by  Google 


45*  OVERSHOT  H^HEEL. 

Thus  the  position  of  £  is  independent  .of  r  and  of  the  posi- 
tion of  the  bucket,  so  that  all  the  normals  to  the  water-surface 
in  a  bucket  meet  in  £,  and  the  surface  is  the  arc  of  a  circle 
having  its  centre  at  £,  or,  rather,  a  cylindrical  sur&ce  with 
axis  through  E  parallel  to  the  axis  of  rotation. 

15-  Weight  of  Water  on  Wheel  and  Arc  of  Disdiarge.— 
Let  Q=  volume  supplied  per  sec,  and  A''=  number  of  buckets. 

Then  • =  number  of  buckets  fed  per  second, 

2tiQ 
and    ~-^—  =  volume  of  water  received  by  each  bucket  per  sec. 

Hence  the  area  occupied  by  the  water  until  spilling  com- 
mences =  j-^-,  b  being  the  bucket's  width  (=  width  of  wheel 

between  the  shroudings). 

The  water  flows  on  to  the  wheel  through  a  channel  (Fig. 
261),  usually  of  the  same  width  *  as  the  wheel,  and  the  supply 
is  regulated  by  means  of  an  adjustable  sluice,  which  ma.y  be 
either  vertical,  inclined,  or  horizontal. 

When  the  water  springs  clear  from  the  sluice,  as  in  Fig. 
261,  the  axis  of  the  sluice  should  be  tangential  to  the  axis  of 
the  jet,  and  the  inner  edges  of  the  sluice-opening  should  be 
rounded  so  as  to  eliminate  contraction. 

Let  ^,  «  be  the  horizontal  and  vertical  distances  between 
the  sluice  and  the  point  of  entrance. 

Let  T  be  the  time  of  flow  between  the  sluice  and  entrance. 

Let  f,,  T',  be  the  velocities  of  flow  on  leaving  the  sluice 
and  on  entering  the  bucket. 

Then 

t',  cos  (>'  +  <»)  r=>,  :j    ^ 

and 

*"!'  =  V  +  2^«. 
S  being  the  angular  deviation  of  the  point  of  entrance  from  the 
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ASS 


summit,  and  y  the  angle  between  the  direction  of  motion  of 
the  water  and  the  wheel  at  the  point  of  entrance. 

If  the  l>ed  of  the  channel  is  horizontal,  and  if  also  the  sluice 
is  vertical,  opening  upwards  from  the  bed,  and  is  of  the  same 
width  *  as  the  wheel,  then 

Q  =  6i  i/'igh^. 


i  being  the  depth  of  sluice-opening  and  A,  the  effective  head 
over  the  sluice.  This  effective  head  is  about  3^  of  the 
actual  head. 

Thus,  taking  g  =  32,  -r  =  8/A,t  gives  the  delivery  f>er  foot 

width  of  wheel. 

Taking  .6  ft.  and  3.6  ft.  as  the  extreme  limits  between 
which  jij  should  lie,  and  .2  ft.  and  .33  ft.  as  the  extreme  limits 
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1.24  and  5,  and  an  average  value  of  -i  is  3.     Thus  the  width 


Again,  disregarding  the  thickness  of  the  buckets,  the 
capacity  of  the  portion  of  the  wheel  passing  in  front  of  the 
water-supply  per  second 

=;dai]  — ' \^bda>\r^ 1=  bdr^ai,  approximately, 

=  bdu  =  bf-^, 
30' 

r,  being  the  radius  and  » the  velocity  of  the  outer  circumference 

of  the  wheel,  d  the  depth  of  the  shrouding,  or  crown,  and  w 

the  number  of  revolutions  per  minute. 

Only  a  portion,  however,  of  the  space  can  be  occupied  by 

the  water,  so  that  the  capacity  of  a  bucket  is  mubd,  m  being 

a  fraction  less  than  unity  and  usually  1  or  J.     For  very  high 

wheels  m  maybe  ^.     Hence 

mbdu  ^  Q. 

Therefore  mdu  =  -r. 

The    delivery  l-r)  per  foot  of  width  must  not  exceed   a 

certain  limit,  otherwise  either  d  or  u  will  be  too  great.  In  the 
former  case  the  water  would  acquire  too  great  a  velocity  on 
entering  the  buckets,  which  would  lead  to  an  excessive  loss 
in  eddy  motion  and  a  corresponding  loss  of  efficiency;  while 
if  the  speed  u  of  the  wheel  is  too  great,  the  efficiency  is  again 
diminished  and  might  fall  even  below  40  per  cent. 

The  depth  of  a  bucket  or  of  the  shrouding  varies  from  10 
to   16  ins.,  being  usually  from   10  to  12  ins.,  and  the  buckets 
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are  spread  along  the  outer  circumference  at  intervals  of  12  to 
14  ins.  The  number  of  the  buckets  is  approximately  5^,  or 
6r^ ,  r^  being  in  feet. 

The  efficiency  of  the  wheel  necessarily  increases  with  the 
number  of  the  buckets,  but  the  number  is  limited  by  certain 
considerations,  viz. :  {a)  the  bucket  thickness  must  not  take 
up  too  much  of  the  wheel's  periphery;   (d)  the  number  of  the 


buckets  must  not  be  so  great  as  to  obstruct  the  free  entrance 
of  the  water;  (c)  the  form  of  the  bucket  essentially  affects  the 
number. 

Let  the  bucket.  Fig.  262,  consist  of  two  portions,  an  inner 
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portion  be,  which  is  radial,  and  an  outer  portion,  cd;  c  being  a 
point  on  what  is  called  the  division  circle.  The  length  be  is 
usually  one  half  or  two  thirds  of  the  depth  d  of  the  shrouding. 

Take  be  =  ^d. 

It  may  also  be  assumed  without  much  error  that  the  water- 
surface  ad  is  approximately  perpendicular  to  the  line  ed,  so 
that  the  angle  eda  is  approximately  a  right  angle. 

The   spilling  evidently  commences   when   the   cylindrical 

surface,  having  its  axis  at  r  and  cutting  off  from  the  bucket  a 

2xQ 
water-area  equal  to   ,  ..  ■,  passes  through  the  outer  edge  d  of 

the  bucket. 

Let  /?  be  the  bucket  angle  cOd. 

Let  $  be  the  inclination  of  Od  to  the  horizon. 

Let  0  be  the  inclination  of  ad  to  the  horizon. 

Let  r^  be  the  radius  of  the  outer  periphery. 

Let  a  be  the  radius  of  the  division  circle. 

Let  ^,  be  the  radius  of  the  inner  periphery. 

Then 


r.ai*  ~  Od  ~       sin  0 


(■) 


the  sign  being  plus  or  minus  according  as  the  bucket  is  below 
or  above  the  horizontal,  and  in  the  latter  case,  if  ^  =  0,  then 
r^af'  =  g  sin  0. 

Again, 

af-=fd^Ti  (^4"  ^)>  approximately. 

Therefore 

fd*  d* 

the  area  d/a  =  ^ — tan  {$ -\- <t>)  =       tan  (ff  -j-  <f>), 

where  d  ^=  r^  —  r^.     Hence 

the  area  abed  =  area  cod  —  area  bof —  area  dfa 

=  l!?,i„,S-'^-|taB(»+,f)  =  ?^.   .    (O 
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Equations  (l)  and  (2)  give  6  and  ^,  and  therefore  the  posi- 
tion of  the  bucket  when  spilling  commences. 

The  bucket  will  be  completely  emptied  when  it  has  reached 
a.  position  in  which  cd  is  perpendicular  to  a  line  from  e  to 
middle  point  of  ed,  or,  approximately,  when  edc  is  a  right 
angle. 

Let  tfj ,  0,  be  the  corresponding  values  of  0  and  0,  and  let 
Yi  be  the  angle  between  cd  and  the  tangent  atdto  the  wheel's 
periphery.     Then 

y,= 90- -(»,+«„ 

and 

sin  Yx  _    g 
sin  0j       r,a^' 

two  equations  giving  0,  and  ^,. 

Also,  if  ck  is  drawn  perpendicular  to  od, 

X   ^^      dk      r,  —  H  cos  /?     r, 
taiiXi  =  cotcdk  =  ^=   'Rgjn^     =  ^  cosec /i  -  cot  A 

The  vertical  distance  between  the  points  where  spilling 
begins  and  ends,  viz.,  ^,(sin  tf,  —  sin  f)  can  now  be  deter- 
mined. 

The  pitch-angle  (=  (t)  is  the  angle  between  two  consecu- 

360° 
tive  buckets  so  that  ^  =  — ^ .     In  order  to  obtain  a  small 

angle  {=  y,)  between  the  lip  of  the  bucket  and  the  wheel's 
periphery,  it  is  usual  to  make  the  bucket  angle  /9  greater 
than  ^. 

For  example. 

The  interval  between  the  buckets  should  be  at  least  suffi- 
cient to  prevent  any  bucket  dipping  into  the  one  below  at  the 
moment  the  latter  begins  to  spill. 
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Let  coc',  Fig.  263,  be  the  division  angle,  and  t  the  thick- 
ness of  the  bucket. 


fa      d  d 

^'  =  J  =  2  **"  (^  +  *>  =  2  **°  *• 

approximately,  and  therefore 

Ffr^  + 1  —  -  tan  ^]  =  ajrr,. 
Also,  by  equation  (2), 


!i5 


sin  /3- 


-tan9  + 


3rQ 


(3) 


(4) 


These  last  two  equations  give  N  and  B. 
The  number  of  buckets  may  also  be  approximately  found 
from  the  formula 

15.  Form  and  Capacity  of  Bucket.  —  In  practice  the 
bucket  may  be  delineated  as  follows: 

In  Fig.  263  let  dd'  =  distance  between  two  buckets. 
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S  6  d 

Take  dd"  =  -dd'  to  -dd  ;  also  take  6c  =  -,  and  join  dc. 

This  gives  the  form  of  a  suitable  wooden  bucket. 

If  the  bucket  is  of  iron,  circular  arc  is  substituted  for  the 
portions  6c,  cd. 

Again,  let  pm.  Fig.  264,  be  the  thickness  of  the  stream 
just  before  entering  the  bucket. 


Let  dn  be  the  thickness  of  the  stream  just  after  entering 
the  bucket. 

Let  y,  be  the  angle  between  the  bucket's  lip  and  the  wheel's 
periphery. 

Then 

mbdu^  =  capacity  of  bucket  ^  6t>^ ,  fim  ^  6V.  du 

=  bv^dp  sin  Y  =  6V.  dp  .  sin  y,, 

and  therefore 

mdu,  mdu, 

dp=  ^-*-  =  ^.   .    '-. 

'        v^  sm  y        V  sm  y, 

Now  overshot  wheels  cannot  be  ventilated,  and  it  is  con- 
sequently necessary  to  leave  ample  space  above  the  entering 
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stream  for  the  free  exit  of  air.     Thus,  neglecting  float  thick- 
ness, 

— TT^  =  the  distance  between  consecutive  floats 

N 

=  dd'  (Fig.  263)  >dp>  j^^^, 
and  N,  the  number  of  buckets, 

mdu^ 

For  efficient  action  the  number  of  the  buckets  is  much  less 
than  the  limit  given  by  this  relation,  ofl:en  not  exceeding  one 
half  of  such  limit. 

If  Yx  's  ^^'^y  small,  (^  =  »,  —  w, ,  approximately,  and  there- 
fore 


md 


^Ci--)- 


The  capacity  of  a  bucket  depends  upon  its  form ;  and  the 
bucket  must  be  so  designed  that  the  water  can  enter  freely  and 
without  shock,  is  retained  to  the  lowest  possible  point,  and  is 
finally  discharged  without  let  or  hindrance.  Hence  flat 
buckets,  Fig.  265,  are  not  so  eflicient  as  the  curved  iron 
bucket  in  Fig.  268  and  as  the  compound  bucket  made  of  three 
or  two  pieces  in  Figs.  266,  267.  and  269.  The  resistance  to 
entrance  is  least  in  the  curved  bucket,  as  there  are  no  abrupt 
changes  of  direction  due  to  angles.  The  capacity  of  a  com- 
pound bucket  may  be  increased,  without  diminishing  the  ease 
of  entrance,  by  making  the  inner  portion  strike  the  inner 
periphery  at  an  acute  angle,  Fig.  269.  The  objection  to  this 
construction,  especially  if  the  relative  velocity  V  is  large,  is 
that  the  water  tends  to  return  in  the  opposite  direction  and 
escape  from  the  bucket. 


;ti  by  Google 


CAPAaTY  OF  BUCKET.  461 

Fig.  965.  Fig.  366.  Fic.  167. 
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4^3  C^P^aTY  OF  BUCKET. 

Let  ic^,  efgy  Fig.  270,  .represent  two  consecutive  buckets 
of  an  overshot  wheel  turning  in  the  direction  shown  by  the 
arrow. 

Water  will  cease  to  enter  the  bucket-space  between  bed 
and  efg,  and  impact  will  therefore  cease,  when  the  upper 
parabolic  boundary  of  the  supply-stream  intersects  the  edge  d. 
The  last  fluid  elements  will  then  strike  the  water  already  in 
the  bucket  at  a  point  M,  whose  vertical  distance  below  d  may 
be  designated  by  -.  The  velocity  v(  with  which  the  entering 
particles  reach  M\^  given  by  the  equation 


v;  =  ^v%^2g3 (r) 

Again,  while  the  fluid  particles  move  from  dto  jWlet  the 
buckets  move  into  the  positions  d'c'b' ,  efg". 
Let  arc  dd'  =  s^  =  ee' . 
Let  arc  dM  =  i,. 

Let  T  be  the  time  of  movement  from  d  to  d'  (or  dto  M). 
Then 

J,  =  »r 
and 

V,  +  7',' 
!  2  ' 

assuming  that  the  mean  velocity  from  dtQ  M  \%  an  arithmetic 
mean  between  the  initial  and  final  velocity  of  entrance.     Thus 

i^r''=-' (^> 

Also,  since  the  angle  between  (AW and  the  wheel's  periphery 
is  small,  it  may  be  assumed  that 

the  arc  dM  =  de  -f-  </'+  ee' ,  approximately, 
inr.    ,  2Ttr.    v,  —  u     , 

=  -N  +  N-—;r~  +  ''- 


N 


■  '-^-  nearly.) 
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(3) 


and  by  equations  (2)  and  (3), 


an  equation  giving  approximately  the  distance  s^  passed 
through  by  a  float  during  impact.  The  buckets  can  now  be 
plotted  in  the  positions  they  occupy  at  the  end  of  the  impact. 
The  amount  of  water  in  each  bucket  being  also  known,  the 
water-surface  can  be  delineated,  and  hence  the  vertical  distance 
3  can  be  at  once  found. 

Ex.  I.  Find  the  angular  depression  ol  the  water-surface  below  the 

horizontal  (a)  when,  the  bucket  lip  is  37*  14'  above  the  centre,  and  (i) 
when  the  bucket  lip  is  on  a  level  with  the  centre;  also  find  (it)  the 
position  of  the  bucket  below  the  centre  when  3  horizontal  through  the 
lip  bisects  the  angle  between  the  water-surface  and  the  radius  to  the  lip. 
The  wheel  has  a  diameter  of  32  ft.  and  makes  10}  revolutions  per  n 

The  angular  velocity  w  =  ^  i^  =  — .     Then 


(.316     and     iff  =  37"  14'. 


and 
(0 


COB  (fl    +    01 

cos  20 

sin'  </>  + 

—  sin 

ain0  = 

-40S8. 

<P  = 

23*  S6' 
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EXAMPLES. 


L.  1.  An  overshot  wheel  has 

s  peripheral  speed  is  4  ft.  per  second, 


iiameter  of 

32  It.,  a 

a-in.  crown. 

ond.    The 

ipof  the  bucket  IS  i; 

ms.    thick. 

Water 

enters    the 

wheel  in  a 

directior 

inclined  m 

60*  to  the  » 

ertical  at 

a  point  12* 

30"  from  th 

e  sumini 

and  with  a 

velocity   0 

16    ft. 

per   second. 

Spilling  CO 

nmences 

at  120'  trom 

Then 


the  summit,  Find  {a)  the  relative  ■ 
velocity  (K)  at  admission;  (^)  the 
angle  between  the  horizontal  and 
the  water-surface  at  i'  47'  33' 
above  and  at  30°  below  the  cen- 
tre; (t)  ihe  angle  (yi)  between  the 
bucket  lip  and  the  nm  :  (H)  the 
point  where  the  bucket  is  emp- 
tied ;  W  the  bucket  angle;  (/)  the 
elbow  angle ;  (g)  the  number  of 
buckets ;    {h)    the  bucket    water 

At  the  point  of  admission  d 
let  <^h  be  the  triangle  of  veloci- 
ties so  that  iig=  i6  ft..  M  =  ^  It., 
and  the  angle  gdU  =  30*  —  ra*  30' 
=  17'  30"- 

Assuming  also  that  the  water 
enters  without  ikock,  the  relative 
velocity  V  =  (i^}  is  parallel  to 
the  bucket  arm  cd,  and  the  angle 
cdi  =:}',  =  anglcf lU. 


=  Af»  =  <^'  +  <tt'  —  2  .^rf.i/i  cos  I?'  3rf 
=  16'  +  4'  —  1 .  16  . 4  cos  IT*  3tf 
=  149.9*42. 
and  f  =  11.3443  ft.  per  sec. 

(*)  When  9=  i''47'33". 

3a     _  cos  (1*47'  33"  -  »)  _  ,- 
16(A)'  -  sin  *  ''■ 

r  cot  ^  =  32  sec  i*  47"  33"  -  xxa  1'  47'  33", 

nd  #  =  r  47'  33". 

W— =  30-.     '-=^^-3". 
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EXAMPLES.  A 

or  col  0  =  32  sec  30*  +  tan  30*  =  37-S'77. 

and  0  =  r  31'  34". 

sin  17'  30'  _  ia.3443 


W 


coMcr,  =  "'y^-^  cosec  17"  so'  =  a.545. 


and}'.  =  13°  y. 

((^  At  the  point  d,,  where  the  spilling  is  completed,  Od^,  is  a  right 
angle  and  the  angle  Odtt  =  angle  etd,kt  =  ri    Then 


<t>i  _edt_  t^  _  £6 M y_  ' 


and  0,  =  0°  43'. 

Therefore  0,  =  90''  -  (r.  +  01)  =  66*  10', 

and  the  bucket  is  emptied  at  90'  +  66°  10'  =  156*  10'  from  the  sumaiit. 
W  r,  =  16';    /e=i;l'-     Therefore 

16  -  i5(  cs/S 
tan  23-  8'  =  lan  r,  =  —^^i s\n"fS —  =  -^'^s. 

This  last  equation  is  easily  reduced  to  the  form 

cos-  fi  ~  1.7458  cos  fl  =  -  .74674. 

and  cos  /f  =  .9962, 

or  f  =  S'  ^'■ 

=  in  circular  measure. 

1350 

(J)  The  elbow  angle  Ocd  =  iSo"  -  /J  -  Oat  =  18"  -  /J  -  (90*  —  y,) 

=  90°  -  5°  8'  +  23°  8' 
=  io8'. 

(f)  .^fis  X +  s tan  3o°l  =  — .  15, 

**'  V  '      13SO      8      J  y       7       * 

or  JV=  79.8,  say  80. 

An  empirical  approximate  rule  makes 


;ti  by  Google 


EXAMPLES. 
'  X  -~  =  -  tan  30  +  waier  area  of  bucket. 
:  ir.094;;  -  10.08333  —  .28867 

=    .72375  sq-  ft- 

=  104  aq.  ins. 
Ex.  3.  An  overshot  water-wheel, of  40  ft.  diameter,  is  ts  in.  wide  and 
lias  a  9.6-in,  shrouding.  The  pitch-angle  is  4*  and  the  thickness  of  tlie 
bucket  lip  is  1  in.  At  the  point  where  spilling  commences  the  bucket 
water  area  is  24I  sq.  ins.  Find  the  number  of  buckets,  the  point  where 
spilling  commences,  and  the  angle  between  the  rim  and  the  bucket  lip. 

r,  =  TO  ft.;    j¥  =  :o  -  ^  '■*  =  19-6  (t.;    r,  =  20  -  .8  =  19.3  ft, 
Takt  /?,  the  bucket-angle,  =  -  4°  =  5". 

Hence  N  =  164.5. 

and  tan  0  =  2.56.     ur    0  =  68*  40'. 

The  empirical  formula  gives 

.  -  _  55^  _  11 1°  _ 

■'  -     ./     ~    7    .8  ~ 


'57'. 


Again.  tan  y,  =  ---  cosec  5-  —  cot  5°  =  .27781, 

andr,  =  IS*  32'. 

Ex.  4.  One  fourth  of  the  theoretic  capacity  of  a  bucket  is  filled  with 
water.  The  angle  between  the  bucket  lip  and  the  wheel's  periphery  is 
20*,the  radius  to  tlie  outer  periphery  is  18  ft.  and  the  depth  of  the  crown 
is  II  ins.  If  the  velocity  oE  the  water  at  entrance  is  twice  that  of  the 
wheel's  periphery,  lind  ilie  greatest  number  of  buckets  theoretically 
.fiossible. 


The  number 


The  actual  number  may  be  about  two  thirds  of  this,  or  6g> 
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MECHANICAL  EFFECT  OF  OVERSHOT  tfHBELS. 


467 


l6.  Useful  Effect.— (a)  Efeci  of  Weight.— T\i£  wheel 
should  hang  freely,  or  just  clear  the  tail-water  surface,  and  th^ 
total  fall  is  measured  from  the  surface  of  the  water  in  the  tail- 
race  to  the  water-surface  just  in  front  of  the  sluices  through 
which  the  water  is  brought  on  to  the  wheel. 

Let  Ap   Fig.   272,   be  the  vertical  distance  behfeen  the 


centres  of  gravity  of  the  water -areas  of  the  first  and  last  buckets 
before  spilling  commences.     Then 

h,  =  R  COS  5  4-  tj  sin  Q,  very  nearly. 

Let  Aj  be  the  vertical  distance  between  the  centres  of 
gravity  of  the  water-area  of  the  bucket  which  first  begins  to 
spill  and  the  point  at  which  the  spilling  is  completed.     Then 

h,  =  r,(8iii  ^,  —  sin  C),  very  nearly. 

The  useful  work  per  sec.  =  wO(h,  +  kl^).  *  being  a  frac- 
tion <  I  and  approximately  =  .5. 

Let  A^  be  the  water-area  in  the  bucket  which  first  begins 
to  spill. 
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468  MECHANICAL  EfFECT  OF  OVERSHOT  WHEEIS. 

Between  this  bucket  and  the  one  which  k  first  emptied, 
i.e. ,  in  the  vertical  distance  ^, ,  insert  s  buckets,  at  equal  dis- 
tances apart,  and  let  their  water-areas  A^ ,  A^,  A^,  .  .  .  A,he 
carefully  calculated. 

Let  (2—  be  the  mean  amount  of  water  per  bucket  in  the 
discharging  arc. 

Let  -^^  be  the  mean  «ater-area  per  bucket  in  the  discharg- 
ing arc. 

Then 

^,4--^,+  ^,+  .  ■  •-JrA.^.  +  A. 
A^^ 7^3 . 

The  value  of  ^  can  now  be  easily  fmiml,  since 


Let  q  be  the  varying  amount  of  water  in  a  bucket  from 
which  spilling  is  taking  place,  and  at  any  moment  let  j'  be 
the  vertical  distance  between  the  outer  edge  of  the  bucket  and 
the  surface  of  the  water  in  the  tail-race. 

y  is  a  function  o{ ^  and  depends  upon  the  contour  of  the 
water  in  the  bucket. 

Let  Y  be  the  inran  value  of  y  between  the  points  where 
spilling  begins  and  ends,  i.e.,  for  valuesj-,  andj'^  of.y.     Then 

K"f) = yjy^  =/>^ =•■■.-;?  -  jy  ■  *• 

j  y  .  ,iq  =yq  -  j  q  .  ,iy. 

Again,  the  elementary  quantity  of  water,  dq,  having  an 
initial  velocity  equal  to  that  of  the  wheel,  viz.,  ;/.  falls  a  dis- 
tance _>■  and  acquires  a  velocity  =  *V  -|-  2gy. 
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MECHANICAL  EFFECT   OF  OVERSHOT   iP'HEELS.  469 

Thus   it  flows   away  in    the    tail-race,  causing    a  loss  of 

JO .  dg  I  tf         \ 

energy  =  —^  (a'  +  2gy)  =  w  .  dq[~  +  j-j. 

Hence  the  Mai  loss  of  energy  between  the  points  where 
spilling  begins  and  ends 


=/-<+^)=f>  +  -/ 


>■  •'?=(,^- 


Overshot  and  pitch-back  wheels  do  not  work  well  in  back- 
water, as  they  lift  a  greater  or  less  weight  of  water  in  rising 
above  the  surface. 

If  the  water-level  in  the  race  is  liable  to  variation  it  is 
better  to  diminish  the  diameter  of  the  wheel  and  design  it  so 
that  it  may  never  be  immersed  to  a  greater  depth  than  12  ins. 

[p)  Effect  of  Impact  .~~'^)xz\it^A  h'  required  to  produce  the 
velocity  v^  with  which  the  water  reaches  the  wheel  is  theoreti- 


most  perfect  delivery,  it  Is  usual  to  take  //'  =  f-'-,  an  average 

value  of  V  being  i .  i . 

Let  the  water  enter  the  bucket  in  the  direction  ae.  Fig, 
373.  Take  ac  = '<\.  The  water  now  moves  round  with  a 
velocity  k  (assumed  the  same  as  that  of  the  division  circle), 
and  leaves  the  wheel  with  the  same  velocity.  Take  ab  in  the 
direction  of  the  tangent  to  the  division  circle  at  the  point  of 
entrance  =  w.  The  component  be  represents  the  relative 
velocity  V  of  the  water  with  respect  to  the  bucket,  and  this 
velocity  is  wholly  destroyed,  ab  must  necessarily  be  parallel 
to  the  outer  arm  of  the  bucket,  so  that  there  may  be  no  loss 
of  shock  at  entrance.     Then  the  impulsive  effect 


wQhJ_ 
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47°  MECHANICAL  EFFECT  OF  OVERSHOT  WHEELS. 

But 

t'*  =  71,'  +  "*  —  2r,a  cos  y, 

Y  being  the  angle  through  which  the  water  is  deviated  from 
its  original  direction  at  the  point  of  entrance. 


Fio,  873, 
Hence  the  impulsive  effect 


.!L0, 


n(Ti  cos  y  —  u), 


and  the  TOTAL   USEFUL   EFFECT 

Designating  the  first  two  terms  of  this  expression  by  P. 
the  loss  due  to  journal  friction 

p  being  the  radius  of  the  axle,  and  W^the  weight  of  the  wheel. 
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EXAMPLE.  47 » 

Ex.  An  overshot  wheel  weighing  20.000  lb3.,  with  a  12-iii.  crown  nii<1 
of  40  ft.  diameter,  receives  400  cu.  (t.  of  water  per  minute  and  revolve.*; 
in  6-in.  be.iriiigs.  The  water  enters  the  buckets  at  12°  (rom  the  wheel's 
aummit,  with  11  velociij'  of  16  ft.  per  second  and  at  an  angle  of  10*  will* 
the  wheel's  periphery,  which  moves  with  a  linear  velocity  o(  9  ft.  per 
secoJid.  Spilling  commences  and  is  completed  at  points  which  ar? 
respeciively  140*  and  160°  from  the  wheels  summit.  Determine  the. 
power  of  the  wheel  and  its  efficiency,  taking  -t  =  .5  and  n  =.04. 

Take  K  =  radius  of  division  circle  =  19^  ft.     Then 

k,  =  19I  cos  12*  +  20  cos  40*  =  34.3947662  ft., 

and  A(  =  20  cos  20°  —     2o  cos  40*  =  3472964  ft. 

Therefore  the  H.P.  liue  io  -wii^ht 

621.400/  ^^  I  ,  \ 

=  li33^\^3947662  +  -  X  3.472964] 

•       =  37.3721s. 

and  the  H.P.  due  to  impact 

_f>i\      400 


■9(16  cos  lo'  —  9) 


32     33000' 

=  1.4396*. 

'  '     Again,  the  weight  of  the  water  on  the  wheel 

400.62}/        [28  t     20 

=  — -i 20«  -n-  4-  20* .  -  .  -3- 

60.9     \         iKo  2     i& 

=  1231.04  lbs.,  approx., 

and  the  total  weight  on  the  axle  =  2223^04  lbs. 
Thus  the  energy  absorbed  by  frictional 


the  net  useful  work  in  H.P.  =  27.37215  +  143968  - 
=  28.62994. 
The  total  available  H.P. 

62*400/16'  .  \ 

and  therefore  the  eflficiency  =  — — ^^  =  .8675. 
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47^  PITCH-BACK  WHEEL. 

I'J.  A  pitch-back  or  high  breast  wheel  is  to  be  preferred 
to  an  overshot  wheel  when  the  surface-levels  of  the  head-  and 
tail-water  are  liable  to  very  considerable  variation. 

In  the  pitch-back  wheel  the  water  is  admitted  by  an 
adjustable  sluice  into  the  buckets  on  the  same  side  as  the 
supply-channel,  Figs.  274  and  275,     Thus  the  wheel  revolves 


Fie.  275. 


Fig.  37^ 


in  the  direction  in  which  the  water  leaves,  and  the  drowning 
of  the  wheel  is  prevented.  Further,  the  buckets  may  be  now 
ventilated,  Fig.  277,  and  may  therefore  be  placed  closer 
together  than  in  the  unventilated  overshot  wheel. 

The  efficiency  of  the  pitch-back  is  at  least  equal  to  that  of 
•  the  overshot. 
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EXAMPLES. 

t.  An  undershot  wheel  works  in  a  rectangular  channel  4  ft.  wide,  in 
which  the  water  on  the  up-stream  side  is  2  ft.  deep  and  flows  with  a 
velocity  of  I  z  ft.  per  second  ;  the  water  on  the  down-stream  side  is  3  ft. 
deep.     Find  the  useful  work  done  and  the  efficiency. 

Ans.   1000  ft.-lb8.;  J^, 

2.  Determine  Che  mnsimum  mechanical  effect  of  an  undershot  wheel 
of  12  ft.  diameter  making  10  revolutions  per  minute,  the  fall  being  3  ft. 
and  the  quantity  of  water  passed  per  second  1 ;  cu.  ft, 

Ans.  I423ft.-lbs. 

3.  Ascertain  the  general  priiportions  of  a  Poncelet  wheel,  bein); 
given  :  heiRhl  of  fall  =  4|  ft.;  delivery  of  water  =  40  cu.  ft.  per  second  ; 
radius  of  eicierior  circumference  =  9  ft  ;  ;'  =  20". 

Ans.  «  =  143*  57';  ^  =  138°.  r  ;  il  =  2  ft.;  r  =  2.47  ft.; 
\  =  rs'.3;  /  =  5  ins.;  N  =  iT,  n  =  .69. 

4.  Design  a  Poncelet  wheel  for  a  fall  of  4.5  ft.  and  24  cu.  ft.  of  water 
per  second,  using  the  formulse  on  pages  428-432,  taking  y  =  30°,  and 
also  ^  =  20°  ns  a  first  approximation. 

Am.  a  =  143°  57';  depth  of  crown  =  1.8  ft.;  depth  of  stream 
=  .372  h  ;  6  =  4.14  ft.;  radius  o(  bucket  =  2.26  ft.;  t  =  128°  6'; 
A  =  17°  1';  number  of  buckets  =  48;  mechanical  effect  =  8.5  H.P.; 
,  efficiency  =  .69. 

5.  An  undershot  watcr-whecl  with  straight  floats  weighing  15,000  lbs, 
works  in  a  straight  rectangular  channel  of  the  same  width  as  the  wheel, 
viz.,  4  ft.;  the  stream  delivers  28  cu.  ft.  of  water  per  second,  and  the 
efficiency  is  i.  Find  the  relation  between  the  up-stream  and  (Jown- 
stream  vctociiies.  It  the  velocity  of  the  inflowmg  water  is  20  (t.  per 
second,  find  the  velocity  on  the  down-stream  side  and  determine  the 
mechanical  effect  of  the  wheel,  its  diameter  being  20  ft.,  the  diameter  of 
the  gudgeons  being  4  ins.,  and  the  coefhcient  of  friction  .ooS. 

Ans.  3634.06  ft.-lbs. 

6.  Determine  the  effect  of  a  low  breast  or  undersliot  wheel  1 5  (t.  in 
diameter  and  making  8  revolutions  per  minute,  the  fait  is  4  ft.  and  the 
delivery  20  cu.  ft.  per  second  ;  the  velocity  of  the  stream  before  coming 
on  the  wheel  is  double  that  of  the  wheel.  Ans.  3148  ft.-iba. 

7.  20  cu.  ft.  of  water  per  second  enter  an  undershot  wheel  of  30  ft. 
diameter,  making  8  revolutions  per  minute,  through  an  underflow 
sluice.  The  velocity  of  the  entering  water  is  twice  that  of  the  wheel's 
periphery.  Find  (ii)  the  head  of  water  behind  the  sluice:  {b)  the  fall;  (^) 
the  theoretical  mechanical  effect ;  (if)  the  actual  mechanical  effect,  disre- 
garding axle-friction. 
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474  EXAMPLES. 

Am.  (a)  2.716  (t.;  i6)  1.2B3  ft.;  (f)  571  H.P.;  (rf)  2.69  H.P. 

8.  20  cu.  ft.  of  water  per  second  enter  an  undershot  wheel  of  20  (t. 
diiimetcr  in  a  straight  race,  the  fall  being  3  ft.  The  depth  of  the  enter- 
ing stream  is  i  ft.  The  width  of  the  wheel  is  4}  ft.,  and  the  clearunce  is 
}  inch.  The  number  of  the  floats,  of  which  four  are  immersed,  is  48, 
iind  each  is  i  (t.  long.  The  weight  of  the  wheel  is  7200  lbs,,  the  radius 
of  the  axle  is  i}  ins.,  and  the  coefficient  of  friction  is  .  1.  Find  (a)  the 
best  speed  for  the  wheel :  (b)  the  corresponding  mechanical  effect ;  U)  the 
efBciency. 

Ans.  (a)  6  ft.  per  second  ;  {b)  2.32  H.P.,  assuming  the  speed  of 
wheel  reduced  to  5.74  ft.  per  second  by  azle-friction  ;  (c)  .34. 

9.  72  cu.  ft.  of  water  are  delivered  to  an  undershot  wheel  with  straight 
ftoais,  through  a  channel  of  rectangular  section  and  5  ft.  wide.  The 
velocity  (fi)  of  the  inflowing  water  is  24  feet  per  second.  If  the  efficiency 
of  the  wheel*is  .25,  show  that  the  peripheral  speed  (u)  of  the  wheel  must 
be  6  ft.  per  second.     Also  determine  the  mechanical  effect  of  the  wheel. 

Ans.  10.125  fl'-'hs.  per  second. 

10.  The  water  in  a  rectangular  channel,  of  constant  width,  is  il  ft. 
deep,  and  impinges  upon  the  flat  buckets  of  an  undershot  wheel  with  a 
velocity  o(  12  ft.  per  sec.  Show  that  the  efficiency  is  greatest  and  equal 
to  ,iSi  for  a  peripheral  speed  of  S.S42  ft,  per  sec, 

11.  Water  enters  the  buckets  of  a  low  breast-wheel  with  a  velocity  of 
10  fl.  per  sec,  and  in  a  direction  making  an  angle  of  27*  44'  with  the  tan- 
gent at  the  point  of  entrance,  which  is  4  ft.  measured  horizontally  and 
2  ft.  measured  vertically  from  the  sluice  where  the  stream-lines  are  hori- 
zontal. Each  cubic  foot  of  water  does  563}  ft.-lbs.  of  useful  work  per 
sec.  when  the  wheel  makes  4f  revols.  per  min.  Find  the  fall  on  the 
wheel,  the  total  available  fall,  and  the  diam,  of  the  wheel. 

Am.  8437  ft,;  10  ft,;  24  fl. 
,  12.  A  race  is  straight  and  close-lilting  so  that  the  loss  of  effect  due 
to  escape  of  water  may  be  disregarded.  A  single  undershot  wheel  with 
plane  floats  is  replaced  by  four  similar  tandem  wheels.  If  the  delivery 
of  each  of  the  four  wheels  is  the  same,  and  if  it  is  assumed  that  the 
water  reaches  each  wheel  with  the  same  velocity  with  which  it  leaves  the 
preceding  wheel,  find  Ihe  total  maximum  delivery  due  to  impact, 

Ans.  i^  times  the  delivery  of  the  single  wheel, 

13.  Discuss  the  preceding  example,  assuming  thnt  ihc  delivery  of 
each  wheel  is  not  the  same,  but  that  the  total  delivery  is  a  maximum. 

Ans.  1.6  times  the  delivery  of  the  single  wheel. 

14.  n  n  wheels  of  the  same  type  are  substituted  for  tlie  single  wheel 
in  example  iz.  and  if  the  assumptions  are  the  same  as  tliose  in  example 
13,  show  thai  the  total  delivery  of  the  «  wheels  is  to  the  delivery  of  the 
single  wheel  in  the  ratio  of  m  to  in  +  i,  and  that,  theoretically,  if  the 
number  is  made  very  large,  they  will  approximately  give  the  entire  worii 
of  the  fall. 
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ij.  In  a  low  breast-wbeel  of  ^a  ft.  diameter,  the  water  enters  the 
bucket  with  a  velocity  of  iti  ft.  per  second  in  a  direction  making  angles 
of  4S*  with  the  horizontal  and  13*  with  the  wheel's  periphery.  The 
wheel  makes  7  revolutions  per  minute  and  receives  5  cu.  ft.  per  second 
of  water.  Find  the  mechanical  effect  of  the  wheel  and  llie  position  of 
the  sluice,  which  is  placed  where  the  stream-lines  are  horizontal. 

Ans.  207s  fi.-lbs.;  AD  =  2  ft.,  BD  —  ,25  (t. 

16.  The  water  in  a  head-race  stands  4.66  ft.  above  the  sole  and  leaves 
the  race  under  a  gate  which  is  ruised  6  ins.  above  the  sole,  the  coefficient 
of  velociiy  {v,)  being  .95.  Tlie  water  enters  a  breast- wheel  in  a  direction 
making  an  angle  of  30*  with  the  tangent  to  the  wheel's  periphery  at  the 
point  of  entrance.  The  speed  (u)  01'  the  periphery  is  10  ft.  per  second, 
the  breadth  of  the  wheel  is  5  fc.  the  depth  of  the  water  in  the  flume  is 
8  ins.,  and  the  length  of  the  flume  is  8.2  ft.  Find  the  loss  of  head  (a)  due 
to  the  destruction  of  the  relative  velocity  ( V)  at  entrance ;  (6)  due  to  the 
velocity  of  flow  in  the  tail-race  ;  (e)  in  the  circular  flume.  (/  =  .018.) 
Afu.  {a)  1.11  ft.;  {6)  1.57  ft.;  M  -44  h- 
r  17.  In  the  preceding  example,  find  how  the  losses  of  head  would  be 
modified  if  the  flume  were  lowered  1.03  ft.,  and  if  the  point  of  entrance 
were  raised  so  as  to  make  u  =  ii,  cos  30°. 

Am.  [a)  .939  ft.;  (i)  2.816  ft.;  (*■)  146  ft. 

18.  30  cu.  ft.  of  water  per  second  enter  a  breast-wheel  of  32  ft.  diam- 
eter and  having  a  peripheral  velocity  of  8  ft.  per  second,  at  an  angle  of 
3sl*  with  the  circumference.  The  depth  of  the  crown  is  1}  ft.;  the  buck- 
eta  are  half-filled,  and  the  fall  is  9  ft.  The  velocity  of  the  entering 
water  is  13  ft.  per  second.  The  centre  of  the  sluice-opening  is  .^  ft, 
above  the  point  gf  entrance,  and  the  width  of  the  sluice  is  3}  ft.  The 
wheel  has  48  buckets.  The  distance  between  the  wheel  and  breast  is  \ 
inch.  The  bucket  passes  through  ,9  ft.  while  receiving  water,  and  the 
depth  of  the  water-surface  in  the  bucket  below  the  point  of  entrance  is 
1.35  ft.  Find  (a)  the  angular  distance  of  the  point  of  entrance  from  tlie 
horisEontal ;  (b)  the  fall  in  the  breast ;  (r)  the  head  of  water  over  the  sluice; 
(</)  the  velocity  of  the  water  in  the  bucket  the  moment  entrance  ceases; 
ie)  the  total  mechanical  effect,  disregarding  axle-friction. 

Ans,  (a)  53°  S3' :  ('>)6-SzS  ft-!  W  '-935  ft;('')  '4-9  't-lW  "559  H.P. 

19.  In  the  preceding  question,  if  the  enei^  absorbed  by  axle-friction, 
.etc.,  is  743  ft.-lbs.,  find  the  efficiency  of  the  wheel.  Am.  |. 

20.  I  s  cu.  ft.  of  water  per  second  with  a  fall  of  8^  fi.  are  brought  on 
a  breast-wheel  revolving  with  a  linear  velocity  of  j  ft.;  depth  of  shroud- 
ing =  12  in.;  the  buckets  are  liulf-filled,  and  Vi  =  2u;  also  r,  =  12  ft. 
Find  the  theoretical  mechanical  eflect,  y  being  30*.     Ans.  7040  ft.-lbs. 

21.  A  wheel  is  to  be  constructed  for  a  30-ft.  fall  having  an  8-ft,  veloc- 
ity at  circumference  and  taking  on  the  water  at  12*  from  the  summit 
with  a  velocity  of  16  ft.  Determine  the  radius  of  the  wheel  and  the 
number  of  revolutions,  vi  being  2h.  Ans.  u.oft,;  5.9. 
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32.  If  for  the  wheel  in  example  31  the  number  o(  revolutions  is  5, 
ajid  Vi  =  2u,  the  water  being  again  taken  on  at  12*,  find  the  radius  andw. 

Ant.  1 3. $6  ft.;  7.1  ft.  per  second. 

33.  A  breaat-wheel  p.-isses  i3  cu.  ft.  of  water  per  second,  and  for  the 
speed  u  =  \v,  =  4  ft.  per  second,  the  loss  of  mechanical  effect,  due  to  the 
relative  velocity  V  being  destroyed,  is  a  minimum.  Find  this  eSect, 
r  being  30".  Ant.  73.2  ft.-lbs. 

24,  In  a  breast-wheel  Q=  10  cu.  ft.  per  second  :  H  =  10  ft.;  *',  = 
\u;u  =  ^\  ft.  per  second  ;  y  =  30' ;  diameter  of  gudgeon  =  6  ins.;  diam- 
eter of  wheel  =  30  ft.;  fi  —  .6i  \  weight  of  wheel  and  water  =  20,000 
lbs.  Find  the  mechanical  efTect  of  the  wheel.  (Neglect  loss  of  eflect 
due  to  escape  of  water  from  buckets  and  to  frictional  resistance  along 
the  curb.)  Ams.  ii776  ft.-lbs. 

2J.  The  quantity  of  water  laid  on  a  breast-wheel  by  an  overfall  sluice 
=  6  cu.  ft.  per  second,  the  total  fall  being  8  ft.,  and  the  velocity  of  the 
periphery  5  ft.  per  second  :  also  ^v,  =  8»,  and  if  ■/  be  the  depth  of  the 
shrouding  2difu  =  5g{in  the  present  case  rf=  12  ins,).  Find  the  effective 
fall,  the  height  of  the  lip  of  the  guide,  the  angle  of  inclination  at  the  end 
of  the  guide-curve,  the  breadth  of  the  lip  of  the  guide-curve,  and  the 
radius  of  the  wheel  that  the  water  may  enter  tangenlially.  If  the  radius 
is  limited  to  12  ft.  6  ins.,  find  the  deviation  of  the  direction  of  motion  of 
the  water  from  that  of  the  wlieel  at  the  point  of  entrance,  c  being  .6. 
Aus.  6.9  ft.;  .325  ft.;  34*  46':  2(  ft,;  38.6  ft.;  38°  36'. 

26,  10  cu.  ft.  of  water  per  second  are  delivered  to  a  breast-wheel. 
The  total  fall  is  10  ft.  The  peripheral  velocity  of  the  wheel  is  6  ft.  per 
second.  If  ;'i  =  3h  and  y  =  30°,  find  the  theoretical  useful  effect  and 
the  theoretical  efficiency. 

Am.  S3S8-437S  ft-lbs.;  -85735. 

27.  24  cu.  ft.  of  water  enter  the  buckets  of  a  36-ft.  breast-wheel,  the 
total  fall  being  iii  ft.  At  the  point  of  entrance  the  direction  of  the 
water  makes  an  angle  of  30'  with  the  periphery  and  also  2V,  =  ^u.  Find 
the  mechanical  eflect  of  the  wheel  and  the  position  of  the  lip  of  the 
sluice  through  which  the  water  passes  to  tlie  wheel. 

Also,  if  the  deptli  of  the  shrouding  is  i  ft,  and  the  buckets  are  only 
half-fiilcd,  find  the  width  of  the  wheel. 

The  axte-bearings  are  6  ins,  in  diameter.  Taking  the  coefficient  of 
friction  to  be  .ooS,  how  much  power  is  absorbed  by  frictional  resistance, 
assuming  the  weight  of  the  wheel  and  contents  to  be  36.000  lbs,.' 

Ans.  26.833  H.P.;  x  =■.  .1624  ft.;>'  =  .562S  ft.;   10  ft.;  4.19  H.P. 

38.  In  an  overshot  wheel  r,  =  15   ft.,   rf  =  :o  in.,   fl  =  |i*,      If  the 
division  circle  is  at  one  half  of  the  depth  of  the  crown,  find  the  angle 
(r.)  between  the  bucket-tip  and  the  wheel's  periphery.    (Take  JV=  ;»-,.> 
Am.  ri  =  '8*  3'. 

29.  An  overshot  wheel,  in  which  r,  =  18  ft.,  makes  4  revolutions  j>er 
minute,  and  the  velocity  of  the  water  on  entering  the  buckets  is  twice 
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that  of  the  wheel's  periphery.   If  ri  =  20*,  find  y.  and  alio  find  the  relar- 
tive  velocity  (K)  of  the  entering  water. 

Am.  r  =  10'  9' :   y=  7.78  (t.  per  second. 

30.  If  one  fourth  of  the  theoretic  capacity  of  a  bucket  is  filled  by  tlie 
water,  find  the  greatest  number  of  buckets  theoretically  possible,  the 
depth  of  the  crown  being  t  ft.,  the  radius  {r,)  to  the  outer  periphery  is 
ft.,  tlie  angle  y,  20*,  and  the  velocity  of  the  entering  w^ter  twice  that  of 
the  wheel's  periphery. 

Ant.   103. 1.     Making  allowance  for  exit  of  air,  the  number  of 
buckets  might  be  about  two  thirds  of  this  amount,  or,  say,  69. 

31.  Awheel  of  30  ft.  diameter  with  73  buckets  makes  7  revolutions 
per  minute,  Q  being  5  cu.  ft.  per  second.  The  division  circle  is  half  way 
between  the  outer  and  inner  peripheries.  \l  d  =  i  ft.  and  vi  =  2u,  find 
the  efiect  due  to  impact!.  Ans.  514  ft.-lbs. 

31.  A  30-ft.  wheel  weighs  24.000  lbs.  and  makes  6  revolutions  per 
minute ;  its  gudgeonsare  6  ins.  in  diameter  and  thecoefhcient  of  friction 
is  .08.  The  water  enters  the  wheel  with  a  velocity  of  1 5  ft.  per  second, 
and  in  a  direction  making  an  itngle  of  10'  with  the  direction  of  motion 
of  the  wheel  at  the  pjoint  of  entrance.  Tlie  deviation  from  the  summit 
of  the  point  of  entrance  is  12',  of  the  point  where  spilling  liegins  is  150°, 
of  the  point  where  all  is  spilt  is  i6o*,  and  5  cu.  ft.  of  water  enter  ilie 
wheel  per  second,  of  which  the  partially  filled  buckets  contain  one  half. 
Determine  the  total  mechanical  effect.  Am.  91 14  ft.-lbs. 

33.  The  velocity  of  the  outer  periphery  is  gf  ft.;  ihe  angle  between 
the  directions  of  motion  of  stream  and  wheel  is  15*,  Find  the  impulsive 
effect  of  the  water,  Vi  being  i;  ft.  per  second. 

Ans.  91  ft.-lbs.  per  cu.  ft.  of  water. 

34.  An  overshot  wheel  40  ft.  in  diameter  makes  4  revolutions  per 
minute  and  passes  300  cu.  ft.  of  water  per  minute.  If  the  gudgeons  are 
6  ins.  in  diameter  and  the  wheel  weighs  30,000  lbs.,  by  how  much  will  the 
mechanical  effect  be  diminished  ?    (f  =  .008.) 

Ans.  25  ft.-ibs.  per  second. 
3;.  The  diameter  of  an  overshot  wheel  =  30  ft.;  Vi  =  15  ft.;  u  =  9) 
ft.;  deviation  of  impinging  water  from  direction  of  motion  of  wheel 
jj')  =  i\';  deviation  of  point  of  entrance  from  summit  =12";  deviation 
of  point  where  spilling  begins  from  the  centre  =  SSJ*;  deviation  of  point 
where  spilling  ends  =  7oi*  ;  G  =  S  cO.  ft.  Find  total  effect  of  impact 
and  weight.  Ans.  16.9  HP. 

36.  An  overshot  wheel  with  a  radius  of  i;  ft.  and  a  iz-in.  crown 
takes  10  cu.  ft.  of  water  per  second  and  makes  5  revolutions  per  minute. 
If  m  =  ),  find  the  width  of  the  wheel  and  the  number  of  the  buckets. 

Ans.  sA(t.;  7Sotgo. 

37.  An  overshot  wheel  of  31  ft.  diameter  makes  5  revolutions  per 
minute.  Find  the  angle  between  the  water-surface  in  a  bucket  and  the 
horizontal  when  the  lip  is  140*  from  the  summit.  Ans.  4'  33', 
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38.  An  overshot  wheel  ot  10  ft.  diameter  makes  ao  revolutions  per 
minute.  Find  the  angle  between  the  water-surface  and  the  horizontal 
when  ihe  lip  is  (1)  90*  from  the  summit,  (1)  45*  26'  from  the  summit. 

Ahs.  (r)34'2r;  <i)43''8'- 

39.  The  water  enters  an  overshot  wheel  at  12*  from  the  summit  with 
a  velocity  of  16  ft.  per  second  and  the  linear  velocity  of  the  wheel's  pe- 
riphery is  8  ft.  per.  second.  The  fall  is  30  ft.  Find  the  diamete/  of  the 
wheel  and  the  number  of  revolutions  per  minute.      Ans.  15.4  ft.:  5.9;. 

40.  In  a  32-ft.  wheel  with  a  12-in.  crown  and  a  peripheral  velocity  of 
8  ft.  per  second,  the  point  where  spilling  commences  is  defined  by 
$  =  ip.  Find  thenrc  over  which  Hpiiling  takes  place,  tlie  angle  between 
the  bucket-arm  and  tlie  circumference  being  30*.  Also  find  the  bucket- 
angle.  If  tl  cu.  fl,  of  water  enter  the  wheel  at  15*  from  cIjc  summit  with 
a  velocity  of  18  ft.  per  second,  find  tlie  mechanical  effect  due  to  im- 
pulse and  to  weight,  i  being  i. 

Ant.  arc  =  15.1  ft.;  0  =  56*  35':  1,87  H.P.,  18  H.P. 

41.  An  overshot  wheel  of  31  ft.  diameter  revolves  with  an  angular 
velocity  Ba ;  show  that  the  angle  between  the  horizontal  and  tiie  water- 
surface  in  a  bucket  at  90*  from  llie  summit  is  tan-  ■    -. 

42.  A  water-wheel  has  an  internal  diameter  of  4  ft.  and  an  external 
diameter  ot  8  ft.;  tiie  direction  ot  the  eniering  water  makes  an  angle  of 
Ij"  with  the  tangent  to  the  circumference.  Find  the  angle  subtended 
at  the  centre  of  the  wheel  by  the  bucicet,  which  is  in  the  form  of  a  circu- 
lar arc,  and  also  find  the  radius  of  the  bucket.     Ans.  28*  54' ;  1.2274  ft. 

43.  An  overshot  wheel  5  ft.  wide,  30  It.  in  diameter,  having  a  ii-in, 
crown  and  72  buckets,  receives  10  cu.  ft.  of  water  per  second  and  makes 
5  revolutions  per  minute.  Determine  the  deviation  from  the  horizontal 
at  which  the  water  begins  to  spill,  and  also  the  corresponding  depres- 
sion of  the  water-surface.  Ant.  31"  41' ;  5*  ji'. 

44.  An  overshot  wheel  makes  —  revolutions  per  minute :  its  mean 

diameter  is  3a  ft.;  the  water  enters  the  buckets  with  a  velocity  of  8  ft. 
per  second  at  a  point  12*  30'  from  the  summit  of  the  wheel.  At  the 
point  of  entrance  the  path  of  the  inflowing  water  makes  an  angle  of  30* 
with  the  horiionia!.  Show  that  the  path  is  horizontal  vertically  above 
the  centre.  The  sluice-board  is  placed  at  a  point  whose  horizontal  dis- 
tance from  the  centre  is  one  half  that  of  the  point  of  entrance.  Find  its 
position  relatively  to  the  centre  and  its  inclination  to  the  horizon. 
Also  find  V.  Am.  16*6';  6.24  ft.  per  second. 

4;.  The  water  enters  the  buckets  of  the  wheel  in  the  preceding 
example  without  shock.  Find  the  elbow-angle.  Also,  if  the  buckets 
begin  to  spill  at  150*  from  the  summit,  find  where  the  bucket  is  empty 
and  the  number  of  buckets.  (Depth  of  crown  =  ii.  ins. ;  thickness  of 
bucket  =  i|  ins.)  Ans.  125*  jrf;  156*  10';  80.     . 
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46.  Given  v,  =  15  ft.  per  second,  and  S  =  20I*.  Find  the  position 
of  the  centre  of  the  sluice,  which  is  4  ins.  above  the  point  of  entrance. 

Ans.  .0877  (t.  vertically  below  and  1.0143  '''  horizontally  from 
the  summit.  The  axis  of  the  sluice  is  inclined  at  9'  33'  to  the 
horizontal.     (Assume  y  =0°.) 

47.  In  an  overshot  water-wheel  Wi  =  15  ft.^  «  =  10  ft.;  elbow-angle 
=  70J';  division-angle  =  4i° ;  deviation  from  summit  of  point  of  en- 
trance =  12°.  Find  the  deviation  of  the  layer  from  that  of  the  arm,  so 
that  thewater  might  enter  unimpeded  ;  also  find  the  inclination  of  the 
layer  to  the  horizon,  and  tlie  value  of  K.  If  the  centre  of  the  sluice- 
aperture  Is  10  be  4  ins.  above  point  of  entrance,  find  its  veriioil  and 
horizontal  distance  from  the  vertes  of  the  stream's  parabolic  path  which 
is  vertically  above  the  centre  of  the  wheel,  and  also  find  inclination  of 
9luice-bo:ird  to  horizon. 

Am.   si';  loi' ;  5.3  ft.  per  second ;  .087S  ft.;   1,04  ft,;  9*34'. 
4S.  A  wheel  makes  so  revolutions  per  minute;  radius  -=  5  ft.,  angle 
of  discharge  =  0°.     Find  deviation  of  water-surf iice  from  horizon.    Also 
find  deviation  at  44'  35'  above  centre.  Ans,  4°  27';  43'  16'. 

49.  In  an  overshot  wheel  fi  =  18  cu.  ft, ;  r,  =  6  ft,  ;  1^  =  1  ft. ;  i  =  4  ft.; 
JV  =  24  :  n  =  17.  At  the  moment  spilling  commences  the  area  i:i/i/  = 
1.025  sq.  ft,;  between  this  point  and  the  point  where  the  spilling  is  com- 
pleted three  buckets  are  interposed,  the  sectional  areas  of  the  water 
being  .501,  .409,  and  .19;  sq.  ft.,  respectively.  Find  (a)  the  sectional 
area  of  bucket;  (i)  the  point  where  the  spilling  commences;  (c)  the  point 
where  the  spilling  is  completed  ;  (J)  the  height  of  the  arc  of  discharge ; 
<f)  the  mechanical  effect  due  to  the  fall  of  the  water  through  the  arc  of 
■dischai^e,  y  being  10°  46'. 

A»s.  (a)  .662  sq.  ft. ;  (iJ)  8  =  7°  I3','0  =  aS"  46' ;  (e)  B  =,73'  23', 
*=S°5'';(<0  4-49ft.;  W4.93H.P. 

50.  In  the  preceding  example,  if  the  water  enters  with  a  velocity  of 
30  ft.  per  second  at  30'  below  the  summit,  and  if  the  direction  of  the 
inflowing  stream  makes  an  angle  of  23°  with  the  wheel's  periphery  at 
the  point  of  entrance,  find  the  mechanical  effect  (a)  due  to  impulse; 
(i)  due  to  the  fall  to  the  point  where  spilling  commences. 

A>ii.  (a)  S.08  HP.  ;  (i)  12.114  H.P. 

51.  300  cu,  ft.  of  water  per  minute  enier  the  buckets  of  a  40-ft,  over- 
shot wheel  with  a  12-in.  crown  and  making  four  revolutions  per  minute. 
The  wheel  has  136  buckets.     At  the  moment  when  spilling  commences 

,  the  area  bedf  ==  136.5  sq.  in.  The  spilling  is  completed  when  the  angle 
between  the  horizonial  and  the  radius  to  the  lip  of  the  bucket  =  62°  30*. 
Between  these  two  positions  three  buckets  are  interposed,  the  sectional 
areas  of  the  water  in  the  buckets  being  34.5. 1448,  and  6.6  sq.  ins.,  respec- 
tively. The  vertical  distance  between  the  water-surface  in  the  first 
bucket  and  the  centre  is  18  ft.  Find  (a)  the  width  of  the  wheel ;  {b)  the 
cross-section  of  a  bucket;  {e)  the  angle  between  the  horizontal  and  the 
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radius  to  the  lip  o(  the  bucket  when  spilling  commencea ;  {di  the  height 
of  the  dischai^ing  arc ;  (o  the  mechanical  effect  due  to  weight. 

Ant.  (a)  2.4  ft. ;  {6)  33.28  sq.  fl.  ;  (<r)  6  =  53'  19'  ;  {,1)  1.9  ft.  ; 
U)  19.73  H.P. 

52.  Aa  the  bucket^arm  cd  moves  downward  from  the  horizontal 
position,  show  that  while  the  wheel  moves  through  an  angle  8  the  last 
particle  of  water  at  e  will  move  through  a  distance  approximately  equal 
to  —  ■    , (6  -  sin  8).  r  being  the  distance  (assumed  constant)  of  the 

particle  of  water  from  the  axis,  and  »  being  the  linear  velocity  of  the 
wheel  at  the  radius. 

53.  If  the  last  particle  of  water  leaves  the  buckets  just  as  the  lip  a 
reaches  the  lowest  point  of  the  wheel,  and  if  the  arm  is  i  ft.  in  length, 
find  the  angle  between  the  lip  and  the  wheel's  periphery  (i)  for  a  wheel 
of  10  ft.  diameter,  the  peripheral  velocity  being  5  ft.  per  second  ;  (i)  f<if 
a  wheel  of  40  ft.  diameter,  the  peripheral  velocity  being  10  ft.  per  second  ; 
(3)  for  a  wheel  of  10  ft.  diameter,  tlie  peripheral  velocity  being  8  ft.  per 
second.  Am.  ([)  20° ;  (2)  19,5-;  {3)  40*. 

54.  In  an  overshot  wheel  of  30  ft.  diameter,  5  cu.  ft.  of  water  per 
second  enter  the  buckets  with  a  velocity  of  16  ft,  per  second  and  the 
wheel's  velocity  at  the  division  circle  is  7  ft,  per  second.  The  point  of 
entrance  is  i8'  from  the  summit,  and  the  angle  between  the  directions 
of  the  inflowing  water  and  the  wheel'speriphery  at  the  point  of  entrance 
is  12'.  The  water  begins  to  spill  at  1481"  from  the  summit  and  the 
spilling  is  complete  at  160I"  from  the  summit.  Find  the  total  mechan- 
ical effect  due  10  impulse  and  weight.  What  is  the  Ungential  force  at 
the  outer  periphery?  Ans.  16.28  H.P,;   1 194  lbs. 

55.  In  a  31-ft.  wheel,  with  a  i-ft.  crown  and  a  peripheral  velocity  of 
8  fl,  per  second,  the  point  where  spilling  commences  is  defined  by  the 
relation  S  =  tfi.  Find  the  arc  over  which  spilling  takes  place,  tiie  angle 
between  the  arm  and  circumference  being  30*.  Also  find  the  "  bucket  " 
angle.  If  Ii  cu.  ft.  of  water  enter  the  wheel  at  15  ins.  from  the  summit. 
and  with  a  velocity  of  18  ft.  per  second,  show  how  to  find  the  mechanical 
effect  due  to  impulse  and  that  due  10  weight. 

Ans.    S3*  33'  ;  4* ,  1612JJ  ft.-lhs.  ;   14,406.56  ft.-lbs  per  second. 

56.  An  overshot  wheel  of  32  ft.  diameter  makes  i^  revolutions  per 
minute.  Find  the  inclination  to  the  horizontal  of  the  water-surface  in  a 
bucket  at  90*  from  the  summit.  If  the  wheel  has  90  buckets  and  the 
arms  make  an  angle  of  221°  with  the  periphery,  find  the  depth  of  the 
crown,  Ans.  T  8';  1 1  ins. 

57.  An  overshot  wheel  of  31  ft.  diameter  makes  yy  revolutions  per 
minute.  Find  the  inclination  to  the  horizontal  of  the  water-surface  in  a 
bucket  at  90*  from  the  summit.  If  the  wheel  has  90  buckets  and  the  arms 
make  an  angle  of  22^*  with  the  periphery,  find  the  depth  of  the  crown. 

Am.  25.68  ft, ;  5.94. 
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58.  An  overshot  wheel  of  36  ft.  diameter  and  with  96  buckets  has  a 
peripheral  velocity  of  7t  ft.  per  second.  The  water  enters  with  a  velocity 
of  15  (t.  per  second  and  acquires  in  the  wheel  a  velocity  of  16.4.9  '^t-  P^r 
second.  Find  the  distance  through  which  the  float  moves  during 
impact.  Ahs.  2.15  ft. 

59.  The  sluice  for  a  lo-ft,  overshot  wheel  is  vertically  above  the  cen- 
tre and  inclined  at  45*  to  the  vertical.  The  water  enters  the  buckets  at 
a  point  2  ft.  vertically  below  tlic  sluice  and  10*  from  tlie  summit  of  the 
wheel.  Find  the  angle  between  the  directions  of  motion  of  the  entering 
water  and  of  the  wheel's  circumference.  Also  find  the  velocity  of  the 
water  as  it  enters  the  wheel.  Ans.  5°  30' ;  9.68  ft.  per  second. 

60.  In  an  overshot  wheel  Vi  =  17  (t.;  «=  11  fl.  per  second  ;  elbow- 
angle  =  70°'  division-angle  =  s* ;  water  enters  the  first  bucket  at  12' 
from  summit  of  wheel.  Find  (ii)  the  relative  velocity  f  so  that  water 
may  enter  unimpeded:  (i)  the  direction  of  the  entering  water;  (c)  the 
diameter  of  the  wheel,  whicli  makes  >  revolutions  per  minute;  (i^  the 
position  and  direction  of  the  sluice,  which  is  2  ft,  measured  horizontally 
from  the  point  of  entrance. 

Ans.  6.24  ft.  per  second  ;  r  =  7°  '3':  41  ft.;  45  ft.;  S°  43'. 

61.  In  an  overshot  wheel  the  deviation  of  the  impinging  water  from 
the  direction  of  motion  of  the  wheel  is  10' ;  the  velocity  (vt)  of  the  im- 
pinging stream  =  15  ft.  per  second  ;  of  the  circumference  of  the  wheel 
(»)  =  15  cos  10°.     What  amount  of  the  head  is  sacrificed  ? 

Ans.  1.06  ft. 
6z.  A  30-(t.  water-wheel  with  7:  buckets  and  a  i2-in.  shrouding 
makes  5  revolutions  and  receives  240  cu.  ft.  oF  water  per  minute.  Find 
ihe  width  and  sectional  area  of  a  bucket.  The  fall  is  30  ft.;  at  what  point 
does  the  water  enter  the  wheel,  the  inflowing  velocity  being  i^  times 
that  of  the  wheel's  periphery^  Also  find  the  deviation  of  the  water- 
surface  from  the  horizontal  at  the  point  at  which  discharging  com- 
mences, i.e.,  140°  from  the  summit. 

Ans.  2.03';  .327  sq.ft.;  32'  47';  4*  18'. 
63.  What  number  of  buckets  should  be  given  to  an  overshot  wheel  of 
40  It.  diameter  and  iz  ins.  width  m  wheel,  pitch-angle  =  4°,  thickness  of 
bucket-lip  =  I  in.,  water  area  =  24I  aq.  ins.? 

Ant.  167,  depth  of  crown  being  9  ins. 
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CHAPTER    VII. 
TURBINES. 

I.  Reaction  and  Impulse  Turbines.  —All  turbines  belong- 
to  one  of  two  classes,  viz..  Reaction  Turbines  and  Im/ni.'sr 
Turbines,  and  are  designed  tn  utilize  more  or  less  of  the  avail- 
able energy  of  a  moving  mass  of  water. 

In  a  reaction  turbine  a  portion  of  the  available  energy  is 
converted  into  kinetic  energy  at  the  inlet  surface  of  the  wheel. 
The  water  enters  the  wheel  passages  formed  by  suitably  curved 
vanes,  and  acts  upon  these  vanes  by  pressure,  causing  the 
wheel  to  rotate.  The  proportions  of  the  turbine  are  such  that 
there  is  a  particular  pressure  (hence  the  term  pressure-turbine) 
at  the  inlet  surface  corresponding  to  the  best  normal  condition 
of  working.  Any  variation  from  this  pressure,  caused,  e.g., 
by  the  partial  closure  of  the  passages  through  which  the  water 
passes  to  the  wheel,  changes  the  working  conditions  and 
diminishes  the  efficiency.  In  order  to  avoid  such  a  variation 
of  pressure,  it  is  essential  that  there  should  be  a  continuity  of 
flow  in  every  part  of  the  turbine :  the  wheel  passages  should  be 
kept  completely  filled  with  v.ater,  and  therefore  must  receive 
the  water  simultaneously.  Such  turbines  are  said  to  have 
complete  admission.  The  admission  is  partial  wiien  the 
water  is  received  over  a  portion  of  the  in'et  surface  only. 

In  an  impulse  (Girard)  turbine,  P'igs.  277  and  278.  the 
energy  of  the  water  is  wholly  converted  into  kinetic  energy  at 
the  inlet  surface.  Thus  the  water  enters  the  wheel  with  a 
velocity  due  to  the  total  available  head  and  therefore  without 
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pressure,  is  received  upon  the  curved  vanes,  and  imparts  to  the 
wheel  the  whole  of  its  energy  by  means  of  the  impulse  due  to 
the  gradual  change  of  momentum.  Care  must  be  taken  tt> 
insure  that  the  water  may  be  freely  deviated  on  the  curved 
vanes,  and  hence  such  turbines  are  sometimes  called  turbines 
with  free  deviation.     For  this  reason  the  water -passages  should 


Fig.  178. 
Girard  Turbine  for  High  Falll.      ' 

never  be  completely  filled,  and  the  water  should  flow  through 
under  a  pressure  which  remains  constant.  In  order  to  insure 
an  unbroken  flow  through  the  wheel-passages  and  that  no 
eddies  are  formed  at  the  backs  of  the  vanes,  ventilating  holes 
are  arranged  in  the  wheel  sides,  Fig.  280.  Figs.  279  and  2S0 
also  show  the  relative  path  J]B  and  the  absolute  path  CD 
traversed  by  the  water  in  an  inward-flow  and  a  downward-flow 
turbine. 

If  there  is  a  sufficient  head,  the  wheel  may  be  placed  clear 
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above  the  tail-water,  when  the  stream  will  be  at  all  times 
under  atmospheric  pressure.  With 
low  falls  the  wheel  may  be  placed 
in  a  casing  supplied  with  air  from 
an  air-pump  by  which  the  surface 
of  the  water  may  be  kept  at  an  in- 
,  variable  level  below  the  outlet 
orifices,  which  is  essential  for  per- 
fectly free  deviation.  While  the 
wheel-passages  of  a  reaction  turbine 
should  be  kept  completely  filled  with  water,  no  such  restriction 
is  necessary  with  an  impulse  turbine.  The  supply  may  be 
partially  checked  and  the  water  may  be  received  by  one  or 

I 


'■r^ 


Fig.  380. 


more  vanes  without  affecting  the  efficiency.  Thus  the  dimen- 
sions of  an  impulse  turbine  may  vary  between  very  wide  limits, 
so  that  for  high  falls  with  a  small  supply  a  comparatively  lai^e 
wheel  with  low  speed  may  be  employed.  The  speed  of  a 
reaction  turbine  under  similar  conditions  would  be  disadvan- 
tageously  great,  and  any  considerable  increase  of  the  diameter 
would  largely  increase  the  fluid  friction  and  would  also  render 
the  proper  proportioning  of  the  vane-angles  almost  impracti- 
cable. Impulse  turbines  may  have  complete  or  partial  admis- 
:sion,  while  in  reaction  turbines  the  admission  should  be  always 
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AH- 


complete,  as  in  Fig.  281,  which  shows  the  relative  ^t\\  AB 
and  absolute  path  CD  traversed  by  the  water.  When  there  is. 
an  ample  supply  of  water  the  reaction  turbine  is  usually  to  be 
preferred,   but  on   very  high   falls  its  speed   becomes  incon- 


FiG.  381. 


veniently  great  and  it  is  then  better  to  adopt  a  turbine  of  the 
impulse  type.  The  diameter  of  the  wheel  can  then  be  increased 
and  the  speed  proportionately  diminished. 

The  Hurdy-gurdy  is  the  name  popularly  given  to  an 
impulse  wheel  which  was  introduced  into  the  mining  districts 
of  California  about  the  year  1865.  Around  the  periphery  of 
the  wheel  is  arranged  a  series  of  flat  iron  buckets,  about  4  to 
6  ins.  in  width,  which  are  struck  normally  by  a  jet  of  water 
often  not  more  than  three  eighths  of  an  inch  in  diameter. 
Theoretically  the  efficiency  of  such  an  arrangement  cannot' 
exceed  50  per  cent,  while  in  practice  it  rarely  reaches  40  per 
cent.  The  best  speed  of  the  wheel,  in  accordance  with  both 
theory  and  practice,  is  about  one  half  of  that  of  the  jet.  Although 
the  efficiency  is  so  low,  the  wheel  found  great  favor  for  many- 
reasons.  Any  required  speed  could  be  obtained  by  a  suita)  ''^ 
choice  6f  diameter;  the  plane  of  the  wheel  could  be  placed  ■!»* 
any  convenient  position ;  the  wheel  could  be  cheaply  con- 
structed and  was  largely  free  from  liability  to  accident.  Hence 
it  was  of  the  utmost  importance  to  increase,  if  possible,  the 
efficiency  of  a  wheel  possessing  such  advantages.     Obviously 


;ti  by  Google 


486         ACTUAL  PATH  OF  FLUID  PARTICLE  IN   TURBINE. 

a  first  step  was  to  substitute  cups  for  the  flat  buckets,  the 
immediate  result  necessarily  being  a  very  large  increase  in  the 
efficiency.  This  was  increased  still  further  by  the  adoption  of 
double  buckets.  Fig,  282,  that  is,  curved  buckets  divided  in 
the  middle  so  tliat  the  water  is  equally  deflected  on  both  sides. 
Thus  developed,  the  wheel  is  widely  and  most  favorably 
known  as  the  Pelton  wheel.  Fig.  282.  Its  efficiency  is  at  least 
80  per  cent,  and  it  is  claimed  that  it  often  rises  above  90  per 
cent.  The  power  of  the  wheel  does  not  depend  upon  its 
diameter,  but  upon  the  available  quantity  and  head  of  water. 
The  V  zzlcs, 


157 


Fio.  383. 

having  tips  bored  to  suit  any  required  deliver)-.  These  tips 
are  screwed  into  the  nozzles  and  can  be  easily  and  rapidly 
replaced  by  others  of  larger  or  smaller  size,  so  that  the  Pelton 
is  especially  well  adapted  for  a  varying  supply  of  water.  It  is 
claimed  that  in  this  manner  the  power  may  be  varied  from  a 
maximum  down  to  2  5  per  cent  of  the  same  without  appreciable 
loss  of  efficiency. 

a.  Actual  Path  of  a  Fluid  Particle  in  Passing  through 
a  Turbine. — Under  the  combined  effect  of  the  inlet  velocity 
'\  and  the  rotation  of  the  wheel,  a  fluid  particle,  entering  at  a. 
will  traverse  an  actual  path  a/ cutting  the  outlet  surfac;;  at  an 
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angle  equal  to  d.     This  path  may  be  approximately  plotted 
in  the  following  manner: 

Let  a/,  a'f  be  two  consecutive 
"blades. 

Let  q  be  the  discharge  per  second  . 
through    the    passage   between    these 
blades. 

Let  xx'  be  a  surface  concentric 
with  aa'  and  of  radius  r. 

Let  t  be  the  time  in  seconds  in 
which  a  fluid  particle  flows  from  aa'  to 
xx'. 

Let  A  be  the  area  axx'a' . 

Let  d  be  the  mean  depth  of  this 
area  between  the  crowns. 

Let  w  be  the  angular  velocity  of 
the  wheel. 

Then  Qt  =  volume  of  water  between  aa'  and  xx'  =  Ad. 

But  in  the  same  time  /  the  point  x  will  have  moved  to  s, 
where 


Fig.  883. 


xs  =  rati  =  rwd — , 

In  this  equation  the  values  of  a>  and  g  are  known,  so  that 
by  describing  any  required  number  of  cylindrical  surfaces  and 
introducing  into  the  equation  the  corresponding  values  of  r,  d, 
and  A ,  a  scries  of  values  will  be  obtained  for  xs  defining  the 
points  Tj ,  ^j ,  s'j  ,  .  .  on  the  actual  path  a/  of  the  fluid  particles. 

Zeuner  gives  a  somewhat  more  general  method  as  follows: 

Consider  a  fluid  particle  moving  along  the  axis  RM  of  the 
passage  between  two  consecutive  vanes  of  and  a'f . 

If  the  wheel  were  at  rest,  the  particle  in  t  seconds  would 
reach  a  certain  point  M.  but  the  rotation  of  the  wheel  carries 
it  to  M',  where  MM'  =  root,  r  being  the  radius  OM  {=  OM') 
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and   a>  the    constant  angular   velocity  about    the  axis  at  O. 
Thus,  after  /  seconds,  M'  is  the  true  locus  of  the  fluid  particle.' 


Fia.  384. 

Let  0  and  0'  be  the  angular  deviations  of  OM  and  OM' 
from  ,0R. 

Let  u^  {=  M'P)  be  the  linear  velocity  of  M'. 

Let  V,  (=  M'Q)  be  the  relative  velocity  of  the  fluid  particle 
at^'. 

Let  7',  (=  M'N)  be  the  absolute  velocity  of  the  fluid  particle 
at  M'. 

Let  0  be  the  angle  between  V^  and  the  radius  OM  or  OM'. 

Let  ff  be  the  angle  between  v^  and  OM'. 

Then 

I',  sin  a'  =.  u,  —  V.  sin  6' 


Vj,  cos  fl'  =  ('^  COS  H. 
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necessarily  tangential  to  the  actual  path  RM'  at  M' ;  and 
A^  Vg  cos  ff  =  (2,  the  volume  of  flow  per  second,  Aj^  being  the 
sectional  area  of  the  passage  at  right  angles  to  OM.  Substi- 
tuting these  values  in  the  last  equation, 

00      d<l>      d<t/ 


ij?'-'- 


0+0'. 


r^  being  the  internal  radius  of  the  wheel. 

But  the  exjwession    C  Adr  is  the  volume  of  the  passage 

between  aa'  and  M  and  may  be  determined  by  actual  measure- 
ment. 

Designating  this  volume  by  U^,  then, 


an  equation  giving  tft  when  0'  is  known,  or  0'  when  <f>  is  known. 
Thus  the  actual  position  of  the  particle  can  be  determined  if 
its  relative  position  is  known,  or  its  relative  position  can  be 
found  when  its  actual  position  is  given. 
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Take  a  number  of  equidistant  points  M^,  M^,  M^  .  .  .  aIon{r 
the  axis  of  the  passage,  and  let  0, ,  0, ,  0,  ...  be  the  angular 
deviations  of  OM^ ,  OM^ .  OM^  .  .  .  from  OR. 

Also,  let  C/j,  C/j,  (/^  .  .  .  he  the  volumes  of  the  passage 
between  aa'  and  M^ ,  aa'  and  M^,  aa'  and  M^.  .  .  Then  the 
angular  deviations  <^/,  0,',  <p^  .  .  .  of  the  radii  to  the  corre- 
sponding points  jW/,  M^,  M^  ...  on  the  actual  path,  are 
given  by  the  equations 


and  the  actual  path  can  be  at  once  plotted. 

The  value  of  C  Ajir  can    easily   be    found    graphically. 

Thus,  plot  the  radii  OR,  OM^,  OM.  .  .  .  OM as  abscisss.  and 
the  corresponding  sectional  areas  of  the  passage  at  R,  M^ , 
Mj  .  .  .  M  as  ordinates.  Joining  the  upper  ends  of  these 
ordinates  by  a  suitable  curve,  tlie  area  between  this  curve,  the 
extreme  ordinates  and  the  line  of  abscissa;  is  evidently  the 
volume  required.  This  area  may  be  determined  with  a  pla- 
ni  meter. 

3.  ClassificatioD  of  Turbines. — The  character  of  the  con- 
struction of  turbines  has  led  to  their  being  classified  as 
(1)  Radial-flow  turbines;  (2)  Axial-flow  turbines;  (3)  Mixed- 
flow  turbines. 

The  water  may  act  wholly  by  pressure  or  wholly  by  im- 
pulse, or  partly  by  pressure  and  partly  by  impulse,  or  by 
reaction.     In  pressure  wheels  tlie  water- passages  are  not  corn- 
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pletciy  filled  as  in  reaction  wheels.  In  impulse  wheels  the 
water  spreads  out  in  all  directions,  while  in  pressure  and 
reaction  wheels  the  water  flows  off  on  one  side  only. 

In  Radial-flow  turbines  the  water  flows  through  the  wheel 
in  a^  direction  at  right  angles  to  the  axis  of  rotation  and 
approximately  radial.  The  two  special  types  of  this  class  arc 
the  Outward-floiv  turbine,  invented  by  Fourneyron.  and  the 
Jnward-floiv  or  VorUx  turbine,  invented  by  James  Thomson, 
In  the  outward-flow  turbine.  Figs.  285  and  286,  the  water 
enters  a  cylindrical  chamber  and  is  ted  by  means  of  fixed 
guide-blades  outwards  from  the  axis.  It  is  distributed  over 
the  inlet-surface,  passes  through  the  curved  passages  of  an 
annular  wheel  closely  surrounding  the  chamber,  and  is  finally 
discharged  at  the  outer  surface.  The  wheel  works  best  when 
it  is  placed  clear  above  the  tail-water.  A  serious  practical 
defect  is  the  difficulty  of  constructing  a  suitable  sluice  for  regu- 
lating the  supply  over  the  inlet-surface.  When  the  water  is 
insufficient  to  work  the  turbine  at  its  full  power,  the  exit 
openings  may  be  closed  to  any  required  extent  by  lowering 
a  cylindrical  sluice. 

A  well-designed  turbine  of  this  type  gives  an  efficiency  of 
70  per  cent,  and  the  maximum  efficiency  is  about  80  per  cent, 
but  the  efficiency  is  considerably  diminished  by  closing  the 
sluice.  Fourneyron  was  led  to  the  design  of  this  turbine  by 
observing  the  excessive  loss  of  energy  in  the  ordinary  Scotch 
turbine,  or  reaction  wheel,  and  introduced  guide-blades  in 
order  to  give  the  water  an  initial  forward  velocity  and  thus 
cause  a  diminution  of  the  velocity  -of  the  water  leaving  the 
outlet-surface. 

Boyden's  turbine  is  a  modification  of  the  Fourneyron. 
The  water  is  conducted  to  the  guide-blades,  which  are  inclined 
so  as  to  receive  the  water  tangentially,  through  a  truncated 
cone ;  and  the  water  thus  acquires  a  gradually  increasing 
velocitj'  together  with  a  spiral  motion.  The  wheel,  again,  is 
surrounded  by  a  diffusor  which  expands  outwardly  and  which 


;ti  by  Google 


49*  THE  BOYDEN  TURBINE. 

should    be   comjrfetely   submerged.      The    water   then    flows 
through  the  wheel  with  an  increased  velocity  and  passes  away 
Fig.  aBj. 


Fic.  386. 
through  the  diflusor  with  a  velocity  which  gradually  diminishes. 
There  is  said  to  be  a  gain  of  3  per  cent  effected  by  this  arrange 
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ment,  while  Boyden  claimed  for  hi 
ciency  of  88  per  cent. 
In  the  Inward-flow 


75-H.P.  turbine  an  effi- 


Fic.  187. 


iJt 


^1^ 


1. 


Vortex  turbine.  Figs.  287.  288,  and 
289,  the  wheel  is  en- 
closed in  an  annular 
^^^^  space,  into  which  the 
'^r^jA^  water  flows  through  one 
or  more  pipes,  and  is 
usually  distributed  over 
the  inlet-surface  of  the 
wheel  by  means  of  four 
guide-blades.  The  water 
enters  the  wheel,  flows 
towards  the  space  around 
the  axis,  and  is  there 
discharged.  This  tur- 
bine possesses  the  great 
advantage  that  there  is 
ample  space  outside  the 

Thomson's  Vorte:^  Turbine. 


Fio.  j88.  Fro.  9B9. 

whetfl  for  a  perfect  system  of  regulating -sluices.     This  turbine 
has  attained  an  efficiency  of  77J  per  cent. 
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THE  AXIAL-FLOIV  TURBINE. 


Axial'flmv  turbines,  Fig.  290,  are  also  known  as  Parallel' 
and  Dowmvard-Jhw  turbines  and  are  sometimes  called  by  the 
names  of  the  inventors.  Jonval  and  Fontaine.  In  these  the 
water  passes  downward  through  an  annular  casing  in  a  direc- 
tion parallel  to  the  axis  of  rotation,  and  is  distributed  by  means 
of  guide-blades  over  the  inlet-surface  of  an  adjacent  wheel.  It 
enters  the  wheel- passages  and  is  finally  discharged  vertically, 
or  nearly  so,  at  the  outlet-surface.  The  sluice-regulations  are 
worse  even  than  in  the  case  of  an  outward-flow  turbine,  but 
there  is  this  advantage,  that  the  turbine  may  be  placed  either 
below  the  tail-water,  or,  if  supplied  with  a  suction-pipe,  at  any 
point  not  exceeding  3Q  ft.  above  the  tail-water. 


If  a  turbine  is  designed  so  that  the  pressure  at  the  clearance 
between  the  casing  and  the  wheel  is  nil,  and  witli  curved 
passages  in  the  form  of  a  freely  deviated  stream,  it  becomes 
what  is  called  a  Limit  turbine.  In  its  normal  condition  of 
working  it  is  an  Impulse  turbine,  but  when  drowned  it  is  a 
Reaction  turbine,  with  a  small  pressure  at  the  clearance.  '  For 
moderate  falls  With  a  varying  supply  its  average  efficiency  is 
higher  than  that  of  a  pressure  turbine. 

The  Mixed-  ox  Combined-flow  (Schiele)  turbine  is  a  com- 
bination of  the  radial  and  axial  types.     The  water  enters  m  a 
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nearly  radial  direction  and  leaves  in  a  direction  approximately- 
parallel  to  the  axis  of  rotation  This  type  of  turbine  admits 
of  a  good  mode  of  regulation  and  is  cheap  to  construct. 

The- Swain  turbine  is  a  combination  of  the  inward-  and 
axial-flow  types.  The  vane  inlet-lips  are  vertical  opposite  the 
guide-blades,  and  at  the  outlet  the  vanes  are  bent  into  a 
quadrant  of  a  circle.  An  efficiency  of  88  per  cent  has  been 
claimed  for  this  turbine  under  a  full  load. 

CoinparisoH  of  Outward-flow  Turbines. — Fourneyron  deals 
with  a  varying  .supply  of  water  by  means  of  a  circular  sluice. 
which  can  be  made  to  close  off  any  required  portion  of 
the  wheel.  A  similar  arrangement  may  be  added  to  the 
Cadiat  turbine,  which  is  of  the  outward-flow  type  and  is  fed 
from  above  through  a  cylindrical  reservoir,  the  upper  and 
lower  edges  of  the  reservoir  being  rounded  to  diminish  the  loss 
due  to  contraction.  The  objection  to  sluices  of  this  kind  is 
that  the  passages  no  longer  run  full  when  the  inlet  orifices  are 
partially  closed  and  there  is  therefore  a  considerable  diminution 
of  efficiency.  In  the  Whitelaw  turbine,  p.  375,  this  difiiculty 
can  be  obviated  by  changing  the  outlet  instead  of  the  inlet  area. 

The  absence  of  guides  in  the  Cadiat  and  Whitelaw  turbines 
make  their  construction  somewhat  simpler,  but  their  efficiency 
is  comparatively  small,  that  of  the  Cadiat  being  about  65  per 
cent,  while  the  efficiency  of  the  Whitelaw  turbine  varies  from 
50  to  60  per  cent.  On  the  other  hand,  the  Fourneyron  turbine 
has  an  efficiency  of  more  than  70  per  cent  and  is  mechanically 
a  much  more  perfect  machine.  The  guides  in  the  turbine 
render  it  possible  to  utilize  almost  the  whole  of  the  energy  of 
the  water  either  by  equalizing  the  peripheral  and  relative 
speeds  at  the  outlet,  or  by  making  the  absolute  velocity  at  the 
outlet  radial.  The  Fourneyron  and  Cadiat  turbines  are 
specially  adapted  for  a  large  supply  of  water  and  a  moderate- 
fall,  say  not  exceeding  about  30  ft.,  while  the  Whitelaw  tur- 
bines are  found  more  useful  for  a  small  supply  of  water  and  a 
high  fall. 
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Fig.  191.— Enlarged  Portion  of  Section  through  XV,  Fig.  1S7. 


FlO.  aqa.— Enlarged  Portion  of  Section  through  Xy,  Pig.  aSj. 


Fib.  393.— Enlarged  Portion  of  a  CTlindtical  Section  XV,  Fig.  190, 
Developed  in  Plane  of  Paper. 
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4.  Theoiy  of  Torbines  (Figs.  291,  292,  and  293). — Denote 
inward-flow,  outward-flow,  and  axial-flow  turbines  by  I.  F., 
O.  F.,  and  A.  F-,  respectively. 

Let  r, ,  r,  be  the  radii  of  the  wheel  inlet-  and  outlet-suriaces 

of  an  I.  F.  or  O.  F. 
Let  /-, ,  r,  be  tlie  outer  and  inner  radii  of  the  wheel  inlet- 
surface  of  an  A,  F. 

Let  R   be  the   mean    radius    f=    '-  ■    ■*!   of  an    A.   F., 

assumed  constant  throughout. 

Let  A^.  ^,  be  the  areas  of  the  wheel  inlet-  and  outlet- 
■  orifices. 

Let  rf, ,  rf,  be  the  depths  of  the  same  in  an  I.  F.  or  O,  F. 

Let  d^ ,  d^  be  the  widths  of  the  same  in  an  A.  F. 

Let  h  be  the  depth  of  the  wheel  in  an  A.  F. 

Let  H^  be  the  effective  head  over  the  inlet-suriace  of  the 
wheel.  This  is  tlie  total  head  over  the  inlet- 
surface  diminished  by  the  head  consumed  in 
frictional  resistance  in  the  supply-channel,  and 
by  the  head  lost  in  bends,  sudden  changes  of 
section,  etc. 

Then  //,  +  h  is  the  toUl  head  over  the  outlet  of  an  A.  F. 
available  for  work. 

Let  H^  be  the  fall  from  the  outlet-suriacc  to  the  surface  of 
the  water  in  the  tail-race.  If  the  turbine  is 
submerged,  then  H^  is  negative. 

Let  7\ ,  T'j  be  the  absolute  velocities  of  the  water  at  tlie 
inlet-  and  outlet- surfaces. 

Let  !(, ,  Kj  be  the  absolute  velocities  of  the  inlet-  and  outlet- 
surfaces.     In  an  A.  F.  turbine  Wj  =  11^. 

Let  V^,  Kj  be  the  velocities  of  the  water  relatively  to  the 
wheel  at  the  inlet-  and  outlet-surfaces. 

Let  the  angular  velocity  of  the  wheel  =  «=—  =  —. 

Let  Tf  designate  the  hydraulic  efficiency  of  the  turbine. 
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■  Let  the  water  enter  the  wheel  in  the  direction  ac,  making' 
an  angle  y  with  the  tangent  ad.  Take  ac  to  represent  », ,  and 
ad  to  represent  w,.  Complete  the  parallelogram  bd.  The 
side  ab  represents  K, ,  and  in  order  that  there  may  be  no  shock 
at  entrance,  ab  must  be  tangential  to  the  vane  at  a.  Again, 
at  /  draw  fg,  a  tangent  to  the  vane,  z.XiAfk,  a  tangent  to  the 
wheel's  periphery. 

Take_;^  and_^  to  represent  V^  and  «,  respectively.  Com- 
plete the  parallelogram  gk.  The  diagonal  fit  must  represent 
in  direction  and  magnitude  the  absolute  velocity  v^  with  which 
the  water  leaves  the  wheel.     Let  the  angle  hfk  =  6. 

Draw  cm  [>erpendicular  to  ad,  and  //»  perpendicular  to  gi. 

The  tangential  component,  viz..  am  or  fn,  of  the  velocity 
of  the  water  as  it  enters  or  leaves  the  wheel  is  termed  velocity 
of  whirl  {v^. 

The  radial  component,  viz. ,  cm  or  hn,  of  the  velocity  of 
the  water  as  it  enters  or  leaves  the  wheel  is  termed  velocity  of 
flow  (»,). 

Take  vj  =■  am,     vj'  ^  fit, 

vj  =  cm,       V,"  =  hn. 

Let  the  angle  bad  =  180°  —  a. 

Let  the  angle  gfk  =  180°  —  /». 

Thus  a  and  fi  are  the  angles  which  the  vane  (or  blade)  tips 
(or  lips)  make  with  the  wheel's  peripheries. 

Then,  at  the  inlet -surface, 
vj  =■  I',  cos  y  =  accos  y  =  am  =:  ad  ±  dm  =  a, —  Vi  cos  a,    (i ) 

I'/  =  "1  sin  y  =;  cwi  =  Kj  sin  or ; (2) 

and  at  the  outlet-surface, 

vJ"^  =  »'i  cos  S  =/»=/h  ±  k»=  Uj-  V,  cos  yS,     .     (3) 
Vr'  =  !',  sin  S  =  hft  =  Vj  sin  0 (4) 
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Let  Q  be  the  quantity  of  water  which  passes  per  second 
through  the  turbine.  Then,  disregarding  the  thickness  of  the 
vanes,  i«  an  I.  F.  or  O.  F.  turbine 

t/A,  =  V  .  3»r,d,  =  0  =  V.  2ffr,d,=  T,"A,,    .     (5) 
and  therefore 

V.  r,d,  =  —  =:  V.  rj/,. 

Also,  \{d^  =  d^  =  d, 

'    '      2wd         '     ' 
In  an  A.  F.  turbine 

T,'A,  =  t/  .  3ffR .  d,  =  0  =  T,"  .  awR .  d,  =  t/'A,,  (6) 
and  therefore 


'   "  2;rA^  ~     "  • 

Allowance  may  be  made  for  vane  thickness  as  follows: 

Let  0  be  the  angle  between  the  vane  of  thickness  BC  and 

the  wheel's  periphery  v45.    Then  the  space  occu-  ^ 

pied  by  the  vane  along  the  wheel's  periphery  is         ,  ^5<T 

AB  =.  BC  cosec  e.  // 

Let  «  be  the  number  of  the  guide-vanes,  and  t  / 

their  thickness.  F'o-  *<»■ 

Let  «,  be  the  nurtiber  of  the  wheel-vanes,  and  l^ ,  /,  their 
thickness  at  the  inlet-  and  outlet-surfaces  respec- 
tively. 
Then,  in  a  radial-flow  turbine, 

A^  =  —d^\2^rr^  —  nt  cosec  y  —  Vi  cosec  a\       .     (7) 
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A^  =  ^d^\2«r^  -  n^t,  cosec  fi\ (8) 

■^  being  a  fraction  depending  on  practical  considerations. 

In  an  axial-flow  turbine  ^  is  to  be  substituted  for  r^  and  r, 
in  the  values  of  A^  and  A^. 

K,  may  be  made  equal  to  n  ■\-  i  ot  n  -If  2. 

Work  and  Efficiency. — As  the  water  flows  through  the 
wheel,  let  v  be  the  velocity  of  flow  at  any  point  A'' distant  r 


«^T 


(=  ON)  from  the  axis  0,  and  let  /  be  the  length  of  the  per- 
pendicular from  0  upon  the  direction  of  v.     Then 

— V  =  momentum  of  moving  mass  of  water 

7=  impulse  on  wheel 
:=  F,  suppose. 

Therefore,  also, 

vp  =  Fp  =  moment  of  couple  producing  rotation, 

and  the  useful  work  of  the  couple  per  second 

=  Fpm  = vpa. 
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But  if  Va  is  the  component  of  v  at  TV^  perpendicular  to  the 
radial  line  OJV, 

w.  =  f  cos  tf  =    -, 

r 

and  therefore  the  useful  work  of  the  couple  per  second 
-  ^ 

Thus  in  an  I.  F.  or  O.  F.  turbine 

r  ,    «r  .  .  a-G  tvQ      , 

the  useful  effect  at  miet    =  ^vjr,w,    = v-u,, 

£■         '  ^  ' 

the  useful  effect  at  outlet  =  vj'r.w,  = vj'u., 

g     "    *  S  * 

and  the  useful  work  per  second  done  by  the  water  on  thi, 

wheel  between  inlet  and  outlet 

=  yCVr, -T-'r^w (95 

wO 

=  -^(T-'»h-T«"tg (lo) 

The  EFFICIENCY  IS  given  by  the  relation 

7  X  ^Q^\  =  the  useful  work  per  sec. 


i7gH,  =  v„'u,  —  v„"n,, (II) 

which  is  the  fundamental  equation  governing   the  des^n  of 
I.  F.  or  O.  F.  turbines. 
In  an  A.  F.  turbine 

wQ  wQ 

the  useful  effect  at  inlet     = v„'Ra>  =  — »»'«. 


the  useful  effect  at  outlet  =  — vJ'Ra  =  — -v„'u. , 

r     -  g 
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and  the  USEFUL  work  per  second  done  by  the  water  on  the 
wheel  between  inlet  and  outlet 

=  ^(''-'-v.")R» (") 

=  ^(T,'  -  V.")ll, (13) 

The  efficiency  is  given  by  the  relation 

t)  X  wQ{H^  ~\-  A)  =  the  useful  work  per  sec. 


.«(H,  +  h)-(v„'-T„"K (14) 

which  is  the  fundamental   equation  governing  the  design  of 
A.  F.  turbines. 

Again,   disregarding  hydraulic  resistances,  each  pound  of 


Hence 

the  USEFUL  WORK  in  an  I,  F.  or  O.  F.  turbine 

-<^'-%) (■" 

the  corresponding  efficiency  being  i  — ■ — =-,        .     .     (i6) 
and  the  USEFUL  WORK  in  an  A.  F.  turbine 

=  wg(H,+h-I^) (.7) 

the  corresponding  efficiency  being  i  —  ■    /q  * .   ..-v-        (18) 
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Assuming  that  the  velocity  of  whirl  at  outlet,  viz. ,  v„",  is 
nil  and  that  /f  is  the  portion  of  /^ , ,  or  of  /f^  -\-  k,  which  is 
transformed  into  useful  work,  then 

gH  =  v^J  =  "((ki  —  ^r'  cot  a), 

which  may  be  written  in  the  form 


a  quadratic  giving 


VgH 


n  V  \'cot'  D 

'  V  ^  ^jHi      4 


This  result  has  been  employed  in  preparing  the  following 
Table  of  values  of  — ^=  corresponding  to  ditTerent  values  of 


VgH 


.= 

'> 

.,• 

y^ 

...  1  .. 

r>- 

!."■ 

..- 

.«. 

■  3S-  [.!=• 

■<s' 

I 

\ 

7 
6 
S 
45 

35 
3 

35 

15 

3 
3 

3 

s 

6»g 

3SQ 

9Sa 
6il 

301 
M5 
991 
847 
705 
569 

s; 

ao4 

189 
047 

■^ 

647 
S33 
463 
405 
346 
aqj 
340 
1S8 

■3B 
090 

618 

547 
477 
409 

344 

38l 

250 

190 
161 
131 
loS 
078 
OS  I 

1-339 

1.18S 

1.325 

I.18B 
II55 
1. 139 

1.107 
1.090 

1.074 

I.0S9 
1.044 
1.029 

1.143 
i.iaS 

1.095 
1.083 
..069 
1. 061 
1.05s 
1.048 
1. 041 
1.034 

1.037 

1.013 

I 

874 

887 
900 
908 
913 
935 
941 
949 
954 
961 
967 
973 
980 
987 

753 
773 

l?5 

843 
686 
879 
890 

903 

9.7 
930 

973 

618  i 
647 
677 
709 

744 

781  1 

800 

8ao 

640 

860 

883 

905 

937 

9SI 

.457 

.4B8 
.534 
.563 
.607 
.657 
.683 
.713 
.744 
.773 
.806 
.843 
.878 
■9"7 

.351 
.371 
■304 
.339 

.383 

■499 
.541 
.586 
.636 
.694 
.758 
.830 
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AUowance  may  be  made  for  the  principal  hydraulic  resist- 
ances by  taking 

/■.-'   as  the  loss  of  head  before  entering  the  wheel  and 
J*2s 


Then  the  total  loss  of  head 

=  4  +  /.^+|.       ....     (.9) 

The  values  of  the  empirical  coefficients/,  and_/^  may  vary, 
the  former  from  .025  to  .20,  and  the  latter  from  ,10  to  .20. 

Ex.  I.  Water  enters  an  O.  F.  turbine  of  3!  ft.  exterior  and  i|  ft.  in- 
terior diameter  with  a  whirling  veiocity  of  so  ft,  per  second,  and  leaves 
in  the  reverse  direction  with  a  whirling  velocity  of  10  ft.  per  second. 
The  wheel  malces  240  revolutions  per  minute.     Find  the  useful  head. 

'.it. 240 
Ml  = =  ■^^  ft.  per  sec., 

60  '^ 

Ml  =  2Mi  =  44  ft.  per  sec. 
Then,  if  H  is  the  useful  head, 

wQH  =  work  done  in  driving  the  wheel 

=  ■?<—■••' 

=  -f\zz  X  20  -  44  X  <- 10) )  =  »e .  — . 

and  H  =  rj\  ft. 

Ex.  3.  A  turbine  with  a  radial  inlet-lip  receives  10  cu.  ft.  of  water 
per  second  at  a  radius  of  3  ft.,  and  makes  105  revolutions  per  minute. 
The  water  enters  at  60°  with  the  wheel's  periphery,  and  leaves  without 
velocity  ol  whirl.  If  the  efficiency  is  .88.  And  the  elTective  head  and  the 
H.P.  of  the  turbine. 

Since  a  =  90°. 


_  g.4.  'OS  . 


32  ft.  per  sec.. 
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EXAMPLES. 


=  the  efficiency  =  - 


.  484 

"  gffi  ~32//,~yi//,' 

or  Jf,=  17.187s  fl. 

The  H.P.  =  ^?i^  X  .88fl-,  =  17.1875. 

550 

Ex.  3.  The  wheel  of  an  A.  F,  turbioe  of  3  ft.  interior  diameter  has  a 
6-'m.  width  of  orifice  opening  and  is  I  ft.  deep.  It  passes  33  cu.  ft.  of 
water  per  second  under  the  head  of  24  ft.  over  the  inlet,  and*  the  water 
leaves  the  wheel  in  a  direction  given  by  cosec  S  =  1.015.  Determine  the 
efficiency. 

By  the  condition  of  continuity, 

y(4*  -  a')*/'  =  33  =  Sl»>"i 
or  v"  =  6  ft.  per  sec. 

Therefore 

V,  =  Vr"  cosec  9  =  6  X  i.oi;  =  6.09  ft.  per  sec., 

.9768. 
25  X  ,9768  =  2.929. 


t6.09)'  . 


Ex.  4.  Find  the  outlet  lip-angle  (A)  from  the  following  data  :  radius 
to  inlet  =  iuiiee  that  to  outlet  surface  ;  linear  speed  of  inlet  surface  = 
ont-half  that  equivalent  to  the  effective  head;  inlet  velocity  of  flaw  = 
BtU'tighth  of  that  equivalent  to  the  effective  head  ;  sectional  area  of 
waterway  is  constant  from  inlet  to  outlet ;  the  water  leaves  without  ve- 
locity of  whirl. 

Then  «,  =  i  4/2^^,  =:  4  f"^  =  2»,. 

By  condition  of  continuity. 

Axv;  =  Aav;'  =  AiVr, 

and  I/,  =  w,  =  iV27M  =1^,. 

Hence  cot /I  =  ^|  = '^  =  2. 
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5o6  EXAMPLES. 

Ex.  ;.  The  vheel  of  a  turbine,  passing  lo  cu.  h.  ol  water  per  second 
under  a  head  of  32  ft.,  is  6  ins.  deep  and  its  inlet-surface  has  a  diameter 
of  2  feet.  The  inlet-lip  is  radial  and  the  efficiency  may  be  assumed  to 
be  unity.     Find  the  guide-varre  lip-angle  and  the  power  of  the  turbine. 

1  =  the  efficiency  = ^—  r= . 

'       32  j<  32       1014 

Therefore  «i  =  32  ft.  per  sec,  =  »»'. 

By  aondition  of  continuity, 
ir.2.i.*,'  =  io. 
or  t//  =  ^  =s  3A  ft.  per  sec 

Hence  tan  r  =  ^  =  ^  =  -o9943. 

and  r  =  i'  41'- 

TheH.  P.  =63i.io-^=36A- 

Ex.6.  In  an  impulse  radial-flow  turbine  the  inlet- &nd  outlet-orifice 
areas  are  equal  and  the  water  leaves  without  velocity  of  whirl.  Disre- 
garding hydraulic  resistances,  show  that  the  velocity  of  whirl  is  cos*  y. 

By  condition  of  continuity, 

AtVt  =  A,v^'  =  Q  =  A,vr'  =  Aiv,  sill  r- 

Therefore  v,  =  v,  sin  y,    ' 

the  efficiency  =  i V  =  •  —  sin'  y  =s  cos'  y, 

Ex.  7.  In  a  radial-flow  impulse  turbine  the  peripheral  and  relative 
speeds  at  outlet  are  equal.  Show  that  the  direction  of  the  water  at 
inlet  bisects  the  angle  between  the  t'lm  and  the  inlet-lip.  Also  show 
that  nVi  sin  2y  =  riVi  sin  8. 

Vt*  -  y,'  =  u,'  -  u,: 

But  Vt  ■=  Ui ,    and  therefore    Fi  =  u,, 

so  that  2r  =  iSo"  —  a. 

By  condition  of  continuity, 

2Xv,d,Vr'  =  Q=  2'r,dt  -  V. 
or  nrf, .  F,  sin  a  =  r^dt.  V,  sin  fi. 

or  r,d,ui  sin  2y  =  r^t .  u,  sin  fi  =  rtdt .  —u,  sin  fl. 

or  r,*d,  sin  2y  =  r,*dt  sin  ff. 


^ 
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fit    fit 
Application  of  TorricelW  s  Principle. — If  ~,  —    are    the 

pressure -heads  at  the  inlet-   and  outlet-surfaces  of  a  turbine 

p  —  p 
wheel,  the  effective  head  over  the  inlet-orifices  is  H, -. . 

'  VJ 

Hence,  disregarding  hydraulic  resistances, 

w  ^      ' 

In  turbines  of  the  impulse  type  p^=p^,  and  the  water  is 
usually  under  atmospheric  pressure  only  both  at  inlet  and 
outlet.     Thus 

IN    AN    IMPULSE   TURBINE    —  =  H .      (21> 

2g  I  \      / 

Allowance  may  be  made  for  the  loss  of  head  at  entrance 

I    V*  V* 

into  the  wheel  by  substituting  —5-  —  for  —  in  these  two  equa- 
tions, the  average  value  of  the  empirical  coefficient  c^  being 
about  .949,  or  c^  =  .9. 

Application  of  Bernouilli's  Principle. 

In  a  reaction  I.  F.  or  O.  F.  turbine 
A   ■    ^.'^A  ■    V^_u,'-u,* 

TV  2g         W'2g  "^g        ' 

the  last  term  being  the  work  per  pound  of  water  due  to  centrif- 
ugal force.     Therefore 

v;  -  r,'       «,'  —  a,'  _  A-A 
^S         ~        2g       ~       w 


(22) 


(23) 
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which  may  also  be  written  in  the  form 

since,  from  the  triangle  acd, 

2a,7',  cos  y  =  tt,'  +  Wj*  —  V^.      .     .     .     (25) 
In  an  impulse  I.  F.  or  O.F,  turbine 

p^=.  p^,     and     v^  =  2gHy 
Therefore  eq.  (23)  becomes 

V*  -  V*       u*  -  u* 

U       ~       2^      '        ■     ' 
In  an  I.  F.  TURBINE  »,  >  w,  and  the  term  — is 

negative.  Hence  eq.  (23)  shows  that  as  the  inlet  velocity  v, 
increases  or  diminishes  the  speed  of  the  turbine  diminishes  or 
increases,  and  that  therefore  the  centrifugal  force  tends  to 
maintain  a  steady,  motion.  A  diminution  in  v^  also  necessarily 
leads  to  a  corresponding  diminution  in  the  loss  of  head  due  to 
hydraulic  resistances.     For  these  reasons  the  centrifugal  head 

should  be  made  as  lat^e  as  is  practicable,  and  the  ratio  —  =  —' 

a,       Tj 

is  usually  made  equal  to  2. 

In  an  O.  F.  turbine  u  <  »    and  the  term  "'  ~  "'  is 

g 
positive.  Hence  the  speed  of  the  turbine  increases  and 
diminishes  with  v^ ,  and  the  centrifugal  force  is  adverse  to  steady 
motion,  tending  both  to  augment  a  variation  from  the  normal 
speed  and  to  increase  frictional  losses  of  head.  The.  centrif- 
ugal head  should  therefore  be  made  as  small  as  is  practicable, 

.and  a  common  value  of  the  ratio  —  =  —  is  — . 
«i       '■t      S 
In   a  reaction  A.   F.   turbine   each    fluid   particle   in 
passing  from  inlet  to  outlet  remains  at  the  same  distance  from 
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+  i=S  + 

i:-l_/, 
'g 

V,'- 

K' 

=  H,+ 

Therefore 

v v 

+  '       '  - 

H,+ll, 
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the  axis,  and  therefore  no  work  is  done  by  centrifugal  force, 
but  an  additional  head,  A,  equal  to  the  depth  of  the  wheel,  is 
gained.     Then 


(27) 


■  •  (28) 

which  may  also  be  written  in  the  form 

a,T,  COS  V   ,    Vj*  —  Uj*       _    ,    .  ,     , 

^■y-'^+-'-l^'=H,  +  h..     .     ,     (,9) 

since  u,  =  Uj. 

In  an  impulse  A.  F.  turbine 

/,  =  /,!     and     1/,*'=  zgHy 

Therefore  eq.  (28)  becomes 

V,'  -  Vi' 

2g 

In   order   to   secure   the   advantages   of  centrifugal   force, 

Belanger  proposed  that  the  wheel-passages  should  be  so  formed 

that  the  path  of  a  fluid  particle  would  gradually  approach  the 

axis  of  rotation. 

Lip   (or    Tip)  Angles.— "Wit   angles   a  and   p  which   the 

wheel-blade  tips  at  inlet  and   outlet  make  with  the  wheel's 

peripheries  are  generally  obtained  as  follows: 

From  the  triangle  acd, 

sin  (or  +  y)  _ 


(30) 


:  —  =  COS  Y  +  cot  a  sin  y, 
and  therefore 

cot  (180°  —  a)  =  —  cot  a  =  cot  y *  cosec  y.     (31) 
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From  the  triangle  /k/i, 

!ilLW±J'U2i  =  .<„*  + cot /»,!„*, 

sin  P  t'j  \  r- 

and  therefore 

cot  (t8o°  —  p)=  —  cot  >3  =  cot  tf '  cosec  <J.      (32) 

Conditions    Governing   the   Efficiency   of   Ttirbints.  — The 
whole  of  the  water's  energy  should,  if  possible,  be  employed 
in  doing  useful  work  on  the  wheel,  and  the  water  should  there- 
fore  leave  the  wheel   without  velocity,  or  t/,  should  be  nil. 
This  condition  cannot  of  course  be  realized  in  practice,  as  no 
water  would  then  pass  through  the  wheel  and  consequently 
no  work  could  be  done.     For  purposes  of  efficiency  it  is  usual 
to  make  v^  small  by  adopting  one  of  the  following  hypotheses: 
EITHER  t/iat  the  velocity  0/ whirl  at  outlet  is  nil, 
OR  that  at  the  outlet  the  relative  velocity  of  the  water 
and  the  peripheral  linear  velocity  of  the  wheel  are 
equal. 
First  consider  the  hypothesis   "  that  the  velocity  of  whirl 
at  outlet  is  nil. ' '     Then 

(33) 


•■A. 

■    O.F. 

A.F. 

"^ 

-m 

Fig.  896.  Fig.  897. 

Thus    the  direction  of  x',  is  radial  in  ; 


I.   F.   or  O.   F. 


turbine,  Figs.  296  and  297,  and  vertical  in  an  A.  F.  turbine. 
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Fig.  298,  and  therefore  the  angle  hfk  (=  S)  in  the  outlet  tri- 
angle of  velocities  must  be  a  right  angle.      Hence 

I'j  =  v^"  =  Kj  tan  j5  =  F,  sin  /(,    .     .     .     (34) 
and 

V*  ~  w,'  =  T','  =  tf,»  tan»  /S (35) 

Also,  eq.  (5)  gives 

v^  sin  yA^  ==  v^A^  =  a,  tan  flA^.    .  .     (36) 


General  Deductions. 


In  an  1.  F.  OR  O.  F.  turbine 


Also,    disregarding    blade    thick- 

A\  =  tnrid,  and  At  =  2irr,if,.  ■ 
Jielaiion  bitwetn  tki  lip-angles. 
By  eq.  (36)  and  the  triangle  acd. 


(38) 


In  an  a.  F.  turbine 


A,  =  iitRd,  and  At  =  inffd,. 
Relation  bttiiieen  the  lip-angles. 
By  eq.  (36)  and  the  triangle  aed, 

</,  tan  (i~  vx  si 


-  cot  /J  = 


In  an  I,  F.  OR  O.  F.  turbink. 
Speed  of  turbine. 
By  cqs.  (24),  (35).  (37). 


tan  y*  +  'x  ^^oi  r 
Velocity  of  efflux. 
V,'  =  ».'  lan'  /J 

7^^,  tan  /? 

Wn  (tf  +  ij  cot  r 


(39) 


tan  ;S  +  2 


Velocity  of  efflux. 
Ti,'  =  «,"  lan'  /9, 

_  z^(//,  +  h\  tan  g 
Un  /I  +  2y  cot  y 


(37) 


reaction  turbines. 

In  an  a.  F.  turbine. 
Speed  of  turbine. 

By  eqs.  (iS),  (35).  (37), 

^  y(/f,  +  h\  cot  /? 


r  cot  J' 
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Amount  Q  of  vattr  patiimg  tkrM^k 
Iht  turbint  ptr  second,  biadt  thick- 
neis  ieitig  disr^arded. 


^Ht  tan  jS 


.(40 


The  uu/ul  work   (disrtgardii^   hy- 
draulic resistantti) 


■a 


1  +  -  -  tan  /J  tan  y 
Th*  corrttpendii^  efficiency 

^~. — •  "* 

I  +  —  ^  tan  j8  tan  y 

It  is  sometimes  assumed,  but, 
generally  speaking,  as  a  guide  only, 
that  the  inlet~lip  is  radial.  Figs.  399, 
300,  so  that 

a  =  90*  and  i<i  =  ts,'. 


Amount  Q  0/ water  passii^  thrv^k 
Ike  tttrbine  per  ueond,  Uaei^  tJUfk- 
ness  being  disr^arded. 

Q  =  2*ffdtVr"  =  tw/edtv. 


Tke  uteful  work  (di 
draulic  resistaneei) 


;^rw 


<*•' 


'^w  +  '-^l 

1  +  -  ^^  tan  /»  tan  r 
■retfitmitiifg  effiiitney 


It  is  sometimes  assumed,  but,  gen- 
erally speaking,  as  a  guide  only,  that 
the  inlet-lip  is  vertical,  Fig.  301,  so- 
that 


z  =  90*  and  wi  : 


,    A.F 

•     ...   4 

-Kj 

^^ 

the  efficiency  =  —^  =^7-     («> 


Fig.  300.  Fio.  301. 

Then 
the  efficiency  = 


=g(H, '+  ky 
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An  approximate  estimate  of  the 
speed  of  the  turbine  may  now  be 
obtained  by  malting  the  efficiency 
perfect,  when 

£j'  tqi.  (20),  (37),  (39).  '-*'  differt„ce 
ietwtnt  Ikt  inlet  and  outlet  pres- 
sure-heads 


siiiV(i+2-f'cotrcot/S)j 

If  the  turbine  is  above  the  surface 
of  the  tail-water,  there  will  be  no  in- 
flow of  air 

if  pr  >  p,.  i.e.,  if 


^Xn^fli+ijcotycoip]  > 


If  the  turbine  is  drowned  with  a 
head  A*  of  water  over  the  outlet, 
there  will  be  no  back-flow  of  water 


An  approximate  estimate  of  tbe 
speed  of  the  turbine  may  now  be 
obtained  by  malcin);  the  efficiency 
perfect,  when 

w.'=J-(/r,  +A).      .     (4S) 

By  tqs.  (lo),  (37),  (39),  the  differemm 
between  the  inlet  and  outlet  pre*' 
sure-heads 


It  r  cot  fi\ 


Sin'rfl  +lT-COtrcOl/f 

If  the  turbine  is  above  the  surface 
o(  the  tail-water,  there  will  be  no  in- 
flow of  air 

if  Py  >  J*,,  i.e.,  if 


Hi 


(S)" 


If  the  turbine  is  drowned  with  a 
head  h'  of  water  over  the  outlet, 
there  will  be  no  back-flow  of  water 


\i  P\>  pt  ■¥  loh'. 


speed  of  turbine. 
Byeqs.  (2i),  (37). 

Velocity  of  efflux. 
is=«,tan/J=  -^ain?'f'af//i.  (48) 


IMPULSE   TURBINES. 

Speed  of  turb^. 
Byeqs.  (J  I).  (37), 


V^Hi.    (47) 
Velocity  of  efflux. 
vt  =  «,  tan  /}  =  ^  sin  r  f^/f,.  {48) 
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Quantity  Q  of  watrr  patting  through 

the  turbint  per  tecond,  blade  thick- 

mtst  beiitg  disr^arded. 

Q  =  iKTidxVr  =  2^rid,vi  sia  y 
=  lurid,  sin  r  f'W^..     -     (49) 
The   ustful  work  {disregarding   ky- 

dravlic  resistances) 


..e(«,-g 


■esponding  efficieHcy 


(SO 


Quantity  Q  of  water  passir^  thre^a^t 
the  turbine  per  second,  biadt  fJti^it- 
nett  being  ditregarded. 
Q  =  2KRd,v/  =  2%Rd,Vi  sin  y 
=^-iKRd,  sin  r  VigHr.     .       (49' 
The   useful  -niork   {disrtgardirtg-    Aj 
draulic  resistances) 


Q{ff>^ 


i:;v:;*'"V}<5o. 


■esponding  efficiency. 

//,      rf,'    .    , 

'        //,  +  k  d,*  *'"   ' 


An  expression  can  also  be  easily  obtained  giving  the  effi- 
ciency (eq,  51)  of  the  A.  F,  turbine  independent  of  the 
head,  //,.     Thus,  by  eqs.  {28),  (35),  and  (47). 


(/,  sin  ly       i/|'  sin*  y 


_  //, - 


//. 


It  may  be  assumed,  as  a  first  approximation,  that  in  im- 
pulse turbines  the  whole  of  the  water's  energy  at  inlet  is 
transformed  into  useful  work.      Then 


,  cos  y 


f,  ^  2ff,  cos  y  =  2Vf  cos  y. 

Second.  Consider  the  hypothesis  ••  that  at  the  outlet  the 
relative  velocity  of  the  water  and  the  peripheral  linear  velocity 
of  the  wheel  are  equal."     Then 


^  =  v,. 


(S2) 
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The  triangle  of  velocities,  /ik/i,   at  outlet    is  now  therefore 
an  isosceles  triangle,  in  which  /fe  =  i/i,  and  the  angle  ///*  =  * 


:  2  V,  sin  - 


CS3) 


Eq.  (s),  again,  gives 

AjVj  sin  y  =  A^V^  sin  >J  =  A^^ ! 


(54) 


Ceiural  Dtduetiom. 
In  an  I.  F.  OR  O.  F.  i 


Also,  disregarding  blade  thickness, 
Ay  =  2nr,4, ;    At  =  2itrtd,. 
JitiaiioH  btlweett  the  Up  anglts. 

By  eq.  (54)  and  the  triangle  acd. 
Figs.  302.  303, 

r.V.  Sin  /J -I'.-        sin  a      '     "*' 


In  an  a.  F,  turbine 

K.  =  «i  =  Raa. 
Also,  disregarding  blade  thickness. 
At  =  3*Rd,  i    A,  =  ijrXrf,. 
Relation  iehvttn  Ike  lip  ai^Us. 

By  eq.  (54)  and  the  triangle  acd. 
Fig.  304, 
d^s\n_y  _u,  _»\nia  +  ri 
rf,sin  /l~v,~        sin  a      '    '''' 

'^ . .    ...  _      ,.,. 
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REACTION   TURBINES. 


In  an  I.  F.  OR  O.  F.  TURBINE. 

In  an  a.  F.  turbine. 

Sfeed  of  turbine. 

Speed  of  turhint. 

By  eqs.  (24).  (53). 

By  eqs.  (38).  (53), 

w,»',  cosr=jM,     . 

(S?) 

»,w,  cos?-  =g{H^  +  i*),  . 

f57> 

and  hence,  by  eq.  (55), 

and  hence,  by  eq.  (ss). 

„  ,      '■■'„  ,          „  rf,  tan  y 

(58) 

«.'  =  ».'=f,//.  +  4;|^;. 

<5S> 

Velocity  of  efflux. 

Velocity  of  efflux. 

Vi'  =  4«.'  sin'- 

i','=4".'  sin'  - 

=  «-^'^  tan  - 


(59) 


Quantity  Q  of  water  paiiing  through 
the  turbiHe  per  second,  blade  tkick- 
titss  being  diir^arded. 

Q  =  ztrtd%Vr"  —  -ixrtdiv,  cos  — 


=  ■i''r,^gH,<t,d,  sin  fi  Ian  r.    (60) 

The   useful  work  (diiregarding   hy- 
draulic resiitanees) 


Thee, 


esponding  efficiency 


By  egs.  (2ot.  (57),  (58).  the  diferen. 
helmeen   the   inlet   and  outlet  pre 


_  r,*dt  sin  fi  \ 
r,'rfi  sin  zr}'  ' 


=  ?f(//.  +  A)J.  tan  ^  lan  y.    (59) 

Quantity  Q  nf  -water  passit^  throng- A 
the  turbine  fier  second,  blade  thicjt- 
ness  btii^  disr^arded. 

2=  2iek-d,vr"  =  iKRdiv,  cos- 


=i»K^g{H,  +^Wrf^in,8tanr.  (60) 


The   useful  -work  (disr^ardit^  Ay- 
draulie  resislanees) 


-wQ\H,-^h- 

-.wQl/f,+h)(i 


n|...).,eo 


eorrespondittg  efficiency 

d,         B 
=  '  -  J,  "n  ^  t"n  r.  .    (6a» 

Byegs.  (30).  (57),  (58).  the  difference 
between  Ike  inlet  and  outUt  pres- 


=  H>-  iff,  + 


■„..i;,C00gIC 


THEORY  OP  TURBINES. 


If  the  turbine  is  above  the  surface 
of  the  tail-waier,  there  will  be  nc 
flow  of  air 

\i  p,  >  p,.  i.c..  if 

sin  2y  ^  r,*d. 


If  the  turbine  is  above  the  surface 
of  the  uiNwater,  there  wilt  be  no  in. 
flow  o(  air 

if  /,  >  /,.  i.e.,  if 

sin  ay      //,  +  Ad, 


If  the  turbine  is  drowned  with  a 
head  A'  of  water  over  the  outlet. 
there  will  he  no  back-flow  of  water 


J/t-jV     r.'A  sinff 
Jf         riKi'i  sin  2y' 


If  the  turbine  is  drowned  with  a 
head  h'  of  water  over  the  outlet, 
there  will  be  no  back-flow  of  water 


if  /i  >  /,  +  Mi'.  i.e..  if 

sinar. 
sin /J  ' 


-  kdi 


r^  IMPULSE  TURBINES. 

In  an  I,  rf,  OR  O.  F.  TURBINE,      I      In  an  A.  F.  turbine. 
Byeqs.  (2$),(52),  By  eqs.  (30),  (51). 

X.  =  v..    .     .    .    (Hy\^h  =  «,'  -  y,'  =  «,•  - 


Then  the  inlet  triangle  of  veloc- 
ities aed,  as  well  as  the  outlet  tri- 
angle /M,  is  also  an  isosceles  tri- 
angle. Figs.  305,  306,  and 


Therefore 
.'  -3gA=  V,* 


',v,cosr=~+£'A=H/f.+A).    (6s) 
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RelatioH  between  the  tip  anglts. 

By  eq.  (54)  and  the  isoKeles  tri- 
angle acd. 


THEORY  OF  TURBINES. 

Relation  between  the  lip  aitgUs. 
Byeqa.  (S4).  (6S), 


sin  fi 
"sin  2r' 


-  .  —  sec  y 


/  VzgH..      (67) 


w,=lw,5in  ^  =  -  —    VigH,.    (68) 

Quantity  Q  of  water  patstiig  through 
the  turbine  per  second,  blade  thick- 
ness being  disregarded. 

{2=2'r,diV,'  =  2itr,d,v,  sin  r 

=  2*»-,rf.sinr+'^>/,,(69) 

The  use/id  work  {.disregarding  hy- 
draulic resistances) 


d\  sin  A      Vi 


_//,i-hat 


'  W^-     ■     (66) 


Speed  0/ turbine. 


Velocity  of  efflux. 

V.  =  ^-iJ:-  sin^secrV^..  (68) 

Quantity  Q  of  water  pussit^  through 
the  turbine  per  second,  blade  thick- 
ness being  disregarded. 

Q=:iKRdxVr'  =  2itf{d,v,  sin  r 

=  2itA-rf,sinr»^^..(69) 


^--S') 

=^//,+*--') 

""^"K: -%'^)  ■  ■  <'°> 

=«.aA',+<)(.  -'^;J-.in-|«!C-r)(7o) 

"fi"'!' -*'■"'' '""!)■  "■> 

=  »fl(//,  +  *)(i-;^unrt«f).(70 

4  eerrtiponding  tj^ieiuy 
.■.,.i 

ri*  carresfdiu/iig  tfficitncy 

-  j^  tan  r  tan  -.       .     .     (73) 
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PRACTICAL  COEFFICIENTS.  5'9 

5,  Remarks  on  the  Efflciency. — The  expressions  giving 

the  efficiency  in  the  preceding  deductions  are  all  independent 

of  the  head,  and   it  follows  that  turbines  work   equally  welt 

above  and  below  water. 

d, 
The  efficiency,  again,  increases  as  the  ratio  ^  diminishes, 

"but  it  should  be  remembered  that  the  value  of  d^  must  not  be 
too  small,  as  this  might  cause  a  contraction  at  entrance  and  a 
corresponding  loss  of  energy.  The  wheel -passages  should 
always  run  full  bore,  and  therefore  d^  must  not  be  too  large. 

Finally,  the  efficiency  increases  as  the  angles  fi  and  y 
diminish. 

6.  Practical  Values. — The  following  are  the  values  which 
experience  indicates  as  giving  good  results  in  practice,  but  they 
should  be  only  regarded  as  guides : 

Let  V  be  the  theoretical  velocity  due  to  the  head  H^,  so  that 
z^  =  2^//,.     Then 

/«  an  /,  /•',  reaction  turbine 


.^6v, 


y  usually  varies  from  10°  to  30°,  an  average  value  being 
20°. 

If  aj  =  K,,  ?  usually  varies  from  135°  to  150°,  an  average 
value  being  145'. 

If  vj'  =  o,  /5  usually  varies  from  30°  to  45",  an  average 
value  being  35°. 
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S'O  PRACTICAL  COEFFICIENTS. 

In  an  O.  F.  reaction  turbine 


f,    =  .2lv  to  Ajv, 
a,  =  ~u.  =  .%6v. 

Let  n  be  the  number  of  the  guide-blades. 
Let  «,  be  the  number  of  the  wheel-biades. 
Then 


=  4  X  shortest  distance  between  wheel-blades* 
— — '  =  shortest  distance  between  guide-blades, 


TheH.  P.  =  .I7r,*//,*. 

y  usually  varies  from  20"  to  50°,  an  average  value  being- 

/3  usually  varies  from  20°  to  30°,  an  average  value  being 
25°- 

In  an  A.  F.  reaction  turbine 

Vj  =   v"  =   .1  JZ"  to  .2%l, 

tt^^  u^=-  .$6v. 

Y  usually  varies  from  15°  to  50°,  an  average  value  being 
25-. 

/!  usually  varies  from  12°  to  30°,  an  average  value  being 
25°- 

For  a  delivery  of  30  to  60  cu,  ft.  and  a  fall  of  25  to  40  ft. 

Y  ■=■  15"  to  18°     and     y?  =  13"  to  16°. 

For  a  delivery  of  40  to  200  cu.  ft.  and  a  fall  of  5  to  30  ft. 

Y  =  18°  to  24°     and     /?  =  16°  to  24". 
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EXAMPLES. 


For  a  delivery  of  more  than  200  cu.  ft.  and  for  falls  of  less 
than  about  5  or  6  ft. 

Y  =  24°  to  30°     and     0  =  24''  to  28'', 
Denoting  VA^  sin  y  by  -4', 


■-A'  to  -A  ii  A'  >  2  sq.  ft.  and  <  16  sq.  ft. 

A  2  ^  ^ 


In  A.  F.  impulse  turbines  R  is  often  made  to  vary  from 

jA'  to  3A'. 

In  reaction  and  impulse  turbines  the  blade  thickness  varies 
from  i  to  f  in.  if  the  blades  are  of  wrought  iron,  and  from  1  to 
^  in.  if  they  are  of  cast  iron.  The  tips  of  cast-iron  blades  are 
usually  tapered. 

Ex.  I.  An  aiial-flow  impulse  turbine  passes  170  cu.  ft.  of  water  per 
second  under  the  head  of  8.6  ft.  over  the  inlet,  and  it  may  be  assumed 
that  the  whole  of  this  head  is  transformed  into  useful  work.  The  depth 
of  the  wheel  is.g  ft.,  its  mean  diameter  is  S.4  ft.,  and  the  outlet-lip  makes 
an  angle  of  72°  with  the  vertical.  The  turbine  has  61  guide- and  60  wheel- 
vanes,  all  the  vanes  being  \  in.  thick.  The  outlet  velocity  of  whirl  is 
nil.  Find  the  direction  of  motion  of  the  water  at  inlet,  the  slope  of  the 
wheel  vane  at  inlet,  the  H.P.,  the  speed,  and  the  inlet  and  outlet  orifice 
areas  and  widths. 

FIril.     tHsregard  hydraulic  resistances. 

Then  *^  =  8.6  ^  ^'^^  =  "-^-^°^''. 

^  S  £ 

and  V,  =  2«,  cos  r  =  8  V^ 

=  33.4606  ft.  per  sec. 
Also,  V\'  s  »,'  +  «,'  —  2i',«,  cos  y  =s  tti'  =  «,'. 

Therefore     Ki  =  w.  =  u,,  and  the  triangle  acd  is  isosceles,  so  that 
n  =  180°  ~  2r. 

.      ,  fi'  ,0.  V,'      8,6 

AeaiiL      =  the  efficiency  =  1  ~   —  =        =  .qo<, 

W  *<  9S  ?f      9  5 

and  Vx  =  Z  V-9  =  7-38946  f'-  per  sec. 
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EXAMPLES. 

Therefore 

Ui  =  u,  =  V,  cot  18°  =  13.358  ft.  per  sec 

and 

accr  =  ^  =  '.99'iS. 

so  that 

r  =  S9'  sa'. 

and 

n  =  180*  -  J  r  =  6o*  |6'. 

The  H.P. 

-^P^-^«-9oS  =  .66.„6. 

i„,..„lu,lo™»„n,l„.       '"".'MS?        „_ 

The  speed  in  revolutions  per  min.  : 

The  inlet  area    =~  =  — l?^  =  8.38  sq.  ft. 

The  outlet  area  =  '-^  =  -^  =  21.4  sq.  ft. 
V,       7.509 

8.38  =  rf, !  I  X  8.4-  -- coaec  59°  SI' ^cosec6o*  16'  f  =  rf;  x  10.53396. 

and  rf.  =  .408  ft. 

224  =  rf,  J  jT  X  8.4 cosec  r8"  j  =  rf,  x  18.30983, 

and  d,  =  1.223  't> 

Second.     Take  the  hydraulic  resistances  into  consideration, 

*^' =  V6) -"-'-  = ''-'^^^^^■ 
W       9  *■  g 

Therefore         v  =  2k,  cos  y  =  22.1189  ft-  P*""  sec 

The  triangle  acd  is  therelore  isosceles,  and 

F,  =  «.  =  «,. 

so  that  «■  =  i8o"  —  2  r. 

Also, 

-_  F,'  =  — K.'  sec'  y  =   K,'  +  ^f  4  =  w,'  +  57,6  =  — «,•  sec'  r. 

Therefore  k*(i  r  sec'  y  ~  t)  =  57,6, 

and  tt    =  t6  325  (t.  per  sec.  =  »,. 

Then  '  "* 


incn 

""    2«     32.6s  -■»"«"• 

d 

r  -  «•  11-. 

Hence,  too. 

«  =  180.  -  3  r  =  85*  18 

The  speed  i 

revolaiions  pe.  mi«.  =  ^Jl-!^;! 

^CA>ot;  Ic 


EXAMPLES.  S»3 


The  H.P.  =  "-:^!-^-i"l-=-*-?  x  .8046  =  147.676. 
S5<» 


63l  X  170  X  »5  ^ 
550 
Thcinktarea    =  ^7^-^^  =  ^^^^~ng-^'    ='o-449»q.ft. 
The  outlet  area  =  —  = -_ =  =  33.05  sq.  ft. 

10.449  =  ip''.  ]  «  X  ^-4-4  '^'^^'^  *^'  ^'    "  ^  *^''***  **'  '*'  I 
=  18.3403  X  d,, 
and  ^.  =  .S7  (t. 

3=°!  =  To*  !">  "I -^  "•"'«"! 
=  rfi  X  14.85S8S, 
«nd  </t  =  3.157  (t. 

Ex.  3.  An  A.  F.  reaciion  turbine  of  7  ft.  mean  diameter  pastes  198 
cu,  fi.  of  waier  per  second  under  a  total  head  ol  13.5  ft.,  the  depth  of  the 
wheel  being  I  ft.  At  inlet  the  lip  angle  [a)  is  90°.  and  at  outlet  the 
peripheral  and  relative  velocities  are  equal  (i-')  =  «■  =  "1)-  The  width 
«( the  wheel  is  1  It.  at  inlet  and  1.25  ft.  at  outlet.  Determine  the  di- 
rection and  magnitude  of  the  velocity  of  the  water  at  entrance,  the  itp 
angle  at  outlet,  the  speed  in  revolutions  per  minute,  the  efficiency  and 
the  H  P.  Disregard  hydraulic  resisunces. 
By  the  condition  of  continuity. 

1 .  7  .  ;  .  v/  =  198  =  1 ,  7 .  ll*r", 

and  therefore  :v'  =  9  (t.  per  sec,  vr"  =  7)  (t.  per  sec. 

Again, 

64   »<    13.5   -'■.'=  864  ~V/*-   ».'  =    f,'  -    y,'   =  «.'  -  *r", 

or  3«.'  =  864,    or    X,  =  13  V3  It.  per  sec.  =  wi. 

cot  r  =  ^  =  *~^  =  2-309.    an<l    r  =  23*  IS'. 

Therefore  S  =  ^180-  -  20'  5')  as  79*  77I'. 

S  _ 

V,  =  3w,  sin  -  =  24  V3  X  .1744  =  7.35  ft  per  sec. 

The  efliciency  =  i  - =  1  -  0608  =  .9391. 

Th=  H.P.         .  '■'  "  'f^  "  "^   X  .„,.  -  .»s.»i. 
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5*4  EXAMPLES. 

Revolutions  per  min.  s  — i    =  56,68. 

Ex.  3.  To  construct  an  O.  F.  turbine  from  the  following  data ; 
the  fall  IN,)=  jft. ;  the  interior  diameter  (ar,)  =  1.8  ft.;  the  exterior 
diameter  (ar.)  =  2.45  ft.;  G=30cu.  ft.  per  second;  r  =  30';  the  effi- 
ciency (ri)  =  .9,     Also,  disregard  hydraulic  resistances. 

First.     Take »«,"  =  a     Then 


64  X  5  ■       3a  ><  5    ' 
Therefore  v,  =  4  f/3  ft.  per  sec., 

and  u,v,  =  96  13. 

Again,  by  the  condition  of  continuity  (eq,  $), 

*  X  1.80  X  d,v,  sin  30.  =  30  =  »  X  2.4s  X  J,vt. 
Tailing  </,  =  d,. 

.yt'i  =  i.4Si'i  =  9.8  yJ. 

and  V,  =  -  Vi  ft.  per  sec 

Therefore 

9 

""■  «.  =  ^'«.  =  «  f  6  It.  p«r  uc 

Hence       !ii?-±-M  =  "J  =  2?lj5  =  tl  .  !.  „,  „ 
sin  a  V,         2401  X    "T  3  *-"'"• 

coi  (.So.  -  «)  =  v-J .  ^  =  .3,566, 

*'"'  rt°  =  loS*  15'  =  inlet-tip  angle. 

""**  /*  =  ai'  3'  =  outlet-tip  angle. 

Disregarding  the  thickness  of  the  vanes, 
.helnle.,,^    .  W,  =  ^,  ._£__.,  !|  ^;=  ,,^3  „.  „. 

•""  A  =  J#fi  =  . 6886  (,.  =  «, 

the  outlet  «re.  =  ^,  =  ^  =  -E,  =  5.303  ^,  f,. 
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EXAMPLES.  $2$ 

The  numberof  revolutions  per  min.  =  ~  =  ii4,C2 

ShfiitJ.     Take  C,  =  «,  =  ^^..     Then  the  triangle /tA  is  iioscelcs. 


Therefore 


^Z*- 


Again,  i  -  , — ^—  =  .g  =  "'^-  -"■"«■ 

v.K,  COS  30'  - 


d                  u 

.,  =  f  f,-..,' 

^- 

'1.8  a 

DO«cf=„,«,/T 

co^f 

B]r  the  cond 

lion  of  continuity, 

-*v,  sin  30-  . 

1.8  =  30.=  "*,. 

X    1 

45     -"Af.sos^ 
=  "a9.8<^ 

X  3^5 

Taking  tf,  = 

A. 

.9f.  =  9. 

yjco,^. 

Htncj 

12  ^3- -9.8  4^ 

co.f 

.«VIco..c|. 

•n^  /S  =  35°  34'  =  outlet-tip  angle. 

Hence,  also 
wi  =  14.6634  ft.  per  sec,  u,=  9.361  ft.  per  sec.  and  »,  =  6.7963  ft.  per  sec. 

Again      ''"  '<*  +  30°)  _^'  _  ±1  ^  ^  iJL      ^''  -9 

Sin.  -"MS.'.  ->.45,,.„.^-^,8^^^^' 


„33-4 


cosec  0  =  •46399, 


245  X  49 
t  (i8o'  -a)  =  £04. 

<^  =  128*  48'  —  inlet-tip  angle. 
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526  EXAMPLES. 

Disregarding  the  thickness  of  the  vanes, 

...  -         30  30  S4 a 

the  inlet  area    =  ^,  =  — ,  =  — ? ;  =     „    ,     sec  -  =  4.fx 

v;      V,  sin  30"      9.8 1'2  2       *^ 

and  d,  =  ,^~  g  =  .7^33  It-  =  A; 

the  outlet  area  =  — ^— ^  =---'-  x  i.o;oi8  =  5.5694  sq.  ft. 


The  number  of  revolutiot 


60  X  6.796 


Ex.  4.  An  I.  F.  reaction  turbine  of  24  ins.  exterior  and  13  ins. interior 
diameter  passes  400  gallons  of  water  per  second.  The  inlet  and  outlet 
orifice  areas  are  equal  and  tlie  depth  of  the  latter  is  1.25  ft.  The  guide- 
vane  lip  has  a  slope  of  i  in  5  and  the  inlet'llp  is  radial.  Disr^[ardinf{ 
vane  thickness  and  hydraulic  resistances,  find  the  total  liead  over  tho 
inlet  and  also  the  efficiency,  the  outlet  velocity  of  whirl  being  nil. 

By  the  condition  of  continuity, 

AiVr    =   A,Vr    =  400  ••-  6i  =  64  =  AiVr"  =  AiVt. 

Therefore 

^.'  =  .,"  =  »,  =  64  *  » .  1  .  ■!  =  8/,  ft.  p.r  .cc.. 


and  the  head  equivalent  to  vi  =  -—  ^  I  —  1  =  1.036694  ft. 

Again, 

Ml  =  V,'  cot  y  =  $v,'  =  401",  ft.  per  sec.  =  211,, 

and  the  ute/ul  head  =  "'^  ~  ^  ^  (4oW  +  3^  =  S'Ht  fi- 

Hence 

the  tataJ  head    =  1.036694  +  51.834710  =  52.871404  ft.. 

and  the  efficiency  =  Ui  i*'^'J>  _   „8_ 
'       52.871404       ^ 

Also,  the  speed  in  revolutions  per  min.  =  ?°A  a  388.76. 

The  H.P.  =  i'.L'L^iJUitT^  ,  .^  =  ,rt.^. 

tan  /?=-'  =  s/,  +  2o,<,  =  .4,     and    /J  21*  48'. 
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EXAMPLES.  537 

Ex.  S'  In  the  preceding  example  show  how  the  results  will  be  mod- 
ified If,  instead  o(  the  outlet  velocity  of  wbtrl  being  nil.  the  relative  and 
peripheral  velocities  at  outlet  are  equal. 

As  before, 

V  =  v,"=  8A  ft.  per  sec., 

«i    =  4'JA  ft-  per  sec  =  i»i  =  2  ^ 


The  speed 

in  revolutions  per 

min    -  ^  ** 

e*  =  388.76. 

Again, 

y,'  —  F,' 

=  »,'- 

«,•  +  ?r/f, 

-■■.■. 

or 

«."  -  Vr-' 

=  «>'- 

.,■  +  igH.  - 

«,■-»,••, 

aad  H, .  the  tolai  liead.  = 

f"  ~ 

iiHH'- 

Also, 

sin^ 

=  8A 

+  20A  =  .4. 

and    yJ  =  23. 

35'. 

The  efficiency  =  1  — 

4J.,'  sin 

,/5 

-1 .-  1  _  "it 

li^S 

3a  X 

X  .083!=09 
SI. 834710 

979 

The  H.P. 

62i   X  64 

^^-''^-^^■x.579  = 

369.109. 

Ex.  6.  A  vortex  impulse  turbine,  without  guide-vanes  but  with  32  wheel- 
vanes  of  i-in.  ihicltness,  lias  an  exterior  diameter  of  I.625  ft.,  an  interior 
diameter  of  2.1  ft.,  and  passes  30  cu.  ft.  of  water  per  second  under  a  head 
of  560  (t.  The  water  enters  at  an  angle  of  30°  with  the  wheel's  periph- 
ery, and  the  relative  and  peripheral  velocities  at  outlet  are  equal.  The 
wheel  depth  al  outlet  is  3  times  the  depth  at  inlet.  Allowance  is  made 
for  hydraulic  resistances  by  taking  .94  as  a  coefHcient  of  velocity  at  inlet, 
and  by  adding  10  per  cent  to  the  head  equivalent  to  the  relative  velocity 
at  outlet. 


.94  ♦'64.560 

= 

77-955  ft-  per 

'"'  = 

—  K,' 

- 

r, 

=  fo-'  - 

y  Yo"*' 

=  », 

+ 

fo( 

2.6!S  )  "' 

/- 

=  -"'- 

_ 

'>. 

(a    +    301 
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•m  a  MI.  i9" 

=  100A54  ft.  per  »cc, 
and  »t  =  8o.$073  (t.  per  *cc. 

TJ.e  ipe«l  in  revolui.on.  per  min.  =  ^"^'^^^  =  7JI.M. 
Ity  the  condition  oi  continuity. 
AiVr  =  A,v,  sin  r  =  y  =  A,Vr"  =  A,Vt  sin  ^  =  A^%  sin  A 
Therefore 

=  -33794"  »<1-  ft- 
and  di  =  .06  ft.  =  -'. 


^^  x.i8j«x  3.1-32  X  ^- co.ec  ^  [  =  ^.  =  i^  cosec /» 

=  5 coaec  /S, 

80.5071 

r  1.069a  =  co>ec  fi  (.314  +  .373637)  =  cosec  fi  x  .696637, 

nd  cosec  0  =  1.534,    or    fi  =  40'  4.1'. 

Therefore,  alao,  a  =  69'  39^'. 

Aftaln.        v.'  =  17795s  cos  30*  =  154.113  ft.  per  sec, 
nd 

Vmt"  =  W((i  —  ci>a  fi)  =  80.5071  X  .241676  =  19.4733  ft.  pw  sec. 
Ilcnce 

■he  .fflcicncy  •  '°°.63,  «  ■54...3  -  80.507.  «  .9-W 
'  31  X  560 

,13S4!.33_   ,. 


6ai  X  30  X  560 
SSO    " 
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7.  Theory  of  the  Suction  (or  Draft)  Tube.— Vortex  and 
axial-flow  turbines  sometimes  have  their  outlet-orifices  opening 
into  a  suction  (or  draft)  tube  which  extends  downwards  and 
discharges  Itelow  the  surface  of  the  twl-water.  By  such  an 
arrangement  the  turbine  can  be  placed  at  any  convenient  height 
above  the  tail-water  and  thus  becomes  easily  accessible,  while 
at  the  same  time  a  shorter  length  of  shafting  will  suffice.  The 
suction  tube  is  usually  cylindrical  and  of  constant  diameter,  so 
that  there  is  an  abrupt  change  of  section  at  the  outlet-surface 
of  the  turbine,  producing  a  corresponding  loss  of  energy  by 
eddies,  etc.  This  loss  may  be  prevented  by  so  forming  the 
tube  at  the  upper  end  that  there  is  no  abrupt  change  of  section, 
and  by  gradually  increasing  the  diameter  downwards.  The 
cost  of  construction  is  greater,  but  the  action  of  the  tube  is 
much  improved. 

Let  h'  be  the  head  above  the  inlet-orifices  of  the  wheel. 

Let  //"  be  the  head  between  the  inlet-orifices  and  the  sur- 
face of  the  tail-water. 

Let  Z,  be  the  loss  of  head  up  to  the  inlet-surface. 

Let  L^  be  the  loss  of  head  between  the  wheel  and  the  tube- 
outlet. 

Let  v^  be  the  velocity  of  discharge  from  the  outlet  at  bottom 
of  tube. 

Let  P  be  the  atmospheric  pressure. 

Then,  assuming  that  there  is  no  sudden  change  of  section 
at  the  outlet-surface. 


/'.+  /^  +  /'.). 
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where  //^  =  A' +  A"  =  total  head    above   tail-water   surface, 
and  V*,  v^,  L^ ,  Z,  are  expressed  in  the  forms 


^  I  /*«  •  /*s '  Mt  being  empirical  coefficients. 
Again,  the  eiTective  head 

and  is  entirely  independent  of  the  position  of  the  turbine  in  the 
tube. 

Also,  ifyJj  is  the  area  of  the  outlet  from  the  suction-tube, 
A^v^=  Q  =  ^,T'i  sin  y, 


IS  also  independent  of  the  position  of  the  turbine  in  the  tube. 

Suppose  the  velocity  of  flow  to  be  so  small  that  i',,  f, ,  Z.^ 
may  be  each  taken  equal  to  »i7.     Then 


and  since  the  minimum  value  of  /,  '^  ^'^^^  "'A  the  maximum 
theoretical  height  of  the  wheel  above  the  tail-water  surface  is 
equal  to  the  head  due  to  one  atmosphere.     Again, 

i-C'' + '•")  =  «■»=  ''.\  -  «■."«,  +  -^- 

V* 

=  V,  COS  yu,  -  u^{u^  -  l\  cos  /3)  +  ^ .  ■ 

But 

AjV,  sin  y  =  Q  =  A^v^  sin  S  =  A^V^  sin  ff  =  A^v,; 
and  hence,  taking 


rH  =  !-,(«,  cos  >/  +  V/^ .  «,  COS  >3)  - 
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21    „,       -\  ,,         If,  COS  y  +  V'Ms  ■  »,  cos  /? 

=  i','  +  2i',i 


cos  y  +  4^  .  cos  p 


where  5  =  — f -  cos  ;'  +  V/^^  cos  p\ . 

Hence  it  follows  that  v,  increases  with  «,,  i.e.,  with  the 
speed  of  the  turbine,  if 

A  suction-tube  is  not  used  with  an  outward-flow  turbine, 
but  a  similar  result  is  obtained  by  adding  a  surrounding  sta- 
tionary casing  with  bell-mouth  outlet.  A  similar  diffusor 
might  be  added  with  effect  to  a  Jonval  turbine  working  without 
a  suction-tube  below  the  tail-water.  The  theory  of  the 
diffusor  is  similar  to  that  of  the  suction-tube. 

8.  Losses  and  Mechanical  EfEect. — The  losses  may  be 
enumerated  as  follows : 

I.  The  loss  (Z,)  of  head  in  the  channel  by  which  the  water 
is  taken  to  the  turbine. 

/,  being  the  coefficient  of  friction  with  an  average  value  of 
.0067,  /  the  length  of  the  channel  of  approach,  m  its  mean 
hydraulic  depth,  and  t^  the  mean  velocity  in  the  channel. 

Z,  is  generally  inappreciable  in  the  case  of  turbines  of  the 
inward-  and  axial-flow  types,  as  they  are  usually  supplied  with 
water  from  a  large  reservoir  in  which  7'^  is  sensibly  nil. 

If  A^  is  the  sectional  area  of  the  supply-channel,  then 

A.v^  =  Q~  A.v,  sin  v. 
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;  M,  sin  } 


V 


31.  The  loss  {L^  of  head  in  the  guide-[ 

This  loss  is  made  up  of: 

\a)  The  loss  due  to  resistance  at  the  entrance  into  the 
passages ; 

(i)  The  loss  due  to  the  friction  between  the  fluid  and  the 
fixed  blades; 

(c)  The  loss  due  to  the  curvature  of  the  blades ; 

(d)  The  loss  of  head  on  leaving  the  guide-passages. 
These  four  losses  may  be  included  in  the  expression 


'      ■  '2^' 

/,  being  a  coefficient  which  has  been  found  to  vary  from  .025 
to  .2  and  upwards.  An  average  value  of_/^  is  ,125,  but  this  Is 
somewhat  high  for  good  turbines. 

Note. — In  impulse  turbines,/^  has  been  found  to  vary  from 
.11  to  .17. 

III.  The  loss  (Zj)  due  to  shock  at  entrance  into  the  wheel, 
^  In  order  that  there  may  be  no  shock 
at  entrance,  the  relative  velocity  (K,) 
must  be  tangential  to  the  Hp  of  the 
vane.  For  any  other  velocity  (i/,'  =  ac'} 
and  direction  (dac'  =  y')  of  the  water 
Fig.  30J.  at  entrance,  evidently 

=  thel„s,ofhead  =  <4'2=-(^^>-+JffI' 

(y'  sin  y"  —  P,  sin  yy        {v'  cos  y'  —  i',  cos  yf 


(v'  sin  y'  ~  V^  sin  nf       (v'  COS  y'  —  Vj—  V^  cos  «/ 
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Generally  C4>  is  small,  and  L^  is  always  nil  when  the  turbine 
is  working  at  full  pressure  and  at  the  normal  speed. 

This  loss  of  head  in  shock  caused  by  abrupt  changes  of 
section,  and  also  at  an  angle,  may  be  avoided  by  causing  the 
section  to  vary  gradually,  and  by  substituting  a  continuous 
curve  for  the  angle. 

IV.  The  loss  (ZJ  of  head  due  to  friction,  etc.,  in  passing 
through  the  wheel-passages,  including  the  loss  due  to  leakage 
in  the  space  between  the  guides  and  the  inlet-surface.  This 
loss  may  be  expressed  in  the  form 

*~^*  2g  ~-''\A^sm  /J/  2g' 

where_^  varies  from  .10  to  .20. 

Note. — The  loss  of  head  due  to  skin-friction  often  governs 
the  dimensions  of  a  turbine,  and  renders  it  advisable.  In  the 
case  of  high  falls,  to  employ  small  high-speed  turbines. 

V.  The  loss  of  head  (Z.J  due  to  the  abrupt  change  of  sec- 
tion between  the  outlet-surface  and  the  suction-tube. 

As  in  III,  v^{=:fh)  is  suddenly  changed  into  v^{=/h'), 
and  the  loss  of  head  is 

'  2g  2g  2g  ' 

since  A'x  is  very  small  and  may  be  disre- 
garded.    Thus  ^°-  S"*- 

»-  2g 

I/,'  being  the  component  of  v/  (/&')  in  the  direction  of  the  axis 
of  the  suction-tube. 

If  there  is  no  abrupt  change  of  section  between  the  outlet- 
surface  and  the  tube,  Z.,  is  nil. 

VI.  The  loss  of  head  (i,)  due  to  friction  in-  the  suction- 
tube.     Assume  iRat  the  velocity  v^  of  flow  in  the  tube  is  equal 
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to  v^,  the  velocity  with  which  the  water  leaves  the  turbine. 
Also  let  A^  be  the  sectional  area  of  the  tube.     Then 

^^(^/■j)  being  the  coefficient  of  friction  with  an  average  value 
of  .0067,  /'  the  length  of  the  tube,  and  m'  its  mean  hydraulic 
depth. 

VII,  The  loss   {/.j)  of  head  due  to  entrance  to  sluice  at 
base  of  tube.     This  loss  may  be  expressed  in  the  form 

the  average  value  ofy,  being  about  .03. 

VIII.  The  loss  (Zj)  of  head  due  to  the  energy  carried  away 
by  the  water  on  leaving  the  suction-tube. 


"       2g 

and  v^  usually  varicis  from  \  ^2gH  to  ^  ^2gH. 

In  good  turbines  the  loss  should  not  exceed  6  per  cent. 
It  might  be  reduced  to  3  per  cent,  or  even  to  i  per  cent,  but 
this  would  largely  increase  the  skin -friction. 

IX.  The  loss  of  head  (i,)  produced  by  the  friction  of  the 
bearings. 

fi  being  the  coefficient  of  journal  friction,  Wthe  weight  of  the 
turbine  and  of  the  water  it  contains,  and  p  the  radius  of  the 
journal. 

Hence  the  total  loss  of  head 

=  i,  +  i-,+i,-}-i(+i5+i,+i, +/;,+/;,  =  £, 

and  the  total  mechanical  effect 
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Note. — If  there  is  no  suction-tube,  Z.^  —  o  =  i,  =  i, 
=  L^,  and  the  total  loss  becomes 

-  _i_^'*_i.i  *^''   '''°"'    outlet-surface   to 

•         *"*"    '"'"    *'      *2^(      tail-water  surface. 

Example. — A  vortex  turbine,  with  a  draft-tube  of  the 
same  sectional  area  as  that  of  the  outlet-orifice  openings,  passes 
lOO  cu.  ft.  of  water  per  second  under  the  head  of  gj  ft.  The 
exterior  and  interior  diameters  are  in  the  ratio  of  5  to  4,  and 
the  outlet-  and  inlet-areas  are  in  the  ratio  of  9  to  10.  .The 
direction  of  the  water  .at  the  inlet  and  the  outlet  lip  angle  are 
given  by  sin  y  =  .25  =  sin  yff.  The  water  leaves  the  tube 
through  a  sluice  having  a  sectional  area  10  per  cent  greater 
than  that  of  the  outlet-orifice  area.  The  outlet  velocity  of  whirl 
is  nil,  i.e.,  S  =90°. 

Disregard  the  losses  L^,  L^,  i,,  i, ,  and  Z,,. 


The  loss  of  head  to  inlet 

=^i? 

"       "    "     "     in  wheel-passages 

-.«■ 

"       "    "     "     at  sluice-entrance 

='4 

"       "    "     "     carried  away  by  water 

—     !!*. 

Hence  the  total  loss  of  head 

But,  by  the  condition  of  continuity, 

A^v^ sin  y=Q=  A^V^ sin  /S  =  A^v^. 
Therefore 

V,        A.    sin  (i  '"i       ■'^i   ■     o       -^5  ^ 
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Hence  the  total  loss  of  head 

taking  /,  =  .  i .  /^  =  .  126,  and  /^  =  .03. 
Again,  the  "useful"  head 

a,r'«'        I       S 
=    - —  =    -  ,  -  .  u,  .  V,  cos  y 
32  32     4       '       '  '^ 

5    r,          «    -^iK     sin  >J cosy       V*     135 
=  -jKcosyJ  .  —^  . ■.-    ---  =  -*  .  >~  =  2.109375  ft- 

Therefore 

9-5  =  ^(■?6  +  2.i094)=-^X  2.3694, 
or 

— i-  =  4ft.,  approx.,     and     V^  =  16  ft.  per  sec. 
The  usefttl  work  per  lb.  of  water 

=  4X^=S.43;5ft-lbs. 
The  ivork  consumed  m.  hydraulic  resistances  per  lb. 

=  4  X  .26  =  1.04  ft.-lbs. 
The  total  work  per  lb.  of  water  —  9.4775. 
The<#.,^»r,=  ^;*^J^  =  .89, 

A^=  -.7-  cosecj9=^  =  25  sq.ft.  and  A^=  —*=  27.78  sq.  ft. 


^ 
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exMMPis. 

Again, 

»,  =  .gV^=  14.4  ft.  per  sec., 

»,  =  KjCOs  /?=  16V  ~2-=  15-492  ft.  per  sec., 


am  (a-{-y)  ,       .       • 

:  ^, — --'—  =  cos  V  4-  cot  a  sm  y, 

sin  or  '    '  " 


and  «=33''3S'. 

If  the  diameter  of  the  tube  is  equal  to  that  of  the  outlet- 
surface,  viz.,  4  ft.,  and  if  its  lower  edge  is  rounded  so  that 
/j  =  o,  then 


2g\Aj        2g  *w.i6'       2^16^352'        2g  '*^ 

The  loss  in  shock  in  draft-tube 

Thus  the  total  loss  now  becomes 
■^(.081  -f. 126 +  .05448 +  .04705)=  -^X.2695. 

yt 
As  before,  the  useful  head  =  —'■  X  2. 1094, 
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Therefore  the 

total 

head 

■3;89. 

and  the  efficiency 

2.1094 
2.3789 

=  .886. 

Also, 

If  there    is   no   draft-tube,     —    must   be   substituted    for 

Thus  the  total  loss  of  head  is  now 

•Ai-o&i  +  .126  +  .0625)  =  ^  X  .2695, 


=  .038  ft.,  which  is  less  than  four  hundredths  of  a  foot  and 
is  practically  inappreciable. 
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I.  A  downward-flow  turbine  ol  24  ins.  internal  diameter  passed  10 
cu.  /t  of  water  per  second  under  a  head  of  31  ft.;  the  depth  of  the  wheel 
is  [  ft.  and  its  width  6  ins.  Find  the  efficiency,  assuming  the  whirling 
velocity  at  outlet  to  be  nil.  Ant.  .997. 

3.  A  downward-flow  turbine  of  ;  ft.  external  diameter  passes  20  cu. 
ft.  of  water  per  second  under  a  head  of  4  ft.,  the  depth  of  the  wheel 
being  I  ft.  The  water  enters  the  wheel  at  an  angle  at  6o'  with  the  ver- 
tical, the  receiving-lip  of  the  wheel-vanes  is  vertical,  and  the  velocity  of 
whirl  at  outlet  is  nil.  Find  the  internal  diameter  and  the  speed  in  rev- 
olutions per  minute.  Am.  4.6  ft.;  46.53. 

3.  A  downward-flow  turbine  has  an  internal  diameter  of  24  ins. ;  the 
breadth  of  the  wheel  is  6  ins. ;  the  turbine  passes  33  cu.  ft.  per  second 
under  an  effective  head  of  16  ft.  Assuming  the  whirling  velocity  at  out- 
let to  be  nil,  And  the  efficiency  and  power  of  the  turbine.  If  the  vane- 
lip  at  inlet  is  vertical,  find  the  direction  of  the  vane  at  outlet,  and  the 
■peed  of  the  turbine  in  revolutions  per  minute. 

Ans.  .931 ;  5S-86S  H.P. :  ff=y=2i'  z";  166.7. 

4.  Discuss  the  preceding  example  on  the  assumption  that  the  pe- 
ripheral speed  at  outlet  (wi)  is  equal  to  the  speed  of  the  water  at  that 
point  relatively  to  the  wheel  ( Vi).  _ 

Ans.  .918;  55.715  H.P.:  /J  =  21°  47'  andy  =  zo°  21'. 

5.  An  axial-flow  impulse  turbine  of  5  ft.  mean  diameter  passes  170 
cu.  ft.  of  water  per  second  under  an  effective  head  of  8.6  ft. ;  the  depth 
of  the  wheel  is  .9  ft.  At  what  angle  should  the  water  enter  the  wheel  to 
give  an  efficiency  of  8 1  per  cent,  the  width  of  the  wheel  being  constant 
and  disregarding  hydraulic  resistances?     »_"=o.  Aiu.  =  37°  16'. 

Also  find  (it)  the  velocity  with  which  the  water  enters  the  wheel; 
(d)  the  speed  of  the  turbine  in  revolutions  per  minute ;  (c)  the  directions 
of  the  vane-edges  at  inlet  and  outlet ;  {d)  the  velocity  of  the  water  as  it 
leaves  the  wheel ;  (e)  the  power  of  the  turbine. 

Ans.   (a)     J3.46   ft.    per   second;   (6)   45.0S ;    (e)   a  —  130*   lo"; 

fi  =  43°  19' ;  (rf)  10.748  ft.  per  second  ;  (/)  148.65  H.P. 

If,  instead  of  assuming  that  the  whirling  velocity  at  exit  is  nil,  it  is 

assumed  that  the  peripheral  speed  {u,)  of  the  wheel  at  the  mean  radius 

is  equal  to  the  relative  velocity  ( y,)  of  the  water  at  exit,  show  how  the 

several  results  are  affected. 

Ans.  y  =  as*  8';    (a)  23.46  ft.    per  second:    (i)   54.638:    (<:> 
tt  =  124*  49',  j8  =  44°  6';  {(/)  to.748  ft.  per  second  ;  (e)  148.65  H.P. 
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Also  show  how  the  results  are  affected  when  it  is  assumed  that  the 
hydraulic  resistances  necessitate  an  increase  of  ii|  per  cent  in  the  head 
equivalent  to  the  velocity  with  which  the  water  enters  the  wheel,  and  an 
increase  ol  lo  per  cent  in  the  head  equivalent  to  the  relative  velocity 
i  V,)  at  outlet. 

Ahs.   When   t'_"  ss  o  (aj  2j.i2  ft.   per  second;   (i)   44.11  ;     {,c-> 

a  =  147'  50'.  0  =  27*  44;    f-^)  '0-748  ft.  per  second  ;  (e)  148.65  H.P. 

■     When  Ml  5=  V,  (a)  22.119  ft-  per  second;  (i)  50.97;  (c)  a=  113*  19', 

P  =  47*  28' ;  (rf)  10.748  ft.  per  second  ;  W  148.65  H.P. 
If  the  turbine  has  6;  guide-blades  of  .3-in.  thickness  and  63  wheel- 
vanes  of  ^-in.  thickness,  find  the  widths  of  the  inlet  and  outlet  opening& 
Ans.  If  vj'  =    o,    i/i  =  4.114  ft.,  dt  =  iSi  ft. 
lf«,    =  Vt.tiv  =  i.jiiU    rf.  =  1.48  ft. 

6.  The  efficiency  of  an  axial-Aow  turbine  of  4  ft.  menn  diameter  is 
90  per  cent,  and  it  passes  11  cu.  ft.  per  second  under  an  cITective  head 
of  40  (t.  At  the  mean  radius  the  water  enters  at  an  angle  of  30°  with 
the  wheel's  face,  and  the  whirling  velocity  at  outlet  is  nil.  Find  (a)  the 
velocity  with  which  tlie  •water  enters  and  leaves  the  wheel;  (i)  the 
directions  of  tlie  vane  at  inlet  and  outlet ;  {c)  the  sectional  areas  of  the 
inlet-  and  outlet-orifices  ;  {d)  the  speed  of  the  wheel  in  revolutions  per 
minute ;  (e)  the  power  of  the  turbine. 

Ans.  {a)  32  ft.  per  second.  16  ft.  per  second  ;    (*)  a  =  49'  6', 
p=  21°  3':  (rt  .75  sq-  ft-;  W  '98.39;  {e)  49,V  H.P. 

7.  An  axial-flow  turbine  of  5  ft.  mean  radius  passes  212  cu.  ft.  of 
water  per  second  under  a  tuta!  effective  head  of  12.1  ft.  At  the  mean 
radius,  the  direction  of  the  inflowing  water  makes  an  angle  of  70*  with 
the  vertical,  and  the  vane-lip  at  the  outlet  makes  an  angle  of  17* 
with  the  wheel's  peripheiy.  If  the  whirling  velocity  at  the  outlet-sur- 
face is  nil,  find  (a)  the  velocity  with  which  the  water  must  enter  the 
wheel  to  give  an  efficiency  of  .953  per  cent.  Also  find  {b)  the  direction 
of  the  vane-lip  at  outlet ;  {c)  the  speed  of  the  wheel  in  revolutions  per 
minute;  id)  the  widths  and  areas  of  the  inlet-and  outlet-orifices;  (») 
the  power  of  the  turbine. 

..JKJ.  ((1)19.9  ft.  per  second;  I*)  "^  =  8'°  ^S':  W  37-6?  ;  (<0  .991  ft-. 
31.148  sq.  ft.,  1.81  ft..  3S-'4  sq-  ft;  M  277.709. 
If  the  turbine  has  41  guide-blades  and  40  wheel-vanes,  all  of  .25  in. 
thickness,  find  the  widths  of  the  inlet-  and  outlet-openings. 

Ans.  1.23  ft.;  1.37  ft 

8.  Writedowntheequationsforjouval's  modification  of  Euler's turbine. 

9.  An  axial-flow  impulse  turbine  passes  170  cu.  ft.  of  water  per  second 
under  an  effective  head  of  9.5  ft.,  the  depth  of  the  wheel  being  .g  ft.  and 
its  mean  radius  4.2  ft.  The  vane-lip  at  the  outlet  makes  an  angle  of  72° 
with  the  vertical.  Assuming  that  the  whole  of  the  effective  head  is 
transformed  intousehil  work,  and  that  the  whirling  velocity  at  the  outlet- 
surface  is  nil.  find  (a)  the  inclination  to  the  horizontal  of  the  outlet-lip  of 
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the  guide-vane :  {/>)  tlie  direction  of  the  inlet-lip  of  the  wheel-vane ;  (e)  the 
efficiency ;  Jirst  neglecting  hydraulic  resistances,  and  second  taking  these 
resistances  into  account. 

Afts,    First.       (a)  59*  52' ;  (i)  6o*  16' ;  (c)  ,905. 
Second,  (a)  47°  21' ;  {b)  85'  18';  (e)  .804. 

10.  fn  the  preceding  example  find  the  inlet-  and  outlet-orifice  areas 
in  the  two  cases. 

Ant.   First.  8.38  sq.  ft. ;  IZ.4    sq.  ft. 

Second.    10.45  sq-  f^ :  3'-o8  sq.  It. 

If  there  are  62  wheels  and  66  guide-vanes,  the  thickness  of  the  latter 

being  .3  in.  and  of  the  former  .4  in.,  lind  the  width  of  the  Inlet-orifices. 

Ans.   First.   .409  fi.;  1.26  ft.     Second.   .508  ft.;  :.8l  ft. 

11.  An  axial- flow  turbine  passes  200  cu.  ft.  of  water  per  second  under 
a  head  of  14  ft.,  the  depth  of  the  wheel  being  i  ft.  The  mean  radius  of 
the  wheel  is  3  ft.;  the  areas  of  the  Inlet-  and  outlet-surfaces  are  in  the 
ratio  of  7  to  8  ;  the  Wciter  enters  the  wheel  at  an  angle  of  31°  to  the 
wheel  face,  and  the  outlet  edge  of  tlie  vane  makes  an  angle  of  16°  with 
the  face.  Find  the  speed,  efficiency,  and  power  of  the  turbine,  and  .also 
the  direction  of  the  inlet-lip  of  the  vanea,  v^"  =  0. 

Alts.  73,69    revolutions    per    minute;     .954;    32S-H3   H.P. ; 

«  =  65'  S7'- 

13,  A  downward-flow  turbine  of  3^  ft.  mean  diameter  and  of  the 

impulse  type  is  supplied  with  5^  cu.  ft,  of  water  per  second  under  a  head 

of  400  ft.  and  makes  500  revolutions  per  minute.     The  water  enters  the 

wheel  at  an  angle  of  sin ''  .6  with  the  horizontal,  and  the  depth,  of  the 

wheel  is  1  ft.     The  water  leaves  the  turbine  with  a  velocity  of  60  ft.  per 

second.     Determine  the  whirling  velocity  at  outlet,  the  direction   in 

which  the  water  leaves  the  turbine,  the  efficiency,  and  the  horse-power. 

Ans.   17.72s  v.;  72°  49';  -^^^  2"4-8. 

13.  In  an  A.  F.  impulse  turbine  of  4  ft.  diameter,  i  ft.  deep,  and  with 
a  6- in.  width  of  opening  at  inlet  and  outlet,  the  efficiency  (7)  =.8; 
/S  =  30°  ;  y  =  30° ;  t'l  =  *i.  Determine  the  inlet-lip  angle  {a),  the  effec- 
tive fall,  the  delivery  (Q)  (disregarding  thickness  of  vanes),  the  H.P.  and 
the  number  of  revolutions  per  minute. 

Am.  a  =  75°:  1.366  (t.;  29.39  cu,  tu  per  second;  6,322  H.P,; 
44.63- 

14.  An  axial-flow  reaction  turbine  of  7  ft-  mean  diameter  passes  198 
cu.  ft.  ol  water  per  second  under  a  total  head  of  13.;  ft.,  the  depth  of  the 
wheel  being  1  ft.  At  the  inlet-surface  the  vane-iip  is  vertical  and  the 
water  leaves  the  wheel  vertically,  li  the  intet  width  of  the  wheel  is  1  ft. 
and  the  outlet  width  li  ft.,  find  the  direction  in  which  the  water  enters 
the  wheel,  tne  direction  o(  the  iip  at  outlet,  the  inlet  and  outlet  areas, 
the  H.P.  of  the  turbine,  and  us  efficiency. 

Ans.  24°  4';  '9' 40'  '■  22  and  27I  sq.  (t.;  285.525;  .94. 

15.  An  axial-How  turbme  is  to  be  used  tor  raising  water.     Explain 


;ti  by  Google 


542  EXAMPLES. 

how  th«  vanes  should  be  arranged,  and  show  how  to  determine  the 
efficiency. 

i&.  In  an  A.  F.  impulse  turbine,  working  under  a  head  of  loo  ft„  the 

(l.rection  in  which  the  water  enters  at  the  mean  radius  makes  an  angle 
of  33'  16'  with  the  venical  and  leaves  the  wheel  without  velocity  of 
whirl.  The  depth  of  the  wheel  is  i  foot,  and  the  inlet  velocity  (v,)  is 
equal  to  the  linear  velocity  {ui)  of  the  wheel's  surface  at  the  mean 
rudiua.  The  mean  diameter  of  the  wheel  is  3I  ft.,  and  its  width  is  6  ins. 
Find  the  blade  angles  at  iiitet  and  outlet,  the  efficiency,  the  speed  in 
revolutions  per  minute,  the  amount  of  water  passing  through  tlie  turbine 
per  second,  and  the  H.P, 

Ant.  $6'  38';  64-  52';  ,782 ;  436^ ;  404!  cu.  ft.;  3S92J. 

17.  Water  is  delivered  to  an  O.  F.  turbine  at  a  radius  of  24  in.  with  a 
whirling  velocity  of  20  ft.  per  second,  and  leaves  in  a  reverse  direction  at 
a  radius  of  4  ft.  with  a  whirling  velocity  of  10  (t.  per  second.  If  the  linear 
velocity  of  the  inlet-surface  is  2o  fi.  per  second,  find  the  head  equivalent 
to  the  work  done  in  driving  the  wheel.  Aiis.  24.8  ft, 

18.  An  outward-flow  turbine  of  9.5  in.  internal  diameter  works  under 
an  effective  head  of  270  ft.  Find  the  spieed  in  revolutions  per  minute, 
assuming  that  tlie  whirling  velocity  at  the  inlet-surface  relatively  to  the 
wheel  is  nil  and  that  the  efficiency  is  unity.  A/u.  2242, 

19.  An  oulward-flow  turbine,  whose  external  and  internal  diameters 
are  S  ft.  and  5^  it.  respectively,  makes  26  revolutions  per  minute  under 
an  effective  head  of  4  ft.  Tlie  water  enters  the  wheel  in  a  direction 
making  an  angle  of  30°  (^}  with  the  direction  of  motion  at  the  point  of 
entraixe.  Determine  the  angles  of  the  moving;  vane  at  ingress  and 
egress,  the  efficiency  being  .85.  Also  find  the  enei^  per  pound  of 
water  carried  away  by  the  water  as  it  leaves  the  turbine,  v-J'  =  o. 

Ans.   a  =  iy>°  i;  (S  =  29°  38' ;   .6  ft. -lbs. 

20.  A  radial  outward-flow  turbine  ot  the  impulse  type  passes  8}  cu.  ft. 
of  water  per  second  under  an  effective  head  of  560  (t.;  the  width  of  the 
wheel  is  7i  in,  ;  the  radius  to  the  outlet-surface  is  i.i%  times  the  radius 
to  the  inlet-surface  ;  the  linear  velocity  of  the  inlet-surface  is  87  ft.  per 
second  ;  the  direction  of  the  water  at  entrance  makes  an  angle  of  17' 
with  the  wheel's  periphery.  Find  {a)  the  efficiency  ;  {S)  the  lip  angles  ; 
(c)  the  areas  of  the  inlet-  and  outlet-orifices,  neglecting  first  hydrdulic 
resistances,  and  secortd ta)ting  these  resistances  into  account  (i/,"  =0), 

Ans,  First,  (a)  .879;  (i)  a  =  149°  31'  and  /5  =  33°  3i' ;  (e) 
•'535  ^l-  '*■  snd  ,1291  sq.ft.  Second,  {a)  .767;  (i)a  =  i53°44' 
and  (S  =  28°  55' ;  (c)  .  176  sq.  ft.  and  .154  sq.  (t. 

21.  Construct  a  Fourneyron  turbine  for  a  fall  oi  5  ft.  with  30  cu.  ft.  of 

water  per  second,  a  =  8o%  ^  =  30°,  —  =:  1.35.     Assume  ui  =  V,,  and 

neglect  hydraulic  resistances. 

Ans.  ff  =  16°  42' ;  /li  =  4.29  sq.  fL;  At  =  5.8169  ft.;  ^  =  .91  j  ; 
if  r,  =  1.8  ft.,  then  d,  =  dt  =  .38  ft. 


;ti  by  Google 


EX/4MPLES.  543 

13.  Iii  an  Impulse  outward-flow  turbine  of  lo  B.H.R  .working  under 
a  head  of  9  ft.,  r  =  aaj* ;  180*  ~  a  =  s?!" ;  /J  =  45° ;  9{r,  -  r,)  =  r, ; 
di  =  .iri.  There  is  a  loss  of  5  per  cent  due  to  friction  iu  the  velocity  at 
entrance.  Find  the  efliciency  (7).  the  volume  of  water  passed  per 
second,  and  the  diameter  of  the  turbine. 

Ans.  .705;   13.869  cu.  ft.;  2.249  ft, 

23.  A  turbine  delivers  1  cu,  ft.  of  water  per  second.  The  water 
leaves  the  outlet  periphery  radially  {v^"  =  o).  The  vane-lip  at  inlet  is 
radial  (a  =  90*).  The  direction  of  itiflow  makes  an  angle  of  60°  with  the 
wheel's  periphery.  The  radius  of  inlet-surface  is  2  ft.  Tlie  number  of 
revolutions  per  minute  is  100.  If  the  efficiency  is  90  per  cent,  find  the 
liead  and  the  effective  work  done.  Am.  15.243  ft, ;  1.5625  H.P. 

24.  One  cubic  toot  of  water  per  second  enters  a  radial  O.F.  Impulse 
wheel  of  2  ft.  external  and  i^  ft.  internal  diameter,  at  an  angle  of  60° 
with  the  radius,  and  leaves  without  whirl.  The  effective  he^d  is  400  ft. 
Tiie  peripheral  speed  at  the  outlet-surface  is  20  ^j  ft.  per  second.  De- 
termine  a.vt,  the  outlet  and  inlet  areas  and  depths,  the  H.P.  and 
efficiency.        Ans.   t.15  sq.  ins.,  1.8  sq.  ins.;   1S3  ins.,  .39  ins,;  12.8  ;  .28. 

25.  In  a  radial-flow  reaction  turbine  with  radial  inlet-lips,  if  dt  =  2J, 
and  y  =  tan~  '  4,  shot*  that  the  reciprocal  of  the  efficiency  is  i  +  tan  y9 
if  the  whirling  velocity  at  outlet  is  nil. 

26.  An  O.F.  impulse  turbine  of  3I  ft,  exterior  and  3  ft.  interior  diam- 
eter passes  100  cu.  ft.  of  water  per  second  under  a  head  of  625  ft.  At 
entrance  the  direction  of  the  water  makes  an  angle  of  30°  with  the 
periphery.  If  the  relative  and  peripheral  speeds  at  outlet  are  equal, 
determine  the  direction  and  magnitude  of  the  velocity  of  the  water  on 
leaving  the  wheel,  the  efficiency,  and  the  speed  in  revolutions  per  min- 
ute.    Disregard  hydraulic  resistances. 

Ahs.  If   rfi  =  rfi ,  I/,  —  91.065  ft.  persec.;  3  =  70°  I4i':  j^  =  ,79;  A'=  734.8. 
li  A,i=Ai,v^  =  iog.435"       "       ;5  =  66°  02';  7  =  .7o;  A'^=734.8. 

27.  A  radial  impulse  turbine  passes  31  cu.  ft,  of  water  under  an 
effective  head  of  560  ft.  The  direction  of  the  entering  water  is  inclined 
at  17°  to  the  wheel's  periphery.  The  linear  speed  of  the  inlet-surface  is 
87  ft.  per  second.  Assuming  that  the  velocity  of  whirl  at  the  outlet  is 
nil,  and  disregarding  hydraulic  resistances,  find  (a)  the  efficiency ;  {i)  the 
velocity  with  which  the  water  enters  the  wheel;  {c)  the  velocity  of 
the  water  as  it  leaves  the  wheel ;  (d)  the  sectional  areas  of  the  inflow- 
ing and  outflowing  stream;  {/)  the  direction  of  the  vane- lip  at  iolet ; 
{/)  the  power  of  the  turbine. 

The  radii  of  the  inlet-  and  outlet-surfaces  are  4II  ft.  and  4}  ft.  re- 
spectively.    Find  {g)  the  direction  of  the  vane  edge  at  outlet. 

Am.  (a)  .B79;  (*)  1B9.31  ft.  per  sec, ;  {c)  65.86  ft.  per  sec. ; 
(d)  .15356  »q-  ft.,  .129  sq.ft.;  W  a=  149' 31'; 
(/)47S43H.P.;  Cf) /S  =  41*  3'- 

28.  In  the  preceding  example  show  how  the    results  are  affected  by 
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taking  .94  as  the  coefficient  of  velocity  io  calcui  ^ing  the  velocity  with 

which  the  water  enters  the  wheel,  and  assuming  that  --  — -    is  the 

10  ^ 
frictional  loss  of  head  in  tlie  passages. 

Am.  (a)  .8a6;  (i)  177  9SS  '*■  per  sec;  (■:)  36.7348  ft.  per  sec; 
(rf).i63sq.  ft.;  .ajr*  sq.  ft.  ;  W  a  =  14?'  57'; 
(/)  446.9  H.P.  \{g)IS  =  2S'  54'. 
39.  In  an  I.F.  turbine  tlie  radius  of  the  inlet-surf  dec  is  twice  that  of 
the  outlet-surface;  the  linear  velocity  of  the  inlet-surface  is  one  half 
that  due  to  the  head ;  the  water  enteis  tlie  wheel  witli  a  velocity  of  flow 
(Vr')  equal  to  one  eighth  that  due  to  the  head,  and  the  sectional  area  of 
the  water-way  is  constant  from  inlet  to  outlet.     Find  the  angle  between 
the  discharging  lip  of  the  vane  and  the  wheel's  periphery,  the  whirling 
velocity  at  the  outlet-surface  being  nil.  Ans.  Cot"  ■  2. 

30.  In  a  vortex  turbine  the  depth  of  the  inlet-orifices  is  one  eighth 

of  the  diameter  of  the  wheel  f  =  -j-'  j  and  —  of  the  depth  of  the  outlet- 


irifices.    The  width  of  the  wheel  is  one  tenth  of  the  diameter 


{-%■ 


The  inlet-lip  of  the  vanes  is  radial,  and  the  water  enters  at  an  angle  of 
30°  with  the  inlet  periphery.  Find  the  size,  speed,  and  efficiency  of  the 
turbine  in  terms  of  the  supply  of  water  Q  and  the  effective  head  H. 
Also  find  the  direction  of  the  outlet  edge  of  the  vanes. 

Am.   I.    Assume  f,"  =  o.      Then  r,  =  .458^,; 

fi\ 
No.  ol  revolutions  per  minute  =  109.5 — i 
2 
7  =  .863 ;  fi  =  3S*  1 1'. 

II.  Assume  «.  =  K,.     Then  r,  =  .44-^- 

^*'  , 

No.  of  revolutions  per  minute  =  132.39 — rl 
C* 
I?  =  .8146;  fi  =  44*48'. 

31.  A  vortex  turbine,  with  a  wheel  of  1  ft.  diameter  and  6  ins.  breadth, 
passes  10  cu.  ft.  of  water  per  second  under  a  head  of  3a  feet.  Find  the 
inclination  of  the  guides  and  the  power  of  the  turbine.  Assume 
Ut  =  V, ,  a=  go',  and  the  efficiency  =  1.  Aru.  5°  41';  361*,  H.P. 

32.  An  inward-flow  turbine  has  an  internal  radius  of  12  ins,  and  an 
external  radius  of  24  ins. ;  the  water  enters  at  15*  with  the  tangent  to 
the  circumference,  and  is  discharged  radially ;  the  velocity  of  radial  flow 
is  5  ft.  at  both  circumferences;  the  velocity  of  outer  periphery  ol  wheel 
is  16  ft.  per  second.  Find  the  angles  of  the  vanes  at  the  inner  and 
outer  circumferences,  and  the  useful  work  done  per  pound  of  fluid. 

Am.  /S=  32*;  rf=  iiS'  i';  9.35  ft.-lbs. 
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33.  For  a  supply  of  64  cu.  ft.  per  second,  under  a  head  of  81  ft., 
dctennine  the  speed,  size.  H. P.,  and  efficiency  of  a  vortex  turbine  in 
which  rf,  =  r,  =  jrfi  =  S  X  width  of  wheel,  assuming  that  there  is  no 
velocity  of  whirl  at  outlet. 

34.  A  radial  I.  T.  reaction  turbine,  with  or  without  draft-pipe,  passes 
113cu.f1.  of  water  under  an  effective  head  of  13  ft.  The  radius  of  the 
inlet-surface  is  1.169  times  the  radius  of  the  out  let -surface,  and  the  ratio 
of  tiie  outlet  to  the  inlet  area  is  .92.  The  vane-lip  at  outlet  makes 
an  angle  of  15*  with  the  wheel's  periphery,  and  the  water  enters  at  an 
angle  of  12*  with  the  wheel's  periphery.  The  sectional  area  of  the 
draft-tube  (if  there  is  one)  at  the  point  of  discharge  is  1.035  times  the  sec- 
tional area  of  the  outlet-orifice.  Show  that  the  useful  work  per  pound  of 
water  is  1 1.117  ft.-lbs.,  and  that  the  work  consumed  in  hydraulic  resistance 
<Art.  8,  page  531}  is  nearly  1.882  ft.-lbs. ;  .also  find  /li,  .^1,  Vi.  and  the 
■efficiency. 

Atts,  (a)  28.2975  ^-  ''-i  36'03  sq.  ft.;  {i)  4.34  ft.  per  sec;  .855, 

35.  Jn  the  preceding  example,  if  the  radius  of  the  ouilet-surface  a  4. 
ft.,  find  (a)  the  speed  of  the  wheel  in  revolutions  per  minute  ;  also  find 
(i)  the  depth  of  the  wheel  at  inlet  and  outlet,  the  guide-vanes  being  40 
and  the  wheel-vanes  41  in  number,  and  the  thickness  of  the  former  being 
i',  inch  and  of  the  latter  {  inch.       Aiis.  la)  38.656 ;  <^)  1.23  ft.,  1,35  ft. 

36.  In  example  34  find  the  efficiency  if  the  diameter  of  the  draft* 
tube  Is  made  the  same  as  the  diameter  of  the  outlet- surface,  the  lower 
edge  of  the  tube  being  rounded.  What  will  be  the  "  loss  in  shocic  "  in 
the  tube  per  pound  of  water  ?  Am.  .864 ;  .077  ft.-lbs. 

37.  An  inward-flow  turbine  has  an  external  diameter  of  3  ft.  and  ah 
internal  diameter  of  2  ft.  It  passes  i2cu.  ft.  of  water  per  second  under 
an  effective  head  of  40  [t.  The  water  enters  the  wheel  at  an  angle  of  30* 
with  the  wheel's  periphery,  and  the  depth  of  the  outlet-orifices  is  twice 
the  depth  of  ihe  inlet-orihces.  The  efficiency  of  the  turbine  is  .9.  Dis' 
regarding  friction,  find  (a)  the  vane-angles  at  inlet  and  outlet;  {i)  the 
velocity  with  which  the  water  leaves  the  wheel ;  (c)  the  speed  of  the  tur- 
bine in  revolutions  per  minute ;  (if)  the  velocity  with  which  the  water 
enters  the  wheel :  (^)  the  areas  of  the  outlet- and  inlet-orifices;  {/)thc 
power  of  the  turbine  (tw"  =  o). 

Ant.  (,,i)a=  105-09', /3=  35°  3S' ;  (*)  '6  ft-  persec.;  W  198.39; 
(rf)  42j  ft.  per  sec. ;  (^)  .5625  sq.  (t. ;  .75  sq.  ft- :  {/I  49i^  H.P. 

38.  In  an  inward-flow  reaction  turbine  of  6.37  H.P.  the  radial  veloc- 
ity of  60W  is  constant  from  inlet  to  outlet  and  is  12  b.  per  second.  The 
water,  with  a  velocity  of  60  ft.  per  second,  enters  at  11°  32'  wiih  the  wheel's 
periphery,  which  has  a  linear  speed  of  50  ft.  per  second.  The  diameters 
of  the  outlet- and  inlet-surfaces  are  1  and  2  ft.  respectively.  Find  Che  tip 
angles,  the  head,  the  efficiency,  and  the  quantity  of  water  passing  through 
the  turbine  per  second. 

Afis.  flr=  ti6*  12';  /S=!  iji*  ij*;  91.36  ft.;  6o{(;  i  CU.  (t. 
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39.  An  inward^ow  radial  impulse  turbine  of  4. 5  (t.  and  4  ft.  external 
and  internal  radii  passes  8}  cu.  ft.  of  water  per  second  under  an  t^Hective- 
licad  of  560  ft.  The  direction  of  ilie  entering  water  is  inclined  at  17*  to. 
tlie  wheel's  periphery,  and  the  wheel  lias  the  same  deptli  at  the  inlet- 
and  outlet-surfaces..  If  tile  peripheral  speed  at  the  outlet-surface  (»,) 
is  equal  to  the  relative  velocity  of  the  water  {Vti  witli  respect  to  ihc 
wlicel,  find  (a)  the  efficiency  ;  {6)  the  speed  of  clie  turbine  in  revolutions 
per  minute  ;  {e)  the  sectional  areas  of  the  stream  at  inlet  and  outlet ; 
(<^  the  direction  of  tlie  vane-outtet  edge;  (f)  the  velocity  of  the  water 
as  it  leaves  the  wheel  ;  (/)  the  power  of  the  turbine. 

Ans.  (a)  .873;    (b)  209.94;    (f)    .15357    sq.    ft.,  .13651   sq.  ft.; 
(//J  ya  =  4S°  2';   W  67.39  (t.  per  second  ;   (/)  472-33  H-P- 

40.  In  the  preceding  example  examine  how  the  results  trill  lie 
affected  when  hydraulic  resistances  are  taken  into  account,  allowing  .94. 
as  a  coefficient  of  velocity  for  tiie  water  on  entering  the  wheel,  and  as- 
suming that  the  head  equivalent  to  the  relative  velocity  ( Vt)  on  leaving 
the  wheel  is  increased  by  10  per  cent. 

Ans.  (ti).865 :  (1^)193.18;  revolutions  per  minute;  (£>  .163  sq.  ft., 
.145  sq.  ft.;  ((/)  (3  =  46°  18';  (t)  63.653  ft.  per  second  ;(/)  467.83  H.P. 

41.  An  I.  F.  turbine  of  4.  ft.  excerniil  diameter  works  under  an 
eftective  head  of  150  ft.  Find  the  speed  of  the  wlieel  in  revolutions  per 
minute,  I'm"  being  o,  the  efficiency  unity,  ;uid  a  =  90°.  Ans.  427. 

41.  An  I.  F.  turbine  of  4  ft.  external  and  3  ft.  internal  diameter- 
makes  360  revolutions  per  minute.  The  sectional  area  of  flow  is  3  sq.  (t. 
and  is  the  same  in  every  part  of  the  turbine.  The  direction  of  the  in- 
flowing water  makes  an  angle  of  30°  with  the  wheel's  periphery.  Assum- 
ing that  the  whirling  velocity  at  the  outlet-surface  is  nil,  find  {a)  the- 
efficiency;  {i)  the  H.P.  ;  and  (^)  the  delivery  in  cubic  feet  per  minute - 
The  total  head  is  200  ft.  Ans.  (a)  .86  :  (*)  2476.8  ;  (f)  7593. 

43.  An  inward-flow  turbine  being  required  for  an  available  head  of 
20  ft.  and  a  discharge  of  800  cu.  ft.  per  minute,  determine  (a)  the  size- 
and  <^)  the  speed  of  the  wheel;  (c)  the  inclinations  of  the  guide-  and 
wheel-vanes  ;  and  (rf)  the  efficiency  of  the  turbine,  assuming  ri  =  Jr,  =; 
depth  of  wheel  ;  t'/  =  »V'igM;  v„"  =  0,  a  =  90°,  and  rfi  =  rfi. 

Ant.  (a)  >;  =  .487  ft.,  r,  =  .974  ft.;  {i>  240  revolutions  per  min- 
ute ;  (0  r  =  'o*  21',  fi  =  36°  8  ;  ('i)  931  P"  cent. 

44.  A  vortex  turbine  passes  Q  cu.  ft.  of  water  per  second  under  an 
effective  head  of  //  ft.  The  inlet-lip  of  the  vanes  is  radial,  and  the  direc- 
tion of  the  entering  water  makes  an  angle  of  20*  17'  with  the  wheel 's. 

periphery.  The  areas  of  the  inlel- and  ouilet-orifices  are      .'    and ~ 

respectively,  and  the  width  of  the  wheel  is  -^,  /J,  being  the  diameter  of 
the  inlet-surface.  If  the  whirling  velocity  at  the  outlet-surface- is  nil, 
find  (tf)  the  efficiency  ;  (*)  the  direction  of  the  outlet  edge  of  the  vane  i 
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{()  the  velocity  with  which  the  water  enters  and  leaves  the  wheel ;  (i/) 
the  speed  of  the  wheel  in  revolutions  per  minute ;  (e)  the  diameters  of 
the  inlet-  and  outlet-surfaces. 

Ant.  (a)  .863;  (*)  P  =  35'  10':  (O  6.0677^'',  2.9627//'; 
(«  ,0,.;=^;  w  .9,!^^.  .733J,- 

45.  A  vortex  turbine  passes  1 1  cu.  ft.  of  water  per  second  under  a 
head  of  35  ft. ;  the  diameter  of  ibe  outlet-surface  is  2  (i.  and  its  breadth 
6  ins.  Find  the  power  of  the  turbine,  disregarding  friction  and  assuming 
that  the  whirling  velocity  at  the  outlet-surface  is  nil. 

Aiu.  43.5  H.P. 

46.  Find  the  H.P,  developed  by  an  I.  F.  turbine,  of  3  ft.  external 
and  1)  fl.  internal  diameter,  passing  900  tons  of  water  per  hour.  The 
velocity  of  whirl  at  inlet  (*•«')  is  equal  to  that  of  the  periphery  and  is  45 
ft.  per  second  ;  the  outlet  velocity  of  whirl  is  16}  fl.  per  second.  ,^^ 

Ahs.  46}. 

47.  A  turbine  with  radial  vanes  passes  3600  gallons  per  hour  under 
an  effective  head  of  36  ft.  Find  the  peripheral  speed  and  the  inlet  area 
BO  that  the  efficiency  may  be  a  maximum. 
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CHAPTER   VIII. 
CENTRIFUGAL  PUMPS. 

1.  General  Statement — If  an  hydraulic  motor  is  driven  in 
the  reverse  direction,  and  supplied  with  water  at  the  point  from 
which  the  water  originally  proceeded,  the  motor  becomes  a 
pump.  All  turbines  are  reversible,  and  may  therefore  be 
converted  into  pumps,  but  no  pump  has  yet  been  constructed 
of  an  inward-flow  type.  The  ordinary  centrifugal  pump  is  an 
outward-flow  machine. 

Before  the  pump  can  be  put  into  action  it  must  be  filled, 
and  this  can  be  effected  through  an  opening  (closed  by  a  plug) 
m  the  casing  when  the  pump  is  under  water,  or,  if  the  pump 
is  above  water,  by  creating  a  vacuum  in  the  pump-case  by 
means  of  an  air-pump  or  a  steam-jet  pump,  when  the  water 
must  necessarily  rise  in  the  suction-tube. 

At  first  the  water  rotates  as  a  solid  mass,  and  delivery 
commences  when  the  speed  is  such  that  the  head  due  to  cen- 
trifugal force  (  '  ' )  exceeds  the  lift.     This  speed  may  be 

afterwards  reduced,  providing  a  portion  of  the  energy  is  utilized 
at  exit. 

As  soon  as  the  pump,  which  is  keyed  on  to  a  shaft  driven 
by  a  belt  or  other  means,  commences  to  work,  the  water  rises 
in  the  suction-tube  and  enters  the  eye  of  the  pump-disc  on  one 
side,  or  divides  and  enters  on  both  sides. 

As  in  turbines,  the  wheel-blade  tips  are  so  curved  as  to 
receive,  at  a  specified  normal  speed,  the  inflowing  water  with- 
out shock.     The   water  leaves  the  disc  with  a  more  or  Icsa 
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OODSiderable  velocity,  and  impinges  upon  the  fluid  mass  flowing 
around  the  volute,  or  spiral  casing  surrounding  the  disc,  towards 
Ae   discharge-pipe.       This    volute    should    have    a    section 


Fifi.  311 


Fio.  313. 


gradually  increasing  to  the  point  of  discharge,  in  order  that 
the  delivery  across  any  transverse  section  of  the  volute  may  be  ' 
uniform.  This  volute  is  also  so  designed  as  to  compel  rotation 
in  one  direction  only,  with  a  velocity  corresponding  to  the 
velocity  of  whirl  {v.„")  on  leaving  the  fan.     There  are  examptea 
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5SO  CENTRIFUGAL  PUMPS. 

of  pumps  in  which  the  delivery  is  effected  in  all  directions,  and 
tlie  water  is  guided  to  the  outlet  by  a  number  of  spiral  blades. 

A  centrifugal  pump  is  more  economical  and  less  costly 
for  short  lifts  than  a  reciprocating  pump,  and  has  been  known 
to  give  good  and  economic  results  for  lifts  as  great  as  40  ft. 

With  compound  centrifugal  pumps  very  much  greater  lifts 
are  economically  possible. 

There  are  three  main  differences  between  centrifugal  pumps 
and  turbines : 

1st.  The  gro.ss  lift  with  a  pump  is  greater,  on  account  of 
frictional  resistances,  than  the  fall  in  the  case  of  a  turbine. 

2d.  The  water  enters  the  pump-fan  chamber  witlioi;t  any 
velocity  of  whirl  {v,J  =  o),  and  leave?;  tiie  fan  with  a  \  clocity  of 
whir!  {'•;,.")  which  should  be  reduced  to  a  minimum  in  the  act  of 
lifting,  but  which  is  by  no  means  small.  In  a  turbine,  on  the 
other  hand,  the  water  has  a  considerable  velocity  of  whir!  (z'.') 
at  entrance,  while  at  exit  the  velocity  of  whirl  (7'„")  is  reduced 
to  a  minimum,  and  is  generally  «//. 

3d.  In  a  turbine  the  direction  of  the  water  as  it  flows  into 
the  wheel  is  controlled  by  guide-blades ;  whereas  in  the  case 
of  a  pump,  the  direction  of  the  water,  as  it  flows  towards  the 
discharge -pipe,  is  controlled  by  a  single  guide-blade,  which 
forms  the  outer  surface  of  the  volute,  or  chamber,  into  which 
the  water  flows  on  leaving  the  fan. 


.    Experiment  seems  to  indicate  that  the  efficiency  of  a  centrif- 
ugal pump  increases  as  the  inlet-tip  angle  diminishes,  and  that 
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it  is  therefore  advantageous  to  make  this  angle  as  small  as  is 
practicable,  but  opinions  on  this  point  differ.  The  real  influ- 
ence of  the  tip  angles  on  tlie  efficiency  is  yet  to  be  determined, 
and  it  is  doubtful  whether  the  ordinary  hypothesis  of  radial  flow 
(y  =  9<|i°)  at  inlet  without  shock  is  even  approximately  correct. 

The  inlet  velocity  and  therefore  also  the  pump's  efficiency 
may  be  increased  by  the  use  of  a  suction-tube  with  a  gradually 
<liminishing  section,  e.g.,  a  tube  in  the  form  of  the  frustum  of 
a  cone.  A  still  greater  advantage  may  be  obtained  by  giving 
the  discharge-pipe  a  gradually  increasing  section.  In  this  case 
the  velocity  of  discharge  gradually  diminishes  and  the  pre.ssure- 
head  is  proportionately  increased,  so  that  there  is  a  gain  of 
liead  available  for  increasing  the  pumping  power. ,  The 
velocity  in  the  discharge- pipe  should  not  be  too  great,  as  it 
may  lead  to  a  verj'  sensible  loss  of  energy.  Generally  speak- 
ing, a  velocity  of  3  to  6  ft.  per  second  has  been  found  to  give 
the  most  favorable  results. 

It  is  claimed  by  some  authorities  that  an  advantage  may 
te  gained  by  the  addition  of  a  vortex  or  whirlpool  chamber 
surrounding  the  pump-disc.  In  support  of  this  contention  it  is 
urged  that  the  water  discharged  from  the  disc  continues  to 
rotate  in  tliis  chamber,  and  that  a  portion  of  the  kinetic  energy 
is  thus  converted  into  pressure  energy,  which  would  otherwise 
be  largely  wasted  in  eddies  in  tiie  volute  or  discharge^pipc 
(see  Art.  21,  Chap.  I).  The  water  leaves  the  vortex-chamber 
with  a  diminished  whirling  velocity  which  cannot  be  very 
different  in  direction  and  magnitude  from  the  velocity  of  the 
mass  of  water  in  the  volute.  The  vortex-chamber  is  sometimes 
provided  with  guide-blades  following  the  direction  of  free  vortex 
stream-lines  (equiangular  spirals)  so  as  to  prevent  irregular 
motion ,  .^ 

Centrifugal  pumps  work  urtder  different  conditions  from 
turbines,  and  hence  there  are  corresponding  differences  neces- 
sary in  their  design.  They  work  best  for  the  particular  lift  for 
which  they  are  designed,  and  any  variation  from  this  lift  causes 
a  rapid  reduction  in  the  efficiency. 
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UPPER  WATER  LEVEL  — 
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3.  Analjrsls  of  the  Centrifugal  Pump. — Designate  tlie 
velocities,  angles,  and  pressure-heads  at  the  inlet-  and  outlet- 
sur&ces  of  the  wheel,  Figs.  315  and  316,  by  the  same  symbols 
as  in  the  case  of  the  turbine,  Art.  4. 

Let  Q  be  the  delivery  of  the  pump  in  cu,  ft.  per  sec. 

Let  /f^  be  the  gross  lift  including  the  head  equivalent  to  the 
total  hydraulic  resistance  (/i,.),   the   actual  lift  (//J,),   and  the 


head  equivalent  to   the   velocity   of  delivery  {v^), 
Then 


k^  includes  the  heads  equivalent  to  the  resistance  in  the 
suction-pipe  (A,),  in  the  delivery-pipe  (A,),  and  in  the  wheel- 
passages  (^j),  so  that 

//,  =  A,  +  //^  -I-  h^. 


Fig.  317. 


Fig.  318. 


H,  includes  the  height  of  suction  (A,)  and  the  height  of  delivery 
{b^,  so  that 
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LOSSES  IN  HYDRAULIC  RESISTANCE. 


The  height  of  suction  (A,)  is  generally  taken  to  be  the 
vertical  distance  between  the  lower  water-level  and  the  axis 
of  the  pump,  but  this  is  incorrect  and  may  lead  to  serious 
errors.  The  true  height  of  suction,  i.e.,  the  height  to  which 
the  water  must  be  raised  before  the  pump  will  commence  to 
do  work,  should  be  measured  from  the  lower  water-level  to 
the  top  of  the  impeller  or  to  the  top  of  the  wheel  according  as 
the  axis  of  the  pump  is  horizontal  or  vertical. 

The  actual  loss  in  hydraulic  resistances  between  the  suc- 
tion-level and  the  eye  of  the  pump  may  be  determined  by 
the  following  method  suggested  by 
Albert  F.  Hall.  A  long  gauge- 
glass  AB,  with  a  cast-iron  cap  CP, 
is  fitted  into  the  top  of -the  suction- 
pipe.  The  water  rises  in  the  tube 
to  a  certain  level  aa,  and  the  pres- 
sure in  this  tube  can  be  directly 
measured  by  means  of  the  gauge  6". 
If //^  is  the  barometric  head  and 
//,;  the  gauge -reading,  in  feet,  then 
//„  —  Hq  is  the  actual  dynamic  head 
at  aa.  Hence  if  //'  is  the  static 
head,  i.e.,  the  vertical  distance  be- 
tween the  suction -level  and  atx, 
{Hg—  Hi>j  -  H'  is  the  loss  due  to 
the  several  hydraulic  resistances. 

The  air-chamber  thus  con- 
structed seems  to  cause  a  steadier 
flow  of  water,  and  experiment  shows 
that  the  variation  of  level  at  aa  is 
small  and  is  only  about  ;t  to  i  inch. 
In  pumps  which  are  fed  on  both 
sides.  Fig.  313,  the  steadiness  of  the 
level  is  increased  by  placing  an  air-chamber  on  each  suction- 
bend,  connecting  the  two  at  the  upper  end  by  a  horizontal 


Fig.  319. 
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pipe.  A  valve  in  the  middle  of  the  pipe  may  communicate 
with  a  vacuum  pump,  and  each  chamber  may  also  be  controlled 
by  a  separate  valve. 

The  water  apparently  flows  through  the  bend,  past  the 
orifice,  as  over  an  elastic  cushion. 

The  loia/  n-cri'  done  on  the  pump  per  second 

=  *-(T„'X  -  T„u,)  =  wQH„,       ...     (1) 

ind  therefore 

T^'Uj  —  V^'U,  =  gH„ (2) 

.        m-,.^a.uy    ,  =  ^^=^^f-^^^ (3) 

and  gH„  =  i/(v„"\i.j  —  V«n,)  is  the  fundamental  equation 
governing  the  design  of  a  centrifugal  pump. 

The  water  spreads  out  more  or  less  radiall)'  from  the  eye 
of  the  pump  and,  for  simplicity  of  calculation,  it  is  often 
assomcd  that  y  =  90°.     Then 

vj  =  o,     T',  —  iv'     and 
ffHj  =  ;/«,!'„'  . 
Again,  eq.  (2)  becomes 

''■«,"«,  =  .S-//,  =  («s  -  ^V"  cot  /S)«., 
which  may  be  written  in  the  form 


*    —  - — ^-     -   '      cot  /S  = 


a  quadratic  giving 


™^/-+..       (4) 


By  means  of  this  result  the  following  Table  has  been  pre- 
pared and  gives  the  values  of— -  '-  -.  corresponding  to  different 

values  of  — I^r^  and  6: 
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VALUES   OF  BL/1DE  /INGLES,  ETC. 


V 

/f  = 

"z"^" 

■s* 

J!L' 

■to* 

■  5o* 

«• 

'»• 

|- 

!«• 

H- 

lOJ* 

V 

I  o 

'3.983 

.35"  ■ 

3.189 

■457 

I.61S 

.61S 

I..3. 

.75a 

1. 144 

.876 

9 

3.633 

.avsi 

a.047 

.489 

1.547 

■647 

'  1.893 

.773 

I.H7 

.887 

3.390 

.30,1 

1.909 

■5=4 

"■477 

.677 

■  1-357 

,795 

.898 

a.951 

■339  1 

1.775 

.563 

1.409 

■709 

.8lS 

1.098  1  .gio, 

a.6ao 

.38a  1 

1.647 

.607 

1.344 

.744 

J. 186 

,84a 

1.083     -9" 

a.  301 

-434  '■ 

i.Saa 

.656 

i.iSi 

.781 

1.154 

,866 

1.069     .935 

1.99a 

.500  ■ 

".405 

.71a 

.Sao 

,890 

1.05s    ■ws 

1.706 

.586, 

i.a93 

•  773 

1. 161 

.861 

1.090 

,917 

1.041     .961 

t.441 

.695  1 

1.188 

.843 ! 

1,105 

■90s 

1,059 

.944 

1 .037      .973 

I    1  I.S04 

.830, 

1.090 

■  917 

1.051 

.951 

i.oa9 

■971 

1,013  ,   .987 

Remarks  on  the  AngUs  y  and  ",  and  on  the  Curve  of  the 
Blade. — The  assumption  of  a  radial  flow  from  the  eye,  i.e. 
that  ;'  =  90°,  cannot  of  course  be  true  and,  possibly,  is  not 
even  approximately  accurate,  but  is  solely  made  for  the  pur- 
pose of  securing  simplicity  in  the  calculations.  In  fact,  the 
water  flows  towards  the  eye  with  a  uniform  motion  parallel  to 
the  axis  of  rotation,  while  at  every  point  between  the  inlet 
and  outlet  of  the  wheel  the  motion  of  a  fluid  particle  is  the 
resultant  of  a  constant  angular  acceleration  (Art,  21,  Chap. 
I)  and  of  a   radial  acceleration  due  to  centrifugal  fgrce,  viz,. 

At  the  inlet  the  tip  angle  a  may  be  varied  between  wide 
limits,  but  its  value  should  be  such  as  to  make  the  efficiency 
as  great  as. possible.  But  a  cannot.be  expressed  as  a  function 
of  the  mechanical  and  hydraulic  resistances,  and  it  is  therefore 
impossible  to  find,  analytically,  the  value  of  «  which  will  make 
these  resistances  a  minimum.  The  best  value  for  at  can  only 
bc  determined  by  a  very  extensive  seritr.s  of  experiments. 
According  to  the  best  practice,  however,  a  usually  lies  between 
50°  and  60°. 

The  curve  of  the  blade  is  in  some  cases  a  circular  arc.  In 
many  first-class  wheels  it  is  a  cycloid  developed  by  a  circle  of 
a  diameter  equal  to  one  fourth  of  the  diameter  of  the  wheel, 
the  cycloidal  arc,  at  the  innermost  point,  being  tangential  to 
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the  hub.  Brix,  again,  has  deduced  the  following  formula, 
giving  the  angle  <f>  between  the  blade  and  the  direction  of 
rotation  at  any  point  distant  r  from  the  axis : 

where  2nrd^  =  {znr  —  nt)d;  T  =  work  of  pump  to  radius  r; 
r^  =  radius  to  inner  end  of  blade;  v,  =  radial  velocity  at  inlet; 
»  =  number  of  blades ;  t  =  thickness  of  blade. 

By  plotting  the  values  of  <p  corresponding  to  different  values 
of  r  the  curve  of  the  blade  may  be  defined. 

It  is  essential  that  there  should  be  no  dissipation  of  energy 
in  eddy  motion  at  the  inlet,  and  the  direction  of  the  relative 
velocity,  Vy .  should  therefore  be  tangential  to  the  blade-tip 
at  a,  Fig.  315.     Then, 

from  the  triangle  aelc,   V^  =  v*  -\-  a,*  —  2v,a,  cos  y,        (S) 
/kk,   V*  =  v^-\-u^  ~  zv^^cosS,       (6) 
and  therefore 

V'  —  V*      «i*  —  «,*      <Vt  —  v^        v^j  cos  S      ff[W,  cos  y 
~     2g       +    ~  2g    "^         27"^         1  g       ''    ^^^ 

The  water  leaves  the  wheel  with  a  velocity  i'^ ,  and  carries 

away,  in  its  energy  of  motion,  viz.,  -*-,  an  important  portion 

of  the  work  done  on  the  pump  by  the  prime  mover.  If  the 
whole  of  this  energy  could  be  made  available  for  increasing 
the  pumping  power,  then,  by  Bernouilli's  theorem, 

''  2g~  IV^  2g  *         W~  2g  ^    ' 

Also, 

p         V?      u^~u*  P        V* 

■Q  +  Ii  ^.  «»___J?u  =  A  _i_-t>  +  £i        .     .     (9) 

a/        2^  '         2g  ^  '   JV        2g  ^  ' 
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centrifugal  action  between  the  ivheel  inlet  and  outlet.     Hence, 
by  eqs.  (8)  and  (9), 

v,u,  COS  S       v.ii,  COS  Y  ,     , 

where  A,  =  A,  -|-  //^  -f-  //^  =  the  head  equivalent  to  the  total 
hydraulic  resistances. 

If  the  inlet  flow  h  radial,  i.e.,  \{  y  =  go",  and  if  the 
hydraulic    resistances    and    the    velocity   of  delivery   can    be 

dimini^ed  to  such  an  extent  that  //,.  and  —  become  sufficiently 

.small   to   be  disrcjjarded    without   much   error,  then   eq.  (lo)' 
becomes 

.y,,cos.'^y„, (,i> 

S  ^ 

and  the  total  available  energy  is  transformed  into  useful  work. 

Volute. — The  water  issues  from  the  outlet-surface  into  a 
casing,  or  volute,  which  surrounds  the  wheel  and  which  should 
always  be  designed  in  such  a  manner  that  the  disturbance  in 
the  fluid  mass  might  be  as  small  as  possible,  since  the  least  dis- 
turbance in  the  stream-line  motion  causes  a  loss  of  energy  in 
shock.  Thus  its  sectional  area  on  any  normal  plane,  through 
the  centre  of  the  wheel,  should  be  proportional  to  the  quantity, 
of  water  which  flows  across  the  section  in  the  same  given  time.  . 
and  the  corresponding  mean  velocity  of  flow,  v,,  in  the  volute 
is  necessarily  constant.  If  the  width  of  the  volute  is  also  con- 
stant, its  profile  will  evidently  be  an  Archimedean  spiral.  By 
making  the  gradually  increasing  sections  sufficiently  i.i^e  the 
velocity  of  flow,  T',,  maybe  made  very  small,  and  a  bell-mouth 
entrance  into  the  discharge- pipe  may  become  unnecessary. 

Figs.  320  to  325  are  of  interest  as  showing  the  experimen- 
tal stages  through  which  Farcot's  pump  passed  in  the  process 
of  its  gradual  development. 
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The  assumption  that  the  total  available  energy  may  be 
transformed  into  useful  work  is  altogether  inadmissible  in 
practice,  as  a  large  portion  is  consumed  in  overcoming  frictional 
resistance  and  in  the  production  of  eddies. 


Fig.  333.  Fig.  33s. 

Again,  even  with  the  most  perfectly  designed  volute,  the 


be  utilized  in  increasing  the  pumping  power  is  untenable. 
The  water,  as  it  leaves  the  wheel,  with  a  velocity  v^ ,  impinges 
upon  the  fluid  mass  in  the  volute,  and  the  radial  component 
vj'  of  Tj  must  necessarily  be  almost,  if  not  wholly,  destroyed, 

the  corresponding  loss  of  head  being  — — .     The  tangential 

component  of  7'j,  viz.,  vj',  is  also  changed  into  v,,  the  velocity 
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of  flow  in  the  volute,  and,  if  the  change  were  gradual,  there 

would  be  a  gain  of  head  equal  to  ■^— — ,  but,  as  the  change 

is  abrupt,  there  is  a  loss  of  head  in  shock  equal  to  ^-^ ~. 

Hence  the  net  gain  of  head  available  for  increasing  the  pump- 
ing power 

^vJ"  _v?  _{vJ'-v.^ 

2g  2g  2g 

which  is  a  maximum  and 

The  term  - — — '-  should  be  substituted  for  —  in  eq. 

(8).  and  then 

'^       '^2g^W^2g  *^W^  g  ^    ^' 

Hence,   by  eqs.    (7)   and    (13},  the   following  equation  is 
obtained  instead  of  eq.  (10): 

,   _,^*_.TT       ^'.(^w"  —  ^'i)  _  ^i"! cos  S       7',«,  cos  y       V* 
'+  2g'^     '  g  ~         S         ~         g         ~  2^ 

u*  —  V^        w,«,  cos  ;' 
~         2^  ?         ' 

and  therefore 

Maximum  EMcieHcy. — If  the  terms  h,,  — ,  and        ™ ^ 

2f  *■ 
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are  sufficiently  small,  as  compared  with  //„,  to  be  disregarded 
without  much  error,  and  if  y  =  90°,  then  eq.  (14)  becomes 

--"^"■' <-) 

But 


•-•-"»sin{/S  +  d/     -"     '"    -'■'^""--' sin  (/*  +  .»)■ 

Therefore 

,H-     J  sin' S       \  _     ,siniasm(/)+2<) 

■^    ■""■I  sin'(/»  +  i!)(  ~    ■        sin'(;»  +  <!)     ' 


siil'(/)+d) 


2^//,        sin  /¥  sin  {>S  +  2(S)' 


(■6) 


and  the  efficiency  rj  = 


gH^  ^  1      sin  (tf  +  2S) 
vj'u^      2  cos  tf  sin  (/J  + J)* 


-}i+tan  tf  cot  (>3  +  *)|. 


The  efficiency  increases  as  >3,  the  outlet-tip  angle,  dimin- 
ishes, and  would  be  unity,  i.e.,  perfect,  if /5  could  be  O. 
If  the  blade  is  radial  at  the  outlet,  i.e.,  if  /J  =  90°,  then 

the  efficiency  =  -)  i  +  tan  S  cot  (90°  +  ^)\ 
—  i^  1  _  tan'  6), 

and  could  never  exceed  J. 

For  any  given  value  of  j8  the  efficiency  is  a  maximum  when 

)S  +  3(S  =  90°. 
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This  can  be  easily  shown  analytically,  or  geometrically  as 
follows : 

Upon  any  line  AB  as  diameter  describe  a  semicircle.  Draw 
a  chord  AC  making  the  angle  (i 
with  AB.  Draw  any  chord  AD 
making  an  angle  -J  with  AC,  and 
join  DB  intersecting  AC  in  O. 

The  efficiency  is  greatest  when 
tan  S  cot  {(i  ■\-  6)  has  its  {T-eatest 
value. 

But  since  t!ie  angle  in  a  semi- 


circle is  a  right  angle, 


tan  A  Qot  ( p -\- S) 


DO     AD  _  DO 
^  AD  '  DB  ~  DB' 


Now  .  „  in  nil  both  when  D  coincides  with  A  and  also  with 

C,  and  must  cunsequently  be  a  maximum,  or  stationary',  at 
some  position  of /J  between  A  and  C.  This  position  is  at  once 
found  from  the  condition  that  if  ZJ,  is  a  consecutive  point  and 
if  D^B  is  joined  intersecting  A  C  in  C, ,  then 


DO 
DB  ^ 


so  that  DD^  must  be  parallel  to  00^  or  AC,  and  is  therefore 
a  tangent  to  the  semicircle  at  D,  which  is  necessarily  the  middle 
point  of  the  arc  AC.      Hence,  since  the  arc  AD  =  the  arc  CD, 

the  angle  ABD  =  the  angle  CAD  —  S, 

and  therefore 

or  /i-^2S  =  go". 
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Hence,  too, 
the  max.  efficiency  =  i  -f"  t^"  ^  cot  (90*  —  fi) 

=  isec'tf  =  ^sec^(45"-|). 

The  outlet  velocities  corresponding  to  this  maximum  effi- 
ciency are  represented  by  the  sides  of  the  triangle  /W,  Fig. 
327.    The  two  triangles /«A  and/xAaie  equal  in  every  respect. 


Fic.  327. 
Also,  2  sin'  (S  =  I  —  cos  2*  =  I  —  sin  /3 

and  2  cos'  5  =  i  +  cos  2S  =  i  -\-sin  /3. 

Hence 

i  —  sin  /3\i 


K,  =  a, 


sin  (90°  +  6) 


=  «,  tan  tf 


_       I-smAt 


.       ,,.         .2  sin  tl 

*    *        *         *        '  I  +  Sin  ^ 


/l  +  sin 


2^^.. 
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sin  /S  sin  S — 

Also,  v.=  u.   .  -,  ■■ — 7—^  =  ti,  •■■ — i  =  v'sin  p  .  ugH.  , 
*         "sin  {90  +  tf)  '  cos  S  r-       {,     a  • 

„                 .            .     „          /sintf  (r+sintf)      ~ 
i',"  =  i>,co3tf  =  t(,  sin  /'=\/  — ^- ^ —^g^»> 


■     .          /sin  tf{i  —  sin  ft) 
and        V     =  iij  sin  <*  =  A  / ^-^^ —2gH^. 

From  these  equations  the  following  Table  has  been  pre- 
pared: 


^_ 

v  1 

"'"'-    " 

^K       ^ 

^"'     1 

' 

5* 

43*30' 

a.497 

a96 

lo 

91 

40 

1.838 

416 

867 

So 

IS 

37  30 

500 

30 

79 

35 

1.40 

33 

74 

30 

30 

70 

07 

40 

35 

61 

45 

as  30 

1.09 

84 

3a 

SH 

50 

1.073 

30 

16 

1.041 

'5 

1.03a 

93 

14 

53 

The  value  of  the  radial  component,  iv".  is  greatest  when 
sin  0{i  —  sin  jff)  is  a  maximum,  i.e.,  when  sin  >3  =  i  or 
y9  =  30"  =  tf. 

Two  values  of  /?,  the  one  less  and  the  other  greater  than 
30°,  correspond  to  every  other  value  of  i'/'- 

Generally  speaking,  vj'  lies  between  \V2gH„  and  \^'igH, , 
and  the  assumption  is  sometimes  made  that  the  radial  com- 
ponent of  the  velocity  of  the  water  as  it  passes  through  the 
wheel  is  constant  and  equal  to  ^VzgH^. 

Example. — A  centrifugal  pump,  with  an  outlet-tip  angle 
(/J)  of  20°,  has  an  efficiency  of  60  per  cent.  Assuming 
vj'  =  i  ^2gH, ,  then 
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£H^  =  .6u,vJ'  =  .€>u^{ut  —  v"  cot  20°) 

=  .ewYw,  -  ^  V2gH^X2.7A7%), 

and  w,=  1.32  V2gN^. 

Also, 

I^  =  V,"  cosec  20°  =  -  ^2gH^  X  2.9238 
4 

=  *^2^//"^  X  .73095- 

Therefore 

»,'—  f/=  1.208  X  2^/^^. 

Hence,  if  the  inlet  flow  is  radial,  equation  (14)  gives 

,  _V  ^,''?'»"    —  J't'l      1        ir     _  ^1^1  COS  J  T^ 


Certain   existing  experimental  results   give    .42^,  as  an 
average  value  of  h^ ;  and  taking  .O^H^  as  the  average  value  of 


■2A2H„- 


The  term  — — — '—  must  necessarily  vary  considerably- 

with  the  design  of  the  pump. 

3.  Thomson's  Vortex  or  Whirlpool-chamber  (Figs.  328 
and  329). — It  has  been  suggested  that  the  energy  of  motion 
inherent  in  the  water,  as  it  leaves  the  wheel,  may  be  more 
completely  utilized,  and  the  pumping  power  therefore  in- 
creased, by  the  addition  of  an  exterior  chamber  of  radius  r,, 
in  which   the   water,  in  virtue  of  its    motion,   is  left  free  to 
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revolve,  and  tends  to  assume  the  condition  designated  by 
James  Thomson  as  the  vortex,  or  whirlpool,  of  free  mobility. 
The  centrifugal  action  of  this  fluid  mass  develops  an  outward 
force  which  is  added  to  the  outward  force  developed  within  the 
wheel  and  materially  increases  the  pumping  power.  The  out- 
ward force  produced  within   the  wheel  is  due  to  centrifugal 


Fig.  338.  Fig.  399. 

action  only,  if  the  blades  arc  radial ;  but  if,  as  is  generally  the 
case,  the  blades  are  curved,  it  is  partly  due  to  the  radial  com- 
ponent of  the  pressure  between  the  blades  and  the  water,  and 
this  pressure  may  be  very  great  if  the  pump  is  run  at  a  high 
speed. 

The  chief  properties  characterizing  the  fluid  mass  in  the 
whirlpool-chamber  are  the  following: 

(i)  Each  fluid  particle  moves  with  a  velocity  {v)  inversely 
proportional  to  its  distance  (r)  from  the  axis  of  rotation.  Thus 
r^Vj  ^  rv  =■  r  jWj , 

f,  being  the  water's  velocity  at  the  out  let- surface  of  the  whirl- 
pool-chamber. 

(2)  The  angle  (fl)  between  the  radial  distance  {r)  to  any 
particle  and  its  direction  of  motion  is  constant,  and  the  stream- 
lines are  therefore  equiangular  spirals. 

Thus  if  I'/"  ^"'^  ^v' '  *•■*  ^^  radial  and  tangential  com- 
ponents of  I/j , 

v^"  =  j'j  cos  S,     7;'"  =  I'j  cos  S, 
vj'  =  I'j  sin  S,      vj"  =  »j  sin  S, 
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(3)  Each  particle  is  free  to  move  to  any  position  within  the 
whirlpool  without  interfering  with  the  general  motion  of  the 
other  particles,  as,  in  moving  towards  or  from  the  centre,  it 
assumes  of  itself,  subject  simply  to  the  laws  of  motion  under  a 
central  force,  the  velocity  due  to  its  position  in  the  whirlpool. 

(4)  For  any  equal  particles,  whatever  positions  they  may 
momentarily  occupy  in  the  whirlpool,  the  sum  of  the  energies 
corresponding  to  velocity,  to  pressure,  and  to  height  is  con- 
stant. 

Thus  each  particle  gives  up  its  velocity  in  accordance  with 
the  law  of  motion  just  stated,  and  the  head  available  for 
increasing  the  pumping  power 


2^      ^g 


=  S' 


-m\- 


Again,  the   term   -^-^ '-^,  representing  the  gain  of 

head  tn  passing  from  the  whirlpool-chamber  into  the  volute, 

must  be  substituted  for  the  term    '■■■" -.     Thus 

g 

the  efficiency  =  -y^, 

in  which  H^  =.  ujuj'  =  «,{«,  —  V^  cos  /S),  and  the  actual  lift 
is 

H.  ^  '■■  -  ^' + TiL  _  'ly-'y-'"  -  ^-) + -  li!  -  V 

3g      ^  2g\        r,v  g  ^       Jg       ^ 

Ex.  Assume  that  the  four  last  terms  in  the  preceding  equation  are 
sufficiently  small  to  be  disregarded.     Then 

«,.  _  K,'  +  (>,,"•.+  ^.'",(,  -  ^ 

the  eflBcicncy  = -___ _ _J !!_' 

'  2uAh,  -  r.  cos  /J) 
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First.  Let  /S  =  90',  i.e..  let  the  blade  outlei-lip  be  radial.    Then 

Therefore 


the  efficiency  = 


-  c'  +  {»•■  +  r.'.fi  -^ 


Second.  Let  /J  =  o,  i.e.,  let  the  blade  ouilet-lip  be  tangential.    Then 

*."  =  H,  -  F,     and    *,"  =  o. 
Therefore 

".'  -  ''.•  -1-  («.  - »'.)'("  -  p!-) 

the  efficiency  = ^ — — *^ 1L-' 


The  difference  between  these  two  efficiencies  is  compara- 
tively small  and  diminishes  as  the  diameter  of  the  whirlpool- 
chamber  increases.  Hence  their  values  are  not  largely  influ- 
enced by  the  angle  /3, 

The  above  hypothetical   theory  seems  to  indicate  that  a 


Fig.  330. 
whirlpool-chamber  adds  to  the  eflliciency  of  a  centrifugal  pump. 
Opinions,  however,  differ  widely  as  to  the  real  character  of  the 
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flow  of  the  water  within  the  pump,  and  as  to  the  loss  of  energy 
in  shock  on  entering  the  whirlpool-chamber  or  the  volute. 
Some  eminent  authorities  advocate  a  gradually  diminishing 
-section,  Fig,  330,  on  the  ground  that  it  tends  to  produce  a 
steadier  action,  while  other  authorities,  equally  eminent,  claim 
that  a  flaring  vortex  tends  to  increase  the  efficiency,  and  it  is 
urged  that  by  widening  the  chamber  from  the  depth  at  the 
wheel-outlet  to  a  much  greater  depth  at  its  exterior  surface, 
the  water  will  lose  its  energy  of  motion  much  more  rapidly  and 
will  leave  the  chamber  with  a  velocity  more  nearly  equal  to 
that  in  the  discharge- pipe. 

Experiments  are  urgently  needed  t#  throw  light  upon  this 
important  subject. 

4.  Practical  Valaes.  -Let  rf, ,  d^  be  the  depths  of  the  inlet- 
and  outlet-surfaces. 

Let  t^ ,  tj  be  the  blade  thickness  at  inlet  and  outlet. 

Let  «  be  the  number  of  blades. 

Let  the  inlet  area  =  sectional  area  of  supply-pipe. 

Then,  if  y  =  90° 

(2«r,  —  Kt^  cosec  ot)d^r'  =  —  Q=  nr*vj 

=  (aff^j  —  w/j  cosec  j9)rfj»/', 

10 
the  coefficient  —  being  an  average  value  and  depending  upon 

practical  considerations. 

The  following  values  are  sometimes  adopted  in  practice: 

r,  —  2r, ; 

«  =  4  to  10 ; 

/[  =  /j  =  .2  in.  to  .625  in. ; 

r*»/ir,=  .6610; 

ifj  =  rf,  or  =  \d^ ,   according   as  the  pump- 
faces  are  parallel  or  coned. 
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Ex.  The  hypothetical  advantage  of  a  whirlpool-chamber  may  be 
observed  by  a  consideration  of  the  comparative  efficiencies  of  two 
pumps,  which  are  precisely  similar  in  every  respect  excepting  that  one 
has  a  whirlpool -chamber  of  63  ins.  diameter.  Each  pump  delivers  10 
cu.  ft.  of  water  at  a  speed  of  225  revolutions  per  minute.  The  diametera 
of  the  suction-  and  discharge-pipes  =  20  ins. ;  the  diameter  of  the 
wheel  =  36  ins. ;  tlie  depth  of  the  whirl  pool -chamber  =  the  depth  of  the 
wheel  at  outlet  =  jj  ins. ;  y  =  go' ;  /S  =  43*  20*  a2",6s;  number  of  wheel- 
blades  =  6;  thickness  of  blade  =  J  in. 

The  actual  lift  is  given  by 


according  as  the  pump  has  not  or  has  a  whirlpool-chamber. 
«.  =  -"^  "fc^  "—  =  3iA  ft-  per  sec.; 

COseC  P  =  M84; 

144  X  30  , 

vr"  =  ~, ■ T—  =  5-523  ft-  pef  sec-: 

.9J«  X  36-6  xi  X  i.484{5» 

V\  =  Vr'  cosec  /9  =  8.196  ft.  per  sec; 
w.'-F,'      591.473. 


"  cot  fi  =  39.19S  ft.  per  sec; 
=  9^t  ft.  per  sec; 


v"*  +  ».'"=  888.876; 

_  ^^  =  888^/    -  —^  =  "94-596. 

"'■•V  ^     \        31'/  g      ' 
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v_"'  s=  —  X  29.298  =  17.013  ft.  per  sec; 

V.(T^"  -  v.)  ^  71-919. 

iiiVj,"  =  1035.889, 
Hence  for  the  pump  vrilhout  a  whirlpool-chamber 

H  =!  59' -473  ^  ^84.508  _  41-986  _  ^ 
f  g      ~     g 

or  ^//.  =  733-99S  -g^'. 


...=«..„c=£e^="^ll-^=. 

■7««          ^*'.  . 
1035.8*)- 

For  the  pump  with  a  whirlpool-chamber 

IH        !9'«'3^=»tS96  ^7i.9i?. 

_  ££986  _  j^ 

-  '''■"'       *.  -  Ii8j6       i.l 

h.. 

.nd  .h.  efficiency  -  '-i^^iggfi'  =  .884  -  ^^. 
which  is  considerably  greater  than  the  hrst  efficiency. 
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EXAMPLES. 

1.  Find  tbe  H.P.  required  to  drive  a  centrifugal  pump  of  14  ft. 
diameter,  and  with  radial  vanes,  making  60  revolutions  per  minute  and 
delivering  900,000  gallons  of  water  per  hour.  If  the  lift  is  30^  (t.  find 
the  efficiency.  Assume  that  the  water  on  entering  has  no  velocity  of 
whirl.  Ans.  27.5;  .;. 

2.  The  wheel  of  a.  centrifugal  pump  is  .6  ft.  in  diameter  ;  the  turning 
moment  on  the  spindle  is  13  lbs. -ft.  If  t6o  gallons  of  water  are  raised 
per  minute,  find  the  mean  velocity  with  which  the  water  leaves  the 
wheel ;  assuming  that  on  entering  it  has  no  velocity  of  whirl. 

Alts.  34.1  ft.  per  sec. 

3.  A  centrifugal  pump  has  a  36-111.  wheel  of  a  uniform  breadth  of 
5^  ins.  The  wheel  makes  23  j  revolutions  per  minute  and  delivers  20  cu. 
ft.  of  water  per  second  into  a  disc  barge- pipe  of  30  ins.  diameter.  The 
angle  (/5)  of  the  blades  at  the  outer  periphery  is  43*  2o'.  Assuming  the 
velocity  of  dischai^  to  be  the  same  as  the  mean  velocity  of  flow  in  the 
volute  and  disregarding  vane-thickness,  find  (a)  the  peripheral  spoed  ; 
(^  the  velocity  of  whirl  and  radial  velocity  of  flow ;  (1-)  the  gain  of  head 
available  for  useful  work  on  entering  the  volute,  und  [d)  the  efficiency. 

There  are  six  Vin.  blades.  If  a  63  in.  whirlpool-chamber  is  added,  find 
the  gain  of  head  available  for  useful  work,  {e)  due  to  chamber;  [/)  on  enter- 
ing volute. 

Am.  (a)  33-35  ft.  per  sec;  (1*)  39.435  and  5.4  ft.  per  sec;  (<■)  5.8 
ft.:  (rf).7o8;  W  9.27  ft.;  (/)  2.27  h. 

4.  A  centrifugal  pump  with  a  i3-in.  fan  delivers  1000  gallons  per 
minute,  the  actual  lift  being  30  ft.  and  the^rraj  lift  (allowing  for  friction, 

etc.)  30  ft,    Find  the  revolutions  of  the  pump  per  minute  [vw"  =  —  I. 

Ans.  836.51. 

5.  In  a  centrifugal  pump  the  external  diameter  of  the  fan  is  3  ft.,  the 
internal  i  ft.,  and  the  depth  6  in.  Determine  the  speed  and  efficiency 
of  the  pump  when  delivering  3000  cu.  ft.  pier  minute  against  a  pressure 
head  of  64.  ft.,  the  inclination  of  the  wheel-vanes  at  outlet- surface  being 
90°,  and  f  beioR  also  90°.  Ans.  619.34  revols.  per  min.;  .4866. 

6.  A  centrifugal  pump  delivers  1500  gallons  per  minute.  Fan,  16  in. 
diameter;  lilt,  25  ft.;  inclination  of  vanes  at  outer  periphery  to  the 
tangent,  30*.  Find  the  breadth  at  the  outer  periphery,  and  also 
the  revolutions  per  minute,  assuming  the  groti  lift  to  be  i\  cimes  the 

actual  lift,  and  that  v^'  =  — . 
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Also  find  the  proper  sectional  area  of  the  chamber  surrounding  the 
fan  (or  the  proposed  delivery  and  lilt.  Examine  the  working  of  the 
pump  at  a  lift  of  15  ft.  {vj'  =  o). 

Ahs.  Breadth,  4  in. ;  revo1u;ions,  700  ;  33.5  sq.  ins. 

7.  For  a  given  discharge  (0  and  head  (H),  and  considering  only  the 
losses  of  head  due  to  flow  and  to  the  resistance  in  the  wheel,  show  that 
the  maximum  efficiency  of  a  centrifugal  pump  of  diameter  D  is 

A  being  a  constant  depending  on  the  size  of  the  wheel. 

8.  A  centrifugal  pump  with  an  efficiency  of  .75  and  a  radial  flow  at 
inlet,  lifts  35  cu.  ft  of  water  per  second  a  height  of  20  ft.  At  the  outer 
periphery  the  vane-angie  (yfl)  is  ij*  and  the  radial  vetctcily  ia  5  ft.  per 
second.  If  the  wheel  makes  140  revolutions  per  minute,  find  (a)  its 
diameter.  If  the  diameter  of  the  outer  periphery  of  the  wheel  is  three 
times  that  of  the  inner  periphery  and  if  the  radial  velocity  at  the  latter 
is  8  ft.  per  second,  find  {b)  the  vane-angle  at  the  inner  periphery  and  {c) 
the  depths  of  the  wheel  at  the  inner  and  outer  peripheries. 

Arts,   (a)  54SS  ft-  i  (*»  V>'  S%' ;  {<:)   .765  (t. ;  .41  ft. 

9.  The  pump  in  the  preceding  example  is  supplied  with  a  vortex- 
chamber  of  6J^  ft.  diameter.  Show  that  the  "  gain  of  head  "  is  a  maxi- 
mum when  the  velocity  of  flow  in  the  volute  is  8.46  ft.  per  second.  Also 
show  that  the  frictional  loss  of  head  is  4.i8$7;  ft. 

10.  In  a  centrifugal  pump  the  diameter  of  the  fan  =  12  ins.,  the 
depth  =  3  ins.,  the  lift  =  25  ft.,  and  the  delivery  =  300  cu.  ft.  per  minute. 
Determine  [a)  the  speed  ;  (i)  the  efficiency  ;  and  {c)  the  power  expended 
when  the  vane-angle  (jS)  at  the  outer  periphery  is  (1)  90° ;  (2)  45° ;  and 
(3)  30°;  y  being  90°. 

Ahs.  (\)  {a)  7i^     revoli.  per  min. ;  {^.47;  W  30      H.P.; 

(J)  {a)  805.8      0)  .58 ;  (c)  34.4  H.P. ; 

(3)  {a)  846.1      •■         ■•        •■         {!>)  .68 ;  (f)  22.9  H.P. 

11.  A  centrifugal  pump  delivers  10,000  gallo-.is  per  minute.    The 
_  actual  lift  is  50  ft.    The  radial  velocity  at  the  outlet-surface  is  one  eighth 

of  that  due  to  the  actual  lift  and  u,  =  zv^' .  Find  {a)  the  radius  of  the 
wheel;  {*)  the  vane-angles;  (c)  the  speed  of  the  wheel;  (rf)  the  effi- 
ciency, taking  y  =  90° ;  and  di  =  d,  =  —. 

Ans.  (<j)  1.9  ft.:  (i)  56*  16';  ^^°  16';  (c)  331  revols  per  min. ;  (rf)  .74. 

12.  The  internal  and  external  diameters  of  the  fan  of  a  centrifugal 
pump  with  radial  flow  at  inlet  are  9  ins,  and  18  ins.,  respectively  ;  the 
depth  is  6  ins.,  and  it  passes  400  cu.  ft.  per  minute  against  a  pressure 
head  of  16  ft.  The  inclination  (/S)  of  the  discharging-lips  of  the  tan 
being  30°.  determine  (a)  the  speed  ;  (*)  the  efliciency  ;  (c)  the  p»wer  ei- 
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pended ;  and  (d)  the  inclination  of  the  receiving-lipi  of  the  fan.  Find 
\e)  the  efficiency  when  a  whirlpool-chamber  of  36  jns.  diameter  sur- 
rounds the  fan. 

Ans.  {a)  413.58  revolt,  per  min. ;  {b)  .yji ;  (c)  31.23  H.P. ;  (rf) 

13.  The  lift  of  a  centrifugal  pump  is  24}  (t.  The  efficiency  of  the 
pump  is  .75,  and  the  radial  velocity  of  How  at  outlet-surface  of  fan  is  5  ft. 
per  second.     If  cot  y  —  i,,  find  the  peripheral  speed  ol  the  fan. 

Also  find  its  diameter,  if  the  (an  makes  160  revolutions  per  minute 
{vj  =  o).     Find  the  loss  of  head  in  hydraulic  friction. 

Ans.  44  ft.  per  sec  ;  $i  ft. ;  3|f  ft. 

14.  The  reciprocal  of  the  efficiency  of  a  C.  P.  is  1.61,  the  peripheral 
(ui)  and  radial  (v")  velocities  at  outlet  are  35  and  9  ft  per  second 
respectively.     Find  the  lift  and  the  vane-angle  (/))  at  outlet. 

.  Ant.  i5|ft.;  tan->  |. 

1$.  A  centrifugal  pump  with  a  gross  lift  of  17  ft.  delivers  35  cu.  ft.  of 
water  per  second.  At  the  outer  periphery  the  vane-angle  is  80°  and  the 
radial  velocity  is  5  ft.  per  second.  TIte  diameters  of  the  outer  and  inner 
peripheries  of  the  disc  are  54  ins.  and  18  ins.  resjMictively,  and  the  hy- 
draulic efficiency  is  .75-  Find  (a)  the  speed  of  the  fan;  (,*)  the  vane- 
angle  at  the  inlet  periphery  1  {c)  the  velocity  of  whirl  at  the  outlet ;  (i^) 
the  diameter  of  the  volute  ;  (^)  the  diameter  of  the  suction-pipe. 

If  there  are  six  i-in.  vanes,  find  (/)  the  width  of  the  disc  at  the  outer 
and  inner  peripheries. 

Assuming  the  velocity  of  flow  in  the  dischai^e-pipe  to  be  4  ft.  per 
second,  show  that  there  is  a  loss  of  5.026  ft.  of  head  due  to  hydraulic 
friction, 

Ans.  (a)  116  revolutions  per  minute;  (^)  4'*  14';  (e)  26.49ft.  per 
second;  (rf)  1.094.  fi.;  (')  33.8  '"■:  (/)  9-64  ins. ;  4.8  ins. ' 

16.  The  vane  of  a  centrifugal  pump  or  turbine  is  the  involute  of  a 
circle  concentric  with  the  pump  circumference.     Show  that  fi  =  V,  in 

an  1.  F.  or  O.  F.,  and  --'  =  ^  in  an  A.  F. 

17.  It  the  lips  of  the  pump-vanes  are  radial,  show  that  the  efficiency 
cannot  exceed  .5.  but  that  it  might  be  increased  to  .875  by  the  addition 
of  a  whirlpool-chamber. 

18.  A  centrifugal  pump  with  a  21-in.  fan  pumps  tio^3cu.ft.  per 
second  to  a  height  of  31J  ft.  The  outlet-lip  makes  an  angle  of  60°  with 
the  periphery.  The  depth  of  the  fan  is  6  ins.  Find  the  peripheral  speed, 
the  H.P.  and  the  speed  of  the  pump  in  revols.  per  minute. 

Also  find  the  loss  of  head  due  to  frictional  resistance. 

Am.  60  ft.  per  second  ;  1623I  H.P.;  654^1;  31!  ft. 

19.  A  centrifugal  pump,  with  six  ^in.  blades,  makes  140  revolutions 
per  minute  and  raises  5062}  tons  of  water  per  hour  to  the  height  of  20 
feet.  The  blade-angle  and  radial  velocity  of  flow  at  outlet  are  cot~>  4  and 


;ti  by  Google 


EXAMPLES.  575 

5  ft.  per  second,  respectively,  and  the  hydraulic  efficiency  of  the  pump 
is  a  lilUe  more  than  60  per  cent  (=  ||).  The  wheel  is  surrounded  by  a 
vortex-chamber  having  a  diameter  20  per  cent  greater  than  that  of  Uie 
wheel.  Assuming  that  the  inlet-flow  is  radial,  and  that  3V,  =  v^'\  and 
disregarding  frictional  resistances,  determine  the  peripheral  speed,  diam- 
eter and  breadih  of  the  wheel,  and  the  gains  of  energy  in  ft. -lbs.  in  the 
vortex-chamber  and  in  the  volute. 

Ans.  44  ft.  per  sec.;  6  ft.;  8.17  ins;  8070,  8;89. 
30.  Compare  the  efBciencies  of  two  centrifugal  pumps,  which  are 
precisely  similar  in  every  respect,  excepting  that  one  has  a  whirlpool 
'  chamber  of  48  ins.  diameter.  Each  pump  delivers  30  cu.  ft.  per  second 
at  a  speed  of  325  revolutions  per  minute.  The  diameters  of  the  dis- 
charge- and  suction-pipes  k  30  ins. ;  the  diameter  of  the  wheel  =  36  ins.; 
the  depth  of  the  wheel  and  the  whirlpool-chamber  at  outlet  =  3^  ins. ; 
>•  =  90' ;  jS  =  12°  38' ;  the  number  of  wheel-blades  =  6 ;  the  blade- 
thickness  =  \m.;kr  =  .Jff.. 

Am.  .73  —  A  and  .79  —  A  where  A  =  -^— ^,. 
503.6 

21.  In  a  centrifugal  pump  the  diameters  of  the  suction- and  dis- 
charge-pipes =  48  ins. ;  the  number  of  wheel-blades  =  6;  the  blade 
thickness  =  1-  in.;  the  radial  velocity  of  flow  at  outlet  =  3.877  ft.  per 
second  ;  the  velocity  o(  flow  in  the  volute  and  discharge- pipe  =  5-817 
ft.  per  secon';  the  peripheral  speed  of  the  wheel  outlet-surface  = 
34.6376  ft.  per  second.  Disregarding  the  frictional  losses  in  the 
suction-  and  discharge-pipes  and  in  the  wheel -passages,  determine  the 
velocity  of  whirl  at  outlet,  the  blade-tip  angles  at  outlet,  the  delivery 
in  cubic  feet  per  second,  the  speed  in  revolutions  per  minute  and  the 
actual  lift,  the  efficiency  being  .759. 

Ans.  33.695  ft.  per  second  ;  §  =  14°  44' :  73-  '3  cu.  ft. ;  80. 13  : 
19-34  ft- 

22.  A  centrifugal  pump,  with  an  actual  lift  of  10  ft.,  delivers  37.85  cu. 
(t.  of  water  per  second  at  a  speed  of  68  revolutions  per  minute.  The 
number  of  blades  —  6 ;  the  binde  thickness  =  {  in.;  the  wheel-depth  at 
outlet  =  9  ins. ;  the  diameters  of  the  suction-  and  discharge-pipes  =  36 
ins.;  the  diameter  of  the  wheel  =  90  ins. ;  /S  =  19°  7'  26.67" :  Y  =  90'. 
Find  the  gain  of  head  in  passing  from  the  wheel  into  the  volute  and  the 
frictional  loss  {h^  in  tlie  discharge-  and  suction-pipes  and  in  the  wheel- 
passages.    Also  find  the  efficiency. 

Ans.  2.193  ft- ;  1-9"  ft.:  .65. 
33.  In  the  centrifugal  pumps  for  two  torpedo-boat  destroyers  the 
diameter  of  eye  =  7  ins. ;  the  diameter  of  wheel  =  20  ins.  ;  the  number 
of  blades  =  6;  the  thickness  of  blades  =  ^  in.;  the  width  of  the  wheel 
at  outlet  =  i^,  ins.;  tlie  actual  lift  =  63^  ins.;  cot  /3  =  5.  [67.  The 
pnmps  are  driven  by  a  vertical  non-condensing  engine  with  11  4j-in. 
cylinder,  a  4-in.  stroke,  antj  a  J-in,  piston-rod.    With  a  boiler- pressure 
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of  230  lbs,  per  Equate  inch  above  the  atmosphere  and  a  cut-oS  at  f, 
the  dehvery  was  found  to  be  1113  gallons  (U.  S.)  at  430  revolutions 
per  minute.  The  (lictional  losses,  due  to  one  upper  bend,  two  7-111, 
bends,  one  bad  check-valve,  one  gaie-vaivc,  and  about  8  ft.  of  7-in. 
pipe,  were  respectively  estimated  at  .^ii,  .4AJ,  id,  .ihd,  and  .418$  ft.. 
Ad  being  the  head  corresponding  10  the  velocity  of  discharge  (=  velocity 
of  flow  in  volute).  Find  (ii)  the  mechanical  efficiency;  and  also  find, 
on  the  ordinary  hypotheses  and  assuming  j-  =  90' .  (#)  the  radial  velocity 
of  flow ;  (c)  the  toss  in  shock  on  entering  the  volute ;  (rf)  the  hydraulic 
efficiency. 
Ans.  {a)  6.01  per  cent ;  {6)  4.014  ft.  per  sec. ;  (c)  61.7  ft.-lbs. ;  {d)  .434. 

24.  Show  how  the  results  in  the  preceding  example  will  be  affected 
with  a  delivery  of  zooo  U.  S.  gallons  at  an  assumed  speed  of  700  revo- 
lutions p>er  minute. 
Ans.  {a)  6.67  per  cent ;  {*)  7.314  ft.  per  sec. ;  (i")  I30  fL-lbs.  ;  (rf)  409. 

3S-  Determine  the  hypothetical ly  best  speeds  in  revolutions  per 
minute  for  the  pumps  in  Examples  23  and  24,  and  calculate  the  corre- 
sponding maximum  hydraulic  eflicienciei. 

Ani.  In  Ex.  23  best  speed  =  292.7  rev.  per  min, 
,.     ..     j^     ..         ..       ^526       ■■      •■      •■ 

16.  A  centrifugal  pump  delivers  20  cu.  ft.  of  water  per  second  at  fi 
speed  of  225  revolutions  per  minute  ;  the  diameter  of  the  discharge-pipe 
is  20  ins.,  the  diameter  of  the  wheel  is  36  ins.;  the  width  oT the  wheel  at 
outlet  is  5i  ins.;  the  number  of  blades  =6;  the  bliide  thickness  =  J  in.; 
y  =  90";  cosec  /S  =  ■■484.  Find  ihe  hydraulic  efficiency,  and  also  find 
the  diameter  of  the  whirl  pool -chamber  which  will  increase  this  efficiency 

by..  ,34.  ^».7o8-jiJ^^i4a™. 

27.  A  centrifugal  pump  making  229)  revolutions  per  minute  delivers 
23i  cu,  ft,  of  water  per  second.  The  diameter  of  the  discharge-pipe  = 
iS  ins.,  of  the  wheel  =42  ins.,  and  of  its  whirlpool-chamber  =^48  ins. 
The  width  of  the  wheel  at  outlet  =  3.452  ins.,  and  of  the  whirlpool-cham- 
ber at  its  outer  circumference  —  2.5  ins.  The  tip  angle  p  at  outlet  = 
cot-'  3.6.  Assuming  the  ordinary  whirlpool  theory  and  disr^prding 
hydraulic  resistances,  determine  (a)  the  radial  velocity  of  flow  (v/'); 
(6)  the  actual  velocity,  vt.  with  which  the  water  leaves  the  wheel;  (r)  the 
Uss  in  entering  the  whirlpool-chamber;  {li)  the  hydraulic  efficiency. 
There  are  six  blades  each  )  in.  thick. 

Ans.  (a)  9.3569  ft.  per  sec;  (*)  12.567  ft.  persec,; 
W  76.4141  fl.-lbs.;        (''1.49- 
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head  due  to,  164 
Accumulators. 339 
Accumulator,  Brown's  steam,  344 

differential.  34s 
Air  in  a  pipe.  183 
Air,  retarding  effect  of.  334 
Applications  of   Bernouilli's  Theo 


Aqueducts,  circular,  143 

egg-shaped,  344 

flow-in,  340 

square,  343 
Arc  of  discbarge  in  oversliot  wheel. 


453 


!,  490 


Balancing  of  hoists,  345 

Bsrlcer's  mill,  375 

Barlow's  curve,  73 

Barnes.  130 

Barometer,  water,  7 

Bazin.  330,  246,  248,  249.  350,  3S3, 

957,  358.  360.  366 
Bazin's  velocity  curve  and  formula. 

365,  366 
Baiin's  weirs.  99 
Bear,  punching,  339 
Beard  more,  347 

Belgrand,  3a6 

Belgrand's  sewer  formula,  J46 

Belidor,  386 

Bellmoulb,  36 

Bends  in  pipe,  16S 

Bends,  river,  369 

Beroouilli'B  Theorem.  8 

applications  of.  13 
Bldone,  60,  384 


Binding-press,  338 

Bo i lean,  a6S 

Boilean's  velocity  curve  atid  Jor. 
mula,  16S 

Borda.  60 

Borda's  mouthpiece,  jS 

Borda's  turbine,  383 

Bordered  vane,  36S 

Bossut,  418 

Bourgogne  canal,  experiments  on. 
349,  3S7 

Bovey's  tables  of  coefficients  of  dis- 
charge, 39,  40 

Boyden's  hook  gauge,  398 

Boyden's  diffuBor,  493 

Brakes,  hydraulic.  353 

Bramali's  press,  336 

Branched    pipe     connecting 
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191 
n  of  uniform  diar 


r- wheels,  438 


Breadth  of  wai 

Breast- wheels, 

Breast- wheel,  efficiency  of,  441 
losses  of  effeci  In,  443 
mechanical  effect  of,  443 
speed  of,  441 

Bresse,  391,  291,  396,  309 

Broad-crested  weir,  94 

Brotherhood  hydraulic  engine,  3 

Brown's  steam-accumulator,  344 

Bucket,  capacity  of,  45B 

form  of,  43S>  4S8 
Buckets,  number  of,  458 
Burdin's  wheel,  385 


Can  at -lock. 


of  emptying  and 
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C«pilt«r]r  phe  ,    , 

Capillary  tubes,  flow  in,  130 
Casiel't    table    of    moDlhpiec«   co- 
Centre  of  presiure,  xir 
Centrifugal  force,  eSecl  of,  4J1 
Cenirifueal  pump,  76 

analy>>T.of,S53 

efficiency  of,  sjs 

height  of  Buclion  in,  554 

in,  554 

values  of  a,  p,  and  y  in.  SS^ 

Torlex  eharober  In,  565 

nork  of,  394,  sss 
Centrifugal  lurbine.  393 
Chamher,  whirlpool,  76,  365 
Channel-flan  assuoiplions,  3x0 
Channel,   bottom   velocity    of   flow 
in  a.  366 

flow  between  bridge  piera  in  a,  396 

flow  through   contracted   portion 

of  a,  293 
form  of,  338 
maximum  velocity   of  flow  in   a, 

436,  358, 365 
mean  velocity  of  Bow  in  a.  368 
mid-depth  velocity  of  flow  in  a.  165 
of  great  width  aa  compared  with 

the  depth,  18S 
of  rectangular  section  and  small 

slope,  3B7 
steady  flow  in  a,  331 
surface  velocity  of  flow  in  a,  365 
value  ol  aandfiin  a,  349;  of  x  in 

a.  350;  of  n  in  a,  251 
variation   of  velocity  in  a  section 

of  a,  3S7 
Cbannelii,  cycloidal,  339 

difierentlal  equation  of  flow  in,  375 

examples  of,  33S 

longitudinal  profile  of,  3Bj 

of   constant    section,  steady   Sow 

in.  871 
of  varying  section,  flow  in,  371 
rectangular,  339 
semi-circular.  338 
semi-elliptic,  339 
surface-slope  in,  337 
trapezoidal.  331 
with  change  of  section,  393 
with    constant   mean  velocity    of 

flow,  335 
Chei/s  formula,  163 
Cbezy's  experiments  on  Courparlet 

channel,  347 


Circular  orificei,  Si 
Cock  In  cylindrical  pipe,  169 
Cocks,  loss  of  head  due  to,  169 
Coefficients,  hydraulic.  39 
Coefficients  for  turbines,  519 
Coefficient  of  contraction.  34 

discharge.  38 

friction.  134 

resistance,  34 

velocity,  30 

viscosity.  369 
Coker.  130 

Combined-flow  lurblnes,  49s 
Compressibiiily,  35 
Constanta,  useful,  xvil 
Continuity,  27 
"  ,  imperfect,  34 


mplet 


.  35 


loss  of  head  due  to  abrupt.  165 
Coulomb.  133 
Courparlet  channel,  experiments  on, 

347 
Critical  velocity,  izg 
Cunningham.  3S7 
Current-meters,  306 
Cylinders,  thickness  of,  337.  344 
Cylindrical  body  in   pipe,  pressure 

Cylindrical  mouthpiece.  63 

Danaldes.  3S6 

Darcy.  126.  139.  349,  360.  303 

Darcy  gauge,  303 

D'Aubuisson,  136 

Defontaine's  velocity-curve  formula. 


375 
Diffusor,  Boyden's,  493 
Divergent  mouthpiece,  66 
Downward-flow  lurbine,  490,  494 
Draft-tube,  theory  of,  S39 
Drummond  on  Miner's  Inch,  44 
Dubiat,  347,  35B,  403 
Dupuit,  393 

Etflciency    of    centrifugal     pumps. 

555 
Efficiency    of    turbines,   conditions 
governing,  510 
remarks  on.  519 
effecl  of  centrifugal  force  on.  50S 
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Elasticity  of  volume,  6 
Elbows,  loss  of  head  due  to,  167 
Ellis,  177 

Energy,    losses    of    energy   in   hy- 
draulic inacbines,  351 

lost  in  shock,  55 

of  jet  of  water.  69 

o(  water-fall,  7 

transmission  of,  156 

of  fluid,  kinetic,  11;  pressure,  11; 
weight.  It 
Engine,  hydraulic,  347 

speed  of  steady  motion  in,  351 
Enlargement  of  section,  loss  of  head 

due  to,  167 
Equations,  general,  53 
Equipotentiel  surface,  30 
Equivalent  uniform  main,  1II6 
Erosion  caused  by  waterconrses,  337 

effect  of,  336,  337 

table  of,  369 
Examples,  109,310,  3i3.3S5,40S,S39, 

57a 
Ejcner,  308 

Eipaosion,  cnbical.  6 
Experimental  tank,  aq 
Eyielwein.  347.  >43 

Farmer,  49,  3l 
Flamant.  144 
Float   adjustment   In   experimental 

tank,  41 
Float*,  subsurface,  300 
surface,  300 

Flow  from  vessel  in  motion.  36 

in  a  frictionless  pipe,  37 

in  aqueducts,  140 

influence  of  pipe's  inclination  and 
position  upon  the,  138 

in  pipes.  133 

in  pipe  of  uniform 

varying  diameter, 
Fluid,  definition  of,  x 

friction.  121 


33 


whirling  of,  19 

Foss,  143 

Fourneyron's  turbine 

491 

Fournie.  143 

Francis,  86,  Sg,  301 

Freeman,  178 

Free  surface,  30 

Friction,  coefficient  0 

.  "4 

in  pipes,  surface,  I 

5 

Friction,  laws  of  linid,  113 
Frictionless  pipe,  flow  in,  37 
Froude,  131 
Froude's  table  of  frictional  resist- 


Ganguillet  &  Kuiter's  formula,  3J0 

Gas,  definition  of,  xill 

Ganges,  experiments  on,  357,  378 

Gauckler,  353 

Garonne,  experiments  on,  366 

Gauge,  Darcy,  303 
Hook,  398 

Gauging,  methods  of,  397 
of  pipe-flow,  307 

Gaugings  on  the  Ganges,  37B:  Mis- 
sissippi, 353 

General  equations,  53 

Gersiner's  formula,  431 

Graphical  representation   of   lasses 
of  head,  170 

G  rash  of,  431 


Hagen,  139,  353 

Hele  Shaw,  izg 
Herschel,  soS 

Hoists,  hydraulic  freight,  3 
Hook-gauge,  Boyden's,  39S 
Humphreys,  353.  3S3>  aS7 
Hurdy-gurdy,  485 
Hydra    '■  -   ■ 


engn 


^^44; 


lalysii 


gradient.  1  _ 

intensifier,  343 

jack,  338 

mean  depth.  333 

mean  radius,  135 

press,  33s 

ram,  334 
Hydraulic  transmission,  156    ' 
Hydraulics,  definition  of,  i 
Hydrodynamomcter,  Perrodil's,  30S 
Hydrometric  pendulum,  308 
Hydrostatics,     fundamental     prin- 
ciples of.  riv 
Ice,  weight  of,  3 
Impact,  3S9 

apparatus,  369 

coefficient  of,  371 

on  a  flat  vane.  359 


iurface  of  revolut 
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Impact  on  a  vaae  wUh  borders,  36B 
Impact  on  a  wheel.  378 
linperfeclcontraction,  34 
Incllnatjon,  inBueace  of  pipe'*,  13B 

Intensieer,  341 
Inversion  of  the  jet,  48 
Inverted  siphon,  iSa 
Inward-flow  turbine,  490,  493 

Jaclc,  hydraulic,  336 
ackson, 351 
Jet.  energy  of.  69 

inversion  of,  4S 

measurer,  37 

momenlum  of,  69 

propeller,  373 
Jet   reaction   wheel,   37s;  efficiency 

of,  376;  useful  effect  of,  376 
Jet  turbine,  400 


Lampe,  143 

Lesbros,  48 

Level  surface,  ao 

Levy. 143 

Lift,  balanced  ram,  345 

hydraulic  ram,  346 
Limit  larbine,494 
Lines  of  force.  30 
Liquid,  definition  of,  xtii 
Lock,  time  of  filling  a,  50 
Longitudinal   profile  of  open  chan- 
nel, ass 
Loss  of  energy  in  shock,  S5 
Loss  of  bead   due  to  abrupt  ctaangt 


of    I 


168; 


cocks,    169  ;  ( 

tion,  i6g  ;  elbows,  167  ;  enlarge 
ment  of  section,  167  :  orifice  ir 
diaphragm,    16G ;    sluices.   l6g 

Losses    of    head,    graphical   reprC' 

senlation  of,  170 
Losses  in  centrifugal  pumps,  $59 

in  turbines,  531 

Magnus,  48 

Main,  equivalent  uniform,  186 
of  uniform  diameter,  branch,  1S8 


Meters,  107 

Inferential,  309 

piston,  309 

rotary.  009 

Schonheyder's,  308 

Venturi,ao7 
Meyer,  369 
Miner's  Inch,  44 
Mississippi,    eiperiments    on.   353, 

Mixed-flow  turbines.  495 
Momentum  of  jet,  69 
Morin,  403,  431 
Motion,  fluid,  i 

laminar,  3 
permanent,  i 

Motor  driven  by  waierSowilig  along 

a  pipe,  179 
Mouthpiece,  Borda'a,  58 

cylindrical.  63 
divergent,  66 
ring-noiile,  Gi 

Navier'a  hypothesis,  303,  364 
Kotcb,  83 

rectangular,  83 

triangular,    gs 
Noiiles,  174 

Ellis'  experiments  on,  177 

Freetnan's  experiments  on,  178 

Open  channels,: 

Orifice  fed  by  tn 

flow  through  an,  33 

in  a  diaphragm,  toss  of  head  due 


with  a  sharp  edge,  33 
Orifices,  circular,  81 

large,  78 

rectangular,  7S 

semi  circular,  49 

triangular.  93 
Orleans  canal,  experiments  on,  347 
Outward-flow  turbine,  491 
Overs  hot- wheel,  450 

arc  of  discharge  in.  453 

bucket  angle  of,  456 

division  angle  in,  456 

effect  of  centrifugal  force  in,  451  ; 
impact  on,  469;  weight  on,  467 


;ti  by  Google 


Overshot -whael,  450 

number  of  bucket!  In,  456,  45S 
pitch-ugle  in,4S7 
•peed  of,  450 
useful  effect  of,  467 
weight  of  water  oa,  452 


Packing,  cup-leatber,  336 

beiDp,  336 
Parabolic  path  of  jet,  15 
Paraboloidal  surface,  20 
Paris  sewer  forinula,  346 
Pastal's  press,  336 
Path  of  fluid  particle  in  turbine,  4S6 
Pelton  wheel,  4S6 
Pendolum,  hydrometric,  308 
Permanent  regime,  I 
Perrodil's  hydrodynamometer,  308 
PiMometer.  u 
Piobert,  403 

Pipe   connecting   three    Teservoirs, 
branched,  191,  aoo  i  two  reser- 

equivalenl  uniform,  186 

flow  assumptions,  133 

flow  diagrams,  144 

flow  in  frictionlcss,  37 

Williams'  experiments  on  flow  in, 
306 

of  uniform  section,  flow  in,  133 

of  varying  section,  1S4 

thickness  of,  15E,  159 

variation  of  velocity  in  transverse 
section  of   303 
Pipe-flow,  eSect  of  inclination  on, 

138 
Pitch-back  wheel,  47a 
Pilot  tube,  303 
Plane  layers,  motion  in,  3 
Poiseuille,  13S,  131 
Poncelet,  48,  418 

Poncelet  wheel,  434;  design  of,  433 
Position,  influence  of  pipe's,  137 
Practical  coeflBcienls  in  centrifugal 
pumps,  56g; 


Pie: 


,  336 


Baling,  337 

hydraulic,  336 
Pressure,  centre  of,  ziv 

due  to  shock,  160 
Pressure- head,  ii 

on  cylindrical  body  in  pipe.  406 
Pressure  on  thin  plate  in  pipe,  404 

of  fluids,  xiii 
Prony,  346,  148,  359 
Propeller,  jet,  373 


Pumps,   centrifugal,   547;    analysis 
of.  553:  vortex- chamber  in,  565 
Punching  bear,  339 

Radiating  current,  7S 
Ram,  hydraulic,  335 
Rayleigh,  Lord,  48 


Rfigin 


,  pe. 


Reservoir  sluices,  97 
Reservoirs,  branched  pipe  connect- 
ing three,  191,  aoo 

orifice  fed  by  two,  igs 

pipe  connecting  two,  i6a 
Resistance  of  ships,  131 

of  motion  of  solids,  403 
Retarding  effect  of  air,  etc.,  la  chan- 
nel flow.  334 
Revy's  meter.  306 
Reynolds.  139,  130.  139,  141 
Rhine,  experiments  on,  347,  a6a,  366 
Ring-nozzle.  61 
River-bends,  369 
Riveter,  portable,  338 
Rotation  of  fluids,  17 
RUhlraann,  2S5,  386,  393 

Sagebien  wheels,  449 
Saone,  experiments  on,  357 
Scbiele  turbine,  30B 
Schonhcyder's  meter,  357,  366 
Segner,  37s 

Seine,  experiments  on,  357,  366 
Sharp-edge  orifices,  33 
Ships,  resistance  of ,  131 
Shock,  energy  due  to,  5; 

loss  of  energy  in,  55 

pressure  due  to,  160 
Simpson's  rule,  309 
Siphon,  181 

inverted,  183 
Slotle,  369 
Sluice  in  cylindrical  pipe,  169 

in  rectangular  pipe,  169 

'  —  of  bead  due  to  a,  169 


Slui 


••■  437 


97 

Smith,  Hamilton.  Jun.. 87 
Snow,  weight  of,  3 
Sonnet,  360 
Specific  gravity,  xiii 
Spiral  flow  of  water,  75 
Standing  wave,  381 
Steady  Sow  in  channels  of  constant 
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Steady   moiion,  i  ;  in   pipe  of   uni- 
form section,  133 
Steady   varied   motion,   differential 


Sire 


Scriclcland.  49 
St.  Venanl,  248 
Snction-tube,  theory  of,  539 
Surface-floats.  300 
Surface-friction  in  pipes,  136 

slope  in  chknneis,  136 

tension.  49 

velocity,  353-365 

Tables  of  backwater  function,  390, 

bottom  velocities  369 
*      Castel's  results.  69 

coefficients  of  discharge,  39,  40 
coefficients   of  weir  discbarge  by 

Fleky  &  Stearns,  89 
density  of  water,  4 
discharge  through  Miner's  Inch,46 
discharge   through    nozzles,    177, 


178 
elasticity  of 
erosion  and  viscosity,  atig 
expansion  of  volume  of  wa 
expansion  of  water,  4 
friclional  lo<iBes  in  hose,  i' 


iter,  6 


I  S3 


showing  best  rclali' 

for  trapezoidal  section,  333 
slopes  and  mean  velocities,  937 
slopes  of  trapezoidal  section,  331 
values  of  c  and  i  in  Baiin's  form- 
ula, 311  tosaa 
values   of  — ^=^    lot   centrifugal 

pumps,  556 
values  of  ^in  Basin's  formula,  sjo 

values  of  — ^  for  turbines,  503 

values  of  m  and  fi  in  e=  "  (^  +  "). 

316 
values  of  n  in  Ganguillet  &  Kut- 

ter's  formula,  3SI 
viscosity  of   water  and   mercury. 


Tables,  values  of  t  and  t  In  Man- 
ning's formula,  337 

Tachometer,  308 

Tadini.  348 

Tank,  experimental,  >9 

Tension,  surface,  49 

Theory  of  suction  or  draft  tube,  519 
of  turbines,  497 

Thibault,  403 

Thickness  of  hydraulic  pipes  and 
cylinders,  337-344 

Thomson,  James.  77,  93,  369 

Thomson's  turbine,  i6$ 

Tbroltle-valve,  lots  of  head  due  to, 
i6g 

Thrupp.  139 

Time  of  emptying  and  filling  a 
canal -lock,  so 

Torricelli's  theorem,  34 

Transmission  of  energy  by  hydrau- 
lic pressure,  136 

Trautwinc,  8g 

Trii  ngular  notch,  93 

Tub-wheel,  387 


Boyden's,  491 

centrifugal,  393 

combined.  495 

efficiency  of,  501.  510,  519 

Fontaine's,  494 

Fourneyron.  491 

impulse  or  Girard,  483,  507,  J13, 

517 
inward -flow,  491,  493 
jet,  400 

Sonval,  494 
mit,  494 
losses  of  effect  la,  531 
mlKed-flon,  490,  495 
outward-flow.  491 
parallel-flow,  ^'}^ 
practical  values  of  velocitie*  la, 

5'9 
radial-flow,  490 
reaction,  483,  516 
Schiele,49S 
Scotch,  37S 
Segner,  376 
Swain's,  495 
tangential,  393 
theory  of,  497 
Thomson.  491,  493 
useful  work  of.  joi 
ventilated   483 
vortex,  4gr,  493 
White  law.  375 
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343 

Under! hot-wheel,  416 
Undershot  wheel,  actual  deliver;  in 
ft.-lba.  of ,  433 

depth  of  crown  of,  431 

eScicDcy  of,  417,430;  Poacelei,43S 

form  of  conne  of,  439 

in  a  straight  race,  41S 

loasea  of  effect  with,  4^1 

inodificationt  [o increase  efficiency 
of.  433 

number  of  backciB  in,  419 

Poncelet'a,  434;  efficiency  of,  428 

useful  work  of, 417,  430 

with  flat  vane«,  417 
Uniform  main,  equivalent,  186 


Unw 
Useful 


.  403 


■Mi 


Valve,  loss  of  head  due  to  : 
Vane,  best  form  of,  388 

cup,  367 
Velocity,  bottom,  360.  366 

critical,  tS9 

curve  in  a  channel,  357 

formalffi,  Bazin's,  366 

formuls,  Doileau's,  366 

maximum,  360,  367 

mean.  358,  b6s 

mid-depth,  365 

of  whirl,  49B 

surface.  358,  365 

variation  of,  357 
Velocities     in     turbines, 

values  of,  siq 
Vena  coniracta.  13 
Venant,  St.,  348 
Ventilated  buckets,  473 
Venturi,  water-meter,  16 
Vessels  in  motion,  orifice  la,  36 
Virtual  fall.  13 

slope,  13 

i,  table  of,  369 


Viscosity,  964 

Meyer  a  formula  for.  369 

Slotte's  formula  for,  369 
Volute  of  centrifugal  pump,  SS8 
Vortex,  circular,  74 

compound.  76 

free.  74 

free-spiral,  75 

forced,  7s 

motion,  74 

Water,  pressure  of,  6  ) 

weight  of,  3 
Water-barometer,  7 
Water-meter,  207 
Water-pressure  eifginc,  347 
Water-wheels,  class  Ideation  of  ver- 
tical, 416 
Wave  propagation,  velocity  of,  161 
Weight  of  fresh  water,  3 

of  i< 


".  3 


:  floW-OV 


-.99 


of  salt  n 
Weir.  83 

Baiin 

broad-ciested.  94,  106 

drowned,  88,  106 

inclined,  89 

rectangular,  with  end  contrac- 
tions, 36  ;  without  end  contrac- 
tions, 85 

sharp-crested,  99,  107 

submerged.  88 
Weisbach.  36.  60,  166 
Wescr,  eipcriments  on,  347 
Wheel,  breast.  440 

hurdy-gurdy,  485 


jet 


aight  r. 


.  37S 


f.4i8 


t.  4SO 


Felton.  486 

pitch -back,  473 

Poncelet,  414 

Sagebien.  449 

undershot,  416 
Whirling  fluids,  ig 
Whirlpool-chamber,  76 
Whirl,  velocity  of,  519 
Whitelaw,  375 
Williams,  306 
Woltmaon,  347 
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Durand's  Resistauce  and  Propulsion  of  Ships 8vo, 

•Fiebeger's   Field  Foriificalion,   Including  Military  Bridges, 

Demolitions,  Encampments  and  Communications. 

Large  12m  o, 

•Dyer's  Light  Artillery 12mo, 

•HoiTa  Naval  Tactics 8to, 

•  iDgalls's  Ballistic  Tables Bvo, 
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«4  00 

7  80 

1  50 
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B  00 

Ingnils's  Hnndbook  of  Prublem*  iii  Direct  Plre. 

Mnhnu'H  PermaneiitForHflcaHoM.  (Mercur.),8vo,  lialtm 

Hiiiiual  fi>r,  CourtB-MBrliul I6mo,  morocco, 

•Merciir'si  Attack  of  Forlifled  Places 12mo, 

*        ■'        Elements  of  Uie  Art  cf  War 8vo, 

Uetcalfe'B  OrdDUOce  and  Oumierj 12[no,  with  Atlas, 

Murray's  lufuntry  Drill  RegulatioDS  adapted  lo  [be  SpringSeld 

Itifle,  Caliber  .46 88mo,  paper,  10 

*Plielps'9  Prnclical  Marino  Surveying 8to,  3  60 

PoHell'a  Army  Officer's  Examiner 13nio,  i  00 

Sliarpe'i!  Subeistiug  Anuiea SSmo,  morocco,  1  00 

Wbeelers  Siege  Operattous &vo,  2  00 

Wlulbrop's  Abridgment  of  Mililary  Law 12mo,  2  50 

WoodliuU's  Notes  on  Military  Hygiene 16mo,  1  50 

Young's  Simple  Elements  of  Navigation  ISmo,  morocco,  3  00 

"            ■•             "        "           ■'            first  edition 1  00 

ASSAYINa. 

Fletcber's  Quant.  Assaying  with  the  Blowpipe..  16mo,  morocco,  1  00 

Fiirmiiti's  Pnictk'al  Assaying 8vo,  8  00 

Kiinhurilt's  Ore  Dressing 8to,  1  50 

Miller's  Manual  of  Assaying 12mo,  1  00 

O'DriBColl's  Trcattiient  of  Uold  Ores 8to,  3  00 

Rickettannd  Miller's  Kcitca  im  Assaying 8vo,  8  00 

Tliurston's  Alloys.  Brasses,  atid  Bronze* 8vo,  3  BO 

Wilson's  Cyanide  Pt'ocesses. 13mo,  1  60 

"       The  Cblorination  Ptoceas ISmo,  1  50 

ASTRONOMY. 

Craig's  Azimuth  4to,  S  50 

Dooliltle's  Prnclical  Aslronomy 8ro,  1  00 

■Oori-'a  Elements  of  Geodesy 8»o,  3  50 

Hayford's  Texl-liook  of  Geoiielic  Aatrouomy Bvo,  3  OO 

*MichtcHud  Harlow's  Practical  AstroDiraiy 8vo,  8  00 

'  *  While's  Tlieoreticnl  and  Descriptive  Aatrouomy. ...... .ISmo,  3  00 

BOTANY. 

Baldwlo's  Orchids  of  New  England Small  8to,  1  SO 

Thome's  Stnictnral  Botany ISmo,  3  26 

Westermaler'a  Qenernl  Botany.     (Schneider.) Sto,  2  00 
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BRIDGES,  ROOP5,  Etc. 

(See  alto  Enoiiieebihg,  p.  7.) 

Boller't  Highway  Bridges Sro, 

•     "      Tbe  Thames  River  Bridge 4to,  paper, 

Burr'3  Stresses  in  Bridges 6to, 

Crebore's  Uecbnulcs  of  the  Qirder 8vo, 

Du  Bois'a  Stresses  ia  F^meil  Structures Small  4to, 

Poster's  Woodea  Trestle  Bridges 4to, 

Greene's  Arcbes  In  Wood,  etc Svo, 

"         Bridge  Trusses 8*0, 

"         Roof  Trusses Svo, 

Bowe's  Treatise  ou  Arches Sto, 

JohnsoD's  Modern  Frftoied  Structures Small  4to, 

Herriman    it   Jacoby's    Text- book    of   Roofs    and   Bridges. 

Part  I.,  Slresscs 8vo, 

Herri  man    &   Jacoby's    Text'book    of   Roofs    and     Bridges. 

Pari  II..  Graphic  Statics Svo, 

Herriman   &    Jncoby's    Text-book   of    Roofs   and     Bridges. 

Part  III.,  Bridge  Design Svo, 

Morriman   &  Jacoby'e    Text-book    of    Roofs    and    Bridges. 
Part  IV.,  Continuous,  Draw,  Cantilever,  Suspeneioo,  and 

Arched  Bridges 8to, 

•MorUon's  The  Memphis  Bridge Oblong  4to, 

Waddell's  De  Poutibua  (a  Pocket-book  for  Bridge  Engineers). 
16mo,  morocco, 

"       Speciflcatioas  for  Sleel  Bridges ISmo, 

Wood's  CoDSlructlon  of  Bridges  and  Roofa. Svo, 

Wright'a  Dcdgnlog  of  I>raw  Spans.    Paris  I.  and  II..8vo,eacb 
"  "         "     "  "         Complete .8vo, 
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CHEMISTRY— BIOLOGV-PHARMACV— SANITARY  Sa ENCE. 


Adriance's  Laboratory  Calculations 12mo, 

Allen's  Tables  for  Iron  Analysis 8to, 

Ansteu's  Notes  for  Chemical  Sludenla.. I2mo, 

Bolton's  Bludent'a  Guide  in  Quantitative  Analy*!* 8to, 

Oliawn'a  Analysis  by  Electrolysis.  (HenickandBoltwood.).8To, 


1  2S 
S  00 


1  » 
SOO 
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Coha'B  lodicatora  and  Test-papers 12mo 

Orafts'sQualllative  Annljsls.     (ScliaeSer.) ISriio, 

DaveDport's  Srntistlcal  Heibods  witb  Special  Refereoce  to  Bio- 
logical Variatious 13uia,  mot 

Drecbsel'a  Cliemical  Reactions.    (Merrill.) 13mo, 

Jlrdmanii's  Intnxlucllon  to  Chemicul  Preparallous.     (Dunlap.) 
13  mo, 

Freseotua's  Quauiltailve  Cliemical  Aualysls.    (AUeiL.) 

Qualitative         "  "  (JohnwD.) 8to, 

(Wells.)        Trans. 

leih  OermaD  Edition 8to, 

Puertos's  Water  and  Public  Healih 12mo, 

"        Water  Filtration  Works 12o)o, 

Gill's  Gii9  and  Fuel  AnnlysiB 12mo, 

Good I'Jcli 'a  Economic  Disposal  of  Towns'  Refuse Demy  Bvo, 

Hammarslen's  Pbysiological  Cbemisliy.   (Maudel.) 

Helm's  Principles  of  Mathi-malical  Cheraislry.   (Morgan).  12mo, 

Hopkins'  Oil-Clieniisl'a  Hand-book 

Ludd's  Quantitative  Chemical  Analysis 13mo, 

Lnndauer's  Siwclrum  Analysis.     (Tingle.) 

LOb's  Electrolysis  aud  Elcctrosyn thesis  of  Organic  Compounds, 

(Lorouz.) 1 

'Maudel's  Bio-cbemical  Laboratory ISmo, 

Mason's  Water-supply 8to, 

"      Examination  of  Water 13mo, 

Meyer's  Kad idea  iu  Carbon  Compounds.  (Tingle.) 12mo, 

Mixter's  Elementary  Tc.\t-i>Dok  of  Cbemistry tSmo, 

Morgan's  Tbe  Tiieory  of  Solutions  and  Us  Resulls. ] 

Elements  of  Pbysical  Chemistry 12mo, 

Nlcbols's  Water-supply  (Chemical  and  Sanitary) Bvo, 

O'BriDe's  Laboratory  Guide  to  Chemical  Analysis. 870, 

Pinner's  Organic  Chemistry.    (Austen.) 12mo, 

Poole's  Calorific  Power  of  Fuels 

nicbards'a  Cost  of  Living  as  Modifleil  by  Sanitary  Science..  12 mo. 

nnd  Woodman's  Air,  Water,  and  Food 8 

Ricketts  nnd  Russell's  Notes  on  Inorganic  Cbemistry  (Si 

metallic) Oblong  8vo,  moroc 

Bideal's  Sewage  and  the  Bacterial  PuriScatlon  of  Sewage..  .Svo, 

Ruddimau's  iDoompatlbllities  in  PreHCrlptlons Svo, 

Scbimpfs  Volumetric  Analysis ISmo, 

Spencer's  Sugar  Manufacturer's  Handbook 16mo,  moiocco, 

"         Handbook   for   Chemists    of  Beet    Sugar   Houses. 
Iflmo,  morocco, 

8lockbridg«'s  Rocks  and  Soils 8vo, 

*  Tillman's  Descriptive  General  Cbemistry 8to, 
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Van  Devenler'a  Ptiyslcnl  Cbeinistry  for  Beginners,    (Boltwood.) 

ISmo,  $1  SO 

Weill's  luorgaiilc  Qunlibitive  ALnlyfiis ISmo,  1  50 

'■      Lalxiriitory   Guide   in   Quulimtlve   Clieinical   AnalyBls. 

8vo,  1  » 

Wliiiiple's  Microscopy  of  Drlukiug-wAier 8vo,  3  60 

■Wieclimanii's  Cliemical  Lecture  Notes 12mo,  3  00 

Sugar  Analysis Small  8 to,  3  50 

WulHng'fl  luorganic  Phor.  aud  Med.  Chemistry lEnio,  3  00 


DRAWING. 

*  BaTtlett'sMopbanical  Drawing 6vo. 

Hill's  Sliades  ati<l  Sbadows  nud  Perspective 

MacCord'a  Descripiive  Geometry 

"  Kiuematica 

"  MeclinQlcftl  Drawing 

Maban'a  Induslriftl  Drawing.    (Tliompaou.t 3  vols,,  8vo, 

Itced's  Topograpbinil  Drawing.     (H,  A.) 4ti 

Reid'a  A  Course  in  Mechanical  Drawiug 8vi 

"      Mechanical  Drawiug  and  IClcineulary  illncbine   Deslgi 
8v< 

Smith's  Topogrnpbical  Drawing.    (Macmillon.) 8vo, 

Warren's  Descriptive  Ge'jmetry 2  vols.,  8vo, 

"       Drafting  Insiruments 13mo, 

"       Free-linod  Drawing !l3uio, 

*'        Linear  Perspective 13mo, 

"       Macbiuc  Consiiuciion 2  vols., 

"       Plane  Problems ISmo, 

"         Primary  Geometry 13mo, 

"       Problems  nud  Tbeoreme 

"         Projeclibu  Drawing 12mo, 

"         Sbades  and  Slindows 

"       Slereolomy— Sioue-culiiug 

■fflielpley's  Letter  Engraving 13mo, 

Wilsou's  Free-hand  Perspective 


5  00 

4  00 
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5  00 
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1  00 
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ELECTRICITY,  MAGNETISM,  AND  PHYSICS. 

AntUony  and  Bracken's  Tex^book  of  PUysic.J.    (Magle.)  Small 

8vo, 

Aulboiiy'N  Tbeorv  of  Electrical  Measuremenla 12mo, 

Barker's  Deep. sen  Soundings 8vo, 

Benjainin's  Voltaic  Cell 8vo, 

"        History  of  Eleclridty Svo, 
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Classen's  Analysis  by  Eleclrolysis.  (HenickaDd  Boltwood.)  8vo, 
Crefaor(>iiii(l  Sqiiier's  Experiments  with  a  New  Polarlzf ng  Fholo- 

Clirdiiograpb 

Dawson's  Electric  Raiiwaya  aud  Tramways.    Small,  4!o,  half 


•  "  Engineeriug  "  and  Blociric  Tractiou  Pocket-book,      16nio, 

morocco, 

*  Dredge'B  £(ectrlc  Diumliiatioas 2  vols. .  4to,  half  moi 

Vol.  n 4to. 

Gilbert's  De  magnelc.     (Mollelay.) 

Hotmail's  Precision  of  Measurements 

"         Telescope- m I rror-BCale  MelLod Large  8to, 

Le  Chatel let's  Higli  Temperatures.     (Biirgeu) ISmo, 

LOb's  Electrolysis  nud  El eclrusyo thesis  of  Orgaoic  Compoii 

(Lorenz.) 13mo, 

Lyous'a  Electromagoellc  Phenomena  and  the  DeviatloDS  of  the 

Compass 

•Micble's  Wave  Alotion  Relnting  to  Sound  and  Light 8to, 

Morgan's  The  Theory  of  Solutions  and  its  Results. 12mo, 

Nlaiidet's  Electric  Batteries      (Fishbuck.) 12mo, 

*Pars)iatl  &  Hobart  Electric  Genenilors.     Small  4lo,  half  mor. 

Prnti  and  Alden's  Street-railway  Itoad-beds 8vo 

Reagan's  Steam  and  Electric  Locoiuolivea I3ma 

Thiii-Elou'a  Stationary  Steam  Engines  for  Electric  Lighting  Pur- 


Till  man's  Heat ;... 

Tory  &  Pitcher's  Laboratory  Phjalcs Small  8vo,      8  00 
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ENQINEERINa. 

Civil — Mechanical — Samitart,  Etc. 

See  alto  Bhtdoes,  p.  4 ;  HTDRArtrcs.  p.  9 ;  Matbrialb  of  Eh* 
oiKEEKiNo,  p.  11 ;  Mbcranics  asd  Mackinert,  p.  13  ;  Stbax 
Enuiheb  and  Boilers,  p.  14.) 

Baker's  Masonry  Construction 870,  6  00 

"        Ij urvey in g  Instruments 12mo,  8  00 

Black's  U  S.  Public  Works Oblong  4lo,  5  00 

Brooks's  Street-railway  Location ISmo,  morocco,  1  50 

Butls'B  Civil  Engiiietrs' Field  Book 16mo.  morooco,  2  50 

Byrne's  Highwny  Constnicliou 8to,  5  00 

"       Inspection  of  Muleriuls  and  Workmiwshlp lOmo,  8  00 

Carpenter's  Experimental  Engineering 8vu,  6  00 

Church's  Mechanics  of  Engineering— Solids  and  Fluids. ..  .8ro.  0  00 
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8  90 

2  50 

ChuTcli'i  Notes  aad  Extkmples  la  Hecbanica 8to, 

Cranilaira  Eiirlbwork  Tables. 8vo, 

Tlie  TniDsUion  Curve 14mo,  morocco, 

DnrU's  Elevaiion  and  Stadia  Tables Small  8vo, 

Dredge's    Peno.    Railroad    Cod etruc lion,    etc       Large    4to, 
half  morocco,  flO;  paper, 

*  Drinker's  Tunnelling 4to,  Lalf  morocco, 

Eissler'a  Explosives — NUtoglycerine  and  Dynamite 8to, 

Frlzell  '8  Water  Power 8to, 

Folwell's  Sewerage .' Sto, 

"       Water-supply  EDglneertDg Svo, 

Fowler's  Coffef-dam  Process  for  Piers .,8»o. 

Fuertes's  Water  Filtratiou  Works ISmo, 

Gerhard's  Sanitary  House  Inspection ISmo, 

Godwin's  Rallroud  Eoglueer's  Field-book 16mo,  morocco, 

Goodrich's  Economic  Disposal  of  Towns'  Refuse. Demy  8to, 

Gore's  Hlenieuts  of  Geodesy 8yo, 

Haztehurst's  Towers  and  Tanks  for  Cities  and  Towns 8to,      2  SO 

Boward's  Translllou  Curve  Field-book Idmo,  morocco.       1  50 

Howe's  RetaiuloB  Walls  (New  Edition,) ISmo.      1  25 

Hudson's  Excavation  Tables.    Vol.  11 8vo,      1  00 

Hutton's  Mechanical  Engineering  of  Power  Plants 6vo,      S  00 

Heat  and  Heat  Engines 8vo,       B  00 

Johnson's  Malerlula  of  Cuustniciiuu 8vo,       6  00 

"         Theory  and  Practice  of  Surveying Small  8 vo,       4  00 

Ecnt'9  Mucbanlcnl  Engineer's  Pocket-book 16mo,  morocco,      6  00 

Kiersted's  Sewage  Disposal 12mo,      I  2S 

Mftlian's  Civil  Engineering.      (Wood. ) 8vo,       5  00 

McrHman  and  Brook's  Handbook  for  Surveyors lOmo,  mor.,      2  00 

Merdman's  Precise  Surveying  and  Geodesy 8vo,       8  60 

Sanitary  Engineering 8vo,      2  00 

Nsgle's  Manual  for  Railroad  Engineers 16mo,  morocco,       3  00 

Ogden's  Sewer  Design Wmo.       2  00 

Patton's  Civil  Engineering 8vo,  half  morocco,       7  60 

Fouudolions 8vo.       6  00 

Pbilbiick's  Field  Manual  for  Engineers lOmo,  morocco,      8  00 

Pratt  and  Alden's  8 1  reel-rail  way  Road-beds. 8vo.      2  00 

Rockwell's  Roads  and  Pavements  in  France ISmo,      1  25 

Scbuyler's  Reservoirs  for  Irrigation Large  8vo,      6  00 

Searles'e  Field  Engineering lOmo,  morocco,      8  00 

•■       Railroad  Spiral 16mo,  morocco.      150 

8(eb«rt  and  Biggin's  Modem  Stone  Cutting  and  Masonry. ,  .Bvo.       1  50 

Smart's  Engineering  Laboratory  Practice. ]3mo,       2  60 

Smith's  Wire  Manufacture  and  Uses Small  4lo,       8  00 

Bpaldlng's  Roads  and  Pavements I2mo,      8  00 


.vCootjIc 


Bp«ldlng's  Hydraulic  Cement 13mo.  (3  00 

Taylor's  PfiaiiioUlul  Formulas  and  Earthwork 8to,  1  50 

Thurston's  Mnterials  of  CoDStruction 8tu,  6  00 

TilUoD'a  Street  PaTemenis  aod  PaTlng  Materials 8to,  4  00 

•Trautwiue's  Civil  Kngiueer's  Pocket-book. ...16mo,  morocco,  5  00 

•  "          CroM-sccliou Slieet,  36 

•  "          EicavatioDS  aod  EmbankmeDls 8*0,  S  00 

•  •'          Layiag  Out  Currea 13ino,  morocco,  3  50 

Tunieaure  andKuasell  a  Public  Water-supplies 8to,  5  00 

Waddell's  De  Pouiihus  [A.  Pocket-book  for  Bridge  Engioeers). 

IBrao,  morocco,  8  00 

Walt's  Bngineeriog  and  Architectural  Jurisprudence 8vo,  8  00 

Bheep,  6  SO 

"     Law  of  Field  Operatl     In  EngineeriDg,  «tc 8ro,  B  00 

Bbeep,  S  50 

Warren's  Blereoiomy— Stoue-cutling 8»o,  2  50 

Webb'sEuglneeringlnstruments.  New  Edition.  10mo,  morocco,  1  35 

"      Railroad  Consiniction 8vo,  4  00 

Wegmann's  Construction  of  Masonry  Dams 4lo,  S  00 

Wellington's  Locatiou  of  Railways 8mall  8vo.  6  00 

Wheeler's  Civil  Eiigineeriug 8vo,  4  00 

Wilson's  Topographical  Surveying 8vo,  8  50 

Wolff's  Windmill  as  a  Prime  Mover 870,  3  00 

HVDRAULICS. 

(See  aim  Ehgih£EHIMG,  p.  7.) 
Bazin's  Experiments  upon  the  Contraction  of  Ibe  Liquid  Vein. 

(Traulwlne.) 8vo,  aj)0  , 


Bovey's  Treatise  ou  Hydraulics 8»o, 

Church 'a  jtlcchaulcs  of  Eugineerlng,  Solids,  and  Fluids 8to, 

CotHn's  Graphical  Solution  of  Hydraulic  Problems 12mo, 

Feirei's  Treatise  on  the  Winds,  Cyclones,  and  Tornadoes. .  .8to, 

Folwell's  Writer  Supply  Eu<;ttieerlng Svo, 

Frizell'B  Waier-poner Bto, 

Fuerieas  Wuiei  and  Public  Health 13mo, 

Wiiter  Filtrallon  Works. ISmo, 

Ganguliiet  A  Kuiier's  Flow  of  Water.     (Bering  &  Trautwlne.) 

8vo. 

HaiensFIllralion  of  Public  Water  Supply Bvo, 

Hazlehuist  a  Towers  and  Touks  for  Cities  and  Towns 8vo, 

Herschel  s  115  EnpeHintnts  8vo, 

Kleraieds  Sewage  Disposal 12mo, 

Hoson  s  Water  Supply 8vo, 

"    Examination  of  Water.. 13mo, 

Uerriman's  Treatise  on  Hydraulica 9to, 
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4  00 
4  00 
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NiclioU'a  Water  Supply  [Chemical  and  Sanitary) Sro, 

Stliuyler"^  Reservoirs  for  Irrigation Large  9 

Turuenure  and  RiiFsell's  Public  Walcr-suppt lea 8 

Wegiuaim'B  Water  Supply  of  tlie  City  uf  New  York 4 

Weisbiiuh'B  Ilydiuulics.     (Du  Bois.) 8' 

Whipple's  Microscopy  of  Urloklug  Water 8 

Wilson's  Irrlgalloi)  Engineeriug 8to. 

Hydraulic  and  Placer  Ml u lug ISmo. 

Wolff's  Windmill  aa  a  Prime  Hover 8to. 

Wood's  Tlieory  of  Turbines 8*o, 

LAW. 

Davis's  Elements  of  Law 8vo, 

Treatise  on  MillUry  Law 8to, 

Sheep. 

Manual  for  Courls-ioBTlial 16mo.  morocco, 

Wait's  Engineering  aud  Archltecturaljurfaprudeikce 8vo, 

Sbeep, 

"     Law  of  Coutitkcts 8*o> 

Law  of  Operations  Prelimloary  to  CoDstruclion  Id  En- 
gineering and  Arcbiteciure 8vo, 

WiDthrop's  Abridgment  of  Military  Law 12mo, 

MANUFACTURES. 

Allen's  Tables  for  Iron  Analysis 8to, 

Beaumont's  Woollen  and  Worsted  Maniiracture ISmo, 

Boliand's  EncyclopKdia  of  Founding  Terms Iflmo. 

"        The  Iron  Founder. ISmo, 

"  "       "  "       Supplement ISmo, 

Eisslers  Explosives,  Nitroglycerine  and  Dynamite 8vo, 

FoidsBoiler  Making  for  Boiler  Makers ISmo, 

Metcalfe's  Cosl  of  Manufoclures 

Mctcalf  "s  Steel— A  Maniul  for  Steel  User* 12ino, 

•  ilelaig's  Guide  to  Piece  Dyeiug 

Spencer's  Stignr  Manufacturer's  Handbook 16mo. 

Handbook    for   Cbemlsts   of    Beet   Sugar   Houses. 
16mo. 

Tburslon's  Manual  of  Steam  Boilers 8vo, 

Walke's  Lectures  on  Explosives 

West's  American  Foundry  Pmctice. 12mo. 

■     Moulder's  Text  book     lamo. 

Wiechiuann's  Sugar  Analysis Small  Svo. 

Woodbury's  Fire  Protection  of  Mills 

10 
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MATERIALS  OF  ENQINEERINO. 

(Sm  alto  EHainBKRine,  p.  7.) 
Baker's  Masonry  CoDBtnictioD 

Bosey'a  Slreugth  of  Materials 8vo, 

Biirr'B  ElasLicity  aad  Resistance  of  Materials 

Byrne's  Highway  CoDslruclloii 

CliurcL'a  Jlechanics  of  Engineering — Solids  and  Fluids . . . 

Du  Boia's  Stri^sscs  iu  Framed  Slructui-ea Small  4tc>, 

JuIjiisou's  JlatL-riuls  of  Construction 

Lanza's  Applied  Mechanics 9to, 

llartena'a  Testing  Ma lerinls.     (Hennlng.) 3  Tois.,  8vo. 

Merrill's  Stones  for  Building  and  Decoration 

Uerriman's  Mechanics  of  Muteriala 

"  Strength  of  Malerliils 13mo, 

Pattoii's  Treatise  on  Foundations 

Rockwell's  Roads  and  Piivemcnta  in  Prance 12mo, 

Bpaldiug'g  Roads  and  PavcmcDts 12mo, 

Thuraton's  Materials  of  Conatnictlon Bro, 

"  Uateriula  of  Engineering 8  vola. 

Vol.  I.,  Non-metallic   

Vol.  ir.,  Iron  and  Steel 8vo, 

Vol.  III.,  Alloys,  Bi-asses,  and  Bronua 

Wood's  Bealstance  of  Materials 8vo, 

MATHEMATICS. 
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4  00 

Brigga'a  Plane  Analytical  Geometrj- ISnio,  1  00 

Chapman's  Theory  of  Equations ISmo,  1  60 

Com pt oil's  Logarithmic  Cumputations ISmo,  1  50 

Davis's  InlroduclioQ  to  the  Logic  of  Algebra 8vo,  1  SO 

Halsted's  Elemeols  of  Geometry 870,  1  75 

Synthetic  Geometry 8vo.  1  60 

Johnson's  Curve  Traciug ISmo,  1  00 

Differential  Equations— Ordinary  and  Partial. 

Small  8vo,  8  GO 

■■       Inlegral  Calculus : ]3mo,  1  60 

"  "  "        Unabridged.    Small  8vo.    (Inpreu.) 

••       LeastSquares 12mo,  1  SO 

•Ludlow's  Lognrithmtc  and  Other  Tables.    (Bass.) 8vo,  2  00 

•      ■'        Trigonometry  with  Tables.     (Bass.) 870,  8  00 

♦M-ihan's  Descriptl7e  Geometry  (Stone  Cutliog), 870,  1  50 

Merrlman  and  Woodward's  Higher  Malbematlca Svo,  S  00 
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Herrimaa'B  Method  of  Least  SqttBree .8to,  |3  OO 

Rice  and  Johnson's  Bifferentlal  and  Integral  Calculus, 

2  vols,  iu  1,  small  Sto,  3  -'30 

"                  Dlflerentlal  Calculni Small  8to,  S  00 

"  AbriilgmeDt  of  Differential  Calculus. 

Small  8to,  1  60 

Totten's  Metrology 8yo,  3  50 

Warren's  DeacHpllve  Geometry 3  to1b„  8vo,  8  BO 

"        Drafting  loBlruiaentg. -  12ino,  1  2S 

"        Free-band  Drawing 13nio,  1  00 

••        Linear  PerepectiTe ]2mo,  1  00 

"        Primnry  Geometry 13mo,  "5 

Plane  Problems 12mo,  1  35 

"        Problems  anil  Theorems 8to,  2  GO 

"        Projection  Drawing ISmo,  1  50 

"Wood's  Co-ordluate  Geometry 8vo,  2  00 

"      Trigonometry 12mo,  1  00 

"Woolf  B  DewripiWe  Geometry Large  8vo,  8  00 

MECHANICS-MACHINERY. 

{See  alto  Esginkkrinq,  p.  7.) 

Baldwin's  Steam  Healing  for  Buildings.. 12mo,  S  SO 

Barr's  Kinematics  of  MacliiQcry 8to,  2  SO 

Benjamin's  Wrinkles  nod  Recipes 13mo,  2  00 

Chordal's  Letters  to  Hccliauics I3mo,  3  00 

Church's  Mechanics  of  Bngioecring 8vo,  fl  00 

"       Notes  and  Examples  in  Mechanics 8vo,  2  00 

Creho re's  Mechanics  of  the  Girder. Bvo,  5  00 

Cromwell's  Belts  and  Pulleys .12mo,  1  50 

"          Too llied  Gearing 13mo,  1  50 

Compton'a  First  Lessons  in  Metal  Workiog 13mo,  1  50 

Comptou  and  De  G  rood  t's  Speed  Lathe I2mo.  1  50 

Dana's  Elementary  Mechnuics 12mo,  I  50 

Dingey's  Mucliinery  Pttilem  Making - I2mo,  3  00 

*  Dredge'a    Trans.     Exhibits    Building,     "^orld     Exposition. 

Large  4to,  half  morocco,  S  00 

Du  Bole's  Mochanica.    Vol.  L.  Kinematics 8vo,  8  50 

Vol.  IL.  Statics evo,  4  00 

"              "             Vol.  m.,  Etneilcs 8»o,  8  60 

ntzgersld's  Boston  Machinist I8mo,  1  00 

Slather's  Dynamometera ISmo,  2  00 

Rope  Driving 12mo.  2  00 

HaH'B  Car  Lubrication ISino,  1  00 

HoRy's  Saw  niing ISmo,  75 
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•  Juhoson's  Theoretical  Uechanfcs.    An  EleroeDtai;  Treattae. 
lamo, 

Jones's  Mac)]  I  ne  Design.    Parti.,  ElDemallca 8to. 

"  Part  II.,  Strength  tad  Proportion  ot 

MiiL-hine  Parts 8to, 

Lanza's  Applied  Mecliaulcs 8vo, 

MacCord's  Kinematics Bvo, 

Merrimau's  MecLauics  oE  Materials 8to, 

Hetcnlfe's  Cost  of  Muiiu  fuel  urea. 8vo, 

•Michie's  Aiiiilytlcal  Meulianics 8to, 

Ricliards's  Compressed  Air ISino, 

Kobitisoii's  Principles  of  Mechanism 8to, 

BmliL's  Press-working  of  Hetals 6to, 

Thurston's  Friction  aud  Lost  Work 8to, 

The  Animal  as  a  Machme 13mo, 

Warren's  3Iachiiie  Construction 3  TOla.,  8vo, 

Weisbach'e  Hydraulics  aod  Hydrnutie Motors.    (Du  Bois.)..evo, 
'•         Mecbanics    of  £uglueer!ng.      Vol.  Ill,,   Part  I,. 

Sec.  I.     {Kleiii.} 8vo, 

Weiflbach'a  Mechanics    of  Engloeering.    Vol.  III.,   Part  I„ 

Sec.  II,     (Klein.) 8vo, 

WelBbach's  Steam  Engines.    (Du  Boia.) Sto, 

Wood's  Analytical  Meohanlca 8vo, 

"      Elementary  Mecbanics IStno, 

"  "  "  Supplement  and  Key 12mo, 

METALLURQV. 

Allen's  Tables  for  Iron  Asalysfs 8vo, 

Egleeton's  Qold  and  Mercury Large  8to, 

"         Metallurgy  of  Silver Large  8vo, 

•Kerl's  Metallurgy— Steel,  Fuel,  etc 8*0, 

KunbardL's  Ore  Dressing  in  Europe Bvo, 

Metculf's  Sleel— A  Mnoual  for  Steel  Users ISmo, 

O'DriscoII's  Trealmenl  of  Gold  Oi-ea 8to. 

Tliurston's  Iron  and  Sleel 8»0, 

■'  Alloys 8to, 

Wilson's  Cyanide  Processes 13mo, 

MlNERALOaV  AND  MININO. 

Barringer's  Mluenils  of  Commercia]  Value Oblong  morocco. 

Beard's  Ventilation  of  Mines ]3mo, 

Boyd's  Kesourcea  of  South  Weslern  Virginia 8to, 

■•      Mnp  of  South  Weateru  Virginia Pocket-book  form, 

Brush  aod  Peofleld's  Determinative  Mineralogy.  New  Ed.  8to, 
18 
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CSheeter^  Catalogue  of  Mlnenla 8to,  |1  2-'> 

"             "          "       "        Paper,  60 

"      Dlctlonarjof  the  Names  of  HlnenU 8to.  8  00 

DoQ&'a  Amerlcftii  Localities  of  Hinernls Large  Svn,  ]  CO 

"      Descriptire Mineralogy.  <B.8.)  LargeSvo.  baltmoracco,  12  » 

"      First  Appendix  to  System  of  Mlueralogy.   . . .  Large  Bvo,  1  00 

"     Miucralogy  ami  Petrograpby.     (J,D,) 12mo,  2  00 

"      Mioenilfl  and  How  to  Study  Them.     (E.  S.) 12mo,  1  SO 

"     Teit-book  of  Mineralogy.    (E.  S.)... New  Edition.    8vo,  4  00 
''Drinker'BTuDnelllLgiEiploslTes.OompouadSiaudRockBrilli. 

410,  lialf  morocco,  3S  00 

Eglestoa'a  Catalogue  of  Minerals  fl&d  Synonyms 8to,  2  50 

Elssleri  Esplosivea — Nitroglycerine  and  Dynamite 8yo,  1  00 

HuBsak'B  Rock-forming  MlnemlB.     (Suilth.) Sm&ll  8to,  2  00 

Iblaeng'a  Manual  of  MiiilDg 8to,  4  00 

Kuoburdl's  Ore  Dressing  In  Europe 8vo,  1  SO 

O'DrlBColVs  Trealmeni  of  Gold  Ores 8to,  3  00 

•  Penfield's  Record  of  Mineral  Tests Paper,  Bvo,  60 

Bosenbusch's    Microscopical    PhysSograpby   of    Minerals    and 

Rocks.     (Idd  iiiga, ) 8to,  6  00 

8aw3-er'B  Accidanulu  Mines Large  Sto,  7  00 

Stockbridge's  Rocks  nnd  Soils 8to,  S  30 

Tillman's  Important  Minerals  and  Rocka. 8vo,  S  00 

Walke'g  Lectures  on  Eiplosires 8to.  4  00 

Williams's  Lilhology 8to,  8  00 

Wilson's  Mine  Ventilalion 12mo,  1  25 

"        Hydraulic  and  Placer  Mining .12mo,  2  50 

STEAM  AND  ELECTRICAL  ENOINES,  BOILERS,  Etc. 

(Set  also  EHaiHEEBiNe,  p.  7.) 

Baldwin's  Steam  HeaUng  for  Buildings. I2inor  2  60 

Clerk's  Oas  Engine Small  8to,  4  00 

Eonl's  Boiler  Making  for  Boiler  Makers 18mo,  1  00 

Hemenwny's  Indicalor  Practice I2ino,  2  00 

Kent's  Steam -toiler  Economy 8to,  4  00 

Knenss's  Practice  and  Theory  of  tbe  Injector 8vo,  1  60 

KncCord'a  Slide  Valve 8to,  2  00 

Meyer's  Modem  LocomolWe  Construction 4to.  10  00 

Peabodyand  Miller's  Sienm. boilers .8to,  4  00 

Peabody's  Tables  of  Saturated  Steam 8to,  1  00 

"          TLcrmodyiiamk-sof  tlicSttnm  Engine 8vo,  5  00 

"          Viilve  Gears  for  llic  Sleara  Engine 8to,  %  50 

"         Manual  of  tlic  Stram-engiue  Indicator ISmo,  1  50 

Fray's  Twenty  Teara  with  the  Indicator Large  8to,  S  60 
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Piipin  and  Oat c-rbe rg 's  Tliermodyu arnica ISmo,  $1  23 

KeagaD'B  Slcain  aiid  Electric  Locomotives 12inD,  2  00 

nsatgea's  TliermodyDamlra.     (Du  BoU.) 8to,  6  00 

Sinclair' a  Loco  motive  Ruoning 13mo,  S  00 

Sdow'b  Steam-boiler  Piactice Bro.  8  00 

ThuratoaH  Boiler  Explotlona ISnio,  1  50 

"          Eugine  and  Boiler  Tftali. 8»o,  S  00 

"  Mauual  of  tlie  Steam  Etigioe.     Part  L,  Stnicture 

and  TbBoiy 8vo,  6  00 

"  Manual  oF  tlie  Bieam  Eugine.     Part  II.,  DeafgD. 

ConilructioD,  and  OperolioD Svo,  6  00 

Sparta,  10  00 

"           PLllosopby  of  Ibe  Steam  Engiue 13mo,  7B 

"  Reflection  ou  the  Motive  Foner  of  Heat    (Camot.) 

12mo,  I  SO 

"           Stationary  Sleam  Engines 8vo,  2  50 

"          Stcnm-tioikr  Cotistruclion  and  Operation 8to,  5  00 

Spnogler's  VaWe  Qenn 8to,  3  50 

NotcsoD  TlicrniodyDamlcs 13mo,  1  00 

WeUbach's  Steam  Engine.     (Dii  Bola.) Ehro,  5  00 

WbiHiam'BSteam-engiue  Design 8vo.  6  00 

Wilson^  Steiim  Boilers.     (Flntlier.)       ISmo,  3  50 

Wood's  Thermodynamics,  Heat  Motors,  etc 8vo,  4  00 


TABLES,  WEiaHTS,  AND  MEASURES. 

Adrlaoce's  Laboratory  Calculatious ISmo, 

Allen's  Tables  for  Iron  Annlj-sls Svo, 

Blxby's  Ornpbical  Com  putlog  Tables Sheet, 

Complon's  IjOgarithms 12mo, 

'Crandiiirs  lliillway  and  Earlbnork  Tables Svo, 

Davis's  Elevntiou  nnd  Stadlii  Tables Small  Svo. 

Fislicr's  Table  of  Cubic  Yards .Cardboard, 

HudKin's  ExcHvalion  Tables.     Vol.  II Svo, 

Johnson's  Stadia  and  Earthwork  Tables Svo, 

Ludlow's  Logurithuilc  and  Other  Tables.    (Baas.) 13mo, 

Tott«u 'a  Metrology Svo, 


1  35 
3  00 

2  60 


VEf^TILATlON. 

Baldwin's  Sleam  Hniliiig 13mo, 

Beard's  Veutilnliou  of  Mines 13mo, 

Carpeoler's  Heating  niul  Ventilating  of  Buildings Svo, 

Gerhard's  Sanitary  House  Ins|}ectlon 12mo, 

Wilson's  Mine  VeDtilallon 13mo, 
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MISCELLANEOUS  PUBUCATIONS. 

Alcott'a  Oemi.  Seatlmcut,  Luigoage Ollt  edgeti  9S  0^ 

EiDiQDu's  Ueotogicol  Qulde-book  of  Ui«  Rockjr  HouDUina.  .Std.  1  SO 

Perrel's  TrealiBe  OQ  llio  Winds 8to,  4  00 

Hainc-s's  AddresacB  Delivered  before  tbe  Am.  Ry.  Asbd,  ..ISmo,  S  6& 

Hole's  Tbe  Fallacy  ot  llie  PreaeDt  Tbeory  of  Sound . .  8q.  16iuo,  1  00 

JUclianls'sCoetaf  LMng 13mo,  1  00 

Ricketis'a  History  of  Kensaeiaer  Polytecbnlc  Institute 8vo,  8  00 

Botbcrkam'B   Tbe    New    Teattment    Critically    Bmpliailzed. 

13ma,  1  50 
"             Tbe  Einpbo^tzed  New  Tert,     A  new  trunskllon. 

Large  Sto,  3  OO 

TotteD's  An  Important  Question  In  Heirology 8vo,  S  50 

HEBREW  AND  CHALDEE  TEXT-BOOKS. 

For  Schools  and  Thbolooical  Sbmihariks. 

Qeeeniiis's  Hebrew  and  Chaldee  Lexicon  to  Old  Testament. 

(Tregellea.) Sm&ll  4to,  half  morocco,  S  00 

Oreeo's  Eiemeotary  Hebrew  Orammar 12mo,  1  25 

■'       QmnimRr  of  tbe  Hebrew  Language  (New  Kdiliou).8vo,  3  00 

Hebrew  Cbrestomatby 8vo,  2  00 

Letteris'a   Hebrew  Bible  (MssBorelic  Notes  in  Euglieb). 

8to,  arabesque,  9  25 

MEDICAU 

BammnraleD'B  Pbyslologicnl  Cbemistry.  (Mandcl.) Bvo,  4  OO 

Hott's  Composftiou,  Digestibility,  and  Nutritive  Value  of  Food. 

Large  mounted  cbart,  1  25 

Ruddtaan'8  iDcompaiibllitles  in  Pi«acriptious 8vo,  S  00 

gteel'B  Treatise  OD  tbe  Diwoses  of  tbe  Dog 8vo,  8  SO 

Woodbull'a  Military  Hygiene 18mo.  1  50 

Worcester's  Small  Hoepttale— Eatabllsbmeot  and  Malntecance, 
including  Atkinaon'a  Stiggestions  for  Hoapital  Archi- 
tecture  12mo,  1  && 


Dni,t,zc-ct.,C(Klt^Ie 


,ab,  Google 


b,  Google 


,ab,  Google 


,ab,  Google 


,ab,  Google 


,ab,  Google 


